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Foreword

ISO (the International Organization for Standardization) is a worldwide fed-
eration of national standards bodies (ISO member bodies). The work of
preparing International Standards is normally carried out through ISO
technical committees. Each member body interested in a subject for
which a technical committee has been established has the right to be
represented on that committee. International organizations, governmental
and non-governmental, in liaison with ISO, also take part in the work. ISO
collaborates closely with the International Electrotechnical Commission
(IEC) on all matters of electrotechnical standardization.

Draft International Standards adopted by the technical committees are
circulated to the member bodies for voting. Publication as an International

Standard requires approval by at least 756 % of the member bodies casting
a vote.

International Standard 1ISO 12678-2 was prepared by Technical Committee
ISO/TC 33, Refractories.

ISO 12678 consists of the following parts, under the general title Refrac-
tory products — Measurement of dimensions and external defects of re-
fractory bricks:

—  Part 1: Dimensions and conformity to drawings

—  Part 2: Corner and edge defects and other surface imperfections
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Refractory products — Measurement of dimensions and external

defects of refractory bricks —
Part 2:

Corner and edge defects and other surface imperfections

1 Scope

This part of SO 12678 describes apparatus and
specifies simple methods for routine measurement of
corner and edge defects, as well as other surface im-
perfections of refractory bricks. It does not apply to
the measurement of internal defects. It does not es-
tablish criteria for acceptance or rejection of bricks.

The application of these methods is limited to stan-
dard shapes in accordance with [ISO 5019-1 to
ISO 5019-6 and ISO 5417, unless otherwise agreed.

2 Normative references

The following standards contain provisions which,
through reference in this text, constitute provisions of
this part of 1ISO 12678. At the time of publication, the
editions indicated were valid. All standards are subject
to revision, and parties to agreements based on this
part of ISO 12678 are encouraged to investigate the
possibility of applying the most recent editions of the
standards indicated below. Members of IEC and ISO
maintain registers of currently valid International Stan-
dards.

SO 5019-1:1984, Refractory bricks — Dimensions —
Part 1: Rectangular bricks.
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ISO 5019-2:1984, Refractory bricks — Dimensions —
Part 2: Arch bricks.

SO 5019-3:1984, Refractory bricks — Dimensions —
Part 3: Rectangular checker bricks for regenerative
furnaces.

ISO 5019-4:1988, Refractory bricks — Dimensions —
Part 4: Dome bricks for electric arc furnace roofs.

ISO 5019-5:1984, Refractory bricks — Dimensions —
Part 5: Skewbacks.

ISO 5019-6:1984, Refractory bricks — Dimensions —
Part 6: Basic bricks for oxygen steel-making con-
verters.

ISO 5417:1986, Refractory bricks for use in rotary

kilns — Dimensions.

3 Definitions

For the purposes of this part of ISO 12678, the follow-
ing definitions apply.

3.1 corner defect: Missing corner, defined by the
three dimensions qa, b and ¢ as indicated in figure 1.

3.2 edge defect: Missing edge, defined by the three
dimensions e, fand g as indicated in figure 2.
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3.3 crater: Clearly defined hole in the surface of a

brick whose parameters (maximum diameter, mini- AN
mum diameter and depth) can be measured with the 2 7 °°0 o
apparatus specified in clause 4. - Q_SOO_Q

OO 9% o O
3.4 Cracks, subdivided as follows: : OOO

O
3.4.1 hairline cracks: Fine cracks visible on the sur- Q ’ Cg ﬂ
face of a brick whose length may be measured and ‘ QO
whose width is less than or equal to 0,2 mm. ‘ oY

Q

3.4.2 surface crazing: Network of hairline cracks
confined to the surface of the brick.

3.4.3 open cracks: Cracks or tears in the surface

whose length is more than 10 mm and whose width
is more than 0,2 mm.

NOTE 1 The above types of cracks may appear as indi- c
cated in figure 3, from left to right respectively.

3.5 protrusions and indentations: Imperfections Figure 1 — Typical corner defect
that may occur during the moulding or firing process
of bricks and blocks.

3.6 fins: Thin layer of material on a face of a brick

that projects beyond the edge. N’\/\—
()

. / o§°

530G
4 Apparatus R \ “o“,‘@f)ico?gog&
4.1 General
All instruments shall be calibrated or certified to within J
the accuracy of the measurement. The accuracy of 1
the linear measuring device (4.2) shall be checked 9 ]
regularly against a length bar complying with national
standards. Figure 2 — Typical edge defect

4.2 Linear measuring device (steel tape graduated
in millimetres, calipers, graticule with 0,17 mm gradu-
ations), in accordance with the tolerance agreed upon,
and conforming to an accuracy of half the intended
accuracy of the measurement.

NOTE 2 Steel tape measurements are accurate to 1 mm %E*
(0,5 mm can be estimated), whereas caliper measurements

are accurate to 0,1 mm. Linear tolerances less than 1 mm
should be measured with calipers.

4.3 Steel straightedge, at least 5 mm thick and of
sufficient length to span the diagonal of the largest

shape to be measured. Figure 3 — Typical cracks
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