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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards
bodies (ISO member bodies). The work of preparing International Standards is normally carried out
through ISO technical committees. Each member body interested in a subject for which a technical
committee has been established has the right to be represented on that committee. International
organizations, governmental and non-governmental, in liaison with ISO, also take part in the work.
ISO collaborates closely with the International Electrotechnical Commission (IEC) on all matters of
electrotechnical standardization.

The procedures used to develop this document and those intended for its further maintenance are
described in the ISO/IEC Directives, Part 1. In particular, the different approval criteria needed for the
different types of ISO documents should be noted. This document was drafted in accordance with the
editorial rules of the ISO/IEC Directives, Part 2 (see www.iso.org/directives).

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. ISO shall not be held responsible for identifying any or all such patent rights. Details of
any patent rights identified during the development of the document will be in the Introduction and/or
on the ISO list of patent declarations received (see www.iso.org/patents).

Any trade name used in this document is information given for the convenience of users and does not
constitute an endorsement.

For an explanation of the voluntary nature of standards, the meaning of ISO specific terms and
expressions related to conformity assessment, as well as information about ISO's adherence to
the World Trade Organization (WTO) principles in the Technical Barriers to Trade (TBT), see
www.iso.org/iso/foreword.html.

This document was prepared by Technical Committee ISO/TC 28, Petroleum and related products, fuels
and lubricants from natural or synthetic sources, Subcommittee SC 4, Classifications and specifications.

This second edition cancels and replaces the first edition (ISO 12924:2010), which has been technically
revised. It also incorporates the Technical Corrigendum ISO 12924:2010/Cor 1:2012.

The main changes are as follows:
— introduction of environmentally acceptable greases (suffix EA added to the symbol);

— additional data table added to provide to the end user complementary information about important
properties of the grease.

Any feedback or questions on this document should be directed to the user’s national standards body. A
complete listing of these bodies can be found at www.iso.org/members.html.
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Introduction

According to Reference [25], grease is a lubricant which has been thickened in order that it remain in
contact with the moving surfaces and not leak out under gravity or centrifugal action, or be squeezed
out under pressure. Additives may be included to bring special properties like anti-oxidants, rust and
corrosion inhibitors, anti-wear and extreme pressure additives, solid lubricants.

Greases are used to keep the lubricant in place in the lubricated organs or mechanisms. The advantages
of greases are the reduction of the construction and maintenance costs, the simplicity of the sealing
systems, and the possibility for life lubrication.

One of the drawbacks of greases versus liquid lubricants is that they do not easily remove heat and
cannot be filtered. So greases limit the operating speed of some mechanisms.

Due to the variety of base oils and thickeners, there is a wide variety of greases. The selection of the
liquid lubricant and the thickener depends on the properties required. The low temperature properties
are governed by the liquid lubricant characteristics, mainly its flow properties at low temperature. The
high temperature properties are linked to the type of thickener and to the heat stability of the liquid
lubricant.

Greases can be formulated to meet environmental acceptability requirements (toxicity and
biodegradability).

The purpose of this document is to provide guidance to suppliers and end users of greases and to
manufacturers of grease-lubricated equipment.
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