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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards 
bodies (ISO member bodies). The work of preparing International Standards is normally carried out 
through ISO technical committees. Each member body interested in a subject for which a technical 
committee has been established has the right to be represented on that committee. International 
organizations, governmental and non-governmental, in liaison with ISO, also take part in the work. 
ISO collaborates closely with the International Electrotechnical Commission (IEC) on all matters of 
electrotechnical standardization.

The procedures used to develop this document and those intended for its further maintenance are 
described in the ISO/IEC Directives, Part 1. In particular the different approval criteria needed for the 
different types of ISO documents should be noted. This document was drafted in accordance with the 
editorial rules of the ISO/IEC Directives, Part 2, www.iso.org/directives.

Attention is drawn to the possibility that some of the elements of this document may be the subject of 
patent rights. ISO shall not be held responsible for identifying any or all such patent rights.  Details of 
any patent rights identified during the development of the document will be in the Introduction and/or 
on the ISO list of patent declarations received, www.iso.org/patents.

Any trade name used in this document is information given for the convenience of users and does not 
constitute an endorsement.

The committee responsible for this document is ISO/TC 44, Welding and allied processes, Subcommittee 
SC 6, Resistance welding and allied mechanical joining.

Requests for official interpretations of any aspect of this International Standard should be directed to 
the Secretariat of ISO/TC 44/SC 6 via your national standards body. A complete listing of these bodies 
can be found at www.iso.org.
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INTERNATIONAL STANDARD� ISO 12996:2013(E)

Mechanical joining — Destructive testing of joints — 
Specimen dimensions and test procedure for tensile shear 
testing of single joints

1	 Scope

This International Standard specifies the geometry of the test specimens and the procedure for the 
tensile shear testing of single mechanical joints on single and multilayer specimens up to a single sheet 
thickness of 4,5 mm.

The term sheet, as used in this International Standard, includes extrusions and cast materials.

The purpose of the tensile shear test is to determine the mechanical characteristics and failure modes 
of the joints made with the different methods.

This International Standard does not apply to civil engineering applications such as metal building and 
steel construction which are covered by other applicable standards.

2	 Normative references

The following documents, in whole or in part, are normatively referenced in this document and are 
indispensable for its application. For dated references, only the edition cited applies. For undated 
references, the latest edition of the referenced document (including any amendments) applies.

ISO 2768‑1, General tolerances — Part 1: Tolerances for linear and angular dimensions without individual 
tolerance indications

ISO 7500‑1, Metallic materials — Verification of static uniaxial testing machines — Part 1: Tension/compression 
testing machines — Verification and calibration of the force-measuring system

3	 Terms and definitions

For the purpose of this document, the following terms and definitions apply.

3.1
tensile shear force
Fmax
maximum force recorded in the test

Note 1 to entry: If required, further characteristic data, e.g. Fp0,2 (see 3.2), stiffness of the specimen c (see 3.7) or 
slope of the force curve, energy dissipation W (see 3.8), can be determined according to the shear diagram given 
in Figure 4.

3.2
elastic force limit
Fe
force where predetermined plastic or permanent displacement of the test specimen occurs

3.3
slippage force
Fs
force at which a relative movement of the joined parts is registered
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3.4
displacement
s
change in the length of a specimen due to the application of a force

[SOURCE: ISO 18592:2009,1 3.15 modified — symbol changed; “force” replaces “load”]

3.5
displacement at the tensile shear force Fmax
sFmax
amount of displacement measured at tensile shear force Fmax

3.6
displacement at 0,3Fmax
s F0 3, max

amount of displacement measured at 0,3Fmax

3.7
stiffness in elastic range
c
ratio of increase of force to the increase of elongation in the elastic range (c = ΔF/Δs)

3.8
dissipated energy
W
work or area under the force curve

3.9
dissipated energy up to Fmax
WFmax
area under the force curve up to the point of maximum tensile shear force Fmax

W F sF
s

sF

max

max

.=
=
∫ d

0

	

3.10
dissipated energy up to 0,3Fmax
W F0 3, max

area under the force curve up to the point where the tensile shear force drops to 30 % of Fmax

W F sF
s

s F

0 3

0

0 3

, max

, max

.=
=
∫ d 	

Note 1 to entry: The 0,3Fmax limit was introduced in order to reduce the time for carrying out the tensile shear 
test, because generally the area under the force curve after 0,3Fmax does not contribute significantly to the 
dissipated energy.

3.11
dissipated energy up to fracture
Wfracture
total area under the force curve

W F s
s

s
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3.12
interference fit joint
form fit joint
property of a joint in which the transmission of external forces, in particular shear forces, is effected by 
geometrical elements which prevent the movement of the components relative to one another

Note 1 to entry: This condition is frequently achieved by the fastener’s outer diameter surface having complete 
contact with the joint’s component holes.

Note 2 to entry: Compare clearance fit joint (3.13).

3.13
clearance fit joint
force fit joint
non-interference fit joint
property of a joint in which external forces, in particular shear forces, are transmitted through friction 
and if the force to be transmitted is greater than the frictional force, then frictional locking is overcome 
and the components move relative to one another

Note 1 to entry: This condition is frequently achieved by the fastener’s outer diameter surface having incomplete 
contact with the joint’s component holes.

Note 2 to entry: Compare interference fit joint (3.12).

4	 Test specimens and types of tests

See Figures 1 and 2.

Tolerances according to ISO 2768‑1 are applicable to the dimensions of the specimens given in Table 1.

Key
a overlap ls total length of specimen t1, t2 sheet thickness
b coupon width lg specimen length between clamps 1 shim plates
lc length of clamped area lt coupon length 2 mechanical joint

Figure 1 — Single-lap tensile shear test specimens
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