Full document details: ISO 13319-2-2023

INTERNATIONAL ISO
STANDARD 13319-2

First edition
2023-09

Determination of particle size
distribution — Electrical sensing zone
method —

Part 2:
Tunable resistive pulse sensing
method

Détermination de la distribution granulométrique — Méthode de
détection de zones électrosensibles —

Partie 2: Méthode par détection d'impulsions résistives accordable
(TRPS)

Reference number
1SO 13319-2:2023(E)

Documents

Document Sharing Hub
© IS0 2023



http://avadocuments2026.com/doc/iso-13319-2-2023
http://avadocuments2026.com/doc/iso-13319-2-2023

IS0 13319-2:2023(E)

COPYRIGHT PROTECTED DOCUMENT

© 1502023

All rights reserved. Unless otherwise specified, or required in the context of its implementation, no part of this publication may
be reproduced or utilized otherwise in any form or by any means, electronic or mechanical, including photocopying, or posting on
the internet or an intranet, without prior written permission. Permission can be requested from either ISO at the address below
or ISO’s member body in the country of the requester.

ISO copyright office

CP 401 o Ch. de Blandonnet 8
CH-1214 Vernier, Geneva
Phone: +41 22 749 01 11
Email: copyright@iso.org
Website: www.iso.org

Published in Switzerland DOC ume ntS
.. Document Sharing Hub
11 © IS0 2023 - All rights reserved

Full document details: ISO 13319-2-2023


http://avadocuments2026.com/doc/iso-13319-2-2023
http://avadocuments2026.com/doc/iso-13319-2-2023

IS0 13319-2:2023(E)

Contents Page
FFOT@WOTM.........cccocveveveesesee st iv
IIMEIOMUICTION ...t v
1 SCOPI@ ... 1
2 Normative references
3 Terms and definitions
4 Symbols
5 PIIIICIPIES ... 3
6 GEMNETAL OP@TATIONL......co et
6.1 Determination Of PArtiClE SIZE ...
6.2 Determination of particle concentration
6.3 Calibration ...
6.4 DyNamiC TaNge........ocoiriesiccssseessneeissneeens
6.5 Coincidence events..........s:
6.6  Off-axis particle transport.........
6.7 POIATIZATION ..o
0.8 DIELECTIOPNOTESIS ..ot
6.9 DITAE e
7 OPErationNal PIOCEAUI . ...t st
7.1 General ...,
7.2 Instrumental components
7.3 System set-Up and OPEIMIZATION. ... 11
7.3.1  General
7.3.2  Preparing fluid cell and stretching the TPU aperture ...
7.3.3  Wetting the TPU @PeITUIE. ...
7.3.4 Establishing stable baseline current
7.3.5 Coating the TPU apPerture. ...
7.3.6  Optimising measurement parameters and running calibration
7.3.7  Adjusting conditions for the sample and recording data...................
7.3.8  Re-calibrating to ensure system stability ...
7.4 SAMPLE PIrEPATATION ...ooo e
T L GEINETAL oot
7.4.2  TRPS suspension requirements
7.4.3  Preventing contamination.................
7.4.4 Removing proteins and solutes......
7.4.5 Maintaining sample integrity .............
7.4.6  Enhancing suspension stability
Annex A (informative) TRPS DE@ST PIACTICE ... 17
Annex B (informative) Troubleshooting factors that affect TRPS measurements...............ccc... 18
Annex C (informative) Size distribution and concentration measurements of phospholipid
Nano- and MICTO-DUDDIES ... 19
Annex D (informative) Method development for TRPS particles measurements................cccon. 20
BIDLIOGIAPRY ..ot 21
Documents
Document Sharin%Hub
© IS0 2023 - All rights reserved 1

Full document details: ISO 13319-2-2023


http://avadocuments2026.com/doc/iso-13319-2-2023
http://avadocuments2026.com/doc/iso-13319-2-2023

IS0 13319-2:2023(E)

Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards
bodies (ISO member bodies). The work of preparing International Standards is normally carried out
through ISO technical committees. Each member body interested in a subject for which a technical
committee has been established has the right to be represented on that committee. International
organizations, governmental and non-governmental, in liaison with ISO, also take part in the work.
ISO collaborates closely with the International Electrotechnical Commission (IEC) on all matters of
electrotechnical standardization.

The procedures used to develop this document and those intended for its further maintenance are
described in the ISO/IEC Directives, Part 1. In particular, the different approval criteria needed for the
different types of ISO document should be noted. This document was drafted in accordance with the
editorial rules of the ISO/IEC Directives, Part 2 (see www.iso.org/directives).

ISO draws attention to the possibility that the implementation of this document may involve the use
of (a) patent(s). ISO takes no position concerning the evidence, validity or applicability of any claimed
patent rights in respect thereof. As of the date of publication of this document, ISO had not received
notice of (a) patent(s) which may be required to implement this document. However, implementers are
cautioned that this may not represent the latest information, which may be obtained from the patent
database available at www.iso.org/patents. ISO shall not be held responsible for identifying any or all
such patent rights.

Any trade name used in this document is information given for the convenience of users and does not
constitute an endorsement.

For an explanation of the voluntary nature of standards, the meaning of ISO specific terms and
expressions related to conformity assessment, as well as information about ISO's adherence to
the World Trade Organization (WTO) principles in the Technical Barriers to Trade (TBT), see
www.iso.org/iso/foreword.html.

This document was prepared by Technical Committee ISO/TC 24, Particle characterization including
sieving, Subcommittee SC 4, Particle characterization.

Alist of all parts in the ISO 13319 series can be found on the ISO website.

Any feedback or questions on this document should be directed to the user’s national standards body. A
complete listing of these bodies can be found at www.iso.org/members.html.
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Introduction

Monitoring particle size distributions and particle concentrations are required in various fields, where
particle dispersions in liquid play a role. The electrical sensing zone technique has, since its discovery
by W. H. Coulter around 1950, been widely employed for size and count analysis of (blood) cells, bacteria
and other fine particles. Over the last decades, the application range has expanded to nanoparticles,
such as liposomes, exosomes, and nano- and micro-bubbles, as a result of improved electronics and
aperture fabrication. The tunable electrical sensing zone technique is useful for the determination of
the size distribution, concentration and zeta potential of micro- and nanoparticles suspended in a liquid.
The purpose of this document is to provide the background and procedures for application of tunable
electrical sensing zone equipment for particle size distribution and concentration measurements, so as
to improve the reproducibility and the accuracy of the acquired results.
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Determination of particle size distribution — Electrical
sensing zone method —

Part 2:
Tunable resistive pulse sensing method

1 Scope

This document specifies the measurements of particle size distribution and concentration of suspended
particles, ranging from 40 nm to 100 um, using tunable resistive pulse sensing (TRPS). This document
provides a comprehensive overview of the methodologies that are applied to achieve reproducible and
accurate TRPS measurement results. This document also includes best practice considerations, possible
pitfalls and information on how to alleviate or avoid these pitfalls.

2 Normative references

There are no normative references in this document.

3 Terms and definitions
For the purposes of this document, the following terms and definitions apply.
ISO and [EC maintain terminology databases for use in standardization at the following addresses:

— ISO Online browsing platform: available at https://www.iso.org/obp

— IEC Electropedia: available at https://www.electropedia.org/

3.1
aperture
small diameter hole through with suspension is drawn

[SOURCE: ISO 13319-1:2021, 3.2]

3.2
sensing zone
volume of electrolyte within and around the aperture in which a particle is detected

[SOURCE: ISO 13319-1:2021, 3.3]

3.3
pulse frequency
number of pulses per duration

3.4
detection range
size range between the smallest and largest detectable particle diameter

3.5
dynamic range
ratio between the largest and smallest detectable particle diameter
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3.6
electrokinetics
phenomena that are associated with the tangential liquid motion in respect to a charged surface

[SOURCE: ISO 26824:2022, 3.17.16]

3.7

electrophoresis

movement of charged colloidal particles or polyelectrolytes, immersed in a liquid, under the influence
of an external electric field

[SOURCE: ISO 13099-1:2012, 2.2.4]

3.8

electroosmosis

motion of liquid through or past a charged surface, e.g. an immobilized set of particles, a porous plug, a
capillary or a membrane, in response to an applied electric field, which is the result of the force exerted
by the applied field on the countercharge ions in the liquid

[SOURCE: ISO 13099-1:2012, 2.2.1]

3.9
electrophoretic mobility
electrophoretic velocity per unit electric field strength

Note 1 to entry: Electrophoretic mobility is expressed in metres squared per volt second.

[SOURCE: ISO 13099-3:2014, 3.2.5, modified — the symbol “u” and the former Note 1 to entry have been
deleted.]

3.10
zeta potential
difference in electric potential between that at the slipping plane and that of the bulk liquid

Note 1 to entry: Slipping plane is the abstract plane in the vicinity of the liquid/solid interface where liquid starts
to slide relative to the surface under influence of a shear stress.

Note 2 to entry: The zeta potential is expressed in volts.

[SOURCE: ISO 13099-1:2012, 2.1.8]

4 Symbols

For the purpose of this document the following symbols apply.

A; pulse height of particle i
c particle number concentration
Cs particle concentration at which coincidence probability is 5 %
D aperture diameter
d particle diameter
E electric field
fem Clausius-Mossotti factor
Fyep dielectrophoretic force
Documents
2 © IS0 2023 - All rig}ﬂgll!g;ggtegharing Hub

Full document details: ISO 13319-2-2023


http://avadocuments2026.com/doc/iso-13319-2-2023
http://avadocuments2026.com/doc/iso-13319-2-2023

IS0 13319-2:2023(E)

fp pulse frequency
K¢ calibration constant of concentration
K, calibration constant of diameter

aperture length

N true count of particles

n observed count of particles

P pressure

S applied stretch

U voltage

Vi analysis volume

Vsens sensing volume

€01l absolute permittivity of the fluid

5 Principles

TRPS is an electrical sensing zone technique that can be used for characterization of the particle size
distribution, concentration and zeta potential of synthetic (e.g. metallic, polymeric or ceramic particles),
biological particles [e.g. nano-pharmaceuticals or extracellular vesicles (EVs)] and naturally occurring
organic and inorganic nano- and microparticles suspended in liquids. A dilute suspension of particles in
an electrolyte passes through an aperture in a membrane. There is an Ag/AgCl electrode on both sides
of the membrane, between which an electric potential is applied, which causes a stable ionic current
passing through the aperture. When a particle translocates the aperture, it causes a resistive pulse due
to the replacement of conductive electrolyte solution by a non-conductive solid particlelll. The height,
width and frequency of these pulses provide all the information required to determine particle size,
concentration and zeta potentiall2]. Particle passage through the aperture is caused by:

— apressure difference across the aperture for particle size determination and concentration;
— avoltage difference between the two electrodes across the aperture for zeta potential measurement;

— both a voltage and a small pressure difference between the two electrodes across the aperture for
simultaneous measurement of particle size and zeta potential.

More background and a schematic of the instrumentation is given in ISO 13319-1 and Figure 1. Pressure
can be monitored directly via a pressure sensor as shown in Figure 1 or indirectly via a flow rate meter.
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