INTERNATIONAL 1SO
STANDARD 13563-2

First edition
2001-03-01

Single side loading fork-lift trucks —

Part 2:

Additional stability tests for trucks
handling freight containers of 6 m length
and above

Chariots élévateurs a fourche a chargement latéral sur un cété —

Partie 2: Essais de stabilité supplémentaires pour les chariots
manutentionnant des conteneurs de fret de 6 m de long et plus

—_— Reference number
= — ISO 13563-2:2001(E)

SN Documents
- Documen?éﬁgrlzrg)ghub

Copyright International Organization for Standardization
Provided by IHS under license with ISO
No reproduction or networking permitted without license from IHS Not for Resale

Full document details: ISO 13563-2-2001


http://avadocuments2026.com/doc/iso-13563-2-2001
http://avadocuments2026.com/doc/iso-13563-2-2001

ISO 13563-2:2001(E)

PDF disclaimer

This PDF file may contain embedded typefaces. In accordance with Adobe's licensing policy, this file may be printed or viewed but shall not
be edited unless the typefaces which are embedded are licensed to and installed on the computer performing the editing. In downloading this
file, parties accept therein the responsibility of not infringing Adobe's licensing policy. The ISO Central Secretariat accepts no liability in this
area.

Adobe is a trademark of Adobe Systems Incorporated.

Details of the software products used to create this PDF file can be found in the General Info relative to the file; the PDF-creation parameters
were optimized for printing. Every care has been taken to ensure that the file is suitable for use by ISO member bodies. In the unlikely event
that a problem relating to it is found, please inform the Central Secretariat at the address given below.

© 1S0O 2001

All rights reserved. Unless otherwise specified, no part of this publication may be reproduced or utilized in any form or by any means, electronic
or mechanical, including photocopying and microfilm, without permission in writing from either ISO at the address below or ISO's member body
in the country of the requester.

ISO copyright office

Case postale 56 « CH-1211 Geneva 20
Tel. +412274901 11

Fax +4122 74909 47

E-mail copyright@iso.ch

Web www.iso.ch

Printed in Switzerland

. Document Sharing Hub
Copyright Inlllernational Organization for Standardization © ISO 2001 - A" nghts reserved
Provided by IHS under license with ISO
No reproduction or networking permitted without license from IHS Not for Resale

Full document details: ISO 13563-2-2001


http://avadocuments2026.com/doc/iso-13563-2-2001
http://avadocuments2026.com/doc/iso-13563-2-2001

ISO 13563-2:2001(E)

Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards bodies (ISO
member bodies). The work of preparing International Standards is normally carried out through ISO technical
committees. Each member body interested in a subject for which a technical committee has been established has
the right to be represented on that committee. International organizations, governmental and non-governmental, in
liaison with ISO, also take part in the work. ISO collaborates closely with the International Electrotechnical
Commission (IEC) on all matters of electrotechnical standardization.

International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 3.

Draft International Standards adopted by the technical committees are circulated to the member bodies for voting.
Publication as an International Standard requires approval by at least 75 % of the member bodies casting a vote.

Attention is drawn to the possibility that some of the elements of this part of ISO 13563 may be the subject of
patent rights. ISO shall not be held responsible for identifying any or all such patent rights.

International Standard SO 13563-2 was prepared by Technical Committee I1SO/TC 110, Industrial trucks,
Subcommittee SC 2, Safety of powered industrial trucks. It is based on prEN 1551, annex E.

ISO 13563 consists of the following parts, under the general title Single side loading fork-lift trucks:
— Part 1: Stability tests

— Part 2: Additional stability tests for trucks handling freight containers of 6 m length and above
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INTERNATIONAL STANDARD ISO 13563-2:2001(E)

Single side loading fork-lift trucks —

Part 2:
Additional stability tests for trucks handling freight containers of
6 m length and above

1 Scope

This part of ISO 13563 specifies additional tests to verify the stability of single side loading fork-lift trucks when
handling empty or laden freight containers of 6 m length and above.

This part of ISO 13563 specifies tests in addition to those specified in 1SO 13563-11).

The stability tests contained in this part of ISO 13563 ensure that single side loading fork-lift trucks handling freight
containers have satisfactory stability when operating the truck stacking in conditions where wind speed, v, is up to
12,2 m/s (Beaufort Scale 6). Alternative ratings may be used in higher wind speeds with higher values for v in the
equation in 3.4.3.

This part of ISO 13563 is not applicable to trucks when
a) they are handling suspended loads that may swing freely, or
b) they are handling a container with a mobile centre of gravity (see 1ISO 3874).

The tests in this part of 1ISO 13563 take into account the normal degree of eccentric loading of containers as
defined in ISO 3874.

When handling empty refrigerated containers, as specified in ISO 1496-2, with integral refrigeration unit (reefers),
account should be taken of the offset of the load.

2 - Normative references

The following normative documents contain provisions which, through reference in this text, constitute provisions of
this part of ISO 13563. For dated references, subsequent amendments to, or revisions of, any of these publications
do not apply. However, parties to agreements based on this part of ISO 13563 are encouraged to investigate the
possibility of applying the most recent editions of the normative documents indicated below. For undated
references, the latest edition of the normative document referred to applies. Members of ISO and IEC maintain
registers of currently valid International Standards.

ISO 1496-2:1996, Series 1 freight containers — Specification and testing — Part 2: Thermal containers.
ISO 3874:1997, Series 1 freight containers — Handling and securing.

ISO 5353:1995, Earth-moving machinery, and tractors and machinery for agriculture and forestry — Seat index
point.

1) 1SO 13563-1, Single side loading fork-lift trucks — Part 1: Stability tests.
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