INTERNATIONAL 1ISO
STANDARD 13584-42

Second edition
2010-12-15

Industrial automation systems and
integration — Parts library —

Part 42:
Description methodology: Methodology
for structuring parts families

Systémes d'automatisation industrielle et intégration — Bibliothéque
de composants —

Partie 42: Méthodologie descriptive: Méthodologie appliquée a
la structuration des familles de piéces

e Reference number
= — ISO 13584-42:2010(E)

EISO: Documents

=X Y — Document Sharin% Hub

Full document details: ISO 13584-42-2010


http://www.avadocuments.com/doc/iso-13584-42-2010
http://www.avadocuments.com/doc/iso-13584-42-2010

ISO 13584-42:2010(E)

PDF disclaimer

This PDF file may contain embedded typefaces. In accordance with Adobe's licensing policy, this file may be printed or viewed but
shall not be edited unless the typefaces which are embedded are licensed to and installed on the computer performing the editing. In
downloading this file, parties accept therein the responsibility of not infringing Adobe's licensing policy. The ISO Central Secretariat
accepts no liability in this area.

Adobe is a trademark of Adobe Systems Incorporated.

Details of the software products used to create this PDF file can be found in the General Info relative to the file; the PDF-creation
parameters were optimized for printing. Every care has been taken to ensure that the file is suitable for use by ISO member bodies. In
the unlikely event that a problem relating to it is found, please inform the Central Secretariat at the address given below.

COPYRIGHT PROTECTED DOCUMENT

© 1S0O 2010

All rights reserved. Unless otherwise specified, no part of this publication may be reproduced or utilized in any form or by any means,
electronic or mechanical, including photocopying and microfilm, without permission in writing from either 1ISO at the address below or
ISO's member body in the country of the requester.

ISO copyright office

Case postale 56 ¢ CH-1211 Geneva 20
Tel. +41227490111

Fax + 4122 749 09 47

E-mail copyright@iso.org

Web www.iso.org

Published in Switzerland
Documents

. Document Sharing Hub
1l © 1SO 2010 — All rights reserved

Full document details: ISO 13584-42-2010


http://www.avadocuments.com/doc/iso-13584-42-2010
http://www.avadocuments.com/doc/iso-13584-42-2010

ISO 13584-42:2010(E)

Contents Page
0] 1=V (o OSSR PRP X
L gL goTo [UTo11 o] o FU PP TT PR Xii
1 o 0] o 1 1
2 NOIMALIVE FEIEIENCES ... ettt ettt e e e sttt e e e e bt e e e s abb e e e e anbb e e sbbeeeeenbeeeeannee 2
3 TermS aNd AefiNItIONS .....oii ittt e e st bt e e e s bbbt e e s bt e e e enbb e e e e abbee e e nnaaeas 3
4 YooY o (= To I =] 11 PP OTPPRUOPPRN 12
5 Description of a hierarchy of characterization classes of products............ccccccceeeiiiiciiiine e, 12
5.1 Relationships between product categorization and product ontologies .........cccccccvveeeeviciivieeeeeeenn, 12

5.2  Relationships DEtWEEN CIASSES.........uuiiiiie i e e e e s e e e e e e e e arnnraeeeeeeenan 12

5.2.1 Class inClusion relatioNShipP ........c..vviiiieee e e e e e 12

5.2.2 Aggregation and COMPOSItION .........ccoiiiiiiiieire e s e e e e e e e s nnnreees 13

5.3 Simultaneous description of characterization classes of products and products properties......... 14

5.4  Applicable and ViSIDIE PrOPEItIES .......uuuiiiie i e e e e e e s e 14

5.5 Purpose of a standardized characterization hierarChy ..........ccccccoovciiiiieie e, 15

5.6 Use of the standardized characterization hierarchy ............ccccccei i, 16

I A O =TT 7= Y11 1= o I 0] 0 1= o Y/ SRR 16

5.8 Compatibility between ISO 13584 and IEC 61360 standard SEri€S ........ccccoevvvvvevreeeeeiiiciiieeeeeeenn 16

6 Rules for creating hierarchies of characterization classes of products .........ccccccoevvciiiieeiee i, 17
6.1 Choice of characterization Class hi€rarChy ..........ccccccooiiiciiiiiii e 17

6.1.1 L T (o B0 =T o] o] o= L1 o] o T PR 17

6.1.2 Upper section of the class hierarChy ...........c..eeevveee i 17

6.1.3 Lower section of the class hierarChy ... 17

6.1.4 Multiple perspectives on the class hierarchy............cccccceee i, 18

6.2 ASSOCIAtION Of PrOPEITIES ....vveeiieeeiiiiiiie e e e e e e e e e e e s e r e e e e e e s annnteee e e e e e e s e snnraneaaeanan 18

6.2.1 Properties t0 be CONSIAEIE .........ueviiieiiiiiieir e e e e e e e e e e aans 18

6.2.2 Semantic identification Of Properties .........cccvvviiiiee i 18

6.2.3 L= (o 10 o 1 1= SRR 19

7 Dictionary elements that describe properties of ProdUCES...........coveiiiiiiiiiiiiii e 20
7.1 Mapping of properties onto the common ISO13584/IEC61360 dictionary model .............cccc........ 20

A N 111 o101 1= SRR PRTO 20

7.2.1 L0 o = PRSPPI 21

7.2.2 DEfINITION ClASS...ciiitieiie ittt e e st e e s et e e s e nnes 21

7.2.3 [0 F= = O 1Y/ o1 22

7.24 Preferred NAME ... et e e 22

7.25 I 1] ¢ AN =10 = PR PPP PR 22

7.2.6 Preferred Letter SYMDOL ..........ceviiiiiie e 23

7.2.7 Synonymous Letter SYMBOL..........ouviiiiiiii e 23

7.2.8 SYNONYMOUS NAIMIE ...ttt ettt ettt e e e e e e e e e eeeees 23

7.2.9 Property Type ClassifiCation............ciieeiiiiiiiiiiiieie e s e e e e e e 24

425 L0 I T 1011 1o o PR 24

7.2.11  Source Document of Definition...........ccueeiiiiiiiiiiiiiiee e 24

A A 0] (= PP PO EEPP PR POPPPRTPN 25

A T = (= 1 4= 1 R PRSPPI 25

A5 S © | o | PP UOPPRPURRN 25

A% L T O o To 11T o PP PR 26
Documents

Document Sharing Hub
© 1SO 2010 — All rights reserved 1l

Full document details: ISO 13584-42-2010


http://www.avadocuments.com/doc/iso-13584-42-2010
http://www.avadocuments.com/doc/iso-13584-42-2010

ISO 13584-42:2010(E)

A R T = 1 1111 - ST PTUUPTPPR 26
A N A £ [N = o T 1 1 = PRSP RRRP 26
7.2.18 Date of Original DefiNitioN ...........coiiiiiiiiiiie e 27
7.2.19  Date Of CUIMENE VEISION ..ooiiutiiii ittt ettt sttt ettt e et e e e b e e e nnaeee s 27
7.2.20 Date Of CUIMENt REVISION .....uuiiiiiiiiiieiiiiii ettt st e sabe e e s nneeee s 28
7.2.21  VErSiON NUMDET .....ciiiiiiiii ettt ettt sttt e e s st e e sba e e e sbbeeeessneeeens 28
7.2.22  REVISION NUMDET ....iiiiiiiiiii ittt ettt e e st e e s snbe e e s snbb e e e e anneeeas 28
A B L= B =T o == =Y o PSS 29
7.2.24  Is Deprecated INterpretation ..........ocvviiiiiie e e s 29
7.2.25  AdMINISIrAtiVe ALA .......eeiiiiiieiie e 29

8 Dictionary elements that describe classes of ProdUCES ...........eeeiiiviii i 30
8.1 Mapping of classes onto the common ISO13584/IEC61360 dictionary model.............ccccvvvveeennn. 30
S N 11 o1 1= PSPPI 30
8.2.1 L0 o = PP 32

8.2.2 YW 1= o = PSR 32

8.2.3 Preferred NAME ... e st e st nenes 32

8.24 S T ¢ AN = 0 = PR 33

8.25 SYNONYMOUS NAIMES.....ceiiiiiiiiiiiii i ieee ettt ettt ettt eeeeeeeeeeeeeeeeeeeeeeeeeseseeeeenesesessssnnnnnnrnnnnes 33

8.2.6 V2] Lo L= 1Y/ o1 SRS 33

8.2.7 F Y o] o] o= o] L= TN 1Y/ o 1= TS 34

8.2.8 Class Valued PrOPEITIES .....cueeeiiiiitieeie e ettt e s s r e e e e e s st e e e e e e e s snnrnaaeeeaeeeen 34

8.2.9 V2] o] (=T o 0] 0 1= =SSR 34

LS T0Z O BN o o] [ To7= o] =3 =d o] =] 4 1TSS 35
8.2.11  Class CONSIANT VAIUES ......cuuiiiiiiiiiie ettt sttt e e e e nnneeee s 35
S N B T 101 1o o PP OUPPPRRPPI 35
8.2.13  Source Document of Definition ..........occuueiiiiiiiiiiiie e 36

S T2 S (0] (= PP P PP PPRPTP T PPPRPN 36
S KT = (T 1 4= 1 PP UPPRRTPPRN 36

S 7 G T Y14 aT o] 1 11T I 3 = 11/ Vo S 36
8.2.17  Date of Original DefiNitioN ..........ccoiiiiiiiiiiiee e 37
8.2.18  Date Of CUITENE VEISION ..coiitiiii ittt ettt ettt sttt e st e e e saba e e e s nnneeee s 37
8.2.19  Date Of CUITENE REVISION .....ueiiiiiiiiiie ittt st e e e e s nnaeee s 37
8.2.20  VErSION NUMDET .....eiiiiiiiii ettt ettt st sttt e st e e e sbt e e e sbbeeeesnneeee s 38
8.2.21  REVISION NUMDET ....iiiiiiiiiii ittt sttt e e bbb e e st e e s snbbeeesnnnneeeas 38
S A 01 011 [ =] ] PP TURRTRPRN 38
8.2.23  INSLANCE ShArAbDIE ......civiiiii e 39
8.2.24  Categorization Class SUPEICIASSES.......ccccuiiiiiiiieiieee e iieceee e e e e e sseerr e e e e e s snnrraneeeeeas 39
SIS T (ST B =T o == | =Y o PO 39
8.2.26 Is Deprecated INterpretation ..........occvviiiiiie e ee e 40
8.2.27  AdMINISTIAtIVE DALA........eiiiiiiiiieiiiiii ettt e e 40

9 Dictionary Change Management RUIES .......ciiiiiiiiiiiiiiiie e s s e e e e s e sseeee e e e e e e s e nanrneeeeeeennnns 40
9.1  Principle of ontologiCal CONTINUILY ........uueiiieeiiiiiiiiie e e e e e e e e rrre e e e e s e e snnreeeeeees 40
9.2 REVISIONS NG VEISIONS. ....eiiiiiiiiieiiieite sttt e sttt ettt e e st e e s sttt e e s b be e e e s nbbe e e s snbbeeesensbeeeesnsbeesannees 41
S B O ¢ {=Tox 1 o] o) =14 (o] =T PRSP 43
9.4  Rules for change ManagEMENT...........uuiiiieeiiiiiiiieiie e e e e r e e e e e s s e e e e e e s st eeeeeeeesnnrnrareeees 45
9.4.1 Criteria for classifying @ Change..........covviii i 45

9.4.2 Dependency and the propagation of Changes.........cccccvveeiiiicciiieece e 47

9.4.3 Management of categorization ClaSSES ........uuviieiiiiiciiieiiie e a e 48

9.3.4 Management of dictionary version and reviSion ..........ccccccovecuvieevieee e 49

9.5 Dictionary Changes and AttrDULES. .......cooei i 49
9.5.1 System maintained attribULES ...........cooviiiiiiiie e 49

9.5.2 Attributes available for textual Change...........coo i 49

9.6  Constraints on the evolution of reference diCtioNaries.........c.cccveeiiiiie i, 50

Annex A (normative) Survey of type classification codes of non-quantitative data element types

L= UL T F= T A SO 51
Annex B (normative) Short NAmMES Of ENEIES .....eviiii i e e e s e er e e e e e e s e aaes 53
Documents
. Document Sharing Hub
v © 1SO 2010 — All rights reserved

Full document details: ISO 13584-42-2010


http://www.avadocuments.com/doc/iso-13584-42-2010
http://www.avadocuments.com/doc/iso-13584-42-2010

ISO 13584-42:2010(E)

Annex C (normative) Computer interpretable lIStINGS .......uvvieeiiiiiie e 56

Annex D (normative) Value format SPeCIfiCatioN ............uuuiiiieeiii e e e 58

5 200 R [ 7= 11 o] (PP PRTPPI 58

D.2  Data Value fOrMAt tYPES ...uueiiieeei i i iiiiiiiee e e e e st e e e e e e s e r e e e e e s e s n e e e e aeeesssnnnbeeereeeeeseannnranaaeeanan 60

D.3 Meta-identifier used to define the fOrMatS ..........ccueiiiiiiiiii e 60

D.4 Quantitative value formats ... 60

D.4.1 NRL-VAIUE TOIMMAL ... .eeiiiiiiiiiie i e e st e e e e e e eneee 61

D.4.2 NR2-VAIUE TOIMMAL .....eeiiiiiiieii e et e e e e e e eneee 61

D.4.3 NR3-VAIUE TOIMMAL ... .eeiiiiiiiiiie et e e e e e aneee 62

D.4.4 NRA-VAIUE TOIMMAL ......eiiiiiiiiii e bbb e e e e e e aneee 63

D.5 Non-quantitative Value fOrMALS ..........ceviiiiiiiiiiiiiei e e s r e e e e e e s e e ee s 63

D.5.1 Alphabetic Value FOrMAaL ..........ouiiiiiiiiieiir e e e e e e e s nnnreees 64

D.5.2 Mixed Characters Value FOIMAL..........ccoiuuiiiiiiiiiie e 64

D.5.3 NUMDEr Value FOIMAL ........oiiiiiiiiiiiiiic e s 65

D.54 Mixed Alphabetic or Numeric Characters Value Format...........ccccccvveeeiiiiiiieieeee e, 65

D.5.5 BiNary Valug FOIMAL.......cooiiiiiiiiiiiiir et e e e e e s s s e e e e e e s s s st rnreeeaeeeeeanns 66

D.6  ValUE EXAIMPIES ...cociiieieeee et e e e e e e s e e e e e e e s st et e e e e e e e e s annnrreereeaeeeannneneeaeaeann 66

D.7 Characters from ISO/IEC LOB4B-1..........cceeiiuiieeiiiiieeeiiiiee e aiieeeeatteee e ssteeee e ssbbeeeessbbeeeessnbeeeessrbeeeens 68

Annex E (normative) Information object regiStration ..............ceiiiiiiiiiiiiee e e e e e 74

E.1  DocumeNnt identifiCatiON. .......c.ueeiiiiiiiie ittt e e e e b e e nnb e e nnae e s 74

E.2  SChema identifiCatioN..........ccueiiiiiiiiii et 74

E.2.1 ISO13584 IEC61360_dictionary SCheMaA .........cccuvvuiiiieeeieiiiiiieeee e e e s e e e 74

E.2.2 ISO13584 IEC61360 language _resource_SChema ..........ccccveeeeeeeiniiciinneeeeeeseseeieneens 74

E.2.3 ISO13584 IEC61360 class_constraint_SChema ...........ccoccuvvieiieeeei s 74

E.2.4 ISO13584 IEC61360 item_class_case_of schema.........cccccccevveeeviiiciiiiieece e, 75
Annex F (informative) Subset of the common IEC/ISO dictionary schema documented in this part of

1@ 5 1 7 OSSR 76

N 1= =T - PP URRPI 76

F.1.1 Scope and object of the common ISO13584/IEC61360 dictionary model..................... 76

F.1.2 Interoperability of ISO 13584 and IEC 61360 ..........ceevreeeiiiiiiiiieeeeeesessirneeee e e e e e s ennveeeens 77

F.2  Overview of the subset of the common ISO13584/IEC61360 dictionary model documented in this

s Lo IS O T G RS 77

F.3 1S013584 IEC61360_diCtionary SChEMA .......cuuviiieiiiiiiiiiieiie e e s ee e e s e e e e e s nenraaee e e 78

F.3.1 Introduction of the schema of the schema ............ccccco i, 78

F.3.1.1 Declaration of the schema ... 78

F.3.1.2 References to other schemata..........cooceeeiiiiiiii i 78

F.3.2 CoNStant defiNItIONS .......coiiiiiiie e e 79

F.3.3 Identification Of @ AICHIONANY .........ccoiiiiiiiee e 80

F.3.4 Basic Semantic Units: defining and using the dictionary ..........ccccccccveeiiiiiiiieeee s 81

F.3.4.1 Requirements for eXChange..........cccvveeiieee e 81

F.3.4.2 Three levels architecture of the dictionary data...........cccccccvvveeiviiciiiieeeeeeen, 81

F.3.4.2.1  BaSiC_SEMAaNtiC_UNIt..........uemiiieeeiiiiiiiieie e e e e e ssreite e e e e e s s e e e e e e e e e nnnneeees 82

F.3.4.2.2  Dictionary_€lemMENt........ccuuiiiiiee e 83

[ B @] o1 (=T o | A 1= o PP 85

F.3.4.3 Overview of basic semantic units and dictionary elements .........cccccccceevennne 85

F.3.4.4 Identification of dictionary elements: three levels structure.............ccccveeeeenn. 86

F.3.4.5 Extension possibilities for other types of data........c.ccccoeeevvveeeieeiicciiieeeeee, 86

F.3.4.5.1  Supplier_related BSU ........coooeoiiiiiiiiiiiiieee et 86

F.3.4.5.2 Class_related BSU .......cccueiiiiiiiiiiiiiiiii e e e e 87

F.3.4.5.3  Supplier_ BSU_relationShip..........ccccuiiiiiiieiiiiiieecee e 87

F.3.4.5.4  Class_BSU_relationsShip......ccccccoiiiiiiiiiiiiic e 87

F.3.5 YU o] o1 [T gl I | - PSSR 88

F.3.5.1 YU o] o1 1= g =5 PSSR 88

F.3.5.2 YU o] o1 1= =1 1T o 4 1= o | OSSR 89

F.3.6 (O T D - | = TSRO 89

F.3.6.1 (CT=T LT = | PP 89

F.3.6.1.1  ClassS_ BSU ...ttt e e a e e 91

Documents

Document Sharing Hub
© 1SO 2010 — All rights reserved Y

Full document details: ISO 13584-42-2010


http://www.avadocuments.com/doc/iso-13584-42-2010
http://www.avadocuments.com/doc/iso-13584-42-2010

ISO 13584-42:2010(E)

F.3.6.1.2 Class_and_property elementS........cccccceeeiviiciiiiieieeeeessinnieeee e e e e s 92
R N 701 e S O - 1~ PP PRP 93
F.3.6.2 10T o o =TT R 97
F.3.6.3 (OF-1(=To [o] g4 11 o] T o] = 1S PRSP 98
F.3.7 Data Element Type / properties data.........ccueevveeeiiieiiiiiieeee e csieeee e e s sieeee e e e e 100
F.3.7.1 Property _BSU ... ...ttt s 100
F.3.7.2 PrOPErtY _DET ..ottt s 101
F.3.7.3 Condition, dependent and non-dependent Data Element Types................. 103
[ T 0 A @ oo 1o T I USRS 103
F.3.7.3.2  Dependent P DET ..ot e e e e e s s sanene e e e e e e e 103
F.3.7.3.3  Non_dependent P _DET.....cccccceeiiiiiiiiiiiee e e e e e e e 104
F.3.7.4 Class_value_asSignNMENT..........ccciviuviiiiieeeeeiiiiiieee e e e e e s essnreeee e e e e e snnenes 104
F.3.8 Domain data: the type SYSEM ......ueiiieiie e r e e e e e e e e 105
F.3.8.1 LCT=T oL | RO PPUTPPPROPPPR 105
F.3.8.1.1 Data_type BSU ... 105
F.3.8.1.2 Data type_element.......ccccuiiiiiiie e e e 106
F.3.8.2 THE LYPE SYSIEM c.eeiiie i e e e e e 107
F.3.8.2.1 (D= = T 1 o= P 107
F.3.8.2.2  SIMPIE YO it e e 107
F.3.8.2.3  NUMDEI _LYPE .eeetiiiiiiie ittt e e e s s r e e e e e e s e e e e e e e e nnnnes 108
F.3.8.2.4  INE_LYPE correieieiiiiiiiiiiie s 108
F.3.8.25 INE_MEASUIE_TYPE ..o eeeeees 109
F.3.8.2.6 INT_CUIMENCY _TYPE ettt eeeeneeenes 110
F.3.8.2.7  Non_quantitative_iNt_tyPe ......ccooviiiiiiiiee e 110
F.3.8.2.8  REAI WP it e e 111
F.3.8.2.9  Real_MEASUIE _tYPE....ccceireeeieee e e e ettt e e e e e s s r e e e e e s snanee e e e e e e e e ennenes 111
F.3.8.2.10 Real_CUIMENCY IYPE ..cciiieeiieeiee ettt e e s e ee e e e e e e s e e e e e e e e nnnes 113
F.3.8.2.11 RAtiONAl_tYPE .uuiiiiiiiie i e e e e e 113
F.3.8.2.12 Rational_Mmeasure_tYPEe .......ccccceeeiiiiuriiieiee e e st ee e e e e e s ssnreeer e e e e e s ennnnes 113
G S 70 1 T o o Yo (==Y o N 1Y o 1= PSR 115
G S 0 A (o Vo [ Y o L= USRS 115
F.3.8.2.15 Translatable_String tYPe......cceiiiiiiiiiiiiiee e r e e 115
F.3.8.2.16 Non_translatable_String type .......cccccvreeeiiiiiiiieeee e 116
F.3.8.2.17  URI YD ittt ettt ettt e e st e e e snbae e e e anes 116
F.3.8.2.18 Date_time_data tyPe.....cccceeerieeeiiiiiiieiie e e e s cere e e e e e e s sserrner e e e e e e ennes 116
F.3.8.2.19 Date _data@ tYPe...eciiieeeiiiiiiieiiiee e e e iesieeee e e e e e s s e e e e e e s sssanene e e e e e s ennnnnes 117
F.3.8.2.20 TiMeE_data tYPE ..eeveeeeeiiiciiieieiee e e et eeteete e s e e e e e e s s ene e e e e e e nnnnes 117
F.3.8.2.21 Non_quantitative_cOde _tYPe .....cccvrriiiieee e 118
F.3.8.2.22  COMPIEX _LYPE uetiiiiiiiee it eitiee e e e e e s e et e e e e e e s s st r e e e e e s s s nnnrnereeaeeeeeannns 119
F.3.8.2.23  LeVEl Y PO ittt a e e 119
F.3.8.2.24  LEVEL oot 120
F.3.8.2.25 Class_referenNCe _tyYPe .....ccuuuiiiieeiiiiiiiiiee e e e e e e e 120
F.3.8.2.26  ENtity INStANCE _tYPE.....cccevieiiiee e e iiiiiiie e e e s e e e e e s s e e e e e e e 121
F.3.8.2.27  PlaCemeNnt_tYPE ..eoveieeeiiiiiieieiee e eestetr e e e s s s e e e e e e e e e e e e 121
F.3.8.2.28 AXIS1_pPlaCement tYPe......uueiiieeeiiiiiiiieeii e e e e e s ee e e e e e e 122
F.3.8.2.29 AXis2_placement 2d tYPe.....cceeiiicciiiiiiiee e 122
F.3.8.2.30 AXis2_placement 30 _tYPe.....ceciiiiiciiiiiiiie e 123
G S 7 N R - 1 4T~ To [ 1/ o1 PSS 123
F.3.8.3 VBIUES ...ttt 123
(G TS 0 0 A V- 18 = I o (o T2 T 11 o SRR 124
F.3.8.3.2  VaAlUB tYPB ittt e e e e e e e a e e e nnne 125
F.3.8.3.3  DIC _VAIUE .....eeeiiieiiie ettt e e s e e e e e s s e e e e e e e e e nnnnes 125
F.3.8.3.4  Administrative_data .........ccccceeeeiiiiiiiiiieec e 126
F.3.8.3.5  Translation_data ..........cccccuviiiiiieiiiiiiieecce e e e 128
F.3.8.4 Extension to ISO 10303-41 unit definitions ..........cccceeviiiie i, 128
F.3.8.4.1  NON_SI_UNIt.iiiiiiiiiiie et e e e e e e s s e e e e e e s s sanrrnereeeeesennnes 128
F.3.8.4.2  AsSert ONEOF FUIE .......c..uuiiiiiee e e e e e e e 129
G S 0 S R I o U | | O PESR 129
F.3.9 Basic type and entity definitioNS .........coooioiiiiiiiiii e 130
F.3.9.1 Basic type definitioNS...........ouuiiiieiii e 130
Documents

. Document Sharing Hub

Vi © 1SO 2010 — All rights reserved

Full document details: ISO 13584-42-2010


http://www.avadocuments.com/doc/iso-13584-42-2010
http://www.avadocuments.com/doc/iso-13584-42-2010

ISO 13584-42:2010(E)

F.3.9.1.1  ClasS_COUE LYPE ..ccceiiiiiiiiieiie e e e steee et s s ee e e e e s e r e e e e e e e nnnneees 130
G T N 2 @ To [T 17/ o1 SRR 130
[SC T I I B @1 =T o Tox VK o To [ TSRS 131
F.3.9.1.4  Data type _COUE tYPE......uuuieiieeiiiiiiiiiieeee e e essteer e e e e e e s s e e e e e e e ennaeees 131
F.3.9.15 DAl I P oo 131
F.3.9.1.6  DefiNitioN_tYPe ..uueeiiee i 132
F.3.9.1.7 DET_classification_tyPe ......cccceiiiiiiiiiiiiee e ee e e e 132
F.3.9.1.8 NOLE I P oo 132
F.3.9.1.9  Pref_Name tYPe oo 132
F.3.9.1.10 Property_COUE tYPE ...cccuviriiieeeeiieiiiieie e e e e e s e sttt e e e e e e e st e e e e e e e s ennnnaeees 133
G T T T 5 Y = {1 ¢ 4 = 1 G 1Y/ 1= PSR 133
F.3.9.1.12 Hierarchical_poSition_tYPe ......ccoovcviiiiieeee i 133
G T 0 T e Y = { oAV = o] o T Y o= PSSR 134
(G T 0 I A o o ) =0 L= £ o= SRR 134
F.3.9.1.15 Supplier_COOE tYPe.....cceiiiieiie e e e 134
F.3.9.1.16  SYN _NAME _IYPE..uuiuiiiiiiiiii s s e n s s e e e e e e aeaeaeae s 135
F.3.9.1.17  KEYWOIU YD .ureeieiieeiieiiiiiieeiie e e s e siteee et e e e s s ssnntteeneeaeesssnnnnreeeeeeeeeannnnnnnees 135
F.3.9.1.18 1SO_29002_IRDI_LYPE ..ccvveieiiiiiiee ittt ettt et 135
F.3.9.1.19 Constraint_identifier...........coeereeiiiiiiiie e 136
F.3.9.1.20 Dic_unit_identifier .........cvvmiiirie e 136
F.3.9.1.21 Dic_value_identifier ..........cueerieeiiiiiiiieee e 137
F.3.9.1.22 ValuE _COUB tYPB..iiiiiiiiiiiiieii e ettt s e e e e e r e e e e e e e nnneeees 137
F.3.9.1.23 Value_format_tyPe .....cccvieiiieie e 137
G I I AV - £ o [ 1 = SRR 138
F.3.9.1.25  SEAIUS _tYPB ..uueiriiieieieiniiinininieiniinne s e nan e e e 138
F.3.9.1.26 Dictionary_COAE _tYPE ......uuueeiieeiiiiiiiiieeee e esriteee e e e e s e s e e e e e e nnnaeees 139
F.3.9.2 Basic entity definitioNS...........ueeiiiee i 139
F.3.9.2.1 DALES ..ottt e e 139
F.3.9.2.2 Do o101 1 01T o | O TSP PO PRPPRPPI 139
G TS 0 B €1 T o] T2 PSR 140
F.3.9.2.4  External_graphiCS.........cccuimiiieeiiiiiiiieeee e e e a e 140
F.3.9.25  GraphiC_fil€S ... 140
F.3.9.2.6  Identified_dOCUMENT .........cooviieeiiiiiiiieee e 141
F.3.9.2.7 IEEM _NAIMES ... 141
F.3.9.2.8  Label with_[anguage.........ccccceiiiiiiiiiiiiie e 143
F.3.9.2.9 Mathematical_StriNg ......cceuviiieeiiiie e 143
F.3.10  FUNCtion defiNitiONS........ccoiuiiiiiiiiiie ittt e e nnbeee e 143
F.3.10.1 Acyclic_superclass_relationship function ..........cccccccevviiiiiie e, 143
F.3.10.2 Check_syn_length fUNCLION...........ooeviieiiii e 144
F.3.10.3 Codes_are_unique fUNCHON ...........oeiiieiiiiiiic e e 144
F.3.10.4 Definition_available_implies function............cccoeciiiiiiie e 145
F.3.10.5 IS_SUBCIASS fUNCLION ... 146
F.3.10.6 String_for_derived_unit fUNCHON ........ccooviiiiiie e 146
F.3.10.7 String_for_named_unit fUNCLION ..........coooiiiiiii e 148
F.3.10.8 String_for_SI_unit fUNCHiON..........oviiie e 149
F.3.10.9 String_for_unit fUNCION .......oooi i 150
F.3.10.10 All_class_descriptions_reachable function.............cccocccvveeiiiiicciienn e, 151
F.3.10.11 Compute_known_visible_properties function ..........cccccccevveeeiiiiciiieenee e, 151
F.3.10.12 Compute_known_visible _data_types function............ccccceeeeeiiiiiiiieeeneeeniennns 152
F.3.10.13 Compute_known_applicable_properties function..........ccccccccoevcvvvvienreeninnnns 153
F.3.10.14 Compute_known_applicable_data_types function .............ccceevvvvvvereeeninnnns 154
F.3.10.15  LiSt_t0_Set fUNCHON ....uvviiiiiee e e e e e e e e 155
F.3.10.16 Check_properties_applicability function ............ccccoeccvviiiereeeiiiiceeeee e 155
F.3.10.17 Check datatypes_applicability function..........cccccccoeevriiiireeeiiiiciieeeee e 156
F.3.10.18 One_language_per_translation function............ccccoeecvviiieieee i 156
F.3.10.19 Allowed values_integer_types function.........cccccccovviiiiiinieeessicciieeee e 157
F.3.10.20 Is_class_valued_property fUNCLiON..........cccuuveiieie i 157
F.3.10.21 Class_value_assigned fUNCLION ............ooccuiiiiieie e 158
F.4 1S013584 IEC61360_language reSOUrCe_SCNEMA........ccuiieeeiiiiiuiiiiieeeeeieiireeeeeee e s ssnnnrneeeeaees 159
F.4.1 ISO13584 IEC61360 language_resource_schema type and entity definitions ......... 160
Documents

Document Sharing Hub
© 1SO 2010 — All rights reserved \ii

Full document details: ISO 13584-42-2010


http://www.avadocuments.com/doc/iso-13584-42-2010
http://www.avadocuments.com/doc/iso-13584-42-2010

ISO 13584-42:2010(E)

F.4.1.1 = T To U = To T oo Lo = TR SRS 160
F.4.1.2 Global_language _asSigNMENL.........ccuvieeiiiiiiiiiieee e re e e 161
F.4.1.3 Present_tranSlationS.........cc.uviiirii i 161
F.4.1.4 Translatable 1abel ... - 162
F.4.1.5 Translated [aDel ..o ————— 162
F.4.1.6 Translatable teXt..........cccviiiiiiei i ————— 162
F.4.1.7 Translated tEXL.....ooiie i 163
F.4.2 ISO13584 IEC61360 language_resource_schema function definitions.................... 163
F.4.2.1 Check_label_length fuNCLiON ...........covvieeiiiie e 163
F.4.3 ISO13584 IEC61360 language_resource_schema rule definition .........cccc.ccccouvneeee 164
F.5 15013584 IEC61360_class_constraint_ SChEMa .........c..uveeiiieeiiiiiiiieeic e 164
F.5.1 Introduction to the 1SO13584 IEC61360_class_constraint_schema.................c........ 165
F.5.2 ISO13584 IEC61360_class_constraint_schema entity definitions..................cccuveee. 166
F.5.2.1 1070 ] 41511 7= 1| APPSR 166
F.5.2.2 Property_CONSIIaINt .........ccuviiiiiee e e e e e 166
F.5.2.3 ClasS_CONSITAINT........ceeiiiiiiie e e e e e e e e e s s eeeeeeee s 167
F.5.2.4 Configuration_control_CONSraiNt ...........cocccvviiiieiee e 167
F.5.2.5 111 PP PRP 168
F.5.2.6 T E=To Y2 o0 1S3 £ = 1o | PR 169
F.5.2.7 Context_restriction_CONSIIaINt..........covveeiiiiiiiiiiece e 169
F.5.2.8 o) 0 F= Y T o0 1S3 = 1o | S 170
F.5.2.9 SUDBCIASS_ CONSIIAINT ......vviieiieei i e e rr e e e e 170
F.5.2.10 Entity_subtype_CONSEIAINT .......ccccciiiiiiiiiiiee e 171
F.5.2.11 Enumeration_CONSIIaiNt .........covvieiiiiiiiiiice e 171
F.5.2.12 RANGE _CONSIIAINT ...cciieeiiiiiiiece e e e s e 172
F.5.2.13 StriNG_SIZE& CONSIIAINT .....ceiiieei i e e e e 173
F.5.2.14 String_pattern_CONSIAINt .........ccvviiiiiiee e 174
F.5.2.15 Cardinality _CONSIIAINT........cceeeiiiiiiiieeee s e e e 175
F.5.3 ISO13584 IEC61360_class_constraint_schema type definitions..........ccccccccoeeenvneee. 175
F.5.3.1 Constraint_or_ConStraiNt_id ...........eeveeieeiiiiiiiieee e 175
F.5.4 ISO13584 IEC61360_class_constraint_schema function definition........................... 175
F.5.4.1 Integer_values_in_range fuNCtion ..........cccceeviviiiieic e 176
F.5.4.2 Correct_precondition fUNCLION ..........covveiiiiiiiiiiiecc e 176
F.5.4.3 Correct_constraint_type funCtion ...........cccciiiiiiie e 177
F.5.4.4 Compatible_data_type_and_value function............cccccveveeeeeviiicciiieeeeeeeenn 180
F.5.5 ISO13584 IEC61360 class_constraint_schema rule definition ..........cccccceeeeeviinnnneee, 183
F.5.5.1 (8 g Lo (8T w0 o 1511 = 11 ) A o 1SR 183
F.6 1S013584 IEC61360_item_class_case 0f SChema .......cccccccviiiiiiiiiiii e 184
F.6.1 Introduction to the 1SO13584 IEC61360_item_class_case_of schema.................... 185
F.6.2 ISO13584 IEC61360_item_class_case_of schema entity definitions...................... 185
F.6.2.1 A priori semantic relationship ........cccvvveeiiee s 185
F.6.2.2 [teM_ClasS_CaSE Of......ccoiiciiiiiiii e 187
F.6.3 ISO13584 IEC61360_item_class_case_of schema function definitions................... 190
F.6.3.1 Compute_known_property_constraints funCtion .............occccvveveereeeiiincciinneneeeennn 190
F.6.3.2 Compute_known_referenced_property_constraints function............cccccccevveeennne 191
F.6.3.3 Superclass_of _item_is_item fuNCioN ...........ccoovviiiiiiiiii e 192
F.6.3.4 Check _is_case_of referenced_classes_definition function ............ccccccceveeennns 192
F.6.4 ISO13584 IEC61360_item_class_case_of schema rule definitions................c......... 193
F.6.4.1 Imported_properties_are_visible_or_applicable_rule rule.................ooeee.... 193
F.6.4.2 Imported_data_types_are_visible_or_applicable_rule rule ......................... 194
F.6.4.3 Allowed _named_type _usage _rule rule..........cccccveeveeeeiiiciiieeeeee e 194
F.7  Example Of PhYSICAl fil@.......ouiiiiiiieiee e e e e e e e e e 195
F.7.1 1L o =T Vo L= PP 195
F.7.2 YU o o1 [T e -1 - SRR 195
F.7.3 ROOL CIASS GALA ..o iuveiiieiiiiie ettt e e st e e s st e e e s snbe e e e s sbeeeeeanes 195
F.7.4 MALEITAL HALA .....eeeeiiiiiie e e et e e s sbr e e e eeeane 196
F.7.5 (©70] 191 0o ] 0 =T 0] fe £ - SRR 197
F.7.6 Electric / electronic component data............c.eeevveieeiiiiiiiiiie e 198
Annex G (informative) Survey of main classes and categories Of PropertieS.........cccoeccvvvrverieeeesiiiciieeeeeeeeeenns 200
Documents

Document Sharing Hub

Vi © 1SO 2010 — All rights reserved

Full document details: ISO 13584-42-2010


http://www.avadocuments.com/doc/iso-13584-42-2010
http://www.avadocuments.com/doc/iso-13584-42-2010

ISO 13584-42:2010(E)

Annex H (informative) Survey of type classification codes of quantitative data element types..........cccco....... 201
Annex | (informative) EXPRESS-G diaQramsS ..........coiiiiiiiiiiii ettt e e e e e e e sttt e e e e e e e s s nnnnnneeaaaeeean 208
Annex J (informative) Partial diCHONAIES .........uiiiiii ettt e e e e e s e reeeaaaaeeas 219
Annex K (informative) Information to support implementations .............ooouiieiiiiee e 220
211 ][0T 1= o )Y/ PSR 221
[0 To = PSPPSR 223
Figures
Figure 1 — Information model of deprecated EleMENLS..........coviviiiiiiiiiiiie e 45
Figure 2 — Classifying a dictionary ChanQe...........ceeiiiiiiiiiiiiiii e e e e e e e e e s rrn e e e e e e e s 47
Figure F.1 — Overview of the dictionary SCheM@ ..........cooiiiiiiiii e e e 78
Figure F.2 — Pieces of data With relationShiPS.........cuvei i r e e e e 81
Figure F.3 — Implementation of "inter-piece" relationships using basic semantic UNits ............ccccoeccvviieeeeeenn. 82
Figure F.4 — Relationship between basic semantic unit and dictionary element ............cccccvcveeeiiiiciiiieeeeeeenn, 85
Figure F.5 — Current BSUs and dictionary €le@mMeENtS...........ueeiieiiiiiiiiiiiiiiee st e e r e e e e snnnan e e e e e 86
Figure F.6 — Overview of supplier data and relationShips ..........cooiiiiiiirie e 88
Figure F.7 — Overview of class data and relationShips..........ccivvciiiiiiiiiiee e 90
Figure F.8 — Example of a supplier ONBLOIOQY .......ceviieeiiiiiieiiiee e e e e e e 99
Figure F.9 — Overview of property data element type data and relationshipS........c.cccoecvvvveeveeeevicciiieeeeeenn, 102
Figure F.10 — Kinds Of data €lemeNnt tYPES ........uuuiiiii i e e e e e e e e s e s st e e e e e e s srananeeeaaeeen 103
Figure F.11 — Entity hierarchy for the type SYStEM .......ccuiiiiiiiic e e e 105
Figure F.12 — Overview of non-quantitative data element tyPeS .........ueevvvieeiiiiiiiiiiiiie e 124
Figure F.13 — 1SO13584 IEC61360_language_resource_schema and support_resource_schema............ 160
Figure 1.1 — 1SO13584 |IEC61360_dictionary_schema - EXPRESS-G diagram 1 of 7 ......ccccccoevvvivvvennnnenn, 209
Figure 1.2 — 1S0O13584 |EC61360_dictionary_schema - EXPRESS-G diagram 2 of 7 ......ccccccevvvivivvveenenenn, 210
Figure 1.3 — 1S0O13584 |EC61360_dictionary_schema - EXPRESS-G diagram 3 0f 7 .....cccccceevvviiiviveennnenn, 211
Figure 1.4 — 1S0O13584 |EC61360_dictionary _schema EXPRESS-G diagram 4 of 7........cccccceevvviiiiviennnnnnn, 212
Figure 1.5 — 1S0O13584 |EC61360_dictionary_schema - EXPRESS-G diagram 5 0f 7 .....ccccccevvviiivvvennnnnnn, 213
Figure 1.6 — 1SO13584 |EC61360_dictionary_schema - EXPRESS-G diagram 6 of 7 .......c..ccccoevvvvvvvvennnenn. 214
Figure 1.7 — 1SO13584 |EC61360_dictionary_schema - EXPRESS-G diagram 7 of 7 ......ccccccoevvevvvvennenenn, 215
Figure 1.8 — 1SO13584 |IEC61360_language_resource_schema - EXPRESS-G diagram 1 of 1.................. 216
Figure 1.9 — 1SO13584 |EC61360_constraint_schema - EXPRESS-G diagram 1 of 1 ..........cccoovvvvivveenenenn, 217
Figure .10 — 1SO13584 |IEC61360_item_class_case_of schema - EXPRESS-G diagram 1 of 1............... 218
Tables
Table 1 — REVISION @NU VEISION .......uiiiiiiiii ittt ettt e e e e e s bt be e e e e e e s e s aabbeeeeeaeesasnbbeneeaaeeeaaannne 43
Table A.1 — Survey of type classification codes of non-quantitative data element types (main class A)......... 51
Table B.1 — Short NAMES Of @NTHIES. ......oi it e e e e e st e e e e e e aabbbeeeeeaeeeaaannees 53
Table C.1 — EXPRESS schemas documented in this part of ISO 13584.........cccooiiiiiiiiiiiiiiiiiiieeee e 57
Table D.1 — ISO/IEC 14977 EBNF syntactic metalangUage ...........eueiiiiaiiiiiiiiiiaee e 59
Table D.2 — Transposing European style digits into ArabiC digitS .........cooiiuiiiiiiiiiiiiie e 65
Table D.3 — NUMDEr ValUE EXAMPIES ...ttt e ettt e e e e e e s bbb e e e e e e e e s aeeeaaaeeeaannnes 67
Table D.4 — Characters from other rows of the Basic Multilingual Plane of ISO/IEC 10646-1 ................c....... 69
Table G.1 — Survey of main classes and categories Of PrOPEItIES.......couiiiiiiiiiiiiie e 200
Documents

© 1SO 2010 — All rights reserved

Full document details: ISO 13584-42-2010

Document Sharing Hub
IX


http://www.avadocuments.com/doc/iso-13584-42-2010
http://www.avadocuments.com/doc/iso-13584-42-2010

ISO 13584-42:2010(E)

Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards bodies
(ISO member bodies). The work of preparing International Standards is normally carried out through ISO
technical committees. Each member body interested in a subject for which a technical committee has been
established has the right to be represented on that committee. International organizations, governmental and
non-governmental, in liaison with ISO, also take part in the work. ISO collaborates closely with the
International Electrotechnical Commission (IEC) on all matters of electrotechnical standardization.
International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 2.

The main task of technical committees is to prepare International Standards. Draft International Standards
adopted by the technical committees are circulated to the member bodies for voting. Publication as an
International Standard requires approval by at least 75 % of the member bodies casting a vote.

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent
rights. 1SO shall not be held responsible for identifying any or all such patent rights.

ISO 13584-42 was prepared by Technical Committee ISO/TC 184, Automation systems and integration,
Subcommittee SC 4, Industrial data.

This second edition of 1SO 13584-42 constitutes a technical revision of 1SO 13584-42:1998, which is
provisionally retained in order to support continued use and maintenance of implementations based on it and
to satisfy the normative references of other parts of ISO 13584. This second edition of 1ISO 13584-42 also
incorporates the Technical Corrigendum ISO 13584-42:1998/Cor.1:2003.

ISO 13584 consists of the following parts, under the general title Industrial automation systems and
integration — Parts library:

— Part 1: Overview and fundamental principles

— Part 20: Logical resource: Logical model of expressions

— Part 24: Logical resource: Logical model of supplier library

— Part 25: Logical resource: Logical model of supplier library with aggregate values and explicit content
— Part 26: Logical resource: Information supplier identification

— Part 31: Implementation resources: Geometric programming interface

— Part 32: Implementation resources: OntoML: Product ontology markup language

— Part 35: Implementation resources: Spreadsheet interface for parts library [Technical Specification]
— Part 42: Description methodology: Methodology for structuring parts families

— Part 101: Geometrical view exchange protocol by parametric program

— Part 102: View exchange protocol by ISO 10303 conforming specification

— Part 501: Reference dictionary for measuring instruments — Registration procedure

— Part 511: Mechanical systems and components for general use — Reference dictionary for fasteners
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The structure of ISO 13584 is described in ISO 13584-1. The numbering of the parts of ISO 13584 reflects its
structure:

— Parts 10 to 19 specify the conceptual descriptions;

— Parts 20 to 29 specify the logical resources;

— Parts 30 to 39 specify the implementation resources;

— Parts 40 to 49 specify the description methodology;

— Parts 100 to 199 specify the view exchange protocols;

— Parts 500 to 599 specify the reference dictionaries.

A complete list of parts of ISO 13584 is available from the following URL.:

http://www.tc184-sc4.org/Titles/PLIB_Titles.htm
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Introduction

ISO 13584 is a collection of International Standards for the computer-interpretable representation and
exchange of parts library data. The objective is to provide a neutral mechanism capable of transferring parts
library data, independent of any application that is using a parts library data system. The nature of this
description makes it suitable not only for the exchange of files containing parts, but also as a basis for
implementing and sharing databases of parts library data.

ISO 13584 is organized as a series of parts, each published separately. The parts of ISO 13854 fall into one
of the following series: conceptual descriptions, logical resources, implementation resources, description
methodology, view exchange protocol, and reference dictionaries. The series are described in 1ISO 13584-1.
This part of ISO 13584 is a part of the description methodology series.

This part of ISO 13584 provides rules and guidelines for standardization committees and for other information
suppliers to create product ontologies. These product ontologies consist of hierarchies of characterization
classes of parts built according to a common methodology intended to enable multi-supplier consistency.
These rules pertain to the following: the method for grouping parts into characterization classes of parts to
form a hierarchy; the method for associating part properties to characterization classes of parts, the dictionary
elements that describe the classes and properties of parts.

This part of 1ISO 13584 refers as a normative reference to the data model that specifies the exchange of
dictionary data. This EXPRESS specification was developed as a common model for ISO 13584 and
IEC 61360, and is intended to be published as IEC 61360-2. For convenience, this common model is provided
in this part of ISO 13584 as an informative annex that duplicates the normative content of IEC 61360-2. This
part of ISO 13584 also provides the mapping of the concepts described here onto the common model. To
understand Annex F, which contains a description of this model, knowledge of the EXPRESS language is
required. The EXPRESS language is defined in 1ISO 10303-11:1994. No particular knowledge is required to
understand the normative clauses of this part of ISO 13584.

This second edition of this part of ISO 13854 introduces the following modelling capabilities:

— the capability to model constraints on properties by restricting their domain of values;

— the capability to model and distinguish characterization classes and categorization classes;

— the capability to model aggregation and composition using a single resource mechanism;

— the capability to describe strings that carry external references;

— the capability to connect classes that belong to different class hierarchies.

This second edition of this part of ISO 13584 has removed the following:

— the capability to specialize item classes as feature classes, component classes or material classes.

NOTE The following changes ensure that a dictionary conforming with the first edition of this part of 1ISO 13584
conforms to this edition: (1) replace feature_class, component_class and material_class by item_class throughout the
reference dictionary; (2) add to each new item_class class the instance_sharable attribute, the value of which being true
for component_class and material_class, and false for feature_class; (3) add the places of a number of additional

attributes.
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Industrial automation systems and integration — Parts library —

Part 42:
Description methodology: Methodology for structuring parts
families

IMPORTANT This part of ISO 13584 provides a specification intended to be implemented in
software. Incompatibilities may result in machine-to-machine communication in the case of software
developed on the basis of translations of this part of ISO 13584 into languages other than the official
ISO languages. It is accordingly strongly recommended that any implementations be developed only
on the basis of the texts in the official ISO languages.

1 Scope

This part of ISO 13584 specifies the principles to be used for defining characterization classes of parts and
properties of parts which provide for characterizing a part independently of any particular supplier-defined
identification.

The rules and guidelines provided in this part of ISO 13584 are mandatory for the standardization committees
responsible for creating standardized characterization hierarchies.

The use of these rules by suppliers and users is recommended as a methodology for building their own
hierarchies.

The following are within the scope of this part of ISO 13584

— the rules to group parts into leaf characterization classes of parts and non-leaf characterization classes
of parts;

— the rules for the choice of the appropriate properties to be associated with the characterization classes of
parts;

— the attributes to be provided by information suppliers to describe the characterization classes and
properties of parts;

— the mechanisms for connecting characterization classes of parts to classification systems;

— the mechanisms for connecting characterization classes belonging to different characterization
hierarchies;

— the specifications of those entities and attributes in the EXPRESS information model that provide for the
exchange of such dictionary data.

— the description of any other object than part that can be characterized by a class belonging and a set of
property-value pairs and to which the whole methodology defined in this part of ISO 13584 applies.

EXAMPLE Description by means of a dictionary compliant with this part of ISO 13584 can be used for describing
any kind of products, as defined in Clause 3.

NOTE 1 The complete EXPRESS information model for the exchange of dictionary data, known as the common
ISO13584/IEC61360 dictionary model, is defined in 1ISO 13584-25. Several levels of allowed implementations for the
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common 1S0O13584/IEC61360 dictionary model, known as conformance classes, are also defined in 1ISO 13584-25.
Conformance class 1 consists of the various schemes documented in this part of ISO 13584 (that duplicate information
contained in IEC 61360-2), as well as the ISO13584 IEC61360_dictionary_aggregate_extension_schema documented in
ISO 13584-25 (duplicated in IEC 61360-5 ). More advanced conformance classes, identified as conformance classes 2, 3
and 4, are documented in ISO 13584-25.

The following are outside the scope of this part of ISO 13584:
— properties of which values have an aggregate structure;

NOTE 2 An EXPRESS information model for the exchange of properties of which values have an aggregate structure
is defined in ISO 13584-25.

— the description of the parts themselves;
— the descriptions of the functional models that can refer to some class of parts;
— the description of tables, program libraries and documents that can refer to some class of parts;

NOTE3 EXPRESS resource constructs for the exchange of these information elements are defined in
ISO 13584-24:2003.

— the description of the systems intended to manage parts libraries.

The structure of the information and the methodology defined in the ISO 13584 standard series enable the
following:

— integration in the same data repository of different parts libraries originating from different information
suppliers with uniform access mechanism provided by a dictionary;

— referencing another supplier library assumed to be available on the receiving system;
— referencing a standardized characterization hierarchy when such a hierarchy exists;

— definition by an end-user of a local categorization or search hierarchy, and the mapping of these
hierarchies onto the supplier libraries available on its system.

2 Normative references

The following referenced documents are indispensable for the application of this document. For dated
references, only the edition cited applies. For undated references, the latest edition of the referenced
document (including any amendments) applies.

ISO 8601, Data elements and interchange formats — Information interchange — Representations of dates
and times

ISO 10303-11:1994, Industrial automation systems and integration — Product data representation and
exchange — Part 11: Description methods: The EXPRESS language reference manual

IEC 61360-2:—1), Standard data element types with associated classification scheme for electric
components — Part 2: EXPRESS dictionary schema

1) To be published. (Revision of IEC 61360-2:2004)
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3 Terms and definitions
For the purposes of this document, the following terms and definitions apply.

3.1
abstract class
class of which all members are also members of one of its subclasses

NOTE 1  Abstract classes are used when it is needed to group different kinds of objects in a class of a class inclusion
hierarchy.

NOTE 2 In the common ISO13584/IEC61360 dictionary model, both abstract categorization classes and abstract
characterization classes can be defined. The fact of being abstract is only a conceptual characteristic of a class. This
characteristic is not explicitly represented in the model.

NOTE 3  Through inheritance, abstract characterization class allows to share, for example, some visible properties
between different subclasses that correspond to different kinds of items.

3.2
applicable property of a class
applicable property necessarily possessed by each part that is member of a characterization class

NOTE 1 Each part that is member of a characterization class possesses an aspect corresponding to each applicable
property of this characterization class.

NOTE 2  The above definition is conceptual, there is no requirement that all the applicable properties of a class should
be used for describing each part of this class at the data model level.

NOTE 3  All the applicable properties of a superclass are also applicable properties for the subclasses of this
superclass.

NOTE 4  Only properties defined or inherited as visible and imported properties of a class may be applicable properties.

NOTE5  To facilitate integration of component libraries and electronic catalogues based on ISO 13584-24:2003 and
ISO 13584-25, these parts of ISO 13584 request that only properties that are applicable to a class be used to characterize
their instances in component libraries and electronic catalogues.

3.3
attribute
data element for the computer-sensible description of a property, a relation or a class

NOTE An attribute describes only one single detail of a property, of a class or of a relation.
EXAMPLE The name of a property, the code of a class, the measure unit in which values of a property are provided.
34

basic semantic unit
entity that provides an absolute and universally unique identification of a certain object of the application
domain that is represented as a dictionary element

EXAMPLE 1 A dictionary compliant with this part of 1ISO 13584 provides for the identification of classes, properties,
information sources and datatypes.

EXAMPLE 2 A dictionary compliant with 1SO 13584-24:2003 provides for the identification of classes, properties,
information sources, datatypes, tables, documents and program libraries.

EXAMPLE 3 In ISO 13584-511, the class of the hexagon head bolts is identified by a BSU, the property thread
tolerance grade is also identified by a BSU.

NOTE The content of a basic semantic unit may also be represented as an IRDI.
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35

characteristic of a product

product characteristic

invariable property, characteristic of a product, whose value is fixed once the product is defined

NOTE 1 Changing the value of a characteristic of a product would mean changing the product.
EXAMPLE For a ball bearing, the inner diameter and the outer diameter are product characteristics.
NOTE 2 Adapted from ISO 13584-24:2003, definition 3.12.

3.6
class
abstraction of a set of similar products

NOTE 1 A product that complies with the abstraction defined by a class is called a class member.
NOTE 2  Aclass is an intentional concept that can take different extensional meanings in different contexts.

EXAMPLE The set of products used by a particular enterprise and the set of all ISO-standardized products are two
examples of contexts. In these two contexts (the particular enterprise and ISO), the set of products that are considered as
members of the single ball bearing class can be different, in particular because employees of each enterprise ignore a
number of existing single ball bearing products.

NOTE 3 Classes are structured by class inclusion relationships.

NOTE 4 A class of products is a general concept as defined in ISO 1087-1. Thus, it is advisable that the rules defined
in ISO 704 be used for defining the designation and definition attributes of classes of products.

NOTE 5 In the context of the ISO 13584 series, a class is either a characterization class, associated with properties
and usable for characterizing products, or a categorization class, not associated with properties and not usable for
characterizing products.

3.7

class inclusion relationship

relationship between classes that means inclusion of class members: if A is a superclass of Al this means
that, in any context, any member of Al is also member of A

EXAMPLE 1 The set of products used by a particular enterprise and the set of all ISO-standardized products are two
examples of contexts.

EXAMPLE 2 In any context, the class capacitor includes the class electrolytic capacitor.
NOTE 1 Class inclusion defines a hierarchical structure between classes.

NOTE 2  Class inclusion is a conceptual relationship that does not prescribe anything at the data representation level.
Consequently, it does not prescribe any particular database schema or data model.

NOTE 3 In the model defined in this part of ISO 13584, the “is-a” relationship ensures class inclusion. This part of
ISO 13584 recommends that the “case-of” relationship also ensure class inclusion.

NOTE 4  The class inclusion relationship is also called subsumption.

3.8
class member
product that complies with the abstraction defined by a class

3.9
class valued property
property that has one single value for a whole characterization class of products

NOTE 1 The value of a class valued property is not defined individually for every single product of a characterization
class, but globally for the class itself.
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NOTE 2  When all products from a characterization class of products have the same value for a particular property,
defining this property as a class valued property permits to avoid duplication of the value for each instance.

NOTE 3  Class valued properties can also be used to capture some commonality between different characterization
classes when such a commonality is not captured by the hierarchy structure (see example of RULE 4b).

3.10

common ISO13584/IEC61360 dictionary model

data model for product ontology, using the information modeling language EXPRESS, resulting from a joint
effort between ISO/TC 184/SC 4/WG 2 and IEC SC3D

NOTE 1 Several levels of allowed implementations, known as conformance classes, are defined for the common
ISO13584/IEC61360 dictionary model. Conformance class 1 consists of the various schemes documented in this part of
ISO 13584 (that duplicate information contained in IEC 61360-2), more the
1ISO13584_IEC61360_dictionary_aggregate_extension_schema documented in [1SO 13584-25 (duplicated in
IEC 61360-5 ). Other conformance classes are documented in ISO 13584-25 (conformance classes 2, 3 and 4).

NOTE 2 In the ISO 13584 standard series, each particular product ontology addressing a particular product domain
and based on the common 1SO13584/IEC61360 dictionary model is called a reference dictionary for that domain.

3.11
context dependent characteristic of product
property of a product whose value depends on some context parameters

NOTE 1  For a given product, a context dependent characteristic is mathematically defined as a function whose domain
is defined by some context parameters that define the product environment.

EXAMPLE For a ball bearing, the life-time is a context dependent characteristic that depends on the radial load, the
axial load and the rotational speed.

NOTE 2  Adapted from ISO 13584-24:2003, definition 3.22.

3.12
context parameter
variable whose value characterizes the context in which a product is inserted

EXAMPLE 1 The dynamic-load applied to a bearing is a context parameter for this bearing.

EXAMPLE 2 The ambient temperature in which the resistance of a resistor is measured is a context parameter for this
resistor.

NOTE 1  This definition supersedes the definition given in 1ISO 13584-24:2003, that was the following: “a variable of
which the value characterizes the context in which it is intended to insert a product”.

NOTE 2 Inthe ISO 13584 standard series, a property value is represented as a data element type.

3.13
data element type
unit of data for which the identification, description and value representation have been specified

NOTE In the 1ISO 13584 standard series, a property value is represented as a data element type.

3.14
dictionary data
set of data that represents product ontologies possibly associated with product categorizations

NOTE 1 It is advisable that dictionary data be exchanged using some conformance class of the common ISO/IEC
dictionary model.

NOTE 2  This definition of dictionary data supersedes the previous definition from the first edition of this part of
ISO 13584 that was the following: “the set of data that describes hierarchies of characterization classes of products and
properties of these products”.
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3.15
dictionary element
set of attributes that constitutes the dictionary description of certain objects of the application domain

EXAMPLE 1 A dictionary compliant with this part of ISO 13584 provides for the description of classes, properties,
information sources and datatypes.

EXAMPLE 2 A dictionary compliant with 1SO 13584-24:2003 provides for the description of classes, properties,
information sources, datatypes, tables, documents and program libraries.

3.16
family of products
set of products represented by the same characterization class

NOTE This definition supersedes the definition given in 1SO 13584-24:2003, that was the following: “a simple or
generic family of parts”.

3.17
feature
aspect of a product that can be described by a characterization class and a set of property-value pairs

NOTE 1 Inthe real world, a feature instance only exists embedded within the product of which it is an aspect.

EXAMPLE 1 The head of a screw is a feature described by a head class and a number of head properties, which
depends upon the head class. A screw head only exists when it belongs to a screw.

NOTE 2  Features are represented by means of item_class whose the instance_sharable attribute equals false.

NOTE 3 The instance_sharable attribute allows to specify the conceptual status of an item: either a stand-alone item
(instance_sharable =true), or a feature (instance_sharable =false). It does not imply any constraint at the data
representation level In the common ISO13584/IEC61360 dictionary model, representing several real world instances that
share the same EXPRESS representation by a single EXPRESS entity, or by several EXPRESS entities is considered as
implementation dependant. There exist no mechanism for specifying whether data value of a feature instance may or may
not be shared.

EXAMPLE 2 The same instance of a screw head class can be referenced by several instances of a screw class. It
means that there exists several screw heads, but that all these screw heads have the same characterization class and the
same set of property values. The instance_sharable attribute allows to specify that changing this instance of the screw
head class would change several instances of the screw class.

3.18

imported property

property defined in a class that is selected by another class of the same or of a different reference dictionary,
by means of the case-of relationship, to become applicable to the latter class

NOTE 1  Only properties that are visible and/or applicable in a class can be imported from this class.

NOTE 2  Importation between classes of different reference dictionaries allows reusing properties, defined for example
in a standard reference dictionary, without redefining them.

NOTE 3  Importation between classes of the same reference dictionary acknowledges the fact that some products can
perform several functions, requiring the capability to import property from several higher level classes.

NOTE 4  When itis imported in a new class, a property keeps its original identifier, thus all the attributes do not need to
be duplicated.

NOTE 5  Animported property is applicable for the class where it is imported.
3.19

information
facts, concepts or instructions

[1SO 10303-1:1994, definition 3.2.20]
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3.20
information model
formal model of a bounded set of facts, concepts or instructions to meet a specified requirement

[1SO 10303-1:1994, definition 3.2.21]

3.21

information supplier

supplier

organization that delivers an ontology or a supplier library in the standard format defined in this ISO 13584
and that is responsible for its content

NOTE This definition of supplier supersedes the definition of information supplier from 1ISO 13584-1:2001 that was
the following: “organization that delivers a supplier library in the standard format defined in this International Standard and
is responsible for its content”.

3.22
international registration data identifier
internationally unique identifier for a certain object of the application domain as defined in ISO/IEC 11179-5

NOTE 1 Only international registration data identifiers compliant with 1ISO/TS 29002-5 are used in the context of the
ISO 13584 standard series.

NOTE 2  An international registration data identifier may be used for representing the content of a basic semantic unit
that identifies a dictionary element as a string.

NOTE 3  An international registration data identifier may also be used for identifying the content of an attribute of a
dictionary element.

EXAMPLE The unit of measure of a property, a value of a property or a constraint over a property may be identified
by an IRDI.

3.23

is-a relationship

class inclusion relationship associated with inheritance: if Al is-a A, then each product belonging to Al
belongs to A, and all that is described in the context of A is automatically duplicated in the context of Al

NOTE 1  This mechanism is usually called “inheritance”.

NOTE 2 In the common ISO13584/IEC61360 dictionary model, the is-a relationship can only be defined between
characterization classes. It is advisable that it defines a single hierarchy and it ensures that both visible and applicable
properties are inherited.

3.24

is-case-of relationship

case-of

property importation mechanism: if Al is case-of A, then the definition of A products also covers Al products,
thus Al can import any property from A

NOTE 1 The goal of the case-of relationship is to allow connecting together several class inclusion hierarchies while
ensuring that referenced hierarchies can be updated independently.

NOTE 2  There is no constraint that the case-of relationship is intended to define single hierarchies.

NOTE 3 In the common 1SO13584/IEC61360 dictionary model, the case-of relationship can in particular be used in
four cases: (1) to link a characterization class to a categorization class, (2) to import, in the context of some standardized
reference dictionaries, some properties already defined in other standardized reference dictionaries, (3) to connect a user
reference dictionary to one or several standardized reference dictionaries, (4) to describe a product using the properties of
different classes: when products of class Al fulfil two different functions, and are thus logically described by properties
associated with two different classes, A and B, Al can be connected by is-a to e. g., A, and by case-of to B.

NOTE 4  The EXPRESS resource constructs for modeling the case-of relationships are defined in Annex F of this part
of ISO 13584.
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3.25

item

thing that can be characterized by means of a characterization class to which it belongs and a set of property
value pairs

NOTE 1  This definition supersedes the definition given in 1ISO 13584-24:2003, that was the following: “a thing that can
be captured by a class structure and a set of properties”.

NOTE 2 In the ISO 13584 standard series, both products and features of products that correspond to composite
properties are items.

3.26
leaf characterization class
characterization class that is not further specialized into more precise characterization classes

EXAMPLE Countersunk flat head screw with cross recess (type Y) and hexagon socket head cap screw with metric
fine pitch thread are leaf characterization classes defined in ISO 13584-511 .

3.27
non-leaf characterization class
characterization class that is further specialized into more precise characterization classes

EXAMPLE Externally-threaded component and metric threaded bolt/screw are non-leaf characterization classes
defined in ISO 13584-511 .

3.28

non-guantitative data element type

data element type that identifies or describes an object by means of codes, abbreviations, names, references
or descriptions

3.29
part
material or functional product that is intended to constitute a component of different products

[1SO 13584-1:2001, definition 3.1.16]

3.30

parts library

computer-sensible product ontology and computer-sensible description of a set of products by means of
references to this ontology

NOTE This definition supersedes the definition given in the first edition of this part of ISO 13584, which was the
following: “identified set of data and possibly programs which can generate information about a set of parts”.

3.31
product
thing or substance produced by a natural or artificial process

NOTE In this part of ISO 13584, the term product is taken in its widest sense to include devices, systems and
installations as well as materials, processes, software and services.

3.32

product categorization

part categorization

categorization

recursive partition of a set of products into subsets for a specific purpose

NOTE 1  Subsets which appear in a product categorization are called product categorization classes, or product
categories.

NOTE 2 A product categorization is not a product ontology. It cannot be used for characterizing products.
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NOTE 3  No property is associated with categorizations.
NOTE 4  Several categorizations of the same set of products are possible according to their target usage.

EXAMPLE The UNSPSC classification, defined by the United Nations, is an example of a product categorization that
was developed for spend analysis.

NOTE5 Using the is-case-of relationship, several product characterization class hierarchies can be connected to a
categorization hierarchy to generate a single structure.

3.33

product categorization class

part categorization class

categorization class

class of products that constitutes an element of a categorization

EXAMPLE Manufacturing Components and Supplies, and Industrial Optics are examples of a product categorization
class defined in the UNSPSC.

NOTE 1 No rule is given in this part of 1SO 13584 about how to select categorization classes. This concept is
introduced (1) to clarify its difference with characterization class, and (2) to explain that the same characterization class
can be connected to any number of categorization classes.

NOTE 2  There is no property associated with a categorization class.

3.34

product characterization

part characterization

description of a product by means of a product characterization class to which it belongs and a set of property
value pairs

EXAMPLE Hexagon_head_bolts_ISO_4014 (Product grades = A, thread_type=M, length= 50, Diameter = 8) is an
example of a product characterization.

3.35

product characterization class

part characterization class

characterization class

class of products that fulfil the same function and that share common properties

NOTE Product characterization classes can be defined at various levels of details, thus defining a class inclusion
hierarchy.
EXAMPLE Metric threaded bolt/screw and hexagon head bolt are examples of product characterization classes

defined in ISO 13584-511. The first characterization class is included in the second one. Transistor and bipolar power
transistor are examples of product characterization classes defined in IEC 61360-4-DB. The second one is included in the
first one.

3.36

product ontology

part ontology

ontology

model of product knowledge, done by a formal and consensual representation of the concepts of a product
domain in terms of identified characterization classes, of class relations and of identified properties

NOTE 1 Product ontologies are based on a class-instance model that allows one to recognize and to designate the
sets of products, called characterization classes, that have a similar function (e.g., ball bearing, capacitor), but also to
discriminate within a class the various subsets of products, called instances, that are considered as identical. It is
advisable that the rules defined in 1ISO 1087-1 be used for formulating designation and definitions of characterization
classes. Instances have no definitions. They are designated by the class to which they belong, and a set of property-value
pairs.

NOTE 2  Ontologies are not concerned with words but with concepts, independent of any particular language.
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NOTE 3  “Consensual’ means that the conceptualization is agreed upon in some community.

NOTE 4  “Formal’ means that the ontology is intended to be machine interpretable. Some level of machine reasoning is
logically possible over ontology, e.g., consistency checking, making inferences.

NOTE5  “ldentified” means that each ontology characterization class and properties are associated with a globally
unique identifier allowing one to reference this concept from any context.

NOTE 6  The data model for ontology recommended in this part of ISO 13584 is the common 1SO13584/IEC61360
dictionary model, whose simplest version is documented in this part of ISO 13584. More complete versions are
documented in ISO 13584-25 and IEC 61360-5 (conformance classes 1, 2, 3 and 4 of both documents).

NOTE 7 In this part of ISO 13584, each product ontology addressing a particular product domain compliant with the
common 1SO13584/IEC61360 dictionary model is called a reference dictionary for that domain.

EXAMPLE The reference dictionary for electric components, which is defined in IEC 61360-4-DB, is a product
ontology for electric components compliant with the common 1SO13584/IEC61360 dictionary model. It is agreed upon by
all member bodies of IEC SC3D. A corporate reference dictionary is agreed upon by experts designated by management
on behalf of the company.

3.37

property
defined parameter suitable for the description and differentiation of products

NOTE 1 A property describes one aspect of a given object.

NOTE 2 A property is defined by the totality of its associated attributes. The types and number of attributes that
describe a property with high accuracy are documented in this part of ISO 13584.

NOTE 3  This part of ISO 13584 has identified three different kinds of properties: product characteristics, context
parameters and context-dependent product characteristics.

NOTE 4  This definition of property supersedes the previous definition from the first edition of this part of ISO 13584
that was the following: “an information that can be represented by a data element type”.

NOTE 5 Inthe ISO 13584 standard series, a property value is represented as a data element type.

3.38
property data type
allowed set of values of a property

3.39
property definition class
product characterization class in the context of which a product property is defined

NOTE In the common 1SO13584/IEC61360 dictionary model, each product property has one property definition class
that defines its domain of application. The property is only meaningful for this class, and all its subclasses, and it is said to
be visible over this domain.

EXAMPLE In 1SO 13584-511, wrenching height has nut as its property definition class and major diameter of
external thread has metric external thread as its property definition class.

3.40

gquantitative data element type

data element type with a numerical value representing a physical quantity, a quantity of information or a count
of objects

3.41
reference dictionary
product ontology compliant with the common ISO13584/IEC61360 dictionary model

NOTE In the 1ISO 13584 standard series, a product ontology that addresses a particular product domain, based on
the common 1SO13584/IEC61360 dictionary model, is called a reference dictionary for that domain.
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3.42

resource construct

collection of EXPRESS language entities, types, functions, rules and references that together define a valid
description of data

[1SO 13584-1:2001, definition 3.1.21]

NOTE This definition is adapted from the definition of resource construct in ISO 10303-1:1994, i.e., “the collection of
EXPRESS language entities, types, functions, rules and references that together define a valid description of product
data”.

3.43
subclass
class that is one step below another class in a class inclusion hierarchy

NOTE In the common ISO13584/IEC61360 dictionary model, class inclusion hierarchies are defined by the is-a
relationship. They can also be established by the case-of relationships.

3.44
superclass
class that is one step above another class in a class inclusion hierarchy

NOTE 1 In the common ISO13584/IEC61360 dictionary model, class inclusion hierarchies are defined by the is-a
relationship. They can also be established by the case-of relationships.

NOTE 2  In the common ISO13584/IEC61360 dictionary model, a class has at most one superclass specified by means
of an is-a relationship.

3.45
supplier library
parts library of which the information supplier is different from the library user

NOTE This definition supersedes the definition given in ISO 13584-1:2001, that was the following: “set of data, and
possibly of programs, for which the supplier is defined and that describes in the standard format defined in this
International Standard a set of products and/or a set of representation of products”.

3.46

visible property

property that has a definition meaningful in the scope of a given characterization class, but that does not
necessarily apply to the various products belonging to this class

NOTE 1  Meaningful in the scope of a given characterization class means that a human observer is able to determine,
for any product of the characterization class, whether the property applies, and, if it applies, to which product aspect it
corresponds.

NOTE 2 The concept of a visible property allows sharing the definition of a property among product characterization
classes where this property does not necessarily apply.

EXAMPLE The non-threaded length property is meaningful for any class of screw but it applies only to those screws
that have a non-threaded part. It can be defined as visible at the screw level, while becoming applicable only in some
subclasses.

NOTE 3  All the visible properties of a superclass that is a product characterization class are also visible properties for
its subclasses.

NOTE 4  To facilitate integration of component libraries and electronic catalogues based on ISO 13584-24:2003 and
ISO 13584-25, these parts of ISO 13584 request that only properties that are applicable to a class be used to characterize
their instances in component libraries and electronic catalogues.

NOTE 5  This definition of a visible property supersedes the previous definition from ISO 13584-24:2003 that was the
following: “a property that is defined for some class of products and that does not necessarily apply to the different
products of this class of products”.
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4 Abbreviated terms

BSU Basic Semantic Unit

DET Data Element Type

ICS International Classification of Standards
IRDI International Registration Data Identifier

MathML XML schema for mathematical notations
Sl Systeme International d'Unités (International System of Units)

UNSPSC United Nations Standard Products and Services Code

5 Description of a hierarchy of characterization classes of products

5.1 Relationships between product categorization and product ontologies
This part of ISO 13584 provides the resource constructs for developing two kinds of product hierarchies:

— product categorizations, often called classifications, where sets of products are recursively split into
subsets for organization purpose, such hierarchies are not associated with properties, and

— product ontologies, where characterization classes of products are specialized into more precise
characterization classes for product characterization purposes, such classes are associated with
properties.

Product categorizations are never used for characterizing products. Thus, changes in product categorizations
do not affect product characterizations as they might be recorded in product structure or in a database.
Contrariwise, changes in product ontologies affect all existing product characterizations. Product
categorizations and product ontologies have a quite different life cycle. Product ontologies should be very
stable when product categorizations may change over time, over space and over kinds of users without any
consequence for product characterizations.

As a consequence, product categorizations and product ontologies shall never be mixed, nor connected by
is-a relationships. When it proves useful to organize various ontologies into a single structure, or into several
searching structures, characterization classes may be connected to categorization classes using the case-of
relationship.

5.2 Relationships between classes

5.2.1 Class inclusion relationship

In object-oriented analysis, class inclusion relationship, also called subsumption, constitutes a basic operation
of modeling domain knowledge. A class Al is said to be subsumed by a class A if, in any context, every
object belonging to Al also belongs to A.

In most object-oriented languages, class inclusion relationship is represented by inheritance: if A subsumes
Al, not only all instances of Al belong to A, but also all properties defined for A also apply to A1l. Moreover,
this inheritance mechanism is the only mechanism which allows two classes to share the same properties.
This identification of class inclusion and inheritance, which often leads to multiple inheritance, makes object-
oriented models not modular and poorly reusable in contexts slightly different from the ones where they were
designed for. To provide for modularity of product ontologies, two different representations of the class
inclusion relationship are defined for the ontology model defined in the ISO 13584 series of standards.
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— The usual is-a relationship, defined in this part of ISO 13584, allows single groups or organizations to
build single subsumption hierarchies, either product ontologies or product categorizations, with simple
inheritance of properties for product ontologies.

— The case-of relationship, whose EXPRESS resource constructs are defined in Annex F of this part of
ISO 13584, provides for modularity of ontologies. It does not imply any automatic inheritance, but it
allows the subsumed class to explicitly import some or all of the properties which are visible and/or
applicable for the subsuming class. This relationship allows in particular: (1) to link a characterization
class to one or several categorization classes, (2) to import in the context of some standardized
characterization hierarchies some properties already defined in other standardized characterization
hierarchies, (3) to connect a user dictionary to one or several standardized characterization hierarchies
(see Annex J), (4) to describe a product using the properties of different classes. When products of a
class Al fulfil two different functions, and thus should be described by properties associated with two
different classes, A and B, A1 may be connected by is-a to e; g., A, and by case-of to B.

Note that class inclusion relationship may be used both for grouping several subclasses, that represent
different kinds of objects, within a common abstract superclass, and for defining several specialization of a
kind of object, defined by a particular superclass, into more specialized kinds of the same object, defined by
specialized subclasses. In both cases, is-a relationship is used if inheritance is implied, case-of is used when
no inheritance is implied.

5.2.2 Aggregation and composition

Products may be assemblies of other products. For instance a bolted assembly may consist of a bolt, a
washer and a nut. Such a relationship if often called aggregation.

Some products may also be difficult to characterize using simple properties. They may be more easily
described by several features of the product, each one described both by referencing a characterization class
and by property-value pairs. Such a relationship between a characterization class and each of its feature
classes is often called a composition relationship.

EXAMPLE 1 A screw is more easily characterized by separately specifying its head (belonging e. g., to hexagonal
head class, with a height and a distance across flats), its thread (belonging e. g., to metric thread class) and its driving
feature. The relationship between the screw class and each of its feature classes is a composition relationship.

Aggregation and composition need to be conceptually distinguished. Aggregation applies when a product that
is included in another product may exist independently of the latter. The assembly has not necessarily the
same life cycle as its components, and it is possible that a component changes without control of the
assembly. Contrariwise, composition applies for features that have exactly the same life cycle as their
embedding products, that may not exist without their embedding product and that may not change without
changing the product to which they belong. Thus, distinction between composition and aggregation, and
between feature and stand-alone product is clearly defined at the conceptual level.

But this conceptual difference should not necessarily be reflected at the data representation level.

EXAMPLE 2 An I1SO-standardized screw thread can only exist as part of a screw. Thus, at the conceptual level, it is
considered as a property of screws (composition). Nevertheless, ISO-standardized screw threads only exist in a limited set
of dimensions. Thus, For an efficient data storage and exchange, it should be possible at the data level:

— to consider ISO-standardized screw threads as a set of predefined instances that may be e. g., stored in a table,
— to exchange this set of instances independently of any screw, and

— to describe a screw without embedding its thread property values, but just referencing a thread instance, possibly
exchanged separately.

In the common ISO13584/IEC61360 dictionary model, composition and aggregation are considered as a
conceptual difference without particular requirements on data representation. Both products and feature shall
be modeled as item_classes, and both composition and aggregation relationships are represented by means
of a property. The conceptual difference is established by a particular Boolean attribute of item_class called
instance_sharable. An item_class of which instance_sharable equals true represents a stand-alone
product that exists independently of any aggregation relationship. The same real world instance of such a
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class may be referenced by any number of other real world instances. An item_class of which
instance_sharable equals false is a feature class that represents a composite property. A real world
instance of such a class may only exist when embedded in exactly one product. Nevertheless, it is
implementation dependent to decide whether several real world instances of features modeled by the same
set of property-values pairs are represented by several EXPRESS pieces of data or by the same piece of
data in the data exchange file.

5.3 Simultaneous description of characterization classes of products and products
properties

A characterization hierarchy shall be organized as one or several tree-structures with single inheritance. At
each level of the hierarchy, the subclasses of a characterization class of products should be mutually
exclusive, whenever possible.

— Roots of each hierarchy shall be a characterization class of products that includes all the products that
are intended to be characterized by the characterization hierarchy.

— Below a root, each non-leaf characterization class shall be split into non-leaf characterization subclasses
until leaf characterization classes of products are obtained. In choosing these characterization classes,
the instantiation rule (RULE 3) is important. Each of these characterization classes may be used for
product characterization purpose.

It is often recommended to start from the leaf characterization classes that correspond to those families of
products which are currently of widespread use in the domain and such that for each class all its instances
may be described by the same properties. Then non-leaf characterization classes are created progressively
above these classes using the instantiation rule criterion defined in 6.1.3.

Both the standardized characterization hierarchies and any particular supplier hierarchy shall simultaneously
define the following:

— (hierarchical) characterization classes of products;
— (non hierarchical) properties.

The meaning of each characterization class of products and of each property shall be such that a human
observer shall be able to determine, for a given product:

— those characterization classes of products to which it belongs and those to which it does not belong;

— that aspect of the product to which every applicable property corresponds.

The simultaneous definition of characterization classes of products and of properties related to every
characterization class of products improves their definition. The extent of a characterization class of products
becomes clearer through the properties that apply to its products; the meaning of a property is explained by
the characterization class of products defining its field of possible application.

By defining characterization classes of products through a hierarchy with inheritance, the definition of each

property can be factored to the highest characterization class level for which this property is meaningful and
may be applicable in various subclasses.

5.4 Applicable and visible properties
Thus, for defining a precise characterization hierarchy, two kinds of requirements shall be addressed.

— The precise definition of a property requires to refer in its definition to the kind of products for which the
property is meaningful.

— The precise definition of a class requires to provide criteria for class membership.

Documents

Document Sharing Hub
14 © 1SO 2010 — All rights reserved

Full document details: ISO 13584-42-2010


http://www.avadocuments.com/doc/iso-13584-42-2010
http://www.avadocuments.com/doc/iso-13584-42-2010

ISO 13584-42:2010(E)

In the ISO 13584 standard series, these two requirements are represented by means of two of class- property
relationships.

— The domain for which a property is meaningful is specified by means of a class that constitutes its
property definition class. The textual definition of the property contains in general references to this class.
Thus, only products that are member of the property definition class of a property, or of any class
included in that class, may have an aspect that can be mapped unambiguously onto the property. The
property is said to be visible, i.e., meaningful, for this class and all its subclasses.

EXAMPLE 1 The relubrication feature defined within the bearing class as "device which allows lubricant to reach the
rolling or sliding surface of a bearing" is clearly defined for any bearing. But it cannot be used unambiguously for
characterizing any product that is not a bearing.

— The criteria for class membership is specified by means of a set of properties. Only those products that
have an aspect corresponding to each of these properties are members of the class. All these properties
that are criteria for class membership are said to be applicable to this class.

EXAMPLE 2 The bore diametre and the outside diametre are properties of a rolling bearing. A product for which such
characteristics do not exist is not a rolling bearing.

All the products of a subclass being members of its superclasses, applicability is inherited through a class
inclusion hierarchy.

EXAMPLE 3 The bore diametre and the outside diametre are properties that necessarily exist for all products
belonging to a subclass of rolling bearing such that: ball bearing and roller bearing.

When a property P is defined with a class C as its property definition class, it may arrive that some products
in C have no aspect that corresponds to P. Thus not all the visible properties of a class are necessarily
applicable properties for that class. It is the reason why visible properties and applicable properties need to
be distinguished.

EXAMPLE 4 A relubrication feature does not exist for sealed bearings for which lubrication is done one and for all.
Nevertheless, sealed bearings are bearings.

The root of the tree were a property is visible is to be selected when the property is defined because a
property definition shall include the specification of the property definition class. Applicable properties shall be
defined when a characterization class is defined. There exist two mechanisms for creating an applicable
property in a characterization class:

—  the first one is to turn on as applicable a property that is already specified as visible for this class,
possibly through inheritance;

—  the second one is to import the property from another class, possibly belonging to another hierarchy,
through the case-of class to class relationship. The case-of relationship expressing the fact that the definition
of the referenced class also covers the referencing class products, properties of the referenced class are
meaningful for product of the referencing class.

NOTE 1 The main goal of the case-of relationship is to share properties across different hierarchies

NOTE 2  To facilitate integration of component libraries and electronic catalogues based on ISO 13584-24:2003 and
ISO 13584-25, these parts of ISO 13584 request that only properties that are applicable to a class be used to characterize
their instances in component libraries and electronic catalogues.

5.5 Purpose of a standardized characterization hierarchy

Due to the diversity of the real world, the characterization classes of products and the properties forming a
standardized characterization hierarchy are not intended to exhaustively describe every product. They are
only aimed at characterizing the various products of a domain by means of those characterization classes
and those properties on which consensus has been reached. Among other capabilities, standardized
characterization hierarchies should at least provide for:

— multi-supplier characterization;
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— interchangeability between different products;

— multi-supplier search.

5.6 Use of the standardized characterization hierarchy
When describing his/her own products a user of the ISO 13584 standard series may choose:

— to make reference to standardized characterization classes of products and properties, when they are
defined by the standardized characterization hierarchy;

— to define its own characterization hierarchy, and to connect it to one or several standardized
characterization hierarchies using the case-of relationship defined in Annex F of this part of ISO 13584,
importing from it all the properties that prove useful in its context.

In the latter case, the user shall connect each of his/her characterization classes of products to the lowest
characterization class of the standardized characterization hierarchy that includes all the products of this
characterization class. Then, the user may refine this characterization class with more specific classes as
needed. The higher the level of the connection is, the less the user will be able to take advantage of the
standardized characterization hierarchy and of the corresponding properties (see Annex J).

The first approach is simpler. The second approach allows to build a hierarchy more adapted to the particular
needs of each particular user. Anyway, thanks to the importation mechanism defined by the case-of
relationship, automatic integration of data from different sources may be performed for all those data that
reference standard-defined properties.

5.7 Class valued property

Due to the diversity of the perspectives that may be adopted for a set of objects of the real world, different
structures for a non-leaf characterization class of products may emerge (see example in section 6.1.4).

In this case, the structure that permits the maximum applicability of the factored properties shall be selected
for the standardized characterization hierarchy. Each other perspective considered relevant is represented as
a property that may only be assigned one single value to a characterization class of the tree. The assignment
of the property to a characterization class may be defined at any level of the subtree. The value assigned this
way is inherited by all the subclasses.

The data type of such a property is represented as a set of unique codes. Each code is associated with
different human readable and translatable representations.

Querying particular values of this property at the level of some non-leaf characterization classes would allow
to retrieve sets of subclasses of this class independently of the hierarchical decomposition of this class.

5.8 Compatibility between ISO 13584 and IEC 61360 standard series

The schemata presented in this part of 1SO 13584 have been developed as a joint effort ISO
TC184/SC4/WG2 and IEC SC3D to combine the requirements of IEC 61360 and ISO 13584 users. As
explained in F.1.2, these schemata have been further extended to constitute the common
ISO13584/IEC61360 dictionary model of which the schemata presented in this document are the simplest
functional subset. This subset is documented both in IEC 61360-2 and in this part of ISO 13584, and it is
allowed for use, both in the context of ISO 13584 and in the context of IEC 61360, for exchanging simple
dictionary data.

The schemata presented in this document contain a number of entities defined as abstract supertypes
without any subtype defined. These resources are mechanisms that provide for latter extensions. As specified
by the 1ISO 10303-11:1994 entities defined as abstract supertypes cannot be directly used.

Two attributes defined in the schema documented in this part of ISO 13584 were specifically designed to
address IEC 61360 particular requirements. These extensions are as follows:
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a) in the item_class entity, the optional value_code attribute;
b) in the value_domain entity, the optional terms attribute.

These optional attributes are not recommended for use by ISO users. Nevertheless these attributes are part
of the common 1SO13584/IEC61360 dictionary model and they shall be processed by any implementation
that claim conformance to either standard to ensure full interoperability between ISO 13584 and IEC 61360
dictionary data.

6 Rules for creating hierarchies of characterization classes of products

To simplify the analysis when creating standardized characterization hierarchies or supplier hierarchies, the
following rules, that allow the splitting of the analysis into two phases, should be applied. The first set of rules
refers to the choice of the characterization class hierarchy. The second set of rules refers to the association
of properties with characterization classes of products. In fact the process should be iterative. Identification of
new properties might lead to reconsidering some design choices done during class hierarchy development,
and vice versa.

6.1 Choice of characterization class hierarchy

6.1.1 Field of application
RULE 1 — Field covered by the hierarchy.

The definition of the root class of a characterization hierarchy shall clearly identify all the products that
may be characterized using this characterization hierarchy.

It is recommended to develop standardized characterization hierarchies for each product domain
addressed by 1SO or IEC standards.

The root of such hierarchies, and/or possibly some other nodes, may be connected with the
International Classification of Standards (ICS) to clarify the domain covered by the hierarchy.

NOTE Connection with the ICS, and possibly with other categorizations may be formally expressed using the case-of
relationship defined in Annex F of this part of ISO 13584.

6.1.2 Upper section of the class hierarchy
RULE 2 — Organization of a product domain.

The role of the upper section of a standardized characterization hierarchy is to organize the various
aspects of a product domain using class inclusion relationships and to factorize properties. This may
lead to define abstract classes that gather items that are different in nature, such that products
classes and feature classes provided that some visible properties need to be shared at these levels.
Such classes are said to be abstract because all members of such classes are necessarily also
members of some of their subclasses.

When there is no need to share some properties across items that are different in nature, such that
products classes and feature classes, separate hierarchies may be defined.

6.1.3 Lower section of the class hierarchy
RULE 3 — Instantiation rule.
Below the upper section of the hierarchy, a characterization class of products shall be created only:

— when it is possible and advisable to order or to search for a product by characterizing it as a
member of this characterization class, or
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— when a user could reasonably choose a product of such a characterization class to represent a
significant state (phase) of his design process.

EXAMPLE To group screws for metal, wood and sheet metal within one characterization class "screws", is
contradictory to the rule of instantiation. During a design process a designer would never select a screw without knowing if
this screw was a machine screw or a wood screw. Therefore, it is necessary to define below the upper section
"bolts/screws/studs" different characterization classes of products for the different types of screws.

6.1.4 Multiple perspectives on the class hierarchy

It may appear that at some point in the class hierarchy, several point of views can be used to define a
substructure for that hierarchy.

RULE 4a — Maximum applicability

When the application of the instantiation rule (RULE 3) leads to different possible structures of some
characterization classes depending upon a point of view, the structure that enables the maximum
applicability of the factorized properties shall be selected.

RULE 4b — Class valued properties

The other points of views considered essential for selection purposes — not selected however for the
structure according to the maximum applicability rule (RULE 4a) — shall be represented by means of
class valued properties (cf. paragraph 5.7). Those are intended to be queried by the user to select a
set of characterization classes that correspond to the other points of view.

RULE 4c — Class valued assignment level

A class valued property shall be assigned a value at the level of a characterization class where that
property value applies for every leaf characterization class of the corresponding subtree and does not
apply for the immediate parent characterization class.

EXAMPLE The characterization class of circular bearings may split up into ball, needle and conical bearings or into
sealed bearings and non-sealed bearings. The first perspective is selected for structuring purposes (RULE 4a). A class
valued property, named "is_sealed", that is intended to take a constant BOOLEAN value in the lower characterization
classes is defined as class valued property at the circular bearing characterization class level (RULE 4b). That property is
assigned a value in all the classes whose all bearings are either sealed (is_sealed = TRUE) or unsealed (is_sealed =
FALSE).

6.2 Association of properties

6.2.1 Properties to be considered

RULE 5 — Choice of properties.
As a minimum, those properties that characterize a non-leaf characterization class of products and
that can be used when searching products for every sub-class of this non-leaf characterization class
of products, shall be associated as visible or as visible and applicable as appropriate with the
standardized characterization hierarchy.

Those properties that are not used (or rarely used) for searching purposes can be added as
appropriate.

6.2.2 Semantic identification of properties

The following rule gives two criteria for deciding when two properties have the same semantics.
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RULE 6 — Semantic identification

Two characteristic properties of two different products shall be factored to a higher level of the
hierarchy, if and only if, they are considered to have the same semantic meaning. Such a decision
shall be justified by satisfying one of the two following criteria:

— interchangeability criterion: the two products can, in some circumstances, be interchangeable and when
interchanged the two characteristic properties shall have identical values;

— criterion of homogeneity in processing: the two properties play an identical role with respect to some
process, automatic or non automatic, that might be performed over a set of products.

Otherwise, two different properties shall be defined.

EXAMPLE 1 The properties thread diameter of hexagon head screws and cylindrical head screws fit the
interchangeability criterion.

EXAMPLE 2 The properties mass (calculation of the total mass of a product), designation (for part lists), diameter of
conical attachment of tools (for automatic tool exchange) or the outside diameter of cylindrical electronic components (for
automatic placement) fit the criterion of homogeneity in automatic processing.

EXAMPLE 3 A thread diameter of a screw for wood or of a screw for metal is characteristic properties that are not
represented as the same property.

6.2.3 Factoring rule
It is not possible in every case to define a hierarchy in which:

— every property having the same semantics in several subclasses is factorized (i.e. defined only once and
inherited) as a unique property at the level of the ascendant characterization class;

— any property defined at the level of a non-leaf characterization class of products applies actually (i.e. has
a value) to every product in every sub-class.

To create an intermediate characterization class in order to factorize a property may be prevented by the
instantiation rule (RULE 3) that is used for defining the characterization class hierarchy.

The following rule provides guidelines for systematically factorizing of properties having the same semantics
while maintaining the instantiation rule.

RULE 7 — Applicability of inherited properties.

Two properties having the same semantics (RULE 6) in two characterization classes shall be
factorized as a unique property defined at the level of the common ascendant characterization class.
If this property does not apply to some subclasses, it shall be defined as a visible property. This
property may be specified as applicable in the various subclasses where it is visible. When a property
is specified as applicable, its definition shall be such that for any sub-class there is no doubt about its
applicability, and when it applies, there is no doubt about the product aspect it corresponds to.

EXAMPLE 1 The property "material”, the definition of which would be "material from which the product is made"
cannot be factored; we do not know for example to which property it corresponds for a turning tool with carbide brazed tip.

EXAMPLE 2 The property "single material", whose definition would be "property only applicable to products made from
one single material; the value of this property is the code of the single material’, corresponds with the semantic
identification rule (RULE 7).
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7 Dictionary elements that describe properties of products
Properties of a product are classified into:

— product characteristics;

— context dependent characteristics;

— context parameters.

7.1 Mapping of properties onto the common ISO13584/IEC61360 dictionary model

In the common ISO13584/IEC61360 dictionary model, a property is mapped onto a property BSU that
carries its identification and a property DET that provides its description. Note that property DET is
abstract, thus its subtypes have to be used.

A product characteristic is mapped onto the non_dependent_P_DET subtype of property DET, a context
dependent characteristic is mapped onto the dependent_P_DET subtype of property DET and a context
parameter is mapped onto the condition_DET subtype of property DET.NOTE  Context parameters and
context dependent characteristic shall be represented at least when they prove useful for selection purposes.

The characterization class that defines the \visibility of a property is mapped onto the
property BSU.name_scope attribute. The applicability of a property is defined by the class(es) to which it is
applicable through the class.described_by attribute of this(these) class(es).

In this section, the main attributes linked directly or indirectly to a property are described.

7.2 Attributes
Each product property is described by a dictionary element that contains the following attributes:

— code;

—  definition class;

—  datatype;

—  preferred name;

—  short name;

— preferred letter symbol;

—  synonymous letter symbols;
—  synonymous name;

— property type classification;
— definition;

— source document of definition;

— note;

— remark;

— unit;

— condition;

— formula;
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— value format;

—  date of original definition;
— date of current version;

— date of current revision;

— version number;

— revision number;

— is deprecated;

— is deprecated interpretation;

— administrative data.
The entry for each attribute is structured in the following way (entries may be omitted if not applicable):

— Name of the attribute;

— Obj: Objective;

— Descr: Description;

— Oblig: Obligation;

— Trans: Need for translation;

— For: Representation format or maximal number and type of characters if it is a string;

— Mapp: Mapping onto the attributes used in the common [SO13584/IEC61360 dictionary
model,

—  Expl: Example.

NOTE For internal purposes within a company, other attributes and/or other codes for some attributes can be defined

but they cannot be used for exchange purposes.

7.2.1 Code

Ob;j: To identify a property within a characterization class of products and to allow an absolute
identification within the data dictionary when it is associated with the information supplier code
and with a version number.

Descr: A basic semantic unit associated with the property.

Oblig: Mandatory.

Trans: No translation.

Mapp: property DET\dictionary_element.identified_by\basic_semantic_unit.code

7.2.2 Definition Class

Ob;j: To specify for which characterization class the property is defined.
Descr: The code of the characterization class that is the root of the tree where this property is visible.
Oblig: Mandatory.
Trans: No translation.
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Mapp: property DET\dictionary_element.identified_by\property_BSU.name_scope

7.2.3 Data Type

Ob;j: To specify the data type of the property. The data type describes the set of values that may be
assigned to a property.

Descr: A type conforming to the type system specified in the common 1SO13584/IEC61360 dictionary
model that specifies the data type of the property.

Oblig: Mandatory.

Trans: No translation.

Mapp: property DET.domain

NOTE property DET.domain refers to data_type which again will be subtyped for the various possible data types.
Thus, the data type is directly attached to the property. However, an identification mechanism using a named_type and a
data_type_BSU is also available for the cases where the same data type is intended to be used for different properties.
When a data_type is intended to be used by different properties, the definition of this data_type as a named_type
provides for separate up-dating of the data-type and of the properties that refer to it.

7.2.4 Preferred Name

Ob;j: To give a name of the property (in full length where possible). It is used for communication and
understanding.

Descr: The preferred name is identical to the name that is used in International Standards if available. If
the preferred name in the International Standard is longer than the maximum length allowed for
this attribute it shall be meaningfully abbreviated.

Oblig: Mandatory.

Trans: To be translated.

For: 255, alphanumeric.

Mapp: property DET\class_and_property_elements.names\item_names.preferred_name
Expl: Threaded diameter

7.2.5 Short Name
Ob;j: To give a name of the property for representation in limited space.

Descr: It is a meaningful abbreviation of the preferred name. If standardized abbreviations exist they
should be used. It can be identical to the preferred name or letter symbol.

Oblig: Optional.

Trans: To be translated, in the case that the short name is identical to the letter symbol, it shall be the
same in all languages.

For: 30, alphanumeric.
Mapp: property DET\class_and_property_elements.names\item_names.short_name
Expl: thread_diam.
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7.2.6 Preferred Letter Symbol

Obj: To allow a shorter name of the property. When it exists, it is used in place of the short name for
representation in tables, formula, drawings etc...

Descr: The letter symbol is unique within a characterization class of products. It shall be derived from
International Standards. The preferred letter symbol is always provided in a text representation.
It may also be provided in a MathML-Text representation.

EXAMPLE 1ISO 80000/IEC 80000 (formerly 1ISO 31), IEC 60027 , IEC 60748 and product standard may be source of
letter symbols.

Oblig: Optional.

Trans: No translation.

For: Alphanumeric and MathML format (if provided).

Mapp: property DET.preferred_symbol

7.2.7 Synonymous Letter Symbol

Obj: To allow further shorter name of the property. It is used for representation in tables, formula,
drawings etc...

Descr: The letter symbol is unique within a characterization class of products. It shall be derived from
International Standards.

EXAMPLE Examples of such standards are ISO 80000/IEC 80000 (formerly ISO 31), IEC 60027 , IEC 60748 or
product standards.

None, one or more synonym letter symbols are allowed. The synonym letter symbol is always
provided in a text representation. It may also be provided in an MathML representation.

Oblig: Optional.

Trans: No translation.

For: Alphanumeric and MathML format (if provided).
Mapp: property DET.synonymous_symbols

7.2.8 Synonymous Name

Ob;j: Synonyms to the preferred name may be provided to facilitate transition from names used
for local or historical reasons.

Descr: Alternative designation that differs from the given preferred name but represents the same
concept. None, one or more synonymous names are allowed.

Oblig: Optional.

Trans: To be translated.

For: 255, alphanumeric.

Mapp: property_DET\class_and_property_elements.names\item_names

.synonymous_names
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7.2.9 Property Type Classification

Ob;j: To classify the different properties defined in order to make large collections of property
definitions more manageable.

Descr: The whole set of properties are divided into subsets according to the categories defined in
ISO 80000/IEC 80000 (formerly 1SO 31). The property type classification attribute is the
reference to the ISO 80000/IEC 80000 category that is relevant for the property.

Oblig: Optional.

Trans: No translation.

For: One capital letter and two digits.
Mapp: property DET.DET_Classification

NOTE A survey of the main classes and categories of properties in 1ISO 80000/IEC 80000 is given in Annex A. The
ISO 80000/IEC 80000 classification of quantitative measure is given in Annex H. The ISO 80000/IEC 80000 classification
of non quantitative properties, also called identifications and indicators, is given in Annex A.

7.2.10 Definition
Ob;j: To describe the meaning of the property.
Descr: Statement that describes the meaning of the property and permits its differentiation from all other

properties. It shall be a definition in the sense that it shall be complete and unambiguous. All
significant words are free from homonym and synonymy.

Oblig: Mandatory.

Trans: To be translated.

For: Unlimited alphanumeric string.

Mapp: property DET\class_and_property_elements.definition

7.2.11 Source Document of Definition

Obj: A reference to the source document from which the property definition was derived.

Descr: As a minimum the reference shall be given with the document number and date of issue of the
document.

Oblig: Optional.

Trans: To be translated.

NOTE When the document is represented as an identified_document. The name of the document may be provided in

various languages. In an exchange conforming to 1ISO 13584-25 or to ISO 13584-35 (OntoML) the documents themselves
may be exchanged in various languages.

For: Alphanumeric. An identifier of the document.

Mapp: property DET\class_and_property_elements.source_doc_of_definition\
identified_document.document_identifier
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7.2.12 Note

Ob;j: To provide further information on any part of the definition, which is essential for the
understanding of that definition.

Descr: It shall be copied from the definition in the source document into the definition of the property.

Oblig: Optional.

Trans: To be translated.

For: Unlimited alphanumeric string.

Mapp: property DET\class_and_property_elements.note

7.2.13 Remark

Ob;j: Explanatory text to further clarify the meaning of the usage of the property.

Descr: Free text remarks. It shall not influence the meaning.

Oblig: Optional.

Trans: To be translated.

For: Unlimited alphanumeric string.

Mapp: property DET\class_and_property_elements.remark

7.2.14 Unit

Ob;j: Prescription of the default unit, and possibly of alternative units in which the value of a

quantitative property is expressed.

Descr: A formal model of one or several units, and/or one or several references to a dictionary of units
from which the formal model of units may be obtained.

NOTE 1 Identifiers providing for referencing a dictionary of units allow to download the formal model from a resolution
service compliant with ISO/TS 29002-20 .

Oblig: Mandatory (for quantitative data).
Trans: No translation.
For: Units are represented as specified in ISO 10303-41 using, if required, the extensions specified in

the common 1SO13584/IEC61360 dictionary model. Mathematical strings may also be provided.
A mathematical string is always provided in a text representation. It may also be provided in
MathML representation. Reference to a dictionary of units is done by identifiers compliant with
ISO 29002 standard series.

Mapp: property DET.domain\int_measure_type.unit or
property DET.domain\real_measure_type.unit or
property DET.domain\rational_measure_type.unit
and/or
property DET.domain\int_measure_type.unit_id or
property DET.domain\real_measure_type.unit_id or
property DET.domain\rational_measure_type.unit_id
and/or
property DET.domain\int_measure_type.alternative_units or
property DET.domain\real_measure_type.alternative_units or
property DET.domain\rational_measure_type.alternative_units
and/or
property DET.domain\int_measure_type.alternative_unit_ids or
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property DET.domain\real_measure_type.alternative_unit_ids or
property DET.domain\rational_measure_type.alternative_unit_ids

NOTE 2  The data model allows alternative units, but when alternative units are allowed, they are listed in the property
definition and each property value represented according to one alternative unit is associated with its corresponding unit.

7.2.15 Condition

Ob;j: To formally identify the context parameter on which a context dependent characteristic depends.
Descr: To give the code(s) of the adequate context parameter(s).

Oblig: Mandatory for context dependent characteristics.

Trans: No translation.

For: A reference to a set of basic semantic units.

Mapp: property DET\dependent P_DET.depends_on

7.2.16 Formula

Ob;j: Rule or statement in mathematical form expressing semantics of a quantitative property. A
formula shall not change any essential information of the meaning of that definition.

Descr: It is a mathematical expression of the property definition.

Oblig: Optional.

Trans: No translation.

For: A mathematical string (a mathematical string is always provided in a text representation; it may

also be provided in a MathML text representation).

Mapp: property DET.formula

7.2.17 Value Format

Ob;j: Specification of the length and pattern of the recommended presentation for displaying the value
of a property whose data type is either string_type or any of its subtype, a number_type or any
of its subtype or a collection of such values defined either by a level _type or an aggregate data
type: list_type, set _type, bag_type, array_type or set with_subset constraint_type. If
present this attribute provides for guidance to the system about how string and numeric values
should be displayed. This guidance shall not contradict the data type and the possible
constraints on the property value. The value of this attribute should be compatible with the data
type of the property: it should not change this data type, else it should be ignored. The value of
this attribute should also be compatible with the possible property constraints defined on the
property values by means of the constraint schema provided in this edition of this part of
ISO 13584, else it should be ignored.

NOTE 1 list_type, set_type, bag type, array_type and set with_subset_constraint_type are defined in
ISO 13584-25.

Descr: When specified, the value format shall be defined according one of the height definitions below.
The syntax of these formats is defined in Annex D using a subset of the Extended Backus-Naur
Form (EBNF) defined in ISO/IEC 14977.

a) Non-quantitative data value formats: five definitions. They are intended for properties having a
non-gquantitative type data-type, i. e., string_type or one of its subtype, or collections of such values.

Alphabetic Value Format (A),
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Mixed Characters Value Format (M),

Number Value Format (N),

Mixed Alphabetic or Numeric Characters Value Format (X),
Binary Value Format (B).

b) Quantitative data value formats: three definitions. They are intended for properties having
numeric values, i.e., number_type or one of its subtype, or collections of such values.

Integer Value Format (NR1);
Real Numbers with Decimal-Mark Value Format (NR2),
Real numbers with Decimal-Mark and Exponent-Mark Value Format (NR3),

Rational Value Format (NR4).

Oblig: Optional.

Trans: No translation.

For: 80, alphanumeric.

Mapp: property DET.domain\simple_type.value_format

NOTE 2 In case of named types, the value format refers to the value of the data type referenced by the referred_type
attribute of this named_type.

7.2.18 Date of Original Definition

Obj: To show when the property was defined by the information supplier and thus when it was
declared as valid by this supplier. This date will never be changed and can be used for
verification purpose.

Descr: The entry shall be in accordance with ISO 8601.

Oblig: Optional.

Trans: No translation.

For: 10, alphanumeric.

Mapp: property DET\dictionary_element.time_stamps\dates.date_of_original_definition
Expl: 1967-08-20.

7.2.19 Date of Current Version

Ob;j: To show the date when the current version was defined.

Descr: The entry shall be in accordance with ISO 8601.

Oblig: Optional.

Trans: No translation.

For: 10, alphanumeric.

Mapp: property DET\dictionary_element.time_stamps\dates.date_of_current_version
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7.2.20 Date of Current Revision

Obj:
Descr:
Oblig:
Trans:
For:

Mapp:

To show the date of the last revision number change.
The entry shall be in accordance with ISO 8601.
Optional

No translation.

10, alphanumeric.

property DET\dictionary_element.time_stamps\dates.date_of current_revision

7.2.21 Version Number

Ob;j:

NOTE 1

NOTE 2

Descr:

Oblig:
For:
Trans:

Mapp :

To characterise each version of a property. A new version number of a property shall be created
whenever a change in some attribute that describes this property influences its use.

No change is allowed that affects the meaning of a property.

The changes in a property that affect its version number are defined in Clause 9.
A string that contains a natural number to indicate the different versions of a property during the
life cycle. Version numbers shall be issued in ascending order. A new version of the property
shall be generated according to the rules given in Clause 9.
Mandatory.
10, numerical.

No translation.

property DET\dictionary_element.identified_by\basic_semantic_unit.version

7.2.22 Revision Number

Ob;j:

NOTE 1

NOTE 2

Descr:

Oblig:
For:
Trans:

Mapp:

28

To characterise each revision of the same version of a property. A new revision number of a
property shall be created when a change in some attribute that describes this property influence
neither its meaning nor its use.

No change is allowed that affects the meaning of a property.

The changes in a property that affect its revision number are defined in Clause 9.
A string that contains a natural number used for administrative control of a property. Consecutive
revision numbers shall be issued in ascending order for each value of the version of a property.
Per property, unique by its identifier, only one revision number is current at any time. A new
revision number of the property shall be generated according to the definitions given in Clause 9.
When a new version is issued, the revision is set to ‘0.
Mandatory.
3, numerical.

No translation.

property DET\dictionary_element.revision
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7.2.23 |Is Deprecated

Ob;j: To specify whether a property may still be used or shall no longer be used for new
characterizations.

NOTE 1 Deprecated properties may be maintained in a reference dictionary to allow users to interpret
characterizations defined with previous versions of this dictionary.

Descr: An optional Boolean that specifies, when true, that a particular property has possibly been used
in the past but shall no longer be used for new characterizations.

NOTE 2  When this attribute does not exist, the property is not deprecated.

Oblig: Optional.

For: A Boolean value.

Trans: No translation.

Mapp: property DET\dictionary_element.is_deprecated

7.2.24 |s Deprecated Interpretation

Ob;j: To specify for a deprecated property the deprecation rationale and how instance values of the
deprecated property should be interpreted.

Descr: A note that is mandatory when a property is deprecated.

Oblig: Optional.

For: A translatable text.

Trans: To be translated.

Mapp: property DET\dictionary_element.is_deprecated_interpretation

7.2.25 Administrative data
Obj: To record information about the life cycle of a property.
Descr: An entity that represents the source language in which a property description was defined, the

list of languages in which the property description is translated and the possible status that
defines the life cycle state of the property.

Oblig: Optional.

For: An administrative_data entity.

Trans: No translation.

Mapp: property DET\dictionary_element.administration
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8 Dictionary elements that describe classes of products

8.1 Mapping of classes onto the common 1SO13584/IEC61360 dictionary model

A characterization class is mapped in the common ISO13584/IEC61360 dictionary model onto a class_BSU
that carries its identification and an item_class dictionary element that provides its description. Both
instances of products and aspects of products are mapped onto item_class.

EXAMPLE 1 The head of a screw is a feature. In ISO 13584-511 , it is described by means of the head item_class.

The item_class entity includes an instance_sharable attribute that specifies the conceptual status of an
item: either a stand-alone item (instance_sharable = true), or a feature (instance_sharable = false). Value
of this attribute does not imply any constraint at the data representation level.

EXAMPLE 2 The same instance of a screw head class may be referenced by several instances of a screw class. It
means that there exists several screw heads, but that all these screw heads have the same characterization class and the
same set of property values.

NOTE1l Two subtypes of item_class, named component_class and material_class, were defined within the
dictionary model of the first edition of this part of ISO 13584 and IEC 61360-2. These subtypes are deprecated, and they
are removed from this edition of this part of ISO 13584.

NOTE 2 The following changes ensure that a dictionary conforming with the first edition of this part of 1ISO 13584
conforms to this edition: (1) replace component_class and material_class by item_class throughout the reference
dictionary; (2) add to each new item_class class the instance_sharable attribute, the value of which being true.

NOTE 3  Another subtype of item_class, named feature_class, was provided in 1SO 13584-24:2003. This subtype is
also deprecated and its usage is not recommended in new implementations of this part of ISO 13584 and IEC 61360-2.

NOTE 4  The following changes ensure that a dictionary conforming with the first edition of this part of 1ISO 13584

conforms to this edition: (1) replace feature_class by item_class throughout the reference dictionary; (2) add to each
new item_class class the instance_sharable attribute, the value of which being false.

A categorization class is mapped in the common 1SO13584/IEC61360 dictionary model onto a class_BSU
that carries its identification and a categorization_class dictionary element that provides its description. Only
a subset of the attributes of characterization classes is also used for categorization class. A particular
attribute to categorization class, called categorization_superclasses, allows to specify its superclasses in
the case-of class inclusion hierarchy.

NOTE5  The case-of relationship for characterization classes also allows to import properties into the case-of class.

Thus, this relationship is represented by means of a different attribute. This is defined in Annex F of this part of
ISO 13584.

In this section, the main attributes linked directly or indirectly to a class are described.

8.2 Attributes

Each characterization class of products is described by a dictionary element that contains the following
attributes:

— code;

—  superclass;

—  preferred name;

— short name;

—  synonymous name;

—  visible types;
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—  applicable types;

—  class valued properties;

— visible properties;

— applicable properties;

—  class value assignment;

—  definition;

—  source document of definition;
—  note;

— remark;

—  simplified drawing;

—  date of original definition;
— date of current version;

—  date of current revision;

— version number;

— revision number;

— constraints;

— is deprecated;

— is deprecated interpretation;

— administrative data.

Moreover, the dictionary element that describes a categorization class of products also contains the following
attribute:

—  categorization_class_superclasses.
The entry for each attribute is structured in the following way (entries may be omitted if not applicable):

— Name of the attribute;

— Obj: Objective;

— Descr: Description;

— Oblig: Obligation;

— Trans: Need for translation;

— For: Representation format or maximal number and type of characters if it is a string;

— Mapp: Mapping onto the resource constructs used in the common 1SO13584/IEC61360

dictionary model,

—  Expl: Example.
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8.2.1 Code

Obj: To identify a characterization class or a categorization class of products and to allow an absolute
identification within the data dictionary when associated with the information supplier code and
with a version number.

Descr: A basic semantic unit associated with the characterization class of products.
Oblig: Mandatory.

Trans: No translation.

Mapp: item_class\dictionary_element.identified_by\basic_semantic_unit.code

8.2.2 Superclass

Ob;j: To reference the immediate unique parent characterization class by the is-a relationship of a
characterization class.

Descr: A basic semantic unit of the immediate parent characterization class of the current
characterization class.

Oblig: Optional (if it does not exist, the class has no superclass).

Trans: No translation.

For: A class basic semantic unit.

Mapp: item_class\class.its_superclass

NOTE 1 When defining a standardized characterization hierarchy, one or several node(s) may have no superclass.
These nodes are the root or roots of the hierarchy.

NOTE 2 It is a recommended practice that roots of standardized characterization hierarchies, and/or possibly some
other nodes, reference some nodes of the ISO/IEC International Classification for Standards (ICS) predefined tree by the
case-of relationship to clarify the target domain addressed by each characterization hierarchies, or sub-hierarchies. Other
categorization hierarchies may be referenced by the same means as appropriate.

NOTE 3 When a class of the ICS is referenced, the class code to be used is the code defined for that class in the
referenced ICS, where dots are replaced by underscores. The version of the class to be used equals '001'. As specified in
ISO 13584-26 , the supplier code to be used for the first edition of the ICS, published in 1992, is "112/1///_00_1", and the
supplier code to be used for the sixth edition, published in 2005, is "112/1///_00_6". Dictionary data suppliers are
encouraged to use the more recent editions of the ICS. Other editions are to be identified by a supplier code defined as
"112/1///_00_<ICS edition number>", where <ICS edition number> is the integer edition number of the referenced ICS.

8.2.3 Preferred Name

Ob;j: To give a meaningful description of a characterization class or a categorization class of products
(in full length where possible). It is used for communication and understanding.

Descr: The preferred name is identical to the name that is used in International Standards if available. If
the preferred name in the International Standards is longer than the maximum length allowed for
this attribute it shall be meaningfully abbreviated.

Oblig: Mandatory.

Trans: To be translated.

For: 255, alphanumeric.

Mapp: class\class_and_property_elements.names\item_names.preferred_name

Expl: Screw threads.
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8.2.4 Short Name

Ob;j: To give a name to a characterization class or a categorization class of products for
representation in limited space.

Descr: It is a meaningful abbreviation of the preferred name. If standardized abbreviations exist they
should be used. It can be identical to the preferred name.

Oblig: Optional.

Trans: To be translated, in the case that the short name is identical to the letter symbol, it will be the
same in all languages.

For: 30, alphanumeric.

Mapp: class\class_and_property_elements.names\item_names.short_name

8.2.5 Synonymous Names

Ob;j: Synonyms to the preferred name of a characterization class or a categorization class may be
provided to facilitate transition from names used for local or historical reasons.

Descr: Alternative designation that defers given preferred name but represents the same concept.
None, one or more synonymous names are allowed.

Oblig: Optional.

Trans: To be translated.

For: 255, alphanumeric.

Mapp: class\class_and_property_elements.names\item_names.synonymous_names

8.2.6 Visible Types

Obj: To define the new named types that may be referred to, as their data type, by the visible
properties of this characterization class, or of any of its subclasses (visible type).

Descr: Different properties may have the same data type of values.
EXAMPLE A set of codes that identify materials.

Such data types may be defined as named types, independently of any property. They may be,
later on, referred to as their data type by different properties. The definition of named type shall
contain the code of the named type, the version number of the named type, and the data type of
the named type specified by using the resource constructs of the common ISO13584/IEC61360
dictionary model. For the non_quantitative_code_type and non_quantitative_int_type the
data type shall be specified as a set of dic_values each one consisting of an unique code and
a set of names (possibly translated).

Oblig: Optional.

Trans: In case of non_quantitative_code_type and non_quantitative_int_type value names are to be
translated

For: data_type BSUs and data_type_elements

Mapp: item_class\dictionary_element.identified_by\

class_BSU.added_visible_data_types
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NOTE 1  Visible types are inherited.

NOTE 2  Visible types that are not also applicable types may only be referenced to define the data type of the visible
properties of the characterization class (or of any of its subclasses).

EXAMPLE A named_type "material® may be defined at the level of some characterization class as a
non_quantitative_code_type. The set of values of this named type consists of a set of codes associated with different
(translated) names. This named type may be referenced in some (sub-) characterization class to define the data type of
the property that corresponds to the material the products of the characterization class consist of. It may be referenced in
some other (sub-) characterization class to define the data type of the property that corresponds to the coating of the
products of the characterization class.

8.2.7 Applicable Types

Ob;j: To define which visible types are allowed as data type for the properties applicable to the
characterization class (or any of its subclasses).

Descr: The list of the code of the defined or inherited visible types of the characterization class that
become applicable types for the characterization class (and any of its subclasses).

Oblig: Optional.

Trans: No translation.

For: A list of data_type BSUs.

Mapp: item_class\class.defined_types.

8.2.8 Class Valued Properties

Ob;j: To define which properties may be assigned a single value in the product characterization class
where it is declared as class valued, or in any of its subclasses.

Descr: A class valued property enables representation of (1) different perspectives on the set of
products that belongs to the current characterization class, and (2) properties that takes the
same value for all products belonging to a particular class. When a class valued property is
defined at the level of some characterization class, the dictionary user may query all the
subclasses of this characterization class for which this class valued property is assigned some

value.
Oblig: Optional.
Trans: No translation.
For: A list of property_BSUs.
Mapp: item_class.sub_class_properties
NOTE Class valued properties are inherited. They do not appear in the sub_class_properties list of any subclass.

8.2.9 \Visible Properties

Ob;j: To specify the new properties that are defined at the level of this characterization class and may
be thus specified as applicable to the characterization class or any of its subclasses (visible
properties).
Descr: The new properties (with respect to inheritance) that the products belonging to the non-leaf or
leaf characterization class of products may or may not possess according to the subclasses they
belong to.
For: A set of property_BSUs.
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Oblig: Mandatory (possibly empty).

Mapp: item_class\dictionary_element.identified_by\
class_BSU.added _visible_properties

8.2.10 Applicable Properties

Ob;j: To specify the new properties that are specified as applicable for that characterization class and
for any of its subclasses.

Descr: The new properties (with respect to inheritance) that the products belonging to the non-leaf or
leaf characterization class of products shall possess. The properties of this list shall be visible for
the characterization class, i.e., they shall be defined as visible either by this characterization
class or by a characterization class higher in the hierarchy. The LIST order shall correspond to
the default presentation order of the properties in any case where such an order shall be

defined.
EXAMPLE To display the properties of some classes on a screen.
For: List of property_BSUs.
Oblig: Mandatory (possibly empty).
Mapp: item_class\class.described_by

8.2.11 Class Constant Values

Ob;j: To define the values assigned to some class valued properties declared in the characterization
class or in any characterization class higher in the hierarchy.

Descr: Class valued properties are intended to be queried by the user to select a set of characterization
classes for which such a property has a given value. Once a value is assigned to a class valued
property, this value is inherited and shall not be redefined.

For: A set of class_value_assignments.
Oblig: Optional.
Mapp: item_class.class_constant_values

8.2.12 Definition

Obj: To clarify the meaning of a characterization class or a categorization class by giving its intention
textually.
Descr: Statement that describes the meaning of the characterization class and permits its differentiation

from all other characterization classes. It shall be a definition in the sense that it shall be
complete and unambiguous. All significant words are free from homonymy (homonym) and

synonymy.
Oblig: Mandatory.

Trans: To be translated.

For: class\class_and_property_elements.definition
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8.2.13 Source Document of Definition

Obj: A reference to the source document from which a characterization class or a categorization class
definition was derived.

Descr: As a minimum the reference shall be given with the document number and date of issue of the
document.

Oblig: Optional.

Trans: No translation.

For: Alphanumeric. An identifier of the document.

Mapp: class\class_and_property_elements.

source_doc_of definition\identified_document.document_identifier

NOTE In an exchange conforming to ISO 13584-24:2003, the document itself may be exchanged.
8.2.14 Note
Obj: To provide further information on any part of the definition, which is essential for the

understanding of that definition.

Descr: Free text statement.

Oblig: Optional.

Trans: To be translated.

For: Unlimited alphanumeric string.

Mapp: item_class\class_and_property_elements.note

8.2.15 Remark

Ob;j: Explanatory text to further clarify the meaning of the usage of a characterization class or a
categorization class of products.

Descr: Free text remarks. It shall not influence the meaning.
Oblig: Optional.

Trans: To be translated.

For: Unlimited alphanumeric string.

Mapp: item_class\class_and_property_elements.remark

8.2.16 Simplified Drawing

Obj: To provide a visualization, on request of the user, that shows an image of a characterization
class or a categorization class of products.

Descr: A drawing including at least the reference coordinate system of the product (that is to be used for
all the representations of this product), and the letter symbols of the main applicable properties.

Oblig: Optional.
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Trans: No translation.
For: A graphics entity.
Mapp: item_class.simplified_drawing

NOTE A graphics entity may be exchanged as an external_graphics entity described in this part of ISO 13584. This
external_graphics may be represented as http_files defined in ISO 13584-24:2003 and referenced by the
ISO13584_IEC61360_dictionary_schema documented in Annex F.

8.2.17 Date of Original Definition

Ob;j: To show when a characterization class or a categorization class of products was defined by the
information supplier and thus when it was declared as valid by this supplier. This date will never
be changed and can be used for verification purpose.

Descr: The entry shall be in accordance with ISO 8601.

Oblig: Optional.

Trans: No translation.

For: 10, alphanumeric.

Mapp: class\dictionary_element.time_stamps.date_of_original_definition
Expl: 1967-08-20

8.2.18 Date of Current Version

Ob;j: To show the date when the current version was defined.

Descr: The entry shall be in accordance with ISO 8601.

Oblig: Optional.

Trans: No translation.

For: 10, alphanumeric.

Mapp: class\dictionary_element.time_stamps.date_of_current_version

8.2.19 Date of Current Revision

Ob;j: To show the date of the last revision number change.

Descr: The entry shall be in accordance with ISO 8601.

Oblig: Optional.

Trans: No translation.

For: 10, alphanumeric.

Mapp: class\dictionary_element.time_stamps.date_of current_revision
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8.2.20 Version Number

Ob;j: To characterize each version of a characterization class or a categorization class. A new version
number of a class shall be defined when ever a change in the attributes that describes this class
influences its use.

NOTE 1 No change is allowed that affects the meaning of a class.

NOTE 2  The changes in a class that affect its version number are defined in Clause 9.

Descr: A string that contains a natural humber to indicate the different versions of a characterization

class during the life cycle. Version numbers shall be issued in ascending order. A new version
number of a characterization class shall be generated according to the definitions given in

Clause 9.
Oblig: Mandatory.
For: 10, numeric.
Trans: No translation.
Mapp: item_class\dictionary_element.identified_by\basic_semantic_unit.version

8.2.21 Revision Number

Obj: To characterize each of a version of a characterization class or a categorization class. A new
revision number of a class shall be defined when ever a change in the attributes that describes
this class influences neither its meaning nor its use.

NOTE 1 No change is allowed that affects the meaning of a class.
NOTE 2  The changes in a class that affect its revision number are defined in Clause 9.

Descr: A string that contains a natural number used for administrative control of a class. Consecutive
revision numbers shall be issued in ascending order for each value of the version number of a
class. Per class, unique by its identifier, only one revision number is current at any time. A new
revision number of the class shall be generated according to the definitions given in Clause 9.
When a new version is issued, the revision is set to ‘0’.

Oblig: Mandatory.

For: 3, numeric.

Trans: No translation.

Mapp: item_class\dictionary_element.revision

8.2.22 Constraints

Obj: To restrict the target domains of values of some properties of a characterization class to some
subsets of their inherited domains of values.

NOTE 1  These constraints apply to the class where they are defined, and to all its is-a subclasses and case-of classes.

NOTE 2  Each constraint may be associated with an identifier compliant with ISO/TS 29002-5. This identifier consists of
a supplier identifier, called RI, a data identifier, called DI, and a version identifier, called VI.

Descr: A set of constraints.
Oblig: Optional.
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