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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards 
bodies (ISO member bodies). The work of preparing International Standards is normally carried out 
through ISO technical committees. Each member body interested in a subject for which a technical 
committee has been established has the right to be represented on that committee. International 
organizations, governmental and non-governmental, in liaison with ISO, also take part in the work. 
ISO collaborates closely with the International Electrotechnical Commission (IEC) on all matters of 
electrotechnical standardization.

The procedures used to develop this document and those intended for its further maintenance are 
described in the ISO/IEC Directives, Part 1. In particular the different approval criteria needed for the 
different types of ISO documents should be noted. This document was drafted in accordance with the 
editorial rules of the ISO/IEC Directives, Part 2. www.iso.org/directives

Attention is drawn to the possibility that some of the elements of this document may be the subject of 
patent rights. ISO shall not be held responsible for identifying any or all such patent rights. Details of any 
patent rights identified during the development of the document will be in the Introduction and/or on 
the ISO list of patent declarations received. www.iso.org/patents

Any trade name used in this document is information given for the convenience of users and does not 
constitute an endorsement.

For an explanation on the meaning of ISO specific terms and expressions related to conformity 
assessment, as well as information about ISO’s adherence to the WTO principles in the Technical Barriers 
to Trade (TBT), see the following URL: Foreword - Supplementary information

The committee responsible for this document is ISO/TC 165 Timber Structures.

This second edition cancels and replaces the first edition (ISO 13910:2005), which has been technically 
revised.
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Introduction

This International Standard provides requirements for testing of structural properties for a specific 
grade and size of sawn timber. In accordance with the requirements of performance-based International 
Standards, it is concerned with the measurement of properties similar to those that occur under service 
conditions and are intended for deriving engineering properties in structural design codes. Hence, terms 
such as “bending strength”, “shear strength”, “bearing strength”, etc. relate to the loading configuration 
used and to the targeted mode of failure.

It is not the intent to imply that every property of every grade and size of timber used in building 
construction needs to be assessed according to this International Standard. The requirements for any 
assessment typically are specified in building regulations, quality manuals or other material standards 
and specifications.

This document is an internationally-agreed reference standard for measurement of structural properties 
of strength-graded timber. Other standards related to the measurement of structural properties may 
be deemed to comply with this International Standard, provided that the adjustments necessary to 
establish equivalency between this and other standards are applied appropriately
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Timber structures — Strength graded timber — Test 
methods for structural properties

1	 Scope

This International Standard specifies test procedures for full-size sawn timber that has been strength-
graded, for the derivation of design properties in codes dealing with structural engineering design. It is 
applicable to sawn timber of rectangular cross-section subjected to a short-duration load.

2	 Terms and definitions

For the purposes of this document, the following terms and definitions apply.

2.1
grade
population of timber with defined design properties in a design standard

2.2
piece of timber
timber of rectangular cross-section manufactured for construction purposes of a specific grade

2.3
test specimen
length of timber, cut from a piece, for purposes of testing to evaluate a timber property
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3	 Symbols and abbreviated terms

3.1	 General notation

a distance between a load point and nearest support in a bending test set-up, expressed in mm

b thickness (smaller dimension of a cross section) of a rectangular piece or specimen of tim-
ber, expressed in mm

E modulus of elasticity parallel to direction of grain, expressed in MPa

F applied load, expressed in N

f strength, expressed in MPa

G shear modulus of rigidity, expressed in MPa

h width (larger dimension of a cross section) of a rectangular piece or specimen of timber, 
expressed in mm

K stiffness, expressed in N per mm deformation

L length along a piece or specimen of timber, expressed in mm

LT length of test specimen subjected to torsion forces, expressed in mm

lh length cut from a specimen, expressed in mm

lt lever arm of applied torsion load, expressed in mm

e displacement of beam, expressed in mm

m mass of specimen, expressed in kg

SHv volumetric shrinkage of wood from green fibre saturation point (FSP) to oven-dry condition

w ratio of mass of water to mass of oven-dry wood, equivalent to moisture content

wFSP moisture content at fibre saturation point

xi data value

θ rotational deformation in a torsion test, in radians

ρ density, expressed in kg/m3

ρ12 density, expressed in kg/m3, at 12% moisture content

ρtest density, expressed in kg/m3, at time of test
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