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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards bodies (ISO
member bodies). The work of preparing International Standards is normally carried out through ISO technical
committees. Each member body interested in a subject for which a technical committee has been established has
the right to be represented on that committee. International organizations, governmental and non-governmental, in
liaison with ISO, also take part in the work. ISO collaborates closely with the International Electrotechnical
Commission (IEC) on all matters of electrotechnical standardization.

International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 3.

Draft International Standards adopted by the technical committees are circulated to the member bodies for voting.
Publication as an International Standard requires approval by at least 75 % of the member bodies casting a vote.

Attention is drawn to the possibility that some of the elements of this International Standard may be the subject of
patent rights. ISO shall not be held responsible for identifying any or all such patent rights.

International Standard 1SO 14236 was prepared by Technical Committee ISO/TC 138, Plastics pipes, fittings and
valves for the transport of fluids, Subcommittee SC 2, Plastics pipes and fittings for water supplies.

Annex A of this International Standard is given for information only.
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INTERNATIONAL STANDARD ISO 14236:2000(E)

Plastics pipes and fittings — Mechanical-joint compression fittings
for use with polyethylene pressure pipes in water supply systems

1 Scope

This International Standard specifies the required properties and test methods for mechanical fittings intended to
join polyethylene pressure pipes of nominal outside diameters not greater than 160 mm, used in water supply
systems conveying potable water and water for general purposes at temperatures up to and including 40 °C. The
nominal pressure of the specified mechanical fittings corresponds at least to the PN of the water supply system for
which they are designed and is usually of PN 6, PN 10 or PN 16.

2 Normative references

The following normative documents contain provisions which, through reference in this text, constitute provisions of
this International Standard. For dated references, subsequent amendments to, or revisions of, any of these
publications do not apply. However, parties to agreements based on this International Standard are encouraged to
investigate the possibility of applying the most recent editions of the normative documents indicated below. For
undated references, the latest edition of the normative document referred to applies. Members of ISO and IEC
maintain registers of currently valid International Standards.

ISO 7-1:1994, Pipe threads where pressure-tight joints are made on the threads — Part 1: Dimensions, tolerances
and designation.

ISO 161-1:1996, Thermoplastics pipes for the conveyance of fluids — Nominal outside diameter and nominal
pressure — Part 1: Metric series.

ISO 197-1:1983, Copper and copper alloys — Terms and definitions — Part 1: Materials.
ISO 197-4:1983, Copper and copper alloys — Terms and definitions — Part 4: Castings.

ISO 228-1:1994, Pipe threads where pressure-tight joints are not made on the threads — Part 1: Dimensions,
tolerances and designation.

ISO 426-1:1983, Wrought copper-zinc alloys — Chemical composition and forms of wrought products — Part 1:
Non-leaded and special copper-zinc alloys.

ISO 426-2:1983, Wrought copper-zinc alloys — Chemical composition and forms of wrought products — Part 2:
Leaded copper-zinc alloys.

ISO 427:1983, Wrought copper-tin alloys — Chemical composition and forms of wrought products.
ISO 1083:1987, Spheroidal graphite cast iron — Classification.

ISO 1167:1996, Thermoplastics pipes for the conveyance of fluids — Resistance to internal pressure — Test
method.

ISO 3459:1976, Polyethylene (PE) pressure pipes — Joints assembled with mechanical fittings — Internal under-
pressure test method and requirement.
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ISO 3501:1976, Assembled joints between fittings and polyethylene (PE) pressure pipes — Test of resistance to
pull out.

ISO 3503:1976, Assembled joints between fittings and polyethylene (PE) pressure pipes — Test of leakproofness
under internal pressure when subjected to bending.

ISO 4427:1996, Polyethylene (PE) pipes and fittings for water supply — Specifications.
ISO 5922:1981, Malleable cast iron.
ISO 7686:1992, Plastics pipes and fittings — Opacity — Test method.

ISO 9080:—1), Plastics piping and ducting systems — Determination of the long-term hydrostatic strength of
thermoplastics materials in pipe form by extrapolation.

ISO 9853:1991, Injection-moulded unplasticized poly(vinyl chloride) (PVC-U) fittings for pressure pipe systems —
Crushing test.

ISO 12092:—32), Fittings, valves and other piping system components made of unplasticized poly(vinyl chloride)
(PVC-U), chlorinated poly(vinyl chloride) (PVC-C), acrylonitrile-butadiene-styrene (ABS) and acrylonitrile-styrene-
acrylester (ASA) for pipes under pressure — Resistance to internal pressure — Test method.

ISO 12162:1995, Thermoplastics materials for pipes and fittings for pressure applications — Classification and
designation — Overall service (design) coefficient.

ISO 15853:1999, Thermoplastics materials — Preparation of tubular test pieces for the determination of the
hydrostatic strength of materials used for injection moulding.

EN 1254-3:1998, Copper and copper alloys — Plumbing fittings — Part 3: Fittings with compression ends for use
with plastics pipes.

3 Terms and definitions
For the purposes of this International Standard, the following terms and definitions apply.

3.1

mechanical-joint compression fitting

fitting in which the joint is made by the compression of a ring or sleeve on the outside wall of the pipe, with or
without additional sealing elements and with or without internal support

3.2

nominal size

dn

nominal outside diameter of the pipe which can be connected to the fitting

3.3

nominal pressure

PN

maximum working pressure at which a piping component is required to operate under normal service conditions

3.4

design stress

Os

allowable stress for a given application

1) To be published. (Revision of ISO/TR 9080:1992)
2) To be published.

______ Documents
2 Document Sharing Hub
Copyright International Organization for Standardization © 1SO 2000 — All rightS reserved

Provided by IHS under license with ISO
No reproduction or networking permitted without license from IHS Not for Resale

Full document details: ISO 14236-2000


http://avadocuments2026.com/doc/iso-14236-2000
http://avadocuments2026.com/doc/iso-14236-2000

ISO 14236:2000(E)

3.5

test stress

oT

stress for the relevant test period and temperature

4 Classification
For the purposes of this International Standard, mechanical fittings shall be classified as follows:
a) according to the connecting system, as follows:
— type 1: external-grip fittings (compression-type fittings), which grip the pipe only at its outer surface,

— type 2: internal/external-grip fittings, which grip or support the pipe both at the inner and outer surface of
the pipe;

b) according to the resistance of the fitting to the longitudinal forces which develop as a result of the internal
- pressure, as follows:

— class 1: end-load-bearing compression fittings,

— class 2: non-end-load-bearing compression fittings.

5 Material

5.1 General

The material of the fitting components which are in contact with the water should conform to relevant national
standards, where applicable, and shall not contain toxic additives.

NOTE Attention is drawn to the need to comply with national regulations concerning the effects of materials in contact with
water for the purposes of water supply.

5.2 Plastics

The fitting body shall be opaque. When measured in accordance with 1ISO 7686, the percentage of light which
passes through the wall of the fitting shall be less than or equal to 0,2 %.

The composition of the plastics parts of the fitting exposed to ultra-violet radiation shall include a UV stabilizer.

The body should preferably be made from one or more of the types of material listed in Table 1.

Table 1 — Plastics fitting materials

MRS Specified design
Fitting material stress, og

MPa MPa
PVC-U <25 10
PP-H 10 6.3
PP-B, PP-R 8 6,3
POM homopolymer 10 6,3
POM copolymer 10 6,3
ABS 12,5 8
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