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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards bodies (ISO
member bodies). The work of preparing International Standards is normally carried out through ISO technical
committees. Each member body interested in a subject for which a technical committee has been established has
the right to be represented on that committee. International organizations, governmental and non-governmental, in
liaison with ISO, also take part in the work. ISO collaborates closely with the International Electrotechnical
Commission (IEC) on all matters of electrotechnical standardization.

International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 3.

Draft International Standards adopted by the technical committees are circulated to the member bodies for voting.
Publication as an International Standard requires approval by at least 75 % of the member bodies casting a vote.

Attention is drawn to the possibility that some of the elements of this International Standard may be the subject of
patent rights. ISO shall not be held responsible for identifying any or all such patent rights.

International Standard ISO 14656 was prepared by Technical committee ISO/TC 17, Steel, Subcommittee SC 16,
Steels for the reinforcement and prestressing of concrete.

Copyright International Organization for Standardization 
Provided by IHS under license with ISO 

Not for ResaleNo reproduction or networking permitted without license from IHS

-
-
`
,
,
`
`
`
,
,
,
,
`
`
`
`
-
`
-
`
,
,
`
,
,
`
,
`
,
,
`
-
-
-

Full document details: ISO 14656-1999

http://avadocuments2026.com/doc/iso-14656-1999
http://avadocuments2026.com/doc/iso-14656-1999


Copyright International Organization for Standardization 
Provided by IHS under license with ISO 

Not for ResaleNo reproduction or networking permitted without license from IHS

--`,,```,,,,````-`-`,,`,,`,`,,`---

Full document details: ISO 14656-1999

http://avadocuments2026.com/doc/iso-14656-1999
http://avadocuments2026.com/doc/iso-14656-1999


INTERNATIONAL STANDARD ISO 14656:1999(E)

© ISO 1999 – All rights reserved 1

Epoxy powder and sealing material for the coating of steel for the
reinforcement of concrete

1 Scope

This International Standard specifies requirements for epoxy powders for use in preparing fusion-bonded epoxy-
coated steel reinforcing bar, wire and welded fabric. This International Standard also includes requirements for
sealing material used to repair damaged areas and cut ends on reinforcing steel.

This International Standard defines a flexible (type A) coating and a nonflexible (type B) coating. The adhesion and
moisture resistance of fusion-bonded epoxy powder coatings can be enhanced by certain formulation designs.
These coating enhancements typically result in a reduction of the coating's flexibility.

2 Normative references

The following normative documents contain provisions which, through reference in this text, constitute provisions of
this International Standard. For dated references, subsequent amendments to, or revisions of, any of these
publications do not apply. However, parties to agreements based on this International Standard are encouraged to
investigate the possibility of applying the most recent editions of the normative documents indicated below. For
undated references, the latest edition of the normative document referred to applies. Members of ISO and IEC
maintain registers of currently valid International Standards.

ISO 6272:1993, Paints and varnishes — Falling weight test.

ISO 9352:1995, Plastics — Determination of resistance to wear by abrasive wheels.

3 Terms and definitions

For the purpose of this International Standard, the following terms and definitions apply.

3.1
coated bar
steel reinforcing bar which has been coated with a fusion-bonded epoxy coating

3.2
disbonding
loss of adhesion between the fusion-bonded epoxy coating and the steel reinforcing bar, wire or welded fabric

3.3
fusion-bonded epoxy coating
coating containing pigments, thermosetting epoxy resins, crosslinking agents and other additives, which have been
applied in the form of a powder on to a clean, heated metallic substrate and fused to form a continuous barrier

3.4
holiday
discontinuity in a coating which is not discernible to a person with normal or corrected vision

Copyright International Organization for Standardization 
Provided by IHS under license with ISO 

Not for ResaleNo reproduction or networking permitted without license from IHS

-
-
`
,
,
`
`
`
,
,
,
,
`
`
`
`
-
`
-
`
,
,
`
,
,
`
,
`
,
,
`
-
-
-

Full document details: ISO 14656-1999

http://avadocuments2026.com/doc/iso-14656-1999
http://avadocuments2026.com/doc/iso-14656-1999

