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Foreword 

ISO	 (the	 International	 Organization	 for	 Standardization)	 is	 a	 worldwide	 federation	 of	 national	
standards	 bodies	 (ISO	 member	 bodies).	 The	 work	 of	 preparing	 International	 Standards	 is	 normally	
carried	out	 through	 ISO	 technical	 committees.	Each	member	body	 interested	 in	a	 subject	 for	which	a	
technical	 committee	 has	 been	 established	 has	 the	 right	 to	 be	 represented	 on	 that	 committee.	
International	organizations,	governmental	and	non‐governmental,	in	liaison	with	ISO,	also	take	part	in	
the	 work.	 ISO	 collaborates	 closely	 with	 the	 International	 Electrotechnical	 Commission	 (IEC)	 on	 all	
matters	of	electrotechnical	standardization.	

The	 procedures	 used	 to	 develop	 this	 document	 and	 those	 intended	 for	 its	 further	 maintenance	 are	
described	in	the	ISO/IEC	Directives,	Part	1.	In	particular	the	different	approval	criteria	needed	for	the	
different	types	of	 ISO	documents	should	be	noted.	This	document	was	drafted	in	accordance	with	the	
editorial	rules	of	the	ISO/IEC	Directives,	Part	2	(see	www.iso.org/directives).	

Attention	is	drawn	to	the	possibility	that	some	of	the	elements	of	this	document	may	be	the	subject	of	
patent	rights.	 ISO	shall	not	be	held	responsible	 for	 identifying	any	or	all	such	patent	rights.	Details	of	
any	patent	rights	identified	during	the	development	of	the	document	will	be	in	the	Introduction	and/or	
on	the	ISO	list	of	patent	declarations	received	(see	www.iso.org/patents).	

Any	trade	name	used	in	this	document	is	information	given	for	the	convenience	of	users	and	does	not	
constitute	an	endorsement.	

For	 an	 explanation	 on	 the	 voluntary	 nature	 of	 standards,	 the	 meaning	 of	 ISO	 specific	 terms	 and	
expressions	 related	 to	 conformity	 assessment,	 as	 well	 as	 information	 about	 ISO's	 adherence	 to	 the	
World	Trade	Organization	(WTO)	principles	in	the	Technical	Barriers	to	Trade	(TBT)	see	the	following	
URL:	www.iso.org/iso/foreword.html	

This	document	was	prepared	by	Technical	Committee	 ISO/TC	22,	Road vehicles,	 Subcommittee	SC	31,	
Electrical and electronic equipment,	 and	 Technical	 Committee	 IEC/TC	 69	 Electric road vehicles and 
electric industrial trucks.	The	draft	was	circulated	for	voting	to	the	national	bodies	of	both	ISO	and	IEC.	

A	list	of	all	parts	in	the	ISO	15118	series	can	be	found	on	the	ISO	website.		
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Introduction 

The	first	three	parts	of	ISO	15118	describe	the	use	cases	and	the	technical	specification	of	the	Vehicle‐
to‐Grid	Communication	Interface	which	 is	 intended	 for	 the	optimized	use	of	energy	resources	so	 that	
electric	road	vehicles	can	recharge	in	the	most	economic	or	most	energy	efficient	way.	It	is	furthermore	
required	 to	 develop	 efficient	 and	 convenient	 billing	 systems	 in	 order	 to	 cover	 the	 resulting	 micro‐
payments.	 The	 necessary	 communication	 channel	 may	 serve	 in	 the	 future	 to	 contribute	 to	 the	
stabilization	 of	 the	 electrical	 grid	 as	 well	 as	 to	 support	 additional	 information	 services	 required	 to	
operate	electric	vehicles	efficiently	and	economically.	

The	 complexity	 resulting	 from	 the	 network	 and	 application	 protocol	 requirements	 defined	 in	 the	
second	 part	 of	 the	 standard	 requires	 a	 considerable	 amount	 of	 testing	 in	 order	 to	 enable	
interoperability	 between	 independent	 implementations.	 This	 document	 therefore	 defines	 a	
conformance	test	suite	for	the	network	and	application	layer	protocols	in	order	to	derive	a	common	and	
agreed	basis	for	conformance	tests.	The	resulting	test	suite	is	a	necessary	prerequisite	for	downstream	
interoperability	 tests.	 Since	 interoperability	 furthermore	 involves	 the	 actual	 application	 logic	 of	 an	
implementation	those	tests	are	beyond	the	scope	of	this	document.	Hence	this	document	focuses	on	the	
interface	aspects	and	the	corresponding	requirements	given	in	part	two	only.	
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Road vehicles — Vehicle to grid communication interface — 
Part 4: Network and application protocol conformance test 

1 Scope 

This	 document	 specifies	 conformance	 tests	 in	 the	 form	of	 an	Abstract 	 Test	 Suite	 (ATS)	 for 	 a	 System	
Under	Test	(SUT)	implementing	an	EVCC	or	SECC	according	to	ISO	15118‐2.	These	conformance	tests	
specify	the	testing	of	capabilities	and	behaviors	of	an	SUT	as	well	as	checking	what	is	observed	against	
the	conformance	requirements	specified	 in	 ISO	15118‐2	and	against	what	 the	supplier	states	 the	SUT	
implementation's	capabilities	are.	

The	capability	tests	within	the	ATS	check	that	the	observable	capabilities	of	the	SUT	are	in	accordance	
with	 the	 static	 conformance	 requirements	 defined	 in	 ISO	15118‐2.	 The	 behavior	 tests	 of	 the	 ATS	
examine	an	 implementation	as	 thoroughly	as	 is	practical	over	 the	 full	 range	of	dynamic	conformance	
requirements	defined	in	ISO	15118‐2	and	within	the	capabilities	of	the	SUT	(see	NOTE).	

A	 test	 architecture	 is	 described	 in	 correspondence	 to	 the	 ATS.	 The	 conformance	 test	 cases	 in	 this	
document	are	described	leveraging	this	test	architecture	and	are	specified	in	TTCN‐3	Core	Language	for	
ISO/OSI	Network	Layer	(Layer	3)	and	above.	The	conformance	test	cases	for	the	Data	Link	Layer	(Layer	
2) and	Physical	Layer	(Layer	1)	are	described	in	ISO	15118‐5.	Test	cases	with	overlapping	scopes	are 
explicitly	detailed.

This	 document	 does	 not	 include	 specific	 tests	 of	 other	 standards	 referenced	within	 ISO	15118‐2,	 e.g.	
IETF	 RFCs.	 Furthermore,	 the	 conformance	 tests	 specified	 in	 this	 document	 do	 not	 include	 the 	
assessment 	 of	 performance	 nor	 robustness	 or	 reliability	 of 	 an	 implementation.	 They	 cannot	 provide	
judgments	on	the	physical	realization	of	abstract	service	primitives,	how	a	system	is	implemented,	how	
it	provides	any	requested	service,	nor	the	environment	of	 the	protocol	 implementation.	Furthermore,	
the	test	cases	defined	in	this	document	only	consider	the	communication	protocol	defined	ISO	15118‐2.	
Power	flow	between	the	EVSE	and	the	EV	is	not	considered.	

NOTE	1	 Practical	limitations	make	it	impossible	to	define	an	exhaustive	test	suite,	and	economic	considerations	
can	restrict	testing	even	further.	Hence,	the	purpose	of	this	document	is	to	increase	the	probability	that	different	
implementations	 are	 able	 to	 interwork.	 This	 is	 achieved	 by	 verifying	 them	 by	means	 of	 a	 protocol	 test	 suite,	
thereby	increasing	the	confidence	that	each	implementation	conforms	to	the	protocol	specification.	However,	the	
specified	protocol	test	suite	cannot	guarantee	conformance	to	the	specification	since	it	detects	errors	rather	than	
their	 absence.	 Thus	 conformance	 to	 a	 test	 suite	 alone	 cannot	 guarantee	 interworking.	What	 it	 does	 do	 is	 give	
confidence	 that	 an	 implementation	has 	 the	 required	 capabilities 	 and	 that	 its	 behavior	 conforms	consistently	 in	
representative	instances	of	communication.	

NOTE 	2 	 This 	document 	has 	some 	interdependencies	 to	 the	 conformance	 tests	 defined	 in	 ISO	15118‐5	which	
result	from	ISO/OSI	cross	layer	dependencies	in	the	underlying	protocol	specification	(e.g.	for	sleep	mode)	
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2 Normative references 

The	 following	 documents	 are	 referred	 to	 in	 the	 text	 in	 such	 a	way	 that	 some	 or	 all	 of	 their	 content	
constitutes	 requirements	 of	 this	 document.	 For	 dated	 references,	 only	 the	 edition	 cited	 applies.	 For	
undated	references,	the	latest	edition	of	the	referenced	document	(including	any	amendments)	applies.	

IEC	61851‐1:2017,	Electric vehicle conductive charging system — Part 1: General requirements	

ISO	15118‐1:2013,	 Road vehicles — Vehicle to grid communication interface — Part 1: General 
information and use-case definition	

ISO	15118‐2:2014,	 Road vehicles — Vehicle-to-Grid Communication Interface — Part 2: Network and 
application protocol requirements	

ISO	15118‐3:2015,	Road vehicles — Vehicle-to-Grid Communication Interface — Part 3: Physical and data 
link layer requirements	

ETSI	ES	201	873‐5	V4.6.1,	TTCN-3: TTCN-3 Runtime Interface (June 2014)	

ETSI	ES	201	873‐6	V4.6.1,	TTCN-3: TTCN-3 Control Interface (June 2014)	

NOTE	1	 Even	though	the	technical	specification	ISO	15118‐2:2014,	which	is	the	baseline	for	this	conformance	
test	document,	 explicitly	 references	 IEC	61851‐1:2011,	 this	document	 references	 IEC	61851‐1:2017	because	of	
applicability	on	the	market.	

3 Terms and definitions 

For	 the	 purpose	 of	 this	 document,	 the	 terms	 and	 definitions	 given	 in	 ISO	15118‐1,	 ISO	15118‐2,	
ISO	15118‐3	and	the	following	apply.	

ISO	and	IEC	maintain	terminological	databases	for	use	in	standardization	at	the	following	addresses: 

—	 IEC	Electropedia:	available	at	http://www.electropedia.org/		

—	 ISO	Online	browsing	platform:	available	at	https://www.iso.org/obp		

3.1 
abstract test case 
complete	and	independent	specification	of	the	actions	required	to	achieve	a	specific	test	purpose	

Note	 1	 to	 entry:	 This	 specification	 is	 defined	 at	 the	 level	 of	 abstraction	 of	 a	 particular	 Abstract	 Test	 Method,	
starting	in	a	stable	testing	state	and	ending	in	a	stable	testing	state	and	may	involve	one	or	more	consecutive	or	
concurrent	connections.	

Note	2	to	entry:	The	specification	should	be	complete	in	the	sense	that	it	is	sufficient	to	enable	a	test	verdict	to	be	
assigned	unambiguously	to	each	potentially	observable	test	outcome	(i.e.	sequence	of	test	events).	

Note	3	 to	entry:	The	specification	should	be	 independent	 in	 the	sense	 that	 it	 should	be	possible	 to	execute	 the	
derived	executable	test	case	in	isolation	from	other	such	test	cases	(i.e.	the	specification	should	always	include	the	
possibility	of	starting	and	finishing	in	the	“idle”	state).	

Note	4	to	entry:	Compare	with	ITU‐T	X.290.	

3.2 
abstract test suite 
ATS 
test	suite	composed	of	abstract	test	cases		

Note	1	to	entry:	Compare	with	ITU‐T	X.290.	
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3.3 
black box testing 
method	 of	 testing	 that	 examines	 the	 behavior	 of	 an	 SUT	 without	 considering	 the	 internal	
implementation	and	structure	of	the	SUT,	thus	relying	on	the	SUT's	open	interface	for	testing	

3.4 
conformance requirements 
conformance	of	a	real	system	consisting	of	conformance	to	each	requirement	and	conformance	to	the	
set	

Note	 1	 to	 entry:	 Set	 of	 interrelated	 requirements	 which	 together	 define	 the	 behavior	 of	 the	 system	 and	 its	
communication.	Conformance	of	 a	 real	 system	will,	 therefore,	 be	 expressed	at	 two	 levels,	 conformance	 to	 each	
individual	 requirement	 and	 conformance	 to	 the	 set.	 Applicable	 ISO	15118‐4	 conformance	 tests	 include	
requirements	and	transfer	syntax	requirements	as	far	as	they	can	be	validated	by	black	box	testing.	

Note	2	to	entry:	See	also	static conformance requirements	and	dynamic conformance requirements.	

3.5 
conforming implementation 
IUT	which	satisfies	both	static	and	dynamic	conformance	requirements,	consistent	with	the	capabilities	
stated	in	the	PICS(s)	

Note	1	to	entry:	Compare	with	ITU‐T	X.290.	

3.6 
dynamic conformance requirements 
one	 of	 the	 requirements	 which	 specifies	 what	 observable	 behavior	 is	 permitted	 by	 the	 relevant	
specification(s)	in	instances	of	communication	

Note	1	to	entry:	The	requirements	for	this	conformance	specification	are	defined	in	ISO	15118‐2.	

Note	2	to	entry:	Compare	with	ITU‐T	X.290.	

3.7 
executable test case 
realization	of	an	abstract	test	case	

Note	1	to	entry:	Compare	with	ITU‐T	X.290.	

3.8 
expected behavior 
exact	response	of	the	SUT	according	to	the	underlying	protocol	specification	to	the	stimulus	defined	in	
the	test	behavior	

3.9 
implementation conformance statement 
ICS 
statement	 made	 by	 the	 supplier	 of	 an	 implementation	 or	 system	 claimed	 to	 conform	 to	 a	 given	
specification,	stating	which	capabilities	have	been	implemented	

Note	1	to	entry:	The	given	specification	for	this	conformance	specification	is	ISO	15118‐2.	

Note	2	to	entry:	Compare	with	ITU‐T	X.290.	

3.10 
implementation extra information for testing 
IXIT 
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statement	 made	 by	 a	 supplier	 or	 implementer	 of	 an	 IUT	 which	 contains	 or	 references	 all	 of	 the	
information	(in	addition	to	that	given	in	the	ICS)	related	to	the	IUT	and	its	testing	environment,	which	
will	enable	the	test	laboratory	to	run	an	appropriate	test	suite	against	the	IUT	

Note	1	to	entry:	Compare	with	ITU‐T	X.290.	

3.11 
implementation under test 
IUT 
implementation	of	one	or	more	OSI	protocols	in	an	adjacent	user/provider	relationship,	being	that	part	
of	a	real	open	system	which	is	to	be	studied	by	testing	

Note	1	to	entry:	Compare	with	ITU‐T	X.290.	

3.12 
main test component 
MTC 
single	 test	 component	 in	 a	 test	 component	 configuration	 responsible	 for	 creating	 and	 controlling	
parallel test components	and	computing	and	assigning	the	test	verdict	

Note	1	to	entry:	Compare	with	ITU‐T	X.290.	

3.13 
parallel test component 
PTC 
test	component	created	by	the	main	test	component	

Note	1	to	entry:	Compare	with	ITU‐T	X.292.	

3.14 
post-condition 
test	steps	needed	to	define	the	path	from	the	end	of	the	test behavior	up	to	the	finishing	stable	state	for	
the	test	case	

Note	1	to	entry:	See	also	Test behavior.	

3.15 
pre-condition 
test	steps	needed	to	define	the	path	from	the	starting	stable	state	of	the	test	case	up	to	the	initial	state	
from	which	the	test bevavior	will	start	

Note	1	to	entry:	 See	also	Test behavior.	

3.16 
protocol implementation conformance statements 
PICS 
ICS	for	an	implementation	or	system	claimed	to	conform	to	a	given	protocol	specification	

Note	1	to	entry:	The	given	protocol	specification	for	this	conformance	specification	is	ISO	15118‐2.	

Note	2	to	entry:	Compare	with	ITU‐T	X.290.	

3.17 
protocol implementation extra information for testing 
PIXIT 
IXIT	related	to	testing	for	conformance	to	a	given	protocol	specification	
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Note	1	to	entry:	The	given	protocol	specification	for	this	conformance	specification	is	ISO	15118‐2.	

Note	2	to	entry:	Compare	with	ITU‐T	X.290.	

3.18 
runtime environment 
environment	that	describes	the	operating	system	and	corresponding	platform	requirements	of	a	system		

EXAMPLE	 Test	system.	

3.19 
semantically invalid test behavior 
SemITB 
test	steps	where	the	test	system	sends	stimuli	to	the	SUT	that	are	semantically	invalid	according	to	the	
protocol	requirements	

Note	 1	 to	 entry:	 This	 type	 of	 test	 behavior	 is	 defined	 in	 this	 conformance	 standard	 and	 explicitly	 includes	
requirements	which	define	the	appropriate	error	handling	of	the	SUT.	

3.20 
static conformance requirements 
one	of	 the	requirements	 that	 specify	 the	 limitations	on	 the	combinations	of	 implemented	capabilities	
permitted	in	a	real	open	system	which	is	claimed	to	conform	to	the	relevant	specification(s)	

Note	1	to	entry:	Compare	with	ITU‐T	X.290.	

3.21 
system under test 
SUT 
real	open	system	in	which	the	IUT	resides	

Note	1	to	entry:	Compare	with	ITU‐T	X.290.	

3.22 
syntactically invalid test behavior 
SynITB 
test	steps	where	the	test	system	sends	stimuli	to	the	SUT	that	are	syntactically	invalid	according	to	the	
protocol	requirements	

Note	1	to	entry:	This	type	of	test	behavior	is	not	defined	in	this	conformance	standard,	see	codec	requirements.	

3.23 
test behavior 
set	of	test	steps	(test	body)	which	are	essential	in	order	to	achieve	the	test	purpose	and	assign	verdicts	
to	the	possible	outcomes	

3.24 
test execution 
interpretation	or	execution	of	an	abstract	test	suite	

Note	1	to	entry:	Conceptually,	the	TE	can	be	decomposed	into	three	interacting	entities:	an	Executable	Test	Suite	
(ETS),	a	Test	Framework	(TFW)	and	an	optional	internal	Encoding/Decoding	System	(EDS)	entity.	

Note	2	to	entry:	See	also	ETSI	ES	201	873‐5	V4.6.1.	

3.25 
test framework 
TFW 
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entity	to	perform	all	actions	of	test	cases	or	functions		

Note	1	to	entry:	The	Test	Framework	interacts	with	the	Test	Management	(TM),	SUT	Adaptor	(SA)	and	Platform	
Adaptor	(PA)	entities	via	Test	Control	Interface	(TCI)	and	Test	Runtime	Interface	(TRI)	and	additionally	manages	
the	Executable	Test	Suite	 (ETS)	and	Encoding/Decoding	System	(EDS)	entities.	 It	 initializes	adaptors	as	well	as	
ETS	and	EDS	entities.	This	entity	performs	all	the	actions	necessary	to	properly	start	the	execution	of	a	test	case	or	
function	with	parameters	in	the	ETS	entity.	It	queries	the	TM	entity	for	module	parameter	values	required	by	the	
ETS	 and	 sends	 logging	 information	 to	 it.	 It	 also	 collects	 and	 resolves	 associated	 verdicts	 returned	 by	 the	 ETS	
entity.	

Note	2	to	entry:	See	also	ETSI	ES	201	873‐5	V4.6.1.	

Note	3	to	entry:	In	this	document,	the	Test	Framework	TTCN‐3	Runtime	System	(T3RTS)	is	used	to	explain	a	Test	
Framework	functionality.	

3.26 
test purpose 
prose	description	of	a	well‐defined	objective	of	testing,	focusing	on	a	single	conformance	requirement	
or	a	set	of	related	conformance	requirements	as	specified	in	the	appropriate	OSI	specification	

EXAMPLE	 Verifying	the	support	of	a	specific	value	of	a	specific	parameter	

Note	1	to	entry:	Compare	with	ITU‐T	X.290.	

3.27 
test system 
real	 system	combining	 the	 test	 framework,	 abstract	 test	 suite,	 test	 execution	and	adapters	as	well	 as	
codecs	

Note	1	to	entry:	Typically	also	containing	a	common	runtime	environment	based	on	an	operating	system.	

3.28 
test control interface 
TCI 
four	 interfaces	 that	 define	 the	 interaction	 of	 the	 TTCN‐3	 Executable	 with	 the	 test	 management,	 the	
coding	and	decoding,	the	test	component	handling	and	the	logging	in	a	test	system	

Note	1	to	entry:	Compare	with	ETSI	ES	201	873‐6	V4.6.1.	

3.29 
test runtime interface 
TRI 
two	interfaces	that	define	the	interaction	of	the	TTCN‐3	Executable	between	the	SUT	and	the	Platform	
Adapter	(PA)	and	the	System	Adapter	(SA)	in	a	test	system	

Note	1	to	entry:	Compare	with	ETSI	ES	201	873‐5	V4.6.1.	

3.30 
test system interface 
TSI 
test	component	that	provides	a	mapping	of	the	ports	available	in	the	(abstract)	TTCN‐3	test	system	to	
those	offered	by	a	real	test	system	

Note	1	to	entry:	Compare	with	ETSI	ES	201	873‐6	V4.6.1.	

3.31 
valid test behavior 
VTB 
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test	steps	where	the	test	system	sends	stimuli	to	the	SUT	that	are	valid	(syntactically	and	semantically)	
according	to	the	protocol	requirements	

Note	1	to	entry:	This	type	of	test	behavior	is	defined	in	this	conformance	document.	

Note	2	to	entry:	The	protocol	requirements	for	this	conformance	specification	are	defined	in	ISO	15118‐2.	

3.32 
verdict 
test verdict 
statement	 of	 “pass”,	 “fail”	 or	 “inconclusive”,	 as	 specified	 in	 an	 abstract	 test	 case,	 concerning	
conformance	of	an	IUT	with	respect	to	that	test	case	when	it	is	executed	

Note	1	to	entry:	Compare	with	ITU‐T	X.290.	

4 Symbols and abbreviated terms 

For	the	purpose	of	this	document,	the	following	abbreviations	apply.	

ALM	 Application	Layer	Message	

ATS	 Abstract	Test	Suite	

BEV	 Battery	Electric	Vehicle	

CA	 Certificate	Authority	

CPL	 Control	Pilot	Line	

CRL	 Certificate	Revocation	List	

DH	 Diffie	Hellman	

DER	 Distinguished	Encoding	Rules	

ECDSA	 Elliptic	Curve	Digital	Signature	Algorithm	

EDS	 Encoding/Decoding	System	

EIM	 External	Identification	Means	

EMAID	 E‐Mobility	Account	Identifier	

ETS	 Executable	Test	Suite	

EV	 Electric	Vehicle	

EVCC	 Electric	Vehicle	Communication	Controller	

EVSE	 Electric	Vehicle	Supply	Equipment	

EXI	 Efficient	XML	Interchange	

HAL	 Hardware	Abstraction	Layer	

ICS	 Implementation	Conformance	Statement	

ID(s)	 Identifier(s)	

ITB	 Invalid	Test	Behavior	

IUT	 Implementation	under	Test	

IXIT	 Implementation	eXtra	Information	for	Testing	

OCSP	 Online	Certificate	Status	Protocol	

OEM	 Original	Equipment	Manufacturer	
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MTC	 Main	Test	Component	

NACK	 Negative	Acknowledgement	

PDU	 Protocol	Data	Unit	

PICS	 Protocol	Implementation	Conformance	Statement	

PIXIT	 Protocol	Implementation	eXtra	Information	for	Testing	

PKI	 Public	Key	Infrastructure	

PLC	 Power	Line	Communication	

PnC	 Plug	and	Charge	

PTC	 Parallel	Test	Component	

PWM	 Pulse‐Width	Modulation	

SA	 Secondary	Actor	

SDP	 SECC	Discovery	Protocol	

SECC	 Supply	Equipment	Communication	Controller	

SLAC	 Signal	Level	Attenuation	Characterization	

SUT	 System	Under	Test	

TC	 Test	Case	

TCI	 Test	Control	Interface	

TCP	 Transmission	Control	Protocol	

TE	 Test	Execution	

TFW	 Test	Framework	

TP	 Test	Purpose	

TRI	 Test	Runtime	Interface	

TSI	 Test	System	Interface	

TSS	 Test	Suite	Structure	

TTCN‐3	 Testing	and	Test	Control	Notation	version	3	

V2G	 Vehicle‐to‐Grid	

V2G	CI	 V2G	Communication	Interface	

V2GTP	 V2G	Transfer	Protocol	

VTB	 Valid	Test	Behavior	

UDP	 User	Datagram	Protocol	

XML	 Extensible	Markup	Language	

5 Conventions 

5.1 Requirement structure 

This	 document	 uses	 unique	 number	 identifiers	 for	 each	 individual	 requirement.	 This	 requirement	
structure	 allows	 for	 easier	 requirement	 tracking	 and	 management.	 The	 following	 format	 is	 used	
throughout	this	document:	

															"[V2G"Y"‐"XXX"]"	requirement	text	
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Where:	

— "V2G"	represents	the	ISO	15118	set	of	standards;	

— "Y"	represents	the	document	part	of	the	ISO	15118	document	set,	for	this	document	Y	=	4;	

— "XXX"	represents	the	individual	requirement	number;	and	

— "requirement	text"	includes	the	actual	text	of	the	requirement.	

5.2 Test system description 

TTCN‐3	 is	 used	 in	 this	 document	 to	 define/specify	 the	 test	 system	 and	 the	 test	 cases	 inside	 the	 test	
suite.	 However,	 using	 TTCN‐3	 is	 not	 mandatory	 for	 the	 implementation	 of	 conformance	 tests	 for	
ISO	15118‐2.	

[V2G4-001] The	implementers	of	conformance	tests	shall	verify	that	all	test	objectives	
implemented	in	their	environment	are	identical	to	those	described	in	this	document.	

6 Test architecture reference model 

6.1 General information 

Figure	1	 provides	 an	 overview	 on	 the	 test	 architecture	 for	 this	 document.	 The	 following	 subclauses	
define	the	interface	requirements	marked	black	in	Figure	1	for	platform	and	SUT	adapters	(see	6.2	and	
6.3)	as	well	as	the	codecs	(see	6.4).	The	Test	Suite	is	defined	in	detail	in	the	remainder	of	this	document.	

	

Figure 1 — Test architecture reference model for testing of ISO 15118-2 
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For	 the	 scope	 of	 this	 document	 only	 the	 "ISO	15118‐2	 –	 Messaging"	 interface	 to	 the	 SUT	 and	 its	
dependencies	 to	 the	 corresponding	 "IEC	61851‐1:2017,	 Annex	 A	 –	 PWM	 Signaling"	 interface	 are	
relevant.	This	document	therefore	limits	its	scope	to	the	respective	SUT	adapters	and	codecs.	

6.2 Platform adapter interface 

The	platform	adapter	within	 the	test	system	is	responsible	 for	 timers	and	external	 functions.	Besides	
means	for	timers,	which	are	typically	provided	as	part	of	the	test	framework,	no	external	functions	are	
defined	for	ISO	15118‐2	conformance	testing.	

[V2G4-002] The	platform	adapter	of	the	test	system	shall	implement	the	TriPlatformPA	and	the	
TriPlatformTE	interfaces	as	defined	in	ETSI	ES	201	873‐5	V4.6.1,	6.5.3.	

6.3 SUT adapter interfaces 

The	SUT	adapter	within	the	test	system	adapts	the	TTCN‐3	communication	operations	to	the	SUT	based	
on	an	abstract	test	system	interface	and	implements	the	real	test	system	interface.	It	is	responsible	to	
propagate	message	requests	and	procedure	based	calls	 from	the	Test	Execution	(see	Figure	1)	 to	 the	
SUT,	and	to	notify	the	Test	Execution	of	any	received	test	events	by	appending	them	to	its	port	queues.	

[V2G4-003] The	SUT	adapters	of	the	test	system	shall	implement	the	TriCommunicationSA	and	the	
TriCommunicationTE	interfaces	as	defined	in	ETSI	ES	201	873‐5	V4.6.1,	6.5.2.	

NOTE	1	 The	actual	implementation	of	these	adapters	is	out	of	scope	of	this	document.	

[V2G4-004] The	IEC	61851‐1	SUT	adapter	shall	adapt	the	HAL	61851‐1	functions	to	a	PWM	Signal	
defined	in	7.7.7.	

NOTE	2	 The	 IEC	61851‐1	SUT	adapter	 could	need	additional	hardware	 for	 adapting	 the	message‐based	HAL	
61851‐1	communication	to	PWM	Signaling	according	to	IEC	61851‐1:2017,	Annex	A.	

[V2G4-005] The	ISO	15118‐2	SUT	adapter	shall	adapt	and	send/receive	the	encoded	SDP	
requests/responses	through	UDP	messages	to/from	the	SUT	as	defined	in	ISO	15118‐
2:2014,	7.7.2	and	7.10.1.	

[V2G4-006] The	ISO	15118‐2	SUT	adapter	shall	adapt	and	send/receive	the	encoded	V2G	messages	
through	a	TCP	or	TLS	connection	to/from	the	SUT	as	defined	in	ISO	15118‐2:2014,	7.7.1	
and	7.7.3.	

[V2G4-007] The	ISO	15118‐2	SUT	adapter	shall	adapt	the	internal	port	control	messages	for	TCP	and	
TLS	connection	management	as	defined	in	Annex	O,	O.3	

NOTE	3	 The	TCP/TLS	connection	management	includes	the	following	functionality:	

—	 control	for	TCP/TLS	port	disconnection	handling;	

—	 control	for	receiving	information/status	on	a	given	TCP/TLS	connection;	

—	 notification	of	TCP/TLS	connection	status	events;	and	

—	 notification	of	TLS	Handshake	status	events.	

[V2G4-008] The	ISO	15118‐2	SUT	adapter	shall	provide	a	port	map	operation	(refer	to	7.3.2)	with	
additional	parameters	for	TCP	and	TLS	connection	configuration	as	defined	in	Annex	O,	
O.3.	

NOTE	4	 The	TCP/TLS	connection	configuration	includes	the	following	functionality:	

—	 configuration	for	IP	address	and	port;	

—	 configuration	for	usage	of	security	(TCP/TLS);	

—	 configuration	for	cipherSuite;	
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—	 configuration	for	TLS	protocol	version;	and	

—	 configuration	for	TLS	certificate.	

NOTE	5	 The	 ISO	15118‐3	 adapter	 is	 defined	 in	 ISO	 15118‐5.	 It	 could	 need	 additional	 hardware	 to	 adapt	
between	different	Layer	2	communication	technologies	(e.g.	Ethernet	to	HomePlug	Green	PHY).	

6.4 Codecs 

A	codec	is	responsible	for	the	external	encoding	and	decoding	of	TTCN‐3	values	into	bit	strings	suitable	
to	be	sent	 to	 the	SUT.	The	Test	Execution	 (TE)	determines	which	codec	shall	be	used	and	passes	 the	
TTCN‐3	data	 to	 the	appropriate	encoder	 to	obtain	 the	encoded	data.	Received	data	 is	decoded	 in	 this	
entity	by	using	the	appropriate	decoder,	which	translates	the	received	data	into	TTCN‐3	values	cf.	ETSI	
ES	201	873‐6	V4.5.1,	that	can	be	matched	against	expected	behaviors	in	the	form	of	templates.	

[V2G4-009] All	codecs	in	this	document	shall	implement	the	TCI‐CD	interface	as	defined	in	
ETSI	ES	201	873‐6	V4.6.1,	7.3.2.	

NOTE	1	 For	 ISO	15118‐2	 conformance	 testing	 three	 codecs	 (V2G‐EXI,	 SDP,	V2GTP,	 see	 Figure	1)	 are	used	 to	
encode	or	decode	messages	consumable	by	the	tester	into	bit	strings	/	signals	consumable	by	the	SUT.	

NOTE	2	 The	exact	implementation	of	these	codecs	is	out	of	scope	of	this	document.	

[V2G4-010] The	V2G‐EXI	codec	shall	encode	TTCN‐3	values	as	defined	in	Annex	O,	O.6	into	
corresponding	EXI	streams	as	defined	in	ISO	15118‐2:2014,	7.9.1.	

[V2G4-011] The	V2G‐EXI	Security	codec	shall	encode	TTCN‐3	values	for	X.509	Certificates	as	defined	
in	Annex	O,	O.6	into	a	corresponding	Base64	representation	suitable	for	EXI	streams	
according	to	ISO	15118‐2:2014,	7.9.1.	

[V2G4-012] The	V2G‐EXI	codec	shall	decode	EXI	streams	as	defined	in	ISO	15118‐2:2014,	7.9.1	into	
TTCN‐3	values	as	defined	in	Annex	O,	O.6.	

[V2G4-013] The	V2G‐EXI	Security	codec	shall	decode	Base64	representation	from	EXI	streams	
according	to	ISO	15118‐2:2014,	7.9.1	into	TTCN‐3	values	for	X.509	Certificates	as	
defined	in	Annex	O,	O.6.	

[V2G4-014] The	SDP	codec	shall	encode	TTCN‐3	values	as	defined	in	Annex	O,	O.5	into	
corresponding	SDP	requests/responses	as	defined	in	ISO	15118‐2:2014,	7.10.1.3,	
7.10.1.4	and	7.10.1.5.	

[V2G4-015] The	SDP	codec	shall	decode	SDP	requests/responses	as	defined	in	ISO	15118‐2:2014,	
7.10.1.3,	7.10.1.4	and	7.10.1.5	into	TTCN‐3	values	as	defined	in	Annex	O,	O.4.	

[V2G4-016] The	V2GTP	codec	shall	encode	TTCN‐3	values	as	defined	in	Annex	O,	O.4	into	
corresponding	V2GTP	envelopes	as	defined	in	ISO	15118‐2:2014,	7.8.3.1.	

[V2G4-017] The	V2GTP	codec	shall	decode	V2GTP	envelopes	as	defined	in	ISO	15118‐2:2014,	7.8.3.1	
into	TTCN‐3	values	as	defined	in	Annex	O,	O.4.	

7 Test suite conventions 

7.1 General information 

This	 clause	 defines	 all	 conventions	 that	 are	 relevant	 for	 conformance	 tests	 of	 SUTs	 implementing	
ISO	15118‐2.	

7.2 Test suite structure (TSS) 

A	test	suite	is	a	complete	set	of	test	cases,	possibly	combined	into	groups	or	modules	(e.g.	for	use	cases	
or	domains	like	AC,	DC	charging),	that	are	necessary	to	perform	conformance	testing	for	a	given	SUT.	
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In	 each	 test	 case,	 the	 SUT	 is	 stimulated	 with	 specific	 inputs	 and	 the	 reactions	 are	 observed	 and	
evaluated.	 Depending	 on	 the	 test	 purpose	 different	 pre‐conditions	 and	 post‐conditions	 shall	 be	
considered	for	the	formulation	of	the	test	behavior.	The	pre‐conditions,	post‐conditions	as	well	as	test	
behaviors	 are	 encapsulated	 into	 individual	 functions	 and	 stored	 within	 separate	 modules.	 Thus,	 a	
complete	test	case	is	composed	by	the	actual	test	behavior	enveloped	by	pre‐	and	post‐conditions	(see	
7.7.5	 for	 details).	 The	 corresponding	 grouping	 of	 functions	 can	 therefore	 be	 assigned	 to	 the	 lowest	
abstract	hierarchical	level	(see	Figure	2).	The	test	cases	are	defined	on	the	second	level.	

	

Figure 2 — General overview of the Test Suite Structure (TSS) 

The	 test	 profile	 is	 a	 collection	 of	 self‐contained	 test	 cases	 as	well	 as	 PICS	 (see	 7.3.3)	 and	 PIXIT	 (see	
7.3.4)	in	order	to	represent	a	given	use	case.	The	selection	is	based	on	the	use	cases	of	the	ISO	15118	
standard	and	its	corresponding	requirements.	

Hence	the	Test	Suite	Structure	(TSS)	is	segmented	into	subgroups	defined	according	to	ISO	15118	use	
cases	for	conformance	testing.	Table	1	shows	these	subgroups,	which	are	used	for	the	organization	of	
the	test	case	specifications	as	well	as	for	the	test	suite	identifiers	(see	7.4	for	details).	

Table 1 — Identifiers within the Test Suite Structure (TSS) 

Identifiers Values Description 

<sut>	 	 System	under	Test	

EVCC	 Electric	Vehicle	Communication	Controller	

SECC	 Supply	Equipment	Communication	Controller	

<dom>	 	 Domain	

AC	 AC	specific	behaviors	

DC	 DC	specific	behaviors	

IN	 Inductive	specific	behaviors	
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CMN	 Common	behaviors	

<ctx>	 {fullname}	 Context	(e.g.	name	of	message	pattern	signal	name	according	to	standard)	

NOTE	1	 The	 domain	 for	 inductive	 charging	 is	 not	 relevant	 for	 this	 document	 but	was	 introduced	 for	 future	
purposes.	

Table	2	describes	the	Annexes	derived	for	this	document.	

Table 2 — Test suite structure – Annexes description 

Annexes Description 

Configuration	
Annex	A	

The	configuration	annex	contains	constant	definitions	timers,	PICS	and	PIXIT	
definitions.	The	configuration	described	in	Annex	A	shall	be	applied.	

Control	Part	
Annex	B	

The	control	part	annex	describes	the	execution	order	of	modeled	test	cases	
(test	groups).	The	EVCC	control	part	subclauses	contain	the	test	groups	if	the	
SUT	is	an	EVCC.	The	SECC	control	part	subclauses	contain	the	test	groups	if	
the	SUT	is	an	SECC.	The	control	part	in	Annex	B	shall	be	followed.	

Test	Cases	
Annex	C	‐	E	

The	test	case	annexes	contain	the	TTCN‐3	test	case	files.	The	EVCC	
subclauses	contain	the	test	cases	if	the	SUT	is	an	EVCC.	The	SECC	subclauses	
contain	the	test	cases	if	the	SUT	is	an	SECC.	The	control	part	in	Annexes	C	to	
E	shall	be	considered.	

Functions	
Annex	F	–	I	

The	function	annexes	contain	methods	for	supporting	the	test	execution	as	
well	as	the	actual	pre‐,	post‐conditions	and	test	behaviors	of	the	ISO	15118	
conformance	tests.	The	EVCC	subclauses	contain	the	test	behavior	if	the	SUT	
is	an	EVCC.	The	SECC	subclauses	contain	the	test	behavior	if	the	SUT	is	an	
SECC.	The	Pre‐condition	subclause	contains	functions	that	are	used	for	
defining	the	pre‐conditions	of	a	test	behavior.	The	Post‐condition	subclause	
contains	functions	that	are	used	to	establish	the	post‐conditions	of	a	test	
case.	The	Library	Functions	subclause	contains	utility	functions	used	across	
the	test	suite	for	various	purposes.	The	functions	in	Annexes	F	to	I	shall	be	
considered.	

Templates	
Annex		J	‐	N	

The	Templates	subclause	contains	the	TTCN‐3	template	files	for	matching	a	
SUT's	reaction	on	a	stimulus	against	its	expected	behavior.	The	templates	in	
Annexes	J	to	N	shall	be	considered.	

Data	Structures	

Annex	O	

The	Data	Structures	subclause	contains	data	structures	that	are	needed	
additionally	to	the	ISO	15118	data	structures	e.g.	used	for	X.509	Certificates.	
The	data	structures	in	Annex	O	shall	be	considered.	

7.3 Test profiles 

This	subclause	defines	test	profiles	for	conformance	with	ISO	15118‐2.	A	test	profile	consists	of	a	test	
configuration	as	well	as	a	selection	and	assignment	of	PICS/PIXIT.	Depending	on	the	test	configuration	
a	 set	 of	 test	 components	 and	 ports	 are	 defined.	 The	 test	 profile	 furthermore	 includes	 a	 test	 group	
defining	the	set	of	relevant	test	cases	and	the	sequence	in	which	they	are	executed	in	order	to	perform	a	
conformance	test	for	a	given	use	case.	

7.3.1 Test configurations 

The	test	configuration	reflects	various	ISO	15118	scenarios.	Entities	for	the	SUT,	Tester	and	PTCs	are:	

—	 Electric	Vehicle	Communication	Controller	(EVCC);	

—	 Supply	Equipment	Communication	Controller	(SECC);	and	

—	 PWM	Signaling	(IEC	61851).	
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Table	3	 shows	 combinations	 of	 such	 entities	 defining	 valid	 test	 configurations	 for	 this	 document	
(CF_Part_ID).	

Table 3 — ISO 15118-4 test configurations 

CF_Part_ID SUT Tester PTCs 

CF_04_001	 SECC	 EVCC	 PTC1=61851	

CF_04_002	 EVCC	 SECC	 PTC1=61851	

7.3.2 Components and ports 

In	 correspondence	 to	 the	 identified	 set	 of	 relevant	 test	 configurations	 this	 subclause	 defines	 test	
components	 which	 reflect	 the	 main	 entities	 needed	 for	 stimulation	 of	 the	 SUT	 with	 respect	 to	
ISO	15118.	Ports	are	used	to	connect	these	components	with	each	other	and	the	SUT.	The	components	
are	 predefined	 in	 the	 configuration	module	 and	 are	 summarized	 in	Table	 4.	 Port	 types	 define	which	
kind	 of	 messages	 can	 be	 sent	 or	 received	 by	 this	 port.	 The	 corresponding	 port	 type	 definitions	 are	
summarized	in	Table	5.	

Table 4 — Component definitions 

Components Description 

SECC_Tester	(MTC)	 This	component	type	is	the	main	type	for	the	tests	of	an	SECC.	A	
V2G_TCP_TLS_ALM_SECC_Port		,	V2G_UDP_SDP_Port,	HAL_61851_Port	and	a	
HAL_61851_Internal_Port	(see	Table	5)	are	assigned	to	this	component	type.	

EVCC_Tester	(MTC)	 This	component	type	is	the	main	type	for	the	tests	of	an	EVCC.	A	
V2G_TCP_TLS_ALM_EVCC_Port		,	V2G_UDP_SDP_Port,	HAL_61851_Port	and	a	
HAL_61851_Internal_Port	(see	Table	5)	are	assigned	to	this	component	type.	

HAL_61851_Listener	
(PTC)	

The	HAL_61851_Listener	is	responsible	for	watching	the	correct	IEC	61851	
behavior	and	is	used	in	the	form	of	a	parallel	test	component	(PTC).	This	
component	uses	the	HAL_61851_Port	(see	Table	5)	to	communicate	with	an	IEC	
61851‐1	SUT	Adapter	and	the	HAL_61851_Internal_Port	to	communicate	with	the	
MTC.	

Table 5 — Port type definitions 

Port Type Description 

V2G_TCP_TLS_ALM_SECC_Port	 This	port	is	used	to	send	and	receive	V2G‐	Application	Layer	Messages	(ALM)	
or	supportedAppProtocol	messages	via	TCP/TLS	defined	in	ISO	15118‐2	
to/from	an	SECC.	
This	port	is	also	used	to	send	and	receive	internal	TCP/TLS	port	control	
messages	defined	in	Annex	O.	

V2G_TCP_TLS_ALM_EVCC_Port	 This	port	is	used	to	send	and	receive	V2G‐	Application	Layer	Messages	(ALM)	
or	supportedAppProtocol	messages	via	TCP/TLS	defined	in	ISO	15118‐2	
to/from	an	EVCC.	
This	port	is	also	used	to	send	and	receive	internal	TCP/TLS	port	control	
messages	defined	in	Annex	O.	

V2G_UDP_SDP_Port	 This	port	is	used	to	send	and	receive	SDP	messages	via	UDP	defined	in	
ISO	15118‐2	to/from	an	EVCC	or	SECC.	

HAL_61851_Port	 This	port	is	used	to	send	or	receive	messages	to	an	IEC	61851	communication	
unit.	The	communication	unit	will	interpret	these	messages	and	will	set	the	
corresponding	signaling	to	the	SUT	(SECC/EVCC).	The	specification	of	the	IEC	
61851	communication	unit	is	out	of	scope	of	this	document.	

HAL_61851_Internal_Port	 This	port	is	used	to	synchronize	the	status	of	the	IEC	61851‐1	PWM	signal	
between	the	MTC	(SECC_Tester	or	EVCC_Tester)	and	PTC	
(HAL_61851_Listener_Port).	It	enables	the	MTC	and	PTC	to	send	and	receive	
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HAL	61851‐1	messages.

These	components	and	ports	compose	relevant	test	configurations	for	this	document.	Whether	the	type	
EVCC_Tester	or	SECC_Tester	shall	be	used	as	MTC	depends	on	the	type	of	the	SUT.	If	the	SUT	is	an	EVCC,	
the	MTC	shall	use	the	type	EVCC_Tester.	If	the	SUT	is	an	SECC,	the	MTC	shall	use	the	type	SECC_Tester.	
The	 HAL_61851_Listener	 combines	 all	 necessary	 listener	 functionality	 into	 one	 component,	
independent	 on	 whether	 the	 MTC	 represents	 an	 SECC_Tester	 or	 an	 EVCC_Tester.	 The	 MTC	 always	
contains	a	TTCN‐3	test	configuration	and	delimits	the	lifeline	during	test	execution.	Next	to	using	ports	
for	 communication	 purposes,	 local	 timers,	 variables	 or	 constants	may	 be	 assigned	 to	 components	 to	
store	dynamic	information	during	test	case	execution.	

In	addition	to	the	MTC	and	PTC	and	their	corresponding	port	type	definitions,	a	test	configuration	also	
consists	of	respective	Test	System	Interfaces	(TSI).	An	abstract	Test	System	Interface	(TSI)	is	specified	
as	a	collection	of	ports.	A	TSI	has	no	local	timers,	constants	or	variables.	Only	ports	are	assigned	to	it.	
During	 the	 test	case	execution	 test	components	ports	can	be	mapped	dynamically	 to	 the	TSI	ports	 to	
establish	communication	channel	to	the	real	test	system	interface.	In	the	test	configuration	the	TSI	uses	
the	type	System_EVCC	or	System_SECC	depending	on	the	type	of	the	SUT.	If	the	SUT	is	an	EVCC,	the	TSI	
uses	the	type	System_EVCC.	If	the	SUT	is	an	SECC,	the	TSI	uses	the	type	System_SECC.	

The	 test	 configuration	 is	 illustrated	 in	Figure	3.	The	 type	of	 the	V2G	components	and	ports	 (EVCC	or	
SECC)	depends	on	the	SUT	type.	
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Figure 3 — ISO 15118-4 test configuration 

As	shown	in	Figure	3,	the	port	mappings	are	defined	statically	as	follows.	

—	 The	 port	 pt_V2G_TCP_TLS_ALM_EVCC_Port	 of	 the	 TSI	 is	 always	 mapped	 to	 port	
pt_V2G_TCP_TLS_ALM_EVCC_Port	of	the	MTC.	

—	 The	 port	 pt_V2G_TCP_TLS_ALM_SECC_Port	 of	 the	 TSI	 is	 always	 mapped	 to	 port	
pt_V2G_TCP_TLS_ALM_SECC_Port	of	the	MTC.	

—	 The	port	pt_V2G_UDP_SDP_Port	of	 the	TSI	 is	always	mapped	to	port	pt_V2G_UDP_SDP_Port	of	 the	
MTC.	

—	 The	port	pt_HAL_61851_Port	of	the	TSI	is	always	mapped	to	port	pt_HAL_61851_Port	of	the	MTC.	

—	 The	 port	 pt_HAL_61851_Listener_Port	 of	 the	 TSI	 is	 always	 mapped	 to	 port	
pt_HAL_61851_Listener_Port	 of	 the	 v_HAL_61851_Listener.	 The	 pt_HAL_61851_Listener_Port	 is	
from	the	same	type	HAL_61851_Port	as	the	pt_HAL_61851_Port.	

—	 The	 internal	 port	 pt_HAL_61851_Internal_Port	 is	 not	 mapped	 to	 the	 TSI.	 This	 port	 is	 connected	
between	the	MTC	and	PTC.	

7.3.3 Protocol Implementation Conformance Statement (PICS) Definition 

To	evaluate	the	conformance	of	a	particular	implementation,	it	is	necessary	to	have	a	statement	of	the	
capabilities	and	options	which	have	been	implemented,	and	any	features	which	have	been	omitted,	so	
that	 the	 implementation	 can	 be	 tested	 for	 conformance	 against	 relevant	 requirements,	 and	 against	
those	requirements	only.	Such	a	statement	is	called	a	Protocol	Implementation	Conformance	Statement	
(PICS)	cf.	[ITU‐T	X.290].	

All	PICS	defined	in	the	ATS	are	summarized	in	Table	6	‐	Table	8.	
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Table 6 — PICS for test system configurations CF_04_001 and CF_04_002 
(SUT either SECC or EVCC) 

PICS Description 

PICS_CMN_CMN_CombinedTesting	 Indication	for	enabling	combined	testing	including	SLAC	association	
&	V2G	messaging	

PICS_CMN_CMN_ChargingMode	 Indication	for	testing	either	AC	or	DC	charging	mode	

PICS_CMN_CMN_IdentificationMode	 Indication	for	testing	either	EIM	or	PnC	identification	mode	

PICS_CMN_CMN_PlugType	 Indication	for	testing	either	type1	or	type2	plug	type	

PICS_CMN_AC_CableCapability	 Indication	for	used	AC	cable	type	

Choice:	i)	capability13A,	ii)	capability20A,	iii)	capability32A,	iv)	
capability63A,	v)	capability70A	

PICS_CMN_CMN_WakeUp	 Indication	for	the	sleep	time	within	a	paused	session	

PICS_CMN_CMN_V2gtpSdp	 Indication	for	explicit	testing	V2GTP	by	using	SDP	payload	

PICS_CMN_CMN_V2gtpV2g	 Indication	for	explicit	testing	V2GTP	by	using	V2G	payload	

PICS_CMN_CMN_Renegotiation	 Indication	for	explicit	testing	of	Renegotiation	

PICS_CMN_CMN_Renegotiation	
LoopIndication	

Indicates	the	iteration	of	the	ChargingStatus	(AC)	or	
CurrentDemand	(DC)	loop,	when	ReNegotiation	shall	be	triggered	
(shall	be	smaller	or	equal	to	PICS_CMN_CMN_LoopCounter).	

PICS_CMN_CMN_LoopCounter	 Indicates	the	number	of	iterations	of	the	ChargingStatus	(AC)	or	
CurrentDemand	(DC)	loop	

PICS_CMN_CMN_InvalidV2gtp	
DataFields	

Indication	for	enabling	Test	Group:	Invalid	V2GTP	data	fields	

PICS_CMN_CMN_SDPTimeouts	
AndInvalidData	

Indication	for	enabling	Test	Group:	SDP	Timeouts	and	invalid	SDP	
data	fields	

PICS_CMN_CMN_FailedResponseCodes	 Indication	for	enabling	Test	Group:	V2G	fAILED	response	codes	

PICS_CMN_CMN_V2gTimeouts	 Indication	for	enabling	Test	Group:	V2G	timeouts	

PICS_CMN_CMN_PkiName	 Indication	for	selected	PKI	

Choice:	i)	PKI_1,	ii)	PKI_2,	iii)	PKI_3,	iv)	PKI_4,	v)	PKI_5,	vi)	PKI_6,	
vii)	PKI_7	

Table 7 — PICS for test system configurations CF_04_001 
(SUT equals SECC) 

PICS Description 

PICS_SECC_CMN_Pause	 Indication	for	enabling	a	charging	pause	

PICS_SECC_CMN_EIMDone	 Indication	for	initiating	EIM	Authorization	process	

Choice:	i)	beforePlugin,	ii)	afterPlugin,	iii)	duringSlac,	iv)	
v2gAuthorization	

PICS_SECC_CMN_EvStateInChargeProgr
ess	

Indication	for	explicit	testing	of	State	C/D	of	IEC	61851‐1:2017,	Annex	
A	during	charging	

PICS_SECC_DC_WeldingDetection	 Indication	for	explicit	testing	of	WeldingDetection	

PICS_SECC_CMN_DepartureTime	 Indication	for	using	a	departure	time	

PICS_SECC_CMN_MaxEntriesSASchedul
eTuple	

Indication	for	enabling	a	maximal	number	of	entries	in	the	
SAScheduleTuple	
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Table 8 — PICS for test system configurations CF_04_002 
(SUT equals EVCC) 

PICS Description 

PICS_EVCC_CMN_PmaxSchedulewithZe
roPow	

Indication	for	enabling	a	PmaxScheduleList	with	a	list	element	pMax	=	
0W	(triggering	pause)	

Choice:	i)	sleepWithoutCharge,	ii)	sleepAfterCharge,	iii)	none_	

PICS_EVCC_CMN_Receipt	
Required	

Indication	for	explicit	testing	of	MeteringReceipt	message	

PICS_EVCC_CMN_InvalidStates	
AndDutyCycles	

Indication	for	enabling	Test	Group:	Invalid	states	and	duty	cycles	

PICS_EVCC_CMN_InvalidV2GMessages	 Indication	for	enabling	Test	Group:	Invalid	V2G	messages	

PICS_CMN_EVCC_SalesTariff	 Indication	for	using	a	SalesTariff	

7.3.4 Protocol Implementation extra Information for Testing (PIXIT) Definition 

In	order	to	ensure	testability	of	each	defined	message	pair	defined	in	ISO	15118‐2,	the	following	set	of	
PIXIT	 are	 defined	 in	 addition	 to	 PICS	 in	 this	 document.	 PIXIT	 are	 used	 to	 indicate	 to	 the	 SUT	 that	 a	
specific	capability	of	the	SUT	is	tested.	

NOTE	1	 Due	 to	 the	 black	 box	 test	 paradigm	 in	 this	 document,	 it	 is	 not	 defined	 how	 to	 ensure	 that	 a	
corresponding	PIXIT	is	set	on	the	SUT	side	for	a	given	test	case	execution.	

All	PIXIT	defined	in	the	ATS	are	summarized	in	Table	9	‐	Table	11.	

Table 9 — Selected PIXIT for test system configurations CF_04_001 and CF_04_002 
(SUT either SECC or EVCC) 

PIXIT Description 

PIXIT_CMN_CMN_WakeUp	 Indication	for	the	wake‐up	time	(SUT)	within	a	paused	session	

PIXIT_CMN_CMN_CertificateHandling	 Indication	for	explicit	testing	of	CertificateInstallation	or	
CertificateUpdate	message	

PIXIT_CMN_CMN_PkiName	 Indication	for	selected	PKI	

Choice:	i)	PKI_1,	ii)	PKI_2,	iii)	PKI_3,	iv)	PKI_4,	v)	PKI_5,	vi)	PKI_6,	vii)	
PKI_7	

PIXIT_CMN_CMN_Renegotiation	 Indication	for	explicit	testing	of	Renegotiation	initiated	by	the	SUT	

Choice:	i)	renegotiation,	ii)	unknown	

PIXIT_CMN_CMN_MeterReading	 Indication	for	explicit	testing	of	MeterReading	element	

Choice:	i)	meterReading,	ii)	unknown	

Table 10 — Selected PIXIT for test system configurations CF_04_001 
(SUT equals SECC) 

PIXIT Description 

PIXIT_SECC_CMN_VAS	 Indication	for	explicit	testing	of	ServiceDetail	message	(SUT	shall	send	
a	serviceList	within	ServiceDiscoveryRes	message)	

Choice:	i)	serviceDetail,	ii)	none_,	iii)	unknown	

PIXIT_SECC_CMN_ReceiptRequired	 Indication	for	explicit	testing	of	MeteringReceipt	message	

PIXIT_SECC_CMN_CertificateHandling	 Indication	for	explicit	testing	of	CertificateInstallation	or	
CertificateUpdate	message	
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PIXIT Description 

Choice:	i)	certInstall,	ii)	certUpdate,	iii)	none_	

PIXIT_SECC_CMN_SalesTariff	 Indication	for	explicit	testing	of	Sales	Tariff	elements	

Choice:	i)	salesTariff,	ii)	unknown	

PIXIT_SECC_CMN_TLS	 Indication	for	explicit	testing	of	TLS	in	EIM	mode	

PIXIT_SECC_CMN_VersionNumberMino
r	

Indication	for	the	supported	VersionNumberMinor	of	the	SUT	

PIXIT_SECC_CMN_InternetAccess	 Indication	for	support	of	InternetAccess	service	

Choice:	i)	internetAccess,	ii)	unknown	

PIXIT_SECC_DC_CableCheckOngoing	 Indication	for	explicit	testing	of	the	repetition	of	the	CableCheck	

message	sequence	

Choice:	i)	ongoing,	ii)	unknown	

PIXIT_SECC_CMN_AuthorizationOngoin
g	

Indication	for	explicit	testing	of	the	repetition	of	the	Authorization	
message	sequence	until	V2G_SECC_Ongoing_Timer	expires	on	SUT	side	

Choice:	i)	ongoing,	ii)	unknown	

PIXIT_SECC_CMN_ChargeParameterDisc
overyOngoing	

Indication	for	explicit	testing	of	the	repetition	of	the	
ChargeParameterDiscovery	message	sequence	until	
V2G_SECC_Ongoing_Timer	expires	on	SUT	side	

Choice:	i)	ongoing,	ii)	unknown	

PIXIT_SECC_CMN_MeterInfo	 Indication	for	explicit	testing	of	MeterInfo	element	

Choice:	i)	meterInfo,	ii)	unknown	

PIXIT_SECC_CMN_PaymentOption	 Indication	for	supported	payment	option	within	ServiceDiscoveryRes	
message	(Only	one	payment	option	possible)	

Choice:	i)	externalPayment,	ii)	contract	

Table 11 — Selected PIXIT for test system configurations CF_04_002 
(SUT equals EVCC) 

PIXIT Description 

PIXIT_EVCC_CMN_VAS	 Indication	for	explicit	testing	of	ServiceDetail	message	(SUT	shall	send	a	
ServiceDetailReq	message	for	each	service	of	the	received	serviceList)	

Choice:	i)	serviceDetail,	ii)	none_,	iii)	unknown	

PIXIT_EVCC_CMN_Pause	 Indication	for	enabling	a	charging	pause	

Choice:	i)	pause,	ii)	unknown,	iii)	none_	

PIXIT_EVCC_DC_WeldingDetection	 Indication	for	explicit	testing	of	WeldingDetection	message	

Choice:	i)	weldingDetection,	ii)	none_,	iii)	unknown	

PIXIT_EVCC_CMN_TLS	 Indication	for	explicit	testing	of	TLS	in	EIM	mode	

Choice:	i)	tls,	ii)	none_,	iii)	unknown	

PIXIT_EVCC_CMN_CertificateHandling	 Indication	for	explicit	testing	of	CertificateInstallation	or	
CertificateUpdate	message	

Choice:	i)	certInstall,	ii)	certUpdate,	iii)	none_,	iv)	unknown	

PIXIT_EVCC_CMN_DepartureTime	 Indication	for	explicit	testing	of	DepartureTime	element	

Choice:	i)	departureTime,	ii)	none_,	iii)	unknown	

PIXIT_EVCC_AC_MaxNumberOfPhases
InUse	

Indication	for	explicit	testing	of	MaxNumberOfPhasesInUse	element	

Choice:	i)	maxNumberOfPhasesInUse,	ii)	unknown	
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PIXIT_EVCC_CMN_ChargingProfileOpti
mization	

Indication	for	the	SUTs	capability	to	optimize	charging	profiles	based	on	
the	charge	schedule	

Choice:	i)	optimization,	ii)	none_,	iii)	unknown	

PIXIT_EVCC_CMN_NewSAScheduleTu
pleID	

Indication	for	explicit	testing	of	using	a	new	SAScheduleTupleID	after	
renegotiation	by	the	SUT	

Choice:	i)	newSAScheduleTupleID,	ii)	unknown	

PIXIT_EVCC_CMN_SAScheduleTupleID
MR	

Indication	for	explicit	testing	SAScheduleTupleID	within	
MeteringReceiptReq	message	

Choice:	i)	sAScheduleTupleID,	ii)	unknown	

7.3.5 Test control 

The	 control	 part	 calls	 the	 test	 cases	 with	 actual	 parameters	 and	 controls	 their	 execution.	 Program	
statements	 PICS/PIXIT	 are	 used	 to	 specify	 the	 selection	 and	 execution	 order	 of	 the	 test	 cases	 (see	
Annex	B).	For	each	use	case	all	valid	PICS/PIXIT	configurations	are	summarized	in	Table	12	‐	Table	15.	

[V2G4-018] The	test	control	for	testing	an	AC	SECC	shall	execute	all	common	and	all	AC	SECC	
specific	test	cases	for	each	PICS/PIXIT	configuration,	as	defined	in	Table	12.	

Table 12 — SECC AC PICS/PIXIT configuration 

Configuration EIM PnC 

1	 PICS_CMN_CMN_V2gtpSdp	:=	true	and	
PICS_CMN_CMN_ChargingMode	:=	aC	

PICS_CMN_CMN_V2gtpSdp	:=	true	and	
PICS_CMN_CMN_ChargingMode	:=	aC	

2	 PICS_CMN_CMN_IdentificationMode	:=	eIM	and		
PIXIT_SECC_CMN_TLS	:=	false	and	
PICS_CMN_CMN_ChargingMode	:=	aC	

PICS_CMN_CMN_IdentificationMode	:=	pnC	and		
PICS_CMN_CMN_ChargingMode	:=	aC	

3	 PICS_CMN_CMN_IdentificationMode	:=	eIM	and		
PIXIT_SECC_CMN_TLS	:=	true	and	
PICS_CMN_CMN_ChargingMode	:=	aC	

PICS_CMN_CMN_V2gtpV2g	:=	true	and	
PICS_CMN_CMN_ChargingMode	:=	aC	

4	 PICS_CMN_CMN_V2gtpV2g	:=	true	and	
PICS_CMN_CMN_ChargingMode	:=	aC	

PICS_SECC_CMN_Pause	:=	true	and	
PICS_CMN_CMN_CombinedTesting	:=	true	and	
PIXIT_CMN_CMN_WakeUp	>	
PICS_CMN_CMN_WakeUp	and	
PICS_CMN_CMN_ChargingMode	:=	aC	

5	 PICS_SECC_CMN_Pause	:=	true	and	
PICS_CMN_CMN_CombinedTesting	:=	true	and	
PIXIT_CMN_CMN_WakeUp	>	
PICS_CMN_CMN_WakeUp	and	
PICS_CMN_CMN_ChargingMode	:=	aC	

PICS_SECC_CMN_Pause	:=	true	and	
PICS_CMN_CMN_CombinedTesting	:=	true	and	
PIXIT_CMN_CMN_WakeUp	<	
PICS_CMN_CMN_WakeUp	and	
PICS_CMN_CMN_ChargingMode	:=	aC	

6	 PICS_SECC_CMN_Pause	:=	true	and	
PICS_CMN_CMN_CombinedTesting	:=	true	and	
PIXIT_CMN_CMN_WakeUp	<	
PICS_CMN_CMN_WakeUp	and	
PICS_CMN_CMN_ChargingMode	:=	aC	

PICS_CMN_CMN_IdentificationMode	:=	pnC	and		
PIXIT_SECC_CMN_VAS	:=	serviceDetail	and	
PICS_CMN_CMN_PkiName	:=	PKI_1	and		
PIXIT_CMN_CMN_PkiName	:=	PKI_1	and				
PIXIT_SECC_CMN_InternetAccess	:=	unknown	and
PICS_CMN_CMN_ChargingMode	:=	aC	

7	 PICS_CMN_CMN_IdentificationMode	:=	eIM	and		
PIXIT_SECC_CMN_VAS	:=	serviceDetail	and	
PIXIT_SECC_CMN_TLS		:=	true	and					
PIXIT_SECC_CMN_InternetAccess	:=	unknown	and
PICS_CMN_CMN_ChargingMode	:=	aC	

PICS_CMN_CMN_IdentificationMode	:=	pnC	and		
PIXIT_SECC_CMN_VAS	:=	serviceDetail	and	
PICS_CMN_CMN_PkiName	:=	PKI_1	and		
PIXIT_CMN_CMN_PkiName	:=	PKI_1	and					
PIXIT_SECC_CMN_InternetAccess	:=	
internetAccess	and	
PICS_CMN_CMN_ChargingMode	:=	aC	

8	 PICS_CMN_CMN_IdentificationMode	:=	eIM	and		
PIXIT_SECC_CMN_VAS	:=	serviceDetail	and	
PIXIT_SECC_CMN_TLS		:=	true	and					

PIXIT_SECC_CMN_VAS	:=	none_	and	
PICS_CMN_CMN_ChargingMode	:=	aC	
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PIXIT_SECC_CMN_InternetAccess	:=	
internetAccess	and	
PICS_CMN_CMN_ChargingMode	:=	aC	

9	 PIXIT_SECC_CMN_VAS	:=	none_	and	
PICS_CMN_CMN_ChargingMode	:=	aC	

PICS_CMN_CMN_IdentificationMode	:=	pnC	and		
PIXIT_SECC_CMN_VAS	:=	serviceDetail	and	
PICS_CMN_CMN_PkiName	:=	PKI_1	and		
PIXIT_CMN_CMN_PkiName	:=	PKI_1	and					
PICS_CMN_CMN_ChargingMode	:=	aC	

10	 PICS_CMN_CMN_IdentificationMode	:=	eIM	and		
PICS_CMN_CMN_ChargingMode	:=	aC	

PIXIT_SECC_CMN_CertificateHandling	:=	
certInstall	and		
PICS_CMN_CMN_IdentificationMode	:=	pnC	and	
PICS_CMN_CMN_PkiName	:=	PKI_1	and		
PIXIT_CMN_CMN_PkiName	:=	PKI_1	and						
PICS_CMN_CMN_ChargingMode	:=	aC	

11	 PICS_SECC_CMN_MaxEntriesSAScheduleTuple	:=	
false	and		
PICS_SECC_CMN_DepartureTime	:=	false	and	
PIXIT_SECC_CMN_SalesTariff	:=	unknown	and	
PICS_CMN_CMN_ChargingMode	:=	aC	

PIXIT_SECC_CMN_CertificateHandling	:=	
certUpdate	and		
PICS_CMN_CMN_IdentificationMode	:=	pnC	and	
PICS_CMN_CMN_PkiName	:=	PKI_1	and		
PIXIT_CMN_CMN_PkiName	:=	PKI_1	and					
PICS_CMN_CMN_ChargingMode	:=	aC	

12	 PICS_SECC_CMN_MaxEntriesSAScheduleTuple	:=	
false	and		
PICS_SECC_CMN_DepartureTime	:=	true	and	
PIXIT_SECC_CMN_SalesTariff	:=	unknown	and	
PICS_CMN_CMN_ChargingMode	:=	aC	

PIXIT_SECC_CMN_CertificateHandling	:=	none_	
and		
PICS_CMN_CMN_IdentificationMode	:=	pnC	and	
PICS_CMN_CMN_PkiName	:=	PKI_1	and		
PIXIT_CMN_CMN_PkiName	:=	PKI_		 and						
PICS_CMN_CMN_ChargingMode	:=	aC	

13	 PICS_SECC_CMN_MaxEntriesSAScheduleTuple	:=	
false	and		
PICS_SECC_CMN_DepartureTime	:=	true	and	
PIXIT_SECC_CMN_SalesTariff	:=	salesTariff	and	
PICS_CMN_CMN_ChargingMode	:=	aC	

PICS_SECC_CMN_MaxEntriesSAScheduleTuple	:=	
false	and		
PICS_SECC_CMN_DepartureTime	:=	false	and	
PIXIT_SECC_CMN_SalesTariff	:=	unknown	and	
PICS_CMN_CMN_ChargingMode	:=	aC	

14	 PICS_SECC_CMN_MaxEntriesSAScheduleTuple	:=	
true	and		
PICS_SECC_CMN_DepartureTime	:=	false	and	
PIXIT_SECC_CMN_SalesTariff	:=	unknown	and	
PICS_CMN_CMN_ChargingMode	:=	aC	

PICS_SECC_CMN_MaxEntriesSAScheduleTuple	:=	
false	and		
PICS_SECC_CMN_DepartureTime	:=	true	and	
PIXIT_SECC_CMN_SalesTariff	:=	unknown	and	
PICS_CMN_CMN_ChargingMode	:=	aC	

15	 PICS_SECC_CMN_MaxEntriesSAScheduleTuple	:=	
true	and		
PICS_SECC_CMN_DepartureTime	:=	false	and	
PIXIT_SECC_CMN_SalesTariff	:=	salesTariff	and	
PICS_CMN_CMN_ChargingMode	:=	aC	

PICS_SECC_CMN_MaxEntriesSAScheduleTuple	:=	
false	and		
PICS_SECC_CMN_DepartureTime	:=	true	and	
PIXIT_SECC_CMN_SalesTariff	:=	salesTariff	and	
PICS_CMN_CMN_ChargingMode	:=	aC	

16	 PICS_SECC_CMN_MaxEntriesSAScheduleTuple	:=	
true	and		
PICS_SECC_CMN_DepartureTime	:=	true	and	
PIXIT_SECC_CMN_SalesTariff	:=	salesTariff	and	
PICS_CMN_CMN_ChargingMode	:=	aC	

PICS_SECC_CMN_MaxEntriesSAScheduleTuple	:=	
true	and		
PICS_SECC_CMN_DepartureTime	:=	false	and	
PIXIT_SECC_CMN_SalesTariff	:=	unknown	and	
PICS_CMN_CMN_ChargingMode	:=	aC	

17	 PICS_SECC_CMN_MaxEntriesSAScheduleTuple	:=	
true	and		
PICS_SECC_CMN_DepartureTime	:=	true	and	
PIXIT_SECC_CMN_SalesTariff	:=	unknown	and	
PICS_CMN_CMN_ChargingMode	:=	aC	

PICS_SECC_CMN_MaxEntriesSAScheduleTuple	:=	
true	and		
PICS_SECC_CMN_DepartureTime	:=	false	and	
PIXIT_SECC_CMN_SalesTariff	:=	salesTariff	and	
PICS_CMN_CMN_ChargingMode	:=	aC	

18	 PICS_SECC_CMN_MaxEntriesSAScheduleTuple	:=	
false	and		
PICS_SECC_CMN_DepartureTime	:=	false	and	
PIXIT_SECC_CMN_SalesTariff	:=	unknown	and	
PICS_SECC_CMN_Pause	:=	true	and	
PICS_CMN_CMN_CombinedTesting	:=	true	and	
PIXIT_CMN_CMN_WakeUp	>	
PICS_CMN_CMN_WakeUp	and	

PICS_SECC_CMN_MaxEntriesSAScheduleTuple	:=	
true	and		
PICS_SECC_CMN_DepartureTime	:=	true	and	
PIXIT_SECC_CMN_SalesTariff	:=	salesTariff	and	
PICS_CMN_CMN_ChargingMode	:=	aC	
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PICS_CMN_CMN_ChargingMode	:=	aC

19	 PICS_SECC_CMN_MaxEntriesSAScheduleTuple	:=	
false	and		
PICS_SECC_CMN_DepartureTime	:=	false	and	
PIXIT_SECC_CMN_SalesTariff	:=	salesTariff	and	
PICS_SECC_CMN_Pause	:=	true	and	
PICS_CMN_CMN_CombinedTesting	:=	true	and	
PIXIT_CMN_CMN_WakeUp	>	
PICS_CMN_CMN_WakeUp	and	
PICS_CMN_CMN_ChargingMode	:=	aC	

PICS_SECC_CMN_MaxEntriesSAScheduleTuple	:=	
true	and		
PICS_SECC_CMN_DepartureTime	:=	true	and	
PIXIT_SECC_CMN_SalesTariff	:=	unknown	and	
PICS_CMN_CMN_ChargingMode	:=	aC	

20	 PICS_SECC_CMN_MaxEntriesSAScheduleTuple	:=	
false	and		
PICS_SECC_CMN_DepartureTime	:=	true	and	
PIXIT_SECC_CMN_SalesTariff	:=	unknown	and	
PICS_SECC_CMN_Pause	:=	true	and	
PICS_CMN_CMN_CombinedTesting	:=	true	and	
PIXIT_CMN_CMN_WakeUp	>	
PICS_CMN_CMN_WakeUp	and	
PICS_CMN_CMN_ChargingMode	:=	aC	

PICS_SECC_CMN_MaxEntriesSAScheduleTuple	:=	
false	and		
PICS_SECC_CMN_DepartureTime	:=	false	and	
PIXIT_SECC_CMN_SalesTariff	:=	unknown	and	
PICS_SECC_CMN_Pause	:=	true	and	
PICS_CMN_CMN_CombinedTesting	:=	true	and	
PIXIT_CMN_CMN_WakeUp	>	
PICS_CMN_CMN_WakeUp	and	
PICS_CMN_CMN_ChargingMode	:=	aC	

21	 PICS_SECC_CMN_MaxEntriesSAScheduleTuple	:=	
false	and		
PICS_SECC_CMN_DepartureTime	:=	true	and	
PIXIT_SECC_CMN_SalesTariff	:=	salesTariff	and	
PICS_SECC_CMN_Pause	:=	true	and	
PICS_CMN_CMN_CombinedTesting	:=	true	and	
PIXIT_CMN_CMN_WakeUp	>	
PICS_CMN_CMN_WakeUp	and	
PICS_CMN_CMN_ChargingMode	:=	aC	

PICS_SECC_CMN_MaxEntriesSAScheduleTuple	:=	
false	and		
PICS_SECC_CMN_DepartureTime	:=	false	and	
PIXIT_SECC_CMN_SalesTariff	:=	salesTariff	and	
PICS_SECC_CMN_Pause	:=	true	and	
PICS_CMN_CMN_CombinedTesting	:=	true	and	
PIXIT_CMN_CMN_WakeUp	>	
PICS_CMN_CMN_WakeUp	and	
PICS_CMN_CMN_ChargingMode	:=	aC	

22	 PICS_SECC_CMN_MaxEntriesSAScheduleTuple	:=	
true	and		
PICS_SECC_CMN_DepartureTime	:=	false	and	
PIXIT_SECC_CMN_SalesTariff	:=	unknown	and	
PICS_SECC_CMN_Pause	:=	true	and	
PICS_CMN_CMN_CombinedTesting	:=	true	and	
PIXIT_CMN_CMN_WakeUp	>	
PICS_CMN_CMN_WakeUp	and	
PICS_CMN_CMN_ChargingMode	:=	aC	

PICS_SECC_CMN_MaxEntriesSAScheduleTuple	:=	
false	and		
PICS_SECC_CMN_DepartureTime	:=	true	and	
PIXIT_SECC_CMN_SalesTariff	:=	unknown	and	
PICS_SECC_CMN_Pause	:=	true	and	
PICS_CMN_CMN_CombinedTesting	:=	true	and	
PIXIT_CMN_CMN_WakeUp	>	
PICS_CMN_CMN_WakeUp	and	
PICS_CMN_CMN_ChargingMode	:=	aC	

23	 PICS_SECC_CMN_MaxEntriesSAScheduleTuple	:=	
true	and		
PICS_SECC_CMN_DepartureTime	:=	false	and	
PIXIT_SECC_CMN_SalesTariff	:=	salesTariff	and	
PICS_SECC_CMN_Pause	:=	true	and	
PICS_CMN_CMN_CombinedTesting	:=	true	and	
PIXIT_CMN_CMN_WakeUp	>	
PICS_CMN_CMN_WakeUp	and	
PICS_CMN_CMN_ChargingMode	:=	aC	

PICS_SECC_CMN_MaxEntriesSAScheduleTuple	:=	
false	and		
PICS_SECC_CMN_DepartureTime	:=	true	and	
PIXIT_SECC_CMN_SalesTariff	:=	salesTariff	and	
PICS_SECC_CMN_Pause	:=	true	and	
PICS_CMN_CMN_CombinedTesting	:=	true	and	
PIXIT_CMN_CMN_WakeUp	>	
PICS_CMN_CMN_WakeUp	and	
PICS_CMN_CMN_ChargingMode	:=	aC	

24	 PICS_SECC_CMN_MaxEntriesSAScheduleTuple	:=	
true	and		
PICS_SECC_CMN_DepartureTime	:=	true	and	
PIXIT_SECC_CMN_SalesTariff	:=	salesTariff	and	
PICS_SECC_CMN_Pause	:=	true	and	
PICS_CMN_CMN_CombinedTesting	:=	true	and	
PIXIT_CMN_CMN_WakeUp	>	
PICS_CMN_CMN_WakeUp	and	
PICS_CMN_CMN_ChargingMode	:=	aC	

PICS_SECC_CMN_MaxEntriesSAScheduleTuple	:=	
true	and		
PICS_SECC_CMN_DepartureTime	:=	false	and	
PIXIT_SECC_CMN_SalesTariff	:=	unknown	and	
PICS_SECC_CMN_Pause	:=	true	and	
PICS_CMN_CMN_CombinedTesting	:=	true	and	
PIXIT_CMN_CMN_WakeUp	>	
PICS_CMN_CMN_WakeUp	and	
PICS_CMN_CMN_ChargingMode	:=	aC	
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25	 PICS_SECC_CMN_MaxEntriesSAScheduleTuple	:=	
true	and		
PICS_SECC_CMN_DepartureTime	:=	true	and	
PIXIT_SECC_CMN_SalesTariff	:=	unknown	and	
PICS_SECC_CMN_Pause	:=	true	and	
PICS_CMN_CMN_CombinedTesting	:=	true	and	
PIXIT_CMN_CMN_WakeUp	>	
PICS_CMN_CMN_WakeUp	and	
PICS_CMN_CMN_ChargingMode	:=	aC	

PICS_SECC_CMN_MaxEntriesSAScheduleTuple	:=	
true	and		
PICS_SECC_CMN_DepartureTime	:=	false	and	
PIXIT_SECC_CMN_SalesTariff	:=	salesTariff	and	
PICS_SECC_CMN_Pause	:=	true	and	
PICS_CMN_CMN_CombinedTesting	:=	true	and	
PIXIT_CMN_CMN_WakeUp	>	
PICS_CMN_CMN_WakeUp	and	
PICS_CMN_CMN_ChargingMode	:=	aC	

26	 PICS_SECC_CMN_MaxEntriesSAScheduleTuple	:=	
false	and		
PICS_SECC_CMN_DepartureTime	:=	false	and	
PIXIT_SECC_CMN_SalesTariff	:=	unknown	and	
PICS_SECC_CMN_Pause	:=	true	and	
PICS_CMN_CMN_CombinedTesting	:=	true	and	
PIXIT_CMN_CMN_WakeUp	<	
PICS_CMN_CMN_WakeUp	and	
PICS_CMN_CMN_ChargingMode	:=	aC	

PICS_SECC_CMN_MaxEntriesSAScheduleTuple	:=	
true	and		
PICS_SECC_CMN_DepartureTime	:=	true	and	
PIXIT_SECC_CMN_SalesTariff	:=	salesTariff	and	
PICS_SECC_CMN_Pause	:=	true	and	
PICS_CMN_CMN_CombinedTesting	:=	true	and	
PIXIT_CMN_CMN_WakeUp	>	
PICS_CMN_CMN_WakeUp	and	
PICS_CMN_CMN_ChargingMode	:=	aC	

27	 PICS_SECC_CMN_MaxEntriesSAScheduleTuple	:=	
false	and		
PICS_SECC_CMN_DepartureTime	:=	false	and	
PIXIT_SECC_CMN_SalesTariff	:=	salesTariff	and	
PICS_SECC_CMN_Pause	:=	true	and	
PICS_CMN_CMN_CombinedTesting	:=	true	and	
PIXIT_CMN_CMN_WakeUp	<	
PICS_CMN_CMN_WakeUp	and	
PICS_CMN_CMN_ChargingMode	:=	aC	

PICS_SECC_CMN_MaxEntriesSAScheduleTuple	:=	
true	and		
PICS_SECC_CMN_DepartureTime	:=	true	and	
PIXIT_SECC_CMN_SalesTariff	:=	unknown	and	
PICS_SECC_CMN_Pause	:=	true	and	
PICS_CMN_CMN_CombinedTesting	:=	true	and	
PIXIT_CMN_CMN_WakeUp	>	
PICS_CMN_CMN_WakeUp	and	
PICS_CMN_CMN_ChargingMode	:=	aC	

28	 PICS_SECC_CMN_MaxEntriesSAScheduleTuple	:=	
false	and		
PICS_SECC_CMN_DepartureTime	:=	true	and	
PIXIT_SECC_CMN_SalesTariff	:=	unknown	and	
PICS_SECC_CMN_Pause	:=	true	and	
PICS_CMN_CMN_CombinedTesting	:=	true	and	
PIXIT_CMN_CMN_WakeUp	<	
PICS_CMN_CMN_WakeUp	and	
PICS_CMN_CMN_ChargingMode	:=	aC	

PICS_SECC_CMN_MaxEntriesSAScheduleTuple	:=	
false	and		
PICS_SECC_CMN_DepartureTime	:=	false	and	
PIXIT_SECC_CMN_SalesTariff	:=	unknown	and	
PICS_SECC_CMN_Pause	:=	true	and	
PICS_CMN_CMN_CombinedTesting	:=	true	and	
PIXIT_CMN_CMN_WakeUp	<	
PICS_CMN_CMN_WakeUp	and	
PICS_CMN_CMN_ChargingMode	:=	aC	

29	 PICS_SECC_CMN_MaxEntriesSAScheduleTuple	:=	
false	and		
PICS_SECC_CMN_DepartureTime	:=	true	and	
PIXIT_SECC_CMN_SalesTariff	:=	salesTariff	and	
PICS_SECC_CMN_Pause	:=	true	and	
PICS_CMN_CMN_CombinedTesting	:=	true	and	
PIXIT_CMN_CMN_WakeUp	<	
PICS_CMN_CMN_WakeUp	and	
PICS_CMN_CMN_ChargingMode	:=	aC	

PICS_SECC_CMN_MaxEntriesSAScheduleTuple	:=	
false	and		
PICS_SECC_CMN_DepartureTime	:=	false	and	
PIXIT_SECC_CMN_SalesTariff	:=	salesTariff	and	
PICS_SECC_CMN_Pause	:=	true	and	
PICS_CMN_CMN_CombinedTesting	:=	true	and	
PIXIT_CMN_CMN_WakeUp	<	
PICS_CMN_CMN_WakeUp	and	
PICS_CMN_CMN_ChargingMode	:=	aC	

30	 PICS_SECC_CMN_MaxEntriesSAScheduleTuple	:=	
true	and		
PICS_SECC_CMN_DepartureTime	:=	false	and	
PIXIT_SECC_CMN_SalesTariff	:=	unknown	and	
PICS_SECC_CMN_Pause	:=	true	and	
PICS_CMN_CMN_CombinedTesting	:=	true	and	
PIXIT_CMN_CMN_WakeUp	<	
PICS_CMN_CMN_WakeUp	and	
PICS_CMN_CMN_ChargingMode	:=	aC	

PICS_SECC_CMN_MaxEntriesSAScheduleTuple	:=	
false	and		
PICS_SECC_CMN_DepartureTime	:=	true	and	
PIXIT_SECC_CMN_SalesTariff	:=	unknown	and	
PICS_SECC_CMN_Pause	:=	true	and	
PICS_CMN_CMN_CombinedTesting	:=	true	and	
PIXIT_CMN_CMN_WakeUp	<	
PICS_CMN_CMN_WakeUp	and	
PICS_CMN_CMN_ChargingMode	:=	aC	
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31	 PICS_SECC_CMN_MaxEntriesSAScheduleTuple	:=	
true	and		
PICS_SECC_CMN_DepartureTime	:=	false	and	
PIXIT_SECC_CMN_SalesTariff	:=	salesTariff	and	
PICS_SECC_CMN_Pause	:=	true	and	
PICS_CMN_CMN_CombinedTesting	:=	true	and	
PIXIT_CMN_CMN_WakeUp	<	
PICS_CMN_CMN_WakeUp	and	
PICS_CMN_CMN_ChargingMode	:=	aC	

PICS_SECC_CMN_MaxEntriesSAScheduleTuple	:=	
false	and		
PICS_SECC_CMN_DepartureTime	:=	true	and	
PIXIT_SECC_CMN_SalesTariff	:=	salesTariff	and	
PICS_SECC_CMN_Pause	:=	true	and	
PICS_CMN_CMN_CombinedTesting	:=	true	and	
PIXIT_CMN_CMN_WakeUp	<	
PICS_CMN_CMN_WakeUp	and	
PICS_CMN_CMN_ChargingMode	:=	aC	

32	 PICS_SECC_CMN_MaxEntriesSAScheduleTuple	:=	
true	and		
PICS_SECC_CMN_DepartureTime	:=	true	and	
PIXIT_SECC_CMN_SalesTariff	:=	salesTariff	and	
PICS_SECC_CMN_Pause	:=	true	and	
PICS_CMN_CMN_CombinedTesting	:=	true	and	
PIXIT_CMN_CMN_WakeUp	<	
PICS_CMN_CMN_WakeUp	and	
PICS_CMN_CMN_ChargingMode	:=	aC	

PICS_SECC_CMN_MaxEntriesSAScheduleTuple	:=	
true	and		
PICS_SECC_CMN_DepartureTime	:=	false	and	
PIXIT_SECC_CMN_SalesTariff	:=	unknown	and	
PICS_SECC_CMN_Pause	:=	true	and	
PICS_CMN_CMN_CombinedTesting	:=	true	and	
PIXIT_CMN_CMN_WakeUp	<	
PICS_CMN_CMN_WakeUp	and	
PICS_CMN_CMN_ChargingMode	:=	aC	

33	 PICS_SECC_CMN_MaxEntriesSAScheduleTuple	:=	
true	and		
PICS_SECC_CMN_DepartureTime	:=	true	and	
PIXIT_SECC_CMN_SalesTariff	:=	unknown	and	
PICS_SECC_CMN_Pause	:=	true	and	
PICS_CMN_CMN_CombinedTesting	:=	true	and	
PIXIT_CMN_CMN_WakeUp	<	
PICS_CMN_CMN_WakeUp	and	
PICS_CMN_CMN_ChargingMode	:=	aC	

PICS_SECC_CMN_MaxEntriesSAScheduleTuple	:=	
true	and		
PICS_SECC_CMN_DepartureTime	:=	false	and	
PIXIT_SECC_CMN_SalesTariff	:=	salesTariff	and	
PICS_SECC_CMN_Pause	:=	true	and	
PICS_CMN_CMN_CombinedTesting	:=	true	and	
PIXIT_CMN_CMN_WakeUp	<	
PICS_CMN_CMN_WakeUp	and	
PICS_CMN_CMN_ChargingMode	:=	aC	

34	 PICS_SECC_CMN_EvStateInChargeProgress	:=	C	
and	
PICS_CMN_CMN_ChargingMode	:=	aC	

PICS_SECC_CMN_MaxEntriesSAScheduleTuple	:=	
true	and		
PICS_SECC_CMN_DepartureTime	:=	true	and	
PIXIT_SECC_CMN_SalesTariff	:=	salesTariff	and	
PICS_SECC_CMN_Pause	:=	true	and	
PICS_CMN_CMN_CombinedTesting	:=	true	and	
PIXIT_CMN_CMN_WakeUp	<	
PICS_CMN_CMN_WakeUp	and	
PICS_CMN_CMN_ChargingMode	:=	aC	

35	 PICS_SECC_CMN_EvStateInChargeProgress	:=	D	
and	
PICS_CMN_CMN_ChargingMode	:=	aC	

PICS_SECC_CMN_MaxEntriesSAScheduleTuple	:=	
true	and		
PICS_SECC_CMN_DepartureTime	:=	true	and	
PIXIT_SECC_CMN_SalesTariff	:=	unknown	and	
PICS_SECC_CMN_Pause	:=	true	and	
PICS_CMN_CMN_CombinedTesting	:=	true	and	
PIXIT_CMN_CMN_WakeUp	<	
PICS_CMN_CMN_WakeUp	and	
PICS_CMN_CMN_ChargingMode	:=	aC	

36	 PICS_CMN_CMN_IdentificationMode	:=	eIM	and	
PIXIT_SECC_CMN_MeterInfo	:=	unknown	and	
PICS_CMN_CMN_ChargingMode	:=	aC	

PICS_SECC_CMN_EvStateInChargeProgress	:=	C	
and	
PICS_CMN_CMN_ChargingMode	:=	aC	

37	 PICS_CMN_CMN_IdentificationMode	:=	eIM	and	
PIXIT_SECC_CMN_MeterInfo	:=	meterInfo	and	
PIXIT_CMN_CMN_MeterReading	:=	unknown	and	
PICS_CMN_CMN_ChargingMode	:=	aC	

PICS_SECC_CMN_EvStateInChargeProgress	:=	D	
and	
PICS_CMN_CMN_ChargingMode	:=	aC	
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38	 PICS_CMN_CMN_IdentificationMode	:=	eIM	and	
PIXIT_SECC_CMN_MeterInfo	:=	meterInfo	and	
PIXIT_CMN_CMN_MeterReading	:=	meterReading	
and	
PICS_CMN_CMN_ChargingMode	:=	aC	

PICS_CMN_CMN_IdentificationMode	:=	pnC	and	
PIXIT_SECC_CMN_ReceiptRequired	:=	false	and	
PIXIT_SECC_CMN_MeterInfo	:=	unknown	and	
PICS_CMN_CMN_ChargingMode	:=	aC	

39	 PICS_CMN_CMN_Renegotiation	:=	true	and	
PIXIT_CMN_CMN_Renegotiation	:=	unknown	and	
PICS_CMN_CMN_ChargingMode	:=	aC	

PICS_CMN_CMN_IdentificationMode	:=	pnC	and	
PIXIT_SECC_CMN_ReceiptRequired	:=	false	and	
PIXIT_SECC_CMN_MeterInfo	:=	meterInfo	and	
PIXIT_CMN_CMN_MeterReading	:=	unknown	and	
PICS_CMN_CMN_ChargingMode	:=	aC	

40	 PICS_SECC_CMN_MaxEntriesSAScheduleTuple	:=	
false	and		
PICS_SECC_CMN_DepartureTime	:=	false	and		
PIXIT_SECC_CMN_SalesTariff	:=	unknown	and	
PICS_CMN_CMN_Renegotiation	:=	true	and	
PIXIT_CMN_CMN_Renegotiation	:=	unknown	and	
PICS_CMN_CMN_ChargingMode	:=	aC	

PICS_CMN_CMN_IdentificationMode	:=	pnC	and	
PIXIT_SECC_CMN_ReceiptRequired	:=	false	and	
PIXIT_SECC_CMN_MeterInfo	:=	meterInfo	and	
PIXIT_CMN_CMN_MeterReading	:=	meterReading	
and	
PICS_CMN_CMN_ChargingMode	:=	aC	

41	 PICS_SECC_CMN_MaxEntriesSAScheduleTuple	:=	
false	and		
PICS_SECC_CMN_DepartureTime	:=	false	and		
PIXIT_SECC_CMN_SalesTariff	:=	salesTariff	and	
PICS_CMN_CMN_Renegotiation	:=	true	and	
PIXIT_CMN_CMN_Renegotiation	:=	unknown	and	
PICS_CMN_CMN_ChargingMode	:=	aC	

PICS_CMN_CMN_IdentificationMode	:=	pnC	and	
PIXIT_SECC_CMN_ReceiptRequired	:=	true	and	
PICS_CMN_CMN_PkiName	:=	PKI_1	and		
PIXIT_CMN_CMN_PkiName	:=	PKI_1	and	 	
PIXIT_SECC_CMN_MeterInfo	:=	unknown	and	
PICS_CMN_CMN_ChargingMode	:=	aC	

42	 PICS_SECC_CMN_MaxEntriesSAScheduleTuple	:=	
false	and		
PICS_SECC_CMN_DepartureTime	:=	true	and		
PIXIT_SECC_CMN_SalesTariff	:=	unknown	and	
PICS_CMN_CMN_Renegotiation	:=	true	and	
PIXIT_CMN_CMN_Renegotiation	:=	unknown	and	
PICS_CMN_CMN_ChargingMode	:=	aC	

PICS_CMN_CMN_IdentificationMode	:=	pnC	and	
PIXIT_SECC_CMN_ReceiptRequired	:=	true	and	
PICS_CMN_CMN_PkiName	:=	PKI_1	and		
PIXIT_CMN_CMN_PkiName	:=	PKI_1	and	 	
PIXIT_SECC_CMN_MeterInfo	:=	meterInfo	and	
PIXIT_CMN_CMN_MeterReading	:=	unknown	and	
PICS_CMN_CMN_ChargingMode	:=	aC	

43	 PICS_SECC_CMN_MaxEntriesSAScheduleTuple	:=	
false	and		
PICS_SECC_CMN_DepartureTime	:=	true	and		
PIXIT_SECC_CMN_SalesTariff	:=	salesTariff	and	
PICS_CMN_CMN_Renegotiation	:=	true	and	
PIXIT_CMN_CMN_Renegotiation	:=	unknown	and	
PICS_CMN_CMN_ChargingMode	:=	aC	

PICS_CMN_CMN_IdentificationMode	:=	pnC	and	
PIXIT_SECC_CMN_ReceiptRequired	:=	true	and	
PICS_CMN_CMN_PkiName	:=	PKI_1	and		
PIXIT_CMN_CMN_PkiName	:=	PKI_1	and	 	
PIXIT_SECC_CMN_MeterInfo	:=	meterInfo	and	
PIXIT_CMN_CMN_MeterReading	:=	meterReading	
and	
PICS_CMN_CMN_ChargingMode	:=	aC	

44	 PICS_SECC_CMN_MaxEntriesSAScheduleTuple	:=	
true	and		
PICS_SECC_CMN_DepartureTime	:=	false	and		
PIXIT_SECC_CMN_SalesTariff	:=	unknown	and	
PICS_CMN_CMN_Renegotiation	:=	true	and	
PIXIT_CMN_CMN_Renegotiation	:=	unknown	and	
PICS_CMN_CMN_ChargingMode	:=	aC	

PICS_CMN_CMN_Renegotiation	:=	true	and	
PIXIT_CMN_CMN_Renegotiation	:=	unknown	and	
PICS_CMN_CMN_ChargingMode	:=	aC	

45	 PICS_SECC_CMN_MaxEntriesSAScheduleTuple	:=	
true	and		
PICS_SECC_CMN_DepartureTime	:=	false	and		
PIXIT_SECC_CMN_SalesTariff	:=	salesTariff	and	
PICS_CMN_CMN_Renegotiation	:=	true	and	
PIXIT_CMN_CMN_Renegotiation	:=	unknown	and	
PICS_CMN_CMN_ChargingMode	:=	aC	

PICS_SECC_CMN_MaxEntriesSAScheduleTuple	:=	
false	and		
PICS_SECC_CMN_DepartureTime	:=	false	and		
PIXIT_SECC_CMN_SalesTariff	:=	unknown	and	
PICS_CMN_CMN_Renegotiation	:=	true	and	
PIXIT_CMN_CMN_Renegotiation	:=	unknown	and	
PICS_CMN_CMN_ChargingMode	:=	aC	
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46	 PICS_SECC_CMN_MaxEntriesSAScheduleTuple	:=	
true	and		
PICS_SECC_CMN_DepartureTime	:=	true	and		
PIXIT_SECC_CMN_SalesTariff	:=	salesTariff	and	
PICS_CMN_CMN_Renegotiation	:=	true	and	
PIXIT_CMN_CMN_Renegotiation	:=	unknown	and	
PICS_CMN_CMN_ChargingMode	:=	aC	

PICS_SECC_CMN_MaxEntriesSAScheduleTuple	:=	
false	and		
PICS_SECC_CMN_DepartureTime	:=	false	and		
PIXIT_SECC_CMN_SalesTariff	:=	salesTariff	and	
PICS_CMN_CMN_Renegotiation	:=	true	and	
PIXIT_CMN_CMN_Renegotiation	:=	unknown	and	
PICS_CMN_CMN_ChargingMode	:=	aC	

47	 PICS_SECC_CMN_MaxEntriesSAScheduleTuple	:=	
true	and		
PICS_SECC_CMN_DepartureTime	:=	true	and		
PIXIT_SECC_CMN_SalesTariff	:=	unknown	and	
PICS_CMN_CMN_Renegotiation	:=	true	and	
PIXIT_CMN_CMN_Renegotiation	:=	unknown	and	
PICS_CMN_CMN_ChargingMode	:=	aC	

PICS_SECC_CMN_MaxEntriesSAScheduleTuple	:=	
false	and		
PICS_SECC_CMN_DepartureTime	:=	true	and		
PIXIT_SECC_CMN_SalesTariff	:=	unknown	and	
PICS_CMN_CMN_Renegotiation	:=	true	and	
PIXIT_CMN_CMN_Renegotiation	:=	unknown	and	
PICS_CMN_CMN_ChargingMode	:=	aC	

48	 PIXIT_SECC_CMN_VAS	:=	serviceDetail	and	
PICS_CMN_CMN_IdentificationMode	:=	eIM	and	
PIXIT_SECC_CMN_TLS	:=	true	and	
PICS_CMN_CMN_ChargingMode	:=	aC	

PICS_SECC_CMN_MaxEntriesSAScheduleTuple	:=	
false	and		
PICS_SECC_CMN_DepartureTime	:=	true	and		
PIXIT_SECC_CMN_SalesTariff	:=	salesTariff	and	
PICS_CMN_CMN_Renegotiation	:=	true	and	
PIXIT_CMN_CMN_Renegotiation	:=	unknown	and	
PICS_CMN_CMN_ChargingMode	:=	aC	

49	 PICS_CMN_CMN_IdentificationMode	:=	eIM	and	
PICS_SECC_CMN_EIMDone	:=	v2gAuthorization	
and	
PICS_CMN_CMN_ChargingMode	:=	aC	

PICS_SECC_CMN_MaxEntriesSAScheduleTuple	:=	
true	and		
PICS_SECC_CMN_DepartureTime	:=	false	and		
PIXIT_SECC_CMN_SalesTariff	:=	unknown	and	
PICS_CMN_CMN_Renegotiation	:=	true	and	
PIXIT_CMN_CMN_Renegotiation	:=	unknown	and	
PICS_CMN_CMN_ChargingMode	:=	aC	

50	 PIXIT_SECC_CMN_ChargeParameterDiscoveryOng
oing	:=	ongoing	and	
PICS_CMN_CMN_ChargingMode	:=	aC	

PICS_SECC_CMN_MaxEntriesSAScheduleTuple	:=	
true	and		
PICS_SECC_CMN_DepartureTime	:=	false	and		
PIXIT_SECC_CMN_SalesTariff	:=	salesTariff	and	
PICS_CMN_CMN_Renegotiation	:=	true	and	
PIXIT_CMN_CMN_Renegotiation	:=	unknown	and	
PICS_CMN_CMN_ChargingMode	:=	aC	

51	 PICS_CMN_CMN_IdentificationMode	:=	eIM	and	
PIXIT_SECC_CMN_PaymentOption	:=	
externalPayment	and	
PICS_CMN_CMN_ChargingMode	:=	aC	

PICS_SECC_CMN_MaxEntriesSAScheduleTuple	:=	
true	and		
PICS_SECC_CMN_DepartureTime	:=	true	and		
PIXIT_SECC_CMN_SalesTariff	:=	salesTariff	and	
PICS_CMN_CMN_Renegotiation	:=	true	and	
PIXIT_CMN_CMN_Renegotiation	:=	unknown	and	
PICS_CMN_CMN_ChargingMode	:=	aC	

52	 PICS_CMN_CMN_ChargingMode	:=	aC	 PICS_SECC_CMN_MaxEntriesSAScheduleTuple	:=	
true	and		
PICS_SECC_CMN_DepartureTime	:=	true	and		
PIXIT_SECC_CMN_SalesTariff	:=	unknown	and	
PICS_CMN_CMN_Renegotiation	:=	true	and	
PIXIT_CMN_CMN_Renegotiation	:=	unknown	and	
PICS_CMN_CMN_ChargingMode	:=	aC	

53	 	 PICS_CMN_CMN_IdentificationMode	:=	pnC	and	
PIXIT_SECC_CMN_ReceiptRequired	:=	false	and	
PICS_CMN_CMN_PkiName	:=	PKI_1	and		
PIXIT_CMN_CMN_PkiName	:=	PKI_1	and	 	
PICS_CMN_CMN_ChargingMode	:=	aC	

54	 	 PICS_CMN_CMN_IdentificationMode	:=	pnC	and	
PIXIT_SECC_CMN_AuthorizationOngoing	:=	
ongoing	and	
PICS_CMN_CMN_PkiName	:=	PKI_1	and		
PIXIT_CMN_CMN_PkiName	:=	PKI_1	and	 	
PICS_CMN_CMN_ChargingMode	:=	aC	
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55	 	 PICS_CMN_CMN_IdentificationMode	:=	pnC	and	
PIXIT_SECC_CMN_CertificateHandling	:=	
certInstall	and	
PIXIT_SECC_CMN_AuthorizationOngoing	:=	
ongoing	and	
PICS_CMN_CMN_PkiName	:=	PKI_1	and		
PIXIT_CMN_CMN_PkiName	:=	PKI_1	and	 	
PICS_CMN_CMN_ChargingMode	:=	aC	

56	 	 PICS_CMN_CMN_IdentificationMode	:=	pnC	and	
PIXIT_SECC_CMN_CertificateHandling	:=	
certUpdate	and	
PIXIT_SECC_CMN_AuthorizationOngoing	:=	
ongoing	and	
PICS_CMN_CMN_PkiName	:=	PKI_1	and		
PIXIT_CMN_CMN_PkiName	:=	PKI_1	and	 	
PICS_CMN_CMN_ChargingMode	:=	aC	

57	 	 PIXIT_SECC_CMN_ChargeParameterDiscoveryOng
oing	:=	ongoing	and	
PICS_CMN_CMN_ChargingMode	:=	aC	

58	 	 PICS_CMN_CMN_IdentificationMode	:=	pnC	and	
PIXIT_SECC_CMN_PaymentOption	:=	contract	and
PICS_CMN_CMN_ChargingMode	:=	aC	

59	 	 PICS_CMN_CMN_PkiType	:=	PKI‐1	and	
PIXIT_CMN_CMN_PkiType	:=	PKI‐1	and	
PICS_CMN_CMN_ChargingMode	:=	aC	

60	 	 PICS_CMN_CMN_PkiType	:=	PKI‐2	and	
PIXIT_CMN_CMN_PkiType	:=	PKI‐2	and	
PICS_CMN_CMN_ChargingMode	:=	aC	

61	 	 PICS_CMN_CMN_PkiType	:=	PKI‐3	and	
PIXIT_CMN_CMN_PkiType	:=	PKI‐3	and	
PICS_CMN_CMN_ChargingMode	:=	aC	

62	 	 PICS_CMN_CMN_PkiType	:=	PKI‐4	and	
PIXIT_CMN_CMN_PkiType	:=	PKI‐4	and	
PICS_CMN_CMN_ChargingMode	:=	aC	

63	 	 PICS_CMN_CMN_PkiType	:=	PKI‐5	and	
PIXIT_CMN_CMN_PkiType	:=	PKI‐5	and	
PICS_CMN_CMN_ChargingMode	:=	aC	

64	 	 PICS_CMN_CMN_PkiType	:=	PKI‐6	and	
PIXIT_CMN_CMN_PkiType	:=	PKI‐6	and	
PICS_CMN_CMN_ChargingMode	:=	aC	

65	 	 PICS_CMN_CMN_PkiType	:=	PKI‐7	and	
PIXIT_CMN_CMN_PkiType	:=	PKI‐7	and	
PICS_CMN_CMN_ChargingMode	:=	aC	

66	 	 PICS_CMN_CMN_ChargingMode	:=	aC	

	

[V2G4-019] The	test	control	for	testing	a	DC	SECC	shall	execute	all	common	and	all	DC	SECC	specific	
test	cases	for	each	PICS/PIXIT	configuration,	as	defined	in	Table	13.	

Table 13 — SECC DC PICS/PIXIT configuration 

Configuration EIM PnC 

1	 PICS_CMN_CMN_V2gtpSdp	:=	true	and	
PICS_CMN_CMN_ChargingMode	:=	dC	

PICS_CMN_CMN_V2gtpSdp	:=	true	and	
PICS_CMN_CMN_ChargingMode	:=	dC	

2	 PICS_CMN_CMN_IdentificationMode	:=	eIM	and		
PIXIT_SECC_CMN_TLS	:=	false	and	

PICS_CMN_CMN_IdentificationMode	:=	pnC	and		
PICS_CMN_CMN_ChargingMode	:=	dC	
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PICS_CMN_CMN_ChargingMode	:=	dC

3	 PICS_CMN_CMN_IdentificationMode	:=	eIM	and		
PIXIT_SECC_CMN_TLS	:=	true	and	
PICS_CMN_CMN_ChargingMode	:=	dC	

PICS_CMN_CMN_V2gtpV2g	:=	true	and	
PICS_CMN_CMN_ChargingMode	:=	dC	

4	 PICS_CMN_CMN_V2gtpV2g	:=	true	and	
PICS_CMN_CMN_ChargingMode	:=	dC	

PICS_SECC_CMN_Pause	:=	true	and	
PICS_CMN_CMN_CombinedTesting	:=	true	and	
PIXIT_CMN_CMN_WakeUp	>	
PICS_CMN_CMN_WakeUp	and	
PICS_CMN_CMN_ChargingMode	:=	dC	

5	 PICS_SECC_CMN_Pause	:=	true	and	
PICS_CMN_CMN_CombinedTesting	:=	true	and	
PIXIT_CMN_CMN_WakeUp	>	
PICS_CMN_CMN_WakeUp	and	
PICS_CMN_CMN_ChargingMode	:=	dC	

PICS_SECC_CMN_Pause	:=	true	and	
PICS_CMN_CMN_CombinedTesting	:=	true	and	
PIXIT_CMN_CMN_WakeUp	<	
PICS_CMN_CMN_WakeUp	and	
PICS_CMN_CMN_ChargingMode	:=	dC	

6	 PICS_SECC_CMN_Pause	:=	true	and	
PICS_CMN_CMN_CombinedTesting	:=	true	and	
PIXIT_CMN_CMN_WakeUp	<	
PICS_CMN_CMN_WakeUp	and	
PICS_CMN_CMN_ChargingMode	:=	dC	

PICS_CMN_CMN_IdentificationMode	:=	pnC	and		
PIXIT_SECC_CMN_VAS	:=	serviceDetail	and	
PICS_CMN_CMN_PkiName	:=	PKI_1	and		
PIXIT_CMN_CMN_PkiName	:=	PKI_1	and				
PIXIT_SECC_CMN_InternetAccess	:=	unknown	and
PICS_CMN_CMN_ChargingMode	:=	dC	

7	 PICS_CMN_CMN_IdentificationMode	:=	eIM	and		
PIXIT_SECC_CMN_VAS	:=	serviceDetail	and	
PIXIT_SECC_CMN_TLS		:=	true	and					
PIXIT_SECC_CMN_InternetAccess	:=	unknown	and
PICS_CMN_CMN_ChargingMode	:=	dC	

PICS_CMN_CMN_IdentificationMode	:=	pnC	and		
PIXIT_SECC_CMN_VAS	:=	serviceDetail	and	
PICS_CMN_CMN_PkiName	:=	PKI_1	and		
PIXIT_CMN_CMN_PkiName	:=	PKI_1	and				
PIXIT_SECC_CMN_InternetAccess	:=	
internetAccess	and	
PICS_CMN_CMN_ChargingMode	:=	dC	

8	 PICS_CMN_CMN_IdentificationMode	:=	eIM	and		
PIXIT_SECC_CMN_VAS	:=	serviceDetail	and	
PIXIT_SECC_CMN_TLS		:=	true	and					
PIXIT_SECC_CMN_InternetAccess	:=	
internetAccess	and	
PICS_CMN_CMN_ChargingMode	:=	dC	

PIXIT_SECC_CMN_VAS	:=	none_	and	
PICS_CMN_CMN_ChargingMode	:=	dC	

9	 PIXIT_SECC_CMN_VAS	:=	none_	and	
PICS_CMN_CMN_ChargingMode	:=	dC	

PICS_CMN_CMN_IdentificationMode	:=	pnC	and		
PIXIT_SECC_CMN_VAS	:=	serviceDetail	and	
PICS_CMN_CMN_PkiName	:=	PKI_1	and		
PIXIT_CMN_CMN_PkiName	:=	PKI_1	and					
PICS_CMN_CMN_ChargingMode	:=	dC	

10	 PICS_CMN_CMN_IdentificationMode	:=	eIM	and		
PICS_CMN_CMN_ChargingMode	:=	dC	

PIXIT_SECC_CMN_CertificateHandling	:=	
certInstall	and		
PICS_CMN_CMN_IdentificationMode	:=	pnC	and	
PICS_CMN_CMN_PkiName	:=	PKI_1	and		
PIXIT_CMN_CMN_PkiName	:=	PKI_1	and					
PICS_CMN_CMN_ChargingMode	:=	dC	
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11	 PICS_SECC_CMN_MaxEntriesSAScheduleTuple	:=	
false	and		
PICS_SECC_CMN_DepartureTime	:=	false	and	
PIXIT_SECC_CMN_SalesTariff	:=	unknown	and	
PICS_CMN_CMN_ChargingMode	:=	dC	

PIXIT_SECC_CMN_CertificateHandling	:=	
certUpdate	and		
PICS_CMN_CMN_IdentificationMode	:=	pnC	and	
PICS_CMN_CMN_PkiName	:=	PKI_1	and		
PIXIT_CMN_CMN_PkiName	:=	PKI_1	and					
PICS_CMN_CMN_ChargingMode	:=	dC	

12	 PICS_SECC_CMN_MaxEntriesSAScheduleTuple	:=	
false	and		
PICS_SECC_CMN_DepartureTime	:=	true	and	
PIXIT_SECC_CMN_SalesTariff	:=	unknown	and	
PICS_CMN_CMN_ChargingMode	:=	dC	

PIXIT_SECC_CMN_CertificateHandling	:=	none_	
and		
PICS_CMN_CMN_IdentificationMode	:=	pnC	and	
PICS_CMN_CMN_PkiName	:=	PKI_1	and		
PIXIT_CMN_CMN_PkiName	:=	PKI_1	and					
PICS_CMN_CMN_ChargingMode	:=	dC	

13	 PICS_SECC_CMN_MaxEntriesSAScheduleTuple	:=	
false	and		
PICS_SECC_CMN_DepartureTime	:=	true	and	
PIXIT_SECC_CMN_SalesTariff	:=	salesTariff	and	
PICS_CMN_CMN_ChargingMode	:=	dC	

PICS_SECC_CMN_MaxEntriesSAScheduleTuple	:=	
false	and		
PICS_SECC_CMN_DepartureTime	:=	false	and	
PIXIT_SECC_CMN_SalesTariff	:=	unknown	and	
PICS_CMN_CMN_ChargingMode	:=	dC	

14	 PICS_SECC_CMN_MaxEntriesSAScheduleTuple	:=	
true	and		
PICS_SECC_CMN_DepartureTime	:=	false	and	
PIXIT_SECC_CMN_SalesTariff	:=	unknown	and	
PICS_CMN_CMN_ChargingMode	:=	dC	

PICS_SECC_CMN_MaxEntriesSAScheduleTuple	:=	
false	and		
PICS_SECC_CMN_DepartureTime	:=	true	and	
PIXIT_SECC_CMN_SalesTariff	:=	unknown	and	
PICS_CMN_CMN_ChargingMode	:=	dC	

15	 PICS_SECC_CMN_MaxEntriesSAScheduleTuple	:=	
true	and		
PICS_SECC_CMN_DepartureTime	:=	false	and	
PIXIT_SECC_CMN_SalesTariff	:=	salesTariff	and	
PICS_CMN_CMN_ChargingMode	:=	dC	

PICS_SECC_CMN_MaxEntriesSAScheduleTuple	:=	
false	and		
PICS_SECC_CMN_DepartureTime	:=	true	and	
PIXIT_SECC_CMN_SalesTariff	:=	salesTariff	and	
PICS_CMN_CMN_ChargingMode	:=	dC	

16	 PICS_SECC_CMN_MaxEntriesSAScheduleTuple	:=	
true	and		
PICS_SECC_CMN_DepartureTime	:=	true	and	
PIXIT_SECC_CMN_SalesTariff	:=	salesTariff	and	
PICS_CMN_CMN_ChargingMode	:=	dC	

PICS_SECC_CMN_MaxEntriesSAScheduleTuple	:=	
true	and		
PICS_SECC_CMN_DepartureTime	:=	false	and	
PIXIT_SECC_CMN_SalesTariff	:=	unknown	and	
PICS_CMN_CMN_ChargingMode	:=	dC	

17	 PICS_SECC_CMN_MaxEntriesSAScheduleTuple	:=	
true	and		
PICS_SECC_CMN_DepartureTime	:=	true	and	
PIXIT_SECC_CMN_SalesTariff	:=	unknown	and	
PICS_CMN_CMN_ChargingMode	:=	dC	

PICS_SECC_CMN_MaxEntriesSAScheduleTuple	:=	
true	and		
PICS_SECC_CMN_DepartureTime	:=	false	and	
PIXIT_SECC_CMN_SalesTariff	:=	salesTariff	and	
PICS_CMN_CMN_ChargingMode	:=	dC	

18	 PICS_SECC_CMN_MaxEntriesSAScheduleTuple	:=	
false	and		
PICS_SECC_CMN_DepartureTime	:=	false	and	
PIXIT_SECC_CMN_SalesTariff	:=	unknown	and	
PICS_SECC_CMN_Pause	:=	true	and	
PICS_CMN_CMN_CombinedTesting	:=	true	and	
PIXIT_CMN_CMN_WakeUp	>	
PICS_CMN_CMN_WakeUp	and	
PICS_CMN_CMN_ChargingMode	:=	dC	

PICS_SECC_CMN_MaxEntriesSAScheduleTuple	:=	
true	and		
PICS_SECC_CMN_DepartureTime	:=	true	and	
PIXIT_SECC_CMN_SalesTariff	:=	salesTariff	and	
PICS_CMN_CMN_ChargingMode	:=	dC	

19	 PICS_SECC_CMN_MaxEntriesSAScheduleTuple	:=	
false	and		
PICS_SECC_CMN_DepartureTime	:=	false	and	
PIXIT_SECC_CMN_SalesTariff	:=	salesTariff	and	
PICS_SECC_CMN_Pause	:=	true	and	
PICS_CMN_CMN_CombinedTesting	:=	true	and	
PIXIT_CMN_CMN_WakeUp	>	
PICS_CMN_CMN_WakeUp	and	
PICS_CMN_CMN_ChargingMode	:=	dC	

PICS_SECC_CMN_MaxEntriesSAScheduleTuple	:=	
true	and		
PICS_SECC_CMN_DepartureTime	:=	true	and	
PIXIT_SECC_CMN_SalesTariff	:=	unknown	and	
PICS_CMN_CMN_ChargingMode	:=	dC	

20	 PICS_SECC_CMN_MaxEntriesSAScheduleTuple	:=	
false	and		
PICS_SECC_CMN_DepartureTime	:=	true	and	
PIXIT_SECC_CMN_SalesTariff	:=	unknown	and	
PICS_SECC_CMN_Pause	:=	true	and	

PICS_SECC_CMN_MaxEntriesSAScheduleTuple	:=	
false	and		
PICS_SECC_CMN_DepartureTime	:=	false	and	
PIXIT_SECC_CMN_SalesTariff	:=	unknown	and	
PICS_SECC_CMN_Pause	:=	true	and	
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PICS_CMN_CMN_CombinedTesting	:=	true	and
PIXIT_CMN_CMN_WakeUp	>	
PICS_CMN_CMN_WakeUp	and	
PICS_CMN_CMN_ChargingMode	:=	dC	

PICS_CMN_CMN_CombinedTesting	:=	true	and
PIXIT_CMN_CMN_WakeUp	>	
PICS_CMN_CMN_WakeUp	and	
PICS_CMN_CMN_ChargingMode	:=	dC	

21	 PICS_SECC_CMN_MaxEntriesSAScheduleTuple	:=	
false	and		
PICS_SECC_CMN_DepartureTime	:=	true	and	
PIXIT_SECC_CMN_SalesTariff	:=	salesTariff	and	
PICS_SECC_CMN_Pause	:=	true	and	
PICS_CMN_CMN_CombinedTesting	:=	true	and	
PIXIT_CMN_CMN_WakeUp	>	
PICS_CMN_CMN_WakeUp	and	
PICS_CMN_CMN_ChargingMode	:=	dC	

PICS_SECC_CMN_MaxEntriesSAScheduleTuple	:=	
false	and		
PICS_SECC_CMN_DepartureTime	:=	false	and	
PIXIT_SECC_CMN_SalesTariff	:=	salesTariff	and	
PICS_SECC_CMN_Pause	:=	true	and	
PICS_CMN_CMN_CombinedTesting	:=	true	and	
PIXIT_CMN_CMN_WakeUp	>	
PICS_CMN_CMN_WakeUp	and	
PICS_CMN_CMN_ChargingMode	:=	dC	

22	 PICS_SECC_CMN_MaxEntriesSAScheduleTuple	:=	
true	and		
PICS_SECC_CMN_DepartureTime	:=	false	and	
PIXIT_SECC_CMN_SalesTariff	:=	unknown	and	
PICS_SECC_CMN_Pause	:=	true	and	
PICS_CMN_CMN_CombinedTesting	:=	true	and	
PIXIT_CMN_CMN_WakeUp	>	
PICS_CMN_CMN_WakeUp	and	
PICS_CMN_CMN_ChargingMode	:=	dC	

PICS_SECC_CMN_MaxEntriesSAScheduleTuple	:=	
false	and		
PICS_SECC_CMN_DepartureTime	:=	true	and	
PIXIT_SECC_CMN_SalesTariff	:=	unknown	and	
PICS_SECC_CMN_Pause	:=	true	and	
PICS_CMN_CMN_CombinedTesting	:=	true	and	
PIXIT_CMN_CMN_WakeUp	>	
PICS_CMN_CMN_WakeUp	and	
PICS_CMN_CMN_ChargingMode	:=	dC	

23	 PICS_SECC_CMN_MaxEntriesSAScheduleTuple	:=	
true	and		
PICS_SECC_CMN_DepartureTime	:=	false	and	
PIXIT_SECC_CMN_SalesTariff	:=	salesTariff	and	
PICS_SECC_CMN_Pause	:=	true	and	
PICS_CMN_CMN_CombinedTesting	:=	true	and	
PIXIT_CMN_CMN_WakeUp	>	
PICS_CMN_CMN_WakeUp	and	
PICS_CMN_CMN_ChargingMode	:=	dC	

PICS_SECC_CMN_MaxEntriesSAScheduleTuple	:=	
false	and		
PICS_SECC_CMN_DepartureTime	:=	true	and	
PIXIT_SECC_CMN_SalesTariff	:=	salesTariff	and	
PICS_SECC_CMN_Pause	:=	true	and	
PICS_CMN_CMN_CombinedTesting	:=	true	and	
PIXIT_CMN_CMN_WakeUp	>	
PICS_CMN_CMN_WakeUp	and	
PICS_CMN_CMN_ChargingMode	:=	dC	

24	 PICS_SECC_CMN_MaxEntriesSAScheduleTuple	:=	
true	and		
PICS_SECC_CMN_DepartureTime	:=	true	and	
PIXIT_SECC_CMN_SalesTariff	:=	salesTariff	and	
PICS_SECC_CMN_Pause	:=	true	and	
PICS_CMN_CMN_CombinedTesting	:=	true	and	
PIXIT_CMN_CMN_WakeUp	>	
PICS_CMN_CMN_WakeUp	and	
PICS_CMN_CMN_ChargingMode	:=	dC	

PICS_SECC_CMN_MaxEntriesSAScheduleTuple	:=	
true	and		
PICS_SECC_CMN_DepartureTime	:=	false	and	
PIXIT_SECC_CMN_SalesTariff	:=	unknown	and	
PICS_SECC_CMN_Pause	:=	true	and	
PICS_CMN_CMN_CombinedTesting	:=	true	and	
PIXIT_CMN_CMN_WakeUp	>	
PICS_CMN_CMN_WakeUp	and	
PICS_CMN_CMN_ChargingMode	:=	dC	

25	 PICS_SECC_CMN_MaxEntriesSAScheduleTuple	:=	
true	and		
PICS_SECC_CMN_DepartureTime	:=	true	and	
PIXIT_SECC_CMN_SalesTariff	:=	unknown	and	
PICS_SECC_CMN_Pause	:=	true	and	
PICS_CMN_CMN_CombinedTesting	:=	true	and	
PIXIT_CMN_CMN_WakeUp	>	
PICS_CMN_CMN_WakeUp	and	
PICS_CMN_CMN_ChargingMode	:=	dC	

PICS_SECC_CMN_MaxEntriesSAScheduleTuple	:=	
true	and		
PICS_SECC_CMN_DepartureTime	:=	false	and	
PIXIT_SECC_CMN_SalesTariff	:=	salesTariff	and	
PICS_SECC_CMN_Pause	:=	true	and	
PICS_CMN_CMN_CombinedTesting	:=	true	and	
PIXIT_CMN_CMN_WakeUp	>	
PICS_CMN_CMN_WakeUp	and	
PICS_CMN_CMN_ChargingMode	:=	dC	

26	 PICS_SECC_CMN_MaxEntriesSAScheduleTuple	:=	
false	and		
PICS_SECC_CMN_DepartureTime	:=	false	and	
PIXIT_SECC_CMN_SalesTariff	:=	unknown	and	
PICS_SECC_CMN_Pause	:=	true	and	
PICS_CMN_CMN_CombinedTesting	:=	true	and	
PIXIT_CMN_CMN_WakeUp	<	
PICS_CMN_CMN_WakeUp	and	
PICS_CMN_CMN_ChargingMode	:=	dC	

PICS_SECC_CMN_MaxEntriesSAScheduleTuple	:=	
true	and		
PICS_SECC_CMN_DepartureTime	:=	true	and	
PIXIT_SECC_CMN_SalesTariff	:=	salesTariff	and	
PICS_SECC_CMN_Pause	:=	true	and	
PICS_CMN_CMN_CombinedTesting	:=	true	and	
PIXIT_CMN_CMN_WakeUp	>	
PICS_CMN_CMN_WakeUp	and	
PICS_CMN_CMN_ChargingMode	:=	dC	

27	 PICS_SECC_CMN_MaxEntriesSAScheduleTuple	:=	
false	and		
PICS_SECC_CMN_DepartureTime	:=	false	and	
PIXIT_SECC_CMN_SalesTariff	:=	salesTariff	and	

PICS_SECC_CMN_MaxEntriesSAScheduleTuple	:=	
true	and		
PICS_SECC_CMN_DepartureTime	:=	true	and	
PIXIT_SECC_CMN_SalesTariff	:=	unknown	and	
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PICS_SECC_CMN_Pause	:=	true	and
PICS_CMN_CMN_CombinedTesting	:=	true	and	
PIXIT_CMN_CMN_WakeUp	<	
PICS_CMN_CMN_WakeUp	and	
PICS_CMN_CMN_ChargingMode	:=	dC	

PICS_SECC_CMN_Pause	:=	true	and
PICS_CMN_CMN_CombinedTesting	:=	true	and	
PIXIT_CMN_CMN_WakeUp	>	
PICS_CMN_CMN_WakeUp	and	
PICS_CMN_CMN_ChargingMode	:=	dC	

28	 PICS_SECC_CMN_MaxEntriesSAScheduleTuple	:=	
false	and		
PICS_SECC_CMN_DepartureTime	:=	true	and	
PIXIT_SECC_CMN_SalesTariff	:=	unknown	and	
PICS_SECC_CMN_Pause	:=	true	and	
PICS_CMN_CMN_CombinedTesting	:=	true	and	
PIXIT_CMN_CMN_WakeUp	<	
PICS_CMN_CMN_WakeUp	and	
PICS_CMN_CMN_ChargingMode	:=	dC	

PICS_SECC_CMN_MaxEntriesSAScheduleTuple	:=	
false	and		
PICS_SECC_CMN_DepartureTime	:=	false	and	
PIXIT_SECC_CMN_SalesTariff	:=	unknown	and	
PICS_SECC_CMN_Pause	:=	true	and	
PICS_CMN_CMN_CombinedTesting	:=	true	and	
PIXIT_CMN_CMN_WakeUp	<	
PICS_CMN_CMN_WakeUp	and	
PICS_CMN_CMN_ChargingMode	:=	dC	

29	 PICS_SECC_CMN_MaxEntriesSAScheduleTuple	:=	
false	and		
PICS_SECC_CMN_DepartureTime	:=	true	and	
PIXIT_SECC_CMN_SalesTariff	:=	salesTariff	and	
PICS_SECC_CMN_Pause	:=	true	and	
PICS_CMN_CMN_CombinedTesting	:=	true	and	
PIXIT_CMN_CMN_WakeUp	<	
PICS_CMN_CMN_WakeUp	and	
PICS_CMN_CMN_ChargingMode	:=	dC	

PICS_SECC_CMN_MaxEntriesSAScheduleTuple	:=	
false	and		
PICS_SECC_CMN_DepartureTime	:=	false	and	
PIXIT_SECC_CMN_SalesTariff	:=	salesTariff	and	
PICS_SECC_CMN_Pause	:=	true	and	
PICS_CMN_CMN_CombinedTesting	:=	true	and	
PIXIT_CMN_CMN_WakeUp	<	
PICS_CMN_CMN_WakeUp	and	
PICS_CMN_CMN_ChargingMode	:=	dC	

30	 PICS_SECC_CMN_MaxEntriesSAScheduleTuple	:=	
true	and		
PICS_SECC_CMN_DepartureTime	:=	false	and	
PIXIT_SECC_CMN_SalesTariff	:=	unknown	and	
PICS_SECC_CMN_Pause	:=	true	and	
PICS_CMN_CMN_CombinedTesting	:=	true	and	
PIXIT_CMN_CMN_WakeUp	<	
PICS_CMN_CMN_WakeUp	and	
PICS_CMN_CMN_ChargingMode	:=	dC	

PICS_SECC_CMN_MaxEntriesSAScheduleTuple	:=	
false	and		
PICS_SECC_CMN_DepartureTime	:=	true	and	
PIXIT_SECC_CMN_SalesTariff	:=	unknown	and	
PICS_SECC_CMN_Pause	:=	true	and	
PICS_CMN_CMN_CombinedTesting	:=	true	and	
PIXIT_CMN_CMN_WakeUp	<	
PICS_CMN_CMN_WakeUp	and	
PICS_CMN_CMN_ChargingMode	:=	dC	

31	 PICS_SECC_CMN_MaxEntriesSAScheduleTuple	:=	
true	and		
PICS_SECC_CMN_DepartureTime	:=	false	and	
PIXIT_SECC_CMN_SalesTariff	:=	salesTariff	and	
PICS_SECC_CMN_Pause	:=	true	and	
PICS_CMN_CMN_CombinedTesting	:=	true	and	
PIXIT_CMN_CMN_WakeUp	<	
PICS_CMN_CMN_WakeUp	and	
PICS_CMN_CMN_ChargingMode	:=	dC	

PICS_SECC_CMN_MaxEntriesSAScheduleTuple	:=	
false	and		
PICS_SECC_CMN_DepartureTime	:=	true	and	
PIXIT_SECC_CMN_SalesTariff	:=	salesTariff	and	
PICS_SECC_CMN_Pause	:=	true	and	
PICS_CMN_CMN_CombinedTesting	:=	true	and	
PIXIT_CMN_CMN_WakeUp	<	
PICS_CMN_CMN_WakeUp	and	
PICS_CMN_CMN_ChargingMode	:=	dC	

32	 PICS_SECC_CMN_MaxEntriesSAScheduleTuple	:=	
true	and		
PICS_SECC_CMN_DepartureTime	:=	true	and	
PIXIT_SECC_CMN_SalesTariff	:=	salesTariff	and	
PICS_SECC_CMN_Pause	:=	true	and	
PICS_CMN_CMN_CombinedTesting	:=	true	and	
PIXIT_CMN_CMN_WakeUp	<	
PICS_CMN_CMN_WakeUp	and	
PICS_CMN_CMN_ChargingMode	:=	dC	

PICS_SECC_CMN_MaxEntriesSAScheduleTuple	:=	
true	and		
PICS_SECC_CMN_DepartureTime	:=	false	and	
PIXIT_SECC_CMN_SalesTariff	:=	unknown	and	
PICS_SECC_CMN_Pause	:=	true	and	
PICS_CMN_CMN_CombinedTesting	:=	true	and	
PIXIT_CMN_CMN_WakeUp	<	
PICS_CMN_CMN_WakeUp	and	
PICS_CMN_CMN_ChargingMode	:=	dC	

33	 PICS_SECC_CMN_MaxEntriesSAScheduleTuple	:=	
true	and		
PICS_SECC_CMN_DepartureTime	:=	true	and	
PIXIT_SECC_CMN_SalesTariff	:=	unknown	and	
PICS_SECC_CMN_Pause	:=	true	and	
PICS_CMN_CMN_CombinedTesting	:=	true	and	
PIXIT_CMN_CMN_WakeUp	<	
PICS_CMN_CMN_WakeUp	and	
PICS_CMN_CMN_ChargingMode	:=	dC	

PICS_SECC_CMN_MaxEntriesSAScheduleTuple	:=	
true	and		
PICS_SECC_CMN_DepartureTime	:=	false	and	
PIXIT_SECC_CMN_SalesTariff	:=	salesTariff	and	
PICS_SECC_CMN_Pause	:=	true	and	
PICS_CMN_CMN_CombinedTesting	:=	true	and	
PIXIT_CMN_CMN_WakeUp	<	
PICS_CMN_CMN_WakeUp	and	
PICS_CMN_CMN_ChargingMode	:=	dC	

34	 PICS_SECC_CMN_EvStateInChargeProgress	:=	C	
and		
PIXIT_SECC_DC_CableCheckOngoing	:=	unknown	

PICS_SECC_CMN_MaxEntriesSAScheduleTuple	:=	
true	and		
PICS_SECC_CMN_DepartureTime	:=	true	and	
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and	
PICS_CMN_CMN_ChargingMode	:=	dC	

PIXIT_SECC_CMN_SalesTariff	:=	salesTariff	and
PICS_SECC_CMN_Pause	:=	true	and	
PICS_CMN_CMN_CombinedTesting	:=	true	and	
PIXIT_CMN_CMN_WakeUp	<	
PICS_CMN_CMN_WakeUp	and	
PICS_CMN_CMN_ChargingMode	:=	dC	

35	 PICS_SECC_CMN_EvStateInChargeProgress	:=	D	
and		
PIXIT_SECC_DC_CableCheckOngoing	:=	unknown	
and	
PICS_CMN_CMN_ChargingMode	:=	dC	

PICS_SECC_CMN_MaxEntriesSAScheduleTuple	:=	
true	and		
PICS_SECC_CMN_DepartureTime	:=	true	and	
PIXIT_SECC_CMN_SalesTariff	:=	unknown	and	
PICS_SECC_CMN_Pause	:=	true	and	
PICS_CMN_CMN_CombinedTesting	:=	true	and	
PIXIT_CMN_CMN_WakeUp	<	
PICS_CMN_CMN_WakeUp	and	
PICS_CMN_CMN_ChargingMode	:=	dC	

36	 PICS_SECC_CMN_EvStateInChargeProgress	:=	C	
and		
PIXIT_SECC_DC_CableCheckOngoing	:=	ongoing	
and	
PICS_CMN_CMN_ChargingMode	:=	dC	

PICS_SECC_CMN_EvStateInChargeProgress	:=	C	
and		
PIXIT_SECC_DC_CableCheckOngoing	:=	ongoing	
and	
PICS_CMN_CMN_ChargingMode	:=	dC	

37	 PICS_SECC_CMN_EvStateInChargeProgress	:=	D	
and		
PIXIT_SECC_DC_CableCheckOngoing	:=	ongoing	
and	
PICS_CMN_CMN_ChargingMode	:=	dC	

PICS_SECC_CMN_EvStateInChargeProgress	:=	D	
and		
PIXIT_SECC_DC_CableCheckOngoing	:=	ongoing	
and	
PICS_CMN_CMN_ChargingMode	:=	dC	

38	 PICS_CMN_CMN_IdentificationMode	:=	eIM	and	
PIXIT_SECC_CMN_MeterInfo	:=	unknown	and	
PICS_CMN_CMN_ChargingMode	:=	dC	

PICS_SECC_CMN_EvStateInChargeProgress	:=	C	
and		
PIXIT_SECC_DC_CableCheckOngoing	:=	ongoing	
and	
PICS_CMN_CMN_ChargingMode	:=	dC	

39	 PICS_CMN_CMN_IdentificationMode	:=	eIM	and	
PIXIT_SECC_CMN_MeterInfo	:=	meterInfo	and	
PIXIT_CMN_CMN_MeterReading	:=	unknown	and	
PICS_CMN_CMN_ChargingMode	:=	dC	

PICS_SECC_CMN_EvStateInChargeProgress	:=	D	
and		
PIXIT_SECC_DC_CableCheckOngoing	:=	ongoing	
and	
PICS_CMN_CMN_ChargingMode	:=	dC	

40	 PICS_CMN_CMN_IdentificationMode	:=	eIM	and	
PIXIT_SECC_CMN_MeterInfo	:=	meterInfo	and	
PIXIT_CMN_CMN_MeterReading	:=	meterReading	
and	
PICS_CMN_CMN_ChargingMode	:=	dC	

PICS_CMN_CMN_IdentificationMode	:=	pnC	and	
PIXIT_SECC_CMN_ReceiptRequired	:=	false	and	
PIXIT_SECC_CMN_MeterInfo	:=	unknown	and	
PICS_CMN_CMN_ChargingMode	:=	dC	

41	 PICS_CMN_CMN_Renegotiation	:=	true	and	
PIXIT_CMN_CMN_Renegotiation	:=	unknown	and	
PICS_CMN_CMN_ChargingMode	:=	dC	

PICS_CMN_CMN_IdentificationMode	:=	pnC	and	
PIXIT_SECC_CMN_ReceiptRequired	:=	false	and	
PIXIT_SECC_CMN_MeterInfo	:=	meterInfo	and	
PIXIT_CMN_CMN_MeterReading	:=	unknown	and	
PICS_CMN_CMN_ChargingMode	:=	dC	

42	 PICS_SECC_CMN_MaxEntriesSAScheduleTuple	:=	
false	and		
PICS_SECC_CMN_DepartureTime	:=	false	and		
PIXIT_SECC_CMN_SalesTariff	:=	unknown	and	
PICS_CMN_CMN_Renegotiation	:=	true	and	
PIXIT_CMN_CMN_Renegotiation	:=	unknown	and	
PICS_CMN_CMN_ChargingMode	:=	dC	

PICS_CMN_CMN_IdentificationMode	:=	pnC	and	
PIXIT_SECC_CMN_ReceiptRequired	:=	false	and	
PIXIT_SECC_CMN_MeterInfo	:=	meterInfo	and	
PIXIT_CMN_CMN_MeterReading	:=	meterReading	
and	
PICS_CMN_CMN_ChargingMode	:=	dC	

43	 PICS_SECC_CMN_MaxEntriesSAScheduleTuple	:=	
false	and		
PICS_SECC_CMN_DepartureTime	:=	false	and		
PIXIT_SECC_CMN_SalesTariff	:=	salesTariff	and	
PICS_CMN_CMN_Renegotiation	:=	true	and	
PIXIT_CMN_CMN_Renegotiation	:=	unknown	and	
PICS_CMN_CMN_ChargingMode	:=	dC	

PICS_CMN_CMN_IdentificationMode	:=	pnC	and	
PIXIT_SECC_CMN_ReceiptRequired	:=	true	and	
PICS_CMN_CMN_PkiName	:=	PKI_1	and		
PIXIT_CMN_CMN_PkiName	:=	PKI_1	and	 	
PIXIT_SECC_CMN_MeterInfo	:=	unknown	and	
PICS_CMN_CMN_ChargingMode	:=	dC	
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44	 PICS_SECC_CMN_MaxEntriesSAScheduleTuple	:=	
false	and		
PICS_SECC_CMN_DepartureTime	:=	true	and		
PIXIT_SECC_CMN_SalesTariff	:=	unknown	and	
PICS_CMN_CMN_Renegotiation	:=	true	and	
PIXIT_CMN_CMN_Renegotiation	:=	unknown	and	
PICS_CMN_CMN_ChargingMode	:=	dC	

PICS_CMN_CMN_IdentificationMode	:=	pnC	and	
PIXIT_SECC_CMN_ReceiptRequired	:=	true	and	
PICS_CMN_CMN_PkiName	:=	PKI_1	and		
PIXIT_CMN_CMN_PkiName	:=	PKI_1	and	 	
PIXIT_SECC_CMN_MeterInfo	:=	meterInfo	and	
PIXIT_CMN_CMN_MeterReading	:=	unknown	and	
PICS_CMN_CMN_ChargingMode	:=	dC	

45	 PICS_SECC_CMN_MaxEntriesSAScheduleTuple	:=	
false	and		
PICS_SECC_CMN_DepartureTime	:=	true	and		
PIXIT_SECC_CMN_SalesTariff	:=	salesTariff	and	
PICS_CMN_CMN_Renegotiation	:=	true	and	
PIXIT_CMN_CMN_Renegotiation	:=	unknown	and	
PICS_CMN_CMN_ChargingMode	:=	dC	

PICS_CMN_CMN_IdentificationMode	:=	pnC	and	
PIXIT_SECC_CMN_ReceiptRequired	:=	true	and	
PICS_CMN_CMN_PkiName	:=	PKI_1	and		
PIXIT_CMN_CMN_PkiName	:=	PKI_1	and	 	
PIXIT_SECC_CMN_MeterInfo	:=	meterInfo	and	
PIXIT_CMN_CMN_MeterReading	:=	meterReading	
and	
PICS_CMN_CMN_ChargingMode	:=	dC	

46	 PICS_SECC_CMN_MaxEntriesSAScheduleTuple	:=	
true	and		
PICS_SECC_CMN_DepartureTime	:=	false	and		
PIXIT_SECC_CMN_SalesTariff	:=	unknown	and	
PICS_CMN_CMN_Renegotiation	:=	true	and	
PIXIT_CMN_CMN_Renegotiation	:=	unknown	and	
PICS_CMN_CMN_ChargingMode	:=	dC	

PICS_CMN_CMN_Renegotiation	:=	true	and	
PIXIT_CMN_CMN_Renegotiation	:=	unknown	and	
PICS_CMN_CMN_ChargingMode	:=	dC	

47	 PICS_SECC_CMN_MaxEntriesSAScheduleTuple	:=	
true	and		
PICS_SECC_CMN_DepartureTime	:=	false	and		
PIXIT_SECC_CMN_SalesTariff	:=	salesTariff	and	
PICS_CMN_CMN_Renegotiation	:=	true	and	
PIXIT_CMN_CMN_Renegotiation	:=	unknown	and	
PICS_CMN_CMN_ChargingMode	:=	dC	

PICS_SECC_CMN_MaxEntriesSAScheduleTuple	:=	
false	and		
PICS_SECC_CMN_DepartureTime	:=	false	and		
PIXIT_SECC_CMN_SalesTariff	:=	unknown	and	
PICS_CMN_CMN_Renegotiation	:=	true	and	
PIXIT_CMN_CMN_Renegotiation	:=	unknown	and	
PICS_CMN_CMN_ChargingMode	:=	dC	

48	 PICS_SECC_CMN_MaxEntriesSAScheduleTuple	:=	
true	and		
PICS_SECC_CMN_DepartureTime	:=	true	and		
PIXIT_SECC_CMN_SalesTariff	:=	salesTariff	and	
PICS_CMN_CMN_Renegotiation	:=	true	and	
PIXIT_CMN_CMN_Renegotiation	:=	unknown	and	
PICS_CMN_CMN_ChargingMode	:=	dC	

PICS_SECC_CMN_MaxEntriesSAScheduleTuple	:=	
false	and		
PICS_SECC_CMN_DepartureTime	:=	false	and		
PIXIT_SECC_CMN_SalesTariff	:=	salesTariff	and	
PICS_CMN_CMN_Renegotiation	:=	true	and	
PIXIT_CMN_CMN_Renegotiation	:=	unknown	and	
PICS_CMN_CMN_ChargingMode	:=	dC	

49	 PICS_SECC_CMN_MaxEntriesSAScheduleTuple	:=	
true	and		
PICS_SECC_CMN_DepartureTime	:=	true	and		
PIXIT_SECC_CMN_SalesTariff	:=	unknown	and	
PICS_CMN_CMN_Renegotiation	:=	true	and	
PIXIT_CMN_CMN_Renegotiation	:=	unknown	and	
PICS_CMN_CMN_ChargingMode	:=	dC	

PICS_SECC_CMN_MaxEntriesSAScheduleTuple	:=	
false	and		
PICS_SECC_CMN_DepartureTime	:=	true	and		
PIXIT_SECC_CMN_SalesTariff	:=	unknown	and	
PICS_CMN_CMN_Renegotiation	:=	true	and	
PIXIT_CMN_CMN_Renegotiation	:=	unknown	and	
PICS_CMN_CMN_ChargingMode	:=	dC	

50	 PICS_SECC_DC_WeldingDetection	:=	true	and	
PICS_CMN_CMN_ChargingMode	:=	dC	

PICS_SECC_CMN_MaxEntriesSAScheduleTuple	:=	
false	and		
PICS_SECC_CMN_DepartureTime	:=	true	and		
PIXIT_SECC_CMN_SalesTariff	:=	salesTariff	and	
PICS_CMN_CMN_Renegotiation	:=	true	and	
PIXIT_CMN_CMN_Renegotiation	:=	unknown	and	
PICS_CMN_CMN_ChargingMode	:=	dC	

51	 PICS_SECC_DC_WeldingDetection	:=	false	and	
PICS_CMN_CMN_ChargingMode	:=	dC	

PICS_SECC_CMN_MaxEntriesSAScheduleTuple	:=	
true	and		
PICS_SECC_CMN_DepartureTime	:=	false	and		
PIXIT_SECC_CMN_SalesTariff	:=	unknown	and	
PICS_CMN_CMN_Renegotiation	:=	true	and	
PIXIT_CMN_CMN_Renegotiation	:=	unknown	and	
PICS_CMN_CMN_ChargingMode	:=	dC	

52	 PIXIT_SECC_CMN_VAS	:=	serviceDetail	and	
PICS_CMN_CMN_IdentificationMode	:=	eIM	and	
PIXIT_SECC_CMN_TLS	:=	true	and	

PICS_SECC_CMN_MaxEntriesSAScheduleTuple	:=	
true	and		
PICS_SECC_CMN_DepartureTime	:=	false	and		
PIXIT_SECC_CMN_SalesTariff	:=	salesTariff	and	
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PICS_CMN_CMN_ChargingMode	:=	dC PICS_CMN_CMN_Renegotiation	:=	true	and	
PIXIT_CMN_CMN_Renegotiation	:=	unknown	and	
PICS_CMN_CMN_ChargingMode	:=	dC	

53	 PICS_CMN_CMN_IdentificationMode	:=	eIM	and	
PICS_SECC_CMN_EIMDone	:=	v2gAuthorization	
and	
PICS_CMN_CMN_ChargingMode	:=	dC	

PICS_SECC_CMN_MaxEntriesSAScheduleTuple	:=	
true	and		
PICS_SECC_CMN_DepartureTime	:=	true	and		
PIXIT_SECC_CMN_SalesTariff	:=	salesTariff	and	
PICS_CMN_CMN_Renegotiation	:=	true	and	
PIXIT_CMN_CMN_Renegotiation	:=	unknown	and	
PICS_CMN_CMN_ChargingMode	:=	dC	

54	 PIXIT_SECC_CMN_ChargeParameterDiscoveryOng
oing	:=	ongoing	and	
PICS_CMN_CMN_ChargingMode	:=	dC	

PICS_SECC_CMN_MaxEntriesSAScheduleTuple	:=	
true	and		
PICS_SECC_CMN_DepartureTime	:=	true	and		
PIXIT_SECC_CMN_SalesTariff	:=	unknown	and	
PICS_CMN_CMN_Renegotiation	:=	true	and	
PIXIT_CMN_CMN_Renegotiation	:=	unknown	and	
PICS_CMN_CMN_ChargingMode	:=	dC	

55	 PICS_CMN_CMN_IdentificationMode	:=	eIM	and	
PIXIT_SECC_CMN_PaymentOption	:=	
externalPayment	and	
PICS_CMN_CMN_ChargingMode	:=	dC	

PICS_SECC_DC_WeldingDetection	:=	true	and	
PICS_CMN_CMN_ChargingMode	:=	dC	

56	 PICS_CMN_CMN_ChargingMode	:=	dC	 PICS_SECC_DC_WeldingDetection	:=	false	and	
PICS_CMN_CMN_ChargingMode	:=	dC	

57	 	 PICS_CMN_CMN_IdentificationMode	:=	pnC	and	
PIXIT_SECC_CMN_ReceiptRequired	:=	true	and	
PICS_CMN_CMN_PkiName	:=	PKI_1	and		
PIXIT_CMN_CMN_PkiName	:=	PKI_1	and	 	
PICS_CMN_CMN_ChargingMode	:=	dC	

58	 	 PICS_CMN_CMN_IdentificationMode	:=	pnC	and	
PIXIT_SECC_CMN_AuthorizationOngoing	:=	
ongoing	and	
PICS_CMN_CMN_PkiName	:=	PKI_1	and		
PIXIT_CMN_CMN_PkiName	:=	PKI_1	and	 	
PICS_CMN_CMN_ChargingMode	:=	dC	

59	 	 PICS_CMN_CMN_IdentificationMode	:=	pnC	and	
PIXIT_SECC_CMN_CertificateHandling	:=	
certInstall	and	
PIXIT_SECC_CMN_AuthorizationOngoing	:=	
ongoing	and	
PICS_CMN_CMN_PkiName	:=	PKI_1	and		
PIXIT_CMN_CMN_PkiName	:=	PKI_1	and	 	
PICS_CMN_CMN_ChargingMode	:=	dC	

60	 	 PICS_CMN_CMN_IdentificationMode	:=	pnC	and	
PIXIT_SECC_CMN_CertificateHandling	:=	
certUpdate	and	
PIXIT_SECC_CMN_AuthorizationOngoing	:=	
ongoing	and	
PICS_CMN_CMN_PkiName	:=	PKI_1	and		
PIXIT_CMN_CMN_PkiName	:=	PKI_1	and	 	
PICS_CMN_CMN_ChargingMode	:=	dC	

61	 	 PIXIT_SECC_CMN_ChargeParameterDiscoveryOng
oing	:=	ongoing	and	
PICS_CMN_CMN_ChargingMode	:=	dC	

62	 	 PICS_CMN_CMN_IdentificationMode	:=	pnC	and	
PIXIT_SECC_CMN_PaymentOption	:=	contract	and
PICS_CMN_CMN_ChargingMode	:=	dC	

63	 	 PICS_CMN_CMN_PkiType	:=	PKI‐1	and	
PIXIT_CMN_CMN_PkiType	:=	PKI‐1	and	
PICS_CMN_CMN_ChargingMode	:=	dC	
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64	 	 PICS_CMN_CMN_PkiType	:=	PKI‐2	and	
PIXIT_CMN_CMN_PkiType	:=	PKI‐2	and	
PICS_CMN_CMN_ChargingMode	:=	dC	

65	 	 PICS_CMN_CMN_PkiType	:=	PKI‐3	and	
PIXIT_CMN_CMN_PkiType	:=	PKI‐3	and	
PICS_CMN_CMN_ChargingMode	:=	dC	

66	 	 PICS_CMN_CMN_PkiType	:=	PKI‐4	and	
PIXIT_CMN_CMN_PkiType	:=	PKI‐4	and	
PICS_CMN_CMN_ChargingMode	:=	dC	

67	 	 PICS_CMN_CMN_PkiType	:=	PKI‐5	and	
PIXIT_CMN_CMN_PkiType	:=	PKI‐5	and	
PICS_CMN_CMN_ChargingMode	:=	dC	

68	 	 PICS_CMN_CMN_PkiType	:=	PKI‐6	and	
PIXIT_CMN_CMN_PkiType	:=	PKI‐6	and	
PICS_CMN_CMN_ChargingMode	:=	dC	

69	 	 PICS_CMN_CMN_PkiType	:=	PKI‐7	and	
PIXIT_CMN_CMN_PkiType	:=	PKI‐7	and	
PICS_CMN_CMN_ChargingMode	:=	dC	

70	 	 PICS_CMN_CMN_ChargingMode	:=	dC	

	

[V2G4-020] The	test	control	for	testing	an	AC	EVCC	shall	execute	all	common	and	all	AC	EVCC	
specific	test	cases	for	each	PICS/PIXIT	configuration,	as	defined	in	Table	14.	

Table 14 — EVCC AC PICS/PIXIT configuration 

Configuration EIM PnC 

1	 PICS_CMN_CMN_V2gtpSdp	:=	true	and	
PICS_CMN_CMN_ChargingMode	:=	aC	

PICS_CMN_CMN_V2gtpSdp	:=	true	and	
PICS_CMN_CMN_ChargingMode	:=	aC	

2	 PICS_CMN_CMN_IdentificationMode	:=	eIM	and	
PIXIT_EVCC_CMN_TLS	:=	none_	and	
PICS_CMN_CMN_ChargingMode	:=	aC	

PICS_CMN_CMN_IdentificationMode	:=	pnC	and	
PICS_CMN_CMN_ChargingMode	:=	aC	

3	 PICS_CMN_CMN_IdentificationMode	:=	eIM	and	
PIXIT_EVCC_CMN_TLS	:=	tls	and	
PICS_CMN_CMN_ChargingMode	:=	aC	

PICS_CMN_CMN_IdentificationMode	:=	pnC	and	
PIXIT_EVCC_CMN_Pause	:=	pause	and	
PICS_CMN_CMN_CombinedTesting	:=	true	and	
PIXIT_CMN_CMN_WakeUp	>	
PICS_CMN_CMN_WakeUp	and	
PICS_CMN_CMN_ChargingMode	:=	aC	

4	 PICS_CMN_CMN_IdentificationMode	:=	eIM	and	
PIXIT_EVCC_CMN_TLS	:=	unknown	and	
PICS_CMN_CMN_ChargingMode	:=	aC	

PICS_CMN_CMN_IdentificationMode	:=	pnC	and	
PIXIT_EVCC_CMN_Pause	:=	pause	and	
PICS_CMN_CMN_CombinedTesting	:=	true	and	
PIXIT_CMN_CMN_WakeUp	<	
PICS_CMN_CMN_WakeUp	and	
PICS_CMN_CMN_ChargingMode	:=	aC	
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5	 PICS_CMN_CMN_IdentificationMode	:=	eIM	and	
PIXIT_EVCC_CMN_TLS	:=	none_	and	
PIXIT_EVCC_CMN_Pause	:=	pause	and	
PICS_CMN_CMN_CombinedTesting	:=	true	and	
PIXIT_CMN_CMN_WakeUp	>	
PICS_CMN_CMN_WakeUp	and	
PICS_CMN_CMN_ChargingMode	:=	aC	

PICS_CMN_CMN_IdentificationMode	:=	pnC	and	
PICS_EVCC_CMN_PmaxSchedulewithZeroPow	:=	
sleepWithoutCharge	and	
PICS_CMN_CMN_CombinedTesting	:=	true	and	
par_SECC_Pmax0W	<	PICS_CMN_CMN_WakeUp	
and	
PICS_CMN_CMN_ChargingMode	:=	aC	

6	 PICS_CMN_CMN_IdentificationMode	:=	eIM	and	
PIXIT_EVCC_CMN_TLS	:=	tls	and	
PIXIT_EVCC_CMN_Pause	:=	pause	and	
PICS_CMN_CMN_CombinedTesting	:=	true	and	
PIXIT_CMN_CMN_WakeUp	>	
PICS_CMN_CMN_WakeUp	and	
PICS_CMN_CMN_ChargingMode	:=	aC	

PICS_CMN_CMN_IdentificationMode	:=	eIM	and	
PIXIT_EVCC_CMN_TLS	:=	none_	and	
PICS_EVCC_CMN_PmaxSchedulewithZeroPow	:=	
sleepAfterCharge	and	
PICS_CMN_CMN_CombinedTesting	:=	true	and	
par_SECC_Pmax0W	<	PICS_CMN_CMN_WakeUp	
and	
PICS_CMN_CMN_ChargingMode	:=	aC	

7	 PICS_CMN_CMN_IdentificationMode	:=	eIM	and	
PIXIT_EVCC_CMN_TLS	:=	unknown	and	
PIXIT_EVCC_CMN_Pause	:=	pause	and	
PICS_CMN_CMN_CombinedTesting	:=	true	and	
PIXIT_CMN_CMN_WakeUp	>	
PICS_CMN_CMN_WakeUp	and	
PICS_CMN_CMN_ChargingMode	:=	aC	

PICS_CMN_CMN_V2gtpV2g	:=	true	and	
PICS_CMN_CMN_ChargingMode	:=	aC	

8	 PICS_CMN_CMN_IdentificationMode	:=	eIM	and	
PIXIT_EVCC_CMN_TLS	:=	none_	and	
PIXIT_EVCC_CMN_Pause	:=	pause	and	
PICS_CMN_CMN_CombinedTesting	:=	true	and	
PIXIT_CMN_CMN_WakeUp	<	
PICS_CMN_CMN_WakeUp	and	
PICS_CMN_CMN_ChargingMode	:=	aC	

PIXIT_EVCC_CMN_Pause	:=	pause	and	
PICS_CMN_CMN_CombinedTesting	:=	true	and	
PIXIT_CMN_CMN_WakeUp	>	
PICS_CMN_CMN_WakeUp	and	
PICS_CMN_CMN_ChargingMode	:=	aC	

9	 PICS_CMN_CMN_IdentificationMode	:=	eIM	and	
PIXIT_EVCC_CMN_TLS	:=	tls	and	
PIXIT_EVCC_CMN_Pause	:=	pause	and	
PICS_CMN_CMN_CombinedTesting	:=	true	and	
PIXIT_CMN_CMN_WakeUp	<	
PICS_CMN_CMN_WakeUp	and	
PICS_CMN_CMN_ChargingMode	:=	aC	

PIXIT_EVCC_CMN_Pause	:=	pause	and	
PICS_CMN_CMN_CombinedTesting	:=	true	and	
PIXIT_CMN_CMN_WakeUp	<	
PICS_CMN_CMN_WakeUp	and	
PICS_CMN_CMN_ChargingMode	:=	aC	

10	 PICS_CMN_CMN_IdentificationMode	:=	eIM	and	
PIXIT_EVCC_CMN_TLS	:=	unknown	and	
PIXIT_EVCC_CMN_Pause	:=	pause	and	
PICS_CMN_CMN_CombinedTesting	:=	true	and	
PIXIT_CMN_CMN_WakeUp	<	
PICS_CMN_CMN_WakeUp	and	
PICS_CMN_CMN_ChargingMode	:=	aC	

PICS_EVCC_CMN_PmaxSchedulewithZeroPow	:=	
sleepWithoutCharge	and	
PICS_CMN_CMN_CombinedTesting	:=	true	and	
par_SECC_Pmax0W	<	PICS_CMN_CMN_WakeUp	
and	
PICS_CMN_CMN_ChargingMode	:=	aC	

11	 PICS_CMN_CMN_IdentificationMode	:=	eIM	and	
PIXIT_EVCC_CMN_TLS	:=	none_	and	
PICS_EVCC_CMN_PmaxSchedulewithZeroPow	:=	
sleepWithoutCharge	and	
PICS_CMN_CMN_CombinedTesting	:=	true	and	
par_SECC_Pmax0W	<	PICS_CMN_CMN_WakeUp	
and	
PICS_CMN_CMN_ChargingMode	:=	aC	

PICS_EVCC_CMN_PmaxSchedulewithZeroPow	:=	
sleepAfterCharge	and	
PICS_CMN_CMN_CombinedTesting	:=	true	and	
par_SECC_Pmax0W	<	PICS_CMN_CMN_WakeUp	
and	
PICS_CMN_CMN_ChargingMode	:=	aC	
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12	 PICS_CMN_CMN_IdentificationMode	:=	eIM	and	
PIXIT_EVCC_CMN_TLS	:=	tls	and	
PICS_EVCC_CMN_PmaxSchedulewithZeroPow	:=	
sleepWithoutCharge	and	
PICS_CMN_CMN_CombinedTesting	:=	true	and	
par_SECC_Pmax0W	<	PICS_CMN_CMN_WakeUp	
and	
PICS_CMN_CMN_ChargingMode	:=	aC	

PICS_CMN_CMN_IdentificationMode	:=	pnC	and	
PIXIT_EVCC_CMN_VAS	:=	serviceDetail	and	
PICS_CMN_CMN_PkiName	:=	PKI_1	and	
PIXIT_CMN_CMN_PkiName	:=	PKI_1	and	
PICS_CMN_CMN_ChargingMode	:=	aC	

13	 PICS_CMN_CMN_IdentificationMode	:=	eIM	and	
PIXIT_EVCC_CMN_TLS	:=	unknown	and	
PICS_EVCC_CMN_PmaxSchedulewithZeroPow	:=	
sleepWithoutCharge	and	
PICS_CMN_CMN_CombinedTesting	:=	true	and	
par_SECC_Pmax0W	<	PICS_CMN_CMN_WakeUp	
and	
PICS_CMN_CMN_ChargingMode	:=	aC	

PICS_CMN_CMN_IdentificationMode	:=	pnC	and	
PIXIT_EVCC_CMN_VAS	:=	none_	and	
PICS_CMN_CMN_PkiName	:=	PKI_1	and	
PIXIT_CMN_CMN_PkiName	:=	PKI_1	and	
PICS_CMN_CMN_ChargingMode	:=	aC	

14	 PICS_CMN_CMN_IdentificationMode	:=	eIM	and	
PIXIT_EVCC_CMN_TLS	:=	none_	and	
PICS_EVCC_CMN_PmaxSchedulewithZeroPow	:=	
sleepAfterCharge	and	
PICS_CMN_CMN_CombinedTesting	:=	true	and	
par_SECC_Pmax0W	<	PICS_CMN_CMN_WakeUp	
and	
PICS_CMN_CMN_ChargingMode	:=	aC	

PICS_CMN_CMN_IdentificationMode	:=	pnC	and	
PIXIT_EVCC_CMN_VAS	:=	unknown	and	
PICS_CMN_CMN_PkiName	:=	PKI_1	and	
PIXIT_CMN_CMN_PkiName	:=	PKI_1	and	
PICS_CMN_CMN_ChargingMode	:=	aC	

15	 PICS_CMN_CMN_IdentificationMode	:=	eIM	and	
PIXIT_EVCC_CMN_TLS	:=	tls	and	
PICS_EVCC_CMN_PmaxSchedulewithZeroPow	:=	
sleepAfterCharge	and	
PICS_CMN_CMN_CombinedTesting	:=	true	and	
par_SECC_Pmax0W	<	PICS_CMN_CMN_WakeUp	
and	
PICS_CMN_CMN_ChargingMode	:=	aC	

PICS_CMN_CMN_IdentificationMode	:=	pnC	and	
PIXIT_EVCC_CMN_VAS	:=	serviceDetail	and	
PICS_CMN_CMN_PkiName	:=	PKI_1	and	
PIXIT_CMN_CMN_PkiName	:=	PKI_1	and	
PIXIT_EVCC_CMN_Pause	:=	pause	and	
PICS_CMN_CMN_CombinedTesting	:=	true	and	
PIXIT_CMN_CMN_WakeUp	>	
PICS_CMN_CMN_WakeUp	
PICS_CMN_CMN_ChargingMode	:=	aC	

16	 PICS_CMN_CMN_IdentificationMode	:=	eIM	and	
PIXIT_EVCC_CMN_TLS	:=	unknown	and	
PICS_EVCC_CMN_PmaxSchedulewithZeroPow	:=	
sleepAfterCharge	and	
PICS_CMN_CMN_CombinedTesting	:=	true	and	
par_SECC_Pmax0W	<	PICS_CMN_CMN_WakeUp	
and	
PICS_CMN_CMN_ChargingMode	:=	aC	

PICS_CMN_CMN_IdentificationMode	:=	pnC	and	
PIXIT_EVCC_CMN_VAS	:=	none_	and	
PICS_CMN_CMN_PkiName	:=	PKI_1	and	
PIXIT_CMN_CMN_PkiName	:=	PKI_1	and	
PIXIT_EVCC_CMN_Pause	:=	pause	and	
PICS_CMN_CMN_CombinedTesting	:=	true	and	
PIXIT_CMN_CMN_WakeUp	>	
PICS_CMN_CMN_WakeUp	
PICS_CMN_CMN_ChargingMode	:=	aC	

17	 PICS_CMN_CMN_V2gtpV2g	:=	true	and	
PICS_CMN_CMN_ChargingMode	:=	aC	

PICS_CMN_CMN_IdentificationMode	:=	pnC	and	
PIXIT_EVCC_CMN_VAS	:=	unknown	and	
PICS_CMN_CMN_PkiName	:=	PKI_1	and	
PIXIT_CMN_CMN_PkiName	:=	PKI_1	and	
PIXIT_EVCC_CMN_Pause	:=	pause	and	
PICS_CMN_CMN_CombinedTesting	:=	true	and	
PIXIT_CMN_CMN_WakeUp	>	
PICS_CMN_CMN_WakeUp	
PICS_CMN_CMN_ChargingMode	:=	aC	
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18	 PIXIT_EVCC_CMN_Pause	:=	pause	and	
PICS_CMN_CMN_CombinedTesting	:=	true	and	
PIXIT_CMN_CMN_WakeUp	>	
PICS_CMN_CMN_WakeUp	and	
PICS_CMN_CMN_ChargingMode	:=	aC	

PICS_CMN_CMN_IdentificationMode	:=	pnC	and	
PIXIT_EVCC_CMN_VAS	:=	serviceDetail	and	
PICS_CMN_CMN_PkiName	:=	PKI_1	and	
PIXIT_CMN_CMN_PkiName	:=	PKI_1	and	
PIXIT_EVCC_CMN_Pause	:=	pause	and	
PICS_CMN_CMN_CombinedTesting	:=	true	and	
PIXIT_CMN_CMN_WakeUp	<	
PICS_CMN_CMN_WakeUp	
PICS_CMN_CMN_ChargingMode	:=	aC	

19	 PIXIT_EVCC_CMN_Pause	:=	pause	and	
PICS_CMN_CMN_CombinedTesting	:=	true	and	
PIXIT_CMN_CMN_WakeUp	<	
PICS_CMN_CMN_WakeUp	and	
PICS_CMN_CMN_ChargingMode	:=	aC	

PICS_CMN_CMN_IdentificationMode	:=	pnC	and	
PIXIT_EVCC_CMN_VAS	:=	none_	and	
PICS_CMN_CMN_PkiName	:=	PKI_1	and	
PIXIT_CMN_CMN_PkiName	:=	PKI_1	and	
PIXIT_EVCC_CMN_Pause	:=	pause	and	
PICS_CMN_CMN_CombinedTesting	:=	true	and	
PIXIT_CMN_CMN_WakeUp	<	
PICS_CMN_CMN_WakeUp	
PICS_CMN_CMN_ChargingMode	:=	aC	

20	 PICS_EVCC_CMN_PmaxSchedulewithZeroPow	:=	
sleepWithoutCharge	and	
PICS_CMN_CMN_CombinedTesting	:=	true	and	
par_SECC_Pmax0W	<	PICS_CMN_CMN_WakeUp	
and	
PICS_CMN_CMN_ChargingMode	:=	aC	

PICS_CMN_CMN_IdentificationMode	:=	pnC	and	
PIXIT_EVCC_CMN_VAS	:=	unknown	and	
PICS_CMN_CMN_PkiName	:=	PKI_1	and	
PIXIT_CMN_CMN_PkiName	:=	PKI_1	and	
PIXIT_EVCC_CMN_Pause	:=	pause	and	
PICS_CMN_CMN_CombinedTesting	:=	true	and	
PIXIT_CMN_CMN_WakeUp	<	
PICS_CMN_CMN_WakeUp	
PICS_CMN_CMN_ChargingMode	:=	aC	

21	 PICS_EVCC_CMN_PmaxSchedulewithZeroPow	:=	
sleepAfterCharge	and	
PICS_CMN_CMN_CombinedTesting	:=	true	and	
par_SECC_Pmax0W	<	PICS_CMN_CMN_WakeUp	
and	
PICS_CMN_CMN_ChargingMode	:=	aC	

PICS_CMN_CMN_IdentificationMode	:=	pnC	and	
PIXIT_EVCC_CMN_VAS	:=	serviceDetail	and	
PICS_CMN_CMN_PkiName	:=	PKI_1	and	
PIXIT_CMN_CMN_PkiName	:=	PKI_1	and	
PICS_EVCC_CMN_PmaxSchedulewithZeroPow	:=	
sleepWithoutCharge	and	
PICS_CMN_CMN_CombinedTesting	:=	true	and	
par_SECC_Pmax0W	<	PICS_CMN_CMN_WakeUp	
PICS_CMN_CMN_ChargingMode	:=	aC	

22	 PICS_CMN_CMN_IdentificationMode	:=	eIM	and	
PIXIT_EVCC_CMN_VAS	:=	serviceDetail	and	
PIXIT_EVCC_CMN_TLS	:=	tls	and	
PICS_CMN_CMN_ChargingMode	:=	aC	

PICS_CMN_CMN_IdentificationMode	:=	pnC	and	
PIXIT_EVCC_CMN_VAS	:=	none_	and	
PICS_CMN_CMN_PkiName	:=	PKI_1	and	
PIXIT_CMN_CMN_PkiName	:=	PKI_1	and	
PICS_EVCC_CMN_PmaxSchedulewithZeroPow	:=	
sleepWithoutCharge	and	
PICS_CMN_CMN_CombinedTesting	:=	true	and	
par_SECC_Pmax0W	<	PICS_CMN_CMN_WakeUp	
PICS_CMN_CMN_ChargingMode	:=	aC	

23	 PICS_CMN_CMN_IdentificationMode	:=	eIM	and	
PIXIT_EVCC_CMN_VAS	:=	none_	and	
PICS_CMN_CMN_ChargingMode	:=	aC	

PICS_CMN_CMN_IdentificationMode	:=	pnC	and	
PIXIT_EVCC_CMN_VAS	:=	unknown	and	
PICS_CMN_CMN_PkiName	:=	PKI_1	and	
PIXIT_CMN_CMN_PkiName	:=	PKI_1	and	
PICS_EVCC_CMN_PmaxSchedulewithZeroPow	:=	
sleepWithoutCharge	and	
PICS_CMN_CMN_CombinedTesting	:=	true	and	
par_SECC_Pmax0W	<	PICS_CMN_CMN_WakeUp	
PICS_CMN_CMN_ChargingMode	:=	aC	

24	 PICS_CMN_CMN_IdentificationMode	:=	eIM	and	
PIXIT_EVCC_CMN_VAS	:=	unknown	and	
PICS_CMN_CMN_ChargingMode	:=	aC	

PICS_CMN_CMN_IdentificationMode	:=	pnC	and	
PIXIT_EVCC_CMN_VAS	:=	serviceDetail	and	
PICS_CMN_CMN_PkiName	:=	PKI_1	and	
PIXIT_CMN_CMN_PkiName	:=	PKI_1	and	
PICS_EVCC_CMN_PmaxSchedulewithZeroPow	:=	
sleepAfterCharge	and	
PICS_CMN_CMN_CombinedTesting	:=	true	and	
par_SECC_Pmax0W	<	PICS_CMN_CMN_WakeUp	

Full document details: ISO 15118-4-2018

http://avadocuments2026.com/doc/iso-15118-4-2018
http://avadocuments2026.com/doc/iso-15118-4-2018


ISO 15118-4:2018(E) 

39	
©	ISO	2018	‐	All	rights	reserved	

Configuration EIM PnC 

PICS_CMN_CMN_ChargingMode	:=	aC

25	 PICS_CMN_CMN_IdentificationMode	:=	eIM	and	
PIXIT_EVCC_CMN_VAS	:=	serviceDetail	and	
PIXIT_EVCC_CMN_TLS	:=	tls	and	
PIXIT_EVCC_CMN_Pause	:=	pause	and	
PICS_CMN_CMN_CombinedTesting	:=	true	and	
PIXIT_CMN_CMN_WakeUp	>	
PICS_CMN_CMN_WakeUp	and	
PICS_CMN_CMN_ChargingMode	:=	aC	

PICS_CMN_CMN_IdentificationMode	:=	pnC	and	
PIXIT_EVCC_CMN_VAS	:=	none_	and	
PICS_CMN_CMN_PkiName	:=	PKI_1	and	
PIXIT_CMN_CMN_PkiName	:=	PKI_1	and	
PICS_EVCC_CMN_PmaxSchedulewithZeroPow	:=	
sleepAfterCharge	and	
PICS_CMN_CMN_CombinedTesting	:=	true	and	
par_SECC_Pmax0W	<	PICS_CMN_CMN_WakeUp	
PICS_CMN_CMN_ChargingMode	:=	aC	

26	 PICS_CMN_CMN_IdentificationMode	:=	eIM	and	
PIXIT_EVCC_CMN_VAS	:=	none_	and	
PIXIT_EVCC_CMN_Pause	:=	pause	and	
PICS_CMN_CMN_CombinedTesting	:=	true	and	
PIXIT_CMN_CMN_WakeUp	>	
PICS_CMN_CMN_WakeUp	and	
PICS_CMN_CMN_ChargingMode	:=	aC	

PICS_CMN_CMN_IdentificationMode	:=	pnC	and	
PIXIT_EVCC_CMN_VAS	:=	unknown	and	
PICS_CMN_CMN_PkiName	:=	PKI_1	and	
PIXIT_CMN_CMN_PkiName	:=	PKI_1	and	
PICS_EVCC_CMN_PmaxSchedulewithZeroPow	:=	
sleepAfterCharge	and	
PICS_CMN_CMN_CombinedTesting	:=	true	and	
par_SECC_Pmax0W	<	PICS_CMN_CMN_WakeUp	
PICS_CMN_CMN_ChargingMode	:=	aC	

27	 PICS_CMN_CMN_IdentificationMode	:=	eIM	and	
PIXIT_EVCC_CMN_VAS	:=	unknown	and	
PIXIT_EVCC_CMN_Pause	:=	pause	and	
PICS_CMN_CMN_CombinedTesting	:=	true	and	
PIXIT_CMN_CMN_WakeUp	>	
PICS_CMN_CMN_WakeUp	and	
PICS_CMN_CMN_ChargingMode	:=	aC	

PICS_CMN_CMN_IdentificationMode	:=	pnC	and	
PIXIT_EVCC_CMN_CertificateHandling	:=	
certInstall	and	
PICS_CMN_CMN_PkiName	:=	PKI_1	and	
PIXIT_CMN_CMN_PkiName	:=	PKI_1	and	
PICS_CMN_CMN_ChargingMode	:=	aC	

28	 PICS_CMN_CMN_IdentificationMode	:=	eIM	and	
PIXIT_EVCC_CMN_VAS	:=	serviceDetail	and	
PIXIT_EVCC_CMN_TLS	:=	tls	and	
PIXIT_EVCC_CMN_Pause	:=	pause	and	
PICS_CMN_CMN_CombinedTesting	:=	true	and	
PIXIT_CMN_CMN_WakeUp	<	
PICS_CMN_CMN_WakeUp	and	
PICS_CMN_CMN_ChargingMode	:=	aC	

PICS_CMN_CMN_IdentificationMode	:=	pnC	and	
PIXIT_EVCC_CMN_CertificateHandling	:=	
certUpdate	and	
PICS_CMN_CMN_PkiName	:=	PKI_1	and	
PIXIT_CMN_CMN_PkiName	:=	PKI_1	and	
PICS_CMN_CMN_ChargingMode	:=	aC	

29	 PICS_CMN_CMN_IdentificationMode	:=	eIM	and	
PIXIT_EVCC_CMN_VAS	:=	none_	and	
PIXIT_EVCC_CMN_Pause	:=	pause	and	
PICS_CMN_CMN_CombinedTesting	:=	true	and	
PIXIT_CMN_CMN_WakeUp	<	
PICS_CMN_CMN_WakeUp	and	
PICS_CMN_CMN_ChargingMode	:=	aC	

PICS_CMN_CMN_IdentificationMode	:=	pnC	and	
PIXIT_EVCC_CMN_CertificateHandling	:=	none_	
and	
PICS_CMN_CMN_PkiName	:=	PKI_1	and	
PIXIT_CMN_CMN_PkiName	:=	PKI_1	and	
PICS_CMN_CMN_ChargingMode	:=	aC	

30	 PICS_CMN_CMN_IdentificationMode	:=	eIM	and	
PIXIT_EVCC_CMN_VAS	:=	unknown	and	
PIXIT_EVCC_CMN_Pause	:=	pause	and	
PICS_CMN_CMN_CombinedTesting	:=	true	and	
PIXIT_CMN_CMN_WakeUp	<	
PICS_CMN_CMN_WakeUp	and	
PICS_CMN_CMN_ChargingMode	:=	aC	

PICS_CMN_CMN_IdentificationMode	:=	pnC	and	
PIXIT_EVCC_CMN_CertificateHandling	:=	unknown	
and	
PICS_CMN_CMN_PkiName	:=	PKI_1	and	
PIXIT_CMN_CMN_PkiName	:=	PKI_1	and	
PICS_CMN_CMN_ChargingMode	:=	aC	

31	 PICS_CMN_CMN_IdentificationMode	:=	eIM	and	
PIXIT_EVCC_CMN_VAS	:=	serviceDetail	and	
PIXIT_EVCC_CMN_TLS	:=	tls	and	
PICS_EVCC_CMN_PmaxSchedulewithZeroPow	:=	
sleepWithoutCharge	and	
PICS_CMN_CMN_CombinedTesting	:=	true	and	
par_SECC_Pmax0W	<	PICS_CMN_CMN_WakeUp	
and	
PICS_CMN_CMN_ChargingMode	:=	aC	

PIXIT_EVCC_CMN_DepartureTime	:=	unknown	
and	
PICS_CMN_CMN_ChargingMode	:=	aC	

32	 PICS_CMN_CMN_IdentificationMode	:=	eIM	and	
PIXIT_EVCC_CMN_VAS	:=	none_	and	
PICS_EVCC_CMN_PmaxSchedulewithZeroPow	:=	
sleepWithoutCharge	and	

PIXIT_EVCC_CMN_DepartureTime	:=	none_	and	
PICS_CMN_CMN_ChargingMode	:=	aC	
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PICS_CMN_CMN_CombinedTesting	:=	true	and
par_SECC_Pmax0W	<	PICS_CMN_CMN_WakeUp	
and	
PICS_CMN_CMN_ChargingMode	:=	aC	

33	 PICS_CMN_CMN_IdentificationMode	:=	eIM	and	
PIXIT_EVCC_CMN_VAS	:=	unknown	and	
PICS_EVCC_CMN_PmaxSchedulewithZeroPow	:=	
sleepWithoutCharge	and	
PICS_CMN_CMN_CombinedTesting	:=	true	and	
Ppar_SECC_Pmax0W	IXIT_CMN_CMN_WakeUp	<	
PICS_CMN_CMN_WakeUp	and	
PICS_CMN_CMN_ChargingMode	:=	aC	

PIXIT_EVCC_CMN_DepartureTime	:=	unknown	
and	
PIXIT_EVCC_CMN_Pause	:=	pause	and	
PICS_CMN_CMN_CombinedTesting	:=	true	and	
PIXIT_CMN_CMN_WakeUp	>	
PICS_CMN_CMN_WakeUp	and	
PICS_CMN_CMN_ChargingMode	:=	aC	

34	 PICS_CMN_CMN_IdentificationMode	:=	eIM	and	
PIXIT_EVCC_CMN_VAS	:=	serviceDetail	and	
PIXIT_EVCC_CMN_TLS	:=	tls	and	
PICS_EVCC_CMN_PmaxSchedulewithZeroPow	:=	
sleepAfterCharge	and	
PICS_CMN_CMN_CombinedTesting	:=	true	and	
par_SECC_Pmax0W	<	PICS_CMN_CMN_WakeUp	
and	
PICS_CMN_CMN_ChargingMode	:=	aC	

PIXIT_EVCC_CMN_DepartureTime	:=	none_	and	
PIXIT_EVCC_CMN_Pause	:=	pause	and	
PICS_CMN_CMN_CombinedTesting	:=	true	and	
PIXIT_CMN_CMN_WakeUp	>	
PICS_CMN_CMN_WakeUp	and	
PICS_CMN_CMN_ChargingMode	:=	aC	

35	 PICS_CMN_CMN_IdentificationMode	:=	eIM	and	
PIXIT_EVCC_CMN_VAS	:=	none_	and	
PICS_EVCC_CMN_PmaxSchedulewithZeroPow	:=	
sleepAfterCharge	and	
PICS_CMN_CMN_CombinedTesting	:=	true	and	
par_SECC_Pmax0W	<	PICS_CMN_CMN_WakeUp	
and	
PICS_CMN_CMN_ChargingMode	:=	aC	

PIXIT_EVCC_CMN_DepartureTime	:=	
departureTime	and	
PIXIT_EVCC_CMN_Pause	:=	pause	and	
PICS_CMN_CMN_CombinedTesting	:=	true	and	
PIXIT_CMN_CMN_WakeUp	>	
PICS_CMN_CMN_WakeUp	and	
PICS_CMN_CMN_ChargingMode	:=	aC	

36	 PICS_CMN_CMN_IdentificationMode	:=	eIM	and	
PIXIT_EVCC_CMN_VAS	:=	unknown	and	
PICS_EVCC_CMN_PmaxSchedulewithZeroPow	:=	
sleepAfterCharge	and	
PICS_CMN_CMN_CombinedTesting	:=	true	and	
Ppar_SECC_Pmax0W	IXIT_CMN_CMN_WakeUp	<	
PICS_CMN_CMN_WakeUp	and	
PICS_CMN_CMN_ChargingMode	:=	aC	

PIXIT_EVCC_CMN_DepartureTime	:=	unknown	
and	
PIXIT_EVCC_CMN_Pause	:=	pause	and	
PICS_CMN_CMN_CombinedTesting	:=	true	and	
PIXIT_CMN_CMN_WakeUp	<	
PICS_CMN_CMN_WakeUp	and	
PICS_CMN_CMN_ChargingMode	:=	aC	

37	 PIXIT_EVCC_CMN_DepartureTime	:=	unknown	
and	
PICS_CMN_CMN_ChargingMode	:=	aC	

PIXIT_EVCC_CMN_DepartureTime	:=	none_	and	
PIXIT_EVCC_CMN_Pause	:=	pause	and	
PICS_CMN_CMN_CombinedTesting	:=	true	and	
PIXIT_CMN_CMN_WakeUp	<	
PICS_CMN_CMN_WakeUp	and	
PICS_CMN_CMN_ChargingMode	:=	aC	

38	 PIXIT_EVCC_CMN_DepartureTime	:=	none_	and	
PICS_CMN_CMN_ChargingMode	:=	aC	

PIXIT_EVCC_CMN_DepartureTime	:=	
departureTime	and	
PIXIT_EVCC_CMN_Pause	:=	pause	and	
PICS_CMN_CMN_CombinedTesting	:=	true	and	
PIXIT_CMN_CMN_WakeUp	<	
PICS_CMN_CMN_WakeUp	and	
PICS_CMN_CMN_ChargingMode	:=	aC	

39	 PIXIT_EVCC_CMN_DepartureTime	:=	unknown	
and	
PIXIT_EVCC_CMN_Pause	:=	pause	and	
PICS_CMN_CMN_CombinedTesting	:=	true	and	
PIXIT_CMN_CMN_WakeUp	>	
PICS_CMN_CMN_WakeUp	and	
PICS_CMN_CMN_ChargingMode	:=	aC	

PIXIT_EVCC_CMN_DepartureTime	:=	unknown	
and	
PICS_EVCC_CMN_PmaxSchedulewithZeroPow	:=	
sleepWithoutCharge	and	
PICS_CMN_CMN_CombinedTesting	:=	true	and	
par_SECC_Pmax0W	<	PICS_CMN_CMN_WakeUp	
and	
PICS_CMN_CMN_ChargingMode	:=	aC	

40	 PIXIT_EVCC_CMN_DepartureTime	:=	none_	and	
PIXIT_EVCC_CMN_Pause	:=	pause	and	
PICS_CMN_CMN_CombinedTesting	:=	true	and	

PIXIT_EVCC_CMN_DepartureTime	:=	none_	and	
PICS_EVCC_CMN_PmaxSchedulewithZeroPow	:=	
sleepWithoutCharge	and	
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PIXIT_CMN_CMN_WakeUp	>	
PICS_CMN_CMN_WakeUp	and	
PICS_CMN_CMN_ChargingMode	:=	aC	

PICS_CMN_CMN_CombinedTesting	:=	true	and
par_SECC_Pmax0W	<	PICS_CMN_CMN_WakeUp	
and	
PICS_CMN_CMN_ChargingMode	:=	aC	

41	 PIXIT_EVCC_CMN_DepartureTime	:=	
departureTime	and	
PIXIT_EVCC_CMN_Pause	:=	pause	and	
PICS_CMN_CMN_CombinedTesting	:=	true	and	
PIXIT_CMN_CMN_WakeUp	>	
PICS_CMN_CMN_WakeUp	and	
PICS_CMN_CMN_ChargingMode	:=	aC	

PIXIT_EVCC_CMN_DepartureTime	:=	
departureTime	and	
PICS_EVCC_CMN_PmaxSchedulewithZeroPow	:=	
sleepWithoutCharge	and	
PICS_CMN_CMN_CombinedTesting	:=	true	and	
par_SECC_Pmax0W	<	PICS_CMN_CMN_WakeUp	
and	
PICS_CMN_CMN_ChargingMode	:=	aC	

42	 PIXIT_EVCC_CMN_DepartureTime	:=	unknown	
and	
PIXIT_EVCC_CMN_Pause	:=	pause	and	
PICS_CMN_CMN_CombinedTesting	:=	true	and	
PIXIT_CMN_CMN_WakeUp	<	
PICS_CMN_CMN_WakeUp	and	
PICS_CMN_CMN_ChargingMode	:=	aC	

PIXIT_EVCC_CMN_DepartureTime	:=	unknown	
and	
PICS_EVCC_CMN_PmaxSchedulewithZeroPow	:=	
sleepAfterCharge	and	
PICS_CMN_CMN_CombinedTesting	:=	true	and	
par_SECC_Pmax0W	<	PICS_CMN_CMN_WakeUp	
and	
PICS_CMN_CMN_ChargingMode	:=	aC	

43	 PIXIT_EVCC_CMN_DepartureTime	:=	none_	and	
PIXIT_EVCC_CMN_Pause	:=	pause	and	
PICS_CMN_CMN_CombinedTesting	:=	true	and	
PIXIT_CMN_CMN_WakeUp	<	
PICS_CMN_CMN_WakeUp	and	
PICS_CMN_CMN_ChargingMode	:=	aC	

PIXIT_EVCC_CMN_DepartureTime	:=	none_	and	
PICS_EVCC_CMN_PmaxSchedulewithZeroPow	:=	
sleepAfterCharge	and	
PICS_CMN_CMN_CombinedTesting	:=	true	and	
par_SECC_Pmax0W	<	PICS_CMN_CMN_WakeUp	
and	
PICS_CMN_CMN_ChargingMode	:=	aC	

44	 PIXIT_EVCC_CMN_DepartureTime	:=	
departureTime	and	
PIXIT_EVCC_CMN_Pause	:=	pause	and	
PICS_CMN_CMN_CombinedTesting	:=	true	and	
PIXIT_CMN_CMN_WakeUp	<	
PICS_CMN_CMN_WakeUp	and	
PICS_CMN_CMN_ChargingMode	:=	aC	

PIXIT_EVCC_CMN_DepartureTime	:=	
departureTime	and	
PICS_EVCC_CMN_PmaxSchedulewithZeroPow	:=	
sleepAfterCharge	and	
PICS_CMN_CMN_CombinedTesting	:=	true	and	
par_SECC_Pmax0W	<	PICS_CMN_CMN_WakeUp	
and	
PICS_CMN_CMN_ChargingMode	:=	aC	

45	 PIXIT_EVCC_CMN_DepartureTime	:=	unknown	
and	
PICS_EVCC_CMN_PmaxSchedulewithZeroPow	:=	
sleepWithoutCharge	and	
PICS_CMN_CMN_CombinedTesting	:=	true	and	
par_SECC_Pmax0W	<	PICS_CMN_CMN_WakeUp	
and	
PICS_CMN_CMN_ChargingMode	:=	aC	

PIXIT_EVCC_AC_MaxNumberOfPhasesInUse	:=	
unknown	and	
PIXIT_EVCC_CMN_ChargingProfileOptimization	:=	
unknown	and	
PICS_CMN_CMN_ChargingMode	:=	aC	

46	 PIXIT_EVCC_CMN_DepartureTime	:=	none_	and	
PICS_EVCC_CMN_PmaxSchedulewithZeroPow	:=	
sleepWithoutCharge	and	
PICS_CMN_CMN_CombinedTesting	:=	true	and	
par_SECC_Pmax0W	<	PICS_CMN_CMN_WakeUp	
and	
PICS_CMN_CMN_ChargingMode	:=	aC	

PIXIT_EVCC_AC_MaxNumberOfPhasesInUse	:=	
maxNumberOfPhasesInUse	and	
PIXIT_EVCC_CMN_ChargingProfileOptimization	:=	
unknown	and	
PICS_CMN_CMN_ChargingMode	:=	aC	

47	 PIXIT_EVCC_CMN_DepartureTime	:=	
departureTime	and	
PICS_EVCC_CMN_PmaxSchedulewithZeroPow	:=	
sleepWithoutCharge	and	
PICS_CMN_CMN_CombinedTesting	:=	true	and	
par_SECC_Pmax0W	<	PICS_CMN_CMN_WakeUp	
and	
PICS_CMN_CMN_ChargingMode	:=	aC	

PIXIT_EVCC_AC_MaxNumberOfPhasesInUse	:=	
unknown	and	
PIXIT_EVCC_CMN_ChargingProfileOptimization	:=	
optimization	and	
PICS_CMN_CMN_ChargingMode	:=	aC	

48	 PIXIT_EVCC_CMN_DepartureTime	:=	unknown	
and	
PICS_EVCC_CMN_PmaxSchedulewithZeroPow	:=	

PIXIT_EVCC_AC_MaxNumberOfPhasesInUse	:=	
maxNumberOfPhasesInUse	and	
PIXIT_EVCC_CMN_ChargingProfileOptimization	:=	
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sleepAfterCharge	and	
PICS_CMN_CMN_CombinedTesting	:=	true	and	
par_SECC_Pmax0W	<	PICS_CMN_CMN_WakeUp	
and	
PICS_CMN_CMN_ChargingMode	:=	aC	

optimization	and
PICS_CMN_CMN_ChargingMode	:=	aC	

49	 PIXIT_EVCC_CMN_DepartureTime	:=	none_	and	
PICS_EVCC_CMN_PmaxSchedulewithZeroPow	:=	
sleepAfterCharge	and	
PICS_CMN_CMN_CombinedTesting	:=	true	and	
par_SECC_Pmax0W	<	PICS_CMN_CMN_WakeUp	
and	
PICS_CMN_CMN_ChargingMode	:=	aC	

PIXIT_EVCC_AC_MaxNumberOfPhasesInUse	:=	
unknown	and	
PIXIT_EVCC_CMN_ChargingProfileOptimization	:=	
none_	and	
PICS_CMN_CMN_ChargingMode	:=	aC	

50	 PIXIT_EVCC_CMN_DepartureTime	:=	
departureTime	and	
PICS_EVCC_CMN_PmaxSchedulewithZeroPow	:=	
sleepAfterCharge	and	
PICS_CMN_CMN_CombinedTesting	:=	true	and	
par_SECC_Pmax0W	<	PICS_CMN_CMN_WakeUp	
and	
PICS_CMN_CMN_ChargingMode	:=	aC	

PIXIT_EVCC_AC_MaxNumberOfPhasesInUse	:=	
maxNumberOfPhasesInUse	and	
PIXIT_EVCC_CMN_ChargingProfileOptimization	:=	
none_	and	
PICS_CMN_CMN_ChargingMode	:=	aC	

51	 PIXIT_EVCC_AC_MaxNumberOfPhasesInUse	:=	
unknown	and	
PIXIT_EVCC_CMN_ChargingProfileOptimization	:=	
unknown	and	
PICS_CMN_CMN_ChargingMode	:=	aC	

PICS_EVCC_CMN_ReceiptRequired	:=	true	and	
PICS_CMN_CMN_IdentificationMode	:=	pnC	and	
PICS_CMN_CMN_PkiName	:=	PKI_1	and	
PIXIT_CMN_CMN_PkiName	:=	PKI_1	and	
PIXIT_CMN_CMN_MeterReading	:=	unknown	and	
PIXIT_EVCC_CMN_SAScheduleTupleIDMR	:=	
unknown	and	
PICS_CMN_CMN_ChargingMode	:=	aC	

52	 PIXIT_EVCC_AC_MaxNumberOfPhasesInUse	:=	
maxNumberOfPhasesInUse	and	
PIXIT_EVCC_CMN_ChargingProfileOptimization	:=	
unknown	and	
PICS_CMN_CMN_ChargingMode	:=	aC	

PICS_EVCC_CMN_ReceiptRequired	:=	true	and	
PICS_CMN_CMN_IdentificationMode	:=	pnC	and	
PICS_CMN_CMN_PkiName	:=	PKI_1	and	
PIXIT_CMN_CMN_PkiName	:=	PKI_1	and	
PIXIT_EVCC_CMN_CertificateHandling	:=	
certUpdate	and	
PIXIT_CMN_CMN_MeterReading	:=	unknown	and	
PIXIT_EVCC_CMN_SAScheduleTupleIDMR	:=	
unknown	and	
PICS_CMN_CMN_ChargingMode	:=	aC	

53	 PIXIT_EVCC_AC_MaxNumberOfPhasesInUse	:=	
unknown	and	
PIXIT_EVCC_CMN_ChargingProfileOptimization	:=	
optimization	and	
PICS_CMN_CMN_ChargingMode	:=	aC	

PICS_EVCC_CMN_ReceiptRequired	:=	true	and	
PICS_CMN_CMN_IdentificationMode	:=	pnC	and	
PICS_CMN_CMN_PkiName	:=	PKI_1	and	
PIXIT_CMN_CMN_PkiName	:=	PKI_1	and	
PIXIT_EVCC_CMN_CertificateHandling	:=	
certInstall	and	
PIXIT_CMN_CMN_MeterReading	:=	unknown	and	
PIXIT_EVCC_CMN_SAScheduleTupleIDMR	:=	
unknown	and	
PICS_CMN_CMN_ChargingMode	:=	aC	

54	 PIXIT_EVCC_AC_MaxNumberOfPhasesInUse	:=	
maxNumberOfPhasesInUse	and	
PIXIT_EVCC_CMN_ChargingProfileOptimization	:=	
optimization	and	
PICS_CMN_CMN_ChargingMode	:=	aC	

PICS_EVCC_CMN_ReceiptRequired	:=	true	and	
PICS_CMN_CMN_IdentificationMode	:=	pnC	and	
PICS_CMN_CMN_PkiName	:=	PKI_1	and	
PIXIT_CMN_CMN_PkiName	:=	PKI_1	and	
PIXIT_CMN_CMN_MeterReading	:=	meterReading	
and		
PIXIT_EVCC_CMN_SAScheduleTupleIDMR	:=	
unknown	and	
PICS_CMN_CMN_ChargingMode	:=	aC	

55	 PIXIT_EVCC_AC_MaxNumberOfPhasesInUse	:=	
unknown	and	
PIXIT_EVCC_CMN_ChargingProfileOptimization	:=	
none_	and	

PICS_EVCC_CMN_ReceiptRequired	:=	true	and	
PICS_CMN_CMN_IdentificationMode	:=	pnC	and	
PICS_CMN_CMN_PkiName	:=	PKI_1	and	
PIXIT_CMN_CMN_PkiName	:=	PKI_1	and	
PIXIT_EVCC_CMN_CertificateHandling	:=	
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