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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards bodies (ISO
member bodies). The work of preparing International Standards is normally carried out through ISO technical
committees. Each member body interested in a subject for which a technical committee has been established has
the right to be represented on that committee. International organizations, governmental and non-governmental, in
liaison with ISO, also take part in the work. ISO collaborates closely with the International Electrotechnical
Commission (IEC) on all matters of electrotechnical standardization.

International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 3.

Draft International Standards adopted by the technical committees are circulated to the member bodies for voting.
Publication as an International Standard requires approval by at least 75 % of the member bodies casting a vote.

International Standard ISO 15359 was prepared by Technical Committee ISO/TC 6, Paper, board and pulps,
Subcommittee SC 2, Test methods and quality specifications for paper and board.

Annexes A and B of this International Standard are for information only.
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Introduction

This International Standard describes a procedure for the determination of the static and kinetic coefficients of
friction of paper or board by the horizontal plane method.

The condition of the surfaces of a paper depends on their history. Their frictional properties are largely determined
by the static and kinetic coefficients of friction which are determined, in this International Standard, by sliding one
sheet of paper over another sheet of the same paper, or another surface in the horizontal plane, with a downwards
vertical force applied to the upper material. The friction property relates to the horizontal force required to initiate
and maintain movement between the two surfaces.

The coefficients of friction are properties of two surfaces. The values obtained for the coefficients are influenced by
test conditions. The condition of the two surfaces under the conditions specified in this International Standard may
or may not relate to the condition of the surfaces in a specific end-use situation. Nevertheless, the test results are
useful in determining the combined properties of the surfaces tested.

The coefficients of friction of a machine-made paper can be different when measured in the machine direction, MD,
or in the cross direction, CD. Often there is a difference between the two sides of the paper.

For certain papers, e.g. copy paper, only the static coefficient of friction at the first slide, i.e. the coefficient obtained
without any previous sliding of the surfaces across each other, between the lower surface of one sheet of paper and
the upper surface of another paper of the same kind may be of interest.

For certain other paper grades, e.g. shipping sack paper, linerboard and solid fibreboard, the coefficients of friction
after a given amount of wear between the surfaces may be of interest. In this International Standard, to determine
the coefficients of friction of worn surfaces, one test piece is caused to slide with respect to the other test piece
three times. The force required to initiate and maintain sliding on the third slide is measured.

The intended use of the paper grade determines the sides of the papers which are to be in contact, the direction of
the paper test pieces with respect to the direction of sliding and the number and type of coefficients of friction to be
evaluated.

Annex A provides a list of recommended symbols to indicate the directions and positions of the surfaces tested.

Annex B provides a summary of test conditions for some common standard methods for paper products and
plastics.

A bibliography follows the annexes.
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INTERNATIONAL STANDARD ©ISO ISO 15359:1999(E)

Paper and board — Determination of the static and kinetic
coefficients of friction — Horizontal plane method

1 Scope

This International Standard specifies
D a friction-testing method based on the horizontal plane principle, and

D the procedure for the determination of the static coefficient of friction before, and static and kinetic coefficients
of friction after, a specified amount of wear between the surfaces.

It is applicable to paper and board.

2 Normative references

The following normative documents contain provisions which, through reference in this text, constitute provisions of
this International Standard. For dated references, subsequent amendments to, or revisions of, any of these
publications do not apply. However, parties to agreements based on this International Standard are encouraged to
investigate the possibility of applying the most recent editions of the normative documents indicated below. For
undated references, the latest edition of the normative document referred to applies. Members of ISO and IEC
maintain registers of currently valid International Standards.

ISO 186:1994, Paper and board — Sampling to determine average quality.

ISO 187:1990, Paper, board and pulps — Standard atmosphere for conditioning and testing and procedure for
monitoring the atmosphere and conditioning of samples.

ISO 4046:1978, Paper, board, pulp and related terms — Vocabulary.

3 Terms and definitions

For the purposes of this International Standard, the following terms and definitions apply.

3.1
friction

resisting force that arises when a surface of one material tends to slide or slides over another surface of the same
or some other material

3.2
static friction

force that resists initiation of movement of one surface sliding over another surface
NOTE The force required to initiate movement is equal to that which resists initiation of movement.

3.3
static coefficient of friction, g
ratio of the static friction to the force applied perpendicularly to the two surfaces in a friction test
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34
kinetic friction

force that resists maintained sliding of one surface over another surface
NOTE The force required to maintain sliding is equal to that which resists the maintenance of sliding.

3.5
kinetic coefficient of friction,
ratio of the kinetic friction to the force applied perpendicularly to the two surfaces in a friction test

3.6
ramp time
time required to increase the horizontal applied force from zero up to the static friction value

4 Principle

The surfaces to be tested are placed together in plane contact and under apparent uniform contact pressure. The
forces needed to initiate sliding (the static friction force) and to slide the surface relative to each other (the kinetic
friction force) are recorded.

5 Apparatus (see Figure 1)

5.1 Horizontal table, with a flat top surface of incompressible material (metal, hardwood, glass, etc.) wide enough
to accommodate the sled with a margin of at least 5 mm on each side. The table shall be provided with means to
prevent slippage between the test piece and the table during the test.

5.2 Sled, capable of producing a normal pressure of 2,2 kPa* 0,6 kPa on the test piece mounted onto its
underside. This underside shall be flat, shall have dimensions of (60 mm =5 mm) x (60 mm £ 5 mm) and shall be
constructed of an incompressible material.

NOTE A sled having a mass of (800 + 100) g, will produce the required nominal pressure by virtue of the gravitational
force acting upon it. The sled mass should be measured and reported to an accuracy of at least + 10 g. If means other than
gravity are used to create the perpendicular force, the mass of the sled may be other than 800 g provided the equivalent
pressure is developed.

5.3 f‘f Elevator, for lowering and lifting the sled with respect to the table. The elevator shall operate such that no
sliding of the sled relative to the table shall occur as the sled comes into contact with the table and eventually rests
upon it.

NO'I:':E Even the slightest backslide motion can influence the result of the test.

5.4 Load cell, to measure the force F applied to the sled (or the table) by the driving mechanism, with an accuracy
of 2 % of the reading.

5.5 Recording means, to record the force as a function of time.

NOTE The static friction peak is normally a transient event and recording means should be sufficiently fast to capture that
event.
5.6 Device for connecting the load cell to the sled, to convey the force F between the sled and load cell.

Figure 1 shows one example of a possible set-up. The device shall enable the force to be applied centrally with
respect to the test area and in a direction parallel to the surface of the table.

NOTE 1 The line of force connecting the sled and load cell can lie above, below, or coincident with the plane of contact
between the two test pieces. The distance (10 in Figure 1) between the line of force and the plane of contact between the test
pieces is not critical but should not exceed 10 mm.

NOTE 2 Some pieces of apparatus may employ a variable degree of elasticity in the mechanical construction for the purpose
of altering the time from initial application of the pulling force to the moment at which sliding begins (the ramp time in Figure 2).
In other apparatuses the degree of elasticity is not a variable. However, a rigid connection is preferable for measurements of

kinetic friction. Documents
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