
 

 

 

 

 

 

Reference number
ISO 15367-2:2005(E)

© ISO 2005
 

 

 
 

INTERNATIONAL 
STANDARD 

ISO
15367-2

First edition
2005-03-15

Lasers and laser-related equipment — 
Test methods for determination of the 
shape of a laser beam wavefront — 
Part 2: 
Shack-Hartmann sensors 

Lasers et équipements associés aux lasers — Méthodes d'essai pour la 
détermination de la forme du front d'onde du faisceau laser — 

Partie 2: Senseurs Shack-Hartmann 

 

Copyright International Organization for Standardization 
Reproduced by IHS under license with ISO 

Not for ResaleNo reproduction or networking permitted without license from IHS

-
-
`
,
,
`
,
,
,
-
`
-
`
,
,
`
,
,
`
,
`
,
,
`
-
-
-

Full document details: ISO 15367-2-2005

http://avadocuments2026.com/doc/iso-15367-2-2005
http://avadocuments2026.com/doc/iso-15367-2-2005


ISO 15367-2:2005(E) 

PDF disclaimer 
This PDF file may contain embedded typefaces. In accordance with Adobe's licensing policy, this file may be printed or viewed but 
shall not be edited unless the typefaces which are embedded are licensed to and installed on the computer performing the editing. In 
downloading this file, parties accept therein the responsibility of not infringing Adobe's licensing policy. The ISO Central Secretariat 
accepts no liability in this area. 

Adobe is a trademark of Adobe Systems Incorporated. 

Details of the software products used to create this PDF file can be found in the General Info relative to the file; the PDF-creation 
parameters were optimized for printing. Every care has been taken to ensure that the file is suitable for use by ISO member bodies. In 
the unlikely event that a problem relating to it is found, please inform the Central Secretariat at the address given below. 

 

©   ISO 2005 
All rights reserved. Unless otherwise specified, no part of this publication may be reproduced or utilized in any form or by any means, 
electronic or mechanical, including photocopying and microfilm, without permission in writing from either ISO at the address below or 
ISO's member body in the country of the requester. 

ISO copyright office 
Case postale 56 • CH-1211 Geneva 20 
Tel.  + 41 22 749 01 11 
Fax  + 41 22 749 09 47 
E-mail  copyright@iso.org 
Web  www.iso.org 

Published in Switzerland 
 

ii © ISO 2005 – All rights reserved
 

 

Copyright International Organization for Standardization 
Reproduced by IHS under license with ISO 

Not for ResaleNo reproduction or networking permitted without license from IHS

-
-
`
,
,
`
,
,
,
-
`
-
`
,
,
`
,
,
`
,
`
,
,
`
-
-
-

Full document details: ISO 15367-2-2005

http://avadocuments2026.com/doc/iso-15367-2-2005
http://avadocuments2026.com/doc/iso-15367-2-2005


ISO 15367-2:2005(E) 

© ISO 2005 – All rights reserved iii
 

Contents Page 

Foreword............................................................................................................................................................ iv 
Introduction ........................................................................................................................................................ v 
1 Scope...................................................................................................................................................... 1 
2 Normative references ........................................................................................................................... 1 
3 Terms and definitions........................................................................................................................... 1 
4 Symbols and units ................................................................................................................................ 3 
5 Test principle of Hartmann and Shack-Hartmann wavefront sensors ............................................ 4 
6 Measurement arrangement and test procedure................................................................................. 4 
6.1 General ................................................................................................................................................... 4 
6.2 Detector system .................................................................................................................................... 4 
6.3 Measurement ......................................................................................................................................... 7 
6.4 Calibration.............................................................................................................................................. 8 
7 Evaluation of wavefront gradients ...................................................................................................... 9 
7.1 Background subtraction....................................................................................................................... 9 
7.2 Evaluation .............................................................................................................................................. 9 
8 Wavefront reconstruction .................................................................................................................... 9 
8.1 General ................................................................................................................................................... 9 
8.2 Direct numerical integration (zonal method).................................................................................... 10 
8.3 Modal wavefront reconstruction ....................................................................................................... 10 
9 Wavefront representation................................................................................................................... 11 
10 Uncertainty........................................................................................................................................... 11 
10.1 General ................................................................................................................................................. 11 
10.2 Statistical measurement errors ......................................................................................................... 11 
10.3 Environmental effects......................................................................................................................... 12 
10.4 Deficiencies in data acquisition ........................................................................................................ 12 
10.5 Uncertainties due to geometrical misalignment .............................................................................. 13 
11 Test report............................................................................................................................................ 13 
Annex A (informative)  Wavefront reconstruction.......................................................................................... 17 
Annex B (informative)  Zernike polynomials for representation of wavefronts .......................................... 19 
Bibliography ..................................................................................................................................................... 20 
 

Copyright International Organization for Standardization 
Reproduced by IHS under license with ISO 

Not for ResaleNo reproduction or networking permitted without license from IHS

--`,,`,,,-`-`,,`,,`,`,,`---

Full document details: ISO 15367-2-2005

http://avadocuments2026.com/doc/iso-15367-2-2005
http://avadocuments2026.com/doc/iso-15367-2-2005


ISO 15367-2:2005(E) 

iv © ISO 2005 – All rights reserved
 

Foreword 

ISO (the International Organization for Standardization) is a worldwide federation of national standards bodies 
(ISO member bodies). The work of preparing International Standards is normally carried out through ISO 
technical committees. Each member body interested in a subject for which a technical committee has been 
established has the right to be represented on that committee. International organizations, governmental and 
non-governmental, in liaison with ISO, also take part in the work. ISO collaborates closely with the 
International Electrotechnical Commission (IEC) on all matters of electrotechnical standardization. 

International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 2. 

The main task of technical committees is to prepare International Standards. Draft International Standards 
adopted by the technical committees are circulated to the member bodies for voting. Publication as an 
International Standard requires approval by at least 75 % of the member bodies casting a vote. 

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent 
rights. ISO shall not be held responsible for identifying any or all such patent rights. 

ISO 15367-2 was prepared by Technical Committee ISO/TC 172, Optics and photonics, Subcommittee SC 9, 
Electro-optical systems. 

ISO 15367 consists of the following parts, under the general title Lasers and laser-related equipment — Test 
methods for determination of the shape of a laser beam wavefront: 

 Part 1: Terminology and fundamental aspects 

 Part 2: Shack-Hartmann sensors 
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Introduction 

Characterization of the beam propagation behaviour is necessary in many areas of both laser system 
development and industrial laser applications. For example, the design of resonator or beam delivery optics 
strongly relies on detailed and quantitative information over the directional distribution of the emitted radiation. 
On-line recording of the laser beam wavefront can also accomplish an optimization of the beam focusability in 
combination with adaptive optics. Other relevant areas are the monitoring and possible reduction of thermal 
lensing effects, on-line resonator adjustment, laser safety considerations, or “at wavelength” testing of optics 
including Zernike analysis. 

There are four sets of parameters that are relevant for the laser beam propagation: 

 power (energy) density distribution (ISO 13694); 

 beam widths, divergence angles and beam propagation ratios (ISO 11146-1 and ISO 11146-2); 

 wavefront (phase) distribution (ISO 15367-1 and this part of ISO 15367); 

 spatial beam coherence (no current standard available). 

In general, a complete characterization requires the knowledge of the mutual coherence function or spectral 
density function, at least in one transverse plane. Although the determination of those distributions is possible, 
the experimental effort is large and commercial instruments capable of measuring these quantities are still not 
available. Hence, the scope of this standard does not extend to such a universal beam description but is 
limited to the measurement of the wavefront, which is equivalent to the phase distribution in case of spatially 
coherent beams. As a consequence, an exact prediction of beam propagation is achievable only in the limiting 
case of high lateral coherence. 

A number of phase or wavefront gradient measuring instruments are capable of determining the wavefront or 
phase distribution. These include, but are not limited to, the lateral shearing interferometer, the Hartmann and 
Shack-Hartmann wavefront sensor, and the Moiré deflectometer. In these instruments, the gradients of either 
wavefront or phase are measured, from which the two-dimensional phase distribution can be reconstructed. 

In this document, only Hartmann and Shack-Hartmann wavefront sensors are considered in detail, as they are 
able to measure the wavefront of both fully coherent and partially coherent beams. A considerable number of 
such instruments are commercially available. 

The main advantages of the Hartmann technique are 

 wide dynamic range, 

 high optical efficiency, 

 suitability for partially coherent beams, 

 no requirement of spectral purity, 

 no ambiguity with respect to 2π increment in phase angle, 

 wavefronts can be acquired/analysed in a single measurement. 

Instruments which are capable of direct phase or wavefront measurement, as, e.g. self-referencing 
interferometers, are outside the scope of this part of ISO 15367. 
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Lasers and laser-related equipment — Test methods for 
determination of the shape of a laser beam wavefront — 

Part 2: 
Shack-Hartmann sensors 

1 Scope 

This part of ISO 15367 specifies methods for measurement and evaluation of the wavefront distribution 
function in a transverse plane of a laser beam utilizing Hartmann or Shack-Hartmann wavefront sensors. This 
part of ISO 15367 is applicable to fully coherent, partially coherent and general astigmatic laser beams, both 
for pulsed and continuous operation. 

Furthermore, reliable numerical methods for both zonal and modal reconstruction of the two-dimensional 
wavefront distribution together with their uncertainty are described. The knowledge of the wavefront 
distribution enables the determination of several wavefront parameters that are defined in ISO 15367-1. 

2 Normative references 

The following referenced documents are indispensable for the application of this document. For dated 
references, only the edition cited applies. For undated references, the latest edition of the referenced 
document (including any amendments) applies. 

ISO 11145, Optics and optical instruments — Lasers and laser-related equipment — Vocabulary and symbols 

ISO 13694, Optics and optical instruments — Lasers and laser-related equipment — Test methods for laser 
beam power (energy) density distribution 

ISO 15367-1:2003, Lasers and laser-related equipment — Test methods for determination of the shape of a 
laser beam wavefront — Part 1: Terminology and fundamental aspects 

3 Terms and definitions 

For the purposes of this document, the terms and definitions given in ISO 11145 and ISO 15367-1 as well as 
the following apply. 

3.1 
array element spacing 
dx, dy 
distance between the centres of adjacent pinholes or lenslets in x and y direction 

3.2 
sub-aperture screen to detector spacing 
LH 
spacing of the sub-aperture screen (lenslet array or Hartmann screen) to the detector array 

NOTE For Shack-Hartmann sensors this is often set to the lenslet focal length. 
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3.3 
lenslet focal length 
f 
focal length of the lenslets for a Shack-Hartmann sensor 

3.4 
sub-aperture width 
ds 
aperture width of the pinholes of a Hartmann screen or lenslets of a Shack-Hartmann array, respectively 

3.5 
angular dynamic range 
βmax 
maximum usable angular range of Hartmann or Shack-Hartmann sensors 

NOTE For square apertures, the angular dynamic range is given by 

max
H2
x

x

d
L d

λβ = −  

3.6 
wavefront measurement repeatability 
wr,rms 
root-mean-square (r.m.s.) difference between single subsequent measurements wn(x, y) of the same 
wavefront and the average wavefront w (x, y) 

( ) ( ) ( )

( )

( ) ( ) ( )

( )

22

r,rms
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, , , , , ,
1

, ,

n n n nk
x y x y

n nn
x y x y

E x y w x y w x y E x y w x y w x y
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where 

n is the number of the measurement; 

k is the number of samples taken; 

( ),w x y  = 1

1

( , ) ( , )

( , )

k

n n
n

k

n
n

E x y w x y

E x y

=

=
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3.7 
wavefront measurement accuracy 
wa,rms 
average of the r.m.s. difference between a reference wavefront wr and the tilt-corrected wavefront wtc,n after 
various amounts of tilt θn have been applied to the reference wavefront 

2
tc, r

a,rms
1

( , ) ( , ) ( , )
1

( , )

n nk
x y

nn
x y

E x y w x y w x y

w
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where 

n is the nth measurement of the wavefront with tilt θx,n and θy,n applied; 

k is the number of samples taken; 

wtc,n is the tilt-corrected wavefront as follows: 

tc, ( , )nw x y  = , ,( , )n x n y nw x y x yθ θ− −  

NOTE See also ISO 15367-1:2003, 3.4.7. 

4 Symbols and units 

Table 1 — Symbols and units 

Symbol Parameter Units Defined in 

E(x, y), H(x, y) power (energy) density distribution W/cm2, J/cm2 ISO 13694 

x, y, z mechanical axes (Cartesian coordinates) mm ISO 15367-1:2003, 3.1.5 

z beam axis mm ISO 15367-1:2003, 3.1.5 

λ wavelength nm  

zm location of measurement plane mm ISO 15367-1:2003, 3.1.4 

w(x, y) average wavefront shape nm ISO 15367-1:2003, 3.1.1 

Φ(x, y) phase distribution rad ISO 15367-1:2003, 3.1.1, 
Note 1 

wc(x, y) corrected wavefront nm ISO 15367-1:2003, 3.4.2 

s(x, y) approximating spherical surface — ISO 15367-1:2003, 3.4.3 

Rss defocus or radius of best sphere mm ISO 15367-1:2003, 3.4.5 

wAF(x, y) wavefront aberration function nm ISO 15367-1:2003, 3.4.6 

wPV wavefront irregularity nm  

wrms weighted r.m.s. deformation nm ISO 15367-1:2003, 3.4.7 

dx, dy array element spacing mm 3.1 

LH sub-aperture screen to detector spacing mm 3.2 

f lenslet focal length mm 3.3 

dp spot size µm  

ds sub-aperture width µm 3.4 

βmax angular dynamic range mrad 3.5 

(xc, yc)ij 
beam centroid coordinates in sub-aperture ij 
i.e. the first order moments of the power 
density distribution in sub-aperture ij 

mm ISO 11146-1 

(xr, yr)ij reference beam coordinates in sub-aperture ij mm  

(βx, βy)ij local wavefront gradient components (tilt, tip) — ISO 15367-1:2003, 3.5.1, 3.5.3

wr,rms wavefront measurement repeatability nm 3.6 

wa,rms wavefront measurement accuracy nm 3.7 

B geometry matrix in wavefront reconstruction 
algorithms —  

C covariance matrix —  
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