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Foreword 

ISO (the International Organization for Standardization) is a worldwide federation of national standards bodies 
(ISO member bodies). The work of preparing International Standards is normally carried out through ISO 
technical committees. Each member body interested in a subject for which a technical committee has been 
established has the right to be represented on that committee. International organizations, governmental and 
non-governmental, in liaison with ISO, also take part in the work. ISO collaborates closely with the 
International Electrotechnical Commission (IEC) on all matters of electrotechnical standardization. 

International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 2. 

The main task of technical committees is to prepare International Standards. Draft International Standards 
adopted by the technical committees are circulated to the member bodies for voting. Publication as an 
International Standard requires approval by at least 75 % of the member bodies casting a vote. 

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent 
rights. ISO shall not be held responsible for identifying any or all such patent rights. 

ISO 15387 was prepared by Technical Committee ISO/TC 20, Aircraft and space vehicles, Subcommittee 
SC 14, Space systems and operations. 
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Introduction 

This International Standard is consistent with the principles associated with photovoltaic solar cells 
established by IEC/TC 82, Solar photovoltaic energy systems. It provides specific requirements and 
procedures that apply to the use of solar photovoltaic cells in outer space. It introduces the principle of the air 
mass zero cell, which serves as a standard reference for primary calibration purposes. All further calibration is 
then compared to the results obtained with these cells. 

The calibration procedures for primary solar cells are established, as well as the corresponding measuring 
methods for secondary cells. Calibration methods using extra-terrestrial and synthetic techniques are given. 
Comparative tests are in preparation. 
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Space systems — Single-junction solar cells — Measurement 
and calibration procedures 

1 Scope 

This International Standard specifies measurement and calibration procedures of single-junction space solar 
cells only. The main body of this international standard specifies the requirements for Air Mass Zero (AM0) 
standard calibration and the relative measurement procedures are provided as annexes. 

2 Normative references 

The following referenced documents are indispensable for the application of this document. For dated 
references, only the edition cited applies. For undated references, the latest edition of the referenced 
document (including any amendments) applies. 

IEC 60891, Procedures for temperature and irradiance corrections to measured current-voltage (I-V) 
characteristics of crystalline silicon photovoltaic (PV) devices 

IEC 60904-1, Measurement of photovoltaic current-voltage (I-V) characteristics 

IEC 60904-2, Requirements for reference solar cells 

IEC 60904-3, Measurement principles for terrestrial photovoltaic (PV) solar devices with reference spectral 
irradiance data 

IEC 60904-7, Computation of spectral mismatch error introduced in the testing of a photovoltaic (PV) device 

IEC 60904-8, Guidance for the measurement of spectral response of a photovoltaic (PV) device 

IEC 60904-9, Solar simulator performance requirements 

IEC 61798, Linearity measurement methods 

3 Terms and definitions 

For the purposes of this document, the following terms and definitions apply. 

3.1 
air mass (AM) 
length of path through the earth's atmosphere traversed by the direct solar beam, expressed as a multiple of 
the path traversed to a point at sea level with the sun directly overhead 

NOTE The value of air mass is 1 at sea level with a cloudless sky when the sun is directly overhead and the air 
pressure P = 1,013 × 105 Pa. 

At any point on the earth surface, the value of the air mass is given by: 

AM = (P/P0) × (1/sinθ) 
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where 

P = local air pressure in pascals; 

P0 = 1,013 × 105, in pascals; 

θ = solar elevation angle (degrees). 

3.2 
air mass zero 
AM0 
absence of atmospheric attenuation of the solar irradiance at one astronomical unit from the sun 

3.3 
AM0 standard solar cell 
calibrated solar cell used to measure irradiance or to set simulator irradiance levels in terms of an air mass 
zero (AM0) reference solar spectral irradiance distribution 

3.4 
ambient temperature 
Tamb 
temperature of the air surrounding the solar cell as measured in a vented enclosure and shielded from solar, 
sky and ground radiation 

3.5 
angle of incidence 
angle between the direct irradiant beam and the normal to the active surface 

3.6 
astronomical unit 
AU 
unit of length defined as the semi major axis of earth orbit 

NOTE 1 AU = 149 597 890 km ± 500 km. 

3.7 
cell temperature 
Tj 
cell temperature as one of ambient air in absence of cell illumination or under short duration light pulse (flash) 

NOTE Tj is not very different from the temperature of the cell exposed face. 

3.8 
current temperature coefficient 
α 
change of the short-circuit current of a solar cell as a function of the change of cell temperature 

NOTE α is expressed in amperes per degree Celsius (A⋅°C−1). 

3.9 
conversion efficiency 
ratio of “maximum electrical power output” to the product of generator area and incident irradiance measured 
under defined test conditions and expressed as a percentage 

3.10 
current-voltage characteristics 
output current of a solar cell as a function of output voltage, at a particular temperature and irradiance 

NOTE I = f(V). 
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3.11 
fill factor 
FF 
ratio of maximum power to the product of open circuit voltage and short-circuit current 

NOTE FF = Pmax/(Voc × Isc). 

3.12 
irradiance 
radiant power incident upon unit area of surface 

NOTE It is expressed in watts per square metre (W⋅m−2). 

3.13 
irradiation 
integration of irradiance over a specified period of time 

NOTE It is expressed in megajoules per square metre (MJ⋅m−2) per hour, day, week, month or year. 

3.14 
linearity 
performance of a solar cell with respect to: 

 the variation of the slope of short-circuit current to irradiance; 

 the variation of the slope of open circuit voltage to the logarithm of irradiance; 

 the variation of the slope of short-circuit current and open-circuit voltage to cell temperature; and 

 the variation of relative spectral response at a specified voltage 

3.15 
load current 
IL 
current supplied by the solar cell at a particular temperature and irradiance, into a load connected across its 
terminals 

3.16 
load voltage 
VL 
voltage appearing across the terminals of a load connected to the terminals of the solar cell at a particular 
temperature and irradiance 

3.17 
load power 
PL 
power supplied to a load connected to the terminals of the solar cell at a particular temperature and irradiance; 

NOTE PL = VL × LL. 

3.18 
maximum power 
Pmax 
power at the point on the current-voltage characteristics where the product of current and voltage is a 
maximum at a particular temperature and irradiance 

NOTE Pmax = Vmax × Imax 
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3.19 
maximum power voltage 
VPmax 
voltage corresponding to maximum power at a particular temperature and irradiance 

3.20 
maximum power current 
IPmax 
current corresponding to maximum power at a particular temperature and irradiance 

3.21 
module 
assembly of interconnected solar cells 

3.22 
open circuit voltage 
Voc 
voltage across a solar cell with no load at a particular temperature and irradiance 

3.23 
ozone content 
volume of ozone at standard temperature and pressure in a vertical column of the atmosphere 

NOTE Ozone content is measured with a Dobson spectrophotometer. 

3.24 
pyranometer 
radiometer normally used to measure global sunlight irradiance on a horizontal plane 

NOTE A pyranometer can also be used at an angle to measure the total sunlight irradiance on an inclined plane, 
which in this case includes an element caused by radiation reflected from the foreground. 

3.25 
pyrheliometer 
radiometer, complete with a collimator, used to measure direct sunlight irradiance 

NOTE This instrument is sometimes called normal incidence pyrheliometer, or NIP. 

3.26 
rated current 
assigned value of current of a solar cell at the rated voltage under specified operating conditions 

3.27 
rated power 
assigned value of power output of a solar cell at rated voltage under specified operating conditions 

3.28 
rated voltage 
assigned value of voltage under specified operating conditions 

3.29 
relative spectral response 
S(λ)rel 
spectral response normalized to unity at wavelength of maximum response 

NOTE S(λ)rel = S(λ)/S(λ)max 
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3.30 
short circuit current 
ISC 
output current of a solar cell in the short-circuit condition at a particular temperature and irradiance 

3.31 
solar cell 
basic photovoltaic device that generates electricity when exposed to sunlight 

3.32 
solar constant 
rate of total solar energy at all wavelengths incident on a unit area exposed normally to rays of the sun at one 
astronomical unit in AM0 conditions 

NOTE The average of values is 1 367 W⋅m−2 ± 7 W⋅m−2. 

3.33 
solar elevation angle 
θ 
angle between the direct solar beam and the horizontal plane 

NOTE This angle is measured in radians. 

3.34 
spectral irradiance 
Eλ 
irradiance per unit bandwidth at a particular wavelength 

NOTE The units are expressed as W⋅m−2⋅m−6. 

3.35 
spectral photon irradiance 
Epλ 
photon flux density at a particular wavelength 

NOTE Epλ = 5,035 × 1014 λ ⋅ Eλ, where λ is expressed in micrometers. 

3.36 
spectral irradiance distribution 
spectral irradiance plotted as a function of wavelength 

NOTE The units are expressed as W⋅m−2⋅m−6. 

3.37 
spectral response 
S(λ) 
short-circuit current density generated by unit irradiance at a particular wavelength as a function of wavelength 

NOTE The units is A⋅W−1. 

3.38 
standard test conditions 
STC 
at cell temperature of 25 °C ± 1 °C and at one solar constant AM0 irradiance of 1 367 W⋅m−2 as measured 
with an AM0 standard solar cell using the AM0 reference extraterrestrial solar spectral irradiance 

NOTE Cell temperature of 28 °C only applies to 8.4.1. 
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3.39 
voltage temperature coefficient 
β 
change of the open circuit voltage of a solar cell as a function of the change of cell temperature 

NOTE β is expressed in volts per degree Celsius (V⋅°C−1). 

4 Symbols and abbreviated terms 

AM air mass 

AM0 air mass zero 

AU astronomical unit 

α coefficient of current temperature 

β coefficient of voltage temperature 

CAST China Academy of Space Technology 

CNES French National Space Research Center 

ESA European Space Agency 

Eλ spectral irradiance 

Epλ photonic spectral irradiance 

FF fill factor 

GMT Greenwich mean time  

GPS global positioning system 

IL load current 

IPmax maximum power current 

Isc short circuit current 

INTA-Spasolab Instituto Nacional de Tecnica Aerospacial - Spasolab 

I-V current-voltage 

JPL Jet Propulsion Laboratory 

NASA-GRC National Aeronautics and Space Administration – Glenn Research Center 

NASDA National Space Development Agency of Japan 

NIP normal incidence pyrheliometer 

NSBF National Scientific Balloon Facility in Palestine, Texas 

PL load power 

Pmax maximum power 

PTB Physikalisch-Technische Bundesanstalt 

PV photovoltaic 

RTD platinum resistance thermometers 

S(λ) spectral response 

S(λ)rel relative spectral response 

STC standard test conditions 

Tamb ambiant temperature 

Tj cell temperature 
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TC telecommand 

TM telemetry 

θ solar elevation angle 

VL load voltage 

Voc open circuit voltage 

VPmax maximum power voltage 

WRC World Radiation Centre 

WRR World Radiometric Reference 

5 Measurement principles for space solar cells 

5.1 Measurement principles 

In current practice, the photovoltaic performance of a solar cell is determined by exposing it at a known 
temperature to stable sunlight or simulated light and tracing its current-voltage characteristic while measuring 
the magnitude of the incident irradiance. 

The measured performance is then corrected to STC or other desired conditions of irradiance and 
temperature. The corrected power output at the rated voltage and STC is commonly referred to as the rated 
power. 

Since a solar cell has a wavelength-dependent response, its performance is significantly affected by the 
spectral distribution of the incident radiation, which in extraterrestrial sunlight varies with the location of the 
sun and earth, season, time of year and time of day, and with a simulator varies with its type and conditions. If 
the irradiance is measured with a thermopile-type radiometer that is not spectrally selective, the measured 
conversion efficiencies can vary by several percent because of spectral distribution changes. 

The principles given in this International Standard are designed to reduce such discrepancies by relating the 
performance rating to a reference extraterrestrial solar spectral irradiance distribution. This is done by 
measuring the irradiance with an AM0 standard solar cell that has essentially the same relative spectral 
response as the test specimen and has been calibrated in terms of short-circuit current per unit of irradiance 
(AW−1m−2) with the reference spectral distribution. 

If the performance of a solar cell is related to a known spectral irradiance distribution, it is possible for a user 
or array designer, using the spectral response of the cells, to compute within a reasonable tolerance its 
performance when exposed to the light of any other known spectral irradiance distribution. 

5.2 Current-voltage characteristics 

See Annex A. One example of an I-V curve measured at a fixed irradiance and temperature is shown in 
Figure 1. The current is plotted along the ordinate, the voltage along the abscissa. The electrical 
characteristics, which may be derived from the I-V curve are: 

a) short-circuit current (Isc): Point A – the current value where the I-V curve crosses the current axis at V = 0; 

b) open-circuit voltage (Voc): Point B – the voltage value where the I-V curve crosses the voltage axis at 
I = 0; 

c) maximum power (Pmax): Point C – the power at the point on the I-V curve where the product of current 
and voltage is maximum; 

d) load current (IL): Point D – the measured current at a specified load voltage VL. 

Copyright International Organization for Standardization 
Reproduced by IHS under license with ISO 

Not for ResaleNo reproduction or networking permitted without license from IHS

-
-
`
,
,
`
,
`
,
-
`
-
`
,
,
`
,
,
`
,
`
,
,
`
-
-
-

Full document details: ISO 15387-2005

http://www.avadocuments.com/doc/iso-15387-2005
http://www.avadocuments.com/doc/iso-15387-2005


ISO 15387:2005(E) 

8 © ISO 2005 – All rights reserved
 

 

X Voltage 
Y Current 
 Irradiance = E (W⋅m−2) 
 Temperature = T (°C) 

Figure 1 — Example of a current-voltage curve 

6 Basic requirements for AM0 standard solar cell 

6.1 General 

Clause 6 gives requirements for the classification, selection, packaging, marking, calibration and care of AM0 
standard solar cells. 

6.2 Classification 

6.2.1 Extraterrestrial AM0 standard solar cell 

This is a solar cell whose calibration is based on extraterrestrial AM0 conditions using high altitude balloon or 
aircraft. 
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6.2.2 Synthetic AM0 standard solar cell 

This is a solar cell whose calibration is based on synthetic AM0 conditions using the solar simulator, global 
sunlight, or direct normal sunlight. 

6.3 Selection 

Solar cells shall be irradiated with one solar constant (1 367 W⋅m−2 and AM0 spectrum) for 48 h. The cells 
shall be kept at 25 °C ± 5 °C during the test. 

At least two solar cells shall be selected for calibration as AM0 standard solar cells. The spectral response of 
the selected cells shall be such that errors in performance measurement of the intended test (under 
extraterrestrial sunlight or specific simulator) caused by spectral response mismatch are less than ± 1 %. The 
spectral mismatch error shall be calculated by the method described in Annex B. 

AM0 standard solar cells shall be stable devices, that is their photovoltaic characteristics shall not change 
from the initial calibration to reevaluation by more than 1 %. 

6.4 Temperature measurement 

Means shall be provided for measuring the AM0 standard solar cell junction temperature to an accuracy of 
± 1 °C. 

6.5 Electrical connections 

Any measurement resistor incorporated into the AM0 standard module shall be a high-precision, high-
temperature stability resistor with a low value in order to allow the cell to operate at a level close to its short-
circuit current. On the other hand, the electrical connections to the AM0 standard solar cell without resistance 
shall consist of a four-wire contact system (Kelvin probe). 

6.6 Calibration 

Each AM0 standard solar cell shall be calibrated in terms of its short-circuit current at 25 °C ± 1 °C per unit of 
irradiance with the AM0 reference spectral irradiance (A⋅W−1⋅m−2). 

The standard methods of calibrating both AM0 standard and secondary standard solar cells are described in 
Clauses 8 and 9. The relative spectral response and the temperature coefficient of each AM0 standard solar 
cell shall be measured in accordance with Annexes C and D. 

6.7 Data sheet 

Each time an AM0 standard solar cell is calibrated, the following information shall be recorded on a data 
sheet: 

a) identification number 

b) type (extraterrestrial AM0 standard or synthetic AM0 standard) 

c) cell manufacturer 

d) manufacturer complete reference of the cell 

e) material type 

f) type of package 

g) calibration organization 
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h) site and date of calibration 

i) method of calibration (refer to standard) 

j) radiometer or standard lamp characteristics (where applicable) 

k) AM0 standard solar cell identification (where applicable) 

l) simulator characteristics (where applicable) 

m) type of temperature sensor (where applicable) 

n) relative spectral response (where applicable) 

o) temperature coefficient of short-circuit current 

p) calibration value 

q) claimed accuracy 

6.8 Marking 

Each AM0 standard solar cell shall carry a clear, indelible identification number for cross-reference to the 
relevant data sheet. 

6.9 Packaging 

6.9.1 Measurement in extraterrestrial sunlight 

The AM0 standard solar cells used for measurements in extraterrestrial sunlight shall respond to variations in 
the distribution of the incident radiation in the same way as the test solar cells. Figures 2 and 3 show 
examples of suitable AM0 standard single cell packages for high altitude balloon flight calibration. 

6.9.2 Measurement under simulators 

In some simulators, which allow multiple reflections of light to and from the test specimen, the irradiance in the 
test plane may change depending on whether or not the test specimen is present. 

Therefore, in order to measure accurately the irradiance that will be present when the test specimen is in 
place, the AM0 standard solar cells used in such simulators shall be packaged in the same way as the test 
specimens, such that the change in irradiance caused by the multiple reflections is the same for both the AM0 
standard solar cell and the specimen. AM0 standard solar cells used for measurement in a simulator are 
designed to render insignificant any error from multi-reflected light may be in the unpackaged state on a 
temperature controlled block. Alternatively, the requirements given for AM0 standard solar cells designed for 
use in extraterrestrial sunlight may be followed. 
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Dimensions in millimetres 

 

 

Item List 

Item number Description 

1 Current terminal (negative) 

2 Potential terminal (negative) 

3 Potential terminal (positive) 

4 Jumper wire 

5 Current terminal (positive) (0,1 A rating) 

Figure 2 — JPL balloon flight module 
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Item List 

Item number Description 

1 Solar cell 

2 Printed circuit 

3 Resistor 

4 Connectors 

5 Si solar cell 

6 GaAs solar cell 

Figure 3 — CNES balloon flight module 

6.9.3 Single cell package 

If a single cell package is used, the following recommendations apply. 

a) The field of view should be at least 160°. 

b) All surfaces in the package within the cell's field of view should be non-reflective, with an absorption of at 
least 0,95 in the cell's wavelength response band. 

c) The material used for bonding the cell to the holder should not be degraded electrically and optically. Its 
physical characteristics should remain stable over the entire period of intended use. 

d) A protective window should be used. If the cell is to be calibrated or used in total sunlight, the space 
between the window and the cell should be filled with a stable, transparent encapsulant. The reflectance 
of the encapsulant shall be similar (within 10 %) to that of the window to minimize errors caused by the 
internal reflection of light at high angles of incidence. The transparency, continuity and adhesion of the 
encapsulant should not be adversely affected by ultraviolet light and operation temperature. 

6.10 Care of AM0 standard solar cells 

All standard solar cells shall be kept at temperatures below 50 °C during operation and storage. The standard 
cells should be kept in the dark during extended storage periods. 
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The window of a packaged AM0 standard solar cell shall be kept clean and scratch free. Unpackaged AM0 
standard solar cells shall be preserved from damage, contamination and degradation. The calibration of AM0 
standard solar cells in frequent use shall be cross-checked at intervals of no more than one month by 
comparing their short-circuit currents under the same irradiance. If there is any change in the current ratios 
beyond ± 1 %, the cells should be recalibrated. All AM0 standard solar cells shall be reevaluated periodically 
to check for degradation. 

6.11 Calibration of AM0 standard solar cells 

The calibration methods of AM0 standard solar cells should be in accordance with Clause 8. The calibration 
methods and their execution shall have an uncertainty within ± 1 %. The method for determining the 
uncertainty is given in Annex E. 

7 Requirements for AM0 solar spectral irradiance 

7.1 General 

This International Standard specifies the AM0 reference extraterrestrial solar spectral irradiance. 

7.2 AM0 solar spectral irradiance 

The AM0 reference solar spectral irradiance for the purpose of this International Standard is illustrated in 
Figure 4. The data from which this curve is drawn are presented in Annex F. This is total sunlight, 
corresponding to an irradiance of 1 367 W⋅m−2 (solar constant) at AM0, on a plane surface under zero 
incidence. 

8 Calibration for AM0 standard solar cells 

8.1 General 

This document describes the calibration methods of AM0 standard solar cells. The existing procedures on 
which these methods are based are claimed by the originators to give results repeatable to within a standard 
deviation of ± 1 %, if carried out by a competent agency, with no change of equipment. 

The calibration methods for AM0 standard solar cell are as follows (see Figure 5). 
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X Wavelength 
Y Solar spectral irradiance (W⋅m−2⋅m−1) 

1 WRC Spectrum 

Figure 4 — AM0 solar spectral irradiance (a part of distribution) 
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Figure 5 — Calibration methods for (primary) AM0 standard cell 

8.2 Extraterrestrial AM0 standard solar cell 

a) High altitude balloon flight calibration method 

b) High altitude aircraft calibration method 

8.3 Synthetic AM0 standard solar cell 

a) Global sunlight calibration method 

b) Direct normal sunlight calibration method 

c) Solar simulator calibration method 

d) Differential spectral response calibration method (if applicable) 

8.4 Calibration methods of extraterrestrial AM0 standard solar cell 

8.4.1 High altitude balloon flight calibration method (JPL) 

8.4.1.1 Description 

The purpose of the high altitude solar cell calibration program is to produce an extraterrestrial AM0 standard 
solar cell that can be used for accurately setting solar simulator intensities. The concept is to fly solar cells on 
a high altitude balloon, to measure their output at altitudes at or above 36 km, to recover the cells and to use 
them as reference standards. The calibrated standard solar cell is placed in the solar simulator beam, and the 
beam intensity is adjusted until the standard solar cell reads the same as it read on the balloon. As long as the 
reference cell has the same spectral response as the cells or panels to be measured, this is a very accurate 
method of setting the intensity, even though the irradiance of the solar simulator is not an exact match to that 
of the sun. But as solar cell technology changes, the spectral response of the solar cells changes also, and 
reference standards that use the new technology must be built and calibrated. 
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JPL has been flying calibration standards on high altitude balloons since 1963 and continues to organize a 
calibration balloon flight at least once a year. Up to 39 solar cells can be accommodated on each flight. Full 
current-voltage curves may be measured on 19 cells, and 30 cells with fixed loads may be measured. The 
data is corrected to 28 °C and 1 AU (1,496 × 108 km). The calibrated cells are returned to the participants for 
use as reference standards. 

NOTE Cell temperature of 28 °C only applies to 8.4.1. 

8.4.1.2 Principle 

The basic principle of the calibration is to measure the short-circuit current (Isc) of each flight cell since Isc is 
directly proportional to the incident light intensity. In practice, each calibration solar cell is shunted with a load 
resistor which establishes an operating point near Isc. In addition, the load resistors are chosen so that their 
output voltage will be less than 100 mV during the flight. The resistors used for loading the cells are highly 
stable wire wound precision resistors with temperature coefficients of 2⋅10−5⋅°C−1. The cells connected for full 
current-voltage curve measurement do not have load resistors. The cells are exposed to direct extraterrestrial 
sunlight while they are carried on the high altitude balloon. A solar tracker is used to constantly align the solar 
cells normal to the sun. The tracker assembly is mounted on the apex of the balloon in order to avoid 
reflections and/or shadowing from the balloon or from any part of the structure hanging below the balloon. If 
the sun pointing is precise, there are only two corrections that must be made to convert the on-board voltage 
measurements to the standard condition. One correction is for the earth-sun distance at the time of the flight, 
and the other is a temperature correction to the standard temperature of 28 °C. 

8.4.1.3 Apparatus 

See Figure 6.The main components of the balloon flight system are the following. 

a) The apex-mounted hoop assembly that contains the experimental package, the data encoder, the 
recovery system and the camera. 

b) The balloon. 

c) The lower payload that contains the telemetry, command receiver, and power systems. 

The following apparatus is required: 

a) Main balloon. This balloon is made of polyethylene film 20 µm thick, has a volume of 98 000 m3 and 
weighs 319 kg. 

b) Small balloon. This balloon has a volume of 82 m3 and weighs 4,3 kg. 

c) Top payload. The following top payload is mounted to the aluminum hoop assembly. 

1) Solar tracker 

2) Sun angle sensor 

3) Voltage reference (calibration) box 

4) Data acquisition system 

5) Single-frame movie camera 

6) Clock 

7) Descent parachute 

8) Battery power supply for the tracker and data acquisition system 

9) Tracking beacon 
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d) Bottom payload. The bottom payload is furnished by the National Scientific Balloon Facility (NSBF) and 
consists of the following. 

1) Battery power supply 

2) Ballast module for balloon altitude control 

3) An electronics module known as the Consolidated Instrument Package (CIP) 

4) GPS receivers 

5) Transponder 

6) Descent parachute 

e) Solar cell modules mounted on the tracker solar panel. 

f) Ground support equipment is furnished by the NSBF and consists of the following. 

1) Telemetry receiving and recording system 

2) GPS receiver 

3) Computer systems for monitoring balloon position, altitude and status 

4) Launch vehicles 

5) Chase and recovery vehicles 

6) Airplane for tracking, chase and recovery 
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Item List 

Item number Description 

1 Solar panel 

2 Solar tracker 

3 Hoop assembly and parachute 

4 Balloons 

5 Bottom parachute 

6 Instrument package 

Figure 6 — JPL high altitude balloon flight calibration 
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8.4.1.4 Environmental conditions 

The National Scientific Balloon Facility (NSBF) was established in 1963 at Palestine, Texas. The Physical 
Science Laboratory (PSL) of New Mexico State University operates this facility under the sponsorship of the 
National Aeronautics and Space Administration (NASA). This location was chosen because it has favourable 
weather conditions for balloon launching and a large number of clear days with light surface winds. The high 
altitude winds in this part of the country take the balloons over sparsely populated areas so the descending 
payloads are unlikely to cause damage to people or property. 

The JPL calibration flights have been flown from the Palestine facility since 1973. The flights are scheduled to 
fly in the June-to-September time period since the sun is high in the sky at that time of year and the sunlight 
passes through a minimum depth of atmosphere before reaching the solar cell modules. In order to maintain a 
minimum amount of atmosphere between the sun and the solar cells, the calibrations are carried out at 
altitude higher than 35 km. 

8.4.1.5 Test procedure 

Before the flight, the data acquisition system is calibrated by placing a sequence of input voltages into the 
appropriate input terminals of the DAQ and measuring the corresponding output (in both voltage and data 
word). A least-squares fit to the measurements is calculated to establish the gain and offset of the DAQ 
amplifier. This procedure is performed separately for (1) the fixed-load cell amplifier, (2) the voltage amplifier 
used in measuring current-voltage characteristics and (3) the current amplifier used in measuring the current-
voltage characteristics. 

The cell temperatures during the flight are measured by reading the resistance of several platinum resistance 
thermometers (RTDs) embedded in several of the light cell modules. A calibration of the amplifiers used to 
measure these RTDs is also performed before the flight. 

The calibrations described above are performed at room temperature. The temperature stability of the DAQs 
is measured before flight by placing the DAQs in a temperature controlled oven. 

An environmental test of the entire solar cell tracking and data acquisition system is performed before each 
flight. In this test, the solar panel is fully populated with modules for the flight. The system is placed in a 
thermal vacuum chamber and powered on. The chamber is evacuated to a pressure corresponding to the 
expected float altitude of the flight (at 36,6 km the air pressure is 500 Pa). The operation of the DAQs is 
monitored at temperatures between − 50 °C and + 50 °C. During this time, the operation of the tracker is 
monitored to assure that it is not adversely affected by temperature. 

During the flight, the data is telemetered to the ground station at the NSBF. The solar cell calibration data is 
sent to a computer dedicated to the real-time display and storage of the solar cell data. Data is accumulated 
for at least 30 m within 1 h of local solar noon. 

At the end of the flight, the solar tracker assembly is separated from the balloon system and allowed to 
descend by parachute. 

Computer analysis of the stored data is performed after the flight. The analysis program corrects the fixed-
load cell data for temperature and sun-earth distance according to the following formula: 

V28,1 = VT,R(R2) − A⋅T(T − 28) 

where 

VT,R is the measured module output voltage at temperature T and distance R; 

R is the sun-earth distance (AU); 

A is the module output temperature coefficient; and 

T is the module temperature (°C). 
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A slightly different procedure is used for the cells producing current-voltage curves. The correction shown 
above is made for all measured cell current values, using temperature coefficients (A) appropriate for Isc. The 
voltages are corrected, utilizing temperature coefficients appropriate for Voc. This correction used the above 
formula also, but the factor for sun-earth distance is not used. The voltage correction is applied to all 
measured cell voltage values. 

8.4.2 High altitude balloon flight calibration method (CNES method) 

8.4.2.1 Description 

Since 1975, CNES (French National Space Research Centre) has been involved in the calibration of space 
solar cells by producing AM0 standard solar cells. Calibrations are performed on board stratospheric balloons 
flying at high altitudes (36 ± 2 km) where the solar spectral irradiance is very close to AM0. The cells 
calibrated in this way can subsequently be used as standard solar cell in various laboratory tasks for solar cell 
characterization by sun simulators. A standard solar cell must be used to adjust and measure the simulated 
illumination energy. The spectral response of this cell shall be as close as possible to that of the specimen to 
be measured using the simulator. CNES is the only laboratory in Europe carrying out calibration of this type 
above the atmosphere, with a flight planned every year. 

Size increases, changes in solar cell technology (GaAs/Ge, tandem, tri-junction, etc.) and the impossibility of 
carrying out tests on the ground led to modification of the electronics of the 1996 flight, thus preparing 
tomorrow's technologies. This now allows measurement with high accuracy the I = f(V) curves for 28 modules, 
at temperatures between −20 °C and 30 °C and with a programmed temperature step (1 °C to 10 °C). 

8.4.2.2 Principle 

An electronics payload is carried on-board the balloon's gondola, allowing the characteristic current-voltage 
relationship I = f(V) to be recorded as a function of temperature, under real illumination AM0, with corrections 
made for the following: 

Kn Residual atmosphere at the balloon's altitude (see 8.4.2.8), 

Ks Variation of illumination caused by the varying earth-sun distance over the year (see 8.4.2.8). 

Two supply voltages are connected to the cell during the measurements. One is negative and fixed, the other 
is positive and can be programmed from 0 to 5 V with a resolution of 1,22 mV. The direct characteristic is 
obtained by polarizing the cell with a programmed supply voltage. The cell voltage decreases from Voc (open 
circuit voltage) to 0 while Ic (cell current) increases from 0 to Isc (short-circuit current). Ic and Vc (cell voltage) 
are measured after each programmed supply voltage. Up to 92 values of Ic and Vc can be measured for each 
curve. Each cell may be represented by the equivalent diagram shown in Figure 7, with the following notation: 

Vca Backward feed voltage 

RL Load resistance 

Vp Polarization voltage 

Vr Resistance voltage 

Vc Cell voltage 

The solar cell unit contains a high precision (0,1 %), high temperature stability (2 × 10−5) resistor, with a low 
resistance in order to allow the cell to operate at close to its short-circuit current. The in-flight measurement is 
written: 

Vp = Vr − Vc + Vca   (see 8.4.2.8). 
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Figure 7 — Electrical diagram 

8.4.2.3 Test procedure 

8.4.2.3.1 Ground measurements 

a) Validation of electrical parameters under permanent simulator or flasher illumination 

b) Calibration of thermocouple and other detectors with respect to temperature 

c) Laboratory determination of Voc and Vr = f (T) by using the flight electronics system 

d) Determination of the spectral response of the cells 

8.4.2.3.2 Flight measurements 

The characteristic curves are obtained by (see Figure 8): 

a) Determining Vp0 = Vca − Voc 

b) Determining Vpf = Vca + Vr max 

c) Calculating the voltage step of the variable power supply: pf p0step =
92

V V−
 

d) Determining the characteristic curve by varying the voltage between Vpf and Vp0 in 92 points. 

e) Measuring the initial and final temperatures: 

where 

Vp0 is the initial polarization voltage; 

Vpf is the final polarization voltage; and 

Voc is the open circuit voltage. 

All measurements are recorded in E2EPROM memory. Flight data storage is also available. CNES can 
provide either unprocessed or mathematically processed data. All processing is carried out at the CNES 
computing centre in Toulouse, France. 

NOTE Vr max is set to 2 volts; it depends on the measuring resistance and on the characteristic I = f(V) of the solar 
cell. 
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