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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards bodies
(ISO member bodies). The work of preparing International Standards is normally carried out through ISO
technical committees. Each member body interested in a subject for which a technical committee has been
established has the right to be represented on that committee. International organizations, governmental and
non-governmental, in liaison with ISO, also take part in the work. ISO collaborates closely with the
International Electrotechnical Commission (IEC) on all matters of electrotechnical standardization.

International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 2.
The main task of technical committees is to prepare International Standards. Draft International Standards
adopted by the technical committees are circulated to the member bodies for voting. Publication as an

International Standard requires approval by at least 75 % of the member bodies casting a vote.

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent
rights. ISO shall not be held responsible for identifying any or all such patent rights.

ISO 15407-2 was prepared by Technical Committee ISO/TC 131, Fluid power systems, Subcommittee SC 5,
Control products and components.

ISO 15407 consists of the following parts, under the general title Pneumatic fluid power — Five-port
directional control valves, sizes 18 mm and 26 mm:

— Part 1: Mounting interface surfaces without electrical connector

— Part 2: Mounting interface surfaces with optional electrical connector
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Introduction

In pneumatic fluid power systems, power is transmitted and controlled through gas under pressure within a
circuit.

The various devices for gas distribution and control can be either mounted directly on to the piping, or
mounted on interface surfaces, allowing quicker dismantling and promoting equipment interchangeability.

Pneumatic directional control valves of the five-port type, as used on mounting interface surfaces complying
with the requirements of this part of ISO 15407, control the flow of compressed gas. When the valve is
electrically operated, it may be desirable to use an electrical connector at the interface of the valve body and
base. Users of pneumatic valves benefit when this electrical connector is standardized, allowing easy
electrical connection interchangeability between valves produced by different manufacturers.

Standardization of port and orifice identification, the result of control-mechanism actuation and a system of
dimensional tolerances are provided to enhance mounting interchangeability of pneumatic control valves used
on the mounting surfaces complying with the requirements of this part of ISO 15407.
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INTERNATIONAL STANDARD ISO 15407-2:2003(E)

Pneumatic fluid power — Five-port directional control valves,
sizes 18 mm and 26 mm —

Part 2:
Mounting interface surfaces with optional electrical connector

1 Scope

This part of ISO 15407 specifies the following requirements for a mounting interface and electrical connector
for five-port pneumatic directional control valves, sizes 18 mm and 26 mm, for use at a maximum rated
pressure of 1,6 MPa [16 bar!)]:

— dimensions and tolerances of the interface features;

— port identification;

— identification of the result of control-mechanism actuation;

— dimensions, tolerances and specifications for optional interface electrical connector mateability.

It is not applicable to the functional characteristics of interfaces.

NOTE The requirements for mounting interfaces of five-port directional control valves, sizes 18 mm and 26 mm,
without electrical connector are specified in ISO 15407-1.

2 Normative references

The following referenced documents are indispensable for the application of this document. For dated
references, only the edition cited applies. For undated references, the latest edition of the referenced
document (including any amendments) applies.

ISO 1101:—2), Geometrical Product Specifications (GPS) — Geometrical tolerancing — Tolerances of form,
orientation, location and run-out

ISO 1302, Geometrical Product Specifications (GPS) — Indication of surface texture in technical product
documentation

ISO 4287, Geometrical Product Specifications (GPS) — Surface texture: Profile method — Terms, definitions
and surface texture parameters

ISO 4288, Geometrical Product Specifications (GPS)— Surface texture: Profile method — Rules and
procedures for the assessment of surface texture

1) 1bar=0,1 MPa=10%Pa; 1 Pa=1N/m?2
2) To be published. (Revision of ISO 1101:1983)
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