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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards bodies
(ISO member bodies). The work of preparing International Standards is normally carried out through ISO
technical committees. Each member body interested in a subject for which a technical committee has been
established has the right to be represented on that committee. International organizations, governmental and
non-governmental, in liaison with ISO, also take part in the work. ISO collaborates closely with the
International Electrotechnical Commission (IEC) on all matters of electrotechnical standardization.

International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 2.

The main task of technical committees is to prepare International Standards. Draft International Standards
adopted by the technical committees are circulated to the member bodies for voting. Publication as an
International Standard requires approval by at least 75 % of the member bodies casting a vote.

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent
rights. ISO shall not be held responsible for identifying any or all such patent rights.

ISO 15439-1 was prepared by Technical Committee ISO/TC 138, Plastics pipes, fittings and valves for the
transport of fluids, Subcommittee SC 4, Plastics pipes and fittings for the supply of gaseous fuels.

ISO 15439 consists of the following parts, under the general title Plastics piping systems for the supply of
gaseous fuels for maximum operating pressure up to and including 0,4 MPa (4 bar) — Polyamide (PA):

— Part 1: General
— Part 2: Pipes

— Part 3: Fittings

Documents

Document Sharing Hub
© 1SO 2007 — All rights reserved

Copyright International Organization for Standardization
Provided by IHS under license with ISO
No reproduction or networking permitted without license from IHS Not for Resale

Full document details: ISO 15439-1-2007


http://avadocuments2026.com/doc/iso-15439-1-2007
http://avadocuments2026.com/doc/iso-15439-1-2007

ISO 15439-1:2007(E)

Introduction

A list of standards related to polyamide pipes and fittings for the supply of gas is given in the Bibliography.
See [1] to [8].
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INTERNATIONAL STANDARD ISO 15439-1:2007(E)

Plastics piping systems for the supply of gaseous fuels
for maximum operating pressure up to and including 0,4 MPa
(4 bar) — Polyamide (PA) —

Part 1:
General

1 Scope

This part of ISO 15439 specifies the general properties of polyamide (PA) compounds for the manufacturing of
pipes, fittings and valves made from such compounds, intended to be buried and used for the supply of
gaseous fuels for maximum operating pressure up to and including 4 bar.

It also specifies the test parameters for the test methods to which it refers.

This part of ISO 15439 specifies a calculation and design scheme on which the maximum operating pressure
(MOP) of piping systems is based. ‘

2 Normative references

The following referenced documents are indispensable for the application of this document. For dated
references, only the edition cited applies. For undated references, the latest edition of the referenced
document (including any amendments) applies.

ISO 179-1:2000, Plastics — Determination of Charpy impact properties — Part 1: Non-instrumented impact
test

ISO 291, Plastics — Standard atmospheres for conditioning and testing

ISO 307, Plastics — Polyamides — Determination of viscosity number

ISO 472, Plastics — Vocabulary

ISO 527-1, Plastics — Determination of tensile properties — Part 1: General principles

ISO 527-2, Plastics — Determination of tensile properties — Part 2: Test conditions for moulding and
extrusion plastics

ISO 1043-1, Plastics — Symbols and abbreviated terms — Part 1: Basic polymers and their special
characteristics

ISO 1167-1, Thermoplastics pipes, fittings and assemblies for the conveyance of fluids — Determination of
the resistance to internal pressure — Part 1: General method

ISO 1167-2, Thermoplastics pipes, fittings and assemblies for the conveyance of fluids — Determination of
the resistance to internal pressure — Part 2: Preparation of pipe test pieces

Documents

Document Sharing Hub

A1aA AR Al
Copyright International Organization for Standardization ghtS reserved 1
Provided by IHS under license with ISO
No reproduction or networking permitted without license from IHS Not for Resale

Full document details: ISO 15439-1-2007


http://avadocuments2026.com/doc/iso-15439-1-2007
http://avadocuments2026.com/doc/iso-15439-1-2007

ISO 15439-1:2007(E)

ISO 1167-4, Thermoplastics pipes, fittings and assemblies for the conveyance of fluids — Determination of
the resistance to internal pressure — Part 4: Preparation of assemblies

ISO 1183-1, Plastics — Methods for determining the density of non-cellular plastics — Part 1: Immersion
method, liquid pyknometer method and titration method

ISO 1183-2, Plastics — Methods for determining the density of non-cellular plastics — Part 2: Density gradient
column method

ISO 1874-1, Plastics — Polyamide (PA) moulding and extrusion materials — Part 1: Designation

ISO 1874-2, Plastics — Polyamide (PA) moulding and extrusion materials — Part 2: Preparation of test
specimens and determination of properties

ISO 2505, Thermoplastics pipes — Longitudinal reversion — Test method and parameters
ISO 6259-1, Thermoplastics pipes — Determination of tensile properties — Part 1: General test method
ISO 6259-3, Thermoplastics pipes — Determination of tensile properties — Part 3: Polyolefin pipes

ISO 6964, Polyolefin pipes and fittings — Determination of carbon black content by calcination and
pyrolysis — Test method and basic specification

ISO 9080, Plastics piping and ducting systems — Determination of the long-term hydrostatic strength of
thermoplastics materials in pipe form by extrapolation

ISO 12162:1995, Thermoplastics materials for pipes and fittings for pressure applications — Classification and
designation — Overall service (design) coefficient

ISO 13477, Thermoplastics pipes for the conveyance of fluids — Determination of resistance to rapid crack
propagation (RCP) — Small-scale steady-state test (S4 test)

ISO 13478:1997, Thermoplastics pipes for the conveyance of fluids — Determination of resistance to rapid
crack propagation (RCP) — Full scale test (FST)

ISO 13480, Polyethylene pipes — Resistance to slow crack growth — Cone test method
ISO 15512:—1"), Plastics — Determination of water content

ISO 16871, Plastics piping and ducting systems — Plastics pipes and fittings — Method for exposure to direct
(natural) weathering

3 Terms and definitions

For the purposes of this document, the terms and definitions given in ISO 472, 1ISO 1043-1 and 1SO 1874-1
and the following apply.

3.1 Geometrical definitions

NOTE The symbols d, and e correspond to d,, and e, given in other International Standards such as ISO 11922-119],

1) To be published. (Revision of ISO 15512:1999)
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3.1.1

nominal outside diameter

dn

specified outside diameter of a component, identical to the minimum mean outside diameter, dgp, min, i
millimetres

NOTE The nominal inside diameter of a socket is equal to the nominal outside diameter of the corresponding pipe.

3.1.2

outside diameter at any point
de

outside diameter measured through the cross-section at any point on a pipe, or the spigot end of a fitting,

rounded up to the nearest 0,1 mm

313

mean outside diameter
dem

measured length of the outer circumference of a pipe, or the spigot end of a fitting, divided by = (~ 3,142),

rounded up to the nearest 0,1 mm

314

minimum mean outside diameter
de.mlmin . . . g . . .
minimum value for the mean outside diameter as specified for a given nominal size

3.1.5

maximum mean outside diameter
demv'.“ax . : e : : .
maximum value for the mean outside diameter as specified for a given nominal size

3.1.6

out-of-roundness

difference between the measured maximum outside diameter and the measured minimum outside diameter in
the same cross-sectional plane of a pipe, or the spigot end of a fitting, or the difference between the measured
maximum inside diameter and the measured minimum inside diameter in the same cross-sectional plane of a
socket

3.1.7

nominal wall thickness

n

wall thickness, in millimetres, corresponding to the minimum wall thickness, e,

3.1.8

wall thickness at any point

e

measured wall thickness at any point around the circumference of a component, rounded up to the nearest
0,05 mm

3.1.9

minimum wall thickness at any point

€min

minimum value for the wall thickness at any point around the circumference of a component, as specified

3.1.10

standard dimension ratio

SDR

ratio of the nominal outside diameter, d,,, of a pipe to its nominal wall thickness, e,
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