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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards bodies
(ISO member bodies). The work of preparing International Standards is normally carried out through 1SO technical
committees. Each member body interested in a subject for which a technical committee has been established has
the right to be represented on that committee. International organizations, governmental and non-governmental, in
liaison with ISO, also take part in the work. ISO collaborates closely with the International Electrotechnical
Commission (IEC) on all matters of electrotechnical standardization.

Draft International Standards adopted by the technical committees are circulated to the member bodies for voting.
Publication as an International Standard requires approval by at least 75 % of the member bodies casting a vote.

International Standard ISO 15555 was prepared by the American Society for Testing and Materials (ASTM)
Subcommittee E10.01 (as E 1205-93) and was adopted, under a special “fast-track procedure”, by Technical
Committee ISO/TC 85, Nuclear energy, in parallel with its approval by the ISO member bodies.

A new ISO/TC 85 Working Group WG 3, High-level dosimetry for radiation processing, was formed to review the
voting comments from the ISO “Fast-track procedure” and to maintain these standards. The USA holds the
convenership of this working group.

International Standard 1ISO 15555 is one of 20 standards developed and published by ASTM. The 20 fast-tracked
standards and their associated ASTM designations are listed below:

1ISO Designation ASTM Designation Title

15554 E 1204-93 Practice for dosimetry in gamma irradiation facilities for food
processing

15555 E 1205-93 Practice for use of a ceric-cerous sulfate dosimetry system

15556 E 1261-94 Guide for selection and calibration of dosimetry systems for
radiation processing

15557 E 1275-93 Practice for use of a radiochromic film dosimetry system

15558 E 1276-96 Practice for use of a polymethylmethacrylate dosimetry system

15559 E 1310-94 Practice for use of a radiochromic optical waveguide dosimetry
system

15560 E 1400-95a Practice for characterization and performance of a high-dose
radiation dosimetry calibration laboratory

15561 E 1401-96 Practice for use of a dichromate dosimetry system
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15562 E 1431-91 Practice for dosimetry in electron and bremsstrahlung irradiation
facilities for food processing

15563 E 1538-93 Practice for use of the ethanol-chlorobenzene dosimetry system

15564 E 1539-93 Guide for use of radiation-sensitive indicators

15565 E 1540-93 Practice for use of a radiochromic liquid dosimetry system

15566 E 1607-94 Practice for use of the alanine-EPR dosimetry system

15567 E 1608-94 Practice for dosimetry in an X-ray (bremsstrahlung) facility for
radiation processing

15568 E 1631-96 Practice for use of calorimetric dosimetry systems for electron
beam dose measurements and dosimeter calibrations

15569 E 1649-94 Practice for dosimetry in an electron-beam facility for radiation
processing at energies between 300 keV and 25 MeV

15570 E 1650-94 Practice for use of cellulose acetate dosimetry system

15571 E 1702-95 Practice for dosimetry in a gamma irradiation facility for radiation
processing

15572 E 1707-95 Guide for estimating uncertainties in dosimetry for radiation
processing

15573 E 1818-96 Practice for dosimetry in an electron-beam facility for radiation

processing at energies between 80 keV and 300 keV
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q r) Designation: E 1205 - 93

Standard Practice for

ISO 15555:1998(E)

AMERICAN SOCIETY FOR TESTING AND MATERIALS
1916 Race St. Phlladelphla Pa 19103

ncpumeu from the Annuai Book of ASTM Standards. Copyright ASTM
it not iisted in the current combined index, will appear in the next edition.
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This standard is issued under the fixed desxgnauon E 1205; the number immediately following the designation indicates the year of
original adoption or, m thc case of rcvxsxon, the year of last revision. A number in parentheses indicates the year of last reapproval. A

st PR RN

mpcrscnpt :‘:pSuOﬁ \q indicaies an editorial cnange since the last revision c7 mapproval

Note—Sections 8 and 10, with regard to low range dosimeters, are currently being reballoted by the subcommittee.

1. Scope

1.1 This practice covers the preparation, testing, and
procedure for using the ceric-cerous sulfate dosimetry system
to measure absorbed dose in water when exposed to ionizing
radiation. For simplicity, the system will be referred to as the
ceric-cerous system. It is classified as a reference standard
dosimetry system (see Guide E 1261).

1.2 This practice describes both the spectrophotometric
and the potentiometric readout procedures for the ceric-
cerous systems.

1.3 This practice applies only to y rays, X-rays, and high
energy electrons.

1.4 This practice applies provided the following are satis-

fied:
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VoL UV

and 5 x 10* Gy (1).2
1.4.2 The absorbed-dose rate shall be less than 10 Gy,
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1.4.3 For radionuclide gamma-ray sources, the initial
photon energy shall be greater than 0.6 MeV. For
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* This praciice is under the Junsaxcuon of ASTM Committee E-10 on Nuclear
Technology and Applications and is the direct responsibility of Subcommittee

sponsib beo
E10.0! on Dcs:mctry for Radiation Process

Current edition approved Apnl 15, 1993 Published June 1993.

published as E 1205 - 88. Last previous edition E 1205 ~ 88.

2 The boldface numbers in parcntheses refer to the list ol

1o this test method.
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C912 Practice for Designing a Process for Cleaning
Technical Glasses?

D941 Test Method for Density and Relative Density
(Specific Gravity) of Liquids by Lipkin Bicapillary

Pycnometer?
D 1193 Specification for Ppaapnf Waters

E 170 Termmology Relatmg to Radiation Measurements
and Dosimetry®

E 178 Practice for Dealing with Outlying Observations’

E 275 Practice for Describing and Measuring Performance
of Ultraviolet, Visible, and Near Infrared
Spectrophotometers®

E 666 Practice for Calculating Absorbed Dose from
Gamma or X Radiation®

E 668 Practice for Application of Thermoluminescence-
Dosnnetry (TLD) Systems for Determining Absorbe
Dose in Radiation-Hardness Testing of Electronic

Devices®

E 925 Practice for the Periodic Calibration of Narrow
Band-Pass Spectrophotometers®

E 958 Practice for Measuring Practice Spectral Bandwidth
of Ultraviolet-Visible Spectrophotometers?

E 1026 Practice for Using the Fricke Reference Standard
Dosimetry System®

E 1261 Guide for Selection and Application of Dosimetry
Systems for Radiation Processing of FoodS

E 1400 Practice for Characterization and Performance of a
High-Dose Gamma Radiation Dosimetry Calibration
Laboratory®
1401 Practice for Use of a Dichromate Dosimetry
System®

2.2 International Commission on Radiation Units and

Measurements (ICRU) Reports:

ICRU Report 10b—Physical Aspects of Irradiation®

ICRU Report 14—Radiation Dosimetry: X-Rays and
Gamma Rays with Maximum Photon Energies Between
0.6 and 60 Me‘v’9

ICRU Report 33—Radiation Quantities and Units®

ICRU Report 34—The Dosimetry of Pulsed Radiation®

ICRU Report 35—Radiation Dosimetry: Electrons with
Initial Energies Between 1 and 50 MeV?®

3 Aseseesn ] Danle A AOTAL Os T __ 1 V-

Annkal DOOK g Ao 1 v vianaaras, Vol 15.02.

* Annual Book of ASTM Standards, Vol 05.01.
S Annual Book of ASTM Standards, Vol 1101,

¢ Annual Book of ASTM Siandards, Voi 12.02.
7 Annual Book of ASTM Standards, Vol 14,02,

* Annual Book of ASTM Standards, Vol 14.01.

% Avaiiabie from international Commission on Radiation Units and Measure-
ments, 7910 Woodmont Ave., Suite 800, Rethesda, MD 20814, -
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