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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards bodies (ISO
member bodies). The work of preparing International Standards is normally carried out through ISO technical
committees. Each member body interested in a subject for which a technical committee has been established has
the right to be represented on that committee. International organizations, governmental and non-governmental, in
liaison with 1SO, also take part in the work. ISO collaborates closely with the International Electrotechnical
Commission (IEC) on all matters of electrotechnical standardization.

Internvétional Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 3.

Draft 1,nternationa| Standards adopted by the technical committees are circulated to the member bodies for voting.
Publication as an International Standard requires approval by at least 75 % of the member bodies casting a vote.

Attention is drawn to the possibility that some of the elements of this International Standard may be the subject of
patent rights. ISO shall not be held responsible for identifying any or all such patent rights.

International Standard ISO 15579 was prepared by Technical Committee ISO/TC 164, Mechanical testing of
materials, Subcommittee SC 1, Uniaxial testing.

Annex A of this International Standard is for information only.
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Introduction

It was decided, at the ISO/TC 164/SC 1 meeting of 29th February and 1st March 1996, to define test rate by the
strain rate of the parallel length of the test piece. The values taken into account correspond to testing steel
products. If this International Standard is used for testing non-ferrous metallic materials, it should be verified that

the test and rate values apply.
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INTERNATIONAL STANDARD ISO 15579:2000(E)

Metallic materials — Tensile testing at low temperature

1 Scope

This International Standard specifies the method of tensile testing of metallic materials at temperatures between
+ 10 °C and — 196 °C and defines the mechanical properties which can be determined.

2 Normative references

The following normative documents contain provisions which, through reference in this text, constitute provisions of
this International Standard. For dated references, subsequent amendments to, or revisions of, any of these
publications do not apply. However, parties to agreements based on this International Standard are encouraged to
investigate the possibility of applying the most recent editions of the normative documents indicated below. For
undated references, the latest edition of the normative document referred to applies. Members of ISO and IEC
maintain registers of currently valid International Standards.

ISO 7500-1, Metallic materials — Verification of static uniaxial testing machines — Part 1: Tension/compression
testing machines — Verification and calibration of the force measuring system.

ISO 9513, Metallic materials — Calibration of extensometers used in uniaxial testing.

3 Terms and definitions
For the purposes of this International Standard, the following terms and definitions apply.

3.1
gauge length
L

length of the cylindrical or prismatic portion of the test piece on which elongation shall be measured

NOTE In particular, a distinction is made between the lengths defined in 3.1.1 and 3.1.2.
3.1.1

original gauge length

L

(0]
gauge length before application of force measured at ambient temperature

3.1.2

final gauge length

LU

gauge length after fracture of the test piece (see 9.3) measured at ambient temperature

3.2
parallel length

Lo

length of the parallel portion of the reduced section of the test piece
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