Z3DO

INTERNATIONAL ISO
STANDARD 1562

Fourth edition
2004-05-01

Dentistry — Casting gold alloys

Art dentaire — Alliages d'or a couler

—_— Reference number
= — ISO 1562:2004(E)

EISO: Documents

=\ f— Document Sharing Hub
© S0 2004

opyright International Organization for Standardization
eproduced by IHS under license with ISO
o reproduction or networking permitted without license from IHS Not for Resale

0
ull document details: ISO 1562-2004


http://www.avadocuments.com/doc/iso-1562-2004
http://www.avadocuments.com/doc/iso-1562-2004

ISO 1562:2004(E)

PDF disclaimer

This PDF file may contain embedded typefaces. In accordance with Adobe's licensing policy, this file may be printed or viewed but
shall not be edited unless the typefaces which are embedded are licensed to and installed on the computer performing the editing. In
downloading this file, parties accept therein the responsibility of not infringing Adobe's licensing policy. The ISO Central Secretariat
accepts no liability in this area.

Adobe is a trademark of Adobe Systems Incorporated.

Details of the software products used to create this PDF file can be found in the General Info relative to the file; the PDF-creation
parameters were optimized for printing. Every care has been taken to ensure that the file is suitable for use by ISO member bodies. In
the unlikely event that a problem relating to it is found, please inform the Central Secretariat at the address given below.

© 1S0O 2004

All rights reserved. Unless otherwise specified, no part of this publication may be reproduced or utilized in any form or by any means,
electronic or mechanical, including photocopying and microfilm, without permission in writing from either ISO at the address below or
ISO's member body in the country of the requester.

ISO copyright office
Case postale 56 « CH-1211 Geneva 20
Tel. +412274901 11
Fax +41 22749 09 47
E-mail copyright@iso.org
Web www.iso.org
Published in Switzerland

u Document Sharing Hub
Copyright International Organization for Standardization © ISO 2004 — All rlghtS reserved
Reproduced by IHS under license with ISO
No reproduction or networking permitted without license from IHS Not for Resale

Full document details: ISO 1562-2004


http://www.avadocuments.com/doc/iso-1562-2004
http://www.avadocuments.com/doc/iso-1562-2004

ISO 1562:2004(E)

Contents Page
e Y =31 0T (o [ iv
80 X 11 o3 4 o Y o v
1 ST o o -SSP SRR 1
2 NOIMALIVE FEfEIrENCES .....cceeeiiiiiiiiei i r s s e e e e e e s e s s s aa s e e e e s anaaaa e e e e e s nnnasass s s ereneennnnnnnsnnnens 1
3 Terms and defiNitioNS.........cciiieeiiiiiiiiii s e s s s e s e s s naasa reressnasa s s e e e e e ennnnnnan 1
4 {03 F= 133 1 o= 1 oY o N 2
5 LYo [ U= .4 L= o 2
5.1 {04 3 T=Y g T o= TR 2] 4 0] o Yo 23 11 T'o o F SRR 2
5.2 Biocompatibility .......ccccoiiiiiiiii i —————————— 2
5.3 Mechanical ProOPEIties ... e s s e mne e e e e e s s s s e mmn e e e e e s sa s mmeeesan s nnnnnns 2
5.4 D 1= 1= 1 3
55 (000 Y g o X=T oY o T (=] 153 =1 o < 3
5.6 B IE T LT T AT 15 - (o < 3
5.7 Electrochemical DERAVIOUL ... res s s rrsss e rema s s s ean s s rannssssennssssannsssarennssnsnen 3
5.8 1 L= 3 g T = 1T - 3
6 £ =T 0] o1 1T T PSSR 3
7 Preparation of test SPECIMENS.........coiiiiiiicccccrrr e e s s nmn e e e e nmnnns 3
71 €T =Y 1= - | S 3
7.2 Specimens for tensile teStiNg ... 4
8 =255 ' PPt 5
8.1 RV E=TU F= 1IN T2 T=3 o L= e 4o o 1N 5
8.2 Testing of proof strength of non-proportional extension and of percentage elongation
E2 L (=] 1= 13 101 (= 5
9 Information and INSTIUCLIONS .......coceuuiii i e rss s reess s res s s s rans s s rensssssennssssannssssesannssnsnen 5
9.1 ) {0 0 = LA oY o T 5
9.2 Processing iNSErUCHIONS ... ..o e e e s e e an e s e mnnns 6
9.3 [ P2 2= 1 e Lo 1B E== (=Y 3 ¢ 1= 1 6
10 1= T ] 6
10.1 Y | e PSPPSR 6
0T - T o - 6
Annex A (informative) Surface corrosion testing — Static immersion test ..........cccccmriiiiicciic e 7
Annex B (informative) Tarnish testing — Sodium sulfide test...........cccovomiiiiiic e s 9
Annex C (informative) Electrochemical testing — Potentiodynamic test............cccooemiiriiniiiciiiiicinee 11
LS T] 0T - o T/ 16
Documents

Document Sharing Hub
lii

A 16N AN A
Copyright International Organization for Standardization ghtS reserved

Reproduced by IHS under license with ISO

No reproduction or networking permitted without license from IHS Not for Resale

Full document details: ISO 1562-2004


http://www.avadocuments.com/doc/iso-1562-2004
http://www.avadocuments.com/doc/iso-1562-2004

ISO 1562:2004(E)

Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards bodies
(ISO member bodies). The work of preparing International Standards is normally carried out through ISO
technical committees. Each member body interested in a subject for which a technical committee has been
established has the right to be represented on that committee. International organizations, governmental and
non-governmental, in liaison with ISO, also take part in the work. ISO collaborates closely with the
International Electrotechnical Commission (IEC) on all matters of electrotechnical standardization.

International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 2.

The main task of technical committees is to prepare International Standards. Draft International Standards
adopted by the technical committees are circulated to the member bodies for voting. Publication as an
International Standard requires approval by at least 75 % of the member bodies casting a vote.

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent
rights. ISO shall not be held responsible for identifying any or all such patent rights.

ISO 1562 was prepared by Technical Committee ISO/TC 106, Dentistry, Subcommittee SC 2, Prosthodontic
materials.

This fourth edition cancels and replaces the third edition (ISO 1562:1993), which has been technically revised,
including the following changes:

a) bench-cooling replaces softening and hardening heat treatments of test specimens;
b) introduction of upper limits for beryllium and cadmium;

¢) introduction of electrochemical testing (potentiodynamic test).
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Introduction

Dental casting alloys with noble metal content of at least 25 % (mass fraction) but less than 75 % (mass
fraction) are addressed in ISO 8891.

Dental casting alloys intended solely as the substructure of a metal-ceramic dental restorative system and
also dual-purpose casting gold alloys having at least 75 % (mass fraction) noble metal content are addressed
in ISO 9693.
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INTERNATIONAL STANDARD ISO 1562:2004(E)

Dentistry — Casting gold alloys

1 Scope

This International Standard gives the classification of, and specifies requirements for, dental casting gold
* alloys with at least 60 % mass fraction of gold and at least 75 % mass fraction of gold plus specified platinum
© group metals (platinum, palladium, iridium, ruthenium and rhodium). Test methods are given for providing
- information on corrosion resistance, tarnish resistance and electrochemical behaviour.

" This International Standard is applicable to casting alloys suitable for the fabrication of dental restorations and
appliances without ceramic veneer.

2 Normative references

The following referenced documents are indispensable for the application of this document. For dated
references, only the edition cited applies. For undated references, the latest edition of the referenced
document (including any amendments) applies.

ISO 3585, Borosilicate glass 3.3 — Properties

ISO 3696:1987, Water for analytical laboratory use — Specification and test methods
ISO 6507-1, Metallic materials — Vickers hardness test — Part 1: Test method

ISO 6892, Metallic materials — Tensile testing at ambient temperature

ISO 9693, Metal-ceramic dental restorative systems

ISO 10271, Dental metallic materials — Corrosion test methods

3 Terms and definitions
For the purposes of this document, the following terms and definitions apply.

31

bench-cooling

process whereby a casting is retained in its investment with exposed metal uppermost and placed on a flat,
insulating surface in freely circulating air until its temperature falls to ambient

3.2

dual-purpose casting gold alloy

casting gold alloy, in accordance with this International Standard, that is also intended for use as the
substructure of a metal-ceramic dental restorative system in accordance with ISO 9693

3.3
primary pack
container that comes in direct contact with the casting gold alloy
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4 Classification

For the purposes of this International Standard, dental casting gold alloys are classified, according to their
mechanical properties and the application for which they are recommended, as follows:

— Type 1: low-strength for castings subject to very slight stress, e.g. inlays.

— Type 2: medium-strength for castings subject to moderate stress, e.g. inlays, onlays, and full
crowns.

— Type 3: high-strength for castings subject to high stress, e.g. onlays, thin cast backings,

pontics, crowns and saddles.
— Type 4: extra-high-strength for castings subject to very high stress and used in thin cross-section,

e.g. saddles, bars, clasps, thimbles, unit castings and partial denture
frameworks.

5 Requirements

5.1 Chemical composition

The percentage of each of the constituents in the alloy shall not deviate by more than 0,5 % (mass fraction)
from the values stated on the package label or insert [see 10.2 c)].

The alloy shall not contain more than 0,02 % (mass fraction) of cadmium or beryllium. If the alloy contains
more than 0,1 % (mass fraction) of nickel, the percentage shall not exceed the amount indicated on the outer
package [see 10.2 j)].

Determine the composition, using analytical procedures with sensitivities appropriate to the concentration of
each element, and its permitted deviation from the stated value or permitted limit.

5.2 Biocompatibility

Specific qualitative and quantitative requirements for freedom from biological hazard are not included in this
International Standard, but it is recommended that, in assessing possible biological hazards, reference be
made to ISO 10993-1 and ISO 7405.

5.3 Mechanical properties

The mechanical properties of the alloy, depending on its Type classification, shall comply with the
requirements specified in Table 1.

Testing shall be carried out in accordance with 8.2 on specimens prepared according to 7.1 and 7.2.

Table 1 — Mechanical properties

Minimum proof strength Mini t | ti
Alloy of non-proportional extension inimum percentage elongation
R after fracture
p0,2

MPa %
Type 1 80 18
Type 2 180 10
Type 3 270 5
Type 4 360 3
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