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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards bodies (ISO
member bodies). The work of preparing International Standards is normally carried out through ISO technical
committees. Each member body interested in a subject for which a technical committee has been established has
the right to be represented on that committee. International organizations, governmental and non-governmental, in
liaison with ISO, also take part in the work. ISO collaborates closely with the International Electrotechnical
Commission (IEC) on all matters of electrotechnical standardization.

International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 3.

Draft International Standards adopted by the technical committees are circulated to the member bodies for voting.
Publication as an International Standard requires approval by at least 75 % of the member bodies casting a vote.

Attention is drawn to the possibility that some of the elements of this International Standard may be the subject of
patent rights. ISO shall not be held responsible for identifying any or all such patent rights.

International Standard 1SO 15721 was prepared by Technical Committee ISO/TC 107, Metallic and other inorganic
coatings, Subcommittee SC 7, Corrosion tests.

Annex A of this International Standard is for information only.
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Introduction

The test method makes use of concentrated sulfurous acid (H,SOj3), which emits sulfur dioxide (SO,) gas
according to the equilibrium reaction:

H,S05 = SO, + H,0

WARNING — The sulfur dioxide gas that is released by the sulfurous acid is toxic, corrosive and irritating.
The sulfurous acid shall only be handled and used in a fume cupboard. Prior to starting the test, suitable
preparation shall be made to dispose of approximately 200 ml to 500 ml of sulfurous acid used in the test.

The procedure is similar to one first proposed by Lee and Ternowski [4l. Exposure periods may vary, depending
upon the degree of porosity to be revealed. Reaction of the gas with a corrodible base metal at pore sites produces
reaction products that appear as discrete spots on the gold or palladium surface. Individual spots are counted with
the aid of a lens or low-power stereomicroscope.

This test method is suitable for coatings containing 95 % or more of gold or palladium on substrates of copper,
nickel and their alloys which are commonly used in electrical contacts.

This test is considered destructive because it reveals the presence of porosity by contaminating the surface with
corrosion products and it undercuts the coating at pore sites or at the boundaries of the unplated areas. Any parts
exposed to this test shall not be placed in service. :

The present test method is capable of detecting virtually all porosity or other defects that could participate in
corrosion reactions with the substrate or underplate. The test is rapid, simple and inexpensive. In addition, it can be
used on contacts with a complex geometry such as pin-sockets (it may be useful to open contact structures with
deep recesses to permit reaction of the sulfur dioxide with the interior significant surfaces).
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