Full document details: ISO 16063-33-2017

INTERNATIONAL ISO
STANDARD 16063-33

First edition
2017-10

Methods for the calibration of
vibration and shock transducers —

Part 33:
Testing of magnetic field sensitivity

Méthodes pour l'étalonnage des transducteurs de vibrations et de
chocs —

Partie 33: Essai de sensibilité aux vibrations transversale

Reference number
1SO 16063-33:2017(E)

Documents

Document Sharing Hub
© IS0 2017



http://avadocuments2026.com/doc/iso-16063-33-2017
http://avadocuments2026.com/doc/iso-16063-33-2017

IS0 16063-33:2017(E)

COPYRIGHT PROTECTED DOCUMENT

© IS0 2017, Published in Switzerland

All rights reserved. Unless otherwise specified, no part of this publication may be reproduced or utilized otherwise in any form
or by any means, electronic or mechanical, including photocopying, or posting on the internet or an intranet, without prior
written permission. Permission can be requested from either ISO at the address below or ISO’s member body in the country of
the requester.

ISO copyright office

Ch. de Blandonnet 8 « CP 401
CH-1214 Vernier, Geneva, Switzerland
Tel. +41 22 749 01 11

Fax +41 22 749 09 47

copyright@iso.org

wwise.ore Documents
.. Document Sharing Hub
11 © ISO 2017 - All rights reserved

Full document details: ISO 16063-33-2017


http://avadocuments2026.com/doc/iso-16063-33-2017
http://avadocuments2026.com/doc/iso-16063-33-2017

Contents

IS0 16063-33:2017(E)

Page
FFOTE@WOIM ...........ooooooeoeeeeeee ook iv
1 S0P ..k 1
2 NOIIMATIVE FEFEIEIICES ..........ooooooooeeeeeeeeee oo 1
3 Terms and AeFIMITIOIIS ... 1
4 Uncertainty Of MEASUT@ITIEIIE............c.....ooiiiii et 1
5 Requirements for apparatus...

51 (CT3 1 T=) -
5.2 Magnetic field sensitivity tester
5.3 CoNditioNiNg AMIPIIFIET ..o
TR I 0 U ' 1= 1 oSO
5.5 TESTAIMIETOT ...t
6 AMDBIENTE COMAITIOMIS ..o 4
IEEERIOM ...
7.1 Apparatus setup
7.2 Adjusting test MAGNELIC fIEIA ... 5
7.3 MOUNEING EFANSAUCET ... 5
7.4 Test procedure
7.5 Expression of results
Annex A (informative) Automatic test system of magnetic field sensitivity............... 7
Annex B (informative) Alternative procedure with three orthogonal coils.............cicee 9

© IS0 2017 - All rights reserved

Documents
Document Sharin%lHub

Full document details: ISO 16063-33-2017


http://avadocuments2026.com/doc/iso-16063-33-2017
http://avadocuments2026.com/doc/iso-16063-33-2017

IS0 16063-33:2017(E)

Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards
bodies (ISO member bodies). The work of preparing International Standards is normally carried out
through ISO technical committees. Each member body interested in a subject for which a technical
committee has been established has the right to be represented on that committee. International
organizations, governmental and non-governmental, in liaison with ISO, also take part in the work.
ISO collaborates closely with the International Electrotechnical Commission (IEC) on all matters of
electrotechnical standardization.

The procedures used to develop this document and those intended for its further maintenance are
described in the ISO/IEC Directives, Part 1. In particular, the different approval criteria needed for the
different types of ISO documents should be noted. This document was drafted in accordance with the
editorial rules of the ISO/IEC Directives, Part 2 (see www.iso.org/directives).

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. ISO shall not be held responsible for identifying any or all such patent rights. Details of
any patent rights identified during the development of the document will be in the Introduction and/or
on the ISO list of patent declarations received (see www.iso.org/patents).

Any trade name used in this document is information given for the convenience of users and does not
constitute an endorsement.

For an explanation on the voluntary nature of standards, the meaning of ISO specific terms and
expressions related to conformity assessment, as well as information about ISO's adherence to the
World Trade Organization (WTQ) principles in the Technical Barriers to Trade (TBT), see the following
URL: www.iso.org/iso/foreword.html.

This document was prepared by Technical Committee ISO/TC 108, Mechanical vibration, shock
and condition monitoring, Subcommittee SC 3, Use and calibration of vibration and shock measuring
instruments.

This second edition cancels and replaces the first edition (ISO 5347-19:1993), which has been technically
revised.

Alist of all the parts in the ISO 16063 series can be found on the ISO website.
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INTERNATIONAL STANDARD IS0 16063-33:2017(E)

Methods for the calibration of vibration and shock
transducers —

Part 33:
Testing of magnetic field sensitivity

1 Scope

This document specifies a method, procedures and the specifications for an apparatus to be used for
testing the magnetic field sensitivity of vibration and shock transducers. It is applicable to all kinds of
vibration and shock transducers.

This document is applicable for a reference test sinusoidal magnetic field having a root mean square
(r.m.s.) value more than 10-3 T at 50 Hz or 60 Hz. Typically, a test magnetic field of 10-2 T at 50 Hz or 60
Hz is used.

This document is primarily intended for those who are required to meet internationally standardized
methods for the measurement of magnetic field sensitivity under laboratory conditions.

NOTE 1T (tesla) =1 Wb/m?2.

2 Normative references

The following documents are referred to in the text in such a way that some or all of their content
constitutes requirements of this document. For dated references, only the edition cited applies. For
undated references, the latest edition of the referenced document (including any amendments) applies.

[SO 16063-1:1998, Methods for the calibration of vibration and shock transducers — Part 1: Basic concepts

3 Terms and definitions
No terms and definitions are listed in this document.
ISO and IEC maintain terminological databases for use in standardization at the following addresses:

— IEC Electropedia: available at http://www.electropedia.org/

— SO Online browsing platform: available at http://www.iso.org/obp

4 Uncertainty of measurement

Uncertainty of measurements can be expressed as relative expanded uncertainty. If the test signal is big
and the signal-to-noise ratio (SNR) is more than 20 dB, ignoring the influence of the ambient vibration
and apparatus background noise, a relative expanded uncertainty of 10 % (coverage factor k = 2) or less
can be achieved according to this document. However, when the test signal is small and the SNR is not
more than 20 dB, the uncertainty components caused by ambient vibration and apparatus background
noise cannot be ignored. Conversely, it shall be taken into account carefully because it has now become
as a main part of the uncertainty.

All users of this document shall assess and report the uncertainty of measurement according to
[SO 16063-1:1998, Annex A. The uncertainty of measurement is expressed as expanded uncertainty for
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a coverage factor of 2 or a confidence level of 95 %. It is the responsibility of the laboratory or end user
to make sure that the reported values of uncertainty are credible.

5 Requirements for apparatus

5.1 General

This clause gives specifications for the apparatus necessary to comply with this document and notably
to obtain the uncertainties of Clause 4.

5.2 Magnetic field sensitivity tester

The magnetic field sensitivity of the transducer is expressed as the maximum output of the transducer
in a test magnetic field divided by the magnetic flux density of this test magnetic field, see Formula (2).
In order to get the magnetic field sensitivity, Sp, observe and do the following.

— Ensure that the test magnetic field passes through the transducer in all directions.
— Test and obtain all the output data of the transducer from each direction.

— Compare all of these output data and find out the maximum one, that is Xg max-

— Calculate the magnetic field sensitivity, Sp, according to Formula (2).

An apparatus named “magnetic field sensitivity tester” is specially manufactured for magnetic field
sensitivity testing. The structural schematic diagram of the tester is shown in Figure 1.
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1 rotation axis 7  transducer output

2 bearing 8  vibration isolation system

3  support 9  base

4  two coils D  distances between the planes of two coils
5 transducer to be tested R  radius of coils

6  testplatform

Figure 1 — Structural schematic diagram of a magnetic field sensitivity tester
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