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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards 
bodies (ISO member bodies). The work of preparing International Standards is normally carried out 
through ISO technical committees. Each member body interested in a subject for which a technical 
committee has been established has the right to be represented on that committee. International 
organizations, governmental and non-governmental, in liaison with ISO, also take part in the work. 
ISO collaborates closely with the International Electrotechnical Commission (IEC) on all matters of 
electrotechnical standardization.

The procedures used to develop this document and those intended for its further maintenance are 
described in the ISO/IEC Directives, Part 1. In particular, the different approval criteria needed for the 
different types of ISO documents should be noted. This document was drafted in accordance with the 
editorial rules of the ISO/IEC Directives, Part 2 (see www​.iso​.org/​directives).

Attention is drawn to the possibility that some of the elements of this document may be the subject of 
patent rights. ISO shall not be held responsible for identifying any or all such patent rights. Details of 
any patent rights identified during the development of the document will be in the Introduction and/or 
on the ISO list of patent declarations received (see www​.iso​.org/​patents).

Any trade name used in this document is information given for the convenience of users and does not 
constitute an endorsement.

For an explanation of the voluntary nature of standards, the meaning of ISO specific terms and 
expressions related to conformity assessment, as well as information about ISO's adherence to the 
World Trade Organization (WTO) principles in the Technical Barriers to Trade (TBT) see www​.iso​.org/​
iso/​foreword​.html.

This document was prepared by Technical Committee ISO/TC 94, Personal safety — Personal protective 
equipment, Subcommittee SC 14, Firefighters’ personal equipment.

This first edition of ISO 16073-7, together with ISO 16073-8 and ISO 16073-1 to ISO 16073-6 cancels 
and replaces ISO 16073:2011.

The main changes are as follows:

—	 the content has been reviewed and separated into several parts;

—	 the respiratory protection has been deleted from the document.

A list of all parts in the ISO 16073 series can be found on the ISO website.

Any feedback or questions on this document should be directed to the user’s national standards body. A 
complete listing of these bodies can be found at www​.iso​.org/​members​.html.

﻿

iv� © ISO 2019 – All rights reserved

Full document details: ISO 16073-7-2019

http://avadocuments2026.com/doc/iso-16073-7-2019
http://avadocuments2026.com/doc/iso-16073-7-2019


﻿

ISO 16073-7:2019(E)

Introduction

Wildland firefighting involves work carried out mostly in summer temperatures and for many hours, 
during which the firefighter can develop high levels of metabolic heat. As a consequence, the personal 
protective equipment (PPE) is required to be light, flexible and commensurate with the risks to which the 
firefighter can be exposed in order to be effective without introducing excessive heat stress to the wearer.

It is important to train firefighters in the selection, use, care and maintenance of the PPE covered by 
this document, including an understanding of its limitations.

It is intended that a risk assessment be undertaken to determine if the PPE covered by this document is 
suitable for its intended use and the expected exposure.

This document provides minimum performance requirements for wildland firefighters' personal 
protective equipment (PPE) face and eye protection, designed for use for extended periods during 
wildland firefighting.

﻿

© ISO 2019 – All rights reserved� v

Full document details: ISO 16073-7-2019

http://avadocuments2026.com/doc/iso-16073-7-2019
http://avadocuments2026.com/doc/iso-16073-7-2019


Full document details: ISO 16073-7-2019

http://avadocuments2026.com/doc/iso-16073-7-2019
http://avadocuments2026.com/doc/iso-16073-7-2019


﻿

Wildland firefighting personal protective equipment — 
Requirements and test methods —

Part 7: 
Face and eye protection

1	 Scope

This document specifies the minimum performance requirements and methods of test for personal 
protective equipment (PPE) face and eye protection, for wildland firefighting.

This document covers the general design of the PPE, the minimum levels of performance for the 
materials employed and the methods of test used. This PPE is not intended to provide protection during 
fire entrapment.

This document does not cover PPE for structural firefighting (see ISO  11999 series), for use against 
chemical, biological, radiological and nuclear hazards, or for use where a reflective outer surface is 
required (see ISO 15538).

Activities in support of wildland firefighting, such as the cutting of trees and the use of a chainsaw can 
require additional protection to that provided in this document. Users are directed to those relevant 
standards for the requirements associated with such protection.

2	 Normative references

The following documents are referred to in the text in such a way that some or all of their content 
constitutes requirements of this document. For dated references, only the edition cited applies. For 
undated references, the latest edition of the referenced document (including any amendments) applies.

ISO 18526-2:—1), Eye and face protection — Test methods — Part 2: Physical optical properties

ISO 18526-32), Eye and face protection — Test methods — Part 3: Physical and mechanical properties

ISO  17493, Clothing and equipment for protection against heat — Test method for convective heat 
resistance using a hot air circulating oven

ISO/TR 19591, Personal protective equipment for firefighters — Standard terms and definitions

EN 167:2001, Personal eye-protection — Optical test methods

EN 170, Personal eye-protection — Ultraviolet filters — Transmittance requirements and recommended use

EN 172, Personal eye protection — Sunglare filters for industrial use

3	 Terms and definitions

For the purposes of this document, the terms and definitions in ISO/TR 19591 apply.

ISO and IEC maintain terminological databases for use in standardization at the following addresses:

—	 ISO Online browsing platform: available at https://​www​.iso​.org/​obp

1)	    Under preparation. Stage at the moment of publication ISO/FDIS 18526-2:2019.
2)	    Under preparation. Stage at the moment of publication ISO/FDIS 18526-3:2019.
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—	 IEC Electropedia: available at http://​www​.electropedia​.org/​

4	 Eye protectors

4.1	 General

Wildland firefighters' eyes are exposed to irritants, such as smoke particles and off-gassing chemicals, 
which cause severe irritation and discomfort to the eyes. Eye protectors should protect the eyes from 
the ingress of smoke particles and other irritants. The complete eye protector should also resist fogging. 
Activities associated with wildland firefighting, such as chainsaw use, may require alternative forms of 
eye protection, such as mesh visors.

Eye protectors may need to interface with other items of PPE used for wildland firefighting, e.g. Helmet.

NOTE	 For more information, see ISO/TS 11999-2.

4.2	 Design and manufacturing requirements

4.2.1	 General construction

Eye protectors shall be free from projections, sharp edges or other defects, which are likely to cause 
discomfort or injury during use.

4.2.2	 Materials

No part of the eye protector in contact with the wearer shall be made of materials that are known to 
cause any skin irritation.

4.2.3	 Headbands

Headbands, if used as the principal means of retention, shall be at least 10 mm wide over any portion 
which may come into contact with the wearer's head. Headbands shall be adjustable or self-adjusting.

4.3	 Basic, particular and optional requirements for non-mesh eye protectors

4.3.1	 Basic requirements

4.3.1.1	 General

All non-mesh eye protectors shall meet the basic requirements given in this subclause.

Furthermore, according to their intended use, non-mesh eye protectors shall, if appropriate, meet one 
or more of the particular requirements given in 4.3.2.

Optional requirements related to additional properties of non-mesh eye protectors are given in 4.3.3.

4.3.1.2	 Field of vision

The size of the field of vision shall be defined in conjunction with the appropriate headform described 
in EN 168:2001, Clause 17.

Eye protectors shall exhibit a minimum field of vision defined by the two ellipses in Figure  1, when 
placed and centred at a distance of 25 mm from the surface of the eyes of the appropriate headform. 
The horizontal axis shall be parallel to, and 0,7 mm below, the height of the line connecting the centres 
of the two eyes. The horizontal length of the ellipses shall be 22,0 mm; the vertical width of the ellipses 
shall be 20,0 mm. The centre distance of the two ellipses shall be d = c + 6 mm, where c is the pupillary 
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distance. The pupillary distance is 64 mm for the medium headform and 54 mm for the small headform, 
if not specified differently by the manufacturer.

The test shall be carried out in accordance with EN 168:2001, Clause 18.

Dimensions in millimetres

Figure 1 — Definition of the field of vision

4.3.1.3	 Optical requirements

4.3.1.3.1	 Spherical, astigmatic and prismatic refractive powers

The refractive powers of oculars shall be measured by the reference methods specified in 
EN 167:2001,Clause 3. This Clause 3 also refers to an optional method for use in specific circumstances; 
the details of this method are given in EN 167:2001, Annex A.

4.3.1.3.2	 Mounted oculars and unmounted oculars covering both eyes

The refractive power characteristics of mounted oculars or unmounted oculars covering both eyes 
shall be measured by the method specified in EN 167:2001, 3.2, at the visual centre of the ocular.

The permissible tolerances for oculars without corrective effect are given in Table 1.

The difference in prismatic refractive power specified for an eye protector depends not only on the 
prismatic refractive power of each ocular, but also on the position of the optical axis of the ocular in 
relation to the axis of vision and, therefore, the shape of the frame. It is, therefore, necessary to use 
replacement oculars for which the difference in prismatic power remains within the permissible 
tolerance limits for the frame in question.

Table 1 — Permissible tolerances for refractive powers of mounted oculars without corrective 
effect and unmounted oculars without corrective effect covering both eyes

Optical class

Spherical 
refractive power 

D D
1 2

2

+( )
Astigmatic re-
fractive power 

|D1 − D2|

Difference in prismatic refractive power 
cm/m

Horizontal
Vertical

m−1 m−1 Base out Base in
1 ±0,06 ±0,06 0,75 0,25 0,25
2 ±0,12 ±0,12 1,00 0,25 0,25

NOTE   D1 and D2 are the refractive powers in the two principal meridians.
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