Full document details: ISO 16321-1-2021

INTERNATIONAL ISO
STANDARD 16321-1

First edition
2021-03

Eye and face protection for
occupational use —

Part 1:
General requirements

Protection des yeux et du visage a usage professionnel —

Partie 1: Exigences générales

Reference number
1SO 16321-1:2021(E)

Documents

Document Sharing Hub
© IS0 2021



http://www.avadocuments.com/doc/iso-16321-1-2021
http://www.avadocuments.com/doc/iso-16321-1-2021

ISO 16321-1:2021(E)

COPYRIGHT PROTECTED DOCUMENT

© IS0 2021

All rights reserved. Unless otherwise specified, or required in the context of its implementation, no part of this publication may
be reproduced or utilized otherwise in any form or by any means, electronic or mechanical, including photocopying, or posting
on the internet or an intranet, without prior written permission. Permission can be requested from either ISO at the address
below or ISO’s member body in the country of the requester.

ISO copyright office

CP 401 ¢ Ch. de Blandonnet 8
CH-1214 Vernier, Geneva
Phone: +41 22 749 01 11
Email: copyright@iso.org
Website: www.iso.org

Published in Switzerland Documents
.. Document Sharing Hub
11 © ISO 2021 - All rights reserved

Full document details: ISO 16321-1-2021


http://www.avadocuments.com/doc/iso-16321-1-2021
http://www.avadocuments.com/doc/iso-16321-1-2021

1SO 16321-1:2021(E)

Contents Page
FOT@WOTM .........oocccce et \%
IIMETOUICEIONL. ... 8885 vi
1 SOOI ... 1
2 NOIIMATIVE FEERTEIICES .........cccooi s 1
3 Terms and defiNITIONIS ... 2
4 General requirements for protectors
4.1 Ambient temperatures...........
4.2 Physiological compatibility
4.3 (070307300 Tt U0} o =10 T BF=To § 1D ] 00 1= 0 X OO
4.4  Cleaning and/or diSINECTION ...
4.5 Headform(s)
4.6 Mandatory and optional e QUITEMIEIITS. ...
5 Geometrical optical requirements fOr ProteCctors ..., 4
5.1 FIELA O VIBW ..o 4
5.2 Refractive power and prismatic power for plano lenses.............ccn w4
5.2.1  Spherical and cylindrical POWeT ... 4
5.2.2  SPAtIAl OVIATION .ot 4
5.2.3  Prismatic power for unmounted plano lenses covering one eye..........ccocnen 5
5.2.4  Prism imbalance of complete eye protectors or plano lenses covering both eyes.5
5.3 Mounted prescription lenses 5

5.3.1 Optical.....

)
5,312 POSTHIONIIE ot 5
5.4 Single-vision ready-to-wear near-vision lenses (lenses with positive spherical power)......5
5.5 Enhanced optical performance (optional reqUirement)............ccoseeeeeeee 5
6 Physical optical requirements fOr Prote@CtOrsS ...
6.1 Detection Of SIGNAL TIGIES ...
6.2 Luminous transmittance of lenses without deliberate filter action
6.3 Specific requirements for different types of filter ...
6.3.1  Ultraviolet protective filters.......... ..
6.3.2  Infrared protective filters. ... .
6.3.3  Sunglare filters for occupational US€..........ccoomrrmsesrsnne
6.3.4  Filters for use in glass DIOWING ...
6.4 Uniformity of luminous transmittance and transmittance matching...........ccoc, 12
6.5 Scattered LIGIT ...
6.6 Frame tranSmittance. ...

6.7  Anti-reflective coated lenses (optional requirement)

7 Physical and mechanical requirements for Protectors..............,
7.1 Area to be protected
711 General...eisesnins
7.1.2  Areato be protected DY €Y€ PrOtECLOTS . ...
7.1.3  Areato be protected by face ProteCtOrsS. ...

7.1.4  Lateral protection
7.2 Headbands and harnesses
7.3 Quality of material and surface of mounted and unmounted lenses, visors and filters..... 18
7.4 Basic impact level of complete protectors
7.4.1  Complete protectors
74.2  FAIIUTE CTIEETTA 1o
7.4.3  Protectors with inserts to carry prescription lenses
7.5 Resistance to thermal exposure
7.6 Resistance to UV radiation............
7.7 Resistance to corrosion
7.8 ReSIStance 0 IGNITION ...

] Document Sharin%Hub
© IS0 2021 - All rights reserved 1

Full document details: ISO 16321-1-2021


http://www.avadocuments.com/doc/iso-16321-1-2021
http://www.avadocuments.com/doc/iso-16321-1-2021

ISO 16321-1:2021(E)

7.9 Penetration of VENtS and ZapsS. ..o sesseseees s

7.10 High-speed impact resistance, impact level C, D, E (optional requirement)

7.10.1 Protection at normal ambient temperatures ...

7.10.2 Protection at extremes Of LEMPErAtULE ...
7.11 High mass impact, impact level HM (optional requirement) ...

7.11.1 Protection at normal ambient temperatures

7.11.2 Protection at extremes Of tEMPETatUIE ...
7.12 Resistance to surface damage due to flying fine particles (optional requirement)................ 24
7.13 Resistance to fogging of lenses or filters (optional requirement) ...
7.14 Protection against molten metals and hot solids (optional requirement)
7.15 Protection against droplets (optional reqUIr€mMent).......iieieeeeeeeeeeeee
7.16  Protection against streams of liquids (Optional requirement).............ccocsn

7.17  Protection against large dust particles (optional requirement)
7.18 Protection against gases and fine dust (optional requirement)

7.19 Protection against radiant heat (optional reqUIr€mMent) ...
7.20 Chemical resistance (optional requirement)...........osnn
7.21 Use in explosive atmospheres (optional requirement)

8 MaArKING Of PIOTECTOTS ... 26
8.1 GEINETAL .. 26
8.2 Mandatory markings on 1enses /fillters. ... 27

8.3 Mandatory markings on frames
8.4 Optional markings on lenses/filters

8.5 Optional MAarkings 0N fraIMIES ...
8.6 EXaMPLES Of TNATKINES ..ot
9 Information to be supplied by the manufacturer ... 29
10 Allocation of requirements, test samples and application ...,
10.1  General teSt SAMPLES ...
10.2 Test samples for prescription lenses for eye protectors...........c.......
10.2.1 Single-vision lenses.................
10.2.2 Multifocal lenses........ccooccr

10.2.3 Power-variation lenses
10.2.4 Information to be provided by the frame manufacturer

Annex A (informative) Summary of mechanical impact levels in eye and face protection for
sunglass, occupational and sports use

Bibliography

Documents

. Document Sharing Hub
v © ISO 2021 - All rights reserved

Full document details: ISO 16321-1-2021


http://www.avadocuments.com/doc/iso-16321-1-2021
http://www.avadocuments.com/doc/iso-16321-1-2021

1SO 16321-1:2021(E)

Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards
bodies (ISO member bodies). The work of preparing International Standards is normally carried out
through ISO technical committees. Each member body interested in a subject for which a technical
committee has been established has the right to be represented on that committee. International
organizations, governmental and non-governmental, in liaison with ISO, also take part in the work.
ISO collaborates closely with the International Electrotechnical Commission (IEC) on all matters of
electrotechnical standardization.

The procedures used to develop this document and those intended for its further maintenance are
described in the ISO/IEC Directives, Part 1. In particular, the different approval criteria needed for the
different types of ISO documents should be noted. This document was drafted in accordance with the
editorial rules of the ISO/IEC Directives, Part 2 (see www.iso.org/directives).

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. ISO shall not be held responsible for identifying any or all such patent rights. Details of
any patent rights identified during the development of the document will be in the Introduction and/or
on the ISO list of patent declarations received (see www.iso.org/patents).

Any trade name used in this document is information given for the convenience of users and does not
constitute an endorsement.

For an explanation of the voluntary nature of standards, the meaning of ISO specific terms and
expressions related to conformity assessment, as well as information about ISO's adherence to
the World Trade Organization (WTO) principles in the Technical Barriers to Trade (TBT) see
www.iso.org/iso/foreword.html.

This document was prepared by ISO/TC 94, Personal safety — Personal protective equipment,
Subcommittee SC 6, Eye and face protection, in collaboration with the European Committee for
Standardization (CEN) Technical Committee CEN/TC 85, Eye protective equipment, in accordance with
the Agreement on technical cooperation between ISO and CEN (Vienna Agreement).

This document cancels and replaces ISO 4849:1981, [SO 4851:1979, ISO 4852:1978 and ISO 4856:1982.
Alist of all parts in the ISO 16321 series can be found on the ISO website.

Any feedback or questions on this document should be directed to the user’s national standards body. A
complete listing of these bodies can be found at www.iso.org/members.html.
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Introduction

The family of documents comprised of the ISO 16321 series, the ISO 18526 series and the ISO 18527
series was developed in response to the worldwide stakeholders' demand for minimum requirements
and test methods for eye and face protectors traded internationally. ISO 4007 gives the terms and
definitions for all the various product types. The test methods are given in the ISO 18526 series, while
the requirements for occupational eye and face protectors are given in the ISO 16321 series. Eye
protectors for specific sports are mostly dealt with by the ISO 18527 series. A guidance document,
[SO 19734, for the selection, use and maintenance of eye and face protectors is under preparation.

Documents

. Document Sharing Hub
V1 © ISO 2021 - All rights reserved

Full document details: ISO 16321-1-2021


http://www.avadocuments.com/doc/iso-16321-1-2021
http://www.avadocuments.com/doc/iso-16321-1-2021

INTERNATIONAL STANDARD 1SO 16321-1:2021(E)

Eye and face protection for occupational use —

Part 1:
General requirements

1 Scope

This document specifies general requirements for eye and face protectors. These protectors are
intended to provide protection for the eyes and faces of persons against one or more common
occupational hazards such as impacts from flying particles and fragments, optical radiation, dusts,
splashing liquids, molten metals, heat, flame, hot solids, harmful gases, vapours and aerosols.

Additional requirements for eye and face protectors used during welding and related techniques and
for mesh protectors are given in ISO 16321-2 and ISO 16321-3, respectively.

This document applies to:
— all plano as well as corrective and prescription lensed protectors and components;

— those eye and face protectors used for occupational-type tasks that are performed similarly to an
occupation, e.g. "do-it-yourself";

— those eye and face protectors used in educational establishments.
This document does not apply to:

— protectors specifically intended for protection against only solar radiation and used in non-
occupational environments for which the ISO 12312 series applies;

— protectors for medically prescribed applications (not occupational), e.g. eye protection for severe
dry eye, tints prescribed for medical conditions;

— patient eye protectors during diagnosis or treatment (e.g. ISO/TR 22463);

— protectors for use during medical or e.g. aesthetic applications, e.g. intense light sources (ILS) for
which the ISO 12609 series applies;

— protectors specifically intended for sports for which the ISO 18527 series applies;
— laser protectors;

— face protectors intended for live-working to protect against short-circuit electric arcs for which
[EC 62819 applies;

— protectors intended to protect against ionizing radiation, e.g. X-rays, for which IEC 61331-3 applies.

2 Normative references

The following documents are referred to in the text in such a way that some or all of their content
constitutes requirements of this document. For dated references, only the edition cited applies. For
undated references, the latest edition of the referenced document (including any amendments) applies.

IS0 4007, Personal protective equipment — Eye and face protection — Vocabulary

ISO/CIE 11664-1, Colorimetry — Part 1: CIE standard colorimetric observers
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ISO 11664-2, Colorimetry — Part 2: CIE standard illuminants

[SO 12312-1:2013, Eye and face protection — Sunglasses and related eyewear — Part 1: Sunglasses for
general use

ISO 16034:2002, Ophthalmic optics — Specifications for single-vision ready-to-wear near- vision spectacles

ISO 16321-2:2021, Eye and face protection for occupational use — Part 2: Additional requirements for
protectors used during welding and related techniques

ISO 16321-3:2021, Eye and face protection for occupational use — Part 3: Additional requirements for
mesh protectors

ISO 18526-1:2020, Eye and face protection — Test methods — Part 1: Geometrical optical properties

[SO 18526-2:2020, Eye and face protection — Test methods — Part 2: Physical optical properties

[SO 18526-3:2020, Eye and face protection — Test methods — Part 3: Physical and mechanical properties
ISO 18526-4, Eye and face protection — Test methods — Part 4: Headforms

IS0 21987:2017, Ophthalmic optics — Mounted spectacle lenses

ISO 80079-36:2016, Explosive atmospheres — Part 36: Non-electrical equipment for explosive
atmospheres — Basic method and requirements

3 Terms and definitions
For the purposes of this document, the terms and definitions given in ISO 4007 apply.

ISO and IEC maintain terminological databases for use in standardization at the following addresses:

— ISO Online browsing platform: available at https://www.iso.org/obp

— IEC Electropedia: available at http://www.electropedia.org/

4 General requirements for protectors

4.1 Ambient temperatures

Protectors!) described in this documentare intended for use at normal ambient temperatures (23 +5) °C.
In order to ensure that critical aspects of protection are not compromised due to temperatures towards
the extremes of the normal range of occupational environments from (=5 * 2) °C to (+55 * 2) °C, physical
and mechanical requirements at extremes of temperature are included (sometimes optionally) in this
document. These physical and mechanical requirements can also be provided by manufacturers for
validation of claims for protection at temperatures below (-5 * 2) °C and/or above (+55 * 2) °C.

4.2 Physiological compatibility

Protectors shall be designed and manufactured in such a way that, when used under the conditions
and for the purposes intended, they will not compromise the health or safety of the wearer. The risks
posed by substances leaking or evaporating from the protector that can come into prolonged contact
with the wearer, shall be reduced by the manufacturer to within the limits of any applicable regulatory
requirement.

1)  For the purposes of this document, “protector” is used as a general term for eye and/or face protectors such as,

but not limited to, spectacles, goggles, face shields and eye shields. Docu ments
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Special attention shall be given to substances that are allergenic, carcinogenic, mutagenic or toxic to
reproduction.

NOTE1 Excessive pressure due to a poor fit on the head, chemical irritation and allergy are known to produce
reactions. Rare or idiosyncratic reactions to any material are known to occur and the individual wearer is well
advised to avoid those types of frame materials.

Substances recommended for cleaning, maintenance or disinfection shall be known to be unlikely to
have any adverse effect upon the wearer, when applied in accordance with the instructions given in the
information to be supplied by the manufacturer.

Manufacturers/suppliers shall perform an appropriate risk analysis on potentially harmful substances
contained in the protector that, when the protector is used under the conditions and for the purposes
intended, the health (and safety) of the wearer shall not be compromised.

The following are examples of documents that represent the appropriate information:
a) specification of the material(s);
b) safety data sheets relating to the materials;

c) information relating to the suitability of the materials for use with food, in medical devices, or
other relevant applications;

d) information relating to toxicological, allergenic, carcinogenic, toxic to reproduction, or mutagenic
investigations on the materials.

NOTE 2  Specific national regulations with regard to restriction of certain chemical substances need to be
observed, for example release of nickel.

4.3 Construction and adjustment

Areas of the protector that may, during intended use, come into contact with the wearer shall be free
from projections, sharp edges or other features likely to cause discomfort or injury during use.

Any part of the protector that can be adjusted or removed by the wearer for the purpose of replacement
(in accordance with the instructions given in the information to be supplied by the manufacturer) shall
facilitate adjustment, removal and attachment without the use of tools.

Any adjustment system incorporated in the protector shall maintain the intended fit for the foreseeable
conditions of use.

The test shall be carried out by physical inspection in accordance with ISO 18526-3:2020, 6.1.

4.4 C(Cleaning and/or disinfection

The protectors shall be cleaned only once in accordance with the cleaning and/or disinfection
procedures in the information to be supplied by the manufacturer before being subjected to testing.

4.5 Headform(s)

Unless the manufacturer specifies the headform(s) in accordance with ISO 18526-4 that is/are
compatible with the protector, the test methods where (a) headform(s) is/are required shall use the
headform 1-M in accordance with ISO 18526-4 as the default.

4.6 Mandatory and optional requirements

In this document both optional and mandatory requirements are described. Depending on the intended
use and/or the manufacturer's claimed specification, some requirements marked as optional become
mandatory.

Documents

] Document Sharinngub
© IS0 2021 - All rights reserved

Full document details: ISO 16321-1-2021


http://www.avadocuments.com/doc/iso-16321-1-2021
http://www.avadocuments.com/doc/iso-16321-1-2021

ISO 16321-1:2021(E)

5 Geometrical optical requirements for protectors

5.1 Field of view

Protectors, in the as-worn position, shall have a minimum unobstructed field of view in front of each
eye of 30° temporally and nasally in the horizontal meridian, and 30° superiorly and inferiorly in the
vertical meridian, when measured at the centre at the corneal apex of the headform in accordance with
[SO 18526-3:2020, 6.2.

Protectors used for driving shall have a minimum unobstructed field of view in front of each eye of
60° temporally and 30° nasally in the horizontal meridian and 30° superiorly and inferiorly in the
vertical meridian, when measured at the centre at the corneal apex of the headform in accordance with
[SO 18526-3:2020, 6.2.

5.2 Refractive power and prismatic power for plano lenses

5.2.1 Spherical and cylindrical power

Plano lenses shall be tested at the reference points in the as-worn position in accordance with
ISO 18526-1:2020, 6.1.

The spherical power and cylindrical power shall not exceed the tolerances given in Table 1.

Table 1 — Spherical power, cylindrical power and prismatic power tolerances

Products Spherical power Cylindrical power Additional Prismatic
requirements for power of
mounted plano lenses, unmounted

Mean value of the
focal powers
(F1, F) in the two

Absolute difference
between the focal
powers (Fy, F,) in

one-piece and visor
covering both eyes

Maximum difference
between the measured
spherical powers of the

plano lenses (in
any direction)

principal meridians | the two principal right and left lenses
(Fy+ Fy)/2 meridians (Fp, Fp)
|Fy = F| |Fr = Fy
dioptres (D) dioptres (D) dioptres (D) prism dioptres (A)

flat automatic
welding filters,
flat passive
welding filters, +0,06 <0,06 <0,09 <0,12
cover, or backing
plates for welding
filters
eye shields,
i;%ii;‘é‘fé‘:s +0,12 <0,12 <0,18 <0,25
goggles

5.2.2 Spatial deviation

If during the measurements in accordance with [SO 18526-1:2020, 6.1, a doubling or other aberration of
the image is observed, then the plano lens shall be further assessed in accordance with ISO 18526-1:2020,
6.3. The plano lens shall be free from irregular distortions likely to impair vision.
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5.2.3 Prismatic power for unmounted plano lenses covering one eye

Unmounted plano lenses shall be tested at the reference point in the as-worn position in accordance
with ISO 18526-1:2020, 6.1.

The prismatic power shall not exceed the values given in Table 1.

5.2.4 Prism imbalance of complete eye protectors or plano lenses covering both eyes

Complete eye protectors or plano lenses covering both eyes shall be tested in the as-worn position in
accordance with ISO 18526-1:2020, 6.2. Depending on the interpupillary distance (PD) of the specified
headforms, the respective diaphragm LB, shall be used.

The prism imbalance shall not exceed the values given in Table 2.

Table 2 — Prism imbalance

Horizontal .
B ¢ B - Vertical
ase ou ase n rism dioptres
Products prism dioptres prism dioptres P n P
A
(4) (4)
flat automatic welding filters, flat passive 0,75 0,25 0,25
welding filters, cover, or back plates for
welding filters
eye shields, face shields, spectacles, 1,00 0,25 0,25
goggles

5.3 Mounted prescription lenses

5.3.1 Optical

The back vertex power, the direction of the cylinder axis, the addition power or the variation power,
and the prism imbalance shall satisfy the requirements of ISO 21987:2017, 5.3.

5.3.2 Positioning

The positioning of multifocal lenses, of position-specific single-vision lenses and of power-variation
lenses shall satisfy the requirements of ISO 21987:2017, 5.5.

5.4 Single-vision ready-to-wear near-vision lenses (lenses with positive spherical power)

The optical power range, the optical power, the design reference points and prismatic power shall
satisfy the requirements of ISO 16034:2002, 4.2, 4.3, and 4.4.

5.5 Enhanced optical performance (optional requirement)

Enhanced optical performances for protectors with plano lenses may be claimed by the manufacturer if
they fulfil the requirements given in both Tables 3 and 4.
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Table 3 — Enhanced optical performances — Spherical power and cylindrical power

Spherical power

Cylindrical power

Additional requirements for mounted
plano lenses and one-piece lenses and visors
that cover both eyes

Maximum difference between the measured
spherical powers of the right and left lenses

Absolute difference between
the focal powers (Fy, F;) in

Mean value of the focal
powers (F;, F,) in the

two principal meridians | the two principal meridians (Fr, F1)
(Fy +Fp)/2 |F1 = F |Fr = Fy
dioptres (D) dioptres (D) dioptres (D)
+0,06 <0,06 <0,09

Table 4 — Enhanced optical performance — Prismatic power and prism imbalance

Unmounted Mounted plano lenses, unmounted and mounted one-piece lenses and visors
plano lens covering that cover both eyes
one eye

Prism imbalance

Vertical
prism dioptres

Base in
prism dioptres

Base out
prism dioptres

Prismatic power
prism dioptres

&y (4) 4) )
0,12 0,75 0,25 0,25

6 Physical optical requirements for protectors

6.1 Detection of signal lights

Detection of signal lights is a mandatory requirement for sunglare filters for occupational use, but an
optional requirement for other protectors.

Between 475 nm and 650 nm, the spectral transmittance shall be not less than 0,207, and the relative
visual attenuation coefficient, Q, for red, yellow, green and blue signal lights shall be not less than 0,80
when tested in accordance with ISO 18526-2:2020, Clause 11.

6.2 Luminous transmittance of lenses without deliberate filter action

The transmittance of lenses without deliberate filtering action (i.e. without declared scale numbers)
shall have a luminous transmittance, 7,,, not less than 80 % when tested in accordance with
[SO 18526-2:2020, 7.1, or ISO 18526-2:2020, 7.3.

For face shields with a lens thickness of more than 2,0 mm and for multiple glazed eye protectors, the
luminous transmittance shall be not less than 75 %.

6.3 Specific requirements for different types of filter
6.3.1 Ultraviolet protective filters

6.3.1.1 General

Ultraviolet protective filters (UV filters) are intended to protect against the UV radiation that is
emitted by radiators (lamps and lamp systems) exhibiting a high amount of short wavelength radiation.
If greater reduction of glare in the visible spectrum is also required, this is taken into account with
separate scale numbers (see also 6.3.1.2).
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UV filters shall be tested in accordance with ISO 18526-2:2020, Clauses 6, 7.1, 7.3 and Clause 8, and
classified in accordance with Table 5.

6.3.1.2 Luminous and spectral transmittance and scale numbers

The luminous transmittance, as shown in Table 5, is based on the spectral distribution for CIE
standard illuminant A (see ISO 11664-2) and the CIE 1931 standard colorimetric observer (2°) (see
ISO/CIE 11664-1). The scale number for the UV filter is determined by the value of its luminous
transmittance in accordance with Table 5.

Table 5 — Transmittance requirements for UV filters, code letter U

Maximum spectral transmittance in the UV spectral range Luminous
transmittance
T(A)
Scale Tv,A
number 200nm <A 313nm<A 365nm <A 380nm <A
<313 nm <365 nm <400 nm <780 nm
% % % %

U1,2 100> 1, 5 2744

U1,4 744 >1T, )2 58,1

u1,7 58,1 > T, a2 43,2

U2 43,2>1,,2291

0,000 3 0,1 Tya .

Uz2,5 ’ 291>1,,21738

U3 17,8>1,,28,5

U4 8,5 > 7,02 3,2

U5 32>1,,212

NOTE UV filters protect the wearer against ultraviolet radiation whilst permitting any visual task to be performed safely

and accurately. In particular it is necessary to take care that the colour of the filter permits any necessary perception

of colour such as the detection of signal lights, markings and indicators and the evaluation of colour matches. UV filters

that do not conform to these criteria could lead to difficulties for users. For further information about the selection of the

correct protector, a guidance document (ISO 19734) for the selection, use and maintenance of eye and face protectors is in

preparation.

6.3.1.3 Marking of UV filters

UV filters that meet the transmittance requirements given in Table 5 shall be marked by code letter U.
Filters that meet additionally the optional requirement for the detection of signal lights in accordance
with 6.1 shall be marked by code letter UL.

6.3.2 Infrared protective filters

6.3.2.1 General

Infrared protective filters (IR filters) are intended to protect against the wavelengths of radiation from
artificial sources that are longer than visible. If greater reduction of glare in the visible spectrum is also
required, this is taken into account with separate scale numbers (see also 6.3.2.2).

IR filters shall be tested in accordance with ISO 18526-2:2020, Clauses 6, 7.1, 7.3 and Clause 10, and
classified in accordance with Table 6.

6.3.2.2 Luminous and spectral transmittance and scale numbers

The scale number for the IR filter is defined based on the value of the luminous transmittance in Table 6.
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The luminous transmittance, as shown in Table 6, is based on the spectral distribution of a black body
radiator at 1 900 K and the spectral luminous efficiency of the CIE 1931 standard colorimetric observer
(see ISO/CIE 11664-1).

Table 6 — Transmittance requirements for IR filters, code letter R

Scale number Luminous transmittance Near IR transmittance
Ty,1900K TNIR
380nm=<A 780 nm <A <3000 nm
<780 nm Maximum
% %
R1,2 100> 7,1 990 g 2 744 1,5
R1,4 744> 17,1990k 2 58,1 1,4
R1,7 58,1> 17,1900k 2 43,2 1,3
R2 43,2> 17,1999k 2 29,1 1,2
R2,5 29,1>17,1990g 2 17,8 1,1
R3 17,8 > 7,1 990k 2 8,5 0,82
R4 8,5> 17,1990k 23,2 0,62
R5 3,2>7,1900x 2 1,2 0,51
R6 1,2>7,1 990k 2 0,44 0,33
R7 0,44 > 1,199k 20,16 0,23
R8 0,16 > 7,1 999 g 2 0,061 0,16
R9 0,061 > 7,1 990 g = 0,023 0,11
R10 0,023 > 7,1 999 2 0,008 5 0,083

The spectral transmittance requirements are those given in Table 6 and the following:

a) at 313 nm, the spectral transmittance shall not exceed 10 % of the measured value of the luminous
transmittance of the IR filter;

b) for 210 nm <A <313 nm, the spectral transmittance shall not exceed the measured value at 313 nm.

6.3.2.3 Enhanced infrared reflection (optional requirement)

Filters that are claimed to have enhanced infrared reflection shall have a mean spectral reflectance
greater than 60 % within the wavelength range 780 nm to 2 500 nm when measured in accordance
with ISO 18526-2:2020, Clause 12, with the geometry specified in ISO 18526-2:2020, 12.2.1 for flat
lenses or 12.2.2 for curved lenses.

6.3.2.4 Marking of IR filters

IR filters that meet the transmittance requirements given in Table 6 shall be marked by code letter
R. The code letter R refers to IR filters that can affect perception of colour and do not have enhanced
reflectance in the infrared spectral range. The code letters RL refer to IR filters that comply with 6.1
and do not prevent the detection of signal lights. The code letters RR refer to IR filters that comply with
6.3.2.3 having enhanced infrared reflection, and the code letters RRL refer to IR filters that allow the
detection of signal lights and provide enhanced infrared reflection, see Table 7.
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Table 7 — Overview of code letters for IR filters

Code letter Detection of signal lights Enhanced infrared reflectance
R No No
RL Yes No
RR No Yes
RRL Yes Yes

NOTE IR filters protect the wearer against infrared radiation whilst permitting any visual task to be performed safely and
accurately, including the optional perception of safety signals. It is necessary in particular to take care that the colour of the
IR filters is compatible with good perception of colour, especially for accurate evaluation of melting furnace temperatures.
IR filters that do not conform to these criteria could lead to difficulties for users. For further information about the selection
of the correct protector guidance document, ISO 19734, for the selection, use and maintenance of eye and face protectors is
in preparation.

6.3.3 Sunglare filters for occupational use

6.3.3.1 General

Sunglare filters are intended to reduce solar glare to a comfortable level and solar ultraviolet radiation
to a safe level.

Sunglare filters shall be tested in accordance with ISO 18526-2:2020, Clauses 6, 7 and 8. The UV
requirements and the optional IR requirements in Table 8 shall be met as appropriate.

6.3.3.2 Luminous and spectral transmittance and scale numbers

The determination of the luminous transmittance of the sunglare filters shall be based on the spectral
energy distribution of CIE standard illuminant D65 in accordance with ISO 11664-2 and spectral
luminous efficiency of the CIE 1931 standard colorimetric observer in accordance with ISO/CIE 11664-1.

The scale numbers of for sunglare filters are defined based on the value of the luminous transmittance
in Table 8.

Table 8 — Transmittance requirements for sunglare filters for occupational use, code letter G

Scale Visible Optional
Wavelength range from 280 nm to 400 nm infrared
number spectral range
spectral range
Maximum Maximum Maximum mean Luminous Maximum
solar UV-B solar UV-A 380 nm to transmittance solar IR
transmittance transmittance 400 nm transmittance
transmittance
TsyvB Tsyva 380 Tm380-400 Ty,D65 TsIR
280nm<A 315nm<A 380 nm <A 380nm<A 780 nm <A
<315 nm <380 nm <400 nm <780 nm <2000 nm
0,
(%) (%) (%) 0 (%)
GO 0,03 7, s 0,5 Ty D65 0,75 Ty D65 100 > 7, 45 2 80 TyD65
G1 0,03 TV,D65 0,5 TV,D65 0,75 TV,D65 80 > TV,D65 >43 TV,D65
G2 0,03 TV,D65 0,25 TV,D65 0,5 TV,D65 43 > TV,D65 >18 TV,D65
G3 0,03 7,pes 0,25 7y pes 0,5 7y pes 18> 7y pes 2 8 Tv,D65
0,5 % absolute 0,5 % absolute
or 0,125 7, pes or 0,125 7, pgs,
G4 0,037y pgs whichever is whichever is 8>Types =3 Tv,p65
greater greater
NOTE Some national requirements can stipulate a different requirement for long wavelength limit of UV-A.
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