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Foreword .

iSO (the International Organization for Standardization) is a worldwide federation of
national standards bodies {{SO member bodies). The work of preparing International
Standards is normally carried out through ISO technical committees. Each member
body interested in a subject for which a technical committee has been established has
the right to be represented on that committee. International organizations, govern-
mental and non-governmental, in liaison with 1SO, also take part in the work.

Draft international Standards adopted by the technical committees are circulated to
the member bodies for approval before their acceptance as International Standards by
the 1SO Council. They are approved in accordance with ISO procedures requiring at
least 75 % approval by the member bodies voting.

International Standard 1SO 1838 was prepared by Technical Committee ISO/TC 26,
Copper and copper alloys.

This second edition cancels and replaces the first edition {ISO 1638 : 1974), of which it
constitutes a technical revision.

Users should note that all International Standards undergo revision from time to time
and that any reference made herein to any other International Standard implies its
latest edition, unless otherwise stated.

© International Organization for Standardization, 1987 e

Printed in Switzerland

Full document details: ISO 1638-1987

Documents

Document Sharing Hub


http://www.avadocuments.com/doc/iso-1638-1987
http://www.avadocuments.com/doc/iso-1638-1987

INTERNATIONAL STANDARD

ISO 1638 : 1987 (E)

Wrought copper and copper alloy wire — Technical

conditions of delivery

1 Scope and field of application

This International Standard specifies the technical conditions
of delivery of wrought copper and copper alloy wire, currently
available in commercial quantities.

For the purpose of this International Standard, the definitions
for copper and copper alloys in ISO 197-1 and for wire in
ISO 197-3 as well as the principles for designation in
1SO 1190-1 and 1SO 1190-2 apply.

For technical conditions of delivery for rod and bar, see
1SO 1637.

2 References

2.1 Definitions

iSO 197, Copper and copper alloys — Terms and definitions
— Part 1: Materials.
—  Part 3 : Wrought products.

2.2 Designations
ISO 1190, Copper and copper alloys — Code of designation
—  Part 1: Designation of materials.

—  Part 2 : Designation of tempers.

2.3 Chemical composition

ISO 426, Wrought copper-zinc alloys — Chemical composition
and forms of wrought products

—  Part 1 - Non-leaded and special copper-zinc alloys.

—  Part 2 : Leaded copper-zinc alloys.

ISO 427, Wrought copper-tin alloys — Chemical composition
and forms of wrought products.

ISO 1187, Special wrought copper alloys — Chemical composi-
tion and forms of wrought products.

ISO 1336, Wrought coppers (having minimum copper content
of 97,5 %) — Chemical composition and forms of wrought
products.

ISO 1337, Wrought coppers (having minimum copper content
of 99,85 %) — Chemical composition and forms of wrought
products.

1) At present at the stage of draft.
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2.4 Technical conditions of delivery

ISO 1637, Wrought copper and copper alloy rod and bar —
Technical conditions of delivery.

2.5 Methods of test
2.5.1 Sampiing
ISO 4739, Wrought copper and copper alloy products — Selec-

tion and preparation of specimens and test pieces for
mechanical testing.

2.5.2 Tensile testing

ISO 6892, Metallic materials — Tensile testing.

2.5.3 Technological testing
ISO 7800, Metallic materials — Wire — Simple torsion test.

ISO 7801, Metallic materials — Wire — Reverse bend test.

2.5.4 Stress corrosion testing

1SO 196, Wrought copper and copper alloys — Detection of
residual stress — Mercury(l) nitrate test.

ISO 6957, Copper and copper alloys — Ammonia test for stress
corrosion resistance.

2.6 Dimensional tolerances

1SO 3492, Wrought copper and copper alloys — Drawn round
wire — Tolerances on diameter.

3 Ordering information

The purchaser shall state on his inquiry and order the following
information :

a} quantity;

b) designation of the material and temper required (see
table 2);
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