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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards bodies (ISO
member bodies). The work of preparing International Standards is normally carried out through ISO technical
committees. Each member body interested in a subject for which a technical committee has been established has
the right to be represented on that committee. International organizations, governmental and non-governmental, in
liaison with 1SO, also take part in the work. 1ISO collaborates closely with the International Electrotechnical
Commission (IEC) on all matters of electrotechnical standardization.

International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 3.

Draft International Standards adopted by the technical committees are circulated to the member bodies for voting.
Publication as an International Standard requires approval by at least 75 % of the member bodies casting a vote.

Attention is drawn to the possibility that some of the elements of this International Standard may be the subject of
patent rights. ISO shall not be held responsible for identifying any or all such patent rights.

International Standard ISO 16426 was prepared by Technical Committee ISO/TC 2, Fasteners.

Annex A of this International Standard is for information only.
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Introduction

This International Standard is the second in a series of two standards for mechanical fastener quality using a
detection system and a prevention system respectively.

— IS0 3269 deals with acceptance inspection based on statistical sampling of fasteners at a given AQL level at the
time of receiving and constitutes a detection system intended primarily for use by the customer.

— IS0 16426 deals with fully traceable mechanical fasteners which have been produced under a verifiable quality
assurance system and constitutes a prevention system intended primarily for use by the fastener manufacturer.
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INTERNATIONAL STANDARD ISO 16426:2002(E)

Fasteners — Quality assurance system

1 Scope

This International Standard specifies requirements for a fastener quality assurance system to be met by the fastener
manufacturers and distributors. These requirements are intended to reduce or prevent the production of non-
conforming fasteners with the objective of approaching zero defects for the characteristics specified.

This International Standard outlines the requirements from receipt of raw material through the manufacturing process
to delivery at the distributor or the user, who is the installer.

2 Normative references

The following normative documents contain provisions which, through reference in this text, constitute provisions of
this International Standard. For dated references, subsequent amendments to, or revisions of, any of these
publications do not apply. However, parties to agreements based on this International Standard are encouraged to
investigate the possibility of applying the most recent editions of the normative documents indicated below. For
undated references, the latest edition of the normative document referred to applies. Members of 1ISO and IEC
maintain registers of currently valid International Standards.

ISO 3269:2000, Fasteners — Acceptance inspection
ISO 9000:2000, Quality management systems — Fundamentals and vocabulary

ISO 15330:1999, Fasteners — Preloading test for the detection of hydrogen embrittlement — Parallel bearing
surface method

3 Terms and definitions
For the purposes of this International Standard, the following terms and definitions apply.

3.1
advanced quality planning

process that facilitates an interpretation of design objectives into design requirements that are an integral part of the
fastener quality plan, including process failure mode and effects analysis and control plans

3.2
alter

to perform any step after original manufacture which changes the geometry, mechanical properties or the
performance characteristics of a mechanical fastener

3.3
Cpk value

measure of the capability of the process in relation to the process average based on the distance in units of standard
deviation between the process average and the closest specification limit for characteristics that have a normal
distribution pattern
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3.4
customer
organization or person that receives a product

NOTE The customer may be the user or a distributor.
[1SO 9000]

3.5
commingling
mixing of identical fasteners from different manufacturing lots in the same container or bin

3.6

control plan

outline of the fastener manufacturing process which identifies control points that provide procedures for controlling
and minimizing process and product variation

3.7
defect
non-fulfilment of a requirement related to an intended or specified use

NOTE In the presence of a defect, the fastener will not function in its expected or intended use.
[1SO 9000]

3.8
distributor (stockist)
organization or person that purchases finished fasteners for resale to others and of which there are three types:

3.8.1
alteration distributor
distributor who alters fasteners prior to delivery

3.8.2

pass-through distributor

distributor who resells original manufacturer's containers of fasteners without repackaging or alteration of the
fasteners

3.8.3
repackaging distributor
distributor who only repackages fasteners prior to delivery

3.9
fastener characteristic
dimensional, mechanical or performance feature of the fastener

3.10

fastener quality assurance system

fastener manufacturing system that generally incorporates such elements as a written control plan, which includes
provisions for prototype development, initial production and full production, including advanced quality planning
(3.1), continual improvement, defect prevention, and in-process controls of dimensional, mechanical and
performance characteristics of the fastener

3.11
lot contamination
introduction of dissimilar fasteners or foreign substances or products into a manufacturing lot of fasteners

3.12
manufacturer
organization which purchases raw material and converts the material into a finished mechanical fastener
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