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Foreword 

ISO (the International Organization for Standardization) is a worldwide federation of national standards bodies 
(ISO member bodies). The work of preparing International Standards is normally carried out through ISO 
technical committees. Each member body interested in a subject for which a technical committee has been 
established has the right to be represented on that committee. International organizations, governmental and 
non-governmental, in liaison with ISO, also take part in the work. ISO collaborates closely with the 
International Electrotechnical Commission (IEC) on all matters of electrotechnical standardization. 

International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 2. 

The main task of technical committees is to prepare International Standards. Draft International Standards 
adopted by the technical committees are circulated to the member bodies for voting. Publication as an 
International Standard requires approval by at least 75 % of the member bodies casting a vote. 

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent 
rights. ISO shall not be held responsible for identifying any or all such patent rights. 

ISO 16772 was prepared by Technical Committee ISO/TC 190, Soil quality, Subcommittee SC 3, Chemical 
methods and soil characteristics. 
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Soil quality — Determination of mercury in aqua regia soil 
extracts with cold-vapour atomic spectrometry or cold-vapour 
atomic fluorescence spectrometry 

WARNING — Mercury is highly toxic. Safety measures shall be taken in handling mercury and 
mercury solutions. Mercury compounds should not be introduced into the environment. The 
laboratory handling these compounds should be aware of the relevant international and national 
legislation regulating the handling of mercury and its compounds. 

1 Scope 

This International Standard specifies a method for the determination of mercury in an aqua regia extract of soil, 
obtained in accordance with ISO 11464 and ISO 11466, using cold-vapour atomic absorption spectrometry or 
cold-vapour atomic fluorescence spectrometry. The limit of determination of the method is at least 0,1 mg/kg. 

2 Normative references 

The following referenced documents are indispensable for the application of this document. For dated 
references, only the edition cited applies. For undated references, the latest edition of the referenced 
document (including any amendments) applies. 

ISO 3696:1987, Water for analytical laboratory use — Specification and test methods 

ISO 11464:1994, Soil quality — Pretreatment of samples for physico-chemical analysis 

ISO 11465:1993, Soil quality — Determination of dry matter and water content on a mass basis — Gravimetric 
method 

ISO 11466:1995, Soil quality — Extraction of trace elements soluble in aqua regia 

3 Principle 

Mercury is reduced to the elemental state by tin(II) chloride solution and liberated from solution in a closed 
system. The mercury vapour passes through a cell positioned in the light path of an atomic absorption 
spectrometer. Its absorbance at a wavelength of 253,7 nm is measured. 

The absorbance signal is a function of mercury concentration. 

Alternatively, after the reduction step, the mercury vapour is injected into the cell of an atomic fluorescence 
spectrometer, where the mercury atoms are excited by radiation of a specific wavelength. The intensity of the 
fluorescence radiation is a function of mercury concentration. 

NOTE Tin(II) chloride as a reduction substance is specified in this International Standard because sodium 
borohydride reduces many elements common in soil extract solutions to the elemental state, which cause matrix problems 
under particular circumstances. 
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