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Foreword

+ 18O (the International Organization for Standardization) is a worldwide federation of national standards bodies
© (ISO member bodies). The work of preparing International Standards is normally carried out through ISO
_ technical committees. Each member body interested in a subject for which a technical committee has been
- established has the right to be represented on that committee. International organizations, governmental and
-~ non-governmental, in liaison with ISO, also take part in the work. ISO collaborates closely with the
~ International Electrotechnical Commission (IEC) on all matters of electrotechnical standardization.

International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 2.

The main task of technical committees is to prepare International Standards. Draft International Standards
adopted by the technical committees are circulated to the member bodies for voting. Publication as an
International Standard requires approval by at least 75 % of the member bodies casting a vote.

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent
rights. ISO shall not be held responsible for identifying any or all such patent rights.

ISO 16833 was prepared by Technical Committee ISO/TC 22, Road vehicles, Subcommittee SC 19, Wheels.
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INTERNATIONAL STANDARD ISO 16833:2006(E)

Road vehicles — Wheels — Measurement of radial and lateral
run-out

1 Scope

This International Standard defines criteria that characterize geometrical uniformity of wheels and describes
principles of measurements of these criteria.

2 Normative references

The following referenced documents are indispensable for the application of this document. For dated
references, only the edition cited applies. For undated references, the latest edition of the referenced
document (including any amendments) applies.

ISO 3911, Wheels and rims for pneumatic tyres — Vocabulary, designation and marking

ISO 4000-2, Passenger car tyres and rims — Part 2: Rims

ISO 4209-2, Truck and bus tyres and rims (metric series) — Part 2: Rims

ISO 4223-1, Definitions of some terms used in the tyre industry — Part 1: Pneumatic tyres

ISO 5751-3, Motorcycle tyres and rims (metric series) — Part 3: Range of approved rim contours
ISO 13326, Test methods for measuring tyre uniformity

International vocabulary of basic and general terms in metrology (VIM), BIPM/IEC/IFCC/ISO/
IUPAC/IUPAP/IUML, 1993

3 Terms and definitions

For the purposes of this document, the definitions given in ISO 4223-1, 1ISO 4000-2, ISO 4209-2, ISO 5751-3,
ISO 3911, I1SO 13326, the International vocabulary of basic and general terms in metrology (VIM) and the
following apply.

31

radial run-out

RRO

variation over one revolution of the wheel of the distance X of the seat in question relative to the wheel
rotation axis, in millimetres

See Figure 1.

3.2

lateral run-out

LRO

variation over one revolution of the wheel of the distance Y of the rim flange in question relative to a fixed
reference plane perpendicular to the wheel rotation axis, in millimetres

See Figure 1.
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