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Foreword 

ISO (the International Organization for Standardization) is a worldwide federation of national standards bodies 
(ISO member bodies). The work of preparing International Standards is normally carried out through ISO 
technical committees. Each member body interested in a subject for which a technical committee has been 
established has the right to be represented on that committee. International organizations, governmental and 
non-governmental, in liaison with ISO, also take part in the work. ISO collaborates closely with the 
International Electrotechnical Commission (IEC) on all matters of electrotechnical standardization. 

International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 2. 

The main task of technical committees is to prepare International Standards. Draft International Standards 
adopted by the technical committees are circulated to the member bodies for voting. Publication as an 
International Standard requires approval by at least 75 % of the member bodies casting a vote. 

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent 
rights. ISO shall not be held responsible for identifying any or all such patent rights. 

ISO 17657-3 was prepared by Technical Committee ISO/TC 44, Welding and allied processes, Subcommittee 
SC 6, Resistance welding. 

ISO 17657 consists of the following parts, under the general title Resistance welding — Welding current 
measurement for resistance welding: 

 Part 1: Guidelines for measurement 

 Part 2: Welding current meter with current sensing coil 

 Part 3: Current sensing coil 

 Part 4: Calibration system 

 Part 5: Verification of welding current measuring system 
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Introduction 

Requests for official interpretations of any aspect of this part of ISO 17657 should be directed to the 
Secretariat of ISO/TC 44/SC 6 via your national standards body. A complete listing of these bodies can be 
found at http://www.iso.org. 
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Resistance welding — Welding current measurement for 
resistance welding — 

Part 3: 
Current sensing coil 

1 Scope 

This part of ISO 17657 specifies current sensing coils of the toroidal-coil type as a current sensor for welding 
current meters or a welding current measuring system used to monitor the welding current in resistance 
welding, and is applicable for both current types, i.e. alternating current of 50 Hz or 60 Hz and direct current. 

2 Normative references 

The following referenced documents are indispensable for the application of this document. For dated 
references, only the edition cited applies. For undated references, the latest edition of the referenced 
document (including any amendments) applies. 

ISO 669, Resistance welding — Resistance welding equipment — Mechanical and electrical requirements 

ISO 17657-4, Resistance welding — Welding current measurement for resistance welding — Part 4: 
Calibration system 

3 Terms and definitions 

For the purposes of this document, the terms and definitions given in ISO 669 and the following apply. 

3.1 
current sensing coil (toroidal coil) 
multi-wound coil, in which wire is wound around a non-magnetic core of constant cross-section, used for 
detecting the magnetic flux generated by current 

NOTE The coil is mounted around or encircles a conductor through which the current to be measured passes. 

3.2 
reference current sensing coil 
current sensing coil calibrated at a higher accuracy than the highly accurate class defined in this part of 
ISO 17657 

3.3 
conversion coefficient 
ratio of output voltage from a current sensing coil against the welding current, expressed in millivolts per 
kiloamp (mV/kA) 

NOTE The value is proportional to the frequency of the measured current, and is defined with a perfectly full-wave 
current of 50 Hz as the test current. 
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3.4 
frequency response 
feature indicating the influence of frequency of test current on the conversion coefficient 

3.5 
accuracy 
scatter and deviation of the conversion coefficient 

NOTE The output load of the current sensing coil strongly influences the value of the conversion coefficient. If the 
output load and/or input impedance of an integrator changes, the conversion coefficient may deviate even though both 
devices have been separately calibrated in a highly accurate class. 

4 Physical environment and operating conditions 

Unless otherwise specified, the current sensing coil shall be capable of operating under the following 
conditions: 

 at an ambient air temperature between +5 °C and +40 °C; 

 in relative humidity up to 95 %; 

 at altitudes up to 1 000 m above mean sea level; 

 where gas, fine dust, oil mist, spatters, etc. are included in the air such as those caused by ordinary arc or 
spot welding work. 

When the operating conditions are not of any of those specified above, an agreement may be needed 
between the manufacturer and the purchaser. 

5 Classification of current sensing coils and designation of product 

5.1 Class of current sensing coils 

The current sensing coils shall be classified depending on construction, conversion coefficient and measuring 
accuracy. Classifications by the accuracy are shown in Table 1. 

Table 1 — Classification of current sensing coils 

Classification Measuring accuracy Application 

Highly accurate class ± 0,5 % of full scale Laboratory use 

Accurate class ± 1,0 % of full scale Routine use for highly accurate systems 

Ordinary class ± 3,0 % of full scale Routine use for ordinary systems 

 

5.2 Standard values of the conversion coefficient 

Rated values of the standard conversion coefficient, K, shall be of 150 mV/kA, 220 mV/kA and 1,5 V/kA for 
full-wave alternating current of 50 Hz. 

NOTE If a different test frequency is used for defining the conversion coefficient, the value can be converted by using 
equation (1) described in 7.1. 
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