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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of
national standards bodies (ISO member bodies). The work of preparing International
Standards is normally carried out through ISO technical committees. Each member
body interested in a subject for which a technical committee has been established has
the right to be represented on that committee. International organizations, govern-
mental and non-governmental, in liaison with 1SO, also take part in the work.

Draft International Standards adopted by the technical committees are circulated to
the member bodies for approval before their acceptance as International Standards by
the 1SO Council. They are approved in accordance with ISO procedures requiring at
least 75 % approval by the member bodies voting.

International Standard 1SO 1780-1984 is a combination of the first edition of
1SO 1780-1975, of 1SO 5760-1980, and of 1SO 5761-1980, which it cancels and
replaces. It was prepared by Technical Committee ISO/TC 36, Cinematography.
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INTERNATIONAL STANDARD

1ISO 1780-1984 (E)

Cinematography — Motion-picture camera cartridge,
8 mm Type S Model | — Aperture, camera aperture
profile, film position, pressure pad and pressure pad
flatness — Dimensions and specifications

1 Scope and field of application

This International Standard specifies the dimensions and lo-
cation of the cartridge aperture, pressure pad, and character-
istics necessary for the appropriate flatness of the cartridge and
location of film in the camera aperture, for any model of 8 mm
Type S Model | motion-picture film camera cartridge [sound or
silent, 15 m (50 ft) or 60 m (200 ft)].

2 References

ISO 554, Standard atmospheres for conditioning and/or
testing — Specifications.

ISO 1787, Cinematography — Camera usage of 8 mm motion-
picture film perforated Type S.

ISO 3654, Cinematography — Motion-picture camera cartridge
8 mm, Type S Model | — Cartridge-camera interface and take-
up core drive — Dimensions and specifications.

ISO 5759, Cinematography — Sound motion-picture camera
cartridge, 8 mm, Type S Model/ | — Cartridge-camera interface
and take-up core drive — Dimensions and specifications.

ISO 6903, Cinematography — Motion-picture camera car-
tridge, 8 mm Type S, Model | (capacity 60 m) — Cartridge-
camera interface and sprocket drive — Dimensions and
specifications.

3 Dimensions

Measurements made at the time of manufacture shall be taken
at 23 £ 2°C as stated in ISO 554. A manufacturer may
indicate other nominal temperatures under which dimensions

apply.

3.1 The dimensions shall be as shown in the figures and
given in the tables. The dimensions shown in figures 1 and 3
and given in tables 1 and 3 apply to a cartridge that is fully
assembled, but does not contain film.

3.2 The dimensions shown in figure 2 and given in table 2
shall apply to an assembled cartridge with a film load at the
time of manufacture.
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3.3 The datum planes and features used for dimensions shall
be defined in accordance with [SO 3654, ISO 5759 or
1ISO 6903.

3.4 Dimensions T and U denote the lateral location of the
film in the cartridge before insertion in the camera. After inser-
tion, dimension T becomes 1,52 mm (0.060 in) min., and
dimension U becomes 1,27 mm (0.050 in) min.

3.5 All dimensions in table 1, except dimensions A and C,
apply at the front surface of the pressure pad. A slope of 5° to
the recess area is permitted as well as an inside or outside
radius of 0,13 mm (0.005 in) at all corners to provide satisfac-
tory mould release when the pressure pad is manufactured in a
moulding process.

3.6 Dimension 4 denotes the space available from datum
plane C, for penetration of the camera film alignment guide
wings or the camera claw into the recessed area of the cartridge
pressure pad.

3.7 Dimension B is measured from datum plane C and is the
operating position of the cartridge pressure pad.

3.8 Dimensions relative to the surface of the pressure pad are
measured from a plane established through surfaces 1, 2 and 3
as defined by 1,52 mm (0.060 in) diameter circles centred as
shown in figure 3. The actual camera aperture bosses may
deviate from this shape.

3.9 Dimension G, specifies the clearance for film in the
camera aperture area, based on T, the thickness of the film in
the centre of the picture area (see note 1).

3.10 Dimension G, specifies the extension of the camera
aperture plate boss points (corresponding to 1, 2 and 3),
beyond the aperture plate plane at the aperture opening.

3.11 The upper and lower pad areas extend from dimension
C, to the top and bottom of the cartridge pressure pad within
dimension K.

3.12 Dimension H, is intended to apply from a plane as

described by 3.8. Documents
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