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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards
bodies (ISO member bodies). The work of preparing International Standards is normally carried out
through ISO technical committees. Each member body interested in a subject for which a technical
committee has been established has the right to be represented on that committee. International
organizations, governmental and non-governmental, in liaison with ISO, also take part in the work.
ISO collaborates closely with the International Electrotechnical Commission (IEC) on all matters of
electrotechnical standardization.

The procedures used to develop this document and those intended for its further maintenance are
described in the ISO/IEC Directives, Part 1. In particular the different approval criteria needed for the
different types of ISO documents should be noted. This document was drafted in accordance with the
editorial rules of the ISO/IEC Directives, Part 2 (see www.iso.org/directives).

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. ISO shall not be held responsible for identifying any or all such patent rights. Details of
any patent rights identified during the development of the document will be in the Introduction and/or
on the ISO list of patent declarations received (see www.iso.org/patents).

Any trade name used in this document is information given for the convenience of users and does not
constitute an endorsement.

For an explanation on the meaning of ISO specific terms and expressions related to conformity assessment,
as well as information about ISO’s adherence to the World Trade Organization (WTO) principles in the
Technical Barriers to Trade (TBT) see the following URL: www.iso.org/iso/foreword.html.

The committee responsible for this document is [1W, International Institute of Welding, Commission V.

Requests for official interpretations of any aspect of this International Standard should be directed to
the ISO Central Secretariat, who will forward them to the [IW Secretariat for an official response.
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INTERNATIONAL STANDARD ISO 18211:2016(E)

Non-destructive testing — Long-range inspection of above-
ground pipelines and plant piping using guided wave
testing with axial propagation

1 Scope

This International Standard specifies a method for long-range testing of carbon and low-alloy steel
above-ground pipelines and plant piping using guided ultrasonic waves with axial propagation applied
on the entire circumferential pipe section, in order to detect corrosion or erosion damage.

The guided wave testing (GWT) method allows for fast inspection of above-ground pipelines, plant
piping and cased road crossings, giving a qualitative screening and localization of probable corroded
and eroded areas. GWT is typically performed on operating piping systems.

This International Standard is applicable to the following types of pipes:
a) above-ground painted pipelines;

b) above-ground insulated pipelines;

c) painted plant piping;

d) insulated plant piping.

NOTE Pipe sections within road crossings with external casings (without bitumen or plastic coating) are
a special case of buried pipe where there is no soil pressure on the OD of the pipe. This International Standard
applies to these cased road crossings.

Other types of pipes not included in the above list need dedicated approaches due to increased
complexity.

2 Normative references

The following documents, in whole or in part, are normatively referenced in this document and are
indispensable for its application. For dated references, only the edition cited applies. For undated
references, the latest edition of the referenced document (including any amendments) applies.

ISO 9712, Non-destructive testing — Qualification and certification of NDT personnel

3 Terms and definitions

For the purposes of this document, the following terms and definitions apply.

31
axial direction
direction along the main axis of the pipe

3.2
circumferential direction
direction around the circumference of the pipe

3.3

total pipe wall cross-section

TCS

area between the inner and outer diameters of the pipe in a plane perpendicular to t) gigapytents
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3.4

cross-section change

equivalent cross-section change calculated assuming that an indication is purely caused by a change in
the cross-section of the pipe wall

3.5

datum point

reference point for reporting a test position (3.16) and for correlating test results with the corresponding
position on the test object

3.6

dead zone

length of pipe on either side of the test position (3.16) where reflectors of interest cannot be detected
because they are covered by the transmitted pulse

3.7

flexural mode

non-symmetric bending type mode of guided wave propagation in pipes, with particle displacements in
axial, circumferential and radial directions

3.8

focus

concentration of guided waves at a single axial and circumferential position, achieved either by
hardware settings or by post-processing of a recorded set of signals (synthetic focus)

3.9

geometric feature

pipeline feature (e.g. weld, support, flange, bend, etc.) causing the reflection of guided waves because of
a cross-section change (3.4) or other acoustic impedance variation

3.10
guided wave mode
distinct type of guided wave with a specific vibration pattern

3.11

longitudinal mode

symmetric compression type mode of guided wave propagation in pipes, with particle displacements
predominantly in the axial direction (3.1)

3.12
primary mode
guided wave mode (3.10) which is chosen for the incident wave

3.13
probe ring
circumferential component, containing transducer elements with direct contact to the pipe

3.14

secondary mode

guided wave mode (3.10) which is different from the primary mode (3.12) and is generated by mode
conversion at pipe features or discontinuities

3.15
test frequency
centre frequency of the pulses transmitted by the probe ring (3.13)

3.16
test position
axial position on the pipe where the probe ring (3.13) is placed
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