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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards bodies
(ISO member bodies). The work of preparing International Standards is normally carried out through 1SO
technical committees. Each member body interested in a subject for which a technical committee has been
established has the right to be represented on that committee. International organizations, governmental and
non-governmental, in liaison with 1ISO, also take part in the work. ISO collaborates closely with the International
Electrotechnical Commission (IEC) on all matters of electrotechnical standardization.

International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 2.

The main task of technical committees is to prepare International Standards. Draft International Standards
adopted by the technical committees are circulated to the member bodies for voting. Publication as an
International Standard requires approval by at least 75 % of the member bodies casting a vote.

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent
rights. 1ISO shall not be held responsible for identifying any or all such patent rights.

ISO 18452 was prepared by Technical Committee ISO/TC 206, Fine ceramics.
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INTERNATIONAL STANDARD ISO 18452:2005(E)

Fine ceramics (advanced ceramics, advanced technical
ceramics) — Determination of thickness of ceramic films by
contact-probe profilometer

1 Scope

This International Standard specifies a method for the determination of the film thickness of a fine ceramic film
and ceramic coatings by a contact-probe profilometer. The method is suitable for film thicknesses in the range
of 10 nm to 10 000 nm.

NOTE The method requires a distinct and clearly formed boundary between coated and uncoated parts of the substrate.

2 Normative references

The following referenced documents are indispensable for the application of this document. For dated
references, only the edition cited applies. For undated references, the latest edition of the referenced document
(including any amendments) applies.

ISO 3274, Geometrical Product Specifications (GPS) — Surface texture: Profile method — Nominal
characteristics of contact (stylus) instruments

3 Terms and definitions
For the purposes of this document, the following terms and definitions apply.

3.1
fine ceramic film
coating consisting of a fine ceramic material which thinly covers the substrate surface

EXAMPLE Typical materials are oxides, carbides, nitrides, etc., deposited by methods such as vacuum evaporating,
sputtering, chemical vapour deposition, etc.

4 Principle of measurement

This International Standard concerns the measurement of the film thickness of fine ceramic coatings on a
substrate using a contact-probe profilometer. The film thickness shall be calculated from the profile which is
obtained by scanning the contact probe in the direction C — B — A, as shown in Figure 1. The profile is in
proportion to the difference in height between the parts covered and not covered with the fine ceramic film.

5 Test environment

The test shall be carried out in an environment free from mechanical vibrations that may affect the
measurement.
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