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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards
bodies (ISO member bodies). The work of preparing International Standards is normally carried out
through ISO technical committees. Each member body interested in a subject for which a technical
committee has been established has the right to be represented on that committee. International
organizations, governmental and non-governmental, in liaison with ISO, also take part in the work.
ISO collaborates closely with the International Electrotechnical Commission (IEC) on all matters of
electrotechnical standardization.

The procedures used to develop this document and those intended for its further maintenance are
described in the ISO/IEC Directives, Part 1. In particular the different approval criteria needed for the
different types of ISO documents should be noted. This document was drafted in accordance with the
editorial rules of the ISO/IEC Directives, Part 2 (see www.iso.org/directives).

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. ISO shall not be held responsible for identifying any or all such patent rights. Details of
any patent rights identified during the development of the document will be in the Introduction and/or
on the ISO list of patent declarations received (see www.iso.org/patents).

Any trade name used in this document is information given for the convenience of users and does not
constitute an endorsement.

For an explanation on the meaning of ISO specific terms and expressions related to conformity assessment,
as well as information about ISO’s adherence to the World Trade Organization (WTO) principles in the
Technical Barriers to Trade (TBT) see the following URL: www.iso.org/iso/foreword.html.

The committee responsible for this document is ISO/TC 110, Industrial trucks, Subcommittee SC 4,
Rough-terrain trucks.

ISO 18479 consists of the following parts, under the general title Rough-terrain trucks — Non-integrated
personnel work platforms:

— Part 1: Design, safety requirements and verification

— Part 2: User requirements

Documents

. Document Sharing Hub
v © ISO 2016 - All rights reserved

Full document details: ISO 18479-2-2016


http://avadocuments2026.com/doc/iso-18479-2-2016
http://avadocuments2026.com/doc/iso-18479-2-2016

ISO 18479-2:2016(E)

Introduction

ISO 18479 is one of a set of International Standards produced by ISO/TC 110/SC 4 as part of its program
of work regarding standardization of terminology, general safety, performance, and user requirements
for rough-terrain trucks (hereafter also referred to as trucks).

Rough-terrain trucks, when permitted, may be fitted with an integrated or non-integrated personnel
work platforms which is designed to elevate occupants and materials to elevated work heights.

See IS0 11525-5 for user requirements for the interface between a rough-terrain truck and an integrated
personnel work platform.
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INTERNATIONAL STANDARD ISO 18479-2:2016(E)

Rough-terrain trucks — Non-integrated personnel work
platforms —

Part 2:
User requirements

1 Scope

This part of ISO 18479, intended to be used together with ISO 18479-1 and ISO 10896-1, defines user
requirements for rough-terrain trucks when fitted with a non-integrated personnel work platform
(PWP) as an attachment. This includes non-integrated PWPs that have a means of being affixed to the
truck forks.

NOTE National or local requirements can apply, which could be more stringent.

User requirements for rough-terrain trucks fitted with a personnel work platform having controls
which affect travel or movement of the rough-terrain truck are not covered by this part of ISO 18479
(see ISO 18893).

2 Normative references

The following documents, in whole or in part, are normatively referenced in this document and are
indispensable for its application. For dated references, only the edition cited applies. For undated
references, the latest edition of the referenced document (including any amendments) applies.

ISO 5057, Industrial trucks — Inspection and repair of fork arms in service on fork-lift trucks
[SO 10896-1, Rough-terrain trucks — Safety requirements and verification — Part 1: Variable-reach trucks

[SO 18479-1, Rough-terrain trucks — Non-integrated personnel work platforms — Part 1: Design, safety
requirements and verification

3 Terms and definitions

For the purposes of this document, the terms and definitions given in ISO 10896-1 and ISO 18479-1, and
the following, apply.

3.1

personal fall protection equipment

PFPE

personal safety system consisting of a full-body harness and lanyard

Note 1 to entry: A full-body harness typically is a body support designed to contain the torso and distribute the
fall arrest forces over at least the upper thighs, pelvis, chest and shoulders.

Note 2 to entry: A lanyard is a component consisting of a flexible rope, wire rope, or strap, which typically has
a connector at each end for connecting to the body support and to a fall arrester, energy absorber, anchorage
connector, or anchorage.

3.2
truck operator
competent and authorized person who controls the operation of the truck
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4 General safety requirements

4.1 Principles

This part of ISO 18479 shall be supplemented by good management practices, safety controls and
application of sound principles of safety, training, inspection, maintenance, application selection and
operation. All data available regarding the parameters of intended use and expected environment shall
be considered. Those with direct control over the application and operation of the truck and occupants
in the non-integrated PWP shall be responsible for the conformance with good safety practices.

NOTE Different operating conditions can require additional safety precautions, training, and special safe
operating procedures.

The operation of any truck as well as the non-integrated PWP is subject to certain hazards that can
be protected against only by the exercise of care and common sense. It is essential to have competent
persons trained in the intended use, safe operation, maintenance and service of this equipment.

The user shall ensure that the operator understands that safe operation of the truck as well as the use
of the non-integrated PWP is also the truck operator’s responsibility.

The user shall ensure that the truck operator’s mental or physical condition will not impair his/her
ability to operate the truck.

4.2 Requirements for the truck when fitted with a non-integrated PWP

4.2.1 General

The user shall ensure that the precautions as given in 4.2 are taken when using a non-integrated PWP
with a rough-terrain truck.

4.2.2 Operator’s manual

The user shall ensure that the operator’s manual and any additional safety manual provided by the
manufacturer with the truck are always available to the truck operator and maintenance personnel.

4.2.3 Modifications or alterations

Except as provided below, no modifications or alterations to a truck or a non-integrated PWP that may
affect its capacity, stability or safe operation of the truck fitted with a non-integrated PWP shall be
made without the prior written approval of the original truck manufacturer or its successor. When the
truck manufacturer or its successor approves a modification or alteration, the user shall be responsible,
prior to operation, for ensuring that appropriate changes are made to information plate(s), documents,
certificates, labels, tags, and operator’s manual(s).

If the truck manufacturer is no longer in business and there is no successor, modifications or alterations
to the truck shall be carried out under the following conditions:

a) the design, testing and implementation of the modification or alteration is made in accordance with
ISO 18479-1 by a competent person;

b) apermanentrecord is kept of the design, tests and implementation of the modification or alteration;

c) appropriate changes are made to the information plate(s), documents, certificates, labels, tags, and
operator’s manual(s);

d) a permanent and readily visible label is affixed to the truck or non-integrated PWP stating the
manner in which the truck or the non-integrated PWP has been modified or altered, together with
the date of the modification or alteration, and the name of the person or organization responsible
for the design, testing and implementation of the modifications.
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