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INTERNATIONAL STANDARD

ISO 1868-1982 (E)

Rubber compounding ingredients — Carbon black —
Specification limits for loss on heating

1 Scope and field of application
This International Standard specifies the maximum limits for

loss on heating at 105 °C of carbon black for use in the rubber
industry, shipped in bags or in bulk.

2 References

1SO 1124, Rubber compounding ingredients — Carbon black
— Sampling in bulk or in bins.

ISO 1126, Carbon black for use in the rubber industry — Deter-
mination of loss on heating.

1ISO 1310, Carbon black for use in the rubber industry —
Sampling packaged shipments.

3 Specification limits

The maximum permitted loss on heating of carbon black for
use in the rubber industry, shipped in bags or in bulk, shall be
as given in the table.

4 Sampling

Samples shall be taken immediately after delivery and put into
airtight containers.

Sampling shall be carried out in accordance with either
1ISO 1124 or ISO 1310.

5 Method of test

Use the method of test specified in ISO 1126.

Maximum loss

Type of carbon black (ozr;ol;ecaat::gn
black

shipped | shipped

in bags | in bulk
N110 3,0 1,5
N219, N220, N231, N242 2,5 1,2
N234 3,25 1,5
N293, N294 25 1,2
N299 2,75 1,2
S 300, S 301 3,0 2,0
S 315, N326, N330, N347, N358 25 1,0
N339, N375 2,75 1,2
N539, N550, N650, N683 15 1,0
N601, N630, N642, N660, N762, N765 1,0 1.0
N880, N930 1,0 1,0
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