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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards bodies
(ISO member bodies). The work of preparing International Standards is normally carried out through ISO
technical committees. Each member body interested in a subject for which a technical committee has been
established has the right to be represented on that committee. International organizations, governmental and
non-governmental, in liaison with ISO, also take part in the work. ISO collaborates closely with the
International Electrotechnical Commission (IEC) on all matters of electrotechnical standardization.

International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 2.

The main task of technical committees is to prepare International Standards. Draft International Standards
adopted by the technical committees are circulated to the member bodies for voting. Publication as an
International Standard requires approval by at least 75 % of the member bodies casting a vote.

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent
rights. ISO shall not be held responsible for identifying any or all such patent rights.

ISO 19133 was prepared by Technical Committee ISO/TC 211, Geographic information/Geomatics.
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Introduction

This International Standard is a description of the data and services needed to support tracking and navigation
applications for mobile clients. The web services views of this International Standard are given in Annex C.
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INTERNATIONAL STANDARD ISO 19133:2005(E)

Geographic information — Location-based services — Tracking
and navigation

1 Scope

This International Standard describes the data types, and operations associated with those types, for the
implementation of tracking and navigation services. This International Standard is designed to specify web
services that can be made available to wireless devices through web-resident proxy applications, but is not
restricted to that environment.

2 Conformance

Conformance to this International Standard takes on two meanings dependent on the type of entity declaring
conformance.

Mechanisms for the transfer of data are conformant to this International Standard if they can be considered to
consist of transfer record or type definitions that implement or extend a consistent subset of the object types
described within this International Standard.

Web servers for tracking and navigation are conformant to this International Standard if their interfaces
implement one or more of the subtypes of service defined in this International Standard and their
communications and messaging are accomplished using a conformant transfer mechanism.

Clauses 6 and 7 of this International Standard use the Unified Modeling Language (UML) to present
conceptual schemas for describing the information and services for tracking and navigation. Clause 8 further
describes a general schema for addresses to be used as location equivalents in three types of services.
Clause 9 describes network data appropriate for these services. This International Standard concerns only
externally visible interfaces and places no restriction on the underlying implementations other than what is
needed to satisfy the interface specifications in the actual situation, such as

— interfaces to software services using techniques such as COM or CORBA,;
— interfaces to databases using techniques such as SQL,;
— data interchange using encoding as defined in ISO 19118.

Few applications will require the full range of capabilities described by this conceptual schema. This clause,
therefore, defines a set of conformance classes that will support applications whose requirements range from
the minimum necessary to define data structures to full object implementation. This flexibility is controlled by a
set of UML types that can be implemented in a variety of manners. Implementations that define full object
functionality shall implement all operations defined by the types of the chosen conformance class, as is
common for UML designed object implementations. Implementations that choose to depend on external “free
functions” for some or all operations, or forgo them altogether, need not support all operations, but shall
always support a data type sufficient to record the state of each of the chosen UML types as defined by its
member variables. Common names for “metaphorically identical” but technically different entities are
acceptable. The UML model in this International Standard defines abstract types, application schemas define
conceptual classes, various software systems define implementation classes or data structures, and the XML
from the encoding standard (ISO 19118) defines entity tags. All of these reference the same information
content. There is no difficulty in allowing the use of the same name to represent the same information content
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even tHough at a deeper level there are significant technical differences in the digital entities being
implem'ented.

Details of the conformance classes are given in the abstract test suite in Annex A.

3 Normative references

The following referenced documents are indispensable for the application of this document. For dated
references, only the edition cited applies. For undated references, the latest edition of the referenced
document (including any amendments) applies.

ISO 3166-1, Codes for the representation of names of countries and their subdivisions — Part 1. Country
codes

ISO 19107, Geographic information — Spatial schema

ISO 19108, Geographic information — Temporal schema

ISO 19109, Geographic information — Rules for application schema

ISO 19111, Geographic information — Spatial referencing by coordinates

ISO 19112, Geographic information —Spatial referencing by geographic identifiers

ISO 19118, Geographic information — Encoding

4 Terms and definitions
For the purposes of this document, the following terms and definitions apply.

4.1

candidate route

any route that satisfies all constraints of the routing request with the possible exception of optimality of the
cost function

NOTE Navigation is the process of finding the candidate route that optimizes a chosen cost function.

4.2
cost function
function that associates a measure (cost) to a route

NOTE The normal mechanism is to apply a cost to each part of a route, and to define the total route cost as the sum
of the cost of the parts. This is necessary for the operation of the most common navigation algorithms. The units of cost
functions are not limited to monetary costs and values only, but include such measures as time, distance, and possibly
others. The only requirement is that the function be additive and at least non-negative. This last criteria can be softened as
long as no zero or less cost is associated with any loop in the network, as this will prevent the existence of a “minimal
cost” route.

4.3
Dijkstra graph
positively weighted directed graph appropriately configured to execute a shortest path search

NOTE The term comes from the most commonly known algorithm for finding a shortest path in a positively weighted
graph, from E. Dijkstra’s paper [7]. Although this algorithm is not the only one in use, the requirements for the graph are
common to most. The most common relaxation of the requirement is the “positive weights”, which are not needed in the
Bellman—Ford algorithm [4], [8].
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4.4
geocoding
translation of one form of location into another

NOTE Geocoding usually refers to the translation of “address” or “intersection” to “direct position”. Many service
providers also include a “reverse geocoding” interface to their geocoder, thus extending the definition of the service as a
general translator of location. Because routing services use internal location encodings not usually available to others, a
geocoder is an integral part of the internals of such a service.

4.5

instantiate

to represent (an abstraction) by the creation of a concrete instance or to create the ability to create an
instance

NOTE A class or data element definition instantiates a type if it creates the ability to create objects or data elements,
respectively, that can represent the concepts (instance data and/or operations) defined by that type. A class is instantiated
by an object if the class defines that object’s structure and function. A data schema is instantiated by a data element if the
data schema defines that element’s structure.

4.6
junction
single topological node in a network with its associated collection of turns, incoming and outgoing links

NOTE Junction is an alias for node.

4.7

linear referencing system

linear positioning system [ISO 19116]

positioning system that measures distance from a reference point along a route (feature)

NOTE The system includes the complete set of procedures for determining and retaining a record of specific points
along a linear feature such as the location reference method(s) together with the procedures for storing, maintaining, and
retrieving location information about points and segments on the highways. [NCHRP Synthesis 21, 1974]

4.8
“link
“directed topological connection between two nodes (junctions), consisting of an edge and a direction

NOTE Link is an alias for directed edge.

49
link position
position within a network on a link defined by some strictly monotonic measure associated with that link

NOTE Link positions are often associated with a target feature that is not part of the network. The most common link
measures used for this are the distance from start node or address. The most common use of a link position is to
geolocate an “address”.

410
location
identifiable geographic place

[1SO 19112]

NOTE A location is represented by one of a set of data types that describe a position, along with metadata about
that data, including coordinates (from a coordinate reference system), a measure (from a linear referencing system), or
an address (from an address system).
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4.1

location-based service

LBS

service whose return or other property is dependent on the location of the client requesting the service or of
some other thing, object or person

412

location-dependent service

LDS

service whose availability is dependent upon the location of the client

413
main-road rule
set of criteria used at a turn in lieu of a route instruction; default instruction used at a node

NOTE This rule represents what is “most natural” to do at a node (intersection), given the entry link used. The most
common version is “as straight as possible”, or to exit a turn on the most obvious extension of the entry street, which is
usually, but not always, the same named street that was the entry. Every node in a route is either associated with an
instruction or can be navigated by the main-road rule.

414

maneuver

manceuvre

collection of related links and turns used in a route in combination

NOTE Maneuvers are used to cluster turns into convenient and legal combinations. They may be as simple as a
single turn, a combination of quick turns (‘jogs” in the American mid-west consisting of a turn followed immediately by a
turn in the opposite direction) or very complex combinations consisting of entry, exit, and connecting roadways (“magic
roundabouts” in the UK).

415
navigation
combination of routing, route transversal and tracking

NOTE This is essentially the common term navigation, but the definition decomposes the process in terms used in
the packages defined in this International Standard.

4.16

navigation constraint

constraint

restriction on how a link or turn may be traversed by a vehicle, such as vehicle classification, physical or
temporal constraint

417

network

abstract structure consisting of a set of 0-dimensional objects called junctions, and a set of 1-dimensional
objects called links that connect the junctions, each link being associated with a start (origin, source)
junction and end (destination, sink) junction

NOTE The network is essentially the universe of discourse for the navigation problem. Networks are a variety of
1-dimensional topological complex. In this light, junction and topological node are synonyms, as are link and directed
edge.

4.18

position

data type that describes a point or geometry potentially occupied by an object or person

NOTE A direct position is a semantic subtype of position. Direct positions as described can only define a point and
therefore not all positions can be represented by a direct position. That is consistent with the “is type of” relation.
An ISO 19107 geometry is also a position, just not a direct position.
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419
route
sequence of links and/or partial links that describe a path, usually between two positions, within a network

4.20
route instruction
information needed at a point along a route in a network that allows that route to be traversed

NOTE To minimize the number of instructions needed to complete a route traversal, a default instruction can be
assumed at junctions without specifically associated instructions. This default is called the main-road rule.

4.21
route traversal
process of following a route

4.22
routing
finding of optimal (minimal cost function) routes between locations in a network

4.23
slope
rate of change of elevation with respect to curve length

4.24
tracking
monitoring and reporting the location of a vehicle

4.25
traveller
person subject to being navigated or tracked

cf. vehicle

NOTE Includes pedestrians. See 1SO 14825. In this International Standard, traveller can be replaced by vehicle
without any change of intent.

4.26

traversable

condition of a link or turn that allows or restricts all traffic’'s traversal, as opposed to a more detailed
navigation constraint

NOTE Traversability is usually a function of physical, cultural, or legal conditions. If traversable is false, then the
object cannot be navigated. This effectively removes a link from the usable network. In the case of a node, it effectively
removes the node and all associated links from the useable network. In the case of a turn, it simply removes it from any
viable route. Non-traversable entities are not included in maneuvers or routes.

4.27
turn
part of a route or network consisting of a junction location and an entry and exit link for that junction

4.28
vehicle
object subject to being navigated or tracked

cf. traveller

NOTE Includes pedestrians. See 1SO 14825. In this International Standard, vehicle can be replaced by traveller
without any change of intent.
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4.29
vehicle classification
type of vehicle, based on the nature of its construction or intended purpose

NOTE Classifications based on construction include automobile, truck, bus, bicycle, etc. Classifications based on
purpose include taxi, emergency vehicle, etc. Vehicle classification can be used to determine the application of navigation
constraints.

4.30

waypoint

location on the network that plays a role in choosing candidate routes potentially satisfying a routing
request

5 Abbreviated terms and UML notation

5.1 Abbreviated terms
CRS Coordinate Reference System
CSL Conceptual Schema Language

ECCMA Electronic Commerce Code Management Association

GDF Geographic Data Files

GML Geography Markup Language
GPS Global Positioning System
IAEC International Address Element Code
LBS Location Based Service

LDS Location Dependent Service
LRM Linear Referencing Method
LRS Linear Reference System
OCL Object Constraint Language
PDA Personal Digital Assistant
UML Unified Modeling language
XML eXtensible Markup Language

5.2 UML notation

The UML notation used in this International Standard is described in ISO 19107, and differs from standard
UML only in the existence and interpretation of some special stereotypes, in particular “CodeList” and “Union”.

The term “context diagram” used extensively in the naming of figures in this International Standard means a
diagram that illustrates the context of a specified central type, meaning the types of it attributes, operations
and association targets. This is the information most useful to the implementer of this central class.
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6 Tracking

6.1 Semantics
The package “Tracking” contains other packages that are used in tracking services and related functions

(see Figure 1).

r—-——=—==-=-- 1 r——=—=-=--- 1 r-T T T T 1
v Loy v !
<<Leaf>> <<Leaf>> <<Leaf>> <<Leaf>> sleatas <<Leaf>> <<Leaf>>
Feature Data Linear Reference Tracking Location ¢ - Measured New Basic
3 X PointEstimates A
Model Systems Service Transformation | Coordinates Types
'
\ 7T\ / [
\ i i pd - < // I / I
| / / / - 7/ / 1 \ / |
') P / 7 i VS A \ / I
1 1 7 / P q P / ] \ / 1
/ - I \ / [
<<Leaf>> <<Leaf>> / // P s y 4 // | \ / |
Names Temporal Objects P Y ope” e / I NZ I
(from Implementation) (from 1ISO 19108 Temporal) / /s / I |
s 4
// <<Leaf>> X 14 ,’ <<Leaf>> :
/ Geometric primitive P I Collections |
// (from Geometry) s <<Leaf>> | (from Implementation) |
© v Units of Measure I |
/’ (from Derived) | |
<<Leaf>> 74 ! |
Address " I
|
(from Address Model) ol oafss v v
Coordinate geometry
(from Geometry) <<Leaf>> <<Leaf>>
Spatial Referencing by Coordinates Enumerations
(from ISO 19111 Spatial ref by coordinates) (from Primitive)

Figure 1 — Tracking packages

6.2 Package: Tracking Service

6.2.1 Semantics
The package “Tracking Service” contains types and classes useful in creating a tracking service. Since this is

the core of many of the navigation functions described elsewhere in this International Standard, this package
contains some important types universal to most if not all location-based services.

6.2.2 TK_Position

6.2.2.1 Semantics
The union class “TK_Position” is used to represent positions in tracking and associated applications. An

instance of this class locates a position or place within the network. It should always be interpretable as a
direct position (coordinate in a reference system), an address or as a network position. The discriminators for

the union, and their associated types are as follows:
DirectPosition

directPosition:
Sl_Locationlnstance

placeName:
featurelD: FD_FeatureName
linearReference: LR_PositionExpression

networkPosition: NT_NetworkPosition

AD_AbstractAddress

CharacterString
Documents
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The operations on this type are all cast operators that allow the programmers to determine the position in the
form most useful to them. The UML for TK_Position is given in Figure 2.

6.2.2.2 Operation: asPosition
The operator “asPosition” derives the coordinates in the CRS of the data of this location.
TK Position :: asPosition() : DirectPosition
6.2.2.3 Operation: asNetworkPosition
The operator “asNetworkPosition” derives the network position of this location.
TK Position :: asNetworkPosition() : NT NetworkPosition
6.2.2.4 Operation: asAddress

The operator “asAddress” derives the address of this location.

TK Position :: asAddress() : AD Address
<<Union>>
DR Fosition <<DataType>>
+ directPosition : DirectPosition DirectPosition
+ placeName : S|_LocationInstance (from Coordinate geometry)
+ featurelD : FD_FeatureName
+ linearReference : LR_PositionExpression .
+ networkPosition : NT_NetworkPosition SI_LocationInstance
+ address : AD_AbstractAddress (from Gazettoer)
+ phone : CharacterString
+ asPosition() : DirectPosition FD_FeatureName
+ asNetworkPosition() : NT_NetworkPosition (from Feature Data Model)
+ asAddress() : AD_Address
A
I <<Type>>
: LR_PositionExpression
| (from Linear Reference Systems)
|
|
: <<Union>>
| NT_NetworkPosition
v (from Network Position)
<<CodelList>>
TK_PositionType <<Abstract>>
+ coordinate AD_AbstractAddress
+ placeName (from Address)
+ feature
+ linearReference
+ network <<DataType>>
+ address CharacterString
+ phone (from Text)

Figure 2 — Context Diagram: TK_Position
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6.2.3 TK_MobileSubscriber

6.2.3.1  Semantics

The type “TK_MobileSubscriber” is used to model the items being tracked within the tracking service. The
most common usage is the subscriber to a mobile service such as cell phone, where the service has the
ability to determine the location of the device. The interfaces for the tracking services are also applicable to
services that query the device for its location and would thus be applicable to GPS equipped devices as well.
The service is a UML <<Type>> as opposed to a UML <<Interface>> because of the need to associate
subscribers with their service.

There are deep issues of authentications between the service and the client, especially if the client is different
from the mobile subscriber (in which case there are privacy issues). This International Standard assumes that
those issues have been solved outside of the tracking interfaces (possible through a “verification” service, not

dependent on geography, and therefore outside the scope of this International Standard). The UML for
TK_MobileSubscriber is given in Figure 3.

6.2.3.2  Attribute: id : CharacterString
The attribute “id” is the identifier by which the associated tracking service knows this subscriber.
TK MobileSubscriber :: id : CharacterString
6.2.3.3  Attribute: location : TK_TrackingLocation
The derived attribute “location” is the location of the subscriber at the time the attribute is accessed. This is
essentially another access to the tracking service in many cases. In the case where the subscriber is a GPS
equipped device, accessing this attribute would not necessarily activate the tracking service.
TK MobileSubscriber :: location : TK TrackingLocation
6.2.3.4 Role: trackingService[1..*] : TK_TrackingService

The association role “trackingService” links the subscribers to the tracking service that supports tracking them.

TK MobileSubscriber :: trackingService[l..*] : TK TrackingService

<<Type>>
TK_TrackingService

1..* +trackingService

0..* +mobileSubscriber

TK_MobileSubscriber

+ id : CharacterString
/+ location : TK_TrackinglLocation

<<DataType>>
CharacterString TK_TrackingLocation
(from Text)

Figure 3 — Context Diagram: TK_MobileSubscriber
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6.24 TK_TrackingLocation
6.2.41 Semantics

The type “TK_TrackinglLocation” is used to represent objects describing a location and its associated
metadata, such as time of measure, or direction of travel. The UML for TK_ TrackingLocation is given in
Figure 4.

6.2.4.2  Attribute: position : TK_Position
The attribute “position” describes the measurements that represent the position of this object.
TK TrackingLocation :: position : TK Position
6.2.4.3  Attribute: time[0..1] : TM_Primitive
The optional attribute “time” describes the time of the measurements that represent the position of this object.
TK TrackingLocation :: time[0..1] : TM Primitive
6.2.4.4  Attribute: direction[0..1] : Bearing
The attribute “direction” describes the direction of travel of the subscriber being tracked.
TK TrackingLocation :: direction[0..1] : Bearing
6.2.4.5 Attribute: speed[0..1] : Velocity
The attribute “speed” describes the velocity of travel of the subscriber being tracked.
TK TrackingLocation :: speed[0..1] : Velocity
6.2.4.6 Role: metadata[0..*] : TK_TrackingLocationMetadata
The association role “metadata” aggregates optional metadata elements associated with this location.

TK TrackingLocation :: metadata[0..*] : TK TrackingLocationMetadata

TK_TrackingLocation TM_Primitive
(from Temporal Objects)

+ position : TK_Position
+ time[0..1] : TM_Primitive
+ direction[0..1] : Bearing

+ speed[0..1] : Velocity Velocity
(from Units of Measure)

<<DataType>>

Bearing
(from Geometric primitive)

0..1 +metadata

<<DataType>> <<Union>>
TK_TrackingLocationMetadata TK_Position

Figure 4 — Context Diagram: TK_TrackingLocation
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6.2.5 TK_TrackingService

6.2.5.1 Semantics

The type “TK TrackingService” defines interfaces and associations for tracking services. The UML for
TK_TrackingService is given in Figure 5.

6.2.5.2 Role mobileSubscriber[0..*] : TK_MobileSubscriber

The association role “mobileSubscriber” aggregates items (vehicle or traveller) that may be tracked by using
this service.

TK TrackingService :: mobileSubscriber[0..*] : TK MobileSubscriber
6.2.5.3 Operation: locate
The operation “locate” returns a single location for a tracked item.
TK TrackingService
locate (ms : TK MobileSubscriber, type : TK PositionType)
TK TrackingLocation

6.2.5.4 Operation: track

The operation “track” returns a sequence of locations for a tracked item. The trigger types that cause a new
location to be placed in the sequence are specified in the operation protocol.

TK TrackingService
track(ms : TK MobileSubscriber, triggerType[l..*] : TK Trigger)
TK TrackingLocationSequence

<<Type>>
TK_TrackingService

+ locate(ms : TK_MobileSubscriber, type : TK_PositionType) : TK_TrackingLocation
+ track(ms : TK_MobileSubscriber, triggerType[1..*] : TK_Trigger) : TK_TrackingLocationSequence

Q

+trackingService | 1.

*

<<Codelist>>
TK_PositionType

+ coordinate
+ placeName

+ feature

+ linearReference

+ network +mobileSubscriber 0.

+ address TK_Trigger
+ phone TK_Mobile Subscriber

Figure 5 — Context Diagram: TK_TrackingService
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6.2.6 TK_PositionType

The code list “TK_PositionType” lists the types of position available to the application. The initial members of

this list include: “coordinate”, “placeName”, “feature”, “linearReference”, “network”, “address”, and “phone”.
The UML for TK_PositionType is given in Figure 6.

<<CodeList>>
TK_PositionType

+ coordinate
+ placeName
+ feature <<Union>>
+ linearReference TK_Position
+ network
+ address
+ phone

Figure 6 — Context Diagram: TK_PositionType

6.2.7 TK_TrackingLocationSequence

6.2.7.1 Semantics

The type “TK_TrackingLocationSequence” is an access mechanism for the return of a continuous tracking of
an item. The UML for TK_TrackingLocationSequence is given in Figure 7.

6.2.7.2  Attribute: ms : TK_MobileSubscriber
The attribute “ms” gives the identity of the item being tracked.

TK TrackingLocationSequence :: ms : TK MobileSubscriber
6.2.7.3  Attribute: sequencelD : CharacterString

The attribute “sequencelD” gives the identity of the location sequence so that a client can repeatedly access
the location sequence.

TK TrackingLocationSequence :: sequencelID : CharacterString
6.2.7.4 Operation: next
The operation “next” returns the next location in the sequence.

TK TrackingLocationSequence :: next() : TK TrackingLocation
6.2.7.5 Operation: suspend
The operation “suspend” stops temporarily the stream of locations in the sequence.

TK TrackingLocationSequence :: suspend() : Boolean
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6.2.7.6  Operation: restart

The operation “restart” restarts the stream of locations in the sequence that has been stopped by “suspend”.
TK TrackingLocationSequence :: restart() : TK TrackingLocation

6.2.7.7 Operation: terminate

The operation “terminate” stops permanently the stream of locations in the sequence.

TK TrackingLocationSequence :: terminate() : Boolean

TK_TrackingLocation
A

<<Type>>
TK_TrackingLocationSequence

+ ms : TK_MobileSubscriber
+ sequencelD : CharacterString

+ next() : TK_TrackingLocation

+ suspend() : Boolean

+ restart() : TK_TrackingLocation
+ terminate() : Boolean

<<DataType>>
TK_MobileSubscriber CharacterString
(from Text)

Figure 7 — Context Diagram: TK_TrackingLocationSequence

1 6.2.8 TK_Trigger

%fThe abstract class “TK_Trigger” acts as a root class for trigger types to be used in controlling a location
. sequence. There are generally two types: triggered by an event, or triggered by the passage of time. The UML
- for TK_Trigger is given in Figure 8.
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TK_Trigger

TK_TransitionTrigger TK_PeriodicTrigger

Figure 8 — Context Diagram: TK_Trigger

6.2.9 TK_PeriodicTrigger

6.2.9.1 Semantics

The class “TK_PeriodicTrigger” is used to control location sequences by setting up temporal limits on how far
apart in time tracking samples are taken. Either minTime or maxTime shall be present for a valid
TK_PeriodicTrigger. The UML for TK_PeriodicTrigger is given in Figure 9.

6.2.9.2  Attribute: minTime[0..1] : TM_Primitive

The attribute “minTime” is the minimum amount of time between tracking samples. In the absence of other
criteria, the tracking service will begin the process to take a sample when the “minTime” has passed.
Assuming no lag time is involved, the samples will be “minTime” apart.

TK PeriodicTrigger :: minTime[0..1l] : TM Primitive
6.2.9.3  Attribute: maxTime[0..1] : TM_Primitive

The attribute “maxTime” is the maximum amount of time between tracking samples. In the absence of other
criteria, the tracking service will attempt to assure that no two samples in the sequence are further apart than
the “maxTime” parameter.

TK PeriodicTrigger :: maxTime[0..1] : TM Primitive
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TK_Trigger

TK_PeriodicTrigger

+ minTime[0..1] : TM_Primitive
+ maxTime[0..1] : TM_Primitive

TM_Primitive
(from Temporal Objects)

Figure 9 — Context Diagram: TK_PeriodicTrigger

6.2.10 TK_TransitionTrigger

6.2.10.1 Semantics

The class “TK_TransitionTrigger” models transitions relative to the item being tracked that will trigger the
taking of a new location sample. In a TK_TransitionTrigger, at least one of the attributes shall be non-null.
The UML for TK_TransitionTrigger is given in Figure10.

6.2.10.2 Attribute: type[0..*] : TK_TransitionType

The attribute “type” describes the type or types of transitions being watched. The various types of transitions
are listed in the code list associated with the service.

TK TransitionTrigger :: type[0..*] : TK TransitionType
6.2.10.3 Attribute: deltaDirection[0..1] : Angle

The attribute “deltaDirection” describes the magnitude of the change of direction that triggers a new location
sample.

TK TransitionTrigger :: deltaDirection[0..1] : Angle
6.2.10.4 Attribute: deltaPosition[0..1] : Distance

The attribute “deltaPosition” describes the magnitude of the change of location (distance) that triggers a new
location sample.

TK TransitionTrigger :: deltaPosition[0..1] : Distance
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TK_Trigger

Distance
(from Units of Measure)

Angle

TK_TransitionTrigger (from Units of Measure)

+ type[0..*] : TK_TransitionType
+ deltaDirection[0..1] : Angle
+ deltaPosition[0..1] : Distance

<<CodelList>>
TK_TransitionType

"

I + enterCell

: + leaveCell

v + changeContacts
TK_Transition + changeDirection

+ changePosition
+ changeAvailability

Figure 10 — Context Diagram: TK_TransitionTrigger

6.2.11 TK_TransitionType

The code list “TK_TransitionType” enumerates the types of transition tracked by this service. The initial values
of the list include the following:

“enterCell” mobile subscriber enters a cell associated with the network, e.g. cell phone
network

“leaveCell” mobile subscriber leaves a cell associated with the network

“changeContacts” mobile subscriber changes the receivers with which it has contact

“changeDirection”

“changePosition”

“changeAuvailability”

mobile subscriber changes the direction of its motion greater than the
deltaDirection parameter specifies

mobile subscriber changes its position greater than the deltaPosition parameter
allows

contact with the mobile subscriber is either lost or gained. If lost, the position just

prior to loss is given. If gained, the first position calculated for the mobile
subscriber after the new contact is given

6.2.12 TK_TrackingLocationMetadata

6.2.12.1 Semantics

The data type “TK_TrackingLocationMetadata” contains the metadata that is used to describe the position
returned by the tracking service. As such, this data type shall always be contained in a TK_TrackingLocation,
or other location type. The UML for TK_TrackingLocationMetadata is given in Figure 11.

6.2.12.2 Attribute: ms[0..1] : TK_MobileSubscriber

The attribute “ms” gives the identity of the item being tracked. If this attribute is not present, it should be
derivable from context through the ownership of the containing TK_TrackingLocation.

TK TrackingLocationSequence :: ms[0..1]: TK MobileSubscriber
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6.2.12.3 Attribute: quality : TK_QualityOfPosition
The attribute “quality” describes the quality of the position.
TK TrackingLocationSequence :: quality : TK QualityOfPosition
6.2.12.4 Attribute: time : TM_Primitive
The attribute “time” gives the time the position was measured.
TK TrackingLocationSequence :: time : TM Primitive
6.2.12.5 Attribute: clientlD : CharacterString
The attribute “clientID” gives the identity of the client requesting the tracking service.
TK TrackingLocationSequence :: clientID : CharacterString
6.2.12.6 Attribute: trigger[0..*] : TK_Transition
The attribute “trigger” gives the description of the transition that triggered this location measurement.

TK TrackingLocationSequence :: trigger[0..*] : TK Transition

<<DataType>>

) X TK_Transition
TK_TrackingLocationMetadata

+ ms[0..1] : TK_MobileSubscriber
+ quality : TK_QualityOfPosition

+ time : TM_Primitive
+ clientlD : CharacterString <<DataType>>
+ trigger[0.."] : TK_Transition TK_QualityOfPosition
TM_Primitive <<DataType>>
(from Temporal Objects) CharacterString
(from Text)

Figure 11 — Context Diagram: TK_TrackingLocationMetadata

6.2.13 TK_Transition

6.2.13.1 Semantics

The class “TK_Transition” describes a particular event or transition that triggered a location measure. The
UML for TK_Transition is given in Figure 12.
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6.2.13.2 Attribute: type[1..*] : TK_TransitionType
The attribute “type” describes the type or types of transitions.

TK Transition :: type[l..*] : TK TransitionType
6.2.13.3 Attribute: time : TM_Primitive

The attribute “time” describes the time that the transition occurred. Normally, this should be approximately the
same time as in the location metadata.

TK Transition :: time : TM Primitive
6.2.13.4 Attribute: deltaDirection[0..1] : Angle

The attribute “deltaDirection” describes the magnitude of the change of direction that triggered this new
location sample.

TK Transition :: deltaDirection[0..1] : Angle
6.2.13.5 Attribute: deltaPosition[0..1] : Distance

The attribute “deltaPosition” describes the magnitude of the change of location (distance) that triggered this
location sample.

TK Transition :: deltaPosition[0..1] : Distance
6.2.13.6 Attribute: availability[0..1] : Boolean

The attribute “availability” describes whether the location of the item being tracked is currently available to be

measured.
TK Transition :: availability[0..1] : Boolean
TK_Transition
+ type[1..*] : TK_TransitionType Angle
i tﬁ)e[, TI\]/I Pn'n_'litive yp (from Units of Measure)
+ deltaDirection[0..1] : Angle
+ deltaPosition[0..1] : Distance —
+ availability[0..1] : Boolean TM_Primitive
(fromTemporal Objects)
Distance
(from Units of Measure)
TK_TransitionTrigger
<<enumeration>>
<<CodelList>> Boolean
TK_TransitionType (from Truth)
+ enterCell & EEEE _1 5
+ leaveCell + -
+ changeContacts
+ changeDirection
+ changePosition
+ changeAvailability
Figure 12 — Context Diagram: TK_Transition
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6.2.14 TK_QualityOfPosition

6.2.14.1 Semantics

The data type “TK_QualityOfPosition” is used to describe the quality of position measurements. The UML for
TK_QualityOfPosition is given in Figure 13.

6.2.14.2 Role: accuracyStatement[1..*] : TK_AccuracyStatement
The association role “accuracyStatement” aggregates statements about the accuracy of the position.

TK QualityOfPosition :: accuracyStatement[l..*] : TK AccuracyStatement

<<DataType>>
TK_QualityOfPosition

1.*
+accuracy Statement

<<DataType>>
TK_AccuracyStatement

Figure 13 — Context Diagram: TK_QualityOfPosition

6.2.15 TK_Accuracy

6.2.15.1 Semantics

The class “TK_Accuracy” is used to describe accuracy of a measure. The numerical values are in the same
units as the measure. The UML for TK_Accuracy is given in Figure 14.

6.2.15.2 Attribute: accuracyType : TK_AccuracyType
The attribute “accuracyType” gives the type of accuracy measure.

TK Accuracy :: accuracyType : TK AccuracyType
6.2.15.3 Attribute: sigmaLevel[0..1] : Number

The attribute “sigmalLevel’ describes the accuracy of the measure based on a multiple of the standard
deviation.

TK Accuracy :: sigmalLevel[0..1] : Number
6.2.15.4 Attribute: sigma[0..1] : Number
The attribute “sigma” describes the standard deviation.

TK Accuracy :: sigma[0..1] : Number
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6.2.15.5 Attribute: units[0..1]: UnitOfMeasure

The attribute “units” gives the unit of measure for the accuracy for the measurement as needed.

TK AccuracyStatement :: unit[0..1] : UnitOfMeasure
TK_Accuracy <<CodelList>> <<Abstract>>
Number
+ accuracyType : TK_AccuracyType TK_AccuracyType (from Numerics)
+ sigmalevel[0..1] : Number + linear
+ sigma[0..1] : Number + circularBRMS UHOMeasurs
its[0..1] : UnitOfM ipti
& WDl sUniSiMeasure + ellipticalRMS (from Units of Measure)

Figure 14 — Context Diagram: TK_Accuracy

6.2.16 TK_AccuracyType

The code list “TK_AccuracyType” lists the type of accuracy measure used by this service. The initial values in
the value domain are “linear”, “circularRMS”, and “ellipticalRMS”.

6.2.17 TK_AccuracyStatement

6.2.17.1 Semantics

The data type “TK_AccuracyStatement” is used to make statements about metric accuracy of measurements.
The UML for TK_AccuracyStatement is given in Figure 15.

6.2.17.2 Attribute: axis[1..*] : CharacterString

The attribute “axis” gives the axis or axes about which the statement applies. This name shall correspond to
axes in a given coordinate reference system for the geometry of the given position.

TK AccuracyStatement :: axis[l..*] : CharacterString
6.2.17.3 Attribute: accuracy : TK_Accuracy

The attribute “accuracy” gives accuracy for a measurement.

TK_AccuracyStatement :: accuracy : TK Accuracy
<<DataType>> TK_Accuracy
TK_AccuracyStatement
+ axis[1..*] : CharacterString <<DataType>>
+ accuracy : TK_Accuracy CharacterString

(from Text)

Figure 15 — Context Diagram: TK_AccuracyStatement
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6.3 Package: Point Estimates

6.3.1 Semantics

The package “Point Estimates” contains geometry object types, all subclasses of “GM_Point", used in
describing direct position estimates seen in tracking services. The UML for the inheritance hierarchy for the
point estimate classes is given in Figure 16. A graphic of their form, showing the estimate with its error
geometry, is given in Figure 17.

<<Type>>
GM_Point
(from Geometric primitive)

<<Type>>
EG_PointEstimate

EG_PointEstimateSphere EG_PointEstimateEllipse EG_PointEstimateArc
j i ius : Di i Radius : Distance
+ radius : Distance + majorAxisRadius : Distance *+ INOeisad ;
+ minorAxisRadius : Distance + outerRadius : Distance
+ majorAxisBearing : Angle + startBearing : Angle
+ endBearing : Angle

EG_PointEstimateEllipsoid EG. PointEstimateCircle

+ majorAxisRadius : Distance
+ minorAxisRadius[1..2] : Distance
+ majorAxisBearing : Angle

+ radius : Distance

Figure 16 — Point Estimate classes
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@ Point Circle

@ Point Ellipse
% Point Arc

Figure 17 — Geometric interpretations of point estimate types

6.3.2 EG_PointEstimate

The type “EG_PointEstimate” is the abstract root of all the error estimate geometry objects. It is a subtype of
point. The best estimate of the location is the centre of the given geometry. The coordinates of the point
specify the primary constructive location of the geometry, and will be the best estimate of the location if and
only if it is also the centre of the geometry specified. The UML for EG_PointEstimate is given in Figure 16.

6.3.3 EG_PointEstimateCircle

6.3.3.1 Semantics

The class “EG_PointEstimateCircle” is used to describe a point with an error estimate that is a metric circle of
a given radius. It should be noted that this circle is not a circle in the coordinate reference system of the point
unless the reference system is equivalent a local engineering one. The point coordinates (inherited from
GM_Point) specify the centre of the circle, and the best estimate of position. The UML for
EG_PointEstimateCircle is given in Figure 18.

6.3.3.2  Attribute: radius : Distance

The attribute “radius” is the radius of the error circle used in the point estimate. The usual semantics is to
return a fixed “sigma” level that is a fixed multiple of the standard deviation of the measurement procedure.
Unless otherwise specified by a profile, a 1,0-sigma level is given.

EG PointEstimateCircle :: radius : Distance

<<Type>>
EG_PointEstimate

EG_PointEstimateCircle

+ radius : Distance

Distance
(from Units of Measure)

Figure 18 — Context Diagram: EG_PointEstimateCircle
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6.3.4 EG_PointEstimateEllipse

6.3.41  Semantics
The point ellipse is the same as a point circle except that an ellipse defined by the parameters given specifies

the error. The point coordinates (inherited from GM_Point) specify the centre of the ellipse, and the best
estimate of position. The UML for EG_PointEstimateEllipse is given in Figure 19.

6.3.4.2 Attribute: majorAxisRadius : Distance

The attribute “majorAxisRadius” is half the length of the major axis of the ellipse.
EG PointEstimateEllipse :: majorAxisRadius : Distance

6.3.4.3  Attribute: minorAxisRadius : Distance

The attribute “minorAxisRadius” is half the length of the minor axis of the ellipse.
EG PointEstimateEllipse :: minorAxisRadius: Distance

6.3.4.4 Attribute: majorAxisBearing : Angle

The attribute “majorAxisBearing” is bearing of the major axis of the ellipse, given as an angle from true north.
The minor axis is perpendicular to the major axis.

EG PointEstimateEllipse :: majorAxisBearing : Angle

<<Type>>
EG_PointEstimate

EG_PointEstimateEllipse

+ majorAxisRadius : Distance
+ minorAxisRadius : Distance
+ majorAxisBearing : Angle

Distance Angle
(from Units of Measure) (from Units of Measure)

Figure 19 — Context Diagram: EG_PointEstimateEllipse

6.3.5 EG_PointEstimateArc

6.3.5.1 Semantics

The point arc is the same as a point circle except that a pair of arcs between two given radii and two given
bearing angles gives the area estimate error. The point coordinates specify the centre of the two arcs. The
best estimate of position is the along the centreline of the two arcs and halfway between the two radii. The
UML for EG_PointEstimateArc is given in Figure 20.
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6.3.5.2 Attribute: innerRadius : Distance

The attribute “innerRadius” is the radius of the smaller of the two arcs.

EG PointEstimateArc :: innerRadius : Distance
6.3.5.3 Attribute: outerRadius : Distance

The attribute “outerRadius” is the radius of the larger of the two arcs.

EG PointEstimateArc :: outerRadius: Distance

6.3.5.4  Attribute: startBearing : Angle

The attribute “startBearing” is the bearing of one side of the arcs (left-hand end when viewed from the arc

centre).

EG PointEstimateArc :: startBearing : Angle

6.3.5.5 Attribute: endBearing : Angle

The attribute “endBearing” is the bearing of the other side of the arcs (right-hand end when viewed from the

arc centre).

EG PointEstimateArc :: endBearing: Angle

EG_PointEstimate

<<Type>>

EG_PointEstimateArc

+ innerRadius : Distance
+ outerRadius : Distance
+ startBearing : Angle
+ endBearing : Angle

Distance
(from Units of Measure)

Angle
(from Units of Measure)

Figure 20 — Context Diagram: EG_PointEstimateArc

6.3.6 EG_PointEstimateSphere

6.3.6.1 Semantics

The class “EG_PointEstimateSphere” is used to describe a point with an error estimate that is a metric sphere
of a given radius. It should be noted that this sphere is not a sphere in the coordinate reference system of the
point unless the reference system is equivalent to a local engineering one. The point coordinates (inherited
from GM_Point) specify the centre of the sphere, and the best estimate of position. The UML for

EG_PointEstimateSphere is given in Figure 21.
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6.3.6.2  Attribute: radius : Distance

The attribute “radius” is the radius of the error sphere used in the point estimate. The usual semantics is to
return a fixed “sigma” level that is a fixed multiple of the standard deviation of the measurement procedure.
Unless otherwise specified by a profile, a 1,0-sigma level is given.

EG PointEstimateSphere :: radius : Distance

<<Type>>
EG_PointEstimate

i

EG_PointEstimateSphere

+ radius : Distance

Distance
(from Units of Measure)

Figure 21 — Context Diagram: EG_PointEstimateSphere

6.3.7 EG_PointEstimateEllipsoid

6.3.7.1 Semantics

The point ellipsoid is the same as a point sphere except that an ellipsoid defined by the parameters given
specifies the error. The point coordinates (inherited from GM_Point) specify the centre of the ellipsoid, and the
best estimate of position. The UML for EG_PointEstimateEllipsoid is given in Figure 22.

6.3.7.2  Attribute: majorAxisRadius : Distance

The attribute “majorAxisRadius” is half the length of the major axis of the ellipsoid. In this case, major means
“primary” or “central’. It may not necessarily be the longest of the three axes. It is the axis of rotation in the
case where the remaining axes are equal.

EG PointEstimateEllipsoid :: majorAxisRadius : Distance
6.3.7.3  Attribute: minorAxisRadius : Distance

The attribute “minorAxisRadius” is half the length of the minor axis of the ellipsoid. If one axis radius is given,
the ellipsoid is a figure of rotation about the major axis, with this radius at the central “equator”. If two axes are
given, then the figure is a fully general tri-axis ellipsoid.

EG PointEstimateEllipsoid :: minorAxisRadius: Distance
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6.3.7.4  Attribute: majorAxisBearing : Angle

The attribute “majorAxisBearing” is bearing of the major axis of the ellipsoid, given as an angle from true north.
The minor axis is perpendicular to the major axis. If a second angle is given, this is an elevation angle from
the local horizontal.

EG PointEstimateEllipsoid :: majorAxisBearing[l..2] : Angle
6.3.7.5 Attribute: minorAxisBearing : Angle

The attribute “minorAxisBearing” is bearing of the minor axis of the ellipsoid, given as an angle from true north.
The minor axis is perpendicular to the major axis. If no angle is given, then the minor axis is in the horizontal
plane, perpendicular to the major axis. If a second angle is given, this is an elevation angle from the local
horizontal. The third axis (second minor axis, if needed) is perpendicular to both other axes and therefore its
direction is fixed by the values already given. Its unit vector direction in 3D is the cross product of the unit
vector directions of the other two axes.

EG PointEstimateEllipsoid :: minorAxisBearing[0..2] : Angle

<<Type>>
EG_PointEstimate

EG_PointEstimateEllipsoid

+ majorAxisRadius : Distance
+ minorAxisRadius[1..2] : Distance
+ majorAxisBearing : Angle

Distance Angle
(from Units of Measure) (from Units of Measure)

Figure 22 — Context Diagram: EG_PointEstimateEllipsoid

6.4 Package: Location Transformation

6.4.1 Semantics

The package “Location Transformation” contains classes to support the transformation of the various forms of
location into one another.

6.4.2 LT_LocationTransformationService

6.4.2.1 Semantics

The abstract type “LT_LocationTransformationService” provides interfaces for services based upon the
transformation of one form of location into another. The most common example of such a service is a
geocoder, which maps addresses to geographic locations and vice versa. The UML for
LT _LocationTransformationService is given in Figure 23.
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The operation “cast” takes one form of location and creates another form of the same location.

LT LocationTransformationService

cast (p
TK TrackingLocation

TK TrackingLocation,

TK_TrackingLocation
(from Tracking Service)

asType

TK PositionType)

<<CodelList>>

TK_PositionType
(from Tracking Service)

+ coordinate

+ placeName

+ feature

+ linearReference
+ network

+ address

+ phone

7

<<Type>>

LT _LocationTransformationService

+ cast(p : TK_TrackinglLocation, asType : TK_PositionType) : TK_TrackingLocation

Figure 23 — Context Diagram: LT_LocationTransformationService

6.5 Package: Measured Coordinates

6.5.1 Semantics

The package “Measured Coordinates” contains classes for associating measures to coordinate positions. This
is most commonly done in the creation of linear reference systems. This is done by modifying the coordinate
reference systems defined in ISO 19111, by adding extra coordinate axes to the systems that allow for the
storage of dependent coordinate measures, such as length measures.

This concept is illustrated in Figure 24. This illustrates how direct positions, the foundation of coordinate
geometries in ISO 19107, are modified to carry measure information. Figure 25 shows the mechanism for
altering a coordinate reference system to allow for the additional axes to be added allowing for the measure.
Normally, only one measure is added (usually a nominal arc distance), and other measures are given as

functions of this basic one.
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<<DataType>>
DirectPosition << DataType>? '
(from Coordinate geometry) MC_MeasurePosition

+ coordinate : Sequence<Number> <
/+ dimension : Integer + measure() : Measure

+directPosition | 0..*

+directPosition | 0..*

0..1 | +coordinateReferenceSystem

<<Abstract>>
SC_CRS
(from Spatial Referencing by Coordinates)

+coordinateReferenceSystem
0..1

SC_CoordinateReferenceSystem 1 MECoomingiergleronceystom

.(from Spatial Referencing by Coordinates)

requires requires

+theSC_CoordinateSystem +theSC_CoordinateSystem

SC_CoordinateSystem B MC_CoordinateSystem

(from Spatial Referencing by Coordinates)

Figure 24 — Measure Position
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SC_CoordinateSystem
(from Spatial Referencing by Coordinates)

+ CSID : RS_Identifier
+ type : SC_CoordinateSystemType <
+ dimension : Integer
+ remarks[0..1] : CharacterString <>

MC_CoordinateSystem

has

1..3
+axis | {ordered}

SC_CoordinateSystemAxis {ordered}

(from Spatial Referencing by Coordinates) .
+axis has

+ axisName : CharacterString
+ axisDirection : CharacterString
+ axisUnitID : UnitOfMeasure

1”

Figure 25 — Measured Coordinate Systems

6.5.2 MC_MeasurePosition

6.5.2.1 Semantics

The data type “MC_MeasurePosition” extends the concept of a DirectPosition to include additional measures
as ordinates. The UML for MC_MeasurePosition is given in Figure 26.

6.5.2.2 Role: coordinateReferenceSystem[0..1] : MC_CoordinateReferenceSystem

The optional association role “CoordinateReferenceSystem” inherited from DirectPosition, will now reference a
measured coordinate system. If this role is empty, then, as in the case of direct position, there shall be a larger
context that implies the coordinate reference system.

MC MeasurePosition :: CoordinateReferenceSystem[0..1]
MC CoordinateReferenceSystem

6.5.2.3 Operation: measure
The operation “measure” gives the measured position of a projection onto its measure component.

MC MeasurePosition :: measure() : Measure
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<<DataType>>
DirectPosition
(from Coordinate geometry)

MC_CoordinateReferenceSystem

0..1 | +coordinateReferenceSystem

. - <<DataType>>
+directPosition MC_MeasurePosition

0..”

+ measure() : Measure

Figure 26 — Context Diagram: MC_MeasurePosition

6.5.3 MC_CoordinateSystem

6.5.3.1 Semantics

The class “MC_CoordinateSystem” describes coordinate systems that have been augmented with measures.
The UML for MC_CoordinateSystem is given in Figure 27.

6.5.3.2 Role: axis[1..*] : SC_CoordinateSystemAxis

The role “axis” aggregates the axes for the coordinate reference system. This association is inherited form
ISO 19111, but is modified here to accommodate additional axes for the measures. Normally, only one strictly
monotonic measure axis is needed, as other measures can be implemented as functions of this one.
The most common measure for this is some version of arc length for curves.

MC CoordinateSystem :: axis[l..*]: SC CoordinateSystemAxis

SC_CoordinateSystem
(from Spatial referenceing by coordinates)

T

requires MC_CoordinateSystem

MC_CoordinateReferenceSystem

+theSC_CoordinateSystem

has

{ordered} 1+
+axis -

SC_CoordinateSystemAxis
(from Spatial referenceing by coordinates)

Figure 27 — Context Diagram: MC_CoordinateSystem
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6.5.4 MC_CoordinateReferenceSystem

6.5.41 Semantics
The class “MC_CoordinateReferenceSystem” extends the class “SC_CoordinateReferenceSystem” defined in

ISO 19111 to allow for additional coordinate axes to accommodate measures. The UML for
MC_CoordinateReferenceSystem is given in Figure 28.

6.5.4.2 Role: theSC_CoordinateSystem : MC_CoordinateSystem

The association role “theSC_CoordinateSystem” inherited from ISO 19111 is extended here to allow for target
class changes.

MC CoordinateReferenceSystem ::
theSC CoordinateSystem : MC CoordinateSystem

SC_CoordinateReferenceSystem
(from Spatial Referenceing by Coordinates)

T

MC_CoordinateReferenceSystem

requires

+theSC_CoordinateSystem

MC_CoordinateSystem

Figure 28 — Context Diagram: MC_CoordinateReferenceSystem
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6.6 Package: Linear Reference Systems

6.6.1 Semantics

The package “Linear Reference Systems” supplies classes and types to the definition of linear reference
systems. Linear reference systems are in wide use in transportation. They allow for the specification of
positions along curvilinear features by using measured distances from known positions, usually represented
by physical markers along the right-of-way of the transportation feature. The classes for this system and their

relationships are depicted in Figure 29.

<<Type>>
LR_PositionExpression

+ measure : Measure

+LRM

LR_LinearReferenceMethod

<<Type>>

o 00

+ name : CharacterString

+ type : CharacterString

+ units : UnitOfMeasure

+ offsetUnits : UnitOfMeasure

+ positiveOffsetDirection : LR_OffsetDirection = "right"

+ project(pt : GM_Point) : LR_PositionExpression

<<Type>>

LR_OffsetExpression

+ offsetReference : LR_OffsetReference
+offset |+ offset[0..1] : Measure

+referent

<<Type>>
LR_ReferenceMarker

0..1

1 | +referenceDomain

<<Type>>
LR_Element

+ name : CharacterString

+ type : CharacterString

+ position[0..1] : GM_Point

+ location[0..1] : LR_PositionExpression

+marker

0

Figure 29 — LRS classes

6.6.2 LR_PositionExpression

6.6.2.}1 Semantics

The éjass “LR_PositionExpression” is used to describe position given by a measure value, a curvilinear
element being measured, and the method of measurement. The UML for LR_PositionExpression is given in

Figure 30.

6.6.2.2 Attribute: measure : Measure

+datumMarkers
{ordered}

0..”

<<CodelList>>
LR_OffsetReference

+ centerline

+ edgeOfTravel

+ rightOfWay

+ curb

+ edgeOfBerm

+ sidewalklInside
+ sidewalkOutside

<<enumeration>>
LR_OffsetDirection

+ left
+ right

The attribute “measure” gives the measure (usually a distance) of this position expression.

LR PositionExpression
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6.6.2.3 Role: LRM : LR_LinearReferenceMethod
The role “LRM” gives the linear reference method used for this position expression.

LR PositionExpression :: LRM : LR LinearReferenceMethod
6.6.2.4 Role: referent [0..1] : LR_ReferenceMarker
The optional association role “referent” gives the marker or known position from which the measure is taken
for the linear reference method used for this position expression. If the referent is absent, the measurement is
made from the start of the LR_element.

LR PositionExpression :: referent [0..1]: LR ReferenceMarker

6.6.2.5 Role: referenceDomain : LR_Element

The role “referenceDomain” gives the linear object upon which the measure is taken for the linear reference
method used for this position expression.

LR PositionExpression :: referenceDomain : LR Element
6.6.2.6 Role: offset[0..1] : LR_OffsetExpression

The optional association role “offset” gives perpendicular distance offset of this position expression. If the
offset is absent, then the position is on the LR_element.

LR PositionExpression :: offset[0..1] : LR OffsetExpression
<<Type>>
LR_LinearReferenceMethod
1 +LRM Measure
(from Units of Measure
<<Type>>

LR_PositionExpression
<>| + measure : Measure [<>

+referent 0..1 +referenceDomain 1 +offset | 0..1
<<Type>> <<Type>> <<Type>>
LR_ReferenceMarker LR_Element LR_OffsetExpression

Figure 30 — Context Diagram: LR_PositionExpression

6.6.3 LR_LinearReferenceMethod

6.6.3.1 Semantics

The type “LR_LinearReferenceMethod” describes the manner in which measurements are made along
(and optionally laterally offset from) a curvilinear element. The UML for LR_LinearReferenceMethod is given in
Figure 31.
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6.6.3.2  Attribute: name : CharacterString
The attribute: “name” gives the name of this linear reference method.

LR LinearReferenceMethod :: name : CharacterString
6.6.3.3  Attribute: type : CharacterString
The attribute: “type” gives the type of this linear reference method.

LR LinearReferenceMethod :: type : CharacterString
6.6.3.4  Attribute: units : UnitOfMeasure

The attribute: “units” gives the units of measure used for this linear reference method for measures along the
base elements.

LR LinearReferenceMethod :: units : UnitOfMeasure
6.6.3.5 Attribute: offsetUnits : UnitOfMeasure

The attribute: “offsetUnits” gives the units of measure used for this linear reference method for measures
perpendicular to the base elements.

LR LinearReferenceMethod :: offsetUnits : UnitOfMeasure
6.6.3.6  Attribute: positiveOffsetDirection : LR_OffsetDirection = "right"

The attribute: “positiveOffsetDirection” gives the direction used as positive for this linear reference method for
measures perpendicular to the base elements. The default value is right for positive, left for negative.

LR LinearReferenceMethod ::
positiveOffsetDirection : LR OffsetDirection = "right”

6.6.3.7 Role: marker[1..*] : LR_ReferenceMarker

The association role “marker” aggregates all reference markers used by the linear reference methods.
Normally, this will be grouped by linear element.

LR LinearReferenceMethod :: marker([0..*] : LR ReferenceMarker
6.6.3.8 Role: referenceElement[1..*] : LR_Element
The role: “referenceElement” aggregates all the linear elements along which this method is supported.
LR LinearReferenceMethod :: referenceElement[l..*] : LR Element
6.6.3.9  Operation: project
The operation “project” will find the measure of the point on a base element closest to the given point, and
then express the point as a position expression for the linear reference method. If the point is precisely on one

of the linear elements, then the offset will be zero there is no offset expression.

LR LinearReferenceMethod ::

project (pt : GM Point) : LR PositionExpression
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<<Type>> UnitOfMeasure
LR_LinearReferenceMethod (from Units of Measure)

+ name : CharacterString
+ type : CharacterString

+ units : UnitOfMeasure <<Data Type>>
+ offsetUnits : UnitOfMeasure CharacterString
+ positiveOffsetDirection : LR_OffsetDirection = "right" (from Text)

+ project(pt : GM_Point) : LR_PositionExpression

<<enumeration>>
LR_OffsetDirection
+ left
+marker | 0..* +referenceElement | 1..* + right
<<Type>> <<Type>>
LR_ReferenceMarker LR_Element

Figure 31 — Context Diagram: LR_LinearReferenceMethod

6.6.4 LR_OffsetDirection

The enumeration “LR_OffsetDirection” gives the two options for offset measure. The values are left and right.
This offset direction is as viewed from above the linear element facing in the direction of increasing measure.
The UML for LR_OffsetDirection is given in Figure 32.

<<enumeration>>
LR_OffsetDirection

+ left
+ right

Figure 32 — Context Diagram: LR_OffsetDirection

6.6.5 LR_ReferenceMarker

6.6.5.1 Semantics

The type “LR_ReferenceMarker” is used to describe reference markers used in linear reference systems. At :‘;
least one of the attributes “position” or “location” shall be given. If both are given they shall refer to the same *.
physical location. The UML for LR_ReferenceMarker is given in Figure 33. 1

6.6.5.2  Attribute: name : CharacterString
The attribute “name” is the identifier used for this marker.

LR ReferenceMarker :: name : CharacterString
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