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FOREWORD 

IS0 (the International Organization for Standardization) is a worldwide federation 
of national standards institutes (IS0 Member Bodies). The work of developing 
International Standards is carried out through IS0 Technical Committees. Every 
Member Body interested in a subject for which a Technical Committee has been set 
up has the right to be represented on that Committee. International organizations, 
governmental and non-governmental, in liaison with ISO, also take part in the work. 

Draft International Standards adopted by the Technical Committees are circulated 
to the Member Bodies for approval before their acceptance as International 
Standards by the IS0 Council. 

International Standard IS0 1988 was drawn up by Technical Committee 
ISO/TC 27, Solid mineral fuels, and circulated to the Member Bodies in June 1971, 

It has been approved by the Member Bodies of the following countries : 

Austria India 
Belgium Ireland 
Canada Netherlands 
Czechoslovakia New Zealand 
Denmark Portugal 
Egypt, Arab Rep. of Romania 
Germany Sweden 

Switzerland 
Turkey 
United Kingdom 
U.S.A. 
Yugoslavia 

The Member Bodies of the following countries expressed disapproval of the 
document on technical grounds : 

France 
South Africa, Rep. of 

0 International Organization for Standardization, 1975 l 

Printed in Switzerland 
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INTERNATIONAL STANDARD IS0 1988-1975 (E) 

Hard coal - Sampling 

1 SCOPE AND FIELD OF APPLICATION 

This international Standard specifies methods of sampling 
hard coal, for both routine and special purposes, to provide 
samples for general analysis and for the determination of 
total moisture. It also outlines the principles to be taken 
into consideration when taking the sample and preparing it 
for analysis. 

The principles of this international Standard may also be 
used for taking samples for the determination of physical 
characteristics, such as particle size and density, and the 
determination of rheological properties. For physical 
characteristics it may be necessary to collect a greater mass 
of gross sample than the minimum specified, either by 
increasing the mass of each increment or by taking more 
increments, and for rheological properties the top size of 
the prepared laboratory sample may have to be different 
from that of either the general analysis sample or the total 
moisture sample (see 2.9). 

NOTES 

1 The term “hard coal” refers to ail coals so defined by the ECE 
classification (see lSO/R 1213). It may include certain coals known 
in the French classification as “hard Iignites”. 

2 Attention is drawn to SO/R 1213, Vocabulary ofterms relating 
to solid mineral fuels - Part 1: Terms relating to coal preparation, 
and Part II : Terms relating to coal sampling and analysis, the terms 
and definitions in which apply to this International Standard. 

2 INTRODUCTION 

2.1 Guide to the reader : Layout 

This International Standard is a comprehensive document 
dealing with all aspects of the sampling of coal and is 
accordingly lengthy. The following notesare given as a brief 
guide to the layout. 

Clauses 2 and 3 refer to general problems which arise in the 
sampling of coal and should be studied thoroughly. One of 
the clauses 4 to 7 - whichever is appropriate depending on 
the location of the coal - should be followed to obtain 
detailed instructions for sampling from the particular 
location, Annex A describes typical items of sampling 
equipment which may be required. 

After reading clause 2, it will be apparent that certain 
decisions have to be made before sampling can start and an 
outline of the sort of instructions which may have to be 
devised for the sampling operator is given in annex B. 

Clause 3 gives general principles and describes the 
procedure of replicate sampling which is used to determine 
whether the desired sampling precision has been attained. 
This procedure, once understood, is very simple to operate; 
the numerical checks on the results obtained are described 
in annex C and the theory underlying it is explained in 
annex G. 

The whole of the above refers to taking the sample. When 
the gross sample has been obtained, laboratory samples 
must be prepared from it and instructions for these 
procedures are given in clauses 8 and 9. A procedure for 
checking errors of sample preparation is given in annex D, 
and the theory underlying this procedure is explained in 
annex H. If there is any doubt as to whether the sampling 
method is suitable, annex E should be studied since this 
gives instructions for testing sampling procedures for bias. 

2.2 General procedure for collecting a sample 

The object of collecting a sample of coal is to obtain a 
portion which serves for the determination of the qualities 
of the coal concerned. Normally coal consists of particles of 
varied shapes and sizes, which may have different physical 
and chemical properties. In order that the sample shall 
represent the coal from which it is taken, it is collected by 
taking a definite number of portions, known as increments, 
distributed throughout the whole of the coal being 
sampled. The term “increment” refers to the quantity of 
the coal obtained by a single operation of the sampling 
instrument. 

An essential condition of sampling is that the whole bulk of 
the coal to be sampled should be exposed, so that all parts 
are equally accessible to the sampling implement and have 
the same chance of being included in the sample. 

Three methods for spacing the increments have been 
proposed : 

a) systematic sampling : increments are spaced evenly 
in time or in position over the unit; 

b) random sampling : the increments are spaced at 
random in time or in position over the unit; 

c) stratified random sampling : the unit is divided by 
time or quantity into a number of equal strata and one 
or more increments are taken at random from each 
stratum. 

Systematic sampling would lead to serious bias if there were 
a periodic variation in quality coinciding with the 
frequency of taking increments; experience shows that a 
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strictly periodic variation is unlikely to occur in practice 
without the knowledge of the technician concerned. The 
chance of bias arising from such a coincidence is therefore 
very small. 

Stratified random sampling and random sampling are 
difficult to operate as routine procedures for automatic or 
manual use; they would give better results only if the 
periodic variation mentioned above occurred without the 
knowledge of the technician. 

In a few cases random sampling techniques have been 
accepted but this International Standard is based mainly on 
the principle of systematic sampling. Care must, therefore, 
be taken to avoid any possible coincidence between the 
taking of the increments and a periodic variation of quality. 

Bias, i.e. a tendency to obtain results which are persistently 
too high or persistently too low, occurs very easily during 
sampling and is difficult to detect; the greatest care should, 
therefore, be taken to prevent its occurrence. The two main 
causes of bias are : 

a) the selection of increments from an unrepresentative 
part of the coal being sampled; for example, from only 
one side of a belt; 

b) the collection of increments in such a way that they 
are not representative of the coal in their immediate 
vicinity; for example, by using a scoop which is too 
small to collect the larger pieces of coal. 

To avoid bias, it is essential that the dimensions of the 
sampling equipment and the mass of increment should be in 
accordance with the maximum dimensions of the coal (see 
3.3). If bias is suspected it may be possible to improve the 
accuracy by changing the shape and/or location of the 
sampling implement, or by changing to another sampling 
system, but in practice it has been found that neither 
accuracy nor precision (see 2.5) can be improved merely by 
increasing the mass of individual increments above the 
minimum specified. A change in the precision of sampling 
may be effected by altering the number of increments, but 
this will not alter any bias which is inherent in the sampling 
system. 

The most favourable situation, in which the whole of the 
coal is exposed for sampling, is when it is being conveyed 
on a belt or similar device so that it passes the sampling 
point in a stream. If the belt is stopped and a section of 
adequate length is taken across the whole width of the belt, 
all the coal particles in this section can be taken so that 
there will be no bias due to causes a) and b) above. 
Sampling from a stopped belt is normally the most 
satisfactory way of ensuring that the sample is free from 
bias and it is therefore recommended as the most reliable 
reference method, which should be used for checking other 
methods. 

In many installations it is not possible to stop the belt 
without considerable interference with the work of the 
installation and other methods of sampling must be used. 
The next most satisfactory methods are those by which 
cross-sections of a moving stream are collected, but it is 
necessary to ensure that each increment is a representative 

cross-section. When sampling stationary coal, the essential 
condition that each part of the coal is equally accessible to 
the sampling implement is not fulfilled; for example, when 
coal is sampled in a wagon there is no possibility of the 
particles in the bottom corners of the wagon being taken. 
Consequently a distinction is drawn in this International 
Standard between coal in a stream (whether moving or 
stopped) and stationary coal, 

Experience has shown that satisfactory samples can be 
taken from stationary material in wagons, ships and even in 
stockpiles, provided that special precautions are taken to 
avoid bias. As stationary material tends to be highly 
segregated the sampling points must be carefully selected 
and the number of increments collected must be larger than 
from moving material. 

References in this International Standard to stationary coal 
imply coal which is in a wagon, ship or stockpile. 
References to a moving stream imply coal which is being 
handled by a belt or other conveyor; whether the conveyor 
is moving or not at the time of sampling is of no 
significance in this definition. 

Whatever method of sampling is adopted, careful 
consideration is required to find a point where unbiased 
increments can be collected with safety and without undue 
physical strain. It is frequently desirable to make 
permanent arrangements such as the provision of a special 
platform for the safety and convenience of the sampler. 
Special arrangements are also desirable for the removal of 
the samples, where they are taken from an exposed point to 
an enclosed location for further treatment. 

If increments are collected manually a trained sampler 
should be employed and the instructions given to him 
should be as complete and as simple as possible; in 
particular, the position of sampling and the times at which 
increments are taken should be specified and not left to the 
personal judgement of the sampler (see 2.12). It is for this 
reason that mechanical sampling is preferable to manual 
sampling, but it is necessary, in the first place, to check that 
the sampling machine is unbiased. 

2.3 Differences between suppliers and customers 

The supplier is always handling the same type or types of 
coal of which the general characteristics are known; he is, 
therefore, usually interested in the average characteristics of 
the coal over a specified period rather than the 
characteristics of an individual consignment. If a customer’s 
supplies are loaded at random the average analyses over a 
period may be a better estimate of the quality supplied to 
him than an analysis taken from an individual consignment. 

So far as sampling is concerned a customer does not usually 
know any more about a coal than its reputed quality and 
must regard the coal as a single consignment the 
characteristics of which are not known, If he receives the 
same type of coal regularly, he may be in a similar position 
to the supplier - though generally conditions will be 
somewhat different because the coal may have suffered 
segregation or mixing by being loaded into wagons, barges 
or ships. 
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When coal from the same source is sampled regularly and 
random errors only are present, the difference between the 
means of the sample values obtained by supplier and 
customer should tend towards zero as the number of 
consignments sampled increases. 

2.4 Samples for general analysis and for moisture 
determination 

In some circumstances it is necessary or convenient to 
collect separate samples’) for the determination of total 
moisture and for general analysis. In other circumstances, it 
is more convenient to take a common sample for both 
moisture and general analysis; for example, it may be 
necessary to take a common sample when an automatic 
sampler is in use, or a separate moisture sample when the 
coal is very wet. 

This International Standard gives figures for the collection 
of two separate samples, one for ash and one for total 
moisture. If it is desired to collect a common sample, the 
mass of sample specified for ash may need to be increased 
according to the instructions given later. 

2.5 “Accuracy” and “Precision” 

No method of sampling, sample preparation, or analysis can 
be perfect, since the true value can never be known exactly. 
The accuracy of the experimental results obtained from a 
method of sampling is the closeness with which they agree 
with the true value. But, as the true value is not known, it is 
necessary to assess the closeness with which the 
experimental values agree among themselves. This is known 
as the precision, 

This means that it is not possible to determine the accuracy 
of a series of determinations, but only their precision, 
Provided that there is no bias in the method, the precision 
will be the same as the accuracy. For convenience in this 
International Standard, the word precision is used 
hereafter. 

2.S Precision of sampling 

This International Standard is based on a reference standard 
precision for moisture and ash (see 3.1.4). 

Experience shows that when a sample is collected which 
provides this precision for ash, a precision better than this 
will usually be obtained in the determination of other 
common characteristics. 

In this International Standard it is assumed that when 
sampling to the reference standard, the variance of sample 
preparation and analysis will be approximately one-fifth of 
the total variance and the remaining variance will be due to 
sampling. Thus, for a coal having an ash of 10 %, a precision 
of f 1 % absolute (95 times out of 100) is equivalent to an 
overall variance of 0,25, arising from a sampling variance of 
0,20 and a sample preparation and analysis variance of 
0,05. 

The characteristics of coal vary considerably, so that a 
specified sampling procedure will provide different 
precisions for different coals. For example, the precision 
obtained by taking a certain number of increments from a 
uniform product from a single seam will be much better 
than if the same number of increments were taken from a 
product of the same average quality, but derived from a 
number of different seams. In order to ensure that results 
are not worse than a particular limit of precision, it is 
therefore necessary to specify the number of increments 
appropriate to the most variable coals that have to be 
examined. This means that in the majority of cases the 
precision obtained will be better than the specified limit. It 
is strqngly recommended that the method of replicate 
sampling (described in 3.5) should be used to check the 
sampling precision so that, if necessary, the number of 
increments can be adjusted to the minimum number needed 
to give the required Ijrecision (see annex F). 

2.7 Sample preparation 

When the sample or samples have been collected it is 
usually necessary to prepare from them two laboratory 
samples, one for the determination of ash and other 
chemical characteristics, the other for the determination of 
total moisture. 

The object of sample preparation is to treat the samples so 
that the small sample of coal received in the laboratory for 
analysis will be representative of the original gross sample. 
The laboratory general analysis sample should consist of at 
least 60 g of coal with a top size of not more than 0,2 mm. 
The mass of the moisture sample depends on the method of 
moisture determination which is to be used, but will be 
300 g or more. 

Instructions for the preparation of the moisture sample are 
given in clause 8 and for the preparation of the general 
analysis sample in clause 9. 

2.8 Treatment of sample 

When a separate moisture sample. is taken the increments 
should be placed as quickly as possible in metal or 
impermeable containers provided with well-fitting lids, 
which should be replaced after each increment has been 
inserted. The sample should be kept in a cool place during 
storage, preferably at a temperature which is not above that 
of the sample when it was taken. 

For a common sample, the same procedure should be 
followed until the moisture sample has been extracted as 
described in clause 8. 

For an ash sample, the increments may be kept in sacks, 
but they must be protected from contamination or loss and 
treated by the methods of clause 9. 

A label giving a clear and sufficient description of the 
sample should be attached to the sample container. 

1) In the remainder of this International Standard a sample which is collected for the preparation of the general analysis sample is referred to 
briefly for convenience as an ash sample and the other sample is referred to as a moisture sample. If a single sample is taken for the 
determination of ash and moisture, it is referred to as a common sample. 
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2.9 Physical and other tests 

A number of physical tests -are frequently carried out on 
coal, of which the most common are float and sink analysis 
and size analysis. The results of all physical tests are 
affected by the size distribution of the coal and, provided 
special care is taken to avoid breakage, the procedures of 
this International Standard are applicable to the collection 
of samples for physical tests. In particular, the minimum 
mass of increment needed for physical tests will be the 
same as the minimum mass of increment needed for the 
determination of ash or moisture content as specified in 
this International Standard. 

For all physical and other tests the total mass of sample 
required depends on the test involved and will generally be 
greater than the mass of sample required for ash and 
moisture. These masses are (or will be) given in the 
appropriate IS0 publications and reference should be made 
to these to determine the appropriate mass. 

For these tests the sample should be collected in 
accordance with this International Standard, but either the 
mass of the individual increments or the number of 
increments should be increased to give the greater sample 
mass. It is preferable to increase the number of increments 
rather than the mass of individual increments; but it may be 
more convenient on some occasions. to collect larger 
increments. 

For certain tests, for example, coking or other physical test, 
it may be necessary to use the coal in its original state, or at 
sizes other than the 0,2 mm referred to above. In such 
cases, sub-clause 2.7 is not relevant. 

2.10 Report 

The sampler should prepare a report stating the number and 
size of increments, details of the sampling procedure, full 
details of the coal and the precision adopted. This report 
should be attached to the sample or otherwise made 
available to the recipient of the final results. 

2.11 Theories of sampling 

There are many theories of sampling, some of which have 
been found to give an adequate explanation of the factors 
involved in some circumstances, whereas others are 
satisfactory in other circumstances, but none is satisfactory 
in all circumstances, For this reason, this International 
Standard is based primarily on practical experience, 
including a substantial volume of experimental data 
collected in several countries, The theoretical basis for the 
procedures is discussed in the annexes, where the derivation 
of the empirical formulae is also dealt with. 

2.12 Instructions for sampling operators 

This International Standard gives methods and principles of 
sampling which should cover all sampling problems likely to 
be encountered in international trade. It has been 
necessary, therefore, to describe a large number of 
alternative methods, with the result that the document is 
lengthy and is too complicated to be handed directly to a 

sampling operator. It is important that the sampling 
operator should receive instructions which are simple, easily 
understood and capable of only one interpretation. These 
instructions, which should preferably be set out in writing, 
should be prepared by the sampling supervisor from the 
information given in this International Standard. 
Instructions should be set out under the headings listed in 
table 1, which also lists those parts of the document which 
should be consulted before preparing the instructions for 
the sampling operator. 

Before the sheet of instructions can be prepared, the 
supervisor himself must have information on the following : 

a) for what purpose is the sample required ? 

b) what is the estimated maximum size, quality and ash 
content of the coal ? 

c) what analyses are required (for example moisture, 
ash, physical tests) ? 

d) is a separate moisture sample to be taken; or a 
common sample ? 

e) from where is the sample to be taken (from a stream 
of coal, wagons, ship or stockpile) ? 

f) is the coal to be treated as a single consignment or as 
a regular delivery ? 

g) what is the size of the consignment (is it to be 
sampled as a whole or in 1 000 tonne lots ? ) and what 
information is available on its heterogenity ? 

h) is the reference standard of precision adequate, or is 
a different precision required ? 

j) is the precision to be checked by replicate or 
duplicate sampling ? 

Table 1 gives references to the relevant sub-clauses, clauses 
or annexes of the document required for various methods 
of sampling. 

Examples of suitable instructions are given in annex B. 

TAB LE.1 - References to information required 

Information required 

General considerations 

Collecting the sample 

Sampling equipment 

Mass of increment 

Number of increments 

Treatment of sample 

Preparation for 
analysis 

Precision 

Check on precision 

Reference : For sampling from 

streams wagons 

4.1 5.1 

4.3 5.3 

annex A annex A 

3.3 3.3 

4.2 5.2 

2.8 2.8 

ships 

6.1 

6.3 

annex A 

3.3 

6.2 

2.8 

itockpile 

7.1 

7.3 

annex A 

3.3 

7.2 

2.8 

8 and 9 8 and 9 8 and 9 8 and 9 

3.1 3.1 3.1 3.1 

annex C annex C annex C annex C 

1 
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3 FUNDAMENTALS OF SAMPLING 

3.1 Precision 

3.1 .I General 

In this International Standard, all references to precision 
are related to 95 % probability. 

This means that determined values (for example, for ash or 
moisture) on samples taken from the same coal (i.e. coal of 
the same quality from a single source) can be expected to 
lie within the specified limits of precision 95 times out of 
100 : in the absence of bias these limits would be spread 
uniformly about the time value. Conversely, applying these 
limits to a single value, there is a 95 % probability that the 
spread includes the time value. 

3.1.2 Precision and number of increments 

The standard of precision selected is to some extent 
arbitrary since taking more increments will give a better 
precision. Subject to the limitations discussed below (see 
3.2.5). any desired precision may be attained by suitable 
adjustment of the number of increments. 

Nevertheless, it is convenient to select a reference standard 
of precision to which can be related the number of 
increments necessary for different types of sampling or 
different types of coal. The references in 3.2.4 and in 
clauses 4 to 7 to an “initial number of increments” imply 
the number of increments required for this reference 
standard of precision, which is set out in table 2. 
Instructions are given in 3.2.4 for adjusting the initial 
number of increments if a different precision is required. 

In general, unless there are special reasons to the contrary, 
the reference standard of precision should be adopted. 

3.1.3 Replicate sampling 

By using the procedure of replicate sampling, it is possible 
to test the precision obtained by a particular sampling 
scheme. 

In particular, the application of replicate sampling allows 
adjustments to be made in the number of increments taken. 
As explained in 2.6, the recommended number of 
increments is determined by the requirement to attain the 
reference standard of precision when sampling ihe most 
variable coals. With other coals, therefore, this number of 
increments should give a better precision than is usually 
required. If repeated consignments of the same coal are 
being sampled, the application of replicate sampling may 
enable the initial number of increments to be reduced 
progressjvely for successive consignments until the desired 
precision is attained with the minimum number of 
increments. 

If only a single consignment of a coal is being sampled, it is 
not possible to reduce the number of increments in this 
way, but by applying replicate sampling the actual precision 
obtained can be determined. 

3.1.4 Reference standard of precision 

The reference standard of precision for coals of all 
quantities and all forms of sampling is * one-tenth of the 
true ash for values up to 20 %’ ) ash and f: 2 % absolute for 
higher values. The same standard is used for moisture 
content. This standard is set out in table 2 and represents 
the deviation from the true value (ash or moisture) 
corresponding to the sum total of errors arising from 
sampling, sample preparation and analysis. 

TABLE 2 - Reference standards of precision for sampling 

Characteristic Type of coal Standard of precision 

Ash Less than 20 % ash f one-tenth* of the true 

I ash 

More than 20 % ash c 2 % absolute** I 

I I Moisture Less than 20 % moisture + one-tenth* of the true I 
moisture 

More than 20 % moisture f 2 % absolute l * 

l For example, a coal of 15 % ash or moisture should give a result 
between 13,5 and 16,5 %. 

l * For example, a coal of 25 % ash or moisture should give a result 
between 23.0 and 27,0 %. 

3.1.5 Other standards of precision 

If a standard of precision other than those in 3.1.4 is 
required, the sampling procedure set out in this 
International Standard should be followed, but the number 
of increments should be adjusted as described in 3.2.4 and 
the standard of precision stated. The mass of increment 
must be neither increased nor reduced. Increase will not 
improve the precision and reduction may introduce bias. 

3.2 Number of increments 

3.2.1 Principle 

The number of increments to be taken from a consignment 
from a single source in order to attain a certain precision is 
a function of the variability of the coal in the consignment, 
irrespective of its mass. This variability depends on the 
amount of segregation present, the size range and whether 
the coal is cleaned or uncleaned. The numbers of 
increments specified in tables 3 and 4 take account of these 
differences as well as of differences in the technique of 
sampling. Moreover, the variability of the coal in large 
consignments is usually greater than that in small 
consignments and for this reason the recommended number 
of increments for reference standards of precision is applied 
only to consignments of up to 1 000 tonnes. 

1) In this International Standard, all references to ash are on the “dry” basis. 
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3.2.2 For reference standard of precision 

The number of increments to be taken to attain the 
reference standard of precision when sampling from moving 
streams, wagons, ships and stockpiles for ash and moisture 
is given in clauses 4 to 7 respectively. For convenience the 
numbers are also given in tables 3 and 4. 

TABLE 3 - initial number of increments for sampling for ash 

I Number of increments : For sampling from 

Condition 
of coal 

Cleaned 
I 

16 
I 

24 32 32 

Uncleaned 32 48 64 64 

TABLE 4 - Initial number of increments 
for sampling for moisture 

The number of increments given above is the initial number 
of increments for the standard precision, but it may be 
adjusted for the mass of the consignment or for a different 
standard of precision (see 3.2.3 and 3.2.4). 

3.2.3 Larger consignments 

For consignments over 1 000 tonnes, there are two 
alternative procedures : 

a) preferably the consignment should be divided into a 
number of portions, each of 1 000 tonnes or less, from 
each of which a separate sample with the specified 
number of increments is taken; 

b) alternatively, one sample only may be taken, but the 
initial number of increments for the particular case 
should be multiplied by the following empirical factor : 

d consignment mass (in tonnes) 

1 000 

3.2.4 Adjustment of increments 

If replicate (or duplicate) sampling is carried out, the initial 
number of increments may be reduced inaccordance with 
the test so that the desired standard is attained with the 
minimum number of increments (see 3.5). 

3.2.5 Warning 

In 3.1.2 it is stated that the standard of precision is 
arbitrary’ and that any standard, either better or worse than 
the reference standard, may be obtained by suitable 
adjustment of the number of increments as indicated in 
3.2.4. The adjustments are, however, based on certain 
assumptions about the behaviour of the coal (see annex F). 
Deviations from this typical behaviour will not introduce 
significant errors provided that the precision aimed at is of 
the same order as the reference standard, but it is generally 
inadvisable to attempt to attain a precision of numerically 
less than 0,5 % absolute, particularly with stationary coal. 
If a better standard is required, it is advisable to attain this 
by averaging the results of several samples, so that the 
average results for a week or a month will have the desired 
“high” precision. 

Moreover, to be on the safe side, the initial number of 
increments should never be reduced below 12, whatever 
standard of precision is required. 

3.3 Minimum mass of increment 

3.3.1 Principle 

The minimum mass of increment is defined in such a way 
that bias should not be incurred. The mass of increment 
must be such that it is large enough to ensure that the large 
particles of coal are not excluded, and that the particles are 
present in the same proportion as in the unit of coal being 
sampled. 

The minimum mass of increment is therefore dependent 
mainly on the size of the coal being sampled, In general, it 
is inadvisable to collect increments larger than specified, 
unless it is unavoidable, as for example when taking 
sections from a moving or falling stream; the increased mass 
of sample makes the problem of reducing it to the 
laboratory sample more difficult. The numbers of 
increments must not be reduced merely because larger 
increments have been taken. 

3.3.2 For coals up to 150 mm top size 

1) The minimum mass of increment, P kg, should 
be determined from the empirical formula : 
P (kg) = 0,06 D (mm), when D is the nominal upper 
size’), except that P should never be less than 0,5 kg. 

2) In addition, the following conditions should be 
satisfied : 

a) When sampling from a stopped belt : 

The minimum width of the cross-section taken should 
be 2,5 times the upper size of the coal. 

b) When sampling from a moving stream : 

the minimum opening of the sampling implement 
should be 2,5 times theupper size of the coal. 

1) The square mesh sieve size such that not more than 5 % of the coal is oversize. 
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c) When sampling from a wagon, ship or stockpile : 

the minimum width of the sampling scoop, or the 
minimum diameter of the probe used, should be 
2,5 times the upper size of the coal. 

d) The relevant dimension in a), b) and c) should 
never be less than 30 mm. 

3) Manual sampling of coal of 80 mm or more is 
recommended only when the coal is stationary. 

3.3.3 For coals over 150 mm top size 

1) The requirements of 3.3.2 (1 to 3) should be 
satisfied. 

2) The minimum mass of increments should be 10 kg. 

3) In addition the following procedure should be 
adopted.’ ) 

The proportion by mass of the material over 150 mm in 
the coal should be estimated, or preferably obtained 
from a size analysis. One method of size analysis is 
described in 5.4.7. If a suitable screen is not available the 
sample should be provided with a test ring of 150 mm 
diameter (see A.4.4 of annex A) to enable him to divide 
roughly one or more increments into “large” 
(> 150 mm) and “small” (< 150 mm), which are then 
weighed. 

Thus 29 increments of 10 kg are collected from the coal 
less than 150 mm, rejecting the pieces over 150 mm. 

At the same time about 30 or more pieces over 150 mm are 
collected. The mass of 30 such pieces will be about 150 kg. 
These are crushed by blows at right angles to the bedding 
planes until all coal is less than 80 mm in size. The coal is 
thoroughly mixed and then quartered to give a portion of 
about 30 kg (i.e. 3 increments). 

3.3.5 Sub-division of overweight increments 

When increments consist of the full cross-section of a coal 
stream, they may be much heavier than the minimum mass 
required, particularly when an automatic sampler is used, 
and it is then permissible to add only a given proportion of 
each increment to the gross sample. Sub-division should be 
carried out by a suitable sample divider and the increment 
should preferably be crushed before the division is carried 
out. It is essential that the same proportion of each 
increment should be taken and the division should be such 
that the amount added to the sample is, on average, not less 
than the minimum mass of increment appropriate to the 
original size of coal. 

The apparatus for division may be coupled automatically to 
mechanical sampling equipment, but the whole of the 
processes after collection, including storage, must be 
enclosed and draught-proof to prevent loss of moisture, 

The initial number of increments required should be 
read from table 3. 

3.4 Organization of sampling schemes 

The initial number of increments should be multiplied 
by the above proportion to give the number of 
increments for “large” coal (i.e. over 150 mm). 

The number of increments for “small” coal (i.e. under 
150 mm) is obtained by subtraction. 

When the precision required for a given quantity of coal has 
been decided, the number of increments to be collected 
should be determined as described in 3.2. The mass of each 
increment should be determined as described in 3.3. 

3.4.1 Single consignment 

The increments from the “small” coal (i.e. the coal 
under 150 mm in size), each of 10 kg, should be taken 
according to the sampling system in use. 

The contribution from the “large” coal is obtained in 
the following manner. An adequate number of pieces 
over 150 mm in size should be taken to given much 
more than the relevant number of 10 kg increments. 
These should be reduced to a size below 80 mm and 
mixed, then divided by quartering to a mass equal to the 
required number of increments times 10 kg. 

3.3.4 Example 

An uncleaned coal has 21 % ash and is to be sampled from a 
moving stream. According to table 3, 32 increments should 
be taken. It is estimated that 10 % by mass of the coal 
consists of lumps above 150 mm. Therefore, 3,2 (say 3) 
increments are required from pieces above 150 mm and the 
remainder from coal less than 150 mm : each of the 
increments should be of 10 kg in accordance with 3.3.3. 

If coal is to be sampled from an isolated consignment, the 
required number of increments, each of the appropriate 
mass, should be taken from the consignment as described in 
clause 4, 5, 6 or 7, whichever is relevant. The result should 
be of the required precision, but if it is desired to confirm 
this the procedure of replicate sampling described in 3.5 
should be applied. 

3.4.2 Regular consignments 

If the coal to be sampled is part of a regular series of 
deliveries from the same source, the required precision will 
usually be related to a certain period, for example the 
weekly mean may be required to a precision of t 1 in terms 
of ash percentage. The coal handled during the period is 
considered to be made up of a number of units of coal, for 
example a shift’s production, a day’s production, a wagon 
load. The units can be fixed at will. When sampling regular 
consignments from a stream, there are two possible 
methods of arranging the collection of the increments 
during the period; they can be collected either continuously 

1) This procedure is unsuitable for mechanized sampling. 
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or intermittently. However, when sampling from wagons, 
ships or stockpiles a coal which is received regularly, 
continuous sampling should normally be used. 

3.4.3 Continuous sampling 

In “continuous” sampling every unit is sampled and the 
same number of increments should be collected from each 
unit. Thus the number of increments required to give the 
specified precision should be divided by the total number 
of units in the period to give the number of increments for 
each unit. This number of increments, each of the 
appropriate mass, should be taken from each unit as 
described in clause 4, 5, 6, or 7, whichever is relevant. The 
increments from each unit should be pooled and a 
laboratory sample prepared therefrom, so that one result is 
obtained for each unit. There are as many sample results for 
each period as there are units. The average should be of the 
required precision, but if it is desired to check that the 
required precision has been attained with the least possible 
number of increments, it is possible to do so by using the 
procedure of duplicate sampling described in 3.5.3. 

3.4.4 Intermittent sampling 

It is often convenient to collect increments from some of 
the units of coal, but not from others. Thus it may be 
desired to collect samples on, say, 2 days but not on other 
days in a week. This is called “intermittent” sampling, The 
same number of increments is taken from every unit that is 
sampled. The number of units to be sampled should be 
decided and the total number of increments required 
should be divided by this number of units to give the 
number of increments to be taken from each unit sampled. 
The units to be sampled may be chosen at random; ‘for 
example, if the sample is to be taken on only 2 days a 
week, the days for sampling should be varied each week. 

The necessary number of increments each of the specified 
mass should be taken from each selected unit as described 
in clauses 4 to 7. The increments from each unit are put 
together and a laboratory sample prepared therefrom so 
that there is one analysis for each unit sampled. There are 
therefore as many sample results per period as there are 
units sampled, but the number of units available is greater 
because there are some which are not sampled. In this case 
it is not possible to say that the average of these results will 
have the required precision until information about the 
variation between units is available. This can be obtained by 
following the procedure described in C.3.4 of annex C, 
preferably in conjunction with duplicate sampling. If the 
variation between units is too large, it may be necessary to 
introduce “continuous” sampling to achieve the desired 
precision. 

“Intermittent” sampling cannot be carried out when 
sampling from ships or stockpiles and in such cases it is 
improbable that regular sampling can be carried out in any 
form since it is usually necessary to regard the coal in a ship 
or in a stockpile as a single consignment. Nevertheless, the 
conditions of continuous sampling might apply occasionally 
if coal from a single source were regularly received by ship 
or by barge. 

3.5 Replicate sampling 

3.5.1 General 

As explained in 3.4, a check on the precision which has 
been obtained can be carried out by adopting the procedure 
of replicate sampling. With this procedure, the same 
number of increments as usual is collected but successive 
increments are placed into a number of different sample 
containers to give a number of replicate sub-samples. From 
each of these a separate laboratory sub-sample is prepared 
and a test is carried out on each so that eventually there are 
a number of different sub-sample values for ash or any 
other characteristic tested. It will be noted that each 
replicate sub-sample will be composed of a smaller number 
of increments than normal, 

Replicate sampling cannot be used to test whether bias is 
absent since if it were present all the results would be 
equally affected by it. The precision of the sampling as 
assessed from replicate sampling, therefore, applies only if 
it has been established that no bias is present. A procedure 
for testing a sampling procedure for bias is given in 
annex E. 

Unless a large number of sub-samples is considered, there is 
a large margin of error attached to the calculated precision. 
Thus it is generally preferable to test whether the desired 
precision has been attained instead of calculating the 
precision. 

When a coal is regularly sampled at the same point, it is 
possible to test whether the desired precision has been 
attained and, if not, to adjust the sampling procedure 
progressively so as to attain the desired level. 

When sampling from a stream of material, it is necessary to 
make a distinction between “continuous” sampling and 
“intermittent” sampling (see 3.4.3 and 3.4.4). In 
continuous sampling, a sample is taken from each 
consignment or “unit” of coal received. The average quality 
of the coal over a period is then known with a precision 
that is directly related to the precision of each sample and 
the number of samples taken. With intermittent sampling, 
some units are not sampled and the precision of the period 
average then depends on the variation in quality from unit 
to unit as well as on the precision of each sample result. It 

It is recommended that replicate sampling should be used : 

a) WHEN SAMPLING SINGLE CONSIGNMENTS : 

to provide a retrospective check as to whether the 
desired precision has been attained and, if not, to 
calculate the actual precision; 

b) WHEN SAMPLING REGULAR CONSIGNMENTS : 

to determine whether the desired precision has been 
attained and, if not, to adjust the procedure so that the 
required precision will be attained in the future with the 
least possible number of increments. 

The testing procedure is different for single consignments 
and for regular consignments. 
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3.5.2 Single consignments 

I) PRINCIPLE 

For a single consignment the sample is collected in six 
replicate sub-samples and each is analysed separately. A 
statistical test is carried out on the six results to 
determine whether the desired precision has been 
attained. The procedure is described in annex C. 

between two successive increments for A. When the 
whole of the sample has been collected, prepare a 
laboratory sample from each of the duplicate 
sub-samples in accordance with clauses 8 and 9. 
Determine the moisture, ash or any other characteristic 
required on each duplicate sub-sample. 

2) PROCEDURE 

Continue this procedure of duplicate sampling and 
analysis for ten consignments. Tabulate the results and 
carry out the statistical tests described in annex C. 

Determine the initial number of increments to be taken 
by reference to table3. If this is not divisible by six, 
increase it to the next multiple of six. Check whether 
there will be sufficient coal in each of the samples to 
provide laboratory samples for ash (and, if necessary, 
moisture); if not, increase the number of increments to 
the next multiple of six until there will be sufficient 
coal. 

Once a satisfactory sampling level has been achieved, it is 
necessary to take only occasional samples in duplicate as 
described in annex C. 

3.5.4 Determination of characteristics other than moisture 
and ash 

Provide six sub-sample containers labelled A to F, then 
collect the specified number of increments in the usual 
way; place the first increment into the container 
labelled A, the second increment into B and so on; the 
seventh increment is again placed in A, the eighth in B 
and so on. Proceed in this way, placing the increments 
successively into the six containers, so that each has the 
same number of increments in it. 

During replicate sampling, a number of different 
sub-samples will be obtained. These are reduced, mixed and 
divided as separate laboratory samples, which are then 
tested separately for ash, and possibly for moisture, 
depending on which characteristics are being checked. 

Usually it will not be necessary to carry out a statistical 
check on the other characteristics and accordingly all the 
laboratory samples may be put together and thoroughly 
mixed in order to provide one sample.for the determination 
of the other characteristics. 

When the six replicate sub-samples have been collected, 
prepare laboratory samples from each container in 
accordance with clauses 8 and 9. Determine the 
moisture, ash and any other characteristic required on 
each of these. Thus six results are obtained for each 
characteristic. 

4 SAMPLING FROM A STREAM OF COAL 

4.1 Scope 

Tabulate the results and carry out the statistical analysis 
as described in annex C. 

This clause describes the method of sampling from a stream 
of material, whether moving or stationary. It includes the 
reference method of removing a section from a stopped 
belt, against which any other method may be checked. 

3.5.3 Regular consignments 4.2 Number of increments 

1) PRINCIPLE 
4.2.1 Isolated consignments 

For regular consignments, each sample is collected in 
duplicate; however, since the coal is regularly received 
there will be a number of such duplicate samples, From 
the series of duplicate results, statistical tests are carried 
out to determine whether the desired precision has been 
achieved. The procedure is described in annex C. 

Although the sampling procedures for continuous and 
intermittent sampling are the same, the testing of the 
results differs - see annex C. 

The initial number of increments for an ash or moisture 
sample, for consignments of up to 1 000 tonnei from a 
single source (for example a single seam at a colliery), is 
given in table 5. For larger consignments see 3.2.3. If there 
is any doubt as to the condition of the coal, it should be 
assumed that it falls into the class which requires the 
greater number of increments, 

2) PROCEDURE 

TABLE 5 - initial number of increments 
for sampling from a stream of material 

Determine the initial number of increments to be taken 
by reference to table 3. Provide two sub-sample 
containers labelled A and B, then collect the increments 
in the usual way, place the first increment into 
container A, the second into B, the third into A, the 
fourth into B and so on. 

Number of 
Condition increments for 

of coal sampling 

---I- 
for ash 

Cleaned 16 

Proceed in this manner so that alternate increments are 
placed successively into the two containers. The 
increments for B should be taken approximately midway 

Uncleaned 32 Washed smalls 32 I 

Condition 
of coal 

Unwashed or 
dry coal; 
washed graded 

Number of 
increments for 

sampling 
for moisture 

c 16 

coal 
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4.2.2 Regular consignments 

For both continuous and intermittent sampling (see 3.4.2), 
sufficient increments should be taken from each unit or, for 
intermittent sampling, from the selected units, so that the 
total number of increments taken over the period which the 
sample is required to represent is that given in table 5. 

For continuous sampling the precision specified in clause 3 
will then refer to the period chosen. It is strongly 
recommended that the method of replicate sampling 
described in 3.5 should be applied and the number of 
increments of the next delivery adjusted, if necessary. 

For intermittent sampling, it is essential to use the methods 
of 3.5. Unless these methods are used there will be no 
information about the unit to unit variation, the results 
obtained will always be less precise than specified in 
clause 3 and the precision achieved will not be known. 

4.2.3 Common sample 

Where a moisture sample is to be extracted from a common 
sample, the initial number of increments collected should 
be that required for ash or moisture, whichever is the 
greater. If there will not be sufficient coal left for the ash 
sample after the removal of the moisture sample in 
accordance with clause 8, the mass of sample given by this 
number of increments must be increased, if necessary by 
taking extra increments. 

4.3 Taking the sample 

4.3.1 Reference method 

Some methods of sampling tend to collect too many of 
either the large or the small particles and hence are liable to 
introduce bias. The method of taking an increment by 
removing a section from a stopped belt (see 4.4) is the only 
way of ensuring that all the particles are collected and 
hence that the sample is free from bias. Therefore, this is 
the reference method against which any other method may 
be checked. It should always be used to check sampling 
machines because these are particularly subject to bias, 
although many models free from bias have been devised 
(see annex A). 

4.3.2 General 

It is important that the interval of time between successive 
increments should not coincide with any natural 
periodicity, either known or possible, in the quantity or 
quality of the coal being sampled, since this would 
introduce a bias, Such a periodicity may arise from the 
mining cycle or system of working and particular care 
should be taken to avoid this. If the increments are taken at 
equal intervals of time, their masses should be proportional 
to the flow density; otherwise, they should be equal in 
mass. 

Increments should be taken from the whole width and 
thickness of the coal stream. If possible this should be done 
in a single operation and the width of the section should be 
at least 2,5 times the maximum size of the coal. Biased 

samples will be obtained if part of the coal is excluded. It is 
therefore important that the sampler should be able to 
reach the whole cross-section of the stream in safety and 
without undue physical strain. 

Increments must be taken while there is a normal load on 
the belt at the point of sampling; special care must be taken 
not to take increments from the beginning or end of a flow. 

The method of sampling depends on whether the coal is 
sampled 

a) from a stopped belt; 

b) from a point of discharge of a continuously moving 
stream; 

c) from a moving stream on a belt; 

d) from a moving stream which is discontinuous (for 
example a bucket conveyor). 

Automatic sampling machines should be used if possible 
(see 4.5.1) preferably at a point of discharge (b) or, if this 
is not possible, from a moving stream (c). 

For coals of 80 mm top size and above, manual sampling 
from a moving stream may be dangerous and the belt 
should be stopped if possible, or a sampling machine should 
be used. 

4.4 Sampling from a stopped belt 

If it is practicable to arrange to stop the belt periodically, 
increments can be collected from the whole cross-section of 
the stream without difficulty. A suitable frame may be 
placed on the stationary belt so that it is in contact with 
the belt across its full width; all coal lying inside the frame 
should be swept off into a container. Any large pieces of 
coal obstructing the insertion of the frame are pushed 

a) at the left side of the frame, into the sample; 

b) at the right side of the frame, out of the sample. 

4.5 Sampling from a point of discharge of a continuously 
moving stream 

This is the most reliable method of obtaining satisfactory 
increments when the coal is in motion, The increments may 
be taken by means of sampling machines or by hand. 

4.5.1 Sampling machines 

Sampling machines, controlled by hand or automatically, 
are available which will traverse a falling stream of coal at 
constant speed. They should be adjusted carefully to ensure 
that the whole thickness and width of the stream is taken. 
The increment must not fill the sample container 
completely. The sample must be retained in a closed 
container. Sampling machines which have been proved to 
be free from bias are preferable to manual sampling 
methods because they always behave in the same way and 
eliminate the subjective influence of the sampler. 
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Machines of any design should have their performance 
tested against a reference method, i.e. a belt which has been 
temporarily stopped for this purpose in accordance with 
4.4. A procedure for checking for bias is described in 
annex E. It &II usually be found possible to arrange a 
special trial of this nature purely for test purposes - if 
necessary by arranging a telephone system so that 
interlinked belts can be stopped and the load of coal on the 
sample belt stopped or reduced to avoid difficulty in 
restarting; however, care must be taken to avoid taking an 
increment from the beginning or end of a flow. 

4.5.2 Sampling by hand 

Increments may be taken from a falling stream by means of 
a hand scoop or ladle which is moved across the width of 
the stream at a constant rate. When sampling by hand 
alternate increments should be taken by crossing the stream 
in opposite directions. 

The increment should not fill the sample container 
completely. 

4.5.3 Sampling wide streams 

Sampling wide and high-capacity streams is best done by 
mechanical methods. Where these are not available and it is 
impossible to sample across the whole of the width of the 
stream in one movement without over-filling the container, 
the stream should be sampled sysPematically taking the 
increments from parts of the stream in turn. 

The following scheme shows a method of taking 
increments from a wide stream of uniform depth in two 
parts : 

x x x 
etc. 

x x x 

This scheme can be extended for falling streams to any 
number of portions depending on the width of the stream. 
Three positions will normally be sufficient, but for very 
wide streams four or five positions may be necessary. 

The stream must be sampled by passing the scoop through 
it once and then withdrawing it in such a way that the full 
scoop is not passed a second time through the stream; this 
may be achieved by inverting the scoop, passing it to the 
back of the stream and withdrawing it through the stream; 
alternatively the scoop may be filled in passing from front 
to rear provided that it can then be withdrawn away from 
the stream - for example, by moving it sideways. 

Whichever method is used the increment should not fill the 
sample container after it has traversed the stream. 

4.5.4 Duplicate sampling from wide streams 

If the width of the stream is too great to be sampled as a 
&hole, successive increments for the A and B samples 
should be taken from the same part of the stream followed 
by successive increments from the other parts of the 
stream. In principle the two sub-samples should be identical 
as regards the methods of taking the increments which 
compose them. 

Thus duplicate samples may be taken from a stream of 
uniform depth in two parts, as follows : 

A5 AB 
etc. 

AB 

This scheme can be extended for falling streams to any 
number of portions depending on the width of the stream. 

4.6 Sampling from a moving belt 

Sampling from a moving belt may be necessary if it is 
impossible to sample satisfactorily at a point of discharge. 
This procedure demands skill and good judgement on the 
part of the sampler. Care should be taken to ensure that the 
whole thickness of the stream is sampled. The scoop should 
move along with the flow and should sweep the bottom of 
the conveyor, otherwise there will be a tendency to leave 
behind some of the small coal. This method is unsuitable 
where there are several layers of different coals on the 
conveyor belt. 

If it is impossible to sample the whole width of the stream 
from one side, increments should be taken alternately from 
both sides of the belt (see 4.5.3). 

Belts moving at high speeds or carrying heavy loads are 
dangerous; manual sampling from moving belts is therefore 
recommended only when the speed of the belt is not 
greater than 1,5 m/s, the height of Phe coal is not greater 
than 0,3 m and the flow is not greater than 200 tonnes per 
hour. 

Sampiing machines are also available which will sweep an 
increment from a moving belt. 

4.7 Sampling from discontinuously moving streams 

Such devices are discharging conveyors, bucket elevators, 
bucket conveyors or aerial ropeways. Sampling may be 
carried out provided that the mass of the contents of a 
bucket is not less than the mass of increment required, a 
condition that is fulfilled in nearly all cases. Increments 
should be collected from the coal stream at the point of 
discharge or at any point by stopping the line. The whole 
contents of a bucket should be taken as an increment. With 
large buckets, each bucket may be divided into sections if 
each is larger than the specified mass of increment; one of 
these only is taken, but in successive buckets each section 
must be taken in rotation. 

It may be necessary to support the handle of the sample 
container across a bar when it is passed into the falling 
stream or to erect a special gantry with adequate supports. 

4.8 Apparatus 

For suitable sampling devices, see annex A. 
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5 SAMPLING FROM WAGONS 

5.1 Scope 

This clause describes the method of sampling from railway 
wagons when the preferred procedure of sampling from a 
conveyor belt during loading or unloading cannot be used. 

5.2 Number of increments 

5.2.1 Ash or moisture sample 

The initial number of increments to be taken from 
consignments up to 1 000 tonnes is shown in table 6. For 
larger consignments, see 3.2.3. 

The increments specified in table 6 should be distributed 
uniformly over the whole consignment and, as a minimum, 
one increment should be taken from every wagon even 
when the number of increments specified is less than the 
number of wagons. When the number of increments 
specified is greater than the number of wagons in the 
consignment, the number of increments taken from each 
wagon should be determined by dividing the total number 
of increments by the number of wagons; if after this 
division there is a remainder of increments, these should be 
distributed uniformly over the consignment. 

TABLE 6 - Initial number of increrrients 
for sampling from wagons 

Number of 
increments for 

sampling 
for ash 

24 

48 

Condition 
of coal 

Number of 
increments for 

sampling 
for moisture 

Unwashed or 
;Iry coal; 
washed graded 
coal 

16 

Washed smalls 32 

5.2.2 Common sample 

Where a moisture sample is to be extracted from a common 
sample the initial number of increments collected should be 
that required for ash or moisture, whichever is the greater. 
The mass of each increment or the number of increments 
should be increased if there will not be sufficient coal left 
for the ash sample after the removal of the moisture sample 
in accordance with clause 8. 

5.3 Taking the sample 

5.3.1 General 

The following methods of reaching all the coal in a wagon 5.4.3 Coals which are visibly wet - Moisture or common 

are available : sample 

a) sampling from the tops of wagons by means of 
probes; 

b) sampling from bottom or side door wagons during 
discharge; 

c) sampling from the exposed faces of wagons as they 
are being tipped into bunkers or ships; 

Water tends to descend to the lowest level, Consequently, 
for coals which are visibly wet the holes for moisture 
samples should be dug to one half the depth of the wagon, 
This method is laborious and should be avoided if possible. 
It gives unbiased results only if the coal is thoroughly 
drained and should not be used while drainage is actually in 
progress. 

d) sampling from wagons being emptied by 
side-tipplers. 

The method of sampling should be recorded in the report. 

5.4 Sampling from the tops of wagons 

5.4.1 Sampling by probes 

Owing to the difficulty of insertion, a probe can only be 
used for coals up to about 25 mm. Probes suitable for larger 
coal may be developed. The aperture of the probe should 
be not less than 2,5 times the upper size of the coal, with a 
minimum dimension of 30 mm. A probe which penetrates 
to the full depth of the coal must be used. Care should be 
taken to ensure that a full column of coal is extracted, so 
that a representative increment is removed. Large and hard 
pieces of coal or rock should not be deliberately pushed 
aside when an increment is collected and no portion of the 
increment should be lost during extraction of the probe 
from the wagon. In addition, contamination of the 
increment by particles falling in from outside the hole 
should be prevented. Wet coal should not be allowed to 
adhere to the probe, but the probe must not be heated to 
stop wet coal sticking to it. The effectiveness of a probe, 
and whether it is free from bias, depends on the nature of 
the coal being sampled and the method of loading. Tests for 
bias should be carried out (see annex El. 

5.4.2 Sampling by scoops 

lt is not always possible to insert a probe to the full depth 
of the wagons and it is then necessary to collect an 
increment from the bottom of a shallow hole made in the 
coal. Care is needed in digging the hole, The coal dug out of 
the hole should be thrown clear and the angle of the sides 
should be less than the angle of rest, otherwise large pieces 
will trickle down the sides and the increment will contain 
too much large coal. The increment, of the minimum mass 
given in 3.3, should be taken from the bottom of the hole 
with a shovel (see annex A). 

Alternatively, with some coals the hole may be dug with an 
auger, the last portion extracted being the increment. 
Again, care should be taken to ensure that the walls of the 
hole do not collapse and that no portion of the increment is 
lost from the auger. Sampling by these methods is not 
regarded as satisfactory, since the whole of the coal is not 
exposed for sampling, and tends to give biased results. 
These methods should be adopted only when all other 
methods are impossible. 
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5.4.4 Coals which are not visibly wet - Moisture or 
common sample 

For coals which are not visibly wet the holes should be at 
least 0,3 m deep to avoid contamination of the sample from 
the surface. 

5.4.5 Sampling for ash only 

When sampling from wagon tops for ash only, the 
increments should be taken from the bottom of holes at 
least 0,3 m deep, whether the coal is visibly wet or not. 

5.4.6 Position of the increments 

The positions of the increments should be varied from 
wagon to wagon so that all parts of the surface are correctly 
represented. There are various methods of doing this and 
different schemes may be preferred for use with different 
designs or sizes of wagons. 

It is recommended that the surface of the wagon be divided 
into squares each of side about 1 m, the number of squares 
being dependent on the size of the wagon. Increments 
should be taken from the squares in random order, but can 
be taken from any position within the appropriate square 
(see 5.10 and 5.11), 

Care should be taken to see that the coal near the periphery 
of the wagon is adequately represented. 

As indicated in clause 6, the same type of sche’me should be 
used for the positions of increments from the surface of 
barges. All schemes used should be tested for bias (see 
annex E). This method is inapplicable if the wagon has been 
loaded in layers with different types of coal. 

5.4.7 Sampling of large coals 

When the coal includes particles larger than 150 mm, the 
number of increments specified in table 6 should be taken 
in proportion to the mass of the pieces above and below 
150 mm. To determine the percentage of large pieces, each 
coal should be mechanically tested every 3 months, by 
taking not less than 10 tonnes of the coal before loading 
into railway wagons. This should be passed over a 
horizontal sieve with apertures 150 mm X 150 mm : the 
coal which does not pass through the sieve should be 
weighed and expressed as a percentage of the whole mass. If 
the coal size varies appreciably in the 3 months, a test 
should be carried out every month. 

Increments should be taken from the wagons and from the 
areas according to the system described above. At each 
position a hole should be dug to a depth of 0,3 m. Any 
large pieces in the hole should be removed and collected in 
boxes, which should be kept separate from the increments. 
If there are no large pieces in the hole, they should be taken 
from the next hole according to the sampling plan. The 
total mass of large pieces should be at least 8 kg. The large 
pieces should be reduced to 80 mm, divided and mixed into 
the sample in proportion to the appropriate percentage as 
determined by the mechanical sizing test described above. 

The number of increments from the smaller coal in the hole 
should be taken in accordance with the normal procedure. 

5.5 Sampling from wagons during bottom discharge 

In this method the coal is being sampled while the wagons 
are unloaded. As large a container as can be handled is 
swung into the stream, the position of entry being varied 
from wagon to wagon. Owing to the rapid fall of coal, it is 
difficult to obtain increments from all parts of the stream 
and mechanical aids are required to render the method 
reasonably safe. 

In general, the same sample should be used for both ash and 
moisture since there is insufficient time to take two 
increments from the same wagon. This method is difficult 
to operate and is dangerous. Other methods should be used 
if possible. 

5.6 Sampling from bottom door wagons 

In wagons with eight doors, only the four centre doors are 
used; in those with only four doors, all are used. The wagons 
may be sampled either from exposed faces or during 
discharge. 

5.6.1 Exposed face method 

Two doors side by side are opened and part of the coal is 
discharged into the bunker. The doors are then shut and 
bolted, leaving two sloping faces at rest in the wagon; it is 
assumed that the faces are numbered in areas as shown in 
figure 1 and increments are taken from the numbered areas. 
The doors to be opened are taken at opposite ends of the 
wagon in alternate wagons. 

Elevation 

I opened i I 
1 I I 

1 2 7 8 
Exposed 

- faces 

5 6 11 12 

Areas about 1 m X 1 m 

FIGURE 1 -Exposed faces in wagon 
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5.6.2 Discharge method 

Increments are collected from underneath the wagon as the 
stream of coal falls from the doors; the method described in 
5.5 should be used. 

5.7 Sampling from wagon side-tipplers 

When wagons are side-tippled the coal is sampled from the 
exposed surface of the coal after the wagon has been partly 
emptied. The wagon is half-emptied so that the bottom is 
just visible, leaving a face at rest. The wagon is then lowered 
slightly to prevent the face slipping. A suitable number of 
sampling areas are allocated to this face as in wagon top 
sampling and the increments are collected from the points 
in the same manner as above. It may be necessary to erect 
special gantries on rollers which can be pushed forward or 
retracted; alternatively, use a scoop with a long handle. 

5.8 Sampling for moisture 

A wagon loaded with washed coal will gradually lose water 
by drainage and it is therefore undesirable to sample 
for moisture until equilibrium is reached, which may take 2 
or 3 days. However, if a sample is required for other 
purposes, or if it is desired to determine the moisture 
content at a particular time, a sample can be collected 
before equilibrium is reached. 

Even when equilibrium has been reached as a result of 
drainage, the lower layers of coal in the wagon will 
normally contain more water than the upper layers because 
of gravitation and evaporation from the surface. Increments 
taken from near the top of the wagon after any drainage 
has taken place will therefore be biased with regard to their 
moisture content. The bias will normally be such as to give 
a low moisture figure, unless the coal has been recently 
subjected to a heavy fall of rain or snow. 

5.9 Duplicate sampling 

When every wagon is sampled, duplicate sub-samples are 
formed by placing alternate increments into different 
containers. When some wagons are not sampled, the 
increments from alternate wagons sampled are placed into 
different containers to form the two sub-samples. 

5.10 Example 

The follow@g example shows a typical procedure. A 
further example is given in annex B. 

A sample of 48 increments is required from a train of 
40 wagons, each approximately 3 m wide and 6 m long. 

Each wagon should be divided into 18 sections (3 X 6) as 
follows : 

where numbers refer to the positions to be used for taking 
the increments. 

In order’to obtain the required number of increments, one 
or two will be required from every wagon; the position 
numbers and the numbers of the wagons to have 
2 increments should be selected at random (see 5.11). 

5.11 Random samples 

One method for obtaining random samples is as follows : 

Provide a set of discs, one disc for each position, suitably 
marked; for example, a set of discs numbered 1 to 18 for 
the example in 5.10. The discs should be placed in a bag 
close to the sampling point, together with a diagram 
painted on a fixed board showing the locations of the 
points over the surface of the wagon. On sampling from the 
first selected wagon, the sampling operator should remove 
from the bag one, two or three discs, to correspond with 
the number of increments to be taken from this wagon. An 
increment should be collected from each area indicated by 
the discs. The discs should be placed in a second bag after 
use. For the second wagon the same procedure is used, the 
discs being removed from those remaining in the first bag. 
This process continues until all the discs are used up. The 
position of the bags is then reversed and the procedure 
continued, so that the order of the positions from which 
increments are taken is always different. 

This procedure can also be used for selecting the wagons to 
be sampled, when some are sampled and some are not. For 
example, suppose 36 wagons are to be sampled out of a 
consignment of 100. A set of discs numbered 1 to 100 is 
placed in a bag and the sampling operator draws from the 
bag 36 numbered discs in succession. The selected discs 
may be hung on hooks on a reference board and the wagons 
numbered serially with chalk as they pass. The wagons 
corresponding to the numbers drawn should be sampled. 

6 SAMPLING FROM SHIPS 

6.1 Scope 

This clause describes the method of sampling from 
sea-going ships and barges where the preferred procedure of 
sampling from a conveyor belt during loading or unloading 
cannot be used. 

6.2 Number of increments 

6.2.1 Ash and moisture sample 

The initial number of increments to be taken from a 
consignment in a sea-going ship of up to 1 000 tonnes from 
a single source is given in table 7. For larger consignments, 
see 3.2.3. For a consignment in a barge the numbers given 
in table 8 should be used, which are the same as for wagons. 
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TABLE 7 - Initial number of increments 
for sampling from seagoing ships 

Condition 
of coal 

Number of 
increments for 

sampling 
for ash 

Condition 
of coal 

Number of 
increments for 

sampling 
for moisture 

Cleaned 32 Unwashed or 
dry coal; 
washed graded 
coal 

16 

Uncleaned 64 Washed smalls 32 

TABLE 8 - Initial number of increments 
for sampling from barges 

Cleaned 24 Unwashed or 
dry coal; 
washed graded 
coal 

16 

Uncleaned 48 Washed smalls 32 

6.2.2 Common sample 

Where a moisture sample is extracted from a common 
sample the initial number of increments collected is that 
required for ash or moisture, whichever is the greater. The 
mass of each increment or the number of increments should 
be increased if there will not be sufficient coal left for the 
ash sample after the removal of the moisture sample, in 
accordance with clause 8. 

6.2.3 Mixture of coals 

If it is known that different coals are loaded into different 
holds, each coal should be sampled separately. If no 
information is available on the origin or characteristics of 
the coal, each hold should be considered as a unit and 
48 increments should be taken from each. 

6.3 Taking the sample 

6.3.1 General 

This recommendation for the sampling of coal in sea-going 
ships and barges is based on collecting increments from a 
number of points distributed over various layers of the coal 
in the hold which are exposed from time to time as the ship 
is unloaded. 

If during loading or unloading the coal is moved by 
conveyor, the sample should, preferably, be taken from 
some point in the conveying system where bias can be 
avoided more easily. The procedure set out in clause 4 
should then be followed, but in view of the segregation that 
occurs during the loading of a ship, the number of 
increments indicated in table 8 should be taken. 

Usually, however, it is necessary to sample from the hold of 
the ship, and it is essential to employ a trained and 
experienied sampler who works under the direction of an 
expert. The size distribution of the cargo should be 
estimated so as to ensure that the increments taken are 
representative. 

It is important to note that segregation during loading often 
results in the accumulation of lumps near the walls of the 
hold. It is necessary to take this into account when making 
an estimate of the size distribution. 

The sampler’s skill in estimating the size distribution should 
be regularly checked by such means as are convenient. One 
suitable method is to use a grab to remove a portion of the 
cargo of substantial size and to check the sampler’s estimate 
of the size distribution of the contents by a size analysis 
carried out on the whole of this portion. Alternatively, his 
estimate can be checked by that of an expert who is not 
actually responsible for carrying out the sampling. 

When sampling from a sea-going ship the opportunities for 
sampling are often limited since delays during unloading 
must be avoided. For this reason, procedures that are not 
ideal may have to be adopted on occasions. So that the 
sample will contain the same proportion of lumps and 
smalls as are present in the cargo, the percentage of lumps 
should be estimated; then the smalls and lumps are sampled 
separately. The lumps are picked by hand until a reasonable 
mass is available. From every lump one or two pieces 
perpendicular to the bedding planes are knocked off with 
the aid of a hammer, these pieces are collected and an 
amount is added to the sample of the smalls according to 
the estimate of the proportion of lumps in the cargo. 
Reference should also be made to 3.3.3 regarding other 
procedures for taking increments from large coal. 

In collecting each increment care should be taken to ensure 
that it represents the coal in the vicinity and, in particular, 
that large particles are not allowed to roll from or into the 
scoop when the increment is extracted. 

When sampling fines, a probe is preferable to a scoop (see 
5.4.1). 

Care should be taken to ensure that the increments are not 
contaminated because of prevailing atmospheric conditions. 
As the top layer is liable to be affected by rain, or dried by 
the wind, it is desirable to collect increments 0,2 to 0,3 m 
below the surface unless this has been uncovered very 
recently. 

6.3.2 Position of the increments 

The position of the increments should be distributed over 
the surface of the coal and the procedure of 5.4.6 and 
5.11 should be used. 

6.3.3 Sampling from barges 

If the depth of coal in the hold is less than 4 m, it should be 
sampled in one stage during the unloading. The sampling 
should be carried out when the unloading has partly 
uncovered the bottom of the hold. 
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6.3.4 Sampling of fines from barges 

For the sampling of fines from a barge, a longer probe of a 
type such as is described in annex A can often be used with 

advantage. In this case 2 increments, comprising a complete 
cross-section, should be taken from each hold. The position 
of the increments should be varied from hold to hold. 

6.3.6 Sampling from coasters or sea-going vessels 

Coasters or sea-going vessels should be sampled in two or 
more stages, there being one stage for each 4 m of the 
depth of coal in the hold. Figure 2 illustrates the stages at 
which sampling should be carried out when it is done in 
three stages. 

The first stage of sampling should not take place until 
sufficient of the surface of the coal has been removed to 
permit an estimate to be made of the proportions of fine 
and lump coal in the consignment. 

At each stage increments should be collected from points 
evenly distributed over the exposed surface of the coal, 
taking particular care that all portions of the surface are 
covered satisfactorily. 

6.3.6 Sampling for moisture 

If free moisture is present in the cargo this will settle 
towards the bottom of the hold so that a steady increase in 
moisture content will occur through the depth of the coal. 
This increase of moisture with depth makes the collection 
of a moisture sample particularly difficult when sampling is 
carried out in one stage (for example from barges). 
Increments should then be taken at three different levels, 
namely, at an upper and lower level, each equidistant from 
the centre level, and at half-depth (see figure 2). 

Provided that the full depth of coal is exposed, the upper 
level should be chosen 0,l to 0,2 m from the top and the 
lower level at an equal distance from the bottom. If this is 
not possible (because the bottom has not been exposed, or 
because the top coal has been removed) then the distance 
between the upper and lower levels should be as great as 
possible, subject to the condition that they are equidistant 
from the centre. Equal numbers of increments should be 
taken from the lower, centre and upper levels. 

6.3.7 Sampling from grabs or conveyors 

When the coal in a ship or barge is unloaded by means of 
grabs or conveyors, it may be preferable to use the sampling 
scheme recommended in 4.7. However, the number of 
increments recommended in table 7 or 8, as appropriate, 
should be collected. 

6.4 Example 

The following example shows a method of sampling from a 
barge. 

A sample of 48 increments is required from a barge of 
width 5 m and length 20 m. 

The barge should be divided into 100 sections (5 X 201, as 
follows, and 48 of the positions should be selected at 
random. 

I 

First stags - about l/6 of cargo 
unloaded 

II 

Second stage - about l/2 of cargo 
unloaded 

III 

Third stage - about 5/6 of cargo 
unloaded 

see 6.8.5 

’ Equidistant levels 

- Upper level 

- Half-depth level 

- Lower level 

FIGURE 2 - Sampling the hold of a vessel (moisture and ash) 
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7 SAMPLING FROM STOCKPILES 

7.1 Scope 

This clause describes the method of sampling from 
stockpiles where the preferred procedure of sampling from 
a conveyor belt during stocking or unstacking cannot be 
used, 

7.2 Number of increments 

7.2.1 Ash or moisture sample 

The initial number of increments to be taken from a pile of 
up to 1 000 tonnes from a single source is shown in table 9. 
For larger consignments see 3.2.3. 

TABLE 9 - Initial number of increments 
for sampling from stockpiles 

Cleaned 32 Unwashed or 
dry coal; 
washed graded 
coal 

16 

Uncleaned 64 Washed smalls 32 

7.2.2 Common sample 

Where a moisture sample is extracted from a common 
sample the initial number of increments collected is that 
required for ash or moisture, whichever is the greater. The 
mass of each increment or the number of increments should 
be increased if there will not be sufficient coal left for the 
ash sample after the removal of the moisture sample in 
accordance with clause 8. 

7.2.3 Mixture of coals 

If a stockpile is known to consist of different coals piled in 
separate areas of the total pile, a separate gross sample must 
be taken from each such area. 

If the sampling is carried out by digging holes in the 
stockpile, for example by means of grabs, increments of 
very different masses may be taken from different 
positions. Consequently, if the coal is not uniform or has 
come from different sources, the increments should not be 
put together, but each should be prepared and analysed 
separately. For each increment, the value of the required 
characteristic should be determined; the value for the whole 
pile should then be obtained by taking an average of the 
increment values, weighted according to the masses of the 
different coals from which the increments were taken. 

7.3 Taking the sample 

7.3.1 General 

This recommendation for the sampling of coal in stockpiles 
is based on collecting increments spaced as evenly as 
possible over the surface and layers of the stockpiles. The 

usual methods of sampling stationary material, using 
relatively small probes or digging holes to traverse the 
layers, are not adequate to fulfil the basic requirement of 
sampling, that the whole of the consignment shall be 
equally accessible. Moreover, the coal in the top layer of a 
stockpile is almost always different in quality from the rest, 
due to exposure, segregation and other causes. 
Consequently, if in the course of stocking or lifting it is 
possible to take a representative sample from a conveyor or 
from a falling stream, this method of sampling is to be 
preferred and the procedure described in clause 4 should be 
used except that the number of increments should be as 
indicated in table 9. 

The position of the increments should be spaced as evenly 
as possible over the surface of the stockpile. It is advisable, 
especially in the case of large stockpiles, to work to a plan, 
to indicate the sampling positions on a scale drawing or 
map of the area and to mark the positions before sampling. 

In all cases the sample can only represent that part and that 
depth of the coal from which it is collected. It is essential 
to use trained and experienced samplers. 

7.3.2 Sampling for ash 

In order that the sample will contain the same proportions 
of large pieces and small pieces as’are estimated for the 
stockpile, and at the same time to maintain individual 
increments at a reasonable mass, it may be necessary to 
break some of the large lumps perpendicular to the bedding 
planes and to add a proportion of the broken coal to the 
sample. 

In collecting each increment care should be taken to ensure 
that it represents the coal in the vicinity and, in particular, 
that large particles are not allowed to roll from or into the 
scoop when the increment is extracted. 

When sampling coal of up to 25 mm particle size, the 
increment should be taken with a probe (see annex A). Care 
should be taken that the full column of coal is taken out 
and that no particles are lost when the probe is extracted. 

When sampling coal of more than 25 mm particle size, or 
when it is impossible to sample with a probe, it is necessary 
to dig holes by means of a shovel or a grab-dredger. The 
angle of the sides should be less than the angle of rest of the 
coal so that no particles will trickle down the sides. Holes 
should be dug to different depths and from the bottom of 
each hole an increment should be taken by shovel so that 
samples of approximately the same mass are collected from 
different layers. 

7.3.3 Sampling for moisture 

The following additional points should be considered when 
sampling for moisture : 

Stored coal gradually loses water by drainage until 
equilibrium is reached. After rainfall or snow, the moisture 
content will not change below a certain depth. This depth 
depends on the size distribution and the arrangements made 
during stocking, for example, continuous rolling during 
stocking, covering with dust coal, or rolling the dust coal. 
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The moisture content of samples collected from the surface 
of the stockpile largely depends on the weather. It will 
always be too low unless the samples are collected after 
rainfall or snow, Hence it is necessary to dig holes to such a 
depth as will avoid the surface layer. 

8 SAMPLE PREPARATION FOR DETERMINATION OF 
TOTAL MOISTURE 

8.1 Types of samples to be tested 

The sample to be treated will be either a special moisture 
sample or a common sample (see 2.4). If the sample is a 
common sample, it is necessary to extract a moisture 
sample from it and leave the remainder for treatment as 
the ash sample. 

The moisture sample may be removed 

a) before any reduction is carried out, or 

b) at various stages of the reduction process. 

The method to be adopted depends on the apparatus 
available for reduction and the preference at the laboratory. 

For a special moisture sample, proceed as described in 8.3. 
For a common sample, extract the moisture sample as 
described in 8.4.1; then treat this moisture sample by the 
methods described in 8.3. 

8.2 General principles 

8.2.1 Precautions against loss of moisture 

One of the main difficulties in ascertaining the total 
moisture is to avoid changes in the moisture content of the 
sample during the handling which is necessary while 
preparing the final sample. Every precaution should 
therefore be taken to avoid loss of water due to the use of 
unsuitable containers and by evaporation during handling, 
particularly when the coal is extremely wet. All moisture 
samples should therefore be kept in closed containers in a 
cool place before and after preparation as well as during 
any interval between stages of sample preparation. 

Care should also be taken to avoid loss of moisture during 
reduction, by using equipment in which there is no 
appreciable heating and by reducing to a minimum the 
amount of air passing through the mill, Machines that crush 
are preferable to those that grind, as the latter have a 
greater tendency to generate heat. 

In addition, care should be taken to avoid loss of moisture 
when carrying out sample division and all such operations 
should be carried out as quickly as possible. If the coal is 
“visibly wet” and has not been milled, increments should 
be collected from a flattened heap as this will lead to less 

loss of moisture. In all other cases, it is preferable to use 
mechanically operated dividers to which access of air is 
restricted. 

8.2.2 Methods available 

The method of sample preparation depends on the method 
of analysis to be used and whether a preliminary airdrying 
is necessary. Three alternative methods’) are permissible 
for the determination of total moisture in hard coal, each 
of which may be preceded by a preliminary air-drying if 
necessary : 

Method A - sample heated with toluene 

Method B - sample dried in an oven in nitrogen 

Method C - sample dried in an oven in air 

Methods A and B are applicable to all hard coals and 
require a sample of not less than 300 g of coal of size 
3 mm. 

Method C is applicable only to coals which are not 
susceptible to oxidation*) and requires a sample of size 
from 20 to 3 mm with a mass ‘of 1 kg for 20 mm coal, 
0,6 kg for 10 mm coal or 0,3 kg for 3 mm coal. 

If the coal is “visibly wet”, a one-stage method of moisture 
determination is used provided that a closed mill is 
available; otherwise a two-stage method is used. If the coal 
is apparently dry a one-stage method is used. 

8.3 Procedure 

8.3.1 Arrangement of scheme 

The procedure differs according to the origin of the sample, 
the particle size and mass of the sample to be treated and 
the method to be used for the moisture determination. 
The possible schemes are shown in figure 3, for Methods A 
and B, and figure 4 for Method C : figure 5 shows the 
procedure of removing the moisture sample from a 
common sample. For ease of reference the initial samples 
are labelled P, Q, R and S in figures 3 and 4, and 
corresponding references are made in the text. 

For Method C the particle size of the moisture sample 
depends on the particle size of the original sample, the 
apparatus available, the preference of the laboratory and on 
whether the sample is to be removed from a common 
sample. In this last case the size may be determined by the 
procedure to be used for crushing the ash sample and the 
size at which this sample is divided. If the original sample is 
over 20 mm, it must be reduced. 

If the sample is to be reduced to 3 mm, this should be done 
for preference in a closed mill, which reduces coal of any 
moisture content (i.e. whether visibly dry or visibly wet) to 
this size without loss of moisture. With other types of mill, 
it is difficult to reduce the sample to 3 mm, 

1) Described in IS0 589, Hard coal - Determination of total moisture. 

2) For the purposes of this International Standard, such coals are presumed to be those included in clauses Cl to 5 inclusive of the International 
Classification of Hard Coals by Type, adopted by the United Nations Economic Commission for Europe. 

18 
Full document details: ISO 1988-1975

http://avadocuments2026.com/doc/iso-1988-1975
http://avadocuments2026.com/doc/iso-1988-1975


ISO1988-1975 E) 

Therefore, if a closed mi:l is not available, the sample 
should be reduced to 10 mm and divided to 1 kg before 
being reduced to 3 mm. In this case, if the sample is 
“visibly wet” it should first be air-dried and the loss in mass 
determined, this being the first stage of a two-stage method. 

8.3.2 Reserve sample 

It is recommended that a reserve sample should be collected 
so that, in the case of dispute or if the results of the first 
moisture determination are lost or invalid, this sample may 
then be examined. The reserve sample should be collected 
in the same way and at the same time as the final sample 
for the determination of moisture. If the division is done 
mechanically, two sample containers should be used. If not, 
twice as many increments as are specified above should be 
taken and placed alternately into two containers, one for 
the moisture sample and one for the reserve sample. 

If more than one reserve sample is required, appropriate 
steps should be taken to collect the necessary number of 
interleaved increments. 

8.3.3 Sample preparation for one-stage moisture 
determination 

This procedure‘ may be used for coals that are “visibly dry” 
and also for coals that are “visibly wet” prepared in a 
closed mill. 

a) SAMPLE DIVISION 

Preferably sample division should be done mechanically 
or with a riffle. Suitable mechanical sample dividers and 
riffles are described in annex A. 

If suitable dividers are not available, or if the sample is 
too damp to flow freely through the dividers, use the 
following procedure : The sample should be carefully 
mixed, formed into a cone and the cone flattened. At 
least ten increments of equal mass, sufficient to give the 
required total mass, should be extracted from positions 
evenly spaced over the flattened pile (see table “Mass of 
moisture sample”, figure 3). 

b) FOR METHODS A AND B (see 8.2.2) 

1) Closed mill available 

The closed mill should be conditioned by crushing in 
it some of the coal from which the sample was taken. 
The product should be discarded and then the whole 
of the moisture sample should be passed through the 
mill and reduced to 3 mm in size. 

The sample should be divided to 300 g (see figure 3, 
path S). 

The 300 g sample should be placed in a bottle fitted 
with an air-tight stopper and the bottle labelled, 
giving details of the sample. 

2) Closed mill not available, coal “visibly dry” 

If the maximum particle size exceeds 20 mm, the 
sample should be reduced mechanically so that it just 
passes 10 mm. If the coal is smaller than 20 mm, this 
reduction in size is not necessary. 

The sample should then be divided to 1 kg (see 
figure 3, path R). 

The 1 kg sample should be reduced to 3 mm in size 
and then divided to 300 g. 

The 300 g sample should be placed in a bottle fitted 
with an air-tight stopper and the bottle labelled, 
giving details of the sample. 

c) FOR METHOD C (see8.2.2) 

1) Preparation of sample of 20 mm or 10 mm coal 

If the maximum particle size of the coal exceeds 
20 mm, the sample should be reduced mechanically 
to 10 mm in size. If the coal is “visibly wet”, a closed 
mill should be used, or the coal should be air-dried 
(see 8.3.4). The sample should then be divided to 
600 g. 

If the maximum particle size of the coal is 20 mm or 
less, the sample should be divided to give a mass (in 
kilograms) not less than 0,06 times the maximum 
particle size (in millimetres). 

The container should be labelled, giving details of the 
sample. 

2) Preparation of sample of 3 mm coal 

If the sample required is of 3 mm coal, it should be 
prepared in the same way as described for Methods A 
and 0 in 8.3.3 b). 

8.3.4 Sample preparation for two-stage moisture 
determination 

This sub-clause only applies if the coal is “visibly wet” and 
a closed mill is not available, so that a preliminary 
air-drying is necessary. This constitutes a two-stage 
procedure. 

a) FOR METHODS AAND B (see8.2.2) 

The sample should be air-dried as described in 8.4.2. 
After air-drying, the procedure of 8.3.3 b) 2) should be 
followed and the label on the bottle containing the 3009 
sample thus obtained should also show the percentage 
loss of moisture on air-drying, 

b) FOR METHOD C (see 8.2.2) 

The sample should be air-dried as described in 8.4.2. 
After air-drying, the procedure of 8.3.3 c) should be 
followed and the label on the bottle containing the final 
sample should show also the percentage loss of moisture 
on air-drying. 

8.4 Methods 

8.4.1 Extraction of moisture sample from common sample 

This sub-clause applies only if the sample is a common 
sample and the moisture sample has to be removed from it. 
This may be done before or after reduction, as convenient. 
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When the coal is reduced before the sample is removed, this “Visibly dry” coals may be crushed to 10 mm before 
reduction forms the first part of the preparation of the extracting the moisture sample. If the sample is to be 
general analysis sample (in accordance with clauseg), as left at 10 mm for Method C, 600 g of coal is required 
well as of the preparation of the moisture sample. Whether (see figure 4, path Q); if the sample is to be further 
the coal is reduced or not, the residue after removal of the reduced to 3 mm, for Methods A, B or C, 1 kg is 
moisture sample is treated as the ash sample, in accordance required (see figure 3, path R, and figure 4, path R). 
with clause 9, and the next process may be a further division 
or a further reduction, The sample should be reduced further immediately or 

placed in a clean container and sealed. 

This procedure will give one sample for moisture and a 
second sample for general analysis, which is normally the 
most convenieni procedure. 

However, when a closed mill is available and reduction to 
3 mm is being practised, it may be preferred to take only 
one sample for both moisture and general analysis (see c 
below). 

a) EXTRACTION OF MOISTURE SAMPLE BEFORE 

REDUCTION 

Without previous mixing, the gross sample should be 
tipped on a plate to form a cone and then flattened. The 
moisture sample (see figure 3, path P, and figure 4, 
path P) should be extracted by taking ten increments, 
each increment being taken from a different position 
and the positions being evenly spaced over the flattened 
pile. It is essential. that this operation be performed 
quickly to prevent loss of moisture. 

c) EXTRACTION OF ONE SAMPLE FOR MOISTURE 

AND GENERAL ANALYSIS 

If the common sample is reduced to 3 mm in a closed 
mill, one sample may be taken for moisture and general 
analysis. However, in this case the mass retained must be 
increased so that two laboratory samples (of up to 100 g 
each) may be taken for moisture determination and 
sufficient coal left to fulfil the requirements of clause 9. 
This will require the following masses (but see 9.1 .l) : 

Condition A 
300 g for ash i- 200 g for moisture = 500 g 

Condition 8 
2 kg for ash -I- 200 g for moisture = 2,2 kg 

8.4.2 Determination of loss of moisture on air-drying 

The mass of each increment depends on the maximum 
particle size of the coal, as follows : 

For coal up to 25 mm - 0,5 kg 

For coal up to 50 mm - 1,0 kg 

Air-drying should be carried out at a temperature not more 
than 10 to 15 ‘C above that of the atmosphere. In 
countries with hot climates the temperature at which 
air-drying may be carried out should not exceed 45 “C. It is 
necessary to permit free circulation of air above the samples 
but dust should be excluded. The procedure for air-drying 
differs according to the form in which the coal is received 
for this purpose. 

For coal up to 80 mm - 1,5 kg 

For coal over 80 mm - 5,0 kg 

METHOD a) 

If air-drying is to be carried out immediately after a stage in 

For coal over 80 mm, the resulting 50 kg sample should 
be reduced to about 80 mm, mixed, coned and 
flattened. 

The sample should then be divided to 15 kg. The 
remainder of the 50 kg sample should be returned to the 
original sample. 

If air-drying or further reduction is not carried out 
immediately the sample container should be sealed. 

b) EXTRACTION OF MOISTURE SAMPLE AFTER 

REDUCTION 

When a closed mill which will crush to 3 mm is available, 
the whole of the common sample - whether “visibly 
wet” or “visibly dry” - may be reduced to this size; 
then the moisture sample of 300 g should be extracted, 
as described in 8.3.3 b) 1) (see figure 3, path Fi, and 
figure 4, path S). 

the course of sample preparation, a dry tray should be 
weighed (ml) and the coal to be air-dried should be placed 
directly into the tray. The coal should be spread evenly to a 
depth not exceeding 20 mm (except for lumps greater than 
this size). The tray plus coal should then be weighed (m,), 
The coal should be allowed to air-dry until the change in 
mass of the tray plus coal over a period of 1 h is less than 
0,l % of the initial mass of the coal (m, -ml ). The final 
mass of the tray plus air-dried coal should be noted (m3). 

Calculation of results : 

The percentage loss of moisture on air-drying, M, is given 
by the formula 

/+m,-m, 100 
m2 -ml 

where 

ml is the mass, in grams, of the dry tray; 

If a closed mill is not available, “visibly wet” coals must 
be air-dried as described in 8.4.2, then treated as “visibly 
dry” as described in the next paragraph. 

m, is the mass, in grams, of the tray plus coal; 

m3 is the mass, in grams, of the tray plus coal after 
air-drying. 
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METHOD b) 

If the sample is delivered in a sealed tin and air-drying is 
required, the container and coal should be weighed as 
received, before opening the tin. After weighing, the coal 
should be transferred to a dry tray and spread evenly to a 
depth not exceeding 20 mm (except for lumps greater than 
this size). The tray plus coal should then be weighed. The 
container, the lid and the coal should be allowed to air-dry 
until the change in mass of the tray plus coal over a period 
of 1 h is less than 0,l % of their original combined mass. 
Any dried coal should be brushed from the container and 
lid into the tray and the dry empty container and its lid 
should be reweighed. The coal from the tray should be 
returned to the container, the lid replaced and the whole 
re-weighed. 

Calculation of results : 

The percentage loss of moisture on air-drying, M, is given 
by the formula 

where 

M= 
ml -3 

x 100 
ml -m2 

ml is the mass, in grams, of the closed container plus 
coal before air-drying; 

m2 is the mass, in grams, of the dry empty container 
plus lid; 

m3 is the mass, in grams, of the closed container plus 
coal after air-drying. 

9.4.3 Particle size reduction 

If a closed mill system is used, some of the coal from which 
the gross sample was extracted should be passed through 
the system to condition the interior surfaces, before the 
actual moisture sample itself is milled. 

Infor,mation about equipment and apparatus is given in 
annex A. 

9 SAMPLE PREPARATION FOR GENERAL ANALYSIS 

9.1 General principles 

The object of sample preparation is to prepare a small 
sample, representative of the original sample, which can be 
sent to the laboratory for analysis. This analysis sample 
should consist of coal milled to a top size of not greater 
than 0,2 mm. The mass of the analysis sample depends on 
the analysis required. Normally 60 to 150 g is sufficient but 
30 g may be adequate in some cases. However a greater 
mass is required if certain caking tests are to be carried out. 

The process of sample preparation involves several distinct 
operations, which may sometimes be preceded by drying : 

a) a reduction in particle size by milling’), sometimes 
referred to briefly as “size reduction” or “reduction”; 

1) Sometimes referred to as crushing or grinding. 

b) mixing in order to achieve homogeneity; 

c) a decrease in the mass of sample by dividing it into 
two or more parts, sometimes referred to briefly as 
“division”. 

Figure 6 shows the procedure. 

Reduction must always precede division. The above 
operations constitute one stage of sample preparation, the 
completion of the stage being marked by the process of 
division. 

Two kinds of error can occur in the course of sample 
preparation : 

a) systematic errors; 

b) errors of division. 

Systematic errors cause a bias in the results which will 
normally always be of the same sign. Errors of division are 
random and may be sometimes positive, sometimes 
negative, larger or smaller. 

Systematic errors are caused by extraneous material being 
added to the sample or, conversely, by some of the sample 
material, such as dust or moisture being lost; such errors 
can be avoided by care in handling and by operating 
according to instructions, for example, by the use of 
suitable equipment in suitable sample preparation rooms. 

Errors of sample division arise because part of the sample is 
retained and the remainder is rejected; in general these 
errors will be increased the smaller the proportion of coal is 
retained, and vice versa. In principle, to reduce random 
errors, it is desirable at each stage of division to retain as 
large a mass of coal as possible but in practice, to reduce 
the quantity handled, it is desirable to retain as little as 
possible. The stages of sample preparation should therefore 
be selected in such a way as to give sufficiently small 
variance of sample preparation without having to retain too 
large a mass. 

The amount of coal which should be retained after sample 
division depends upon the maximum particle size of the 
coal at which the division is performed, its ash content and 
the precision required for the sample preparation process. 

It is preferable for all stages 
carried out mechanically. 

of sample preparation to be 

9.1.1 Two-stage preparation 

Two stages of sample preparation should be used (except as 
provided in 9.1.2). In the first stage the coal is reduced 
from its initial size to an intermediate size; in the second 
stage it is reduced from that size to an intermediate size; in 
the second stage it is reduced from that size to the final size 
of 0,2 mm required for analysis. Thus it is necessary to 
select only one intermediate size between the initial size 
and the final size of 0,2 mm. This intermediate size would 
normally be 10 mm or 3 mm. 
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In the first stage the gross sample should be reduced to the 
selected intermediate size, then divided to a reasonably 
small mass; in the second stage the sample should be 
reduced to 0,2 mm then divided to the final mass required 
for the general analysis sample. 

It is essential that the mass retained at the intermediate size 
should be sufficiently large to ensure that the variance of 
sample preparation is as small as is required and the relevant 
masses for certain intermediate sizes are given in table 10. 
Two conditions arespecified : 

CONDITION A applies to cleaned coal containing less 
than 10 % of ash. 

CONDITION B applies to all other conditions. 

TABLE 10 - Minimum mass of sample retained after division 
in two-stage preparation 

1 

I Upper size of coal* 
after reduction** 

I I kg 

10 1,5 IO 

3 0,3 2 

1 0,15 ‘.X6 

* This is the nominal size, such that 99 % of the coal is undersize. 

l * Intermediate sizes are little used but if necessary may be 
obtained from this table by interpolation. 

Condition A allows lower masses to be retained than 
Condition B; these lower masses may be used for particular 
coals if they have been shown by using the procedure of 
annex D to give a sample preparation variance which is 

sufficiently low. 

The errors of sample division at a size of 0,2 mm are small 

and can be disregarded provided that the sample has been 
adequately mixed. Thus, a variation is permissible in the 
second stage. The sample may be reduced from the chosen 
intermediate size to 1 mm and divided to the appropriate 
mass given in table 10 : it is then reduced to 0,2 mm, mixed 
and divided to the mass required for the laboratory sample. 

An outline of the procedure is given in figure 6. 

9.1.2 Three-stage preparation 

Three-stage preparation should‘be used only if the initial 
size of the coal is 120 mm or greater. In this case two 

intermediate sizes should be selected from table IO. 
However, if the sample preparation is carried out in three 
stages the total errors will be correspondingly higher and 
will exceed the value assumed unless larger masses are taken 
at each stage. To a first approximation the variance is 
inversely proportional to the mass of sample taken at each 

stage, provided that the coal is uniform. Thus, the 
appropriate masses given in table 10 must be increased by 
approximately 50 % (see table 11). 

When a common sample has been collected, the precaution 
given in 8.2 should be carefully observed. 

TABLE 11 - Minimum mass of sample retained after division 
in the three-stage preparation 

I I I 

I Upper size of coal* Minimum mass of sample retained 

after reduction** 

I mm I kg kg 
I 

10 23 15 

3 0,45 3 

1 0,25 1 

* This is the nominal size, such that 99 % of the coal is undersize. 

** Intermediate sizes are little used but if necessary may be 
obtained from this table by interpolation. 

9.2 Procedure 

9.2.1 Arrangement of scheme 

As indicated in 9.1.1, sample preparation is normally 
carried out in two stages, each consisting of drying (if 
necessary), size reduction, mixing (if necessary) and sample 
division. 

Choose the intermediate size which is to be used for 
division at the end of the first stage, this being preferably 
the size of 3 mm. 

In the second stage, two alternatives are permitted, of 
which the first is preferred. 

a) reduce the sample to 0,2 mm in size and then divide 
it to the mass required for the laboratory sample. 

or alternatively, 

b) reduce the sample to 1 mm, then divide it to the 
appropriate mass in table 10. Then reduce it to 0,2 mm 
in size, mix thoroughly’) and divide it to the mass 
required for the laboratory sample. 

The possible schemes of sample preparation are shown in 
figure 6. 

9.2.2 Precautions 

The place set apart for the treatment of samples should be 
enclosed, roofed over and free from draughts. Samples 
should be treated as soon as possible after being taken. If 
they cannot be treated immediately, they should be stored 
in a place where the atmospheric conditions are not 
markedly different from those in the sample preparation 

1) Mixing can be omitted if a mechanical divider is used, but is always preferable if a lower variance of sample division is desired. 
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room. All surfaces with which the sample comes into 
contact should be clean and made of material which will 
not contaminate the sample. Precautions against loss are 
important, especially in the handling of fine coal, which is 
easily blown away. Equipment for extraction of dust in 
suspension in the room may be sometimes necessary to 
maintain a satisfactory standard of health and cleanliness, 
particularly when workers are subject to continued 
exposure. 

9.2.3 Extraction of moisture sample 

If the moisture sample is to be extracted from the common 
sample, the methods described in 8.4.1 should be used to 
obtain the moisture sample before or during the 
preparation of the ash sample. 

9.2.4 Drying 

If at any stage of the procedure the coal seems too moist to 
pass freely through the equipment, the sample should be 
dried as described in 9.3.1. If drying can be avoided in the 
first stage of the sample preparation, the procedure is 
simplified. 

9.2.5 First stage of sample preparation 

The whole of the gross sample should be passed through the 
First mill, It may be necessary to use a stamp or maul to 
break up the large lumps before feeding the coal into the 
mill, but no other form of hand reduction is permitted (see 
9.3.2). 

Care should be taken to ensure that the coal is sufficiently 
dry to pass through the milling and dividing equipment 
used (see 9.2.4). The equipment should be conditioned 
with a part of the sample used, to avoid loss of moisture. 

If possible, the coal should be milled to pass 3 mm in the 
first stage in order to reduce the mass of sample retained 
for the next stage as well as to minimize errors due to 
sample division. 

The mass of sample for coal of size greater than 10 mm is 
so large that a reduction to a size larger than 10 mm should 
only be used in special circumstances. 

After milling, the sample should be divided as described in 
9.3.4 by a suitable sample divider, to the mass 
corresponding to the selected size as given in table 10. 

9.2.6 Second stage of sample preparation 

In the second stage of sample preparation, the sample is 
reduced in particle size as described in 9.3.2 to 1 mm or 
0,2 mm. 

After reduction, the sample should be divided to the 
required mass of 60 g or 150 g or more as described in 9.3.4 
either by a mechanical sample divider or by mixing and 
then dividing, using a riffle for both operations. 

9.2.7 Final preparation of the ash sample 

The sample received in the laboratory should be reduced as 
described in 9.3.2 so that it passes a 0,2 mm sieve.’ ) 

The sample should then be placed in an airtight container, 
which is then sealed. A label should be attached to the 
container giving full details of the original sample and its 
subsequent method of treatment. 

9.3 Methods 

9.3.1 Methods of drying 

The purpose of drying the ash sample is to ensure that it 
will pass through the mills and sample dividing equipment 
freely and without loss or contamination. 

Drying may be carried out at any stage of the sample 
preparation procedure at which it may be found to be 
necessary. Care should be taken that samples are not 
oxidized during drying, or exposed to the action of warm 
or overheated mills during reduction. The sample should be 
dried until it is visibly dry. The temperatures and times of 
drying in table 12 should be sufficient to dry the sample 
but, if necessary, a longer drying time may be used. 

TABLE 12 - Drying times 

I Temperature 
I 

Time 

15 “C above ambient but not 
exceeding 25 ‘C 

preferably not to exceed 24 

30 “c 6 

45 “c* 3 

I 105 ‘C* (high rank coals 
only**) I 

1 
I 

* If caking or swelling tests are to be carried out on the coal 
sample, drying should not ba carried out at a temperature above 
30°C, unless it has been established by experience of the coal in 
question that the drying procedure used does not significantly affect 
the results of the tests. 

l * For the purposes of this International Standard, high rank coals 
are defined as those included in clauses 0 to 5 inclusive of the 
International Classification of Hard’Coals by Type, adopted by the 
United Nations Economic Commission for Europe. 

In order to achieve these temperatures, a cabinet or oven 
may be used and the rate of air change should then be not 
less than once per minute. The samples should be spread 
out in a uniform layer, to give a concentration not 
exceeding 1 g/cm2. 

1) The sample should be milled so that at least 99 % passes a 0.2 mm sieve (see 9.3.5). 
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If a common sample is taken for ash and moisture, the 
drying then forms part of the determination of total 
moisture; the method of air-drying in this case is specified 
in 8.4.2, together with details of the necessary calculation. 

If a closed mill preventing the loss of moisture is used there 
is no need to dry the sample during the first stage of sample 
preparation. 

If drying is carried out during the second stage there is no 
need to take into account any loss of mass, as the moisture 
sample will have been removed previously. 

9.3.2 Methods of particle size reduction 

The particle size should be reduced mechanically, using the 
mills described in A.&l of annex A. In the second stage of 
preparation, power-operated mills should be used and high 
speed mills are preferable. 

The precautions necessary with high speed mills are given in 
A.&l of annex A. 

Samples which are intended for analysis should not be 
sieved to remove the oversize for re-crushing. This is a bad 
practice since the material which is difficult to crush is 
usually shale and it cannot be satisfactorily mixed back 
with the milled coal. 

As mentioned above, errors of sample division are greatly 
increased by the presence of coarse material, Accordingly, 
it is essential that the 99 % pass level should be used for 
checking mills (see 9.3.5). 

The mills should be thoroughly cleaned at regular intervals 
and should be cleaned each time a different kind of coal is 
to be milled. The use of a stream of compressed air or an 
industrial type of vacuum cleaner is suitable for this 
purpose. 

Hand reduction with stamps or mauls should only be used 
to break oversize particles to the maximum feed of the mill 
in the sample preparation room, or in exceptional 
circumstances (for example, in field work, though 
preferably portable mills should be used). 

9.3.3 Methods of mixing 

The errors of sample division can be considerably reduced 
by a thorough mixing of the sample prior to division. 
Mixing can be carried out by one of the following 
methods : 

a) passing the sample through a riffle three times in 
succession and reuniting the two portions after each 
riffling; 

b) the use of mechanical mixers (applicable to the 
second stage of sample division); 

c) in a rotary divider, a mixing pass can be obtained by 
removing the segmental receivers and substituting a 
cylindrical container. In general, however, mechanical 
sample dividers mix the sample adequately and no 
additional mixing pass is necessary. 

Hand methods of mixing are not recommended. In 
particular, methods which involve forming the sample into 
a conical pile usually lead to segregation rather than mixing. 
The hand mixing of fine material less than 2 mm in top size 
is particularly difficult, as fine, dry material tends to 
segregate and to be lost as dust. 

9.3.4 Methods of sample division 

Sample division is the process whereby a sample of required 
mass is extracted from a larger sample of coal without 
change in particle size. The division may be carried out 
either by a mechanical sample divider or a riffle. In both 
cases the samples are effectively collected by taking a large 
number of small increments. 

Division by coning and quartering is not recommended. 

Each stage of sample division may be carried out either in 
two or more passes (for example when using a riffle, three 
passes are required to divide a sample to a one-eight 
fraction), or in a single pass (for example when using a 
rotary sample divider, a one-twenty-fourth fraction may be 
taken in one pass). If the total capacity of the receiver of 
the sample divider is less than the mass of the gross sample, 
each pass will have to be carried out in a series of steps. 
Thus a pass is defined as the passage of all the sample once 
through a sample divider and a step as the passage of part of 
the material once through the sample divider. 

Coal which is visibly wet may not run freely, or may tend 
to adhere to the sides or containers of sample dividers or 
riffles. In such circumstances, it may be necessary, before 
sample dividing, to dry the sample as described in’9.3.1, 

a) DIVISION BY MECHANICAL SAMPLE DIVIDER 

The main advantage of mechanical sample dividers is 
that they extract a part of the coal by a large number of 
increments. If less than about fifty increments are taken 
by the sample divider, the accuracy may be substantially 
reduced, so that the part to be collected should not be 
too small a fraction of the whole. In such circumstances 
it may be preferable to carry out the division in two 
passes. 

b) DIVISION BY RIFFLE 

With a riffle the sample is divided into two parts of 
approximately the same mass. One part is used for 
further division, the other part may be rejected. 
Subdivision to any required mass can be carried out by 
successive passes. 

The coal should be fed steadily into the riffle from a 
sample container, ensuring that the coal is evenly 
distributed over all the slots. The coal should be allowed 
to fall freely, i.e. not towards one side of the riffle, and 
the rate of feed should be controlled so that the slots are 
never choked. When a stage of sample dividing requires 
two or more steps or passes, the sub-sample retained at 
each step or pass should be taken alternately from each 
side of the riffle. 
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Care should be taken that loss of moisture does not 
occur from a moisture sample when division is carried 
out by a riffle. Closed riffles should be used for dividing 
moisture samples, or for dry coals to prevent loss of 
dust. 

9.3.5 Methods of checking mills 

It is essential to confirm that the mills are milling the coal 
sufficiently finely. ‘Accordingly, the mills in use should be 
tested regularly, say once a week. This is best done by 
passing through the mill a sample of the “most difficult” 
coal which is handled at the laboratory. The coal should be 
treated by the normal procedure and the milled coal should 

then be sieved over a 0,2 mm sieve to confirm that 99 % by 
mass will pass. If it will not, the mill should be adjusted or 
repaired, as necessary, until the operation is satisfactorily 
performed. 

Coal which is used for testing in this way should not be part 
of a normal sample which is to be used for analysis. 

9.4 Equipment 

Equipment is required for reducing particle size, mixing and 
dividing samples, viz., mills, mixers, mechanical sample 
dividers and riffles. Descriptions and essential details are 
given in annex A. 
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