Full document details: ISO 19932-1-2013

INTERNATIONAL ISO
STANDARD 19932-1

Second edition
2013-06-01

Equipment for crop protection —
Knapsack sprayers —

Part 1:
Safety and environmental requirements

Matériel de protection des cultures — Pulvérisateurs a dos —

Partie 1: Exigences environnementales et de sécurité

-_— Reference number
= N— 1SO 19932-1:2013(E)

IS0 Documents

= (— Document Sharing Hub


http://avadocuments2026.com/doc/iso-19932-1-2013
http://avadocuments2026.com/doc/iso-19932-1-2013

IS0 19932-1:2013(E)

COPYRIGHT PROTECTED DOCUMENT

© IS0 2013

All rights reserved. Unless otherwise specified, no part of this publication may be reproduced or utilized otherwise in any form
or by any means, electronic or mechanical, including photocopying, or posting on the internet or an intranet, without prior
written permission. Permission can be requested from either ISO at the address below or ISO’s member body in the country of
the requester.

ISO copyright office

Case postale 56 « CH-1211 Geneva 20
Tel. + 41 22 749 01 11

Fax + 4122749 09 47

E-mail copyright@iso.org

Web www.iso.org

Published in Switzerland Doc uments
.. Document Sharing Hub
11 © ISO 2013 - All rights reserved

Full document details: ISO 19932-1-2013


http://avadocuments2026.com/doc/iso-19932-1-2013
http://avadocuments2026.com/doc/iso-19932-1-2013

IS0 19932-1:2013(E)

Contents Page
FFOT@WOTM ........cooccceeeeeeee e85 5 8 55 iv
IIUETOQUICEION......o.c st \%
1 SCOPI ...t 1
2 Normative references
3 Terms and definitions
4 General requirements....
4.1 General.......
4.2 Harness
4.3 SPTAY TATK e
4.4 070 01 ] OO
4.5
4.6 FAIEEIS oot
4.7 SPray 1ance and NOZZIES ...
5 Specific requirements for lever-operated knapsack sprayers
5.1 GEIETAL ...
5.2 SPTAY TATIK e
6 Specific requirements for engine- or motor-driven knapsack sprayers............c. 8
6.1 GEIETAL ... .. 8
6.2 Spray tank........ .8
6.3 Controls ... .. 8
6.4 Power-driven components... .9
6.5 D =Y I 1 OSSO 9
6.6 HOT PATES e 9
6.7  Exhaust system
6.8 Parts under high VOIEAGE. ...ttt 10
6.9 Electromagnetic IMIMIUNIEY ... 10
6.10  NOISE .o
6.11 Vibration
7 Specific requirements for COMPreSSION SPIAYET'S ... 11
7.1 (0 T=) 4 1<) = OO 11
7.2 HATTIESS ke85 8 11
7.3 SPTAY TATIK e 11
8 INFOIMATION FOT US@.......ooocc s
8.1 Instruction handbook
8.2 IVLATKATI e
8.3 WWAITHITIES
Annex A (informative) List of significant hazards..............eee 16
Bibliography

Documents
Document Sharin%lHub

© IS0 2013 - All rights reserved

Full document details: ISO 19932-1-2013


http://avadocuments2026.com/doc/iso-19932-1-2013
http://avadocuments2026.com/doc/iso-19932-1-2013

IS0 19932-1:2013(E)

Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards
bodies (ISO member bodies). The work of preparing International Standards is normally carried out
through ISO technical committees. Each member body interested in a subject for which a technical
committee has been established has the right to be represented on that committee. International
organizations, governmental and non-governmental, in liaison with ISO, also take part in the work.
ISO collaborates closely with the International Electrotechnical Commission (IEC) on all matters of
electrotechnical standardization.

The procedures used to develop this document and those intended for its further maintenance are
described in the ISO/IEC Directives, Part 1. In particular the different approval criteria needed for the
different types of ISO documents should be noted. This document was drafted in accordance with the
editorial rules of the ISO/IEC Directives, Part 2. www.iso.org/directives

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. ISO shall not be held responsible for identifying any or all such patent rights. Details of
any patent rights identified during the development of the document will be in the Introduction and/or
on the ISO list of patent declarations received. www.iso.org/patents

Any trade name used in this document is information given for the convenience of users and does not
constitute an endorsement.

The committee responsible for this document is ISO/TC 23, Tractors and machinery for agriculture and
forestry, Subcommittee SC 6, Equipment for crop protection.

This second edition of ISO 19932-1, together with ISO 19932-2, cancels and replaces 1ISO 19932-1:2006
and ISO 19932-2:2006.

ISO 19932 consists of the following parts, under the general title Equipment for crop protection —
Knapsack sprayers:

— Part 1: Safety and environmental requirements

— Part 2: Test methods
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Introduction

The application of plant protection products with knapsack sprayers should take into consideration
biological, economic, environmental and operator issues.

The aim of this part of ISO 19932 is to specify safety and environmental requirements for equipment.

Implementation of this part of ISO 19932 should achieve an appropriate level of operator safety and
avoid unnecessary dispersal of plant protection products into the environment.

— This document is a type-C standard as stated in ISO 12100.

— The machinery concerned and the extent to which hazards, hazardous situations or hazardous
events are covered are indicated in the scope of this document.

When requirements of this type-C standard are different from those which are stated in type-A or
type-B standards, the requirements of this type-C standard take precedence over the requirements of
the other standards for machines that have been designed and built according to the requirements of
this type-C standard.
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INTERNATIONAL STANDARD ISO 19932-1:2013(E)

Equipment for crop protection — Knapsack sprayers —

Part 1:
Safety and environmental requirements

1 Scope

This part of ISO 19932 specifies the safety and environmental requirements and their means of
verification for the design and construction of knapsack sprayers carried on the back or shoulder of the
operator for use with plant protection products. In addition, it specifies the type of information on safe
working practices (including residual risks) to be provided by the manufacturer.

It is applicable to lever-operated knapsack sprayers, knapsack compression sprayers and knapsack
sprayers driven by an engine or electric motor using hydraulic pressure atomisation of the spray liquid,
with a nominal volume of more than 3 ], for their intended use primarily in agriculture and horticulture.

It does not apply to knapsack mistblowers according to ISO 28139.

This part of ISO 19932 deals with all significant hazards, hazardous situations and hazardous events
relevant to knapsack sprayers when they are used as intended and under conditions of misuse which are
reasonably foreseeable by the manufacturer (see Annex A), excepting the hazards arising from:

— static electricity;
— explosion or fire from chemicals for spraying; and
— insufficient structural integrity.

This document is not applicable to knapsack sprayers which are manufactured before the date of
publication of this document.

2 Normative references

The following documents, in whole or in part, are normatively referenced in this document and are
indispensable for its application. For dated references, only the edition cited applies. For undated
references, the latest edition of the referenced document (including any amendments) applies.

ISO 1401:1999, Rubber hoses for agricultural spraying

IS0 3767-5:1992, Tractors, machinery for agriculture and forestry, powered lawn and garden equipment —
Symbols for operator controls and other displays — Part 5: Symbols for manual portable forestry machinery

IS0 3864-1:2011, Graphical symbols — Safety colours and safety signs — Part 1: Design principles for safety
signs and safety markings

ISO 5681:1992, Equipment for crop protection — Vocabulary

ISO 5682-1:1996, Equipment for crop protection — Spraying equipment — Part 1: Test methods for
sprayer nozzles

[SO 6385:2004, Ergonomic principles in the design of work systems
1SO 8169:1984, Equipment for crop protection — Sprayers — Connecting dimensions for nozzles and manometers

ISO 8893:1997, Forestry machinery — Portable brush-cutters and grass-trimmers — Engine performance
and fuel consumption Documents
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ISO 10626:1991, Equipment for crop protection — Sprayers — Connecting dimensions for nozzles with
bayonet fixing

ISO 11684:1995, Tractors, machinery for agriculture and forestry, powered lawn and garden equipment —
Safety signs and hazard pictorials — General principles

IS0 12100:2010, Safety of machinery — General principles for design — Risk assessment and risk reduction

ISO 13732-1:2006, Ergonomics of the thermal environment — Methods for the assessment of human
responses to contact with surfaces — Part 1: Hot surfaces

ISO 13857:2008, Safety of machinery — Safety distances to prevent hazard zones being reached by upper
and lower limbs

[SO 14982:1998, Agricultural and forestry machinery — Electromagnetic compatibility — Test methods
and acceptance criteria

IS0 19732:2007, Equipment for crop protection — Sprayer filters — Colour coding for identification
[SO 19932-2:2013, Equipment for crop protection — Knapsack sprayers — Part 2: Test methods

ISO 22868:2011, Forestry and gardening machinery — Noise test code for portable hand-held machines
with internal combustion engine — Engineering method (Grade 2 accuracy)

[SO 29664:2010, Plastics — Artificial weathering including acidic deposition

3 Terms and definitions

For the purposes of this document, the terms and definitions given in ISO 5681 and ISO 12100 and the
following apply.

31
knapsack sprayer
self-contained sprayer carried on the operator’s back or shoulder by means of straps or a strap

3.2
nominal volume
volume indicated by the maximum filling level marked on the spray tank

Note 1 to entry: The maximum filling level can be marked by the upper value of the contents gauge scale or at a
lower level by a dedicated mark.

3.3
maximum working pressure
maximum pressure allowed at any part of the sprayer

4 General requirements
4.1 General

4.1.1 The sprayer shall comply with the safety and environmental requirements and/or protective
measures of this Clause, as well as the additional requirements for particular types of knapsack specified
in Clauses 5, 6, and 7.

In addition, the sprayer shall be designed according to the principles of ISO 6385 and ISO 12100 for
relevant but not significant hazards which are not dealt with by this part of ISO 19932.

All spray functions including spraying, filling, emptying and cleaning (including cleaning nozzles and
filters) shall be possible for an operator wearing appropriate protective gloves.
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