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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards bodies
(ISO member bodies). The work of preparing International Standards is normally carried out through ISO
technical committees. Each member body interested in a subject for which a technical committee has been
established has the right to be represented on that committee. International organizations, governmental and
non-governmental, in liaison with ISO, also take part in the work. ISO collaborates closely with the
International Electrotechnical Commission (IEC) on all matters of electrotechnical standardization.

International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 2.
The main task of technical committees is to prepare International Standards. Draft International Standards

adopted by the technical committees are circulated to the member bodies for voting. Publication as an
International Standard requires approval by at least 75 % of the member bodies casting a vote.

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent
rights. ISO shall not be held responsible for identifying any or all such patent rights.

ISO 2017-2 was prepared by Technical Committee ISO/TC 108, Mechanical vibration, shock and condition
monitoring.

The first edition, together with ISO 2017-1:2005 cancels and replaces 1SO 2017:1982 which has been
technically revised.

ISO 2017 consists of the following parts, under the general title Mechanical vibration and shock — Resilient
mounting systems:

— Part 1: Technical information to be exchanged for the application of isolation systems

— Part 2: Technical information to be exchanged for the application of vibration isolation associated with
railway systems
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Introduction

This part of ISO 2017 is limited to consideration of resilient devices.

Some suppliers of shock and vibration isolators (resilient mounts) have experience covering a wide variety of
applications. In most instances, they are willing to use their background information for solving the user's
isolation problems. However, it is frequently difficult for the supplier to provide this service, because the
customer, the user or the producer of vibration source or receiver has not furnished sufficient information
regarding the application.

On the other hand, the user is sometimes handicapped in applying isolators properly because sufficient
technical information is not furnished by the supplier. Consequently, the user will often conduct his own
experimental evaluation of the isolator and may unknowingly duplicate work already carried out by the supplier.

In some cases of vibration source or receiver, the producer provides the isolating system. To do that he needs
detailed information from the customer relating to his future application, site and environment.

This part of ISO 2017 is intended to serve as guide for the exchange of technical information regarding the
application of isolation elements for vibrations and shocks generated by railway systems, between the
customer, supplier of resilient devices and producer of vibration source or receiver as required for their proper
application.

For the purposes of this part of ISO 2017, a resilient device is defined as a flexible element or system used
between an equipment item and its supporting structure to attenuate the transmission of shock or vibration
from the railway systems to the structure.
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