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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards bodies
(ISO member bodies). The work of preparing International Standards is normally carried out through ISO
technical committees. Each member body interested in a subject for which a technical committee has been
established has the right to be represented on that committee. International organizations, governmental and
non-governmental, in liaison with ISO, also take part in the work. ISO collaborates closely with the
International Electrotechnical Commission (IEC) on all matters of electrotechnical standardization.

International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 2.

The main task of technical committees is to prepare International Standards. Draft International Standards
adopted by the technical committees are circulated to the member bodies for voting. Publication as an
International Standard requires approval by at least 75 % of the member bodies casting a vote.

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent
rights. ISO shall not be held responsible for identifying any or all such patent rights.

ISO 20203 was prepared by Technical Committee ISO/TC 226, Materials for the production of primary
aluminium.
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Introduction

This International Standard is based on ASTM D5187-91(2002)[¢] published by ASTM International, 100 Barr
Harbor Drive, PO Box C700, West Conshohocken, PA 19428-2959, United States.

ASTM D5187-91(2002) was developed under the jurisdiction of ASTM Committee D02 on Petroleum Products
and Lubricants as the direct responsibility of Subcommittee D02.05.0D on Petroleum Coke Sampling and
Procedures, and was published in December 1991.

The crystallinity of petroleum coke, as reflected by the L. value, is a general measure of quality affecting
suitability for end use and is a function of the heat treatment used.

The crystallite height is used to determine the extent of such heat treatment, for example, during calcination.
The value of the L, determined is not affected by coke microporosity or the presence of foreign, non-
crystalline materials such as dedust oil.

Documents

Document Sharing Hub
© I1SO 2005 — All rights reserved

Copyright International Organization for Standardization
Reproduced by IHS under license with ISO
No reproduction or networking permitted without license from IHS Not for Resale

Full document details: ISO 20203-2005


http://avadocuments2026.com/doc/iso-20203-2005
http://avadocuments2026.com/doc/iso-20203-2005

