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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards bodies
(ISO member bodies). The work of preparing International Standards is normally carried out through ISO
technical committees. Each member body interested in a subject for which a technical committee has been
established has the right to be represented on that committee. International organizations, governmental and
non-governmental, in liaison with ISO, also take part in the work. ISO collaborates closely with the
International Electrotechnical Commission (IEC) on all matters of electrotechnical standardization.

International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 2.

The main task of technical committees is to prepare International Standards. Draft International Standards
adopted by the technical committees are circulated to the member bodies for voting. Publication as an
International Standard requires approval by at least 75 % of the member bodies casting a vote.

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent
rights. ISO shall not be held responsible for identifying any or all such patent rights.

ISO 20349 was prepared by the European Committee for Standardization (CEN) Technical Committee
ISO/TC 161, Foot and leg protectors in equipment, in collaboration with ISO Technical Committee ISO/TC 94
Personal safety — Protective clothing and equipment, Subcommittee SC 3, Foot protection, in accordance
with the Agreement on technical cooperation between 1ISO and CEN (Vienna Agreement).
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INTERNATIONAL STANDARD 1ISO 20349:2010(E)

Personal protective equipment — Footwear protecting against
thermal risks and molten metal splashes as found in foundries
and welding — Requirements and test method

WARNING — This International Standard calls for the use of substances and/or procedures that may
be injurious to health if adequate precautions are not taken. It refers only to technical suitability and
does not absolve the user from legal obligations relating to health and safety at any stage.

1 Scope

This International Standard specifies requirements and test methods for footwear protecting users against
thermal risks and molten iron or aluminium metal splashes such as those encountered in foundries, welding
and allied process.

Footwear complying with this International Standard also offers other protection as defined in ISO 20345.

NOTE Gaiters, over boot and clothing intended to provide protection to the feet and legs against molten metal are
addressed by ISO 11611 and 1SO 11612.

2 Normative references

The following referenced documents are indispensable for the application of this document. For dated
references, only the edition cited applies. For undated references, the latest edition of the referenced
document (including any amendments) applies.

ISO 7000:2004, Graphical symbols for use on equipment — Index and synopsis

ISO 9185:2007, Protective clothing — Assessment of resistance of materials to molten metal splash

ISO 15025:2000, Protective clothing — Protection against heat and flame — Method of test for limited flame
spread

ISO 17227:2002, Leather — Physical and mechanical tests — Determination of dry heat resistance of leather
ISO 20344:2004/Amd.1:2007, Personal protective equipment — Test methods for footwear — Amendment 1
ISO 20345:2004/Amd.1:2007, Personal protective equipment — Safety footwear — Amendment 1

EN 348, Protective clothing — Test method: Determination of behaviour of materials on impact of small
splashes of molten metal

EN 702, Protective clothing — Protection against heat and flame — Test method: Determination of the contact
heat transmission through protective clothing or its materials
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3 Terms and definitions

For the purposes of this document the following terms and definitions apply.
31

large molten metal splash

large projections of molten metal such as found in foundries

3.2

small molten metal splash
small splashes of molten metal as produced during welding operations and allied processes

4 Requirements

Footwear shall be classified in accordance with Table 1.

Table 1 — Classification of footwear

Code designation Classification

| Footwear made from leather and other materials, excluding all-rubber or all-polymeric footwear

Il All-rubber (i.e. entirely vulcanized) or all-polymeric (i.e. entirely moulded) footwear

Footwear shall conform to the requirements specified in Table 2. Assessment and testing shall be carried out
on three samples of the footwear, one of the smallest, one of the middle and one of the largest size of the
manufactured size range.
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Table 2 — Performance requirements

Standard clause Foundry Welding
Requirements footwear footwear
ISO 20345 ISO 20349 Class | Class | | Class Il
Height of upper 5.1 X X X
Design Seat region 5.2.2 X X X
Sole performance: 5.3.1
Construction 5.3.1.1 X X
Upper/outsole bond strength 5.31.2 X X
Toe protection: 5.3.2
General 5.3.21 X X X
Internal length 53.22 X X X
Impact resistance 5.3.2.3 X X X
Compression resistance 5324 X X X
Behaviour of toecaps 5.3.25 X X X
Whole Leak-proofness 5.3.3 X
footwear
Specific ergonomic features 5.2 X
5.34 X X
Slip resistance Amd.1:2007
P Annex A
Slip resistance on tile floor
ceramic with SLS A2
Slip resistance on steel floor with
glycerol AP X X X
Slip resistance on ceramic tile
floor with SLS and on steel floor
with glycerol A°
Documents

Document Sharing3Hub
© 1SO 2010 — All rights reserved

Full document details: ISO 20349-2010


http://www.avadocuments.com/doc/iso-20349-2010
http://www.avadocuments.com/doc/iso-20349-2010

