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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards
bodies (ISO member bodies). The work of preparing International Standards is normally carried out
through ISO technical committees. Each member body interested in a subject for which a technical
committee has been established has the right to be represented on that committee. International
organizations, governmental and non-governmental, in liaison with ISO, also take part in the work.
ISO collaborates closely with the International Electrotechnical Commission (IEC) on all matters of
electrotechnical standardization.

The procedures used to develop this document and those intended for its further maintenance are
described in the ISO/IEC Directives, Part 1. In particular, the different approval criteria needed for the
different types of ISO documents should be noted. This document was drafted in accordance with the
editorial rules of the ISO/IEC Directives, Part 2 (see www.iso.org/directives).

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. ISO shall not be held responsible for identifying any or all such patent rights. Details of
any patent rights identified during the development of the document will be in the Introduction and/or
on the ISO list of patent declarations received (see www.iso.org/patents).

Any trade name used in this document is information given for the convenience of users and does not
constitute an endorsement.

For an explanation of the voluntary nature of standards, the meaning of ISO specific terms and
expressions related to conformity assessment, as well as information about ISO's adherence to the
World Trade Organization (WTO) principles in the Technical Barriers to Trade (TBT) see www.iso.org/
iso/foreword.html.

This document was prepared by Technical Committee ISO/TC 27, Coal and coke, Subcommittee SC 5,
Methods of analysis.

Any feedback or questions on this document should be directed to the user’s national standards body. A
complete listing of these bodies can be found at www.iso.org/members.html.
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Introduction

The volatile matter is determined as the loss in mass, corrected for moisture, when an analysis sample
of brown coals or lignites is heated out of contact with air under specified conditions. Due to the nature
of brown coals and lignites, the sample being pressed and cut into small pellets is necessary to minimize
the possibility of ejection of sample from the test crucible when the sample is heated at 900 °C, which
has been demonstrated for its good precision and accuracy, and applied in GB/T 212 for many years.
Results obtained by this method agree with measurements of volatile matter content by ISO 5071-1.

The test of volatile matter is empirical and, in order to obtain reproducible results, it is essential that the
rate of heating, the final temperature and the overall duration of the test are carefully controlled. It is
also essential to exclude air from the coal during heating to prevent oxidation. The fit of the crucible lid
is, therefore, critical. The moisture content of the sample is determined at the same time as the volatile
matter so that the appropriate correction can be made.

To arrive at a valid comparison of volatile matter results conducted in different laboratories, it is
essential that the moisture condition of the test samples in the two laboratories is within the expected
variance of the moisture test. If a sample is re-equilibrated with the laboratory atmosphere or partially
dried in one laboratory and not the other then oxidation can and will most definitely occur for brown
coals and lignites. Oxidation will alter the, as-determined, volatile matter of a test sample.

The dry basis precision for volatile matter includes a variance contribution from the moisture
determination and potentially a covariance component, both of which can influence the precision
statistics for volatile matter on a dry basis.

Mineral matter associated with the sample may also lose mass under the conditions of the test, the
magnitude of the loss being dependent on both the nature and the quantity of the minerals present.
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