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Foreword 

ISO (the International Organization for Standardization) is a worldwide federation of national standards bodies 
(ISO member bodies). The work of preparing International Standards is normally carried out through ISO 
technical committees. Each member body interested in a subject for which a technical committee has been 
established has the right to be represented on that committee. International organizations, governmental and 
non-governmental, in liaison with ISO, also take part in the work. ISO collaborates closely with the 
International Electrotechnical Commission (IEC) on all matters of electrotechnical standardization. 

International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 2. 

The main task of technical committees is to prepare International Standards. Draft International Standards 
adopted by the technical committees are circulated to the member bodies for voting. Publication as an 
International Standard requires approval by at least 75 % of the member bodies casting a vote. 

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent 
rights. ISO shall not be held responsible for identifying any or all such patent rights. 

ISO 20764 was prepared by Technical Committee ISO/TC 28, Petroleum products and lubricants. 
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Petroleum and related products — Preparation of a test portion 
of high-boiling liquids for the determination of water content — 
Nitrogen purge method 

WARNING — The use of this International Standard may involve hazardous materials, operations and 
equipment. This International Standard does not purport to address all of the safety problems 
associated with its use. It is the responsibility of the user of this International Standard to establish 
appropriate safety and health practices and determine the applicability of regulatory limitations prior 
to use. 

1 Scope 

This International Standard specifies two procedures for the preparation of test portions from petroleum and 
related products boiling above 200 °C, which can then be used for the determination of total water content 
within the range of 3 mg/kg to 1 000 mg/kg. The method is applicable to unused and used lubricating oils, 
non-aqueous hydraulic fluids and high-boiling solvents. The test portions generated by these procedures are 
suitable for standard Karl Fischer water-content determinations, such as those described in ISO 6296 (see [1] 
in the Bibliography) and ISO 12937 (see [2] in the Bibliography). 

2 Normative references 

The following referenced documents are indispensable for the application of this document. For dated 
references, only the edition cited applies. For undated references, the latest edition of the referenced 
document (including any amendments) applies. 

ISO 383:1976, Laboratory glassware — Interchangeable conical ground joints 

ISO 3170:—1), Petroleum liquids — Manual sampling 

3 Principle 

3.1 Atmospheric pressure 

The water is driven out of a weighed portion of the material under test by a nitrogen purge at 120 °C. It is then 
condensed in methanol (4.2) held in a titration vessel (5.4) at approximately − 77 °C. The resulting 
water/methanol solution is immediately available for the determination of water content by Karl Fischer titration. 

3.2 Reduced pressure 

For used lubricating oils and high-boiling materials with high-water retaining characteristics, the water is driven 
out of a weighed portion by a nitrogen purge at 60 °C under an absolute pressure of 0,30 kPa to 0,65 kPa. It is 
collected and titrated in the same manner as the test portion in 3.1. 

                                                      

1) To be published. (Revision of ISO 3170:1988) 
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