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FOREWORD 

IS0 (the International Organization for Standardization) is a worldwide federation 
of national standards institutes (IS0 Member Bodies). The work of developing 
International Standards is carried out through IS0 Technical Committees. Every 
Member Body interested in a subject for which a Technical Committee has been set 
up has the right to be represented on that Committee. International organizations, 
governmental and non-governmental, in liaison with ISO, also take part in the work. 

Draft International Standards adopted by the Technical Committees are circulated 
to the Member Bodies for approval before their acceptance as International 
Standards by the IS0 Council. 

International Standard IS0 2096 was drawn up by Technical Committee 
ISO/TC 47, Chemistry. 

It was approved in March 1971 by the Member Bodies of the following countries: 

Austria India 
Belgium Italy 
Czechoslovakia Netherlands 
Egypt, Arab Rep. of New Zealand 
France Portugal 
Germany South Africa, Rep. of 
Hungary Switzerland 

Thailand 
Turkey 
United Kingdom 
U.S.A. 
U.S.S.R. 

No Member Body expressed disapproval of the document. 

0 International Organization for Standardization, 1972 l 

Printed in Switzerland 
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INTERNATIONAL STANDARD IS0 2096-1972 (E) 

Glycerols for industrial use - Methods of sampling 

1 SCOPE AND FIELD OF APPLICATION 3.2 The laboratory samples shall be poured into flasks of 
chemically resistant glass closed with ground glass stoppers. 
In certain cases these flasks may be closed with a screw cap 
closure having a polyethylene or aluminium liner. The flasks 
intended for laboratories shall be sealed by the responsible 
sampler with the aid of sealing wax. 

This International Standard describes methods for sampling 
quantities of glycerol, either crude or refined, for industrial 
use, in the course of filling (see section 4), or already 
contained in drums (see section 5) or in transportable or 
fixed tanks (see section 6). 

2 GENERAL PRINCIPLES 

2.1 The preparation of a representative sample presents 
particular difficulties owing to the frequent heterogeneity 
of the lots. Thiscan lead either to sedimentation of the solids 
in suspension in the case of crude glycerols, or the strat- 
ification in layers of different densities in the course of 
storage, particularly if the glycerol has frozen after filling 
into drums or tanks and has then thawed. 

2.2 It is consequently recommended to adopt, as far as 
possible, a procedure of sampling during filling (section 4) 
or, at least, to carry out the sampling of the lots imme- 
diately after this operation, while the product is still 
homogeneous. 

2.3 If glycerol that has been stored for some time is to be 
sampled, one of the methods described in this International 
Standard shall be chosen, according to the container in 
which the product has been stored and the details 
supplied as to its condition by several samples taken from 
different locations. 

2.4 It is customary to divide the composite sample into at 
least three portions, each being stoppered and sealed by the 
sampler. One portion is for the purchaser, one for the 
vendor and one is kept for an independent analysis in case 
of dispute. 

3 PARTICULAR PRECAUTIONS 

3.1 In view of the very hygroscopic nature of glycerol, it 
is essential that samples shall at all times be protected from 
humidity and humid air. The containers used for mixing 
and storage shall be airtight and kept closed between filling 
and between the taking of various samples. As far as 
possible, sampling shall be carried out under cover, the 
containers particularly being protected from rain and all 
other accidental pollution. 

3.3 In the case of samples containing a deposit or 
suspended material the containers shall be filled to only 
two-thirds of their capacity in order to aid mixing. Otherwise 
the containers shall be completely filled. 

3.4 All the apparatus and containers shall be clean and 
dry at the time of use. 

4 METHODS OF SAMPLING GLYCEROLS DURING 
FILLING 

4.1 Intermittent sampling method 

4.1 .I Principle 

Successive samplings, at regular intervals, of equal quantities 
throughout filling. Mixing of these successive samples, 
homogenization and then taking the laboratory samples. 

4.1.2 Apparatus 

4.1.2.1 Sampling can, with handle, capacity 300 to 500 ml, 
of brass or, for refined glycerols, of stainless steel. 

4.1.2.2 Cylindrical container, of suitable capacity, of the 
same material as the can (4.1.2.1) or, preferably, of glass and 
fitted with a lid making it airtight. This container is used for 
holding and mixing the successive samples taken. 

4.1.3 Procedure 

Determine the number of samples to be taken and the time 
interval between successive samplings, according to the 
quantity of product and the rate of flow in filling. 

Take the product at the discharge end of the filling pipe by 
means of the can (4.1.2.1), spacing the samplings as 
uniformly as possible. 

Before each sampling rinse the can (4.1.2.1), after it has 
been inverted and allowed to drain, with the glycerol to be 
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