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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards 
bodies (ISO member bodies). The work of preparing International Standards is normally carried out 
through ISO technical committees. Each member body interested in a subject for which a technical 
committee has been established has the right to be represented on that committee. International 
organizations, governmental and non-governmental, in liaison with ISO, also take part in the work. 
ISO collaborates closely with the International Electrotechnical Commission (IEC) on all matters of 
electrotechnical standardization. 

The procedures used to develop this document and those intended for its further maintenance are 
described in the ISO/IEC Directives, Part 1. In particular, the different approval criteria needed for the 
different types of ISO documents should be noted. This document was drafted in accordance with the 
editorial rules of the ISO/IEC Directives, Part 2 (see www​.iso​.org/directives).

Attention is drawn to the possibility that some of the elements of this document may be the subject of 
patent rights. ISO shall not be held responsible for identifying any or all such patent rights. Details of 
any patent rights identified during the development of the document will be in the Introduction and/or 
on the ISO list of patent declarations received (see www​.iso​.org/patents).

Any trade name used in this document is information given for the convenience of users and does not 
constitute an endorsement. 

For an explanation of the voluntary nature of standards, the meaning of ISO specific terms and 
expressions related to conformity assessment, as well as information about ISO’s adherence to the 
World Trade Organization (WTO) principles in the Technical Barriers to Trade (TBT) see www​.iso​
.org/iso/foreword​.html.

This document was prepared by Technical Committee ISO/TC 156, Corrosion of metals and alloys.

Any feedback or questions on this document should be directed to the user’s national standards body. A 
complete listing of these bodies can be found at www​.iso​.org/members​.html.
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Introduction

A core requirement for life prediction of structures and components for which environmentally assisted 
cracking is a potential failure mechanism is establishing a reliable methodology for quantifying the 
rate of damage development through the different stages of its evolution. For long cracks, standards 
for measuring environment assisted crack growth rates are well established, there are extensive data 
for key industrial sectors and there is a degree of confidence in their engineering application, the latter 
coupled with advanced monitoring and non-destructive inspection techniques. In service, cracks 
initiate predominantly at the surface (at corrosion pits, inclusions, physical defects) and the early 
development of those small cracks could represent a significant fraction of the life of a component.

NOTE	 There are exceptions to cracks initiating at the surface in relation to fatigue crack initiation at sub-
surface inclusions or in hydrogen generating environments including hydrogen induced cracking at internal voids.

However, there have been no standards for environmental-assisted small crack growth that guide the 
measurement process; simply recognition that the growth rate can be different from the crack growth 
for long cracks, that the rate will be sensitive to the local electrochemistry, near-surface gradients in 
microstructure, mechanical properties and residual stress, as well as loading conditions.
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Corrosion of metals and alloys — Measurement of 
environmentally assisted small crack growth rate

1	 Scope

This document specifies a method for determining the growth rate of small surface cracks in an 
aqueous environment (including atmospheric exposure) based on measurement of the change in size of 
the crack with exposure time.

The methodology can be applied to stress corrosion and corrosion fatigue crack propagation.

It also describes the varied methodologies for the generation of crack precursors including accelerated 
generation of single pits.

Industries for whom this document is relevant include power generation (including nuclear), oil and 
gas, aerospace and automotive.

2	 Normative references

The following documents are referred to in the text in such a way that some or all of their content 
constitutes requirements of this document. For dated references, only the edition cited applies. For 
undated references, the latest edition of the referenced document (including any amendments) applies.

ISO 7539-1, Corrosion of metals and alloys — Stress corrosion testing — Part 1: General guidance on testing 
procedures

ISO 7539-6, Corrosion of metals and alloys — Stress corrosion testing — Part 6: Preparation and use of 
pre-cracked specimens for tests under constant load or constant displacement

ISO 8044, Corrosion of metals and alloys — Basic terms and definitions

3	 Terms and definitions

For the purposes of this document, the terms and definitions given in ISO 7539-1, ISO 7539-6, ISO 8044 
and the following apply.

ISO and IEC maintain terminological databases for use in standardization at the following addresses:

—	 ISO Online browsing platform: available at https:​//www​.iso​.org/obp

—	 IEC Electropedia: available at http:​//www​.electropedia​.org/

3.1
small crack
crack that is initially small in three dimensions (in particular, both length and depth) in comparison to 
a relevant microstructural scale, continuum mechanics scale or physical size scale

Note  1  to  entry:  The crack can also be defined as small in terms of differences in crack-tip electrochemistry 
between a small and long crack with the transition between being environment dependent.
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3.2
short crack
though-thickness crack in a fracture mechanics specimen that is initially small in two dimensions but 
long in one (through thickness)

Note  1  to  entry:  The crack can also be defined as short in terms of differences in crack-tip electrochemistry 
between a short and long crack with the transition between being environment dependent.

4	 Principle

To measure the evolution of the small crack size with time at high resolution it is essential that the 
measurement probes or observational instruments are located as close as possible to the crack 
generation site. For that reason, a crack precursor is introduced in a controlled way and to a defined 
depth, within the constraints of the precursor generation method. There are different techniques for 
introducing crack precursors, including controlled corrosion pitting, mechanical notching, focus ion 
beam (FIB) milling, laser ablation and electric discharge machining. Very small notches may be desirable 
to locate the crack initiation site to a particular feature of the microstructure and here techniques such 
as FIB milling or laser ablation might be preferred.

NOTE	 Each of these techniques will affect the local microstructure and mechanical properties surrounding 
the precursor.

For many service applications, corrosion pitting is a precursor to cracking and for those applications 
accelerated pitting of the specimen is the preferred approach, particularly when investigating the 
pit-to-crack transition and in characterizing the impact of the precursor on the early stages of crack 
development. A fundamental challenge is to define the mechanical driving force for the crack in the 
presence of a precursor when the crack is physically small or small compared to the microstructure.

5	 Specimen type and preparation

5.1	 The specimen design shall ensure that cracking occurs only at the crack precursor and that the 
mechanical driving force can be readily defined. A flat tensile specimen is an example of a suitable 
specimen type, see Figure 1. However, the dimensions of the specimen are not fixed and these can be 
modified to accommodate, for example, a larger crack precursor. The specimen may be gripped in the 
shoulder hydraulically or loaded through pin holes. A key requirement is to ensure that the radius of 
the fillet region is sufficiently large that the stress concentration does not lead to cracking in that region. 
Similarly, in using loading pins, the shoulder dimensions should be such as to reduce the likelihood of 
cracking at the holes. Deburring of specimen edges by light manual grinding with fine grinding paper is 
advisable to minimize crack initiation at the edge.

Dimensions in millimetre
 

Figure 1 — Example of flat tensile specimen

5.2	 The growth rate of cracks developed from small precursors will be particularly sensitive to the 
method of surface preparation. The method adopted shall reflect the intended service application, which 
may include as-processed, machined and ground, peened, or shall conform to a relevant test standard 
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