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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards 
bodies (ISO member bodies). The work of preparing International Standards is normally carried out 
through ISO technical committees. Each member body interested in a subject for which a technical 
committee has been established has the right to be represented on that committee. International 
organizations, governmental and non-governmental, in liaison with ISO, also take part in the work. 
ISO collaborates closely with the International Electrotechnical Commission (IEC) on all matters of 
electrotechnical standardization.

The procedures used to develop this document and those intended for its further maintenance are 
described in the ISO/IEC Directives, Part 1. In particular the different approval criteria needed for the 
different types of ISO documents should be noted. This document was drafted in accordance with the 
editorial rules of the ISO/IEC Directives, Part 2 (see www​.iso​.org/directives).

Attention is drawn to the possibility that some of the elements of this document may be the subject of 
patent rights. ISO shall not be held responsible for identifying any or all such patent rights. Details of 
any patent rights identified during the development of the document will be in the Introduction and/or 
on the ISO list of patent declarations received (see www​.iso​.org/patents).

Any trade name used in this document is information given for the convenience of users and does not 
constitute an endorsement.

For an explanation on the voluntary nature of standards, the meaning of ISO specific terms and 
expressions related to conformity assessment, as well as information about ISO's adherence to the 
World Trade Organization (WTO) principles in the Technical Barriers to Trade (TBT) see the following 
URL: www​.iso​.org/iso/foreword​.html.

This document was prepared by Technical Committee ISO/TC 38, Textiles.

Any feedback or questions on this document should be directed to the user’s national standards body. A 
complete listing of these bodies can be found at www​.iso​.org/members​.html.
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Introduction

Recently, new textile products have been developed to provide moisturizing effects on human skin. 
This is done through moisture management, or through containment of moisturizing ingredients (such 
as aloe vera, arginine amino acid, green tea extract). However, most of the accepted test methods to 
evaluate these new products use a hydrometer or Corneometer®1) to measure the water loss or water 
content on human skin through electrical conductivity. Therefore, a new test method was sought to 
specify a procedure for substantiating the moisturizing effect by measuring the microclimate between 
textiles and simulated human skin using the sweating guarded-hotplate specified in ISO 11092.

The sweating guarded-hotplate method in ISO  11092 simulates the heat and moisture transfer 
processes which occur next to human skin; however, the thermal and water vapour resistance are 
measured without taking into account the air layer (microclimate) which affects clothing comfort 
significantly. Hence, this test method has been developed to measure the relative humidity and water 
vapour resistance including the air layer between cloth and human skin using the sweating guarded-
hotplate along with a specially designed device.

1)	  A Corneometer® is an example of a suitable product available commercially. This information is given for 
the convenience of users of this document and does not constitute an endorsement by ISO of the product named. 
Equivalent products may be used if they can be shown to lead to the same results.
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