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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards bodies
(ISO member bodies). The work of preparing International Standards is normally carried out through ISO
technical committees. Each member body interested in a subject for which a technical committee has been
established has the right to be represented on that committee. International organizations, governmental and
non-governmental, in liaison with ISO, also take part in the work. ISO collaborates closely with the
International Electrotechnical Commission (IEC) on all matters of electrotechnical standardization.

International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 2.

The main task of technical committees is to prepare International Standards. Draft International Standards
adopted by the technical committees are circulated to the member bodies for voting. Publication as an
International Standard requires approval by at least 75 % of the member bodies casting a vote.

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent
rights. ISO shall not be held responsible for identifying any or all such patent rights.

ISO 21247 was prepared by Technical Committee ISO/TC 69, Applications of statistical methods,
Subcommittee SC 5, Acceptance sampling.
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Introduction

Enlightened quality-based management practices encourage industry innovation and provide flexibility to
achieve the benefits of continuous improvement. There is an evolving industrial product quality philosophy that
recognizes the need for quality policy changes that will provide suppliers with opportunities and incentives
toward improvement of product quality and cooperative relationships between the supplier and the customer.

Properly employed, process controls and statistical control methods are effective means of preventing
nonconformities, controlling quality, and generating information for systematic improvement. An effective
process control system may also be used to provide information to assess the quality of deliverables
submitted for acceptance. This International Standard encourages suppliers to use process control and
statistical control procedures for their internal control and to submit effective process control procedures to the
customer for approval, so that the need for acceptance sampling procedures can be reduced or even
eliminated.

Sampling inspection by itself can be an inefficient industrial practice for demonstrating conformance. The
application of sampling plans for acceptance involves both consumer and producer risks; increased sampling
is one way of reducing these risks, but it also increases costs. Suppliers can reduce risks by employing
efficient processes with appropriate process controls. To the extent that such practices are properly employed
and are effective, risk is controlled and, consequently, inspection and testing can be reduced.

This International Standard supports those whose preference is to move away from an acceptance quality
limit (AQL)-based inspection (detection) strategy to implementation of an effective prevention-based strategy
including a comprehensive quality management system, continuous improvement and partnering. The
underlying theme is cooperation between customer and supplier, with the requisite competence of both parties,
and a clear mutual benefit from processes capable of consistently high quality products and services. The
objective is to create an atmosphere where every non-compliance is an opportunity for corrective action and
improvement, rather than one where AQLs are the contractually sufficient goals.

The following points provide the basis for this International Standard:

a) suppliers are required to submit deliverables that conform to requirements and to generate and maintain
sufficient evidence of conformance;

b) suppliers are responsible for establishing their own manufacturing and process controls to produce
results in accordance with requirements;

c) suppliers are expected to use recognized prevention practices such as statistical process control.

This International Standard’s goal, ideally, is to have product accepted as a result of control procedures. It
also, however, provides a set of accept-zero sampling systems (see Annex A) and procedures for planning
and conducting inspections to assess quality and conformance to specified requirements. The intent of
including provisions for acceptance sampling is as a verification of the efficacy of process controls, or as an
interim measure while such controls are being developed and implemented.

When acceptance sampling is conducted using the tables of this International Standard, the supplier has the
option to inspect using any one of three types of sampling: single sampling by attributes; single sampling by
variables; continuous sampling by attributes. Switching procedures are also provided to allow movement
among normal, tightened and reduced inspection severities.

Some organizations have a policy of not using sampling plans indexed by AQLs. This International Standard
complies with that policy.
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INTERNATIONAL STANDARD ISO 21247:2005(E)

Combined accept-zero sampling systems and process control
procedures for product acceptance

1 Scope

This International Standard provides a set of accept-zero sampling systems and procedures for planning and
conducting inspections to assess quality and conformance to specified requirements.

In addition, this International Standard provides requirements for alternative acceptance methods proposed by
the supplier. Such alternative methods would be based upon establishing and implementing an internal
prevention-based quality management system as a means of ensuring that all products conform to
requirements specified by the contract and associated specifications and standards.

This International Standard, when cited in contract, is applicable to the supplier and extends to subcontractors
or vendors. The quality plans are to be applied as specified in the contract documents, and deliverables may
be submitted for acceptance if the requirements of this International Standard have been met.

Sampling systems and procedures in this International Standard are applicable, when appropriate, to assess
conformance to requirements of the following:

a) enditems;

b) components or basic materials;
c) operations or services;

d) materials in process;

e) supplies in storage;

f)  maintenance operations;
: g) data orrecords;
| h) administrative procedures.
: NOTE Use of the word “product” throughout this International Standard also refers to services and other deliverables.

The sampling systems and procedures of this International Standard are not intended for use with destructive
tests or where product screening is not feasible or desirable. In such cases, the sampling systems to be used
will be specified in the contract or product specifications.

2 Normative references

The following referenced documents are indispensable for the application of this document. For dated
references, only the edition cited applies. For undated references, the latest edition of the referenced
document (including any amendments) applies.

ISO 3534-1:—1), Statistics — Vocabulary and symbols — Part 1: Probability and general statistical terms
ISO 3534-2:—2), Statistics — Vocabulary and symbols — Part 2: Applied statistics

ISO 9000:2000, Quality management systems — Fundamentals and vocabulary

1) To be published. (Revision of ISO 3534-1:1993)
2) To be published. (Revision of ISO 3534-2:1993)
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3 Terms, definitions and symbols

3.1 Terms and definitions

For the purposes of this International Standard, the terms and definitions given in 1ISO 9000, ISO 3534-1,
ISO 3534-2 and the following apply.

3141

acceptance

act of an authorized representative of the customer by which the customer, for itself or as agent of another,
assumes ownership of existing identified products tendered or approves specific services rendered as partial
or complete performance of the contract

3.1.2

average outgoing quality

AOQ

expected average quality level of outgoing product for a given value of incoming product quality

NOTE Adapted from ISO 3534-2:—, definition 1.4.7.1.

313

average outgoing quality limit

AOQL

maximum AOQ over all possible values of incoming product quality level for a given acceptance sampling plan
and rectification of all non-accepted lots unless specified otherwise

[ISO 3534-2:—, definition 1.4.7.2]

314

acceptance quality limit

AQL

quality level that is the worst tolerable average quality of a process, when a continuing series of lots is
submitted for acceptance sampling

315

contract quality requirements

technical requirements in the contract relating to the quality of the product or service and those contract
clauses prescribing inspection, and other quality control procedures incumbent on the supplier, to assure that
the product or service conforms to the contractual requirements

3.1.6

critical characteristic

characteristic that judgment and experience indicate must be met to avoid hazardous or unsafe conditions for
individuals using, maintaining, or depending upon the product; or that judgment and experience indicate must
be met to assure performance of the tactical function of a major product or service

317
critical nonconforming item
item of product that fails to conform to specified requirements for one or more critical characteristics

3.1.8

inspection

conformity evaluation by observation and judgement accompanied as appropriate by measurement, testing or
gauging

[ISO 3534-2:—, definition 1.4.1.2]
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319
lower process capability index

Cpky,

index describing process capability in relation to the lower specification limit

NOTE 1 Frequgntly, the lower process capability index is designated Cok, and expressed as the difference between the
process median, X and the lower specification limit, L, divided by the length of the lower reference interval for a process
in a state of statistical control, namely as:

X-L
CpkL:.,—
X -X0,00135

where X 001 35 is the lower 0,001 35-fractile of the distribution of the quality characteristic.

NOTE 2 For a normal distribution, the process median, X is the same as the process mean, u, and X o135 = &~ 30,
thus:

-L
C H

Pk~ 30
NOTE 3  Adapted from ISO 3534-2:—, definition 1.2.7.3.

3.1.10
lower reference interval

interval bounded by the process median, X and the 0,001 35-fractile, Xp,001 35- €Xpressed by the difference

X —X0,00135
NOTE 1 For a normal distribution, the lower reference interval X - X0,00135=M— (- 30)=30.
NOTE 2  Adapted from ISO 3534-2:—, definition 1.2.5.8.

3.1.11

major characteristic

characteristic, other than critical, that must be met to avoid failure or material reduction of usability of the item
of product for intended purpose

- 3.1.12

~ major nonconforming item

~ item of product that fails to conform to specified requirements for one or more major characteristics, but
- conforms to all critical characteristics

3.1.13

minimum process capability index
Cok
smaller of upper process capability index and lower process capability index

NOTE 1 Hence C,; = min. (CpkL, CPkU)'

NOTE 2  Adapted from ISO 3534-2:—, definition 1.2.7.5.

3.1.14

minor characteristic

characteristic, other than critical or major, whose departure from its specification requirement is not likely to
reduce materially the usability of the item of product for its intended purpose or whose departure from
established standards has little bearing on the effective use or operation of the item
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3.1.15

minor nonconforming item

item of product that fails to conform to specified requirements of one or more minor characteristics, but
conforms to all critical and major characteristics

3.1.16
nonconformity
non-fulfilment of a requirement

[ISO 9000:2000, definition 3.6.2]

3.1.17
nonconforming item
item with one or more nonconformities

[ISO 3534-2:—, definition 1.1.2.12]

3.1.18

process capability

statistical estimate of the outcome of a characteristic from a process which has been demonstrated to be in a
state of statistical control

NOTE Adapted from ISO 3534-2:—, definition 1.2.7.1.

3.1.19
process capability index

Cp

index describing process capability in relation to specified tolerance

NOTE 1 Frequently the process capability index is designated C,, and expressed as the value of the specified tolerance
divided by a measure of the length of the reference interval for a process in a state of statistical control, namely as:

U-L

Cp =
X 0,998 65 — X 0,001 35

where X 9135 @nd X; g9g 65 are respectively the lower and upper 0,001 35-fractiles of the distribution of the quality
characteristic.

NOTE 2  For a normal distribution, the reference interval is 6 and the process capability index is given by the equation:

NOTE 3  Adapted from ISO 3534-2:—, definition 1.2.7.2.

3.1.20
production interval
period of production under continuous sampling, assumed to exhibit essentially homogeneous quality

NOTE A production interval is normally a single shift. It can be a day if it is reasonably certain that shift changes do
not affect quality of product, but not longer than a day.

3.1.21

quality

degree to which a set of inherent characteristics fulfils requirements

NOTE 1 The term “quality” can be used with adjectives such as poor, good or excellent.

NOTE 2  “Inherent”, as opposed to “assigned”, means existing in something, especially as a permanent characteristic.

[1ISO 9000:2000, definition 3.1.1]
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3.1.22
quality assurance
part of quality management focused on providing confidence that quality requirements will be fulfilled

[ISO 9000:2000, definition 3.2.11]

3.1.23

quality audit

systematic examination of the acts and decisions with respect to quality in order to independently verify or
evaluate the operational requirements of the quality program or the specification or contract requirements of
the product or service

3.1.24

quality program

program that is developed, planned, and managed to carry out cost effectively all efforts to effect the quality of
materials and services from concept to validation, full-scale development, production, deployment, and
disposal

3.1.25

reference interval

interval bounded by the 0,998 65-fractile, X; g9g 65, @and the 0,001 35-fractile, X; gg¢ 35, €xpressed by the
difference X 998 65 — X0,001 35

NOTE 1 For a normal distribution, the reference interval Xg o998 65 — X0,001 35 = (4 + 30) — (11— 30) = 60.
NOTE 2 Adapted from ISO 3534-2:—, definition 1.2.5.7.

3.1.26
sampling plan
combination of sample size to be used and associated lot acceptability criteria

NOTE 1 A sampling plan does not contain the rules on how to draw the sample.

NOTE 2 For the purposes of this International Standard, a distinction should be made between the terms sampling
plan (3.1.26), sampling scheme (3.1.27) and sampling system (3.1.28).

3.1.27
sampling scheme
combination of sampling plans with rules for changing from one plan to another

3.1.28

sampling system

collection of sampling plans, or of sampling schemes, each with its own rules for changing plans, together with
sampling procedures including criteria by which appropriate plans or schemes may be chosen

NOTE This International Standard contains a set of sampling systems each indexed by verification levels, and either
lot size or production interval size ranges.

3.1.29
screening inspection
100 % inspection with rejection of all items or portions found nonconforming

NOTE Screening inspection may be concerned only with one particular kind of nonconformity.
[ISO 3534-2:—, definition 1.4.1.7]

3.1.30
traceability
ability to trace the history, application or location of that which is under consideration
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NOTE 1 When considering product, traceability can relate to

— the origin of materials and parts,

— the processing history, and

— the distribution and location of the product after delivery.

NOTE 2  In the field of metrology, the definition in VIM:1993, 6.10, is the accepted definition.
[ISO 9000:2000, definition 3.5.4]

3.1.31
upper process capability index

Coky

index describing process capability in relation to the upper specification limit

NOTE 1 Frequently, the upper process capability index is designated C,; , and expressed as the difference between
the upper specification limit, U, and the process median, X divided by the length of the upper reference interval for a

process in a state of statistical control, namely as:

U-X

c, =— 2"
X 099865 —X

rky

where X 998 65 is the upper 0,001 35-fractile of the distribution of the quality characteristic.

NOTE 2  For a normal distribution, the process median, X is the same as the process mean, x and Xo99865 =4+ 30,
thus

U-u
CPkU = 3c

NOTE Adapted from ISO 3534-2:—, definition 1.2.7.4.

3.1.32
upper reference interval 3
interval bounded by the 0,998 65-fractile, Xj ggg g5 @nd the process median, X, expressed by the difference

Xo,99865 ~ X
NOTE 1 For a normal distribution, the upper reference interval X ggg 65 — X = (u+30)—u=30.
NOTE 2  Adapted from ISO 3534-2:—, definition 1.2.5.9.

3.1.33

verification level

VL

level of importance or utility of a characteristic to the user

NOTE The amount of effort to assure conformance can be allocated on the basis of importance to the user. (Major
characteristics require more verification effort than minor characteristics.) VL-7 requires the highest level of effort, and the
effort decreases as the VL decreases to the lowest level, VL-1. Verification levels T and R have been included to allow for
tightened inspection for VL-7 and for reduced inspection for VL-1.
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3.2 Symbols
c number of nonconforming items in sample
G, process capability index (see 3.1.19)
Cpk minimum process capability index (see 3.1.13)
Cpk, lower process capability index (see 3.1.9)
Coryy upper process capability index (see 3.1.31)
F acceptability constant for standardized sample standard deviation, F
F standardized sample standard deviation, i.e. £ =s/(U-L)
f sampling frequency in continuous sampling (see D.2.4)
Je correction factor in determining S, (see D.2.2 and D.2.3)
i clearance number in continuous sampling (see D.2.4)
k acceptability constant for quality index
L lower specification limit
g sample size for sampling by attributes
na(N) sample size for sampling by attributes under normal inspection
ng(T) sample size for sampling by attributes under tightened inspection
ny sample size for sampling by variables
P, probability of acceptance
P process fraction nonconforming
quality index
or quality index for lower specification limit (see D.2.2 and D.2.3)
Ou quality index for upper specification limit (see D.2.2 and D.2.3)
q complement with respect to unity of process fraction nonconforming (i.e. ¢ =1-p)
Se corrected sum of squares (see D.2.2 and D.2.3)
s sample standard deviation (see D.2.2 and D.2.3)
52 sample variance (see D.2.2 and D.2.3)
U upper specification limit
x sample mean (see D.2.2 and D.2.3)
X process median

Xo00135 Pprocess 0,001 35-fractile
Xoo9s8e5 Process 0,998 65-fractile
U process mean

o process standard deviation

Documents
Document Sharingf—lub

A 1O N"NnNnr- A
Copyright International Organization for Standardization ghtS reserved
Reproduced by IHS under license with ISO
No reproduction or networking permitted without license from IHS Not for Resale

Full document details: ISO 21247-2005


http://avadocuments2026.com/doc/iso-21247-2005
http://avadocuments2026.com/doc/iso-21247-2005

ISO 21247:2005(E)

4 General requirements

4.1 Product requirements

The supplier is required to submit product that meets all contract and specification requirements. The
application of the sampling systems or procedures of this International Standard does not relieve the supplier
of responsibility from meeting all contract product requirements. The supplier's quality management system,
including manufacturing processes and quality control measures, shall be established and operated to
produce products that consistently meet all requirements. Absence of any inspection or process control
requirements in the contract does not relieve the supplier of responsibility for assuring that all products meet
or exceed the customer’s requirements.

4.2 Acceptance by tables

4.2.1 Preferred sampling systems

This International Standard presents three types of matched sampling systems for the sampling inspection of
product submitted to the customer for acceptance. These sampling systems provide for inspecting the
samples from lots by measurement of attributes or variables and for continuous sampling by measurement of
attributes. The three types of matched sampling systems are indexed by seven specified verification levels
(VL) and five sample-size code letters (CL). Approximately the same level of protection is provided by each of
the three types, when using the same code letter and verification level. The supplier has the option to utilize
the type of sampling system, at the same verification level, that best complements the production process.

4.2.2 Formation and identification of lots

The product shall be assembled into identifiable lots or sub-lots or in such other manner as may be prescribed.
Each lot shall, as far as practicable, consist of items of product of a single type, grade, class, size and
composition, manufactured under essentially the same conditions and at essentially the same time. The lots
shall be identified by the supplier and shall be kept intact in adequate and suitable storage space. Although lot
size is not used to select a continuous sampling plan, the formation of lots may remain desirable for reasons
of homogeneity, shipping convenience and facilitation of payment.

4.2.3 Determination of sampling plan

A sampling plan in accordance with this International Standard is determined by all of the following:
a) verification level (VL);

b) type of quality characteristic (i.e. attributes or variables);

c) type of sampling (i.e. single sampling or continuous sampling);

d) sample-size code letter (CL);

e) inspection severity (normal, tightened, reduced).
4.2.4 Sampling of lots

4241 Selection of items

Using simple random sampling, items of product shall be drawn from the lot without regard to their quality.
Simple random sampling requires that each item in the lot or production interval has the same probability of
being selected for the sample. It is recommended that random number tables, computer programs or other
suitable means be used for obtaining randomness in sampling rather than relying solely on human selection.
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4.2.4.2 Proportionate stratified random sampling

When appropriate, the number of items in the sample shall be selected in proportion to the size of sub-lots or
parts of the lot, identified by some rational criterion. When stratified sampling is used, the items from each
“sub-lot or part shall be selected using simple random sampling.

%'4.2.4.3 Process of sampling

A sample may be drawn after all items comprising the lot have been assembled, or sample items may be
drawn during assembly of the lot, in which case the size of the lot shall be determined before samples are
drawn. When the lot satisfies the acceptance criteria of the sampling plan, such lots are acceptable and may
be submitted to the customer.

4244 Nonconforming product

When sample items are drawn from a lot or during lot assembly and nonconforming items are found, the
supplier shall withhold from acceptance that lot or portion of the lot completed and all additional production
occurring prior to the initiation and verification of corrective action. The supplier shall take steps to preclude
the submission of known nonconforming product to the customer. The customer reserves the right to withhold
acceptance of any nonconforming item found, whether that item was part of the sample or not and whether
the lot as a whole was accepted or not.

4.24.5 Disposition of nonconforming lots

For lots withheld from acceptance, the supplier shall take all of the following actions.

a) Screen the lots and remove all nonconforming items.

b) Take steps to preclude submission of any known nonconforming items to the customer for acceptance.

c) Determine the cause of the nonconformities and implement appropriate process changes and corrective
action.

d) Follow the switching requirements of 5.1.1.6.

e) Rework or repair nonconforming items if permitted by contract provisions. The supplier shall advise the
customer representative of actions taken. Repaired product shall be treated in accordance with
associated contract provisions, documented and reported to the customer on a request for deviation,
waiver or concession.

f)  Inspect corrected product in accordance with the supplier's quality plan or documented procedures prior
to submission to the customer for acceptance.

When continuous sampling is in effect, the occurrence of a nonconforming item while in a sampling phase
results in withholding acceptance of that item, a return to screening, and initiation of corrective action. If a
nonconforming item is found while in a screening phase, acceptance is withheld for that item and screening is
continued until the requirements of 5.1.2.4.3 are satisfied.

4.3 Acceptance by supplier-proposed provisions

4.3.1 General

This International Standard, when referenced in the contract or product specifications, requires the supplier to
perform sampling inspection in accordance with 4.2 and the product specification. However, it is recognized
that sampling inspection alone does not control or improve quality. Product quality comes from proper product
and process design and process control activities. When such activities are effective, sampling inspection is a
redundant effort and an unnecessary cost. Suppliers that have an acceptable quality management system and
proven process controls on specific processes are encouraged to consider submitting alternative acceptance
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