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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national
standards bodies (ISO member bodies). The work of preparing International Standards is normally
carried out through ISO technical committees. Each member body interested in a subject for which
a technical committee has been established has the right to be represented on that committee.
International organizations, governmental and non-governmental, in liaison with ISO, also take part
in the work. ISO collaborates closely with the International Electrotechnical Commission (IEC) on all
matters of electrotechnical standardization.

The procedures used to develop this document and those intended for its further maintenance are
described in the ISO/IEC Directives, Part 1. In particular, the different approval criteria needed for the
different types of ISO documents should be noted. This document was drafted in accordance with the
editorial rules of the ISO/IEC Directives, Part 2 (see www.iso.org/directives).

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. ISO shall not be held responsible for identifying any or all such patent rights. Details of
any patent rights identified during the development of the document will be in the Introduction and/or
on the ISO list of patent declarations received (see www.iso.org/patents).

Any trade name used in this document is information given for the convenience of users and does not
constitute an endorsement.

For an explanation of the voluntary nature of standards, the meaning of ISO specific terms and
expressions related to conformity assessment, as well as information about ISO's adherence to the
World Trade Organization (WTO) principles in the Technical Barriers to Trade (TBT), see www.iso.org/
iso/foreword.html.

This document was prepared by Technical Committee ISO/TC 34, Food products, Subcommittee SC 5,
Milk and milk products, and the International Dairy Federation (IDF). It is being published jointly by
ISO and IDF.

This second edition cancels and replaces the first edition (ISO 21543 | IDF 201:2006), which has been
technically revised. The main changes compared with the previous edition are as follows:

— the measurement principles “Transmittance” and “Transflectance” have been added and defined;
— all sample types have been covered: liquids, solids and semi-solids;

— the calibration and validation sections have been reviewed and updated;

— the outlier section has been revised and the plots renewed;

— the procedures for sample handling and measurement have been expanded to include liquid samples
and other examples;

— Annex A has been expanded to include raw milk analysis references.

Any feedback or questions on this document should be directed to the user’s national standards body. A
complete listing of these bodies can be found at www.iso.org/members.html.
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IDF (the International Dairy Federation) is a non-profit private sector organization representing the
interests of various stakeholders in dairying at the global level. IDF members are organized in National
Committees, which are national associations composed of representatives of dairy-related national
interest groups including dairy farmers, dairy processing industry, dairy suppliers, academics and
governments/food control authorities.

ISO and IDF collaborate closely on all matters of standardization relating to methods of analysis
and sampling for milk and milk products. Since 2001, ISO and IDF jointly publish their International
Standards using the logos and reference numbers of both organizations.

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. IDF shall not be held responsible for identifying any or all such patent rights. Details of
any patent rights identified during the development of the document will be in the Introduction and/or
on the ISO list of patent declarations received (see www.iso.org/patents).

Any trade name used in this document is information given for the convenience of users and does not
constitute an endorsement.

This document was prepared by the IDF Standing Committee on Statistics and Automation and ISO
Technical Committee ISO/TC 34, Food products, Subcommittee SC 5, Milk and milk products. It is being
published jointly by IDF and ISO.

The work was carried out by the IDF/ISO Action Team (S16) of the Standing Committee on Statistics and
Automation under the aegis of its project leader, Mr A. Niemoeller (DE).
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Milk and milk products — Guidelines for the application of
near infrared spectrometry

1 Scope

This document gives guidelines for the use of near infrared (NIR) spectrometry in the analysis of milk
and milk products in liquid, semi-solid or solid form. Depending on the sample form and application,
different instrument setups for transmittance, diffuse reflectance or transflectance can be applied.

2 Normative references

There are no normative references in this document.

3 Terms and definitions
For the purposes of this document, the following terms and definitions apply.
ISO and [EC maintain terminological databases for use in standardization at the following addresses:

— ISO Online browsing platform: available at https://www.iso.org/obp

— IEC Electropedia: available at http://www.electropedia.org/

3.1

near infrared spectroscopy

NIR spectroscopy

spectroscopic method for measuring spectra using the NIR region of the electromagnetic spectrum
(from 780 nm to 2 500 nm, 12 800 cm™1 to 4 000 cm™1)

3.2

near infrared spectrometry

NIR spectrometry

application of near infrared spectroscopy (3.1) yielding quantifiable results or other application-related
evaluations of NIR spectra

3.3

parameter

constituent

proximate (e.g. total solids, moisture, non-fat solids, fat, protein, lactose and salt contents) or other
property (e.g. pH value) of samples applicable for NIR analysis methods

Note 1 to entry: Most parameters are measured in mass fractions expressed in per cent, but some parameters

will be determined in percentage by volume or with specific units, e.g. pH and freezing point depression.

4 Principle

4.1 General
A NIR method contains the following steps:

— asample is presented to a NIR instrument;
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— if required, it is preprocessed in advance to obtain a homogeneous test sample representing the
chemical composition of the sample material;

— it is loaded into the sample holder of the NIR spectrometer and, during the spectroscopic
measurement, the absorbance at wavelengths in the NIR region is measured;

— the spectral data are transformed to constituent concentrations by calibration models developed on
samples from the population to be tested (see 7.1).

4.2 Measurement principles

4.2.1 Transmittance (transmission)

In transmittance measurements, light is directed at a sample with a focused or parallel beam. The
transmitted part is detected after passing through the sample. This setup is not only used for clear
liquids, but also scattering samples in liquid form (e.g. milk, cream) or semi-solid form (e.g. yoghurt,
cheese) can be analysed by diffuse transmittance with a suitable optical setup. The optical path length
is an important parameter and should be optimized and maintained according to the manufacturer’s
recommendations.

4.2.2 Diffuse reflectance (reflection)

When light is directed onto a sample, it is reflected and transmitted at differing amounts depending
on the bulk properties of the material. Solid and semi-solid samples reflect light in diffuse reflection,
i.e. reflecting in all angles equally or near-equally distributed. There are different instrumental setups
used to collect and detect diffuse reflected light. Instruments with two principles for illuminating the
sample in a container and collecting the reflected light either from above (top-down set-up) or from the
bottom through a window (bottom-up) are common.

4.2.3 Transflectance (transflection)

When partially transparent samples are analysed, the reflectance and transmittance properties are
not sufficient for using one of these dedicated measuring principles. By selecting a suitable path length
and having a reflecting surface (reflector, mirror) on the other side of the sample, the incident light
is transmitted through the sample, reflected and transmitted backwards to be detected. Thus, the
diffuse reflected and the transmitted light is measured in a ration depending on the optical properties
of the sample.

In cases where an NIR instrument provides reflectance measurements, even transparent or turbid
liquids can be analysed in transflectance.

5 Reagents

Use only reagents of recognized analytical grade, unless otherwise specified, and distilled or
demineralized water or water of equivalent purity.

5.1 Ethanol, or another appropriate solvent or detergent mixture, for cleaning re-usable sample
containers.

5.2 Cleaning solutions.

For analysis of liquids in flow cells, appropriate cleaning solutions and maintenance protocols should
be used according to the manufacturer’s recommendations.
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6 Apparatus

6.1 Near infrared (NIR) instrument.

NIR instruments are based on diffuse reflectance, transmittance or transflectance measurement
principle by NIR spectroscopy in the whole NIR wavelength region of 780 nm to 2 500 nm (12 800 cm™!
to 4 000 cm1) or segments of this or at selected wavelengths.

The optical operation principle may be dispersive (e.g. grating monochromators), interferometry or
non-thermal (e.g. light-emitting diodes, laser diodes, lasers). The instrument should be provided with
a diagnostic test system, e.g. for testing photometric instrument noise, wavelength/wavenumber
accuracy and wavelength/wavenumber precision/repeatability (for scanning spectrophotometers)
according to the manufacturer’s recommendations.

The instrument should be equipped with sample containers (cups, glass or polystyrene Petri dishes,
flow cells, etc.), which allow repeatable filling of the sample. It is important that the window, Petri
dish or flow cell material that allows the NIR light to interact with the sample is manufactured to a
consistent standard by the manufacturer or supplier to avoid biased results or even re-calibration
work. A sufficient sample volume or surface is required to eliminate any influence from inhomogeneity
derived from the chemical composition or physical properties of the test sample. The sample path
length (sample thickness) in transmittance measurements should be optimized according to the
manufacturer’s recommendations with respect to signal intensity for obtaining linearity and maximum
signal/noise ratio. In reflectance measurements in a top-down instrument set-up, a quartz window or
other appropriate material to eliminate drying effects should preferably cover the interacting sample
surface layer. In a bottom-up instrument setup, the container and the sample are covered and protected
against drying by the measurement window.

The sample containers may be re-usable or made of disposable material.

6.2 Grinding or grating device.

An appropriate device for preparing the sample (e.g. a food processor for semi-hard cheese) can be
required. A procedure should be established to ensure consistency over time and with different
operators.

Changes in grinding or grating conditions may influence the NIR measurements and results.

7 Calibration and initial validation

7.1 Selection of calibration samples

The instrument should be calibrated before being used or installed pre-calibrated. Because of the
complex nature of NIR spectral data, which consists mainly of overtones and combination bands of
fundamental vibrations in the mid-infrared region, the instrument should be calibrated using a series
of natural samples (often at least 120 samples). No specific procedure for the calibration of a specific
application can be given due to the wide variations over all aspects in sample types, constituents,
concentration ranges, instrument setups and possible calibration algorithms. Examples and results are
published in an IDF bulletin[].

The accuracy and robustness of calibration models are dependent on the strategies used for sample
selection and calibration. Developed calibration models are only valid for samples covered by the range
and variations of the calibration samples. The first step in calibration development is therefore to define
the application (e.g. sample types and concentration ranges). When calibration samples are selected,
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