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Foreword 

ISO (the International Organization for Standardization) is a worldwide federation of national standards bodies 
(ISO member bodies). The work of preparing International Standards is normally carried out through ISO 
technical committees. Each member body interested in a subject for which a technical committee has been 
established has the right to be represented on that committee. International organizations, governmental and 
non-governmental, in liaison with ISO, also take part in the work. ISO collaborates closely with the 
International Electrotechnical Commission (IEC) on all matters of electrotechnical standardization. 

International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 2. 

The main task of technical committees is to prepare International Standards. Draft International Standards 
adopted by the technical committees are circulated to the member bodies for voting. Publication as an 
International Standard requires approval by at least 75 % of the member bodies casting a vote. 

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent 
rights. ISO shall not be held responsible for identifying any or all such patent rights. 

ISO 21750 was prepared by Technical Committee ISO/TC 22, Road vehicles. 
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Introduction 

A pneumatic tyre is a flexible component which is deflected when loaded. A tyre needs to be sufficiently 
inflated in order to be used at a limited deflection adapted to carry the wheel load as part of an axle load at a 
given speed and to transmit the expected longitudinal and transversal forces. The deflection is at the origin of 
the fatigue of a pneumatic tyre. Repeated excessive deflection may lead to tyre failure. 

In real driving conditions, the physical parameter that most correlates to the tyre deflection is the tyre inflation 
pressure. 

Therefore, the inflation pressure surveillance of pneumatic tyres for road vehicles has been identified as a 
major way to increase the active safety of the vehicles in service and to reduce the risks for the users. 

The inflation pressure of pneumatic tyres for road vehicles shall be set by the vehicle users according to the 
car manufacturer’s recommendations in coherency with the tyre standards which apply. The vehicle user is 
responsible for setting the correct tyre inflation pressure and its maintenance. 

One or more significantly under-inflated tyres reduce the vehicle performances, especially the behaviour 
related to safety. Tyre pressures outside of the range recommended by the tyre or the vehicle manufacturer 
for the intended service may permanently alter the tyre characteristics up to a sudden pressure loss. 

This International Standard does not imply that the tyre will resist under all circumstances before an alert is 
delivered by a Tyre Pressure Monitoring System (TPMS) described by this International Standard. 

The primary objective of a TPMS is to alert the driver when an unsafe condition related to incorrect tyre 
inflation pressure is detected. 

This International Standard contains proposals for the definition of terms used in both standardization working 
groups dealing with TPMSs and extended mobility systems. 

Both working groups are invited to make comments and proposals, the goal being to finally share these 
definitions. 

Each International Standard should contain the definitions which are typical to its subject and refer to the other 
International Standards for the other definitions. 
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Road vehicles — Safety enhancement in conjunction 
with tyre inflation pressure monitoring 

1 Scope 

This International Standard deals with electronic Tyre Pressure Monitoring Systems (TPMS) for tubeless tyres 
in association or not with an extended mobility system, with a reference pressure lower or equal to 375 kPa, 
fitted in single formation on four wheeled vehicles. The systems are able to survey all tyres in use but not 
necessarily those in temporary use and provide information to the driver. 

This International Standard establishes overall performance guidelines for the systems and their components, 
independently of the physical principles and the technological solution which have been selected to monitor 
the tyre pressure, to compute the difference to the requested level and to deliver a relevant information to the 
driver if the pressure of one, several or all tyres needs corrective action for the intended service conditions. 

2 Normative references 

The following referenced documents are indispensable for the application of this document. For dated 
references, only the edition cited applies. For undated references, the latest edition of the referenced 
document (including any amendments) applies. 

ISO 1000, SI units and recommendations for the use of their multiples and of certain other units 

ISO 2575, Road vehicles — Symbols for controls, indicators and tell-tales 

IEC CISPR 22, Information technology equipment — Radio disturbance characteristics — Limits and methods 
of measurement 

IEC CISPR 24, Information technology equipment — Immunity characteristics — Limits and methods of 
measurement 

ASTM B 117–73, Standard Method of Salt Spray (Fog) Testing 

European Tyre & Rim Technical Organization, ETRTO Standards Manual 

3 Terms and definitions 

For the purposes of this document, the following terms and definitions apply. 

3.1 
tyre wheel assembly 
assembly consisting of a wheel (rim and disc) fitted with a tyre, a valve, etc. 

3.2 
tyre 
flexible component of the tyre wheel assembly made of rubber and reinforcing materials 
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NOTE Inflating the tyre with compressed gas enables it to carry the wheel load as part of an axle load and to transmit 
longitudinal and transversal forces. In the unloaded condition, the inflated tyre is essentially toroidal. 

3.3 
normal tyre 
tyre designed for use in an inflated state 

NOTE “Conventional tyre” under the SAE means is defined by the ETRTO Standards Manual as a synonym of 
“diagonal tyre” and should not be used in the sense of "usual, standard tyre".  

3.4 
spare unit 
tyre wheel assembly intended to be exchanged for a tyre wheel assembly already fitted on the vehicle that has 
lost some functional efficiency 

3.5 
Spare Unit Substitutive Equipment 
SUSE 
equipment intended to maintain or restore, not replace, the basic tyre functions of a tyre in case of a tyre 
wheel assembly failure 

3.6 
extended mobility system 
assembly of specified functionally dependent components including, but not limited to, a tyre and a flat tyre 
warning system, which together provide the specified performance granting “extended mobility” to a vehicle 
thus equipped 

NOTE A single component or several independent components, functionally interacting with other elements of the 
vehicle do not in and of themselves constitute an “extended mobility system”. In addition, the assembly of components, 
otherwise suitable to compose a system, but which do not completely follow the specifications of a “systems manager”, 
does not constitute an “extended mobility system". 

3.7 
Tyre Pressure Monitoring System 
TPMS 
any system fitted on a vehicle, able to evaluate the pressure of the tyres or the variation of the pressure over 
time and to transmit corresponding information to the user while the vehicle is running 

NOTE A TPMS is functionally composed of: 

⎯ sensing devices; 

⎯ information channel hardware; 

⎯ central information processing unit (CPU); and 

⎯ human machine interface (HMI). 

3.8 
Tyre Pressure Alerting System 
TPAS 
system and process of measuring the tyre inflation pressure and eventually internal temperature, or (a) 
parameter(s) that directly correlate(s) to the pressure and delivering an information to the driver that a tyre has 
reached a level of inflation pressure that requires a corrective action 

NOTE TPAS may also include a run-flat warning function. 
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