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Foreword 

ISO (the International Organization for Standardization) is a worldwide federation of national standards bodies 
(ISO member bodies). The work of preparing International Standards is normally carried out through ISO 
technical committees. Each member body interested in a subject for which a technical committee has been 
established has the right to be represented on that committee. International organizations, governmental and 
non-governmental, in liaison with ISO, also take part in the work. ISO collaborates closely with the 
International Electrotechnical Commission (IEC) on all matters of electrotechnical standardization. 

International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 2. 

The main task of technical committees is to prepare International Standards. Draft International Standards 
adopted by the technical committees are circulated to the member bodies for voting. Publication as an 
International Standard requires approval by at least 75 % of the member bodies casting a vote. 

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent 
rights. ISO shall not be held responsible for identifying any or all such patent rights. 

ISO 2177 was prepared by Technical Committee ISO/TC 107, Metallic and other inorganic coatings, 
Subcommittee SC 2, Test methods. 

This third edition cancels and replaces the second edition (ISO 2177:1985), which has been technically 
revised. 
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Metallic coatings — Measurement of coating thickness — 
Coulometric method by anodic dissolution 

1 Scope 

This International Standard describes a coulometric method, by anodic dissolution, for measuring the 
thickness of metallic coatings. It is only applicable to conductive coatings. 

Typical combinations of coatings and substrates that can be tested by this method are given in Table 1. Other 
combinations may be tested with electrolytes in current use (see Annex A), or new electrolytes may be 
developed for them but, in both cases, it is necessary to verify the suitability of the complete system. 

This International Standard is also applicable to multi-layer systems, e.g Cu-Ni-Cr (see also 8.5). 

It may be used to measure the thickness of coatings applied by various means, if due account is taken of 
special features such as the presence of an alloy layer. In some cases, the presence and thickness of 
diffusion layers can also be measured. It can also be used to measure the thickness of coatings on cylindrical 
specimens and wires (see 8.7). 

2 Normative references 

The following referenced documents are indispensable for the application of this document. For dated 
references, only the edition cited applies. For undated references, the latest edition of the referenced 
document (including any amendments) applies. 

ISO 2064:1996, Metallic and other inorganic coatings — Definitions and conventions concerning the 
measurement of thickness 

ISO 2080, Surface treatment, metallic and other inorganic coatings — Vocabulary 

3 Terms and definitions 

For the purposes of this document, the terms and definitions given in ISO 2064 and ISO 2080 as well as the 
following apply. 

3.1 
measuring area 
area of the significant surface over which a single measurement is made 

NOTE The measuring area for this method is the area enclosed by the sealing ring of the cell. 
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4 Principle 

A well-defined area of the coating is subjected to anodic dissolution using a suitable electrolyte. The virtually 
complete dissolution of the coating is detected by a change in cell voltage. The coating thickness is calculated 
from the quantity of electricity used, in coulombs, which in turn may be calculated from: 

a) the time interval between the start and the end of the test, if it is conducted at constant current density; 

b) the integrated quantity of electricity used in dissolving the coatings. 

5 Instrumentation 

5.1 Suitable instruments can be constructed from readily available components but proprietary instruments 
are usually used (see Annex B). 

5.2 Proprietary direct-reading instruments are available for use with electrolytes recommended by the 
manufacturer. Other instruments record the quantity of electricity, in coulombs, used in dissolving the coating 
from the measuring area (see 3.1), usually in arbitrary units, from which the thickness is calculated using 
factors or tables. 

With direct reading instruments, the calculation of thickness from current density is made electronically. 

5.3 The performance of the instrument shall be checked using specimens of known coating thickness. If the 
instrument readings agree to within ± 5 % of the known thicknesses of the specimens, the instrument may be 
used without further adjustment; otherwise, the cause of the discrepancy shall be removed. However, 
proprietary instruments shall always be calibrated in accordance with the manufacturer's instructions. 

Suitable specimens of known coating thickness shall consist of the same type of coating and substrate as the 
specimen to be measured, and they shall have an accuracy of 5 % or better. In measuring alloy coatings, the 
use of correct specimens is of particular importance. 

6 Electrolyte 

The electrolyte shall have a known, adequate shelf-life and shall be such that: 

a) there is no reaction with the coating metal in the absence of an impressed flow of current; 

b) the coating dissolves anodically at an efficiency as close to 100 % as possible; 

c) a detectable change in electrode potential occurs as the coating is penetrated and an increasing area of 
substrate is exposed; 

d) the test area exposed in the test cell is completely wetted. 

The electrolyte shall be chosen with reference to the coating and substrate materials, the current density and 
electrolyte circulation within the test cell. 

NOTE Typical electrolytes that have been found satisfactory for use with one type of test apparatus for testing 
various electrodeposited coatings on specific substrates are described in Annex A. 

For proprietary instruments, the electrolytes shall normally be chosen on the recommendations of the 
manufacturer. 
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