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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards 
bodies (ISO member bodies). The work of preparing International Standards is normally carried out 
through ISO technical committees. Each member body interested in a subject for which a technical 
committee has been established has the right to be represented on that committee. International 
organizations, governmental and non-governmental, in liaison with ISO, also take part in the work. 
ISO collaborates closely with the International Electrotechnical Commission (IEC) on all matters of 
electrotechnical standardization.

The procedures used to develop this document and those intended for its further maintenance are 
described in the ISO/IEC Directives, Part 1. In particular, the different approval criteria needed for the 
different types of ISO documents should be noted. This document was drafted in accordance with the 
editorial rules of the ISO/IEC Directives, Part 2 (see www​.iso​.org/​directives).

Attention is drawn to the possibility that some of the elements of this document may be the subject of 
patent rights. ISO shall not be held responsible for identifying any or all such patent rights. Details of 
any patent rights identified during the development of the document will be in the Introduction and/or 
on the ISO list of patent declarations received (see www​.iso​.org/​patents).

Any trade name used in this document is information given for the convenience of users and does not 
constitute an endorsement.

For an explanation of the voluntary nature of standards, the meaning of ISO specific terms and 
expressions related to conformity assessment, as well as information about ISO's adherence to the 
World Trade Organization (WTO) principles in the Technical Barriers to Trade (TBT), see www​.iso​.org/​
iso/​foreword​.html.

This document was prepared by Technical Committee ISO/TC  71, Concrete, reinforced concrete and 
prestressed concrete, Subcommittee SC 5, Simplified design standard for concrete structures.

Any feedback or questions on this document should be directed to the user’s national standards body. A 
complete listing of these bodies can be found at www​.iso​.org/​members​.html.
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Introduction

The current design practice of reinforced concrete buildings, most commonly precast, is based on a 
frame model, where the peripheral cladding panels enter only as masses without any stiffness. The 
panels are then connected to the structure with fastenings dimensioned with a local calculation based 
on their mass for anchorage forces orthogonal to the plane of the panels.

Furthermore, the seismic force reduction in the type of reinforced concrete structures of concern relies 
on energy dissipation in plastic hinges formed in the columns. Very large drifts of the columns are 
needed to activate this energy dissipation foreseen in design. However, typically, the capacity of the 
connections between cladding and structure is exhausted well before such large drifts can develop. 
Therefore, the design of these connections cannot rely on the seismic reduction factor typically used for 
design of the bare structure.

This document contains a set of practical provisions for the design of mechanical connections of 
concrete claddings to concrete structures under seismic actions as well as suggestions for structural 
analysis for the specified systems.
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Simplified design of connections of concrete claddings to 
concrete structures

1	 Scope

The present document refers to the panel-to-structure and panel-to panel connections used for the 
cladding systems of reinforced concrete frame structures of single-storey buildings, typically precast. 
They can be used also for multi-storey buildings with proper modifications.

The fastening devices considered in the present document consist mainly of steel elements or sliding 
connectors. Dissipative devices with friction or plastic behaviour are also considered. Other types of 
common supports and bond connections are treated where needed.

The use of any other existing fastening types or the connections with different characteristics than 
those described in the following clauses is not allowed unless comparable experimental and analytical 
studies do provide the necessary data and verify the design methodology for the particular type.

2	 Normative references

The following documents are referred to in the text in such a way that some or all of their content 
constitutes requirements of this document. For dated references, only the edition cited applies. For 
undated references, the latest edition of the referenced document (including any amendments) applies.

ISO 20987, Simplified design for mechanical connections between precast concrete structural elements in 
buildings

3	 Terms and definitions

For the purposes of this document, the following terms and definitions apply.

ISO and IEC maintain terminological databases for use in standardization at the following addresses:

—	 ISO Online browsing platform: available at https://​www​.iso​.org/​obp

—	 IEC Electropedia: available at http://​www​.electropedia​.org/​

3.1
behaviour factor q
q factor by which the elastic design spectrum in linear analysis is reduced

Note  1  to  entry:  Directly or indirectly linked to the ductility and deformation demands on members and 
connections.

4	 Generalities

4.1	 Cladding panel orientations

Figure  1  a) shows a vertical panel orientation referred to a system of orthogonal axes, where x is 
oriented horizontally in the panel plane, y is oriented orthogonally to that plane and z is oriented 
vertically parallel to the gravity loads. The origin is placed in a corner at the base side of the panel.

Four connections are foreseen at the corners of the panel, indicated respectively by A, B, C and D. Any one 
of these connections is intended to give only translational restraints without any rotational restraint. E 
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and F indicate the possible joint connections with the adjacent panels. Usually, the connections A and B 
are attached to the foundation beam, the connections C and D are attached to the top beam.

The couple of bottom and top connections may be replaced by single connections placed in the middle 
of the bottom and top sides for a pendulum arrangement of the panel. In this case, the connections are 
respectively named A and C, and the symbols B and D are omitted.

In Figure 1 b), the same reference system is associated with a horizontal panel for which the connections 
A, B, C and D are usually attached to the columns, and E and F refer to the possible joint connections 
with the adjacent panels, foundation or top beam where the uncertain friction effect can act due to the 
superimposed panels.

a)   Vertical b)   Horizontal

Figure 1 — Cladding panel orientations

Table 1 — Symbols and graphic schemes for supports

Symbol Description Graphic scheme

f fixed (bilateral)
         ▼
►◄,▲

f+ fixed (unilateral in + direction) ▲, ►
f- fixed (unilateral in - direction) ▼, ◄
s sliding (bilateral) ↔, ↕
d dissipative ⋀⋀⋀
/ omitted [empty]

Table  1 gives a general description of the symbols and graphic schemes regarding the effect of the 
supports along the three directions x, y and z. As an example, Table 2 gives the arrangement matrix 
indicating the effect of the supports for a vertical panel.
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Table 2 — Arrangement matrix – example

Direction A B C D E F
x f / s / f f
y f / f / / /
z f / / / d d

The term “fixed” is used with reference to the restrained linear displacement while the rotational 
restraints are not provided.

4.2	 Design criteria to connect frame and panels

4.2.1	 Isostatic approach

An isostatic arrangement of panel connections is able to allow without reactions the large displacements 
expected for the frame structure under earthquake conditions. Very large displacement capacities are 
required for connectors with this choice.

The frame deformation demand is allowed by a relative clearance that uncouples the motion of frame 
and panels. The two systems are kinematically uncoupled, except for the out-of-plane displacements 
[see Figure 2 a)].

4.2.2	 Integrated approach

An integrated arrangement relies on fixed connections that integrate the panels in the resistant 
structural assembly with a dual wall-frame system behaviour. High forces may arise in the connections 
with this choice.

Panels and frame have a coupled motion: the system is kinematically paired [see Figure 2 b)]. Panels 
become part of the seismic resisting system and they act as the main restraints in the horizontal 
direction thanks to their higher stiffness. As a consequence, the connections shall be over-proportioned 
to carry the higher loads transferred by the frame, according to capacity design rules.

4.2.3	 Dissipative approach

An arrangement of dissipative connections between the panels is added to an isostatic system of 
fastenings to the structure, able to maintain displacements and forces within lower predetermined limits.

Specific devices can balance the overall building response, reducing the displacement and keeping the 
load below an imposed threshold, determined by the connections themselves [see Figure 2 c)]. Like in 
the isostatic configuration, the systems are kinematically uncoupled but they are also constrained by 
inelastic links, like friction or yielding devices. The joints between structure and panels – or among the 
panels – shall be designed to dissipate energy during the seismic action.

﻿
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a) b) c)

Figure 2 — Design criteria to connect frame and panels

4.3	 Strategies to implement isostatic and dissipative design criteria

4.3.1	 Sliding-frame (SF)

Like an ideal uncoupled system, the isostatic sliding-frame is, in principle, the easiest way to disconnect 
frame and panels. To achieve this result while avoiding the issues that affect current systems, proper 
connections (sliders) shall be introduced. They only restrain out-of-plane motions, reproducing the 
hypothesis typically assumed in the current practice, but in a safer way [see Figure 3 a)].

4.3.2	 Double-hinged pendulum (DHP)

The double-hinged pendulum is the proper way to connect the cladding as simple mass without any 
stiffness contribution [see Figure 3 b)]. This result can be obtained either by connecting panel edges 
with hinges, or by replacing the top hinge with coupled sliders.

4.3.3	 Rocking panel (RP)

Starting from DHP, the rocking panel configuration may be obtained replacing the bottom hinge with 
a pair of horizontal restraints. These leave the panel free to rock around its bottom corners. Even 
though this solution looks very similar to the former one, some differences in statics and in kinematic 
behaviour need to be highlighted [see Figure 3 c)].

a) b) c)

Figure 3 — Isostatic and dissipative design criteria: schemes of design strategies
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4.4	 Parameters

ISO 20987 shall apply. In addition to the provisions of ISO 20987, the following applies.

Among the main parameters that characterize the seismic behaviour of the connection, the following 
one is added:

slide - free linear relative displacement capacity with null or negligible reaction.

The main behaviour parameters are provided for each x, y, z direction defined in ISO 20987 specifying 
possible interaction effects.

4.5	 Classification

ISO 20987 shall apply. In addition to the provisions of ISO 20987, the following applies.

Connections present in existing buildings, where sufficient information about their strength and/or 
ductility is not available, can be classified as unknown.

Existing connections can be classified as insufficient when a specific calculation under the expected 
seismic action shows their inadequate strength.

5	 Isostatic systems

5.1	 General

For buildings with isostatic arrangements of cladding panel connections, the structural analysis 
under seismic action shall refer to the frame system following the conventional design practice of such 
structures. In expectation of large displacements, the second order effects, PΔ, should be taken into 
account. In addition to the ordinary output data used for the design of member resistance at ultimate 
limit state (ULS1)), the sliding or rotation displacements shall be provided for the design of the pertinent 
capacities of panel connection devices.

5.2	 Analysis of the building

5.2.1	 General

For the frame systems considered, capacity design criteria for the proportioning of the connection are 
applied. It is assumed, as a rule, that the beam-to-column and column-to-foundation connections are 
properly over-proportioned with respect to the bending moment ultimate capacities of the columns. 
Floor connections involved in the diaphragm action can refer to some approximate methods.

In any case, the structural connections can be over-proportioned, referring to the forces obtained from 
a structural analysis performed with behaviour factor q = 1,5

Figure  A.1 shows a simplified design flowchart. It shows the required steps to design a cladding to 
concrete structure connection. Specific suggestions regarding the isostatic systems structural model 
analysis are given in 5.2.2 and 5.2.3.

5.2.2	 Suggestions for the structural model

For the numerical model of the structure, the ordinary linear elements (beam type) can be used, 
positioned along the axis of the members. Different eccentricities between the members should be 
reproduced using link rigid elements at their joints. The connections between the elements shall be 
faithfully represented with their degrees of freedom in the different planes. It should be considered 
that, if the connections are modelled with no deformability (e.g. fixed built-in full support or hinged 

1)	  ULS: state at which the material stresses are limited to the point at which the bearing elements can withstand 
the design loads and maintain the safety and integrity of the structure.

﻿

© ISO 2020 – All rights reserved� 5

Full document details: ISO 22502-2020

http://avadocuments2026.com/doc/iso-22502-2020
http://avadocuments2026.com/doc/iso-22502-2020


﻿

ISO 22502:2020(E)

support), the results of the analysis can lead to very high joint forces. The actual deformability of the 
connections, even small, can substantially lower these forces. More reliable results can be obtained if 
the actual deformability of the connections is reproduced in the model.

The floor elements can be modelled as linear elements concentrating their mechanical properties along 
the axis. To reach the actual points of their connections, link rigid elements can protrude from the 
axis. The diaphragm action of the floors shall be properly represented, implicitly by the layout of their 
members or explicitly through the options provided by the computation code.

If the cladding panels are introduced as members in the model, they can be reproduced as linear 
elements distributing their weight along the axis. Their supports shall faithfully reproduce the isostatic 
arrangement of the connections. To reach the actual points of the connections, where some response 
parameters are needed, rigid link elements can protrude from the panel axis.

If the cladding panels are introduced as masses in the model, their total mass, M, shall be transferred to 
the sustaining members in a ratio, Ry, depending on the connection arrangement.

For one-storey structures with vertical panels in the horizontal orthogonal y direction, this ratio, Ry, is 
given by Formula (1):

R Mh
hy
o

=0 67, 	 (1)

where

  h is the height of the panel;

  ho is the elevation of its upper support connected with the roof deck;

  M is the total mass of the cladding panels in the model.

In the in-plane horizontal x direction, the same ratio, Rx = Ry, can be assumed for a pendulum support 
arrangement. A null ratio, Rx = 0, can be assumed for a cantilever arrangement with upper sliding 
connections.

For one-storey structures with horizontal panels in the orthogonal y direction, their mass, M, shall be 
shared between the two lateral supporting columns, amplified as a function of their elevation hi [see 
Formula (2)]:

R
Mh
hy

i

o
=
0 5,

	 (2)

where ho is the elevation of the roof deck.

In the in-plane horizontal x direction, their mass shall be transferred to the lateral columns with the 
same amplification, based on the constraint degree of the corresponding support.

5.2.3	 Rocking systems

The vertical panel of Figure  4 keeps its stability in its plane until the horizontal top force, Ho [see 
Formula (3)], is smaller than the limit force

H Gb
ho =
2

	 (3)

where

  G is the weight of the panel;

  b and h are geometrical quantities indicated in Figure 4.
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If H > Ho, the panel starts rocking around its lower corner like an inverted pendulum with a restoring 
force, Ho, that remains constant for small displacements. At the reverse motion, the panel sits back on 
the base side and starts a new opposite cycle similar to the previous one. To capture such vibration 
motion, a refined dynamic analysis should be carried out for the solution of the non-linear algorithms 
inclusive of the unilateral effects of the base supports.

Considering this, the small value of the limit force, Ho, can prevent the rocking motion only for low 
actions. For practical design applications, a simplified approach can be used, based on a linear elastic 
structural analysis for each of the two possible structural schemes: integrated and isostatic. The design 
approach can therefore adopt a first model corresponding to the integrated system with cantilever 
panels fully fixed at their base and connected with an equivalent hinge to the roof and a second model 
referred to the isostatic system with pendulum panels connected with two end hinges.

Starting with the integrated system, the first analysis refers to the serviceability limit state (SLS2)) 
seismic action, evaluated using the pertinent elastic response spectrum. Its outcome provides the 
forces and displacements. If the corresponding connection forces are not greater than Ho, the calculated 
displacements are used for the verification of the drift limits. If they are greater, the analysis of the 
isostatic model is necessary.

Figure 4 — Vertical panel force equilibrium

The second analysis of the integrated system refers to the ultimate limit state seismic action (no-
collapse requirement), evaluated using the pertinent design response spectrum with the behaviour 
factor q  =  1,0. Its outcome provides the forces and displacements. If the corresponding connection 
forces are not greater than Ho, the forces calculated in the structure are used for the strength design. If 
they are greater, the analysis of the isostatic model is necessary.

When necessary, the isostatic system is analysed neglecting the restoring force, Ho. The panels only 
contribute to the response of the structure as masses without any stiffness. Thus, they can be modelled 
as indicated in 5.2.2. For SLS, the elastic response spectrum is used. The resulting displacements are 
verified against the required drift limits. For the ULS, the design response spectrum is used. The 
behaviour factor q, of the frame systems and the resulting forces are used in the strength designs.

In any case, the forces in the panel connections for their strength design, taking into account the 
impulsive effects of the dynamic action, shall be taken at least equal to 2Ho.

2)	  SLS: state at which the structure is supposed to be comfortable and usable taking into account vibrations, 
deflections and cracks.
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5.3	 Analysis of conventional systems

5.3.1	 General aspects

The term “conventional systems” used in these rules is for the reinforced concrete buildings with the 
existing fastening systems of cladding panels, which have been extensively used in the past and may 
still be used at present in zones with low to medium seismicity.

The existing design practice for the conventional systems usually has been based on the model that is 
not explicitly considering the interaction between the main structural system and the claddings in the 
plane of the façade. Such approach cannot identify eventual complex interaction between the structure 
and the panels leading to possible failure of the fastening system and to the fall of the panels during 
strong earthquakes. Some of such systems, in case of small seismic demand and/or structures with 
large over-strength and stiffness, can still provide sufficiently safe design solutions.

A suitable design procedure is provided in 5.3.2 and 5.3.3. It can be used for strengthening existing 
structures as well as for the design of new ones.

5.3.2	 General design methodology

These rules are strictly limited to those fastening systems described in Clause  6. When the applied 
fastening system is different from those presented in Clause 6, the system shall be experimentally and 
analytically investigated (taking into account the 3D behaviour of the structure) to provide the basic 
data needed in the proposed methodology. These data include, but are not limited to, the mechanism of 
the structure-to-panel interaction, deformation and strength capacity, equivalent stiffness, and, in the 
case when refined inelastic response analysis is chosen, the hysteretic models for the structure and the 
fastening system.

Furthermore, these rules are limited to fastening schemes presented in Figure 5 a) for vertical panels 
and Figure 5 b) for horizontal panels. In particular, the vertical panels are attached to the upper beam 
with two connections giving bilateral restraint in y (orthogonal) direction and bilateral essentially 
sliding freedoms in x (horizontal) and z (vertical) directions, while at the base they are supported 
with two pinned connections providing restraints in all the three directions. Any horizontal panel is 
attached to the lateral columns with two connections at the upper part and with two connections at 
the lower part giving bilateral restraint in y (orthogonal) direction, unilateral support in z (vertical) 
direction and bilateral partially sliding freedom in x (horizontal) direction.

The approach has two possible levels of complexity and it is based on the following main considerations:

a)	 weak interaction between the panel and the bare frame (i.e. the stiffness of the fastening devices 
is small compared to the stiffness of the structure itself) can be expected in conventional systems 
until certain deformation threshold is exhausted. Until this deformation limit is reached, the 
system behaves essentially as isostatic and relatively simple traditional structural models can be 
used, neglecting the structure-to-cladding interaction. The relevant deformation capacity of the 
addressed conventional systems is provided in 6.3;

b)	 after the deformation limit is reached, more complex model shall be used considering the 
interaction between the panels and the bare structure through the fastening system. Relevant 
input parameters for the addressed conventional systems are provided in 6.3;

c)	 if the more refined model does not prove the adequacy of the system, a different cladding connection 
system shall be chosen.
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a)   Vertical configuration b)   Horizontal configuration

Key
1 panel
2 column
3 beam

Figure 5 — Cladding elements fastening schemes for conventional systems

Design of the connections in the direction perpendicular to the plane shall always be done.

The most critical problem in the case of the conventional systems is their quite limited deformation 
capacity. Below this limit, the conventional connections behave essentially as isostatic connections.

Since the deformation threshold and the interacting mechanism are highly uncertain, back-up devices, 
such as restrainers shall always be used (see 6.4.1).

5.3.3	 Application procedure

5.3.3.1	 Practical application

5.3.3.1.1	 General

The practical design application can be made through steps 1 to 4.

Step 1:

The bare frame (without panels) is analysed taking into account the local seismicity at the site. The 
modal response spectrum analysis is used.

Estimation of the required strength of the structure can be based on the un-cracked cross-section of 
columns. For calculating the displacements, the cracked cross-sections shall be considered.

Step 2:

The displacement capacity of the connections in the plane of the panel is compared with the 
displacement demand defined in Step 1 as it is stated below:

a)	 vertical panels: the displacement capacity of the top connections is compared with the displacement 
of the beam [see Figure 6 a)]. The size of the gap, corresponding to the displacement demand shall 
be checked according to the procedure presented in 6.3;
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b)	 horizontal panels: the displacement capacity of the connections is compared with the displacements 
of the columns at the level of these connections [Figure 6 b)].

a)   Vertical configuration b)   Horizontal configuration

Figure 6 — Displacement demand of cladding elements

If the displacement capacity of vertical panel connections is larger than the displacement demand, the 
analysis is completed unless the gap between the beam and the panel is closed. If the displacement 
capacity of horizontal panel connections is larger than the displacement demand, the analysis of this 
step is completed. In such cases, it can be assumed that the interaction between panels and the bare 
frame is weak.

If the displacement demand exceeds the capacity of the connections and/or the gap between the vertical 
panels and the beam is closed, the cladding-to-structure interaction shall be considered in the analysis 
(see Step 4) or different cladding system shall be chosen.

Step 3:

In the direction perpendicular to the panel, the strength of all connections shall be verified with respect 
to the demand, evaluated according to normal rules for non-structural elements. The capacity of the 
connections in the direction perpendicular to the panel is estimated according to the data provided by 
the manufacturer. If the strength of the connections is inadequate, a different connection system shall 
be chosen.

Step 4:

The cladding-to-structure interaction is taken into account by means of a more refined structural 
analysis. Rules regarding this analysis are provided in 5.3.3.4.

If the displacement demand exceeds the capacity of the connection and/or the gap between the vertical 
panel and the beam is closed, a different connection system should be chosen. If not, go to Step 3.

5.3.3.2	 Suggestions for the structural model

Any type of structural model and analysis can be used for the evaluation of the existing reinforced 
concrete buildings. While the equivalent elastic modal spectrum analysis is the first choice in the 
conventional design practice, more refined inelastic analysis method can be adopted in some cases due 
to the highly complex non-linear behaviour considering panel-to-structure interaction.

In the general case of existing reinforced concrete structures, the frame or dual wall-frame analysis 
should be performed by means of software computation. The ordinary methods for the formulation 
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of the calculation model is applied with the specific pertinent indications given in 5.3 for conventional 
systems, 5.2 for isostatic systems or in 7.1 for integrated systems of connections.

5.3.3.3	 Conditions for strengthening interventions

Any intervention of upgrading or retrofitting of panel connections on existing buildings shall be made 
only when the adequacy of all the remaining parts of the structure has been verified to be compliant 
with the requirements of the chosen level of seismic resistance.

When the proposed analysis procedure is used for existing buildings the following specifics shall be 
considered:

—	 the analysis and design shall follow the general requirements for the design of the main 
structural system;

—	 in Step 1 the adequacy of the main structural system (bare frame) shall be checked first before 
proceeding to Step 2. The main structural system itself may need upgrading first.

5.3.3.4	 Refined analysis model

Numerical models of the connections shall be able to describe all important features of their seismic 
response. For conventional fastening systems, the appropriate hysteretic models presented in 6.3 can 
be used. Such models can imply the nonlinear dynamic analysis. For regular structures, the analysis 
can be simplified using the nonlinear pushover-based analysis.

The quoted numerical models of connections can be further simplified. An equivalent linear model [see 
Figure 7 a)], considering an increased effective damping ξ

eff
 [see Formula (4)] (hysteretic damping is 

taken into account), can be used. The damping can be estimated as:

ξe
e

E

K dff

D,i

ff cd

=












1

2 2π

Σ
	 (4)

where

  ED is the dissipated energy;

  Keff is the effective stiffness;

dcd is the maximum displacement.

The variables used in Formula (4) are illustrated in Figure 7.

a)   Equivalent linear model b)  Parameters for calculation of effective damping

Figure 7 — Numerical models of connections
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5.4	 Design of isostatic system connections

5.4.1	 General

In order to ensure the pure frame behaviour of the resisting structure, the connection system of the 
cladding panels shall actually allow without reaction the large displacements of the frame structure 
under seismic action, except for possible minor unintended reaction effects due to friction or sealing. In 
this case, one shall adopt sliding connection devices with adequate capacities or pinned connectors free 
for rotations.

5.4.2	 Structural arrangements

5.4.2.1	 Vertical structural arrangements

Isostatic, vertical arrangement configurations, adequate for all seismic levels shall be easy to apply and 
shall follow one of the described solutions:

—	 pendulum solution presented in Figure 8 a) with arrangement matrix given in Table 3;

—	 cantilever solution presented in Figure 8 b) with arrangement matrix given in Table 4;

—	 rocking solution presented in Figure 8 c) with arrangement matrix given in Table 5.

For all three solutions, in the out-of-plane direction the panels are supported with an isostatic pendulum 
scheme Figure 8 d).

Considering that the vertical panels are placed over the bottom beam, to which they transmit their 
weight, and are supported horizontally by the upper beam with connections placed close to the top, the 
arrangements to obtain an isostatic connection system for these panels are those shown in Figure 8.

a)   Pendulum behav-
iour

b)   Cantilever behav-
iour

c)   Rocking behaviour d)   Out-of-plane behav-
iour

Figure 8 — Vertical isostatic configurations

The first solution adopts hinged lower and upper supports so to have a pendulum behaviour for any 
single panel.
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In the pendulum arrangement for a given top displacement d, the adjacent vertical sides of the panels 
display a relative slide of bd/h

where

  h is the height of the upper support;

  b is the width of the panels.

The two adjacent sides get closer by a minor quantity that requires in any case a sufficient free spacing 
between the panels, closed by the sealant. The sealing between the adjacent panels may give a minor 
reaction to the motion that can be neglected. The rotating base supports of the panels, in arrangements 
that allow it, may display a friction reaction to the motion that has very small (negligible) dissipative 
effects on the seismic response. Since only vertical compression forces are expected at the base 
supports, these can consist of simple seating able to provide only a unilateral restraint in –z direction. 
To allow for thermal expansion, the upper supports may be made of one central or two lateral vertical 
slide channel bars able to transmit only horizontal forces.

Table 3 — Arrangement matrix - pendulum behaviour

Direction A B C D E F
x f / f / / /
y f / f / / /
z f / s / / /

The second solution adopts fixed (pinned) supports at the base of the panels and one or two sliding 
connections to the structure at the upper position so to have a cantilever behaviour uncoupled from the 
structure.

The cantilever arrangement [see Figure 8 b)] keeps the panels still during the motion of the structure 
because of the horizontal slide channel bars placed at the upper position. To allow for thermal expansion, 
vertical channel bars may be coupled to the horizontal ones (one in the beam and one in the panel). 
Sensible friction effects may arise due to the contemporary orthogonal forces caused by the biaxial 
vibratory motion. The base support of the panels can be provided with reinforcing bars protruding 
from the bottom and anchored by bond within corrugated sleeves inserted in the foundation and filled 
with no-shrinking mortar. Other types of dry mechanical connections may be adopted for the base 
support of the panels.

Table 4 — Arrangement matrix – sliding frame (cantilever)

Direction A B C D E F
x f f s s / /
y f f f f / /
z f f s s / /

The third solution adopts a simple seating of the panels on bearings placed at the two edges of the base 
side together with a hinged connection to the structure at the upper position so as to have a rocking 
behaviour for large displacements.

The rocking arrangement consists of the seating of the panels on the foundation through unilateral 
bearings that work only in compression. The two edges of the base side of the panel alternatively rise 
up during the rocking motion, hence should be properly reinforced against spalling. Small horizontal 
actions applied to the upper connection of any single panel are equilibrated by its weight until 
Formula (5) is satisfied.
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H Gb h≤ /( )2 	 (5)

where

  G is the weight of the panel;

  b is its width;

  h is the height of the applied horizontal action.

In this condition, the panels behave as integrated in the structure that becomes a dual wall-frame 
system with a much higher global stiffness. Under seismic action, therefore, the reacting system 
receives an initial high horizontal impulsive force that decreases when that limit is overcome and the 
panels begin to rock, behaving as an isostatic system. In the rotated position the panel, seated in its 
edge active bearing, provides a stabilizing constant horizontal force expressed in Formula (6)

H Gb h= ( )/ 2 	 (6)

At the reverse motion, the panel seats back again on the two base lateral bearings restoring its initial 
stable equilibrium. The analysis of such vibration motion requires calculation codes with refined 
algorithms for the solution of the nonlinear equations. A simplified approach for the structural analysis 
is given in 5.2.3.

Table 5 — Arrangement matrix – rocking behaviour

Direction A B C D E F
x fa f* f f / /
y f f f f / /
z f- f- s s / /

a	 Working alternatively.

5.4.2.2	 Horizontal structural arrangements

The horizontal panels are connected externally to the adjacent columns to which they transmit their 
weight, being restrained horizontally by the same connections. The lower panels can be seated directly 
with their weight on the foundation elements.

Isostatic horizontal arrangement configurations, adapted for all seismic levels, shall be easy to apply 
and shall follow some of the described solutions.

—	 Hanging solution presented in Figure 9 a) with arrangement matrix given in Table 6.

—	 Seated solution presented in Figure 9 b) with arrangement matrix given in Table 7. Following an 
alternative solution, the horizontal panels can be seated one over the other, taking all their weights 
directly to the foundation and transmitting to the adjacent columns only the horizontal orthogonal 
actions due to their mass. In this case, there is a lower reliability of the model because of the higher 
uncertainties of the friction longitudinal behaviour of the mutual joints under seismic conditions. 
For these reasons, this alternative solution is not recommended.
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a)   Hanging b)   Seated

Figure 9 — Horizontal isostatic configurations

The panels shall have a free spacing at the joint between the adjacent sides to allow the relative 
slide motion without friction. This joint is sealed with proper material that may introduce a minor 
reaction effect.

Any single panel is provided by two upper or lower vertical supports placed at the ends and fixed to 
the columns. One of them provides also the horizontal restraint in the plane of the panel. To allow 
for thermal expansion, the opposite one gives no horizontal reaction in the plane of the panel. At the 
opposite lower or upper side, two couples of sliding connections are placed allowing the free horizontal 
and vertical displacements. All four corner connections provide a fixed horizontal support orthogonal 
to the panel.

Table 6 — Arrangement matrix - hanging horizontal panel

Direction A B C D E F
x s s f s / /
y f f f f / /
z s s f- f- / /

Table 7 — Arrangement matrix - seated horizontal panel

Direction A B C D E F
x f s s s / /
y f f f f / /
z f- f- s s / /

5.4.3	 Sliding devices

The sliding devices, such as fixed channel bars with internal moving head slides, shall allow free 
longitudinal alternate displacements without reactions. Tangling effects may result in unexpected 
integrated behaviour: they shall be avoided in all cases. The slides shall be proportioned with the due 
clearance with respect to the channel without sharp corners and shaped in such a way to avoid seizure 
especially under impulsive actions. Steel-to-steel contact shall be avoided and special inner coating of 
the channel bar shall be provided with PTFE polymer or other slippery materials.

An initial type testing shall be performed submitting some devices to monotonic and cyclic longitudinal 
actions for different values of the transverse force (3D effects) consistently with the joint arrangement 
expected in the structure and with the geometrical allowances proportioned considering also the 
production and installation tolerances in the overall façade. The proper functioning shall be checked all 
over the range of the expected displacements.

Particular care shall be given to the installation of the sliding devices in order to keep the positioning 
deviations within the admissible linear and angular tolerances of the joint.
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The sliding devices of concern shall provide an effective connection between panel and structure in the 
direction orthogonal to the panel, without excessive out of plane plays. In the overall arrangement of 
the panels, all possible hammering phenomena between adjacent panels and panel to structure shall be 
prevented.

Specific checks of the geometrical compatibility of the displacements shall be addressed to the corners 
of the building where orthogonal panels are jointed, with possible interposed angle elements.

Figure 10 shows a type of sliding device for connecting a vertical panel to the upper beam. The channel 
bar short or long (1) is fixed to the beam. A fixing gear (2) is attached to the panel in a special pocket, 
bolted to a counter-plate (4). A fastener (3) is placed to connect the two parts, where its grooved head 
slide is inserted in the lips of the channel bar to provide a bilateral transverse support while it remains 
free to slide in the longitudinal direction. At the other end, the fastener is attached to the fixing gear 
with a full support that restrains displacements and rotations.

The sliding length of the channel bar is dimensioned with reference to the expected drift of the floor 
under seismic conditions amplified by a factor of 1,2 to cover the uncertainties of the calculation. The 
resistance design of the connection is made with reference to the transverse force based on the mass of 
the panel.

Key
1 channel bar
2 fixing gear
3 fastener
4 counter plate

Figure 10 — Sliding device connection

5.4.4	 Hinge connections

Rotating connections can be used at the base of vertical panels in pendulum arrangement. Figure 11 a) 
shows the mechanical device that can be used when a resultant vertical upward (lifting) action is 
expected on the panel so to require a downward reaction from the connection. It is the case of the 
end panels of a cladding, subjected to a longitudinal horizontal alternate force, where the panels are 
connected to each other by lateral joint connectors (possibly dissipative). The quoted one is an ordinary 
hinge, common in steel construction, which relays its resistance on the shear strength of the pin and on 
the bearing action of the lateral plates. If no upward actions are expected on the panel, a simple support 
on a steel pad that concentrates the compressions in a small print can be used [see Figure 11 b)]. The 
plastic settlements of the pad allows the small relative rotations of the bearing contact surfaces. Proper 
lateral restraints (stoppers) shall be provided for the shear action.
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a)   Hinge connection b)   Simple steel pad support

Key
1 foundation beam 3 upper part 5 brackets 7 panel
2 bottom part 4 pin 6 steel/laminated rubber pad

Figure 11 — Vertical supports 

5.4.5	 Supports with steel brackets

Strong steel brackets are conceived to support the horizontal suspended panels, connecting them to 
the columns. They are made with traditional steel profiles that may be filled with concrete to increase 
their stiffness. Bracket connections are conceived to carry the gravity load of the panel, and are usually 
placed in two positions in a row. A recess in the panel or/and an inclined contact surface may prevent 
the panel out-of-plane displacement. Even if they do not usually allow the panel in-plane displacement, 
special features may be adopted to make them slide horizontally for thermal expansion. The efficiency 
of the sliding mechanism shall be experimentally verified through monotonic and cyclic tests.

Figure 12 shows a type of bearing bracket device provided with an adjustable steel bolt for the support 
of horizontal panels, connected to the column. The bracket is inserted in a recess left in the column and 
the panel, which is provided with a hosting groove.

For the bearing capacity of the device, reference should be made to the technical specifications of the 
producer that are usually based on experimental testing. The out-of-plane resistance design of the 
connection is made with reference to the transverse force calculated according to normal rules for non-
structural elements based on the mass of the panel.
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Figure 12 — Bearing bracket device

6	 Design of conventional connections

6.1	 General

For the seismic analysis, the old design practice of the reinforced concrete structures of concern 
was often based on a bare frame model where the peripheral cladding panels enter only as masses 
without any stiffness. The panels are then connected to the structure with fixed (pinned) fastenings 
dimensioned with a local calculation on the base of their single mass for anchorage forces orthogonal to 
the plane of the panels.

For the many existing buildings designed following this old practice, proper upgrading or retrofitting 
interventions shall be made. These interventions are needed also for the many existing buildings 
originally not designed for seismic actions and placed in areas that now, following the updated 
knowledge, are classified as seismic zones.

6.2	 Structural arrangements

6.2.1	 Vertical structural arrangements

Figure 13 shows the graphic scheme of a very common connection system used during many years for 
vertical panels. The unit is simply supported on the foundation beam without mechanical connectors. It 
is connected to the top beam through vertical channel bars and headed fasteners giving a bilateral out-
of-plane y restraint and an unintended “weak” bilateral restraint with limited movement allowance in 
the horizontal x direction. Table 8 – gives the corresponding arrangement matrix.

Table 8 — Arrangement matrix – conventional vertical panels

Direction A B C D E F
x fa fa f f / /
y f f f f / /
z f- f- s s / /

a	 Restrain due to friction.
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Figure 13 — Vertical structural arrangement

6.2.2	 Horizontal structural arrangements

Figure  14 shows the graphic scheme of one of the connection systems used during many years for 
horizontal panels. The unit is connected to the two lateral columns. The two lower connections consist 
of steel corbels protruding from the columns proportioned to give the vertical -z support to the panel; 
the two upper connections consist of shear dowels that ensure the bilateral horizontal x restraint; all 
the four connections provide the bilateral horizontal y restraint. Table 9 gives the arrangement matrix.

Figure 14 — Horizontal structural arrangement
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Table 9 — Arrangement matrix – conventional horizontal panels

Direction A B C D E F
x fa fa f f / /
y f f f f / /
z f- f- s s / /

a	 Weak unintended restraint.

6.3	 Conventional fastening systems

6.3.1	 General

The deformation capacity of the system and the interaction of all components in the structure shall be 
carefully verified.

The use of any other existing fastening types or the above connections with different characteristics 
than those described in 6.3.2 to 6.3.4 is not allowed unless adequate experimental and analytical 
studies do provide these data and verify the design methodology for the particular type.

The data in 6.3.2 to 6.3.4 are provided for the two levels of analyses foreseen in 5.3. For the simplified 
check of elastic displacements (Steps 1 and 2 in the procedure outlined in 5.3.3), only deformation 
capacity of the connection, based mainly on the geometric characteristics, is needed.

For the more refined analysis, (Step 4 in the procedure outlined in 5.3.3) a set of data is provided based 
on the experimental results. It includes strength and deformation capacity based on the cyclic envelope 
as well as hysteretic rules for inelastic response analysis.

6.3.2	 Hammerhead strap connection

6.3.2.1	 General

Hammerhead strap connection consists of two steel channels that are mounted in a beam (or column) 
and a panel and a hammerhead strap that is fastened to the channel mounted in the beam (or column) 
by means of a single bolt (see Figure 15). Hammerhead strap connections are most often used for the 
fastening of vertical panels to the beams.

Hammerhead strap connections can be provided with channels of different strength. Principally, two 
different types of channels should be recognized:

a)	 strong channel – when loaded in shear, the connection fails due to the failure of the strap (see 
Figure 16);

b)	 weak channel – when loaded in shear, the connection fails due to the failure of the channel (see 
Figure 17).
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Figure 15 — Schematic presentation of the hammer-head strap connection assembly

Figure 16 — Failure mechanism of the hammer-head strap connection with strong channels

Figure 17 — Failure mechanism of the hammer-head strap connection with weak channels
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