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Foreword

ISO (the International Organization for Standardization) is a worldwide
federation of national standards bodies (ISO member bodies). The work
of preparing International Standards is normally carried out through ISO
technical committees. Each member body interested in a subject for
which a technical committee has been established has the right to be
represented on that committee. International organizations, govern-
mental and non-governmental, in liaison with ISO, also take part in the
work. 1SO collaborates closely with the International Electrotechnical
Commission (IEC) on all matters of electrotechnical standardization.

Draft International Standards adopted by the technical committees are
circulated to the member bodies for voting. Publication as an Inter-
national Standard requires approval by at least 75% of the member
bodies casting a vote.

International Standard 1SO 2251 was prepared by Technical Committee
ISO/TC 45, Rubber and rubber products.

This second edition cancels and replaces the first edition
(ISO 2251:1975), of which it constitutes a technical revision.

Annexes A and B form an integral part of this International Standard.
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Introduction

This International Standard applies to lined rubber footwear with anti-
static properties for special-purpose applications where portable elec-
trical equipment may be used, or where potential electrical defects from
other causes may develop, and where it is consequently necessary to
have a lower limit on resistivity (upper limit on conductivity).

Experience has shown that for antistatic purposes the discharge path
should have an electrical resistance not greater than 100 MQ at any
time throughout its useful life. A value of 50 k2 for antistatic products is
suggested as the lowest limit of resistance to give adequate protection
against fire and dangerous electric shock in the event of any apparatus
becoming defective when operating up to 250 V. During service, the re-
sistance of foolwear made from antistatic material may change signifi-
cantly. The user is recommended to carry out the tests for electrical
resistance at frequent intervals and after not more than 200 h wear.

No insulating element shall be introduced between the foot of the
wearer and the insole of the footwear.

The floor surfaces of rooms where the footwear will be used shall also
be antistatic.
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