INTERNATIONAL ISO
STANDARD 22523

First edition
2006-10-01

External limb prostheses and external
orthoses — Requirements and test
methods

Protheses de membre externes et ortheses externes — Exigences et
méthodes d'essai

_ Reference number
= — 1ISO 22523:2006(E)

EISO: Documents

= — Document Sharing Hub
Copyright International Organization for Standardization —_— © ISO 20 6

Provided by IHS under license with ISO
No reproduction or networking permitted without license from IHS Not for Resale

Full document details: ISO 22523-2006


http://www.avadocuments.com/doc/iso-22523-2006
http://www.avadocuments.com/doc/iso-22523-2006

ISO 22523:2006(E)

PDF disclaimer

This PDF file may contain embedded typefaces. In accordance with Adobe's licensing policy, this file may be printed or viewed but
shall not be edited unless the typefaces which are embedded are licensed to and installed on the computer performing the editing. In
downloading this file, parties accept therein the responsibility of not infringing Adobe's licensing policy. The ISO Central Secretariat
accepts no liability in this area.

Adobe is a trademark of Adobe Systems Incorporated.

Details of the software products used to create this PDF file can be found in the General Info relative to the file; the PDF-creation
parameters were optimized for printing. Every care has been taken to ensure that the file is suitable for use by ISO member bodies. In
the unlikely event that a problem relating to it is found, please inform the Central Secretariat at the address given below.

© 1S0 2006

All rights reserved. Unless otherwise specified, no part of this publication may be reproduced or utilized in any form or by any means,
electronic or mechanical, including photocopying and microfilm, without permission in writing from either ISO at the address below or
ISO's member body in the country of the requester.

ISO copyright office
Case postale 56 « CH-1211 Geneva 20
Tel. +412274901 11
Fax + 4122749 09 47
E-mail copyright@iso.org
Web www.iso.org
Published in Switzerland

. Document Sharing Hub
Copyright International Organization for Standardization © 1SO 2006 - All rlghtS reserved
Provided by IHS under license with ISO
No reproduction or networking permitted without license from IHS Not for Resale

Full document details: ISO 22523-2006


http://www.avadocuments.com/doc/iso-22523-2006
http://www.avadocuments.com/doc/iso-22523-2006

ISO 22523:2006(E)

Contents Page
Lo T =2 o PP PP PP vi
1o T [ ¥ T2 4 o o TR vii
1 T o - PSSP 1
2 NOIrMAtive FefErENCES ... s e e e s nne e e e s e s s s anmn e e e e e essnsnnn e e e e nesnnsnnn 1
3 Terms and definitioNsS.........oooiiic s e s s e e e e e e e s e nne e eesn e nnmnnes 2
4 General reqUIrEMENES .........c...eeeiiiii s recrr e s e s s s smn e e e e e e s e s s smn e e e e e e s sa s s smnnneeeeesssnnnnnnnnenn 4
4.1 LR L] Q1 0 F= T F= T 1= 00 1= o 4
4.2 Intended performance and technical documentation..........cccco e 5
4.3 L0 [T T Loz 1INV -1 [N - 14T ] o SRRt 5
44 Strength and related conditions of USe ... e 5
5 Requirements for Materials ... 6
51 Flammability of materials and toxicity of combustion products...........cccooeieiiirriiiiiccccieeeeee 6
5.2 Biocompatibility, contaminants and residues ...........cccccnririinii e ——————— 7
LI B 1Y o T- - | O UPUPRRRPE 7
5.2.2 Contaminants and reSidUes..........ccccciiiiiiiiccissciiini s sssser e e s s sssss e e e e s s s s s s s sms e e e e e eesas s s snmnneeeessnnmnnes 7
5.3 Infection and microbiological contamination..........c...ciiiiiin e 7
54 Resistance to corrosion and degradation............cccccciriiiiiiriiininrnirsnssrr s 7
6 Noise and V|brat|on7
7 Electromagnetic compatibility (EMC) T |
8 Electrical safety8
8.1 Battery-powered prosthetic and orthotic devices..........c.cccuiniiiiiiiiiiininninnnd 8
8.1.1 Battery housings and coONNECIONS........cccciiiiiiiiiiiiir s O
8.1.2 Charge level iNdiCators ... ————— 8
8.2 L0 1o B o 0 ] (= 2 oY o P 9
8.3 Electronic programmable SysStems ... —————— 9
8.4 Electrically heated blankets, pads and similar flexible heating appliances............cccceeiirriirnnnne. 9
8.5 Prosthetic and orthotic devices with skin contact electrodes .........ccccoeiiiiiiiiiiii e 9
8.6 Prosthetic and orthotic devices with radio equipment.............ccccorrrrrrrrrrrrrrrrrrrrrr s 9
S T € 1Y 3 =Y - | OSSP 9
8.6.2 Frequency spectrum of radio eqUIPMENt...........occ it e e s e 9
8.6.3 Operation of radio equipmMeNnt by the USEr ..........o i 9
9 EST0 T = LT3R =Y 4] 7= =1 0] SRR 10
10 £ 0= 1 OSSOSO 10
11 DeSigN reqUIrEMENTS .......occiiiiiiis e am e n e ran e 10
11.1  Safety of MOVING PArtS ......coviiiiii i —————— 10
11.2  Safety of CONNECLIONS.........oiii i —————— 10
12 Mechanical reqUIremMENLS..........coii e me e s smn e e s s e s s mmme s e e e e e s e mnme s e e annnnn 10
121 ReESIIICLIONS ON USE......eerrrrr s s e e s e e e e e e e e e e e e e e e e e e e e e e e e e e e e e e e e e e nnnn 10
12.2 Forces in soft tissues of the human body ... e 1
12.3  ErgonomicC PriNCIPIES ......ccccciiiiiiiiiiiririsssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssseseseesessesennnnnssssssnns 1
13 Information supplied by the manufacturer ... 1
13.1 L= 01T - SRS SRR 1
I 07 - 1o =Y | 11 4V 12
2 1 1= ¢ e =Y o T - 12
14 o T3 = Vo 11 ' 12

Documents

Document Sharing Hub
A 1A~ AR~ AT
Copyright International Organization for Standardization ghtS reserved 1
Provided by IHS under license with ISO
No reproduction or networking permitted without license from IHS Not for Resale

Full document details: ISO 22523-2006


http://www.avadocuments.com/doc/iso-22523-2006
http://www.avadocuments.com/doc/iso-22523-2006

ISO 22523:2006(E)

Annex A (informative) Guidance on methods of determining the strength of upper-limb prosthetic

L Lo o 13
Annex B (normative) Method of determining the mechanical properties of knee joint assemblies
for lower-limb orthotiC deVICEeS..........coiiciirireie e e e e nsnn e nanan 28
Annex C (informative) Guidance on methods of determining the flammability and toxicity of
combustion products of lower-limb prosthetic devices .......cccccciiiiicciieriii e 41
Annex D (informative) Guidance on methods of establishing the force or moment required
to operate the control and actuating mechanisms on prosthetic and orthotic devices.............. 55
Annex E (informative) Reference to the essential principles of safety and performance of medical
devices in accordance With ISO/TR 16142 ... e 80
70 o] 1T o T T o o 1 Y 82
Figure A.1 — Test sample segment [eNGths ..........coo i 15
Figure A.2 — Configuration of test 1 ... e s e s 16
Figure A.3 — Configuration of test 2 and test 4............ocorireeriii e 17
Figure A.4 — Configuration of test 3 and test 5..........cccccocirireeriirrccrr e 17
Figure A.5 — Examples of test sample configurations............cccvvreerirircecer s 18
Figure B.1 — Example of a test rig design suitable for the application of the four-point loading
L SYSEOIM - 34
Figuife B.2 — Arrangements of the four-point loading system (continued on Figure B.3) ........cccocuueeee. 35
Figufe B.3 — Arrangements of the four-point loading system (continued from Figure B.2)................... 36
Figure B.4 — Test orientations for joint assemblies intended to restrain motion in four directions
mutually at right angles (S€e B.5.1)..... e e e 37
Figure B.5 — Example of a bending moment/angular deflection curve: single-stage failure
(T T A TR 2 14 o e e 1 ) PSSR 38
Figure B.6 — Examples of a bending moment/angular deflection curve: two-stage failures
(T30 T 0 TR 2 14 o e e 1 ) PSSR 39
Figure C.1 — Test sample dimensions trans-femoral (above-knee) — Finished limb.................ccccc........ 48
Figure C.2 — Test sample dimensions trans-tibial (below-knee) — Finished limb .............cccccccumeeeennnn. 49
Figure C.3 — Test sample dimensions trans-femoral (above-knee) — Socket former.............ccccccerrern.. 50
Figure C.4 — Test sample dimensions trans-tibial (below-knee) — Socket former ..........coccvrriiiinniinns 50
Figure C.5 — Radiant heat source test..........ccooimiiiiiiini i ——— 51
Figure C.6 — Flaming ignition source test...........cccioiiiiiiiini 52
Figure C.7 — Sample support frame and weighing platform ... 53
Figure D.1 — Bowden cable arrangement during test ..........cccciiiiiiiiinini 69
Figure D.2 — Test set-up according to D.6.2 for sample category D.3.1 a) Orthotic knee joints
With I0CKING MECRANISMN............eeeee s nnnn 70
Figure D.3 — Test set-up according to D.6.3 for sample category D.3.1 b) Orthotic elbow joints
With I0CKING MECRANISMN...........eeeeeee s s nnn 70
Figure D.4 — Test set-up according to D.6.4 for sample category D.3.1 c) Prosthetic knee units
with locking mechanism (continued on Figure D.5).......ccccoiiiiiccccsemrinnn e ssse e e e 7
Figure D.5 — Test set-up according to D.6.4 for sample category D.3.1 c) Prosthetic knee units
with locking mechanism (continued from Figure D.4) ..........ccocciiiiimminnniinr e 72
Documents
. Document Sharing Hub
Copyright International Organization for Standardization © ISO 2006 — All r|ght3 reserved
Provided by IHS under license with ISO
No reproduction or networking permitted without license from IHS Not for Resale

Full document details: ISO 22523-2006


http://www.avadocuments.com/doc/iso-22523-2006
http://www.avadocuments.com/doc/iso-22523-2006

ISO 22523:2006(E)

Figure D.6 — Test set-up according to D.6.5 for sample category D.3.1 d) Prosthetic elbow units

With I0CKING MECRAANISI ........coeeiiiiee e 72
Figure D.7 — Test set-up according to D.6.6 for sample category D.3.1 e) Prosthetic elbow units

With user-driven artiCUlation...................oooiiiiicciminee e s 73
Figure D.8 — Test set-up according to D.6.7 for sample category D.3.1 f) Terminal devices with

JoT0 7128 0o [oX= g o I8 {77 T /Lo I 74
Figure D.9 — Test set-up according to D.6.8 for sample category D.3.1 g) Terminal devices with

built-in OPeNiNgG FUNCHION............oovcueiiiieti i an e 75
Figure D.10 — Test set-up according to D.6.9 for sample category D.3.1 h) Terminal devices with

no built-in closing or opening function, actuated by force application..................ccccecceeeacnnennnn. 76
Figure D.11 — Test set-up according to D.6.10 for sample category D.3.1 i) Terminal devices with

no built-in closing or opening function, actuated by torque application .................cccccceeeecnrennnn. 77
Figure D.12 — Test set-up according to D.6.11 for sample category D.3.1 j) Terminal devices with

break-open feature for emergency SitUAQtioNs ..............cooccceeeeceeeeiiissccsssereee s sssne e e s s s s ssnnsseeees 78
Figure D.13 — Test set-up according to D.6.12 for sample category D.3.1 k) Prosthetic devices

with fail-safe release unit, illustrated for a separable prosthetic adaptor plate...........ccc............ 79
Table A.1 — Number of tests and test samples required............ccccorrreecerrrrcccre e 19
Table B.1 — Example of teSt rePOrt ......... . e e e s s e smmne e e e e s nnnnn 40
Table C.1 — Worked example of calculating the TTPD ... e 54
Table D.1 — Parameters of the test set-up for sample category D.3.1 @) ........ccoccmriiriimnnincinninsieennnneee 60
Table D.2 — Parameters of the test set-up for sample category D.3.1 €) ....c.coecvrrriiiiinninciinnnces e 62
Table D.3 — Details Of the test report......... e s e e 67
Table D.4 — Values of actuating/operating force (and displacement) and moment measured on

different categories of test SAMPIE ... ——— 68
Table E.1 — Correspondence between this International Standard and the essential principles of

ST T I e <3 81

Documents

Document Sharing Hub
A 1A~ AR~ AT
Copyright International Organization for Standardization ghtS reserved \4
Provided by IHS under license with ISO
No reproduction or networking permitted without license from IHS Not for Resale

Full document details: ISO 22523-2006


http://www.avadocuments.com/doc/iso-22523-2006
http://www.avadocuments.com/doc/iso-22523-2006

ISO 22523:2006(E)

Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards bodies
(ISO member bodies). The work of preparing International Standards is normally carried out through ISO
technical committees. Each member body interested in a subject for which a technical committee has been
established has the right to be represented on that committee. International organizations, governmental and
non-governmental, in liaison with ISO, also take part in the work. ISO collaborates closely with the
International Electrotechnical Commission (IEC) on all matters of electrotechnical standardization.

International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 2.

The main task of technical committees is to prepare International Standards. Draft International Standards
adopted by the technical committees are circulated to the member bodies for voting. Publication as an
International Standard requires approval by at least 75 % of the member bodies casting a vote.

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent
rights. ISO shall not be held responsible for identifying any or all such patent rights.

ISO 22523 was prepared by Technical Committee ISO/TC 168, Prosthetics and orthotics.
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Introduction

This International Standard has been prepared in close collaboration with Technical Committee CEN/TC 293
Technical aids for disabled persons.

This International Standard represents the revised version of the Harmonized European Standard
EN 12523:1999 already implemented by the member countries of the European Union and the European Free
Trade Association in accordance with the CEN/CENELEC Internal Regulations. Consequently, these
regulations apply accordingly.

This International Standard has been prepared under a mandate given to CEN by the European Commission
and the European Free Trade Association, and supports essential requirements of EU Directive(s).

For relationship with EU Directive(s), see informative Annex ZA, which is an integral part of this International
Standard.

This International Standard provides one means to demonstrate that external limb prostheses and external
orthoses, which are also medical devices, conform to the essential requirements outlined in general terms in
Annex 1 of the EU Directive 93/42/EEC on medical devices.

This International Standard also provides means to demonstrate that external limb prostheses and external
orthoses with radio equipment according to definition 3.8 conform to the essential requirements of the EU
Directive 99/5/EC on radio equipment and telecommunications terminal equipment.

This standard is not intended to provide a means of showing conformity with the requirements of any other
directive.

There are three levels of European Standard dealing with technical aids for disabled persons. These are as
follows, with level 1 being the highest:

Level 1: General requirements for technical aids
Level 2: Particular requirements for families of technical aids

Level 3: Specific requirements for types of technical aids.

Where standards for particular aids or groups of aids exist (level 2 or 3), the requirements of lower-level
standards take precedence over higher-level standards. Therefore, to address all requirements for a particular
aid, it is necessary to consult first, standards of the lowest available level.

This is a combined level 2- and 3-standard (lowest possible) for external limb prostheses and external
orthoses, as specified in the scope.

In this International Standard, in addition to the reference to existing test standards, test methods for several
types of prostheses and orthoses are specified in separate annexes A to D.

Annex ZA is included to show the parts of this European Standard which address the essential requirements
of EU Directives 93/42/EEC and 99/5/EC.

NOTE Although this International Standard does not contain references to the level 1-standard EN 12182 Technical
aids for disabled persons — General requirements and test methods, it is recommended that EN 12182 be consulted.
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INTERNATIONAL STANDARD 1ISO 22523:2006(E)

External limb prostheses and external orthoses —
Requirements and test methods

1 Scope

This International Standard specifies requirements and test methods for external limb prostheses and external
orthoses, including the following classifications from 1ISO 9999:

06 03 - 06 15 Orthoses
06 18 - 06 27 Limb prostheses

It covers strength, materials, restrictions on use, risk and the provision of information associated with the
normal conditions of use of both components and assemblies of components.

This International Standard does not cover special seating as it is not classified as an orthosis in 1ISO 9999
and it is not normally body worn.

NOTE 1 It is intended to cover orthopaedic footwear (classification 06 33) in the future.

NOTE 2 The application of Quality Systems as described or referred to in 1SO 13485 and ISO 13488 may be
appropriate.

2 Normative references

The following referenced documents are indispensable for the application of this document. For dated
references, only the edition cited applies. For undated references, the latest edition of the referenced

document (including any amendments) applies.

ISO 8548-1, Prosthetics and orthotics — Limb deficiencies — Part 1: Method of describing limb deficiencies
present at birth

ISO 8548-2, Prosthetics and orthotics — Limb deficiencies — Part 2: Method of describing lower limb
amputation stumps

ISO 8548-3, Prosthetics and orthotics — Limb deficiencies — Part 3: Method of describing upper-limb
amputation stumps

ISO 8549-1, Prosthetics and orthotics — Vocabulary — Part 1: General terms for external limb prostheses
and external orthoses

ISO 8549-2, Prosthetics and orthotics — Vocabulary — Part 2: Terms relating to external limb prostheses and
wearers of these prostheses

ISO 8549-3, Prosthetics and orthotics — Vocabulary — Part 3: Terms relating to external orthoses
ISO 10328, Prosthetics — Structural testing of lower-limb prostheses — Requirements and test methods

ISO 13404:2005, Prosthetics and orthotics — Classification and description of external orthoses and orthotic

components
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ISO 13405-1, Prosthetics and orthotics — Classification and description of prosthetic components —
Part 1: Classification of prosthetic components

ISO 13405-2, Prosthetics and orthotics — Classification and description of prosthetic components —
Part 2: Description of lower-limb prosthetic components

ISO 13405-3, Prosthetics and orthotics — Classification and description of prosthetic components —
Part 3: Description of upper-limb prosthetic components

ISO 15032, Prosthetics — Structural testing of hip units
ISO 22675, Prosthetics — Testing of ankle-foot devices and foot units — Requirements and test methods

IEC 60335-2-17 Household and similar electrical appliances — Safety — Part 2-17: Particular requirements
for blankets, pads and similar flexible heating appliances

IEC 60601-1:1988, Medical electrical equipment — Part 1: General requirements for safety

IEC 60601-1-2, Medical electrical equipment — Part 1-2: General requirements for safety — Collateral
standard: Electromagnetic compatibility — Requirements and tests

IEC 61000-4-3, Electromagnetic compatibility (EMC) — Part 4-3: Testing and measurement techniques —
Radiated, radio-frequency, electromagnetic field immunity test

EN 1041, Information supplied by the manufacturer with medical devices

EN 50082-2, Electromagnetic compatibility (EMC) — Generic immunity — Part 2: Industrial environment

3 Terms and definitions

For the purposes of this document, the definitions of ISO 8548 Parts 1 to 3, ISO 8549 Parts 1 to 3 (except the
definitions for the terms “(external limb) prosthetic device” and “(external) orthotic device”, ISO 13404 (except
the definitions for the terms “side member” and 'joint assembly') and 1SO 13405 Parts 1 to 3 together with the
following terms and definitions apply. The definitions are listed in the order of citation.

31

(external limb) prosthetic device

external limb prosthesis

externally applied device consisting of a single component or an assembly of components used to replace
wholly, or in part, an absent or deficient lower or upper-limb segment

NOTE In this International Standard the term “prosthetic device” is used.

3.2

(external) orthotic device

external orthosis

externally applied device consisting of a single component or an assembly of components applied to the
whole or part of the lower limb, upper-limb, trunk, head or neck and their intermediate joints to assist the
neuro-muscular and skeletal systems

NOTE In this International Standard the term “orthotic device” is used.

3.3
user
person using (wearing) the prosthetic or orthotic device
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3.4
attendant
person who assists the user

3.5

technical documentation

manufacturer's record of data showing conformity of a prosthetic or orthotic device with the requirements of
this International Standard and which is intended to be used as part of the technical documentation required
by the Medical Devices Directive for conformity assessment procedures

3.6

clinical evaluation

means for confirming that a prosthetic or orthotic device conforms to the requirements of the Medical Devices
Directive by a compilation of clinical data that includes any scientific literature and the results of any clinical
investigations, taking into account any relevant Harmonized Standards

3.7

clinical investigation

any systematic study in human subjects, undertaken to verify the safety and performance of a specific medical
device, under normal conditions of use

[ISO 14155-1]

3.8

radio equipment

product or relevant component thereof, capable of communication by means of the emission and/or reception
of radio waves utilizing the spectrum allocated to terrestrial/space radio communication

NOTE The definitions of 3.9 to 3.19 below primarily apply to Annex B.

3.9

knee joint

joint in the side member of a lower limb orthosis that allows movement in the principal plane of flexion of the
anatomical knee joint

3.10

side member

medial or lateral component of either one-piece or compound construction and including side pieces (uprights),
end pieces, joints or adjustment devices

3.1
joint assembly
knee joint with integral side members or with side members attached

3.12

parallel side member

side member whose individual above-knee and below-knee components have cross sections of essentially
constant dimensions

3.13

stepped side member

side member whose cross section, at a distance of more than 75 mm from either side of the axis of flexion, is
reduced to a smaller cross section of constant dimensions

3.14

bending deformation

angular deflection (3.15) of a joint assembly (3.11) upon application of a bending moment by a four-point
loading system (see Figures B.1, B.2 and B.3)
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3.15

angular deflection

measure of the bending deformation (3.14) (see Figures B.1, B.5 and B.6), angular deflection to be the sum of
the numerical values of angular rotation a4 and o, of the two shafts which carry the mountings of the two pairs
of rollers acting on the ends of the test sample

3.16

limit of proportionality

point in a bending moment/angular deflection (3.15) relationship beyond which there is deviation from the
initial linear behaviour (see Figures B.5 and B.6)

3.17

bending stiffness

ratio of change of bending moment to corresponding change of angular deflection (3.15) within the region of
linear proportionality

3.18
maximum bending moment
M

max

bending moment at fracture or at which a further increase in the bending deformation of the test sample
results in either a decrease of the bending moment (see Figure B.5) or an increase in the rate of change of the
bending moment (see Figure B.6)

NOTE If, during a test, the bending moment is constant or decreases as the bending deformation increases, but a
secondary structure subsequently carries the load so that the bending moment and the bending deformation resume
increasing together, then the maximum bending moment is the first maximum that is observed in the test and the
contribution of any secondary structure is ignored (see Figure B.6)

3.19
bending deformation at the maximum bending moment

amount of the bending deformation (3.14) when the value of the bending moment is M, .,

4 General requirements

4.1 Risk management

Possible hazards associated with a prosthetic or an orthotic device can endanger the user. For this reason the
manufacturer shall establish and maintain a process for identifying those hazards and evaluating the
associated risks, controlling these risks and monitoring the effectiveness of the control. This risk management
process shall include the following elements:

— risk analysis;
— risk evaluation;
— risk control;

— post-production information.
NOTE 1 ISO 14971 can be used as guidance.

NOTE 2  Application of ISO 14971, as guidance, does not require that the manufacturer has a formal quality system in
place. However, risk management can be an integral part of a quality system (see, for example, Table G.1 of
ISO 14971:2000).

NOTE 3  The results of the risk management process may be used to select from this International Standard the
requirements which apply.
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4.2 Intended performance and technical documentation

The intended performance including, where appropriate, strength and durability of a prosthetic or orthotic
device shall be described in the technical documentation which sets out its functional characteristics, its
application(s) and conditions of use.

The technical documentation shall include, where appropriate, references to relevant clinical and scientific
literature, any strength and/or life calculations, appropriate standards and test results.

4.3 Clinical evaluation

The extent and nature of any clinical evaluation shall be governed by the novelty of the design, materials,
method of manufacture and/or application in the judgement of a qualified person/body.

The prosthetic or orthotic device under evaluation shall be found to be acceptable in the judgement of a
qualified person/body.

The identity of the qualified person/body and the basis of the judgement shall be recorded in the
manufacturer's technical documentation (see 4.2).

NOTE Clinical evaluation can require clinical investigation, which can be conducted using ISO 14155-1 and
ISO 14155-2 as guidance.

4.4 Strength and related conditions of use

4.4.1 A prosthetic or orthotic device shall have the strength to sustain the loads occurring during use by
amputees, or other persons with a physical handicap, in the manner intended by the manufacturer for that
device according to his written instructions on its intended use.

NOTE For further information see 5.4 and NOTE in 5.2.2.

4.4.2 In order to comply with the requirement(s) of 4.4.1, the appropriate/relevant requirements of 4.4.3
to 4.4.7 shall be met.

4.4.3 The strength of a lower-limb prosthetic device shall be determined by application of the relevant tests
specified in ISO 10328 (see NOTES 1 and 2), ISO 22675 (see NOTE 2) and/or ISO 15032 at a specific test
loading level.

NOTE 1 ISO 10328 does not include test methods for flexion testing of knee units with stance phase control
mechanisms.

NOTE 2 In order to allow continuity of testing by checking the test methods for ankle-foot devices and foot units
specified in ISO 22675 against those specified in ISO 10328, a transition period will be established, during which both test
methods are valid. For practical reasons this transition period will be adapted to the period of time after which the
systematic review of ISO 10328 and ISO 22675 is indicated. The systematic review of both standards is expected to result,
among other outcomes, in the finding on whether the test methods specified in 1ISO 22675 have demonstrated their
suitability.

4.4.4 The strength of all other prosthetic and orthotic devices shall be determined in the manner specified
in a) to d).

The justification for the manufacturer's selections in a) to d) shall be recorded in the technical documentation
(see 4.2).

a) The manufacturer shall specify which of the following category/categories of strength is/are considered to
be appropriate:

1) fatigue strength: the cyclic load which can be sustained for a prescribed number of cycles;
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2) proof strength: the static load representing an occasional severe event, which can be sustained and
still allow the prosthetic or orthotic device to function as intended;

3) ultimate strength: the static load representing a gross single event, which can be sustained but which
might render the prosthetic or orthotic device thereafter unusable.

a) The manufacturer shall specify the strength level(s) considered to be appropriate.
b) The manufacturer shall specify the method(s) of test to be applied, with the exception described in 4.4.5.

NOTE An upper-limb prosthetic device can be tested, if appropriate, using the methods specified in Annex A as
guidance.

¢) The manufacturer shall specify the test loading condition(s) and/or the test loading level(s) at which the
test(s) shall be conducted.

4.4.5 An orthotic knee joint assembly shall be tested, if appropriate, in accordance with the procedures
specified in Annex B.

NOTE These procedures are not intended for the testing of complete lower-limb orthotic devices.

4.4.6 Details of the category/categories of strength and strength level(s) specified and details of the tests,
test loading conditions and/or test loading levels applied to the prosthetic or orthotic device shall be given in
the information supplied by the manufacturer (see Clause 13).

4.4.7 The manufacturer shall specify the loading conditions for a prosthetic or orthotic device to comply with
the requirements of 4.4.1. Reference shall be made to loading parameters and/or other conditions of the
intended use that can be quantified or that are known to be interpreted in a uniform way.

NOTE For lower-limb prosthetic devices, the body mass is the quantifiable loading parameter commonly referred to.

The specification of these loading parameters and/or other relevant conditions of use shall take account of the
safety factors corresponding to the particular use of the prosthetic or orthotic device intended by the
manufacturer, which are determined by the ratio between the test loading conditions and/or test loading levels
applied to the device and the corresponding loads expected to be exerted on the device during use by
amputees or other persons with a physical handicap in the manner intended by the manufacturer.

4.4.8 Details of the loading conditions for a prosthetic or orthotic device, specified by the manufacturer in
accordance with 4.4.7, shall be stated in the information supplied by the manufacturer with the device (see
Clause 13).

4.4.9 Details of the specific loading parameters and/or other relevant conditions of use according to 4.4.7,
required to comply with the requirements of 4.4.1 for a prosthetic or orthotic device, shall be stated in the
written instructions on the intended use of that device, supplied by the manufacturer with the device (see
Clause 13).

5 Requirements for materials

5.1 Flammability of materials and toxicity of combustion products

5.1.1 In prosthetic or orthotic devices every effort shall be made to use materials which minimize the risk of
propagation of flames or production of toxic gases, as it is of particular importance to disabled persons who
may not be able to escape from a fire. The use of non-flame-retardant materials shall be regularly reviewed as
there is continuous development in this field.

NOTE To test materials used in lower-limb prosthetic devices, the methods specified in Annex C can be used as
guidance.
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5.1.2 If the clinical requirements for a prosthetic or orthotic device prevent the use of materials which
minimize the risk of propagation of flames or the production of toxic gases, the requirements in 5.1.3 and 5.1.4
shall be met.

5.1.3 The device shall be supplied with a warning and a description of the precautions necessary to reduce
the risk (see Clause 13).

5.1.4 The reasons not to use materials such as those referred to in 5.1.2 shall be stated in the
manufacturer's technical documentation (see 4.2).

5.2 Biocompatibility, contaminants and residues

5.2.1 General

This subclause shall not apply to materials which have been in use in prosthetic or orthotic devices for several
years prior to the publication of this International Standard and which are known to be suitable for the
application.

Materials that come into contact with the human body shall be assessed for biocompatibility, taking into
account the intended use and contact by those involved in user care or transportation and storage of the
product.

NOTE Guidance on the selection of appropriate tests is given in ISO 10993-1.

5.2.2 Contaminants and residues

All materials used in prosthetic or orthotic devices shall not cause the user to be exposed to cytotoxicity,
irritation and sensitization when that device is being used in the intended manner.

NOTE Structural materials used in a prosthetic or orthotic device should retain their strength characteristics in the
presence of fluids and other substances found in their normal environment.

5.3 Infection and microbiological contamination

The manufacturer shall specify the means by which a prosthetic or orthotic device and/or the body surface to
which it applies can be cleaned and, if appropriate, disinfected (see Clause 10).

Animal tissue products can carry infection and microbiological contamination, and manufacturers should
examine them for signs of disease or contamination.

For more information see ISO 22442-1.

5.4 Resistance to corrosion and degradation

If the strength of a prosthetic or orthotic device, or the safety of the user or an attendant, may be affected by
corrosion and/or degradation, risk analysis shall be used to determine the most appropriate protective
measures.

6 Noise and vibration

There are no specific requirements for prosthetic and orthotic devices.

Documents
Document Sharing*—lub

A 1A~ AR~ AT
Copyright International Organization for Standardization ghtS reserved

Provided by IHS under license with ISO

No reproduction or networking permitted without license from IHS Not for Resale

Full document details: ISO 22523-2006


http://www.avadocuments.com/doc/iso-22523-2006
http://www.avadocuments.com/doc/iso-22523-2006

ISO 22523:2006(E)

7 Electromagnetic compatibility (EMC)

Where relevant, a prosthetic or orthotic device shall satisfy the EMC requirements by complying with
IEC 60601-1-2.

Where relevant, a prosthetic or orthotic device shall in particular satisfy the following requirement of radiated
immunity: The device shall function in a normal way in the presence of radio frequency (RF) fields up to a
level of 12 V/m, from 26 MHz to 1 GHz.

Compliance shall be checked by subjecting the device to a radiated immunity test, carried out in accordance
with IEC 61000-4-3 at a test level of 12 V/m, from 26 MHz to 1 GHz.

NOTE The requirement of radiated immunity and the method of checking compliance has been adopted from
standards for electrically powered wheelchairs and motorized scooters (see EN 12184:2004 and 1ISO 7176-21:2003).

Manufacturers should consider the electromagnetic environments in which their products are likely to be used
and the possible consequences of malfunction.

Where relevant, prosthetic and orthotic devices may be used in the presence of other electronic equipment.
The electromagnetic compatibility (EMC) should be carefully matched to the environment in which the device
is intended to be used.

When specifying the EMC performance of the device, manufacturers should recognize the already widely
accepted environments of

— residential, commercial and light industrial;
— industrial;

— other (typically meaning more harsh environments and some specific places such as hospitals or near
specific machinery, e.g. transmitters and security scanners in public and other places).

If a prosthetic or orthotic device is intended for use in an industrial environment, it shall comply with
EN 50082-2.

8 Electrical safety

NOTE IEC 60601-1 and IEC 60601-1-1 can be used as guidance.
8.1 Battery-powered prosthetic and orthotic devices

8.1.1 Battery housings and connections

Battery housings and connections incorporated in a prosthetic or orthotic device shall comply with the
requirements of 56.7 of IEC 60601-1:1988.

8.1.2 Charge level indicators

If the safety of the user depends upon the internal power supply of a prosthetic or orthotic device, that device
shall be equipped with a means of indicating the state of the power supply prior to the critical state at which
safety is no longer guaranteed.

Compliance shall be checked by inspection.
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8.2 Circuit protection

If the power supply of a prosthetic or orthotic device can be overloaded in use and the overload can cause a
risk to the user, that device shall be protected against the overload.

Compliance shall be checked by inspecting the device in an overload condition.

8.3 Electronic programmable systems

A prosthetic or orthotic device incorporating electronic programmable systems shall be designed to ensure the
repeatability, reliability and performance of the systems according to their intended use.

NOTE IEC 60601-1-4 can be used as guidance.

8.4 Electrically heated blankets, pads and similar flexible heating appliances

A prosthetic or orthotic device which incorporates flexible heating appliances should conform to the
requirements of IEC 60335-2-17.

8.5 Prosthetic and orthotic devices with skin contact electrodes ")

The manufacturer shall conduct a risk analysis to assess the safety risks related to the use of skin contact
electrodes incorporated in a prosthetic or orthotic device used for nerve and muscle stimulation.

NOTE Guidance on the selection of appropriate tests is given in IEC 60601-1.
8.6 Prosthetic and orthotic devices with radio equipment

8.6.1 General

Radio equipment incorporated in and/or used together with a prosthetic or orthotic device shall comply with
the relevant requirements of Clause 7 and 8.1 to 8.3.

In addition, it shall satisfy the requirements of 8.6.2 and 8.6.3.

8.6.2 Frequency spectrum of radio equipment

Radio equipment incorporated in and/or used together with a prosthetic or orthotic device shall be so
constructed that the frequency spectrum used does not cause harmful interference, i.e. interference which
endangers the functioning of radio navigation service or of other safety services or which otherwise seriously
degrades, obstructs or repeatedly interrupts a radio communications service operating in accordance with the
applicable community or national regulations.

NOTE Due to the lack of uniform regulations applicable worldwide, for the time being this requirement can only be
satisfied by demonstrating that the frequency spectrum used by the device complies with the legal frequency spectrum
according to national or international regulations applicable to each of the countries in which the device is intended to be
placed on the market.

8.6.3 Operation of radio equipment by the user

The manufacturer shall assess the particular conditions of operation of radio equipment incorporated in and/or
used together with a prosthetic or orthotic device with respect to the capabilities of the intended user and
regard the results in his decision on the appropriate design of control units or elements.

NOTE For further information ISO 16201 may be used as a guidance.

1) Further guidance on requirements and test methods for prosthetic and orthotic devices with skin contact electrodes for
nerve and muscle stimulation is given in [17] (see Bibliography).
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9 Surface temperature

A prosthetic or orthotic device may contain units which absorb energy and therefore rise in temperature during
normal intended use resulting in the risk of injury to the user touching the device.

The possibility of a temperature rise which may impair comfort should be investigated.

Wherever possible a device such as that referred to in the first paragraph shall be provided with a means of
protection to remove or minimize the risk.

If means of protection cannot be incorporated in such a device, clear warnings shall be given either on the
device or with the instructions for use (see Clause 13).

10 Sterility
Prosthetic and orthotic devices are not usually supplied or used in a sterile condition. If specific devices

require to be sterilized for particular applications, the manufacturer shall provide advice as to which
sterilization processes can be applied.

11 Design requirements

11.1 Safety of moving parts

NOTE Due to the nature of its intended purpose, some parts of a prosthetic or orthotic device can be required to
move relative to each other and as a result can trap and damage parts of the body or clothing of users or other persons.

Wherever possible such a device shall be provided with means of protection to remove or minimize the risk
during normal intended use.

If a means of protection cannot be incorporated in such a device, clear warnings shall be given either on the
device or with the instructions for use (see Clause 13).

11.2 Safety of connections

The terminals and connectors to the electric and/or fluid energy supplies or other connections of a prosthetic
or orthotic device which the user requires to handle shall be designed and constructed in such a way as to
minimize risk to the user.

Compliance shall be checked by inspection.

12 Mechanical requirements

12.1 Restrictions on use

12.1.1 If a prosthetic or orthotic device can be produced by combining components or assemblies of
components from different manufacturers, the combination shall satisfy the requirements in 12.1.2 and 12.1.3.

12.1.2 The manufacturer of a component and/or assembly of components shall provide information on the
other components which are known to be suitable for use in combination (see Clause 13).

12.1.3 The manufacturer of a prosthetic or orthotic device consisting of components and/or assemblies of
components from different manufacturers shall prepare a declaration that the components and/or assemblies
of components are mutually compatible and that the intended use of that device is within the safe limits of use
of each component and/or assembly of components (see Clause 13).
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12.1.4 The manufacturer of a component and/or assembly of components shall provide information on any
limitation on the use of a prosthetic or orthotic device to any specific parameter such as loading
(see Clause 13).

12.2 Forces in soft tissues of the human body

Prosthetic and orthotic devices by the nature of their functions require to apply forces to the body segments to
which they are attached. The interface components of devices should be designed to avoid unacceptable
pressure on and stress levels in body tissues.

Mechanically based risks to tissue can include

— cell necrosis due to restricted nutrition and oxygen supply;

— tissue breakdown due to mechanical overload;

— tissue breakdown due to fatigue;

— tissue wear due to abrasion;

— cell destruction due to thermal coagulation.

12.3 Ergonomic principles

If the operation of a prosthetic or orthotic device requires the user to apply a force or moment to an actuator,
the manufacturer shall ensure that the magnitude of the required force or moment is suitable for the user.

Prosthetic and orthotic devices should be designed on ergonomic principles taking into account the special
needs of the intended user. If a device or one of its components or assemblies of components requires
adjustment or operation by the user, the means of adjustment or operation should be easily accessible and
ergonomically practicable for the user.

NOTE 1 Annex D describes methods of establishing the force or moment required to operate the control and actuating
* mechanisms on prosthetic and orthotic devices and can be used as guidance.

It has been found in practice that the minimum value of the operating force or moment to be applied by the
user to the actuator of the control or actuating mechanism of a complete prosthetic or orthotic device should
be atleast 5 N or 0,1 N-m in order to avoid accidental operation of that control or actuating mechanism.

NOTE 2  For further information on ranges of operating force or moment measured on samples of orthotic knee and
elbow joints, prosthetic knee and elbow units and prosthetic terminal devices see Clause D.6.

13 Information supplied by the manufacturer

13.1 General

13.1.1 The information supplied with a prosthetic or orthotic device shall conform to the requirements
of EN 1041.

13.1.2 The information supplied with a prosthetic or orthotic device shall include those of the items
addressed or specified in 4.4.6, 4.4.8,4.4.9, 5.1.3, 5.3, 9, 11.1, 12.1.2, 12.1.3 and 12.1.4, which are relevant
to that device.

NOTE If appropriate, the user should be advised that the safety and lifetime of the prosthetic or orthotic device
depends upon the level of his/her activity while using the device.
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13.1.3 If a prosthetic or orthotic device uses visual, audible or other sensible (sensory) signals to indicate
operating or adjusting parameters, the manufacturer shall ensure that the meaning of these signals is
understandable to the user and other involved persons.

13.2 Labelling

13.2.1 Each prosthetic or orthotic device, for which the manufacturer claims compliance with the relevant
requirements of one or more standards and/or specifications listed in 4.4.3 and addressed in 4.4.4 and 4.4.5,
shall be labelled. The label shall refer to the relevant standard(s) and/or specification(s) and state the test(s),
test loading condition(s) and/or test loading level(s) applied (see 4.4.6). If appropriate, the label shall also
provide information on the ranges or limits of the intended use of the prosthetic or orthotic device, for example
by specifying the permissible maximum values of relevant parameters [see 4.4.7, 4.4.8, 44.9 and also
13.3.1 a)].

The statements on the label shall be given independent of any specific information on the intended use of the
prosthetic or orthotic device supplied by the manufacturer with the device.

13.2.2 If specific requirements for labelling are included in the relevant standard(s) and/or specification(s)
listed in 4.4.3 and addressed in 4.4.4 and 4.4.5, these shall apply.

13.3 Intended use

13.3.1 The written instructions on the intended use of a prosthetic or orthotic device, supplied by the
manufacturer with the device, shall comprise at least

a) specification of the permissible maximum values of principal loading parameters or permissible threshold
values of other relevant conditions of use, which limit the loads allowed to be exerted on the prosthetic or
orthotic device during use by amputees or other persons with a physical handicap, who are intended to
be fitted with this device (see 4.4.7, 4.4.8 and 4.4.9);

b) statement of the assemblies and/or alignments in which the prosthetic or orthotic device can be used
(see 12.1).

13.3.2 If specific requirements for the instructions on the intended use are included in the relevant
standard(s) and/or specification(s) listed in 4.4.3 and addressed in 4.4.4 and 4.4.5, these shall apply.

14 Packaging
Manufacturers are strongly recommended to address the need for protective packaging.

NOTE The packaging of a prosthetic or orthotic device is intended to provide appropriate protection against damage,
deterioration or contamination during storage and transportation to the point of use. The various forms of storage and the
types of transportation that might be encountered therefore should be considered, and the effectiveness of the packaging

checked.
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Annex A
(informative)

Guidance on methods of determining the strength of upper-limb
prosthetic devices

A.1 General

The evaluation of upper-limb prosthetic devices described in this annex concentrates on structural strength.
The test instructions specify which properties are to be tested and measured and the manner in which tests
are to be carried out.

NOTE Either complete prostheses or sub-assemblies or single components can be tested.
This annex does not cover associated requirements for field trials, wear, environmental and functional tests.
This annex does not cover cosmetic devices.

The laboratory tests and field trials shall be repeated when significant design changes are made to load-
bearing parts of an upper-limb prosthetic device.

A.2 Principle

The method of evaluating the strength of upper-limb prosthetic devices is based on a series of laboratory tests
consisting of a static tensile test, and static and cyclic downward and upward bending tests.

The static tensile test is intended to be applied to test samples of upper-limb prosthetic devices of any -
composition, aligned in full extension. ;

The static and cyclic downward and upward bending tests are intended to be applied to test samples of upper- :
limb prosthetic devices, incorporating an elbow and/or shoulder unit with a locking mechanism or other means
of maintaining the angle of flexion/extension and adduction/abduction which allow(s) their alignment as close
as possible to the following situation (see also A.3.4):

— shoulder unit in neutral position of flexion/extension and adduction/abduction;

— elbow unit in flexed position with forearm at right angles to the upper arm.

A.3 Test samples

A.3.1 General

The manufacturer/submitter shall prepare a test sample description in accordance with 1ISO 13405-3, to be
submitted together with the test submission document (see clause A.6).

A.3.2 Selection of test samples

The test samples of upper-limb prosthetic devices selected for test shall be taken from normal production.
Details of the selection shall be recorded in the test submission document. If the manufacturer/submitter
supplies a certificate stating that the test sample has been taken from the normal production, this certificate
shall be included in the test submission document, together with details of the sampling method.

NOTE Test samples of prosthetic structures may also be submitted for specific tests by any interested party.
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A.3.3 Preparation of test samples

All sub-assemblies and single components submitted for test shall have the manufacturer's/submitter's
recommended wrist face centre, elbow joint centre and elbow joint centre line, humeral face centre and
shoulder joint centre clearly defined, in order to allow their correct positioning in the test sample set-up as
specified in this subclause and in A.3.4.

Omit cosmetic fairings from the sample unless they contribute to the structural strength, or are subject of a
requirement of a specific test.

Ensure ‘that the test sample is provided with an upper (proximal) end attachment, required for the fixation of
the test sample within the test equipment, and with a lower (distal) end attachment or a special grip device for
a terminal device (see below), required for the application of the distal test force to the test sample.

Prepare:E the location of the point of load application P of the distal test force to the test sample as follows.

a) If the test force is to be applied to a distal end attachment, point P shall be located on the long axis of the
lower arm at a distance, ¢, from the elbow centre (see Figure A.1.)

b) If the test force is to be applied to the special grip device described, point P shall be located as specified
in 1) and 2).

1) For the distal tensile test (A.8.2) point P should be the connecting point of the attachment cable/cord
of the grip device, as illustrated in Figure A.2.

2) For the static and cyclic downward and upward bending tests (A.8.3, A.8.4, A.9.2 and A.9.3) point P
shall be the centre of the outer surface of the circular plate of the grip device on the side of load
application, as illustrated in Figures A.3 and A 4.

Ensure that the end attachments, as far as possible, match the physical characteristics of the adjacent
components used in the prosthetic device so that representative loads are applied.

NOTE This may be achieved by use of the intended adjacent components with the sample for test (see Figure A.5).

Representative loads may also be applied by the special grip devices, addressed in the above and specified
below.

Unless otherwise specified by the test laboratory/facility, the preferred grip device for a terminal device shall
be a rod of 19 mm diameter, 100 mm length and a surface roughness Ra of 1,6 uym.

For the distal tensile test specified in A.8.2 the rod shall be configured as illustrated in Figure A.2.

For the bending tests specified in A.8.3, A.8.4, A.9.2 and A.9.3 circular plates of 70 mm diameter and 5 mm
thickness should be placed at each end of the cylinder, one of the plates providing means of load application.

If appropriate, a socket may be used and may be partially filled to provide an upper (proximal) end attachment.
Ensure that the distal 15 mm (minimum) of the internal length of the socket is maintained void or filled with soft
cushioning material.

The representative test sample segment lengths, ¢ and d, are specified in the table in Figure A.1, together with
further dimensions for orientation.
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2  elbow joint
F  test force
P load application point
Dimension (mm)
Segment length Comments
Child Adult
a (=150) (~250) For orientation only
b (=60) (=100) For orientation only
c=a+b 210 350 Representative
d 150 250 Representative
e — — Dependent on individual design
f — — Dependent on individual design

Figure A.1 — Test sample segment lengths
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Dimensions in millimetres
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Figure A.2 — Configuration of test 1
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Figure A.3 — Configuration of test 2 and test 4
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Figure A.4 — Configuration of test 3 and test 5
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T

Figure A.5 — Examples of test sample configurations

A.3.4 Alignment of test samples

The alignment of test samples shall be carried out using the long axes of the upper and the lower arm,
determined as follows:

— the longitudinal axis of the upper arm passes through the centres of the shoulder unit and the elbow unit;
— the longitudinal axis of the lower arm passes through the centres of the elbow unit and the wrist unit.

For the distal tensile test the long axes of the upper and the lower arm shall be aligned closest to coincidence.
For the downward and upward bending tests the shoulder unit shall be locked closest to its neutral position of
flexion/extension and adduction/abduction and the elbow unit shall be locked at a flexion angle, at which the

long axes of the upper and the lower arm are closest at right angles.

For all tests the elbow joint centre line shall be aligned perpendicular to the long axes of the upper and lower
arm.

All tests shall be conducted in the worst-case alignment position of the test sample.
The structurally worst alignment position shall, if possible, be defined by the manufacturer/submitter in the test

submission document. It shall lie within the limitations of the manufacturer's written instructions for the
alignment of the limb, as supplied with every component of that type.
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A.3.5 Orientation marks on test samples

Ensure that samples submitted for test bear marks to indicate “front/anterior”, “outside/lateral”,
“upper/proximal”, to correspond with the intended orientation of the prosthesis, when fitted to the user.

Any marks on the test sample shall not affect its strength.

A.4 Number of tests and test samples required

The minimum number of tests and test samples required is listed in Table A.1.

Table A.1 — Number of tests and test samples required

Batch of test samples allowed for each test
T f test Referen Minimum number of
ype ot tes eterence tests 2@ Possible substitute
Regular test samples b
test samples

Static tests

- distal tensile test (Test 1) A.8.2 2 2 1

- downward bending test (Test 2) A.8.3 2 2 1

- upward bending test (Test 3) A8.4 2 2 1

Cyclic tests

- downward bending test (Test 4) A.9.2 1 1 1

- upward bending test (Test 5) A.9.3 1 1 1

a8 The term “minimum” indicates that the repetition of tests on permitted substitute test samples may be necessary.
b

The number of possible substitute test samples is related to each single test.

A.5 Multiple use of test samples

A.5.1 General

Test samples that have completed, without failing, any of the tests specified in this annex may be subjected to
other tests of this annex, except as stated in A.5.2.

Any decision on the multiple use of test samples should be based on a corresponding indication in the test
submission document (see Clause A.6) and/or the agreement between the manufacturer/submitter and the
test laboratory/facility.

As a general rule, any failure occurring during a test on a test sample that has been subjected to another test
justifies the repetition of the failed test on a substitute test sample (see Table A.1).

A.5.2 Restriction

Compliance of any test sample with the requirements of the cyclic tests of this annex cannot be claimed if the
test sample has previously been subjected to any of the static tests of this annex at a load level required to
determine the ultimate strength [see 4.4.4 a) 3)].

Documents

A 1O ANNAN AN g ' .
Copyright International Organization for Standardization ghtS reserved
Provided by IHS under license with ISO
No reproduction or networking permitted without license from IHS

Full document details: ISO 22523-2006

Not for Resale

Document Sharin‘?gHub


http://www.avadocuments.com/doc/iso-22523-2006
http://www.avadocuments.com/doc/iso-22523-2006

ISO 22523:2006(E)

A.6 Test submission document

A.6.1 General requirements

The manufacturer/submitter shall prepare the test submission document with any associated information and
shall provide at least one copy with the batch of test samples of every upper-limb prosthetic device submitted
for test.

Thé manufacturer/submitter shall, if appropriate, state in the test submission document which of the
information to be recorded in the test log in accordance with this annex shall be included in the test report in
addition to the information required to be included according to Clause A.10.

The manufacturer/submitter shall clearly indicate a name and address for communication purposes. If
appropriate, the identity of the original equipment manufacturer shall be provided.

The manufacturer/submitter shall provide a unique and traceable identification for the test submission
document which shall also be indelibly marked on the test sample. The manufacturer/submitter shall maintain
a record of such identification.

The manufacturer/submitter shall clearly indicate the test laboratory/facility required to conduct the test.

The manufacturer/submitter shall clearly indicate the date of submission or dispatch to the test
laboratory/facility.

A.6.2 Information required for test samples

The following information, attributable to a fully traceable identification for each test sample, shall be included
in the test submission document:

a) manufacturer's name and model identification and/or number or other means of identification;

b) any certification from the manufacturer, which states that the test sample has been taken from normal
production and which gives details of the method of selection in accordance with A.3.2;

c) identification of centres and centre lines in accordance with A.3.3;

d) record of any end attachments (including a socket) or special grip devices in accordance with A.3.3;
e) any special assembly instructions in accordance with A.3.3;

f) identification of the worst-case alignment position in accordance with A.3.4;

g) if appropriate, information on the marks indicating “front/anterior”, “outside/lateral”, “upper/proximal” on
each test sample in accordance with A.3.5;

h) if appropriate, information on the multiple use of test samples in accordance with A.5.1.

A.6.3 Information required for tests
The following information for each test sample shall be included in the test submission document:

The particular test requested (Clauses A.8 and A.9), together with the test load level to be applied
(Clause A.8) or the cyclic range of the pulsating test force and the frequency of test to be applied (Clause A.9),
respectively.

The following information for each test sample shall be included in the test submission document:
a) the particular test requested (Clauses A.8 and A.9);
b) the relevant loading parameter(s) to be applied, which is/are

1) the test load level for the static tests according to Clause A.8;

2) the cyclic range F, of the pulsating test force F(t), the preferred frequency of test and the endurance
(required number of cycles) for the cyclic test according to Clause A.9.
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